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370 SEVENTEENTHST.D SUlTE4300
DENVER. CO 80202
(303) 293-9133/TEL
(303) 298-8251/FAX

January 19, 2007

TIGHT HOLE STATUS

Ms. Diana Mason
State of Utah
Division of Oil Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Request for Exception to State Spacing Rule, (Rule R649-3-3)-Delta Petroleum
Corp. Greentown State 36-24S, Grand County, Utah: SE/4 SW/4, 1108' FSL, 2158'
FWL, Section 36, T21S, R16E, SLB&M.

Dear Ms. Mason:

Delta Petroleum Corporation respectfully submits the following request for exception to
spacing and information to supplement the submitted APD for the above referenced well.

A request for exception to spacing is hereby requested based on topography

Delta Petroleum Corporation is the only owner and operator within 460' of
the proposed well location.

Thank you for your timely consideration of this request. Please feel free to contact
myself or Mr. Larry Johnson at 435-687-5310 if you have any questions or need
additional information.

Sincerely,

DELTA PETRO ION

Te . Hoffman
Regulatory Manager

cc: Mr. Ed Bonner SITLA RECElVED
Mr. Bart Kettle DOGM
Mr. Larry Johnson Talon 2ÛÛ7

DNOFOIL,GAS&
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STATEOF UTAH FORM 3

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING AMENDEDREPORT Ü

(highlightchanges)

5. MINERALLEASENO 6. SURFACEAPPLICATION FOR PERMITTO DRILL ML-49170 State
7. IFINDIAN,ALLOTTEEOR TRIBENAME:1A.TYPEOFWORK DRILL REENTER DEEPEN NA
8. UNITorCA AGREEMENTNAME:B. TYPE OF WELL: OIL GAS O OTHER SINGLEZONE MULTIPLEZONE O NA

2. NAMEOF OPERATOR: 9. WELLNAMEand NUMBER:
Delta Petroleum Corporation Greentown State #36-24S
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR ½lLDCAT:370 17th St,Suite 4300 CITY STATE CO 80021 (303) 575-0323 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11.QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE: 1108' FSL &2158' FWL 3/ 019 4 - Û ô 9 SESW 36 21S 16E
AT PROPOSED PRODUCINGZONE: Same as surface

14. DISTANCEIN MILESAND DIRECTIONFROM NEAREST TOWN OR POSTOFFICE: 12. COUNTY: 13.STATE:
5 miles South and East of Green River, Utah Grand UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16.NUMBEROFACRES INLEASE: 17. N )MBER OF ACRES ASSIGNED TO THIS WELL:

1108' 640 40
18. DISTANCETONEAREST WELL(DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:APPLIED FOR) ON THIS LEASE(FEET)
NA 3,860 CPCS-215808

21. ELEVATIONS(SHOWWHETHER DF, RT,GR, ETC.): 22. APPROXIMATEDATEWORKWILLSTART: 23. ESTIMATEDDURATION:

GR - 4350.0' 2/15/2007 35 days

24. PROPOSED CASING AND CEMENTINGPROGRAM
SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENTTYPE, QUANT1TY,YIELD,ANDSLURRYWEIGHT

11" 8-5/8" J-55 STC 24# 1,750 Lead - 85/15/8 225 sxs 2.14 12.5#
Tail - Type III 270 sxs 1.41 14.6#

7-7/8" 5-1/2" J-55 LTC 17# 3,860 Lead - 85/15/8 345 sxs 2.14 12.5#
Tail - Type III 200 sxs 1.41 14.6#

25. ATTACHMENTS
VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWITH THE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELLPLATORMAPPREPARED BY LICENSED SURVE'iOR OR ENGINEER COMPLETE DRILLINGPLAN

O EVIDENCEOF DIVISIONOF WATERRIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASEOWNER

NAME(PLEASEPRINT) Terry L. Hoffman
TITLE RegUlatOry Manager

SIGNATURE DATE 1/17/2007

(TNsspaceforState useonly) Approvedby the
UtahDivisionof

Oll,GasandMining RECEIVED
API NUMBERASSIGNED: PROVA

Date.• - -O
(11/2001) (S nstructio on ve ld GFOIL, &
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Location•
Range 16 East The well location was determined using a Trimble 5700

GPS survey grade unit.
(N89°44'W

- 5287.92') Basis of Bearing:
The Basis of Bearing is GPS Measured.
GLO Bearing:
The Bearings indicated are per the recorded plat obtained
from the U.S. Land Office.
Basis of Elevation:
Basia of Elevation of 4310' being at the Southeast Section
Corner of Section 36, Township 21 South, Range 16 East,
Salt Lake Base and Meridian, as shown on the Green River NE
Ouadrangle 7.5 minute series map.
Description of Location·
Proposed Drill Hole located in the SE/4 SW/4 of Section 36,
T21S, R16E, S.LB.&M., being 1107.66' North and 2158.19' East
from the Southwest Section Corner of Section 36, T21S, R16E,
Salt Lake Base & Meridian.

Surveyor's Certi ficate:
I, Albert J. Spensko, a Registered Professional
Land Surveyor, holding Certificate 146652
State of Utah, do hereby certify that the
information on this drawing is a true and
accurate survey based on dato of record and
was conducted under my personal direction

-9 and supervision as shown hereon.

GREENTOWN
'pg LAND

STATE #36-2AS
ELEv. 4350.0' No. 148652

2158.19 bert J. 8 TALON RESOURCES,INC.
UTM 195North100WestP.O.Box1230

--- Huntington,utah84528
74TE OF 01 Ÿl10ne(435¾7-5310Fax(435)681-531I

E-Mailtalon•etv.net

ELEV. 43\0'
(EAST - 5280.00')

S89°5l'AI"E
- 5361.24' immmræromiLeaend

O Drift Hole Location Greentown State #36-24S
Section 36, T21S, R16E, S.LB.tM.

Stone Monument or Brass Cap (Found) . and Latitude Lon tude Coordinates Grand Courdy, Utah
are derived usi a PS Pa hfinder and are omm amissilmy

Stone Monument (Searched for, but not found) shown in NAD Datum· N. BUTK VICH LW.J./A.J.S.

Calculated Corner GRAPHIC SCALE y og

GPS Measured 1 inch - 1000 ft- n..a i er 4
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EXHTBIT "D"
DRILLING PROGRAM

TIGHT HOLE STATUS

Attached to UDOGM Form 3
Delta Petroleum Corporation
Greentown State #36-24S
SE/4 SW/4, Sec. 36, T21S, Rl6E, SLB & M
1108' FSL, 2158' FWL
Grand County, Utah

1. The Geologic Surface Formation

TVD Subsea
Morrison-Salt Wash O' 4362'

2. Estimated Tops of Important Geologic Markers

TVD Subsea
Morrison-Salt Wash O' 4362'
Entrada 590' 3772'
Carmel 1142' 3220'
Navajo 1307' 3055'
Kayenta 1743' 2619'
Wingate 1780' 2582'
Chinle 2243' 2119'
Shinarump 2425' 1937'
Moenkopi 2971' 1391'
Sinbad Is. 3066' 1296'
White Rim 3283' 1079'
Total Depth 3860' 502'

3. Projected Gas & Water Zones
TVD Subsea

Morrison-Salt Wash Water/Oil 0' 4362'
Entrada Water 590' 3772'
Navajo Water 1307' 3055'
Wingate Water 1780' 2582'
White Rim Oil/Gas/Wtr 3283' 1079'

No Groundwater is anticipated to be encountered. Water encountered will be reported on
a Form 7 "Report of Water Encountered during Drilling".

TIGHT HOLE STATUS
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Casing & cementing will be done to protect all fresh water zones, potentially productive
hydrocarbons, lost circulation zones, abnormal pressure zones, and prospectively valuable
mineral deposits.

All indications of usable water will be reported.

Surface casing will be tested to 1500 psi for 15minutes. Pressure drop is not to exceed
150 psi.

4. The Proposed Casing and Cementing Programs

Casing Program
Hole Setting Size Weight, Grade
Size Depth (OD) & Joint Condition
11" 1750' 8-5/8" 24#, J-55 ST&C New
7-7/8" 3860' 5-1/2" 17#, J-55 LT&C New

Cement Program

Surface Casing:
Lead: 225 sxs 85/15/8

Weight: 12.5 #/gal
Yield: 2.14 cu.ft/sk
Cmt Top 0'

Tail: 270 sxs Type III
Weight: 14.6 #/gal
Yield: 1.41 cu.ft/sk

Cmt Top 1000'

Production Casing:
Lead: 345 sxs 85/15/8

Weight: 12.5 #/gal
Yield: 2.14 cu.ft/sk
Cmt Top 0'

Tail: 200 sxs Type III
Weight: 14.6 #/gal
Yield: 1.41 cu.ft/sk
Cmt Top 3000'

TIGHT HOLE STATUS
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The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventer tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight, and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's Minimum Specifications for Pressure Control

While drilling the Greentown Sate 36-11, located in the NWNW of section 36, T21S
R16E, up to a depth of 6,011 feet normal pressure gradients were seen (mud weight of
10.2 ppg or 0.53 psi/ft). At 6,011 feet, a clastic break was drill which required mud
weights up to 12.5 ppg (0.65psi/ft) to control permeable gas.

While drilling the Greentown State 32-42, located in the SENE of section 32, T22S
R17E, up to a depth of 5,600 feet, normal pressure gradients were seen (mud weight of
10.2 ppg or 0.53 psi/ft). After 5,600 feet, a clastic break was drilled which required mud
weights up to 11.2 ppg (0.58psi/ft) to control permeable gas. Another clastic break was
drilled at 7,710 feet which required mud weights of 12.7 ppg (0.66psi/ft). A clastic
break was again drilled at 8,552 feet which required mud weights of 13.4 ppg (0.70
psi/ft).

As a result of the knowledge and experience gained from the drilling of these two state
wells, Delta has changed well construction plans for this well. The drilling plan now
reflects and are based on maximum mud weight of 13.5 ppg. This will require pressure
equipment which will be rated and tested to 5,000 psi.

Exhibit "G" is a schematic diagram of the blowout preventer equipment. An 11" 5,000
psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and Annular
Preventer; equipped with a 5,000 psi manual choke manifold. The BOP will be tested
and charted using a BOP tester and test plug to 5,000 psi for 10 minutes. The Annular
Preventer will be tested to 2,500 psi for 10 minutes. All text will be recorded in the
Driller's log book. Pipe rams will be function tested daily, and blind rams tested on each
trip.

6. The Type and Characteristics of the Proposed Circulating Muds
Depth Type Weight Vis Water Loss
0-1750' Wtr +/-8.5 +/-28 NC
1750-3860' LSND +/-9.0 +/-44 +/-8

TIGHT HOLE STATUS
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7. The Testing, Logging and Coring Programs are as followed

Testing - DST's are not planned
Logging - End of Surface casing - TD Platform Express plus sonic scanner
Coring - No coring is planned for this location

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells drilled in the
area nor at the depths anticipated in this well. Bottom hole pressure expected is
4800 psi max. No hydrogen sulfide or other hazardous gases or fluids have been found,
reported or are known to exist at these depths in the area.

8. Anticipated Starting Date and Duration of the Operations.

The well will be drilled in approximately February 15, 2007, (as soon as permit is
approved).

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;
(b) prior to spudding;
(c) prior to running any casing or BOP tests;
(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Division of Oil, Gas & Mining immediately.
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EXHIBIT "E"
Multipoint Surface Use Plan

Attached to UDOGM Form 3
Delta Petroleum Corporation
Greentown State #36-24S
SE/4 SWl4, Sec. 36, T21S, Rl6E, SLB & M
1108' FSL, 2158' FWL
Grand County, Utah

1. Existing Roads

a. The proposed existing access road is the Grand County Class road Number 150.

b. Existing roads will be maintained in the same or better condition. See Drawing L-1

2. Planned Access
Approximately 3000' (.57miles) of new access will be constructed (See Drawing L-1)
Access is determined by acquired Right of way by the surface owner.

a. Maximum Width: 24' (Exhibit F)

b. Maximum grade: 10 %

c. Turnouts: None

d. Drainage design: 6 - 18" culvert may be required along the new portion of the road.
Water will be diverted around the road as necessary and practical.

e. If the well is productive, the road will be surfaced and maintained as necessary to
prevent soil erosion and accommodate year-round traffic.

f. Existing trees will be left in place where practical to provide screening and buffer
areas.

3. Location of Existing Wells

a. See Drawing L-1.

TIGHT HOLE STATUS
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4. Location of Existing and/or Proposed Facilities

a. If the well is a producer, installation of production facilities will follow.

b. Rehabilitation of all pad areas not used for production facilities will be made in
accordance with landowner stipulations.

5. Location and Type of Water Supply

a. Water to be used for drilling will be obtained from Thompson City, Utah

6. Source of Construction Materials

a. Any necessary construction materials needed will be obtained locally from a private
source and hauled to the location on existing roads.

b. No construction or surfacing materials will be taken from Federal/Indian land.

7. Methods for handling waste disposal

a. The reserve pit on the pad will be used to accommodate the drilling of the well. The
pit will be a minimum of one-half the total depth below the original ground surface on
the lowest point within the pit. The pit may be lined with a synthetic liner. Three
sides of the reserve pit will be fenced within 24 hours after completion of construction
and the fourth side within 24 hours after drilling operations cease with four strands of
barbed wire, or woven wire topped with barbed wire to a height of not less than four
feet. The fence will be kept in good repair while the pit is drying.

b. Following drilling, the liquid waste will be evaporated from the pit and the pit
backfilled and returned to natural grade. No liquid hydrocarbons will be discharged to
the reserve pit or location.

c. In the event fluids are produced, any oil will be retained in tanks until sold and any
water produced will be retained until its quality can be determined. The quality and
quantity of the water will determine the method of disposal.

d. Trash will be contained in a portable metal container and will be hauled from location
periodically and disposed of at an approved disposal site. Chemical toilets will be
placed on location and sewage will be disposed of at an appropriate disposal site.

8. Ancillary Facilities

a. We anticipate no need for ancillary facilities with the exception of trailers, Portable
toilets, and Garbage containers to be located on the drill site.
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9. Well-site Layout

a. Available topsoil has been removed from the location and stockpiled. Location of the
rig, reserve and blooie pits, and drilling support equipment will be located as shown
on Exhibit "C".

b. A blooie pit will be located at a minimum of 100' from the drill hole. A line will be
placed on the surfàce from the center hole to the blooie pit. The blooie pit will not be
lined, but will be fenced on four sides to protect livestock/wildlife.

c. Access to the well pad will be as shown on Drawing A-2 and L-1.

d. Natural runoff will be diverted around the well pad.

10. Plans for Restoration of Surface

a. All surface areas not required for producing operations will be graded to as near
original condition as possible and contoured to maintain possible erosion to a
minimum.

b. Available topsoil will be stockpiled and will be evenly distributed over the disturbed
areas and the area will be reseeded as prescribed by the landowner.

c. Pits and any other area that would present a hazard to wildlife or livestock will be
fenced off when the rig is released and removed.

d. Any oil accumulation on the pit will be removed or overhead flagged as dictated by
then existing conditions.

e. Rehabilitation will commence following completion of the well. Rat and mouse
holes will be filled immediately upon release of the drilling rig from the location. If
the well-site is to be abandoned, all disturbed areas will be recontoured to the natural
contour as is possible.

11. Surface Ownership

a. The well-site and access road will be constructed on lands owned by the School and
Institutional Trust Lands Administration, 675 East 500 South, Salt Lake City, Utah
84102-2818; 801-538-5100. The operator shall contact the landowner and the
Division of Oil, Gas and Mining 48 hours prior to beginning construction activities.
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12. Other Information:

a. The primary surface use is industrial. The nearest dwelling is approximately 2 miles
North. Nearest live water is in Green River, 1.2 miles West.

b. If there is snow on the ground when construction begins, it will be removed before the
soil is disturbed, and piled downhill from the topsoil stockpile location.

c. The back-slope and fore-slope will be constructed no steeper than 3:1.

d. All equipment and vehicles will be confined to the access road and well pad.

e. A complete copy of the approved Application for Permit to Drill (APD) including
conditions and stipulations shall be on the well-site during construction and drilling
operations.

There will be no deviation from the proposed drilling and/or work over program without
prior approval from the Division of Oil, Gas & Mining.
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13. Lessee's or Operator's Representative and Certification

Company Representative
Terry L. Hoffman
Regulatory Manager
Delta Petroleum Corporation.
370 17 Street, Suite 4300
Denver, CO 80021
1-303-575-0323

Permitting Consultant Excavation Contractor
Larry W. Johnson Nielson Construction
Talon Resources, Inc. 625 West 1300 North
195 North 100 West Huntington, UT 84528
Huntington, UT. 84528 1-435-687-2494
1-435-687-5310

Mail Approved A.P.D. To:
Company Representative

14. Certification

I hereby certify that I, or persons under my direct supervision have inspected the proposed drill
site and access route; that I am familiar with the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct, and that the work
associated with the operations proposed herein will be performed by Delta Petroleum
Corporation and its subcontractors in conformity with thisplan and the terms and conditions

der which it is approved.

Regulatory Manager.

TIGHT HOLE STATUS

O O

13. Lessee's or Operator's Representative and Certification

Company Representative
Terry L. Hoffman
Regulatory Manager
Delta Petroleum Corporation.
370 17 Street, Suite 4300
Denver, CO 80021
1-303-575-0323

Permitting Consultant Excavation Contractor
Larry W. Johnson Nielson Construction
Talon Resources, Inc. 625 West 1300 North
195 North 100 West Huntington, UT 84528
Huntington, UT. 84528 1-435-687-2494
1-435-687-5310

Mail Approved A.P.D. To:
Company Representative

14. Certification

I hereby certify that I, or persons under my direct supervision have inspected the proposed drill
site and access route; that I am familiar with the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct, and that the work
associated with the operations proposed herein will be performed by Delta Petroleum
Corporation and its subcontractors in conformity with thisplan and the terms and conditions

der which it is approved.

Regulatory Manager.

TIGHT HOLE STATUS



ELEVATIONOFUNGRADEDGROUNDATLOCATIONSTAKE= 4350.0'
ELEVATIONOFGRADEDGROUNDATLOCATIONSTAKE= 4349.5'

CUT 4.3

"O

CUT 3.0'

UT 7.2'

CUT L.L'

30' CUT LL'

CUT C.5'

TALON RESOURCES,INC.
FILL 3.7' 9 195North100WesiP,0Box1230

HmmUtah BG
Phoœ1435ml-5310FazM35mi-53lI

CUT 3.L' E-MIIItaksielv.nn

Flu.. 3.2' o
DELTAmummmmm

'A LOCATIONL.AYOUT
SeoHon 36, T21S. R16E S.LB.&M.
Greentown State 36 -245

N. BUTK CH LW.J.
omne a en.

FILL 2.4' Â-2 1 11 07

amt 2 « 4

ELEVATIONOFUNGRADEDGROUNDATLOCATIONSTAKE= 4350.0'
ELEVATIONOFGRADEDGROUNDATLOCATIONSTAKE= 4349.5'

CUT 4.3

"O

CUT 3.0'

UT 7.2'

CUT L.L'

30' CUT LL'

CUT C.5'

TALON RESOURCES,INC.
FILL 3.7' 9 195North100WesiP,0Box1230

HmmUtah BG
Phoœ1435ml-5310FazM35mi-53lI

CUT 3.L' E-MIIItaksielv.nn

Flu.. 3.2' o
DELTAmummmmm

'A LOCATIONL.AYOUT
SeoHon 36, T21S. R16E S.LB.&M.
Greentown State 36 -245

N. BUTK CH LW.J.
omne a en.

FILL 2.4' Â-2 1 11 07

amt 2 « 4



SL-2 SL-3

SL-I

SLOPE = I I/2 : I X-Sech
(EXCEPT PIT) Scais _ m

PIT SLOPE = l · l , r' UN TALON RESOURCES,INC.
195North100WestP.0Box1230

IlulltilgtoitUtali84528
Phm435¾-5310 Fa W39687-53]l

FiNAL

GRADE

DELTA
TYPICALCROSS SECTION

SeoHon 36. T21S. R16E, S.LB.AM.
Groentown State #36-245

on.. m om.m.ie
APPROxlMATE YARDAGES N. BUIKOVICH LW.J.

(6")TOPSOIL STRIPPING= I,700 CU. YDS. 1/ /07
TOTAL CUT (INCLUDING PIT) = 9,480 Cu. YDs. 1" OU'
TOTAL FILL = 2,530 CU. YDS. Mam..a a e 4

SL-2 SL-3

SL-I

SLOPE = I I/2 : I X-Sech
(EXCEPT PIT) Scais _ m

PIT SLOPE = l · l , r' UN TALON RESOURCES,INC.
195North100WestP.0Box1230

IlulltilgtoitUtali84528
Phm435¾-5310 Fa W39687-53]l

FiNAL

GRADE

DELTA
TYPICALCROSS SECTION

SeoHon 36. T21S. R16E, S.LB.AM.
Groentown State #36-245

on.. m om.m.ie
APPROxlMATE YARDAGES N. BUIKOVICH LW.J.

(6")TOPSOIL STRIPPING= I,700 CU. YDS. 1/ /07
TOTAL CUT (INCLUDING PIT) = 9,480 Cu. YDs. 1" OU'
TOTAL FILL = 2,530 CU. YDS. Mam..a a e 4



2F

L .I .

356
4.I 7

6 11 5 36-315

5 1

Federal #35-435

ITE SCA,N

TALON RESOURCES,INC.
95N.100w.Po eni280
Hulagte UtahBO

.
PhoneM35MT-53IOFuM35WS3Il

E-Matilakm•ewnet

3g

1Revision 1 15/07 I i

DELTA
. _ IHiimmRW3WR1- Emng WEU.

I - StalogSmveyed Wel Lomtion Greentown State #36-245
13 E%!STUSTWOTlwCK Section 36. T215. R1BE. 5.LB.&M.

Grand County, Blah

- EXISTNG(USS "B· N. BLIIKOVICH LWA.
- - COUNTYROAD geog a saw

EKI5mG CLASST 1/11 /07PAVEDODlnRYROAD
PROPOSED ROAD 1" . 2000'

- - LEASEBOUMMRY A A
••=• 4 e 4



s69ooomli 571ooomE. 573ooomE. E 57 0 E. 581ooamE

as a se

UNNÏS VALLEY

Geen

z 36 31
-

5 _ I
. .. TTTAR FArlNCH AMP1 PY

1

HITE SANDS

I .

SE RANS

TA1DNRESDURCESING.

195North 100 West

--

. HutinglanU 84$28
Itals)srs-stoh e

56>000 E 71acomE. 57300 E. 75ooomE 577eoomE. 9 E 581ooomE. NAD27Zone12S586000 E.
TN MN 01) 3 miks

12" 012345km
Mapcmaled with TCPOIO 02018 Naliml Geopaphie (www

s69ooomli 571ooomE. 573ooomE. E 57 0 E. 581ooamE

as a se

UNNÏS VALLEY

Geen

z 36 31
-

5 _ I
. .. TTTAR FArlNCH AMP1 PY

1

HITE SANDS

I .

SE RANS

TA1DNRESDURCESING.

195North 100 West

--

. HutinglanU 84$28
Itals)srs-stoh e

56>000 E 71acomE. 57300 E. 75ooomE 577eoomE. 9 E 581ooomE. NAD27Zone12S586000 E.
TN MN 01) 3 miks

12" 012345km
Mapcmaled with TCPOIO 02018 Naliml Geopaphie (www



BL00/E T
PIT (Õ

03RESERVEPIT -

22'

PUMP R L

PUMP MUDPIT
BASKET -3

so · BASKET -

p o RIG O
BASKET O

- SUBST
BASKET

WATERTANK10'

40'

TRAILERs'

APPROXIMATELAYOUTOF R/G & EQUIPMENT
(Noi to

BL00/E T
PIT (Õ

03RESERVEPIT -

22'

PUMP R L

PUMP MUDPIT
BASKET -3

so · BASKET -

p o RIG O
BASKET O

- SUBST
BASKET

WATERTANK10'

40'

TRAILERs'

APPROXIMATELAYOUTOF R/G & EQUIPMENT
(Noi to



e + - -

DELTA

Typical Road Cross-Section

AGGREGRATEMATERIAL
IF REQUIRED =

oo

CNI

EXHIBIT

e + - -

DELTA

Typical Road Cross-Section

AGGREGRATEMATERIAL
IF REQUIRED =

oo

CNI

EXHIBIT



5,000 psi W
BOPEquipmentandManifold

TYPICAL5,û00# p.ti law inne
.

SIJDWOUTPREVENTER
SCHEMATIC FHPUP Line -À

PETROLEOfCOW TION

M

-if Choke Line3" Kill Line,

C k
Valve

To Pit and/of
M 4/Gas parator

Minstable Chok
TYPICAL 5,000p p.ss

CHOKE MANIFOLD Norntnal

Seq noe
Optionat

To Pit 64 or
ud/Gas Separáter

Remotely Operated
or Mjastable Choke '

" Nomitta!

EXHIBIT



O O
STATE OF UTAH FORM 3

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS ANDMINING AMENDEDREPORT

(highlightchanges)
5. MINERALLEASENO 6. SURFACEAPPLICATION FOR PERMITTO DRILL ML-49170 State
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:1A.TYPEOFWORK DRILL REENTER DEEPEN NA
8. UNITorCA AGREEMENTNAME:B. TYPE OF WELL: OIL GAS OTHER SINGLEZONE MULTIPLEZONE NA

2. NAMEOF OPERATOR: 9. WELLNAMEand NUMBER:
Delta Petroleum Corporation Greentown State #36-24S
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:370 17th St,Suite 4300 ciry Denver STATE CO ZIP 80021 (303) 575-0323 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 1108' FSL &2158' FWL SESW 36 21S 16E
AT PROPOSED PRODUCINGZONE: Same as surface

14. DISTANCEINMILESAND DIRECTIONFROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:
5 miles South and East of Green River, Utah Grand UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROFACRESN LEASE: 17. N JMBER OF ACRESASSIGNED TOTHISWELL:
1108' 640 40

18. DISTANCETO NEAREST WELL(DRLLING, COMPLETED, OR 19. PROPOSED DEPTR 20. BOND DESCRIPTION:APPLIED FOR) ON THIS LEASE (FEET)
NA 3,860 CPCS-215808

21. ELEVATIONS(SHOWWHETHER OF, RT, GR,ETC.): 22. APPROXIMATEDATEMORKWILLSTART: 23. ESTIMATEDDURATION:

GR - 4350.0' 2/15/2007 35 days

24. PROPOSED CASINGAND CEMENTINGPROGRAM
SIZE OF HOLE CASING SIZE, GRADE, ANDVEIGHT PER FOOT SETTING DEFTH CEMENT TYPE, QUANytTY,YlELD,ANDSLURRYWEIGHT

11" 8-5/8" J-55 STC 24# 1,750 Lead - 85/15/8 225 sxs 2.14 12.5#
Tail - Type III 270 sxs 1.41 14.6#

7-7/8" 5-1/2" J-55 LTC 17# 3,860 Lead - 85/15/8 345 sxs 2.14 12.5#
Tail - Type III 200 sxs 1.41 14.6#

25 ATTACHMENTS
VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWITH THE UTAHOILANDGAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAPPREPARED BYLICENSED SURVE10R OR ENGINEER COMPLETEDRILLINGPLAN

O EVIDENCEOF DMSION OF WATER R1GHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRINT) Terry L. Hoffman 1/Regu0IatoryManager

(This space for State use only)

RECEIVED
API NUMBERASSIGNED: APPROVAL:

(11/2001) (See Instructions on Reverse Side> DIVOFOIL,GAS&
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Ra nge 16 Ea st Yhecn
ation was determined using a Trimble 5700

GPS survey grade unit.
(N89°44'W

- 5287.92') Basis of Bearing:
The Basis of Bearing is GPS Measured.
GLO Bearing:
The Bearings inalcated are per the recorded plat obtained
from the U.S. Land Office.
Basis of Elevation•
Basis of Elevation of 4310' being at the Southeast Section
Corner of Section 36, Township 21 South, Range 16 East,
Salt Lake Base and Meridian, as shown on the Green River NE
Ouodrangle 7.5 minute series map.
Description of Location·
Proposed Drill Hole located in the SE/4 SW/4 of Section 36,
T21S, R16E, S.LB.dcM., being 1107.66' North and 2158.19' East
from the Southwest Section Comer of Section 36, T21S, R16E,
Salt Lake Base & Meridian.

Surveyor s Certificate:
I, Albert J. Spensko, a Registered Professional
Land Surveyor, holding Certificate 146652
State of Utah, do hereby certify that the
information on this drawing is a true and
accurate survey based on data of record and
was conducted under my personal direction
and supervision as stown hereon.

o
see LAND

GREENTOWN
STATE #36-2AS / °÷

ELEv. 4350.0'
No. 148652

2l58.l9' med J. s* TALON RESOURCES,INC.
UTM 195North100WestP.O.Box1230

Huntington,Utah84528
s,A TE OF 01 e Phone(435)687-5310Fax(435887-531I

E-Mailtalon • etv.net

ELEv. 4310'
(EAST - 5280.00') " DELTAS89°5l'&l"E

- 536l.24'
Legend

Greentown State #36-24SO Drill Hole Locotion
• Seollon 36, T21S, R16E, S.LB.tM.

Stone Monument or Brass Cap (Found) om
deriva dL tituda NLo d in a Grand County, h

Stone Monument (Searched for, but not found) shown in NADWoctum• N. BUTSCH LW.J./A.J.S.

Calculated Corner LAT / LONG
GRAPHIC SCALE **

,, yo,
( ) GLO ,, 1" 1000'

GPS Measured ' ' 1 inch - 1000 ft- m... f .« 4

Ra nge 16 Ea st Yhecn
ation was determined using a Trimble 5700

GPS survey grade unit.
(N89°44'W

- 5287.92') Basis of Bearing:
The Basis of Bearing is GPS Measured.
GLO Bearing:
The Bearings inalcated are per the recorded plat obtained
from the U.S. Land Office.
Basis of Elevation•
Basis of Elevation of 4310' being at the Southeast Section
Corner of Section 36, Township 21 South, Range 16 East,
Salt Lake Base and Meridian, as shown on the Green River NE
Ouodrangle 7.5 minute series map.
Description of Location·
Proposed Drill Hole located in the SE/4 SW/4 of Section 36,
T21S, R16E, S.LB.dcM., being 1107.66' North and 2158.19' East
from the Southwest Section Comer of Section 36, T21S, R16E,
Salt Lake Base & Meridian.

Surveyor s Certificate:
I, Albert J. Spensko, a Registered Professional
Land Surveyor, holding Certificate 146652
State of Utah, do hereby certify that the
information on this drawing is a true and
accurate survey based on data of record and
was conducted under my personal direction
and supervision as stown hereon.

o
see LAND

GREENTOWN
STATE #36-2AS / °÷

ELEv. 4350.0'
No. 148652

2l58.l9' med J. s* TALON RESOURCES,INC.
UTM 195North100WestP.O.Box1230

Huntington,Utah84528
s,A TE OF 01 e Phone(435)687-5310Fax(435887-531I

E-Mailtalon • etv.net

ELEv. 4310'
(EAST - 5280.00') " DELTAS89°5l'&l"E

- 536l.24'
Legend

Greentown State #36-24SO Drill Hole Locotion
• Seollon 36, T21S, R16E, S.LB.tM.

Stone Monument or Brass Cap (Found) om
deriva dL tituda NLo d in a Grand County, h

Stone Monument (Searched for, but not found)
shown in NADWoctum• N. BUTSCH LW.J./A.J.S.

Calculated Corner LAT / LONG
GRAPHIC SCALE **

,, yo,
( ) GLO ,, 1" 1000'

GPS Measured ' ' 1 inch - 1000 ft- m... f .« 4



9 e
©°°° 71°°° 6

eutn ol'a o

E. 581ooomp m

UNNIS VALLEY

Green

Green

ash

IGre own

36 31

ne MPUFY

TE SANDS

o

M SE RANGE

TAIDN RESOURCES,INC
|195North100West

NPo.sox1Ël

ls69ooomE. 571ooomE. 573ooomE. 575ooomE 577ooomE. 579ooomE. 581ooomE. NAD27 Zone 12S EB6ooomE.
TN 0.0 0.5 10 1 20 2.5 30 3.5miles

1:e o i h.
Map createdwith TOPOI® ©2003NatiomlGeographic(www



2007-03 Delta Greestown 5 36-24S
Casing Scheng

o.os (34too
surface

I 246.
i

.s

EU
oacMD

'I^

\go Frac 19.3

Moele R4 7 /
3 o<ola ' b«

i
5-1/2" i Production
MW 9. 3860.

2007-03 Delta Greestown 5 36-24S
Casing Scheng

o.os (34too
surface

I 246.
i

.s

EU
oacMD

'I^

\go Frac 19.3

Moele R4 7 /
3 o<ola ' b«

i
5-1/2" i Production
MW 9. 3860.



O O
Well name: 2007-03 Delta Greentown ST 36-24S
Operator: Delta Petroleum Corporation
String type: Surface Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.500 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 90 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

Burst:
Design factor 1.00 Cement top: 70 ft

Burst
Max anticipated surface

pressure: 1,341 psi
Intemal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 1,551 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premiurn: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 3,860 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 1,527 ft Next setting BHP: 1,805 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,750 ft
injection pressure: 1,750 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
i 1750 8.625 24.00 J-55 ST&C 1750 1750 7.972 625.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 773 1370 1.773 1551 2950 1.90 37 244 6.66 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: March 27,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 1750 ft, a mud weight of 8.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Well name: 2007-03 Delta Greentown ST 36-24S
Operator: Delta Petroleum Corporation
String type: Production Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 119 °F

Temperature gradient: 1.40 °F/100ft
Minimumsection length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 246 ft

Burst
Max anticipated surface

pressure: 955 psi
Intemal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 1,805 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 3,333 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 3860 5.5 17.00 J-55 LT&C 3860 3860 4.767 503.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 1805 4910 2.721 1805 5320 2.95 57 247 4.36 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: March 27,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 3860 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/22/2007 API NO. ASSÎGNED: 43-019-31519

WELL NAME: GREENTOWN ST 36-24S

OPERATOR: DELTA PETROLEûM CORP ( N2925 ) PHONE NUMBER: 303-575-0323

CONTACT: TERRY HOFFMAN

PROPOSED LOCATÏON: INSPECT LOCATN BY: / /
SESW 36 210S 160E Tech Review Initials Date
SURFACE: 1108 FSL 2158 FWL

BOTTOM: 1108 FSL 2158 FWL Engineering

COUNTY: GRAND
Geology

LATÎTUDE: 38.93851 LONGITUDE: -110.1070

UTM SURF EASTINGS:577398 NORTHINGS:4310124 Surface

FÏELD NAME: WILDCAT ( 1 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-49170 PROPOSED FORMATÎON: WHRM

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEÏVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

/ Bond: Fed[] Ind[] Sta[] Fee[]
Unit:

(No . 6 0 )
Potash (Y/N) R649-3-2. General

il Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit \/
'

R649-3-3. Exception
(No. MUNICIPAL )

Drilling Unit
RDCC Review /N)

Board Cause No:(Date: 02/0 2007 )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

AIA Intent to Commingle (Y/N)
.R649-3-11. Directional Drill

COMMENTS: .4
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OPERATOR: DELTA PETRO CORP (N2925)

SEC: 36 T.216 R. 16E

FIELD: WlLDCAT (001)

COUNTY: GRAND

SPAClNG: R649.3.3/ EXCEYFlON LOCATION
WeHs Statu

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status * PLUGGED & ABA NDO NED
ABANDONED EXPLORATORY : PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL
COMBINED C

LNDARY
O

Ro SED
NDISNG

) TE 1P ABALNDONED

RNRI
TED PP GEOTHERML A WATER INJECTION 5

PP OIL WATER SUPPLY PREPARED BY: DlANA MASON
SECONDARY WATER DISPOSAL DATE: 24-jANUARY-2007
TERMINATED
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Application for Permit to Drill
Statement of Basis

2/28/2007 Utah Division of Oil, Gas and Mining Page i

APD No API WellNo Status Well Type Surf Ownr CBM
212 43-019-31519-00-00 OW S No
Operator DELTA PETROLEUM CORP Surface Owner-APD
Well Name GREENTOWN ST 36-24S Unit
Field UNDESIGNATED Type of Work
Location SESW 36 21S 16E S 0 FL 0 FL GPS Coord (UTM) 577398E 4310124N
Geologic Statement of Basis

Significant volumes of high quality ground water are unlikely to be encountered in the bedrock at this location.
A poorly to moderately permeable soil is likely to be developed on the Jurassic-age Salt Wash Member of the
Morrison Formation. A small but locally important quality ground water resource may be encountered in
several permeable Mesozoic aquifers in this area. The proposed casing and cementing program should
adequately isolate any zones of fresh water that may be penetrated. No underground water rights have been
filed on any area within a mile of the proposed well site.

Chris Kierst 2/27/2007
APD Evaluator Date / Time

Surface Statement of Basis
On-site conducted February 7, 2007. In attendance: Bart Kettle-Division of Oil Gas and Mining (DOGM),
Leroy Mead-Division of Wildlife Resources (DWR), Ed Bonner-School and Institutional Trust Lands
Administration (SITLA), Don Kincheloe-Delta Petroleum Corporation, Terry Hoffman-Delta Petroleum
Corporation, Larry Johnson-Talon Resources, Inc

DWR recommends Delta participate in May raptor survey flights. DWR recommending season closures for
Desert Bighorn lambing April 15-May 15 and rut Oct 15-Decl5. DOGM recommends drainage be diverted
around well pad. Reserve pit shall be lined and kept in proper functioning condition. DOGM requires that all
activities associated with constructing, drilling, completion and production of well be restricted to permitted
access route and well pad. Delta Petroleum Corporation will be held accountable for the activities of
contractors and company representatives

Bart Kettle 2/7/2007
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and

maintained in the reserve pit.
Surface The reserve pit shall be fenced upon completion of drilling operations.
Surface Access road should be a raised bed road.
Surface All materials, equipment shall be stored within permitted area. No activity shall occur

outside of permitted well pad and access route.
Surface Operator is responsible for acquiring appropriate rights-of-ways or

other permits from other surface managing agencies or landowners, for
roads, staging areas, gravel pits utilized for constructing/drilling/producing the state
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ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator DELTA PETROLEUM CORP
Well Name GREENTOWN ST 36-24S
API Number 43-019-31519-0 APD No 212 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 36 Tw 21S Rng 16E 0 FL 0 FL
GPS Coord (UTM) 577389 4310125 Surface Owner

Participants
Bart Kettle (DOGM), Ed Bonner (SITLA), LeRoy Mead (DWR), Terry Hoffman (Delta), Don Kincheloe (Delta), Larry
Johson (Talon)

Regional/Local Setting & Topography
Proposed project site is located roughly four miles south of the town of Green River, in Grand County Utah. Annual
precipitation is 6-8", and vegetation would be described as salt scrub black brush mixed rangelands. Topography
immediately adjacent to the well is a series of small sandstone capped bluffs and alternating clay valleys cut by numerous
small gullies. Drainage is to the west entering the Green River within two miles. No perennial water was observed in close
proximity to the proposed project site. Drainages in the immediate area are ephemeral in nature, being dry throughout a
majority of the year.

Surface Use Plan
Current Surface Use
Grazing
Recreational
Wildlfe Habitat

New Road
Miles Well Pad Src Const Material Surface Formation

0.57 Width 270 Length 340 Onsite MORN

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Grass: Hilaria jamsii.
Forbs: Hairy aster, desert trumpet, Yellow peppergrass.
Shrubs: Shadscale, mat salt brush, Gardner salt brush, Mormon tea, broom snakeweed, black brush, Utah serrvice
berry, greenstem rubber rabbit brush, range ratany.

Soil Type and Characteristics
Gray sandy clay.

Erosion Issues Y
Highly erosive soils

Sedimentation Issues N
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Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? Y
Prompt reclaimation of unused portions of project area following drilling.

Paleo Survey Run? N Paleo Potental Observed? Cultural Survey Run? N Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0 '
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) >1320 0
Native Soil Type
Fluid Type TDS>l0000 15
Drill Cuttings Salt or Detrimental 10
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 30 1 Sensitivity Level

Characteristics / Requirements
Liner in reserve pit require due to drilling with a salt based mud system, drill cutting being salty, and poor track
record of operator.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 12 Pit Underlayment Required? N

Other Observations / Comments
SITLA provided no comments. DWR recommends that Delta participate in May flights for raptor surveys. Project sire is
considered viable ferruginous hawk nesting habitat. Project area has been inhabited by a band of 12-15 Desert bighorns
dispersing from the Potash herd. Nearly half of the habitat area for this band of sheep would be affected by the drilling of
seven new Greentown wells. DWR concerned impacts on this scale may cause sheep to leave existing habitat. DWR
recommends restrictions during lambing season from April 15-May 15 and the rut Oct 15-Dec 15. DOGM recommendsthat berms be used to divert water around the southern portions of the well. Liner on the reserve pit will be required, and
should be kept in functioning condition. No activity should occur outside of the permitted access road and well pad. Thisincludes the storage of materials, equipment and vehicles. Contractors should be informed prior to dispatching to job sitethey are to remain within these permitted areas.

Bart Kettle 2/7/2007
Evaluator Date / Time
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/22/2007 API NO. ASSIGNED: 43-019-31519

WELL NAME: GREENTOWN ST 36-24H

OPERATOR: DELTA PETROLEUM CORP ( N2925 ) PHONE NUMBER: 303-575-0323

CONTACT: TERRY HOFFMAN

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESW 36 210S 160E Tech Review Initials Date

BO M

01606
N

0165680
FL Engineering

COUNTY: GRAND
Geology

LATITUDE: 38.93851 LONGITUDE: -110.1070

UTM SURF EASTINGS:577398 NORTHINGS: 4310124 Surface

FIELD NAME: WILDCAT ( 1 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-49170 PROPOSED FORMATION: WHRM
SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3-
ta La

Bond: Fed[] Ind[] Sta[] Fee[]
Unit:

(No. BOO3309 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No.MUNICIPAL )

Drilling UnitY RDCC Review ( N)
(Date: ) ) Board Cause No:

> | - Eff Date:
Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) R649-3-11. Directional Drill
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COUNTY: GRAND

Wells Status
SPACING: R649-3-2.6 / HORIZONTAL DRILLING p GAS INJECTION

g GAS STORAGE OIL, GAS & MININGx LOCATION ABANDONED
NEW LOCATION NField Status Unit Status PLUGGED deABANDONED
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COMBINED NF SECONDARY

-e- SHUT-IN OIL W EINACTIVE ING
)s( TEMP. ABANDONED
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PP GAS o TEST WELL
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PP OIL WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE:27-SEPTEMBER·2007TERMINATED ,,
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REVISED 10/08/07 EXHIBIT "D"
DRILLING PROGRAM

TIGHT HOLE STATUS

Attached to UDOGM Form 3
Delta Petroleum Corporation
Greentown State #36-24H (Horizontal)
SE/4 SW/4, Sec. 36, T21S, R16E, SLB & M
1108' FSL, 2158' FWL
Grand County, Utah

1. The Geologic Surface Formation

* G = Gas, O = Oil,W = Water Capitals= Primary,SmallCase = SecondaryTargets

AgeI Comments Formation * TVD Subsea
Jurassic Morrison-Salt Wash mbr w 5' 4,370'

2. Estimated Tops of Important Geologic Markers

Jurassic Entrada w 603' 3,772'
Jurassic Carmel 1,155' 3,220'
Jurassic Navajo w 1,320' 3,055'
Jurassic Kayenta 1,756' 2,619'
Jurassic Wingate w 1,793' 2,582'
Triassic Chinle 2,256' 2,119'

3. Projected Gas & Water Zones

Triassic Shinarump wio 2,438' 1,937'
Triassic Moenkopi wio 2,984' 1,391'
Triassic Sinbad Is. wio 3,079' 1,296'
Permian White Rim wio 3,296' 1,079'
Permian Cutler wigio 3,661' 714'

Pennsylvanian Honaker Trail wigio 3,886' 489'
Pennsylvanian Paradox salt O/Glw 5,944' (1,569)'
Pennsylvanian "O" zone clastiCS O/G 9,638' (5,263)'
Pennsylvanian "Cane Creek" clastics O/G 10,128' (5,753)'
Pennsylvanian Pinkerton Trail 10,369' (5,994)'

Total Depth 10,455' (6,080)'

Water encountered will be reported on a Form 7 "Report of Water Encountered during
Drilling".
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Casing & cementing will be done to protect all fresh water zones, potentially productive
hydrocarbons, lost circulation zones, abnormal pressure zones, and prospectively
valuable mineral deposits.

Surface casing will be tested to 1500 psi for 15 minutes. Pressure drop is not to exceed
150 psi.

4. The Proposed Casing and Cementing Programs

Depth (MD) Hole Size Casing Size Cement * Cmt Top
40' 30" 24" Conductor ±3.5 yd*, 4000 psi Redi-Mix 0'

1,800' 20" 16" 84# J55 BTC 1716 sx Rockies LT (typeV) , 1.80 yld 13.5# (2-stage) 0'
5,900' 14.75" 10.75" 55.5# HCP110 BTC Lead: 2083 sx Rockies LT (typeV), 1.80 yld, 13.5#(2-stage) 0'

Tail: 674 sx Class G, 1.15 yld, 15.8# 5,000'
10,323' 9.5" 7.625" 39# P110 LTC Lead: 806 sx N2 Foamed Class G, 1.17 yld,13.5# 5,000'

Tail: 296 sx Class G, 1.17 yld, 16.4# 9,000'
±3,500' 6.5" 3-1/2" 12.95# P110 PH6 Uncemented perforated drop-off liner N/A

* see wellbore schematic for % excess values

The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventer tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight, and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's Minimum Specifications for Pressure Control

(0'-5900'TVD) 4-1/2" x 24", 800 psi WP / 1500 psi SP rotating head over 16-3/4"
5,000 psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 5,000 psi manual choke manifold. The BOP will be
tested and charted using a BOP tester and test plug to 5,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. The rotating head will be
tested to 1500 psi for 10 minutes. All text will be recorded in the Driller's log book.
Pipe rams will be function tested daily, and blind rams tested on each trip.

(5900'-10,455' TVD) 4-1/2" x l1", 1500 psi WP / 3000 psi SP rotating head over 11"
10,000 psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 10,000 psi manual choke manifold. The BOP will
be tested and charted using a BOP tester and test plug to 10,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. The rotating head will be
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tested to 3,000 psi for 10 minutes. All text will be recorded in the Driller's log book.
Pipe rams will be function tested daily, and blind rams tested on each trip.

5. The Type and Characteristics of the Proposed Circulating Muds

Depth (MD) Type Wt. Vis. WI. BOPE Req. Max Exp BHP:
1,800' Gel / Mud +/- 9.0 +/- 28 nc NA .430 psilft
5,900' WBM * +/- 9.0 +/- 28 nc 16-3/4" 5#M .430 psi/ft
10,455' OBM ** +/- 18.0 +/- 44 +/- 10 11" 10#M .900 psilft

13,771' (horiz) OBM ** +/- 18.0 +/- 44 +/- 10 11" 10#M .900 psilft

* change over from WBM system @5900' TVD to oil base mud system
** closed loop system with cuttings contained in lined pit on location

7. The Testing, Logging and Coring Programs are as followed

Testing - DST's are not planned
Logging - 1800' to 5900' CBL; 5900'to 10,455' TVD Platform Express + FMI + Sonic
Scanner + CBL
Coring - TBA

Any Anticipated Abnormal Pressures or Temperatures

Abnormal pressures have been noted or reported in wells drilled in the clastics below the
top of the Paradox Salt ( below 5900' TVD).

Max anticipated bottom hole pressure expected is 9410 psi (based on up to 0.9 psi/ft).
No hydrogen sulfide or other hazardous gases or fluids have been found, reported or are
known to exist at these depths in the area.

8. Horizontal Operations

The 9-1/2" pilot hole will be drilled with OBM to 10,455' TVD TD. Logs / cores will
be utilized to identify the pay zone depth(s). The 9-1/2" pilot hole will be plugged back
with a 500' long balanced cement plug 200' above the zone of interest. Directional
tools will be RIH to the KOP and the curve will be built to an inclination angle of ±90°

(horizontal) into the formation of interest. 7-5/8" production casing will be run and
cemented. Slimhole tools will be picked up to drill the 6-1/2" hole lateral to 3828'
vertical section at a 337° NW azimuth (est. ±13,771' MD TD). See Directional design
details. A 3-1/2" liner is planned for the liner. Completion technique is planned to be
an uncemented perforated liner dropped into the 6-1/2" open hole lateral to guard
against lateral collapse (TOL @±40' abv 7-5/8" shoe).

9. Anticipated Starting Date and Duration of the Operations.
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The well will be drilled upon the approval of the permit and rig availability (est. spud
mid to late-Oct 2007).

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;
(b) prior to spudding;
(c) prior to running any casing or BOP tests;
(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Division of Oil, Gas & Mining immediately.
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Company Name: Delta Petroleum Corporatlon Date. October 08. 2007 (Rev 2)

Well Name: Greentown State 36-24H TD: (vert) 10.450' TVD i (horlz)±13,771' MD

Field. County, State: Wildcal AFE # 3974

Surface Location: 1108 FSL. 2156" FWL. SEISW S36. T21S. R16E BHL 660'FNL. 660' FWL, SE/SW SEC36. T21S, R16E

Objective 2one(s): Paradox Sail Elevation 4,350'

Rig: DHS #11 Spud (est.): October 15, 2007

BOPE Info: 4 5" x 24 0" rotating head from surface to 5,900', 16-3/4" 5M BOP stack and 5M kill lines and choke manifold,

& 11 0 10M BOE wIrotatmg head, 5M annular, rams, blmd rams & mud coss imm 5900' to 10.455' TVD

MECHANICAL

HOLE CASING MUD
LOGS TOPS DEPTH SIZE SfZE WEIGHT

40 30" 24" Structtaral NIA

slage collaro soo
16¯. 84#. J-55, BTC

Navajo Base 20" GellMud
1.756' TVD g MDTTVD 8 4 to 9 O ppg

Stage collar@ 2,500 WBM
84toSCppg

TOC @ 5,000'
10-314", 55.50#, HCP•110. EITC

CBL 51 "MDíTVD

Mud Loggers @5,900' to TD
Parador Salt Top 9-112" OBM
5,944" TVD 9.0-18 0 ppg

KOP #1

"O" Zone Ciastics (0"-90"inci)
9,638'TVD S F1'TvDIMO 7-5/8".39#.P-110,LTC

12 1100 BR, 337° AZ

h riz

TOL 110,283· MO (±40'abv shoe) 's -- ---......•.........................

Idrop off Irner no emil
35" 1295h.P110 PH6

Cane Ck Clastics O Ti • - -- · • - • •

(TBA after logs) '.a - I « .: 113,771' MDI 10,148" TVD
10,323· Mg13.S' TVD (est ori sinice 10" dip)

I
I
I9-1/2" ptiot hole) ,

Pox-FMI-So ic-COL 10,455 TVD
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DRILLINGPROGRAM
CASING PROGRAM

STRUCTURAL 24' 0-40' 174 J-55 NIA 1,160 2.760 2.771,000
1 jt. 61.97 147.44 25.91

CONDUCTOR 16" 0-1.800' 84 J-56 BTC 2,980 1,410 2.980,000
3.54 1.67 11.86

SURFACE 10-3/4" 0 ,5,900' 55 50 HCP-110 BTC 8,860 5.950 1,745,000
3.21 2.15 4.08

PRODUCTION 7-5/6" O - 10,138' 39 00 P-110 LTC 12,620 11,080 1,066,000
1.33 1.17 2.15

LINER(PERFORATED, 3-1/2" 10,100' - 10,148' 12 95 P-110 PH-6 19.690 20.090 260.810
2.08 2.12 1.79

CONDUCTOR 1,800 Rockies LT(Type V) 1716 100% . 13.5 ppg 1.80 it3/sk

SURFACE Lead 5,000 Rockies LT(Type V) 2083 50% 13.5 ppg 1.80 ft3/sk

Tall 900 ClaSS O 674 50% 15.8 ppg 1.15 ft3/sk

PRODUCTION Leat 4,000 Class G (N2 f0amed) 806 40% 13.5 ppg 1.17it3/sx

Tall 1,323 ÛlaSS G 296 40% 16.4 ppg 1.17 ft3/sk

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR Ga kle shoe, 1 joint,float collar . Thread lock all float equipment Install bow spring centralizers on the bottom 3 joints of casing &
every thirdJointthereafter

SURFACE PDC drillable 10M,P-110 float shoe, 1 joint,PDC drillable 10M, P-110 float collar Thread lock all floataquipment Install 1bow spring
centralizersevery 3rd jointto 1,000'.

PRODUCTION Float shoe, 1 joint, Boatcollar. One 7,625"x 9.5" Bow Spring centralizerevery joint Thread lock all FE

PROJECT PERSON(S): David Doles

DRILLINGMANAGER: Ron

Page 2/2

DRILLINGPROGRAM
CASING PROGRAM

STRUCTURAL 24' 0-40' 174 J-55 NIA 1,160 2.760 2.771,000
1 jt. 61.97 147.44 25.91

CONDUCTOR 16" 0-1.800' 84 J-56 BTC 2,980 1,410 2.980,000
3.54 1.67 11.86

SURFACE 10-3/4" 0 ,5,900' 55 50 HCP-110 BTC 8,860 5.950 1,745,000
3.21 2.15 4.08

PRODUCTION 7-5/6" O - 10,138' 39 00 P-110 LTC 12,620 11,080 1,066,000
1.33 1.17 2.15

LINER(PERFORATED, 3-1/2" 10,100' - 10,148' 12 95 P-110 PH-6 19.690 20.090 260.810
2.08 2.12 1.79

CONDUCTOR 1,800 Rockies LT(Type V) 1716 100% . 13.5 ppg 1.80 it3/sk

SURFACE Lead 5,000 Rockies LT(Type V) 2083 50% 13.5 ppg 1.80 ft3/sk

Tall 900 ClaSS O 674 50% 15.8 ppg 1.15 ft3/sk

PRODUCTION Leat 4,000 Class G (N2 f0amed) 806 40% 13.5 ppg 1.17it3/sx

Tall 1,323 ÛlaSS G 296 40% 16.4 ppg 1.17 ft3/sk

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR Ga kle shoe, 1 joint,float collar . Thread lock all float equipment Install bow spring centralizers on the bottom 3 joints of casing &
every thirdJointthereafter

SURFACE PDC drillable 10M,P-110 float shoe, 1 joint,PDC drillable 10M, P-110 float collar Thread lock all floataquipment Install 1bow spring
centralizersevery 3rd jointto 1,000'.

PRODUCTION Float shoe, 1 joint, Boatcollar. One 7,625"x 9.5" Bow Spring centralizerevery joint Thread lock all FE

PROJECT PERSON(S): David Doles

DRILLINGMANAGER: Ron



Delta Petroleum Corporation DEI TA
Greentown State 36-24H FIELD Grand County, Utah

5-RE

GreentOwn State 36-24H

Parameters Sudnes Location NAD27UtahStaa Phinne, Southem zone,Us Fest Mineellaneous
Model: IGRF2005 D4m 64952" Date Oclaber02.2007 Let N385018.309 830200.22008 GridCorr 9085345900 Slot Gieertownslan3Ik24H TVDRet (0.00Babove)

Magone: +11614° Fa 52003.6nT Lon; W110625285 Esating 2396292.90ftUS ScaleFact 10001545071 Plan: GleerinunSide3tW24H SrvyDate: Oclober03.2007

Oitical Points
CriticalPoint MD INCL AZIM IVD V3F£ N(+)/ S(-) FI+) / W-) DIß
Surfàce 0.000 0.00 336.79 0.000 0.000 0.00 0.00Location
Conductor 65.000 0.00 336.79 65.000 0.000 0.00 0.00 0.00CasingPoitt
Navajo 1320.000 0.00 336.79 1320.000 0.000 0.00 0.00 0.00
Kayetta 1756.000 0.00 336.79 1756.000 0.000 0.00 0.00 0.00
Wngte 1793.000 0.00 336.79 1793.000 0.000 0.00 0.00 0.00
CasingPoirt 1800.000 0.00 336.79 1800.000 0.000 0.00 0.00 0.00
Glinle 2256.000 0.00 336.79 2256.000 0.000 0.00 0.00 0.00
Shinarump 2438.000 0.00 336.79 2438.000 0.000 0.00 0.00 0.00
lWenkopi 2984.000 0.00 336.79 2984.000 0.000 0.00 0.00 0.00
SinbadIs. 3079.000 0.00 336.79 3079.000 0.000 0.00 0.00 0.00
WiiteRitn 32%.000 0.00 336.79 32%.000 0.000 0.00 0.00 0.00
Otler 3661.000 0.00 336.79 3661.000 0.000 0.00 0.00 0.00
HonakerTrail 3886.000 0.00 336.79 3886.000 0.000 0.00 0.00 0.00
CasingPoitt 5900.000 0.00 336.79 5900.000 0.000 0.00 0.00 0.00
ParadoxSalt 59R000 0.00 336.79 594000 0.000 0.00 0.00 0.00
'O"Zone %38.000 0.00 336.79 %38.000 0.000 0.00 0.00 0.00Clastics
KOP %70.500 0.00 336.79 9670.500 0.000 0.00 0.00 0.00
'Cane Geek" 10281.938 73.37 336.79 10128.000 340.840 313.27 -134.30 1100Clastics
CasingPoint 10322.781 78.27 336.79 10138.000 380.427 349.65 -149.90 12.00

10420.495 90.00 336.79 10147.%5 471.460 438.83 -188.13 12.00Hold)
Geentown
State36-24H 13T/0.834 90.00 336.79 10148.000 3827.799 3518.12 -1508.26 0.00
PBHL

GridNorth

Tot Corr(M->G+10.7605°)

MagDec(+11.614°)

GridConv(
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RENSCO Delta Petroleum Corporation DResource Energy Sennce Corp.

Greentown State 36-24H " Grand County, Utah Greentown State 36-24H
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Well name: 2007-03 Delta Greentown ST 36-24H
operator: Delta Petroleum Corporation
stringtype: Production Liner Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 18.000 ppg Design factor 1.125 Surlace temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 207 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00

Burst
Max anticipated surface

pressure: 7,257 psi Liner top: 10,123 ft
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,489 psi API - tubing: 1.60 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 3828 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °l100ft

Premium: 1.50 (J) Inclination at shoe: 90 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 10,264 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 3671 3.5 12.95 N-80 Hydril PH-6 10148 13771 2.625 151.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9489 15310 1.613 9489 15000 1.58 1 295 99.99 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
For this liner string, the top is rounded to the nearest 100 ft.Collapse is based on a vertical depth of 10148 ft, a mud weight of 18 ppg The
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the

Well name: 2007-03 Delta Greentown ST 36-24H
operator: Delta Petroleum Corporation
stringtype: Production Liner Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 18.000 ppg Design factor 1.125 Surlace temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 207 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00

Burst
Max anticipated surface

pressure: 7,257 psi Liner top: 10,123 ft
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,489 psi API - tubing: 1.60 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 3828 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °l100ft

Premium: 1.50 (J) Inclination at shoe: 90 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 10,264 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 3671 3.5 12.95 N-80 Hydril PH-6 10148 13771 2.625 151.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9489 15310 1.613 9489 15000 1.58 1 295 99.99 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
For this liner string, the top is rounded to the nearest 100 ft.Collapse is based on a vertical depth of 10148 ft, a mud weight of 18 ppg The
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the



Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Deltà Petroleum Corporation
String type: Production Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 18.000 ppg besign factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 207 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 6,256 ft

Burst
Max anticipated surface

pressure: 7,249 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,480 psi 8 Round STC: 1.80 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 380 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °/100ft

Premium: 1.50 (J) Inclination at shoe: 78.3 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,418 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 10323 7.625 39.00 P-110 LT&C 10138 10323 6.5 2471.2

Run Collapse Collapse aps Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9480 10382 1.095 9480 12620 1.33 289 1066 3.68 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: Öctober 7,2007
by: Div of Oil,Gas &Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 10138 ft, a mud weightof 18 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineeririg responsibility for use of thisdesign willbe thatof the

Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Deltà Petroleum Corporation
String type: Production Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 18.000 ppg besign factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 207 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 6,256 ft

Burst
Max anticipated surface

pressure: 7,249 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,480 psi 8 Round STC: 1.80 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 380 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °/100ft

Premium: 1.50 (J) Inclination at shoe: 78.3 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,418 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 10323 7.625 39.00 P-110 LT&C 10138 10323 6.5 2471.2

Run Collapse Collapse aps Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9480 10382 1.095 9480 12620 1.33 289 1066 3.68 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: Öctober 7,2007
by: Div of Oil,Gas &Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 10138 ft, a mud weightof 18 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineeririg responsibility for use of thisdesign willbe thatof the



Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Delta Petroleum Corporation
String type: Production Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 17.500 ppg esign factor 1.125 Surface temperature: 65 °F
Design is based on ev cuated pipe. Bottom hole temperature: 207 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 6,256 ft

Burst
Max anticipated surface

pressure: 6,986 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,217 psi 8 Round STC: 1.80 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 380 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °/100ft

Premium: 1.50 (J) Inclination at shoe: 78.3 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,493 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight . Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 10323 7.625 39.00 P-110 LT&C 10138 10323 6.5 2471.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9217 10382 -

.126 9217 12620 1.37 292 1066 3.65 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 8,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 10138 ft, a mud weight of 17.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially)derated for doglegs in directional wells by multiplyingthe tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the

Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Delta Petroleum Corporation
String type: Production Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 17.500 ppg esign factor 1.125 Surface temperature: 65 °F
Design is based on ev cuated pipe. Bottom hole temperature: 207 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 6,256 ft

Burst
Max anticipated surface

pressure: 6,986 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 9,217 psi 8 Round STC: 1.80 (J) Kick-off point 9671 ft

8 Round LTC: 1.80 (J) Departure at shoe: 380 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12.07 °/100ft

Premium: 1.50 (J) Inclination at shoe: 78.3 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,493 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight . Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 10323 7.625 39.00 P-110 LT&C 10138 10323 6.5 2471.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 9217 10382 -

.126 9217 12620 1.37 292 1066 3.65 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 8,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 10138 ft, a mud weight of 17.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially)derated for doglegs in directional wells by multiplyingthe tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the



Well name: 2007-03 Delta Greentown ST 36-24H
operator: Delta Petroleum Corporation
String type: Intermediate Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 148 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 1,341 ft

Burst
Max anticipated surface

pressure: 4,602 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,900 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 10,138 ft
Tension is based on buoyed weight. Next mud weight: 18.000 ppg
Neutral point: 5,107 ft Next setting BHP: 9,480 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 5,900 ft
Injection pressure: 5,900 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 5900 10.75 55.50 HCP-110 Buttress 5900 5900 9.625 3065.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2758 5950 2.157 5900 8860 1.50 283 1745 6.16 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 5900 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the

Well name: 2007-03 Delta Greentown ST 36-24H
operator: Delta Petroleum Corporation
String type: Intermediate Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 148 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 1,341 ft

Burst
Max anticipated surface

pressure: 4,602 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,900 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 10,138 ft
Tension is based on buoyed weight. Next mud weight: 18.000 ppg
Neutral point: 5,107 ft Next setting BHP: 9,480 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 5,900 ft
Injection pressure: 5,900 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 5900 10.75 55.50 HCP-110 Buttress 5900 5900 9.625 3065.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2758 5950 2.157 5900 8860 1.50 283 1745 6.16 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 5900 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the



Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Delta Petroleum Corporation
String type: Surface Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 90 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

Burst:
Design factor 1.00 Cement top: 792 ft

Burst
Max anticipated surface

pressure: 1,584 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 1,800 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,900 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 1,560 ft Next setting BHP: 2,758 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,800 ft
Injection pressure: 1,800 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 1800 16 75.00 K-55 Buttress 1800 1800 14.999 2245.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 842 1020 1.212 1800 2630 1.46 117 1178 10.07 B

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 1800 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the

Well name: 2007-03 Delta Greentown ST 36-24H
Operator: Delta Petroleum Corporation
String type: Surface Project ID:

43-019-31519
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 90 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 250 ft

Burst:
Design factor 1.00 Cement top: 792 ft

Burst
Max anticipated surface

pressure: 1,584 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 1,800 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,900 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 1,560 ft Next setting BHP: 2,758 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,800 ft
Injection pressure: 1,800 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 1800 16 75.00 K-55 Buttress 1800 1800 14.999 2245.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 842 1020 1.212 1800 2630 1.46 117 1178 10.07 B

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: October 7,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 1800 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the



STATE ACTIONS g
ource Development Coordinating Co1fimittee
Public Lands Policy Coordination Office

5110 State Office Building
SLC, UT 84114

Phone No. 537-9230
1. State Agency 2. Approximate date project will start:

Oil, Gas and Mining
1594 West North Temple, Suite 1210 Upon Approval or February 7, 2007
Salt Lake City, UT 84114-5801

3. Title of proposed action:
Application for Permit to Drill

4. Description of Project:

Delta Petroleum Corporation proposes to drill the Greentown State 36-24S well (wildcat) on a
State lease ML-49170, Grand County, Utah. This action is being presented to the RDCC for
consideration of resource issues affecting state interests. The Division of Oil, Gas and Mining is the
primary administrative agency in this action and must issue approval before operations commence.

5. Location and detailed map of land affected (site location map required, electronic GIS map
preferred)

(include UTM coordinates where possible) (indicate county)
1108' FSL 2158 FWL, SE/4 SW/4,

Section 36, Township 21 South, Range 16 East, Grand County, Utah
6. Possible significant impacts likely to occur:

Surface impacts include up to five acres of surface disturbance during the drilling and completion
phase (estimated for five weeks duration). If oil and gas in commercial quantities is discovered, the
location will be reclaimed back to a net disturbance of between one and two acres - not including
road, pipeline, or utility infrastructure. If no oil or gas is discovered, the location will be completely
reclaimed.

7. Identify local government affected
a. Has the government been contacted? No.
b. When?
c. What was the response?
d. If no response, how is the local government(s) likely to be impacted?

8. For acquisitions of land or interests in land by DWR or State Parks please identify state
representative and state senator for the project area. Name and phone number of state
representative, state senator near project site, if applicable:

a. Has the representative and senator been contacted? N/A

9. Areawide clearinghouse(s) receiving state action: (to be sent out by agency in block 1)
Southeastern Utah Association of Governments

10. For further information, contact: 11. Signature and title of authorized officer

Diana Mason Gil Hunt, Associate Director
Phone: (801) 538-5312 Date: January 24,

STATE ACTIONS g
ource Development Coordinating Co1fimittee
Public Lands Policy Coordination Office

5110 State Office Building
SLC, UT 84114

Phone No. 537-9230
1. State Agency 2. Approximate date project will start:

Oil, Gas and Mining
1594 West North Temple, Suite 1210 Upon Approval or February 7, 2007
Salt Lake City, UT 84114-5801

3. Title of proposed action:
Application for Permit to Drill

4. Description of Project:

Delta Petroleum Corporation proposes to drill the Greentown State 36-24S well (wildcat) on a
State lease ML-49170, Grand County, Utah. This action is being presented to the RDCC for
consideration of resource issues affecting state interests. The Division of Oil, Gas and Mining is the
primary administrative agency in this action and must issue approval before operations commence.

5. Location and detailed map of land affected (site location map required, electronic GIS map
preferred)

(include UTM coordinates where possible) (indicate county)
1108' FSL 2158 FWL, SE/4 SW/4,

Section 36, Township 21 South, Range 16 East, Grand County, Utah
6. Possible significant impacts likely to occur:

Surface impacts include up to five acres of surface disturbance during the drilling and completion
phase (estimated for five weeks duration). If oil and gas in commercial quantities is discovered, the
location will be reclaimed back to a net disturbance of between one and two acres - not including
road, pipeline, or utility infrastructure. If no oil or gas is discovered, the location will be completely
reclaimed.

7. Identify local government affected
a. Has the government been contacted? No.
b. When?
c. What was the response?
d. If no response, how is the local government(s) likely to be impacted?

8. For acquisitions of land or interests in land by DWR or State Parks please identify state
representative and state senator for the project area. Name and phone number of state
representative, state senator near project site, if applicable:

a. Has the representative and senator been contacted? N/A

9. Areawide clearinghouse(s) receiving state action: (to be sent out by agency in block 1)
Southeastern Utah Association of Governments

10. For further information, contact: 11. Signature and title of authorized officer

Diana Mason Gil Hunt, Associate Director
Phone: (801) 538-5312 Date: January 24,



(1/29/2007) Diana Mason - RÖÕÒsh urn-around responses Page 1

From: Robert Clark
To: Mason, Diana
Date: 1/29/2007 12:20 PM
Subject: RDCCshort turn-aroundresponses

CC: Anderson, Tad; Heying, Cheryl; Mcneill, Dave
The following comments are in response to RDCCshort turnaround items RDCC #7511 through 7517 and RDCC #7527
through 7534.

FYI: AIIcomments are similarwith the exception of the requestinq entity, the well designation, and the county.

RDCC #7511, Comments begin: The Berry Petroleum Company proposal to drillthe LCTribal 2-11D-56 wildcat well, in
Duchesne County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is generated
during the excavating phases of the project. These rules apply to constructionactivitiesthat disturb an area greater than 1/4 acre
in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air QualityBoard, but steps need
to be takento minimizefugitivedust, such as watering and/or chemicalstabilization,providing vegetative or synthetic cover or
windbreaks. A copy of the rules may be found at www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7512, comments begin: The Berry Petroleum Company proposal to drill the LCTribal 2-11D-56 wildcat well, in
Duchesne County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City,Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Noticeof Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm

.

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm

. Comments end.

RDCC#7513, comments begin: The Royalite Petroleum Corporation proposal to drill the RoyaliteState 16-1 wildcat well, in
Piute County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application, known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for
review according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is
found at www.rules.utah.qov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavatingphases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/codefr307/r307.htm . Comments end.

RDCC #7514, comments begin: The Delta Petroleum Corporationproposal to drillthe Salt Valley State 23-43 wildcat well, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Noticeof Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm

(1/29/2007) Diana Mason - RÖÕÒsh urn-around responses Page 1

From: Robert Clark
To: Mason, Diana
Date: 1/29/2007 12:20 PM
Subject: RDCCshort turn-aroundresponses

CC: Anderson, Tad; Heying, Cheryl; Mcneill, Dave
The following comments are in response to RDCCshort turnaround items RDCC #7511 through 7517 and RDCC #7527
through 7534.

FYI: AIIcomments are similarwith the exception of the requestinq entity, the well designation, and the county.

RDCC #7511, Comments begin: The Berry Petroleum Company proposal to drillthe LCTribal 2-11D-56 wildcat well, in
Duchesne County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is generated
during the excavating phases of the project. These rules apply to constructionactivitiesthat disturb an area greater than 1/4 acre
in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air QualityBoard, but steps need
to be takento minimizefugitivedust, such as watering and/or chemicalstabilization,providing vegetative or synthetic cover or
windbreaks. A copy of the rules may be found at www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7512, comments begin: The Berry Petroleum Company proposal to drill the LCTribal 2-11D-56 wildcat well, in
Duchesne County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City,Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Noticeof Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm

.

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm

. Comments end.

RDCC#7513, comments begin: The Royalite Petroleum Corporation proposal to drill the RoyaliteState 16-1 wildcat well, in
Piute County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application, known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for
review according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is
found at www.rules.utah.qov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavatingphases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/codefr307/r307.htm . Comments end.

RDCC #7514, comments begin: The Delta Petroleum Corporationproposal to drillthe Salt Valley State 23-43 wildcat well, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Noticeof Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm



(1/29/2007) Diana Mason - ROCC sh urn-around responses Page 2

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/orchemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7515, comments begin: The Delta Petroleum Corporationproposal to drillthe Salt Valley State 24-14 wildcatwell, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm

.

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7516, comments begin: The EOG Resources, Inc. proposal to drillthe Big Wash 61-16-GR wildcatwell, in Duchesne
County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt LakeCity,Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7517, comments begin: The EOG Resources, Inc. proposal to drillthe Big Wash 30-02-GR wildcatwell, in Duchesne
County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site,a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7527, comments begin: The QuestarE×ploration & Production Company proposal to drill the SCS 5C-32-14-19 wildcat
well, in Uintah County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If
any compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City,Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the e×cavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,
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The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/orchemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7515, comments begin: The Delta Petroleum Corporationproposal to drillthe Salt Valley State 24-14 wildcatwell, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm

.

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7516, comments begin: The EOG Resources, Inc. proposal to drillthe Big Wash 61-16-GR wildcatwell, in Duchesne
County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt LakeCity,Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7517, comments begin: The EOG Resources, Inc. proposal to drillthe Big Wash 30-02-GR wildcatwell, in Duchesne
County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site,a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7527, comments begin: The QuestarE×ploration & Production Company proposal to drill the SCS 5C-32-14-19 wildcat
well, in Uintah County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If
any compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City,Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the e×cavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,
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vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm . Comments end.

RDCC #7528, comments begin: The Delta Petroleum Corporation proposal to drill the Greentown State 36-33S wildcat well, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm .

The proposed project is alsosubject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an ApprovalOrder, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm . Comments end.

RDCC#7529, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-24S wildcat well, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), shouldbe
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, suchas watering and/or chemicalstabilization,providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.gov/publicat/codefr307/r307.htm . Comments end.

RDCC#7530, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-31S wildcat well, in
Grand County,may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretaly at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the E×ecutive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7531, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-42S wildcatwell, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or syntheticcover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7532, comments begin: The Delta Petroleum Corporationproposal to drillthe Greentown State 36-22S wildcat well, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If
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vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm . Comments end.

RDCC #7528, comments begin: The Delta Petroleum Corporation proposal to drill the Greentown State 36-33S wildcat well, in
Grand County, may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm .

The proposed project is alsosubject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an ApprovalOrder, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm . Comments end.

RDCC#7529, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-24S wildcat well, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), shouldbe
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, suchas watering and/or chemicalstabilization,providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.gov/publicat/codefr307/r307.htm . Comments end.

RDCC#7530, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-31S wildcat well, in
Grand County,may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretaly at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the E×ecutive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7531, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-42S wildcatwell, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization,providing
vegetative or syntheticcover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7532, comments begin: The Delta Petroleum Corporationproposal to drillthe Greentown State 36-22S wildcat well, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If
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compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an ApprovalOrder, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/orchemical stabilization,providing
vegetative or syntheticcover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7533, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-445 wildcatwell, in
Grand County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, suchas watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7534, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-13S wildcatwell, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Divisionof AirQualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to constructionactivities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

Robert Clark
Division of Air Quality
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compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/codefr307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an ApprovalOrder, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, such as watering and/orchemical stabilization,providing
vegetative or syntheticcover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC #7533, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-445 wildcatwell, in
Grand County, may require a permit, known as an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,known as a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to the Utah Air QualityRule R307-401. Permit Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.qov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to construction activities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimizefugitive dust, suchas watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copyof the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

RDCC#7534, comments begin: The Delta Petroleum Corporation proposal to drillthe Greentown State 36-13S wildcatwell, in
Grand County,may require a permit, knownas an Approval Order, from the Executive Secretary of the Air QualityBoard. If any
compressor or pump stations are constructed at the site, a permit application,knownas a Notice of Intent (NOI), should be
submitted to the Executive Secretary at the Utah Divisionof AirQualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
accordingto the Utah Air QualityRule R307-401. Permit: Notice of Intent and Approval Order. A copy of the rules is found at
www.rules.utah.gov/publicat/code/r307/r307.htm .

The proposed project is also subject to Utah Air QualityRule R307-205-5, Fugitive Dust, due to the fugitive dust that is
generated during the excavating phases of the project. These rules apply to constructionactivities that disturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be takento minimizefugitive dust, such as watering and/or chemical stabilization, providing
vegetative or synthetic cover or windbreaks. A copy of the rules may be found at
www.rules.utah.qov/publicat/code/r307/r307.htm . Comments end.

Robert Clark
Division of Air Quality
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MEMORANDUM

DATE: January 31, 2007

TO: Resource Development Coordinating Committee

FROM: Utah Geological Survey, Ground Water and Paleontology Program

SUBJECT: UGS comments on RDCC items 7511,7512, 7516, 7517, 7528, 7529,
7530, 7531, 7532, 7533, and 7534.

7511 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 11, TSS, R6W, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the LC Tribal 2-
11D-56 on an Indian lease 14/20-H62-5500

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7512 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 11, T5S, R6W, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the LC Tribal 3-
11D-56 on an Indian lease 14/20-H62-5500

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7516 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 16, T10S, Rl6E, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the Big Wash 61-
16GR on a State lease ML47000

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
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MEMORANDUM

DATE: January 31, 2007

TO: Resource Development Coordinating Committee

FROM: Utah Geological Survey, Ground Water and Paleontology Program

SUBJECT: UGS comments on RDCC items 7511,7512, 7516, 7517, 7528, 7529,
7530, 7531, 7532, 7533, and 7534.

7511 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 11, TSS, R6W, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the LC Tribal 2-
11D-56 on an Indian lease 14/20-H62-5500

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7512 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 11, T5S, R6W, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the LC Tribal 3-
11D-56 on an Indian lease 14/20-H62-5500

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7516 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 16, T10S, Rl6E, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the Big Wash 61-
16GR on a State lease ML47000

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
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that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7517 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 2, T10S, Rl6E, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the Big Wash 30-
02-GR on a State lease ML47052

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7528 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-33S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7529 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-24S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7530 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-31S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project
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that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7517 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 2, T10S, Rl6E, Duchesne County
Application for Permit to Drill - proposal to drill a wildcat well the Big Wash 30-
02-GR on a State lease ML47052

Although there are no paleontological localities recorded in our files for this project area,
the Eocene Uinta Formation that is exposed here has the potential for yielding significant
vertebrate fossil localities. The office of the State Paleontologist therefore recommends
that a paleontological survey be conducted for this project and its easements by a
paleontologist with a valid permit.

7528 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-33S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7529 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-24S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7530 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-31S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project
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the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7531 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-42S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7532 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-22S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7533 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-44S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7534 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the
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the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7531 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-42S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7532 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-22S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7533 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, Rl6E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the Greentown
State 36-44S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid permit.

7534 Division of Oil, Gas and Mining Short Turn Around Drilling Permit
Sec. 36, T21S, R16E, Grand County
Application for Permit to Drill - proposal to drill a wildcat well the
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State 36-13S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid
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State 36-13S on a State lease ML-49170

Although there are no paleontological localities recorded in our files for this project area,
the Jurassic Morrison Formation (and possibly Cedar Mountain Formation) that is
exposed here has the potential for yielding significant vertebrate fossil localities. The
office of the State Paleontologist therefore recommends that a paleontological survey be
conducted for this project and its easements by a paleontologist with a valid
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-49170
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS N/A
T UNITor CA AGREEMENTNAME:

Do not use this fonn for proposals to drillnewwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to N/Adrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:

OIL WELL GAS WELL OTHER Greentown State #36-24S
2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th st. Suite4300 civv Denver STATE CO ZiP 80021 (303) 575-0323 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL, 2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work willM CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearty show all pettinent details including dates, depths, volumes, etc.

Please replace the L-1 drawing with the revised L-1 drawing

NAME(PLEASE PRINT) Terry L. Hof an ,ATE Reg ry Manager

(This space for State use only)

RECEIVEDAccepted by the
Utah Division of FEB2 0 2001(5/2000) Oil, Gas and Minin '" "'""°" °n Reverse Side)

For Record On DIVOF0lkGAS&
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SOUTHEASTER UTAH ASSOCIATION OF LC AL GOVERNMENTS

FEB2 82007
0 04 GAS&MININGAREA WIDE CLEARINGHOUSE REVIEW

Federal Action State Action x Approved ( x ) Yes ( ) No

Other (indicate)

Applicant Address:

Oil, Gas and Mining

1594 West North Temple #1210

SLC, UT 84114-5801 Name/Phone # Diana Mason 801-538-5312

Title/Project Description Appþcation for Permit to Drijl - Greentown State 36-33S, 36-24S, 36-31S,
36-42S, 36-22S, 36-44S, 36-13S all on State lease ML-49170, Grand
County, Utah.

Delta proposes to drill six (6) wildcat wells in an area southeast of Green River in Grand County.. All sites

are on SITLA Trust land.

[ ] No Comment
[ ] See comment below

Comments: Favorable comment recommended.

X,222.da, L,¿ February 8, 2007
SEUALG DATE

AREAAQENCyONAgiNg•BUSÍNESSINcebAvioN•COMMUNITyHouslNQREËiAbiliTATioN•COMMUNITySERViCEs•ECONOMICDEVEËOpMENT

hvTp://www.seualg.dst.ut.us •
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370 SEVENTEENTHSID SUITE4300
DENVER. CO 80202
(303)293-9133/TEL
(303)298-8251/FAX

March 20, 2007

TIGHT HOLE STATUS

Helen Sadik-MacDonald
State of Utah
Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84116

RE: Revision of Drilling Program for Greentown State wells

Dear Ms. MacDonald:

Delta Petroleum Corporation respectfully submits the following revised Drilling
Programs for the Greentown State Wells 36-13S, 36-22S, 36-24S, 36-31S, 36-33S, 36-
42S, and 36-44S.

Please do not hesitate to call if you have any questions.

Sincerely,

DELTA PETROLEUM CORPORATION

Terry L. offman
Regulatory Manager

cc: Mr. Ed Bonner SITLA

RECEIVED
MAR2 1 2007

DIV.0FOIL,GAS&
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EXHIBIT "D"
DRILLING PROGRAM

TIGHT HOLE STATUS

Attached to UDOGM Form 3
Delta Petroleum Corporation
Greentown State #36-24S
SE/4 SW/4, Sec. 36, T21S, R16E, SLB & M
1108' FSL, 2158' FWL
Grand County, Utah

1. The Geologic Surface Formation

TVD Subsea
Morrison-Salt Wash O' 4362'

2. Estimated Tops of Important Geologic Markers

TVD Subsea
Morrison-Salt Wash O' 4362'
Entrada 590' 3772'
Carmel 1142' 3220'
Navajo 1307' 3055'
Kayenta 1743' 2619'
Wingate 1780' 2582'
Chinle 2243' 2119'
Shinarump 2425' 1937'
Moenkopi 2971' 1391'
Sinbad Is. 3066' 1296'
White Rim 3283' 1079'
Total Depth 3860' 502'

3. Projected Gas & Water Zones
TVD Subsea

Morrison-Salt Wash Water/Oil 0' 4362'
Entrada Water 590' 3772'
Navajo Water 1307' 3055'
Wingate Water 1780' 2582'
White Rim Oil/Gas/Wtr 3283' 1079'

No Groundwater is anticipated to be encountered. Water encountered will be reported
on a Form 7 "Report of Water Encountered during Drilling".

RECEIVED
TIGHT HOLE STATUS 1

DIV.0F01L,GASA
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Casing & cementing will be done to protect all fresh water zones, potentially productive
hydrocarbons, lost circulation zones, abnormal pressure zones, and prospectively
valuable mineral deposits.

All indications of usable water will be reported.

Surface casing will be tested to 1500 psi for 15 minutes. Pressure drop is not to exceed
150 psi.

4. The Proposed Casing and Cementing Programs

Casing Program
Hole Setting Size Weight, Grade
Size Depth (OD) & Joint Condition
11" 1750' 8-5/8" 24#, J-55 ST&C New
7-7/8" 3860' 5-1/2" 17#, J-55 LT&C New

Cement Program

Surface Casing:
Lead: 225 sxs 85/15/8

Weight: 12.5 #/gal
Yield: 2.14 cu.ft/sk
Cmt Top 0'

Tail: 270 sxs Type III
Weight: 14.6 #/gal
Yield: 1.41 cu.ft/sk
Cmt Top 1000'

Production Casing:
Lead: 345 sxs 85/15/8

Weight: 12.5 #/gal
Yield: 2.14 cu.ft/sk
Cmt Top 0'

Tail: 200 sxs Type III
Weight: 14.6 #/gal
Yield: 1.41 cu.ft/sk
Cmt Top 3000'

TIGHT HOLE STATUS
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The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventer tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight, and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's Minimum Specifications for Pressure Control
Exhibit "G" is a schematic diagram of the blowout preventer equipment. An 11" 5,000
psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 5,000 psi manual choke manifold. The BOP will be
tested and charted using a BOP tester and test plug to 5,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. All text will be recorded in
the Driller's log book. Pipe rams will be function tested daily, and blind rams tested on
each trip.

6. The Type and Characteristics of the Proposed Circulating Muds
Depth Type Weight Vis Water Loss
0-1750' Wtr +/-8.5 +/-28 NC
1750-3860' LSND +/-9.0 +/-44 +/-8

7. The Testing, Logging and Coring Programs are as followed

Testing - DST's are not planned
Logging - End of Surface casing - TD Platform Express plus sonic scanner
Coring - No coring is planned for this location

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells drilled in
the area nor at the depths anticipated in this well. Bottom hole pressure expected is
4800 psi max. No hydrogen sulfide or other hazardous gases or fluids have been found,
reported or are known to exist at these depths in the area.

TIGHT HOLE STATUS

The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventer tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight, and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's Minimum Specifications for Pressure Control
Exhibit "G" is a schematic diagram of the blowout preventer equipment. An 11" 5,000
psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 5,000 psi manual choke manifold. The BOP will be
tested and charted using a BOP tester and test plug to 5,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. All text will be recorded in
the Driller's log book. Pipe rams will be function tested daily, and blind rams tested on
each trip.

6. The Type and Characteristics of the Proposed Circulating Muds
Depth Type Weight Vis Water Loss
0-1750' Wtr +/-8.5 +/-28 NC
1750-3860' LSND +/-9.0 +/-44 +/-8

7. The Testing, Logging and Coring Programs are as followed

Testing - DST's are not planned
Logging - End of Surface casing - TD Platform Express plus sonic scanner
Coring - No coring is planned for this location

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells drilled in
the area nor at the depths anticipated in this well. Bottom hole pressure expected is
4800 psi max. No hydrogen sulfide or other hazardous gases or fluids have been found,
reported or are known to exist at these depths in the area.

TIGHT HOLE STATUS



8. Anticipated Starting Date and Duration of the Operations.

The well will be drilled upon the approval of the permit.

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;
(b) prior to spudding;
(c) prior to running any casing or BOP tests;
(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Division of Oil, Gas & Mining immediately.

TIGHT HOLE STATUS
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/11/2007) Diana Mason - Well Clear Page 1

From: Ed Bonner
To: Mason, Diana
Date: 7/11/2007 12:32 PM
Subject: Well Clearance

CC: Davis, Jim; Garrison, LaVonne; Hill, Brad; Hunt, Gil
The following wells have been given culturalresources clearanceby the Trust Lands Cultural Resources Group:

Delta Petroleum Corporation
Greentown State 36-42S (API43 019 31518)
Greentown State 36-24S (API43 019 31519)
Greentown State 36-33S (API43 019 31520)
Greentown State 36-13S (API43 019 31521)
Greentown State 36-225 (API43 019 31523)
Greentown State 36-31S (API43 019 31524)

Dominion Exploration & Production, Inc
AP 12-2J (API 43 047 39315)

Tidewater Oil& Gas Company, LLC
Cactus Rose 16-11-2118 (API43 019 31546)
A stipulation must be added to the APDapprovalletter statingthat final access to the location will
swing to the north on consolidatedmaterial, remain out of the filled in livestock pond,
and not cut into or interfere with the retention dam.

If you have any questions regarding this matter please give me a
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State AUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

July 12, 2007

Delta Petroleum Corporation
370 17th St, Suite 4300
Denver, CO 80202

Re: Greentown State 36-24S Well, 1108' FSL, 2158' FWL, SE SW, Sec. 36, T. 21 South,
R. 16 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-019-31519.

Sincerely,

Gil Hunt
Associate Director

er
Enclosures

cc: Grand County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Operator: Delta Petroleum Corporation
Well Name & Number Greentown State 36-24S
API Number: 43-019-31519
Lease: ML 49170

Location: SE SW Sec. 36 T. 21 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0873 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. The Application for Permit to Drill has been forwarded to the Resource Development
Coordinating Committee for review of this action. The operator will be required to
comply with any applicable recommendations resulting from this review.

7. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:Do not use thisform for proposals to drill newwells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° NAdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER'OIL WELL GAS WELL OTHER

Greentown State 36-24S
2. NAMEOF OPERATOR: 9. API NUMBER:
Delta Petroleum Corporation 4301931519

3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELDAND POOL, OR WILDCAT:
370 17th St., Ste. 4300 an Denver

STATE CO zie 80202 (303) 575-0323 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF.INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPA1R WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

10/8/2007 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFFDate of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Deepen and drill
O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION HOfÍZOntal

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

Delta Petroleum Corporation (Delta) is requesting to change the name of the above mentionedwell to the
Greentown State #36-24H.

Delta is also proposing a change of plans from the original approved APD 1/17/07. Delta would like to drilla deeper
horizontal well.

Approvedby theSee the attached Wellbore Schematic, revised survey plat and revised DrillingPlan· UtahDMalonofom a o k- Oll.GasandMining

NAME(PLEASE PRINT) TITLE Regulatory Manager

SIGNATURE L DATE 9/24/2007

(This space for State use only)

CONRDENRi\LRECEIVED
SEP2 52007

(5/2000) (See Instructions on Reverse Side)

DN.0FOIL,GAS&
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October 4, 2007

Utah Division of Oil, Gas & Mining gg - 9 2007 -

1594 West North Temple, Suite 1210
Salt Lake City, Utah 84114-5801

DIVOF OIL,GAS &MINING

Attention: Diana Mason

RE: Greentown State #36-24S
API #43-019-31519
Grand County, Utah

Ms. Mason:

I sent in a Sundry Notice dated 9/24/07 referencing the above mentioned well to
change it to a deeper horizontal well. I have attached for review a REVISED Drilling
Plan, Wellbore schematic and an added Directional Survey. Please see that this
information get routed with that Sundry as revised documentation.

If you have any questions, please do not hesitate to contact me at 303.575.0323.

Sincerely yours,

DELTA PETROLEUM CORPORATION

Terry L. Hoffman
Regulatory Manager

Tlh
Attachments ly_ 36 - A
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REVISED 10/03/07 EXHIBIT "D"
DRILLING PROGRAM

TIGHT HOLE STATUS

Attached to UDOGM Form 3
Delta Petroleum Corporation
Greentown State #36-24H (Horizontal)
SE/4 SW/4, Sec. 36, T21S, Rl6E, SLB & M
1108' FSL, 2158' FWL
Grand County, Utah

1. The Geologic Surface Formation

* G = Gas, O = Oil,W = Water;Capitals= Primary,SmallCase = SecondaryTargets

AgeI Comments Formation * TVD Subsea
Jurassic Morrison-Salt Wash mbr w O' 4 370'

2. Estimated Tops of Important Geologic Markers

Jurassic Entrada w 598' 3,772'
Jurassic Carmel 1,150' 3,220'
Jurassic Navajo w 1,315' 3,055'
Jurassic Kayenta 1,751' 2,619'
Jurassic Wingate w 1,788' 2,582'
Triassic Chinle 2,251' 2,119'

3. Projected Gas & Water Zones

Triassic Shinarump wio 2,433' 1,937'
Triassic Moenkopi wio 2,979' 1,391'
Triassic Sinbad Is. wio 3,074' 1,296'
Permian White Rim wio 3,291' 1,079'
Permian Cutler wigio 3,656' 714'

Pennsylvanian Honaker Trail wigio 3,881' 489'
Pennsylvanian Paradox salt OlG/w 5,939' (1,569)'
Pennsylvanian "O" zone clastiCS O/G 9,633' (5,263)'
Pennsylvanian "Cane Creek" clastics O/G 10,123' (5,753)'
Pennsylvanian Pinkerton Trail 10,364' (5,994)'

Total Depth 10,450' (6,080)'

Water encountered will be reported on a Form 7 "Report of Water Encountered during
Drilling".

TIGHT HOLE STATUS
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Casing & cementing will be done to protect all fresh water zones, potentially productive
hydrocarbons, lost circulation zones, abnormal pressure zones, and prospectively
valuable mineral deposits.

Surface casing will be tested to 1500 psi for 15 minutes. Pressure drop is not to exceed
150 psi.

4. The Proposed Casing and Cementing Programs

Depth (MD) Hole Size Casing Size Cement * Cmt Top
65' 24" 20" Conductor Redi-Mix 0'

1,800' 18" x 22" 16" 84# J55 BTC 1980 sxs Type G, 1.16 yld 15.6# (2-stage) 0'
5,900' 14.75" 10.75" 55.5# HCP110 BTC Lead:1300 sx 85/15/8, 2.14 yld, 12.5# (2-stage) 0'

Tail: 372 sx Type III, 1.41 yld, 14.6# 5,000'
10,323' 9.5" 7.625" 39# P110 LTC Lead: 620 sx N2 Foamed G 1.17 yld.16.4# 5,000'

Tail: 207 sx G, 1.17 yld, 16.4# 9,000'
3,500' 6.5" 3-1/2" 12.95# P110 PH6 Uncemented perforated drop-off liner N/A

* see wellbore schematic for excess calculations

The following shall be entered in the driller's log:
1) Blowout preventer pressure tests, including test pressures and results;
2) Blowout preventer tests for proper functioning;
3) Blowout prevention drills conducted;
4) Casing run, including size, grade, weight, and depth set;
5) How the pipe was cemented, including amount of cement, type, whether cement

circulated, location of the cementing tools, etc.;
6) Waiting on cement time for each casing string;
7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's Minimum Specifications for Pressure Control

(0'-5900'TVD) 4-1/2" x 20", 800 psi WP / 1500 psi SP rotating head over 16-3/4"
5,000 psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 5,000 psi manual choke manifold. The BOP will be
tested and charted using a BOP tester and test plug to 5,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. The rotating head will be
tested to 1500 psi for 10 minutes. All text will be recorded in the Driller's log book.
Pipe rams will be function tested daily, and blind rams tested on each trip.

(5900'-10,450' TVD) 4-1/2" x 11", 1500 psi WP / 3000 psi SP rotating head over 11"
10,000 psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 10,000 psi manual choke manifold. The BOP will
be tested and charted using a BOP tester and test plug to 10,000 psi for 10 minutes. The
Annular Preventer will be tested to 2,500 psi for 10 minutes. The rotating head will be

TIGHT HOLE STATUS

Casing & cementing will be done to protect all fresh water zones, potentially productive
hydrocarbons, lost circulation zones, abnormal pressure zones, and prospectively
valuable mineral deposits.

Surface casing will be tested to 1500 psi for 15 minutes. Pressure drop is not to exceed
150 psi.

4. The Proposed Casing and Cementing Programs

Depth (MD) Hole Size Casing Size Cement * Cmt Top
65' 24" 20" Conductor Redi-Mix 0'

1,800' 18" x 22" 16" 84# J55 BTC 1980 sxs Type G, 1.16 yld 15.6# (2-stage) 0'
5,900' 14.75" 10.75" 55.5# HCP110 BTC Lead:1300 sx 85/15/8, 2.14 yld, 12.5# (2-stage) 0'

Tail: 372 sx Type III, 1.41 yld, 14.6# 5,000'
10,323' 9.5" 7.625" 39# P110 LTC Lead: 620 sx N2 Foamed G 1.17 yld.16.4# 5,000'

Tail: 207 sx G, 1.17 yld, 16.4# 9,000'
3,500' 6.5" 3-1/2" 12.95# P110 PH6 Uncemented perforated drop-off liner N/A
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Annular Preventer will be tested to 2,500 psi for 10 minutes. The rotating head will be
tested to 1500 psi for 10 minutes. All text will be recorded in the Driller's log book.
Pipe rams will be function tested daily, and blind rams tested on each trip.
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tested to 3,000 psi for 10 minutes. All text will be recorded in the Driller's log book.
Pipe rams will be function tested daily, and blind rams tested on each trip.

5. The Type and Characteristics of the Proposed Circulating Muds

Euß2e._sagLM_u.d_.2 gigm
Depth (MD) Type Wt. Vis. Wl. BOPE Req. Max Exp BHP:

1,800' Gel / Mud +/- 9.0 +/- 28 nc NA .430 psilft
5,900' WBM * +/- 9.0 +/- 28 nc 16-3/4" 5#M .430 psilft
10,450' OBM ** +/- 18.0 +/- 44 +/- 10 11" 10#M .900 psilft
13,000' OBM ** +/- 18.0 +/- 44 +/- 10 11" 10#M .900 psilft

* change over from WBM system @5900' TVD to oil base mud system
** closed loop system with cuttings contained in lined pit on location

7. The Testing, Logging and Coring Programs are as followed

Testing - DST's are not planned
Logging - 1800' to 5900' CBL; 5900'to 10,450' TVD Platform Express + FMI + Sonic
Scanner + CBL
Coring - TBA

Any Anticipated Abnormal Pressures or Temperatures

Abnormal pressures have been noted or reported in wells drilled in the clastics below the
top of the Paradox Salt ( below 5900' TVD).

Max anticipated bottom hole pressure expected is 9400 psi (based on up to 0.9 psi/ft).
No hydrogen sulfide or other hazardous gases or fluids have been found, reported or are
known to exist at these depths in the area.

8. Horizontal Operations

The 9-1/2" pilot hole will be drilled with OBM to 10,450'TVD TD. Logs / cores will be
utilized to identify the pay zone depth(s). The 9-1/2" pilot hole will be plugged back
with a 500' long balanced cement plug 200' above the zone of interest. Directional
tools will be RIH to the KOP and the curve will be built to an inclination angle of±90°
(horizontal) into the formation of interest. 7-5/8" production casing will be run and
cemented. Slimhole tools will be picked up to drill the 6-1/2" hole lateral to 3828'
vertical section at a 337° NW azimuth (est. ±13,771' MD TD). See Directional design
details. A 3-1/2" liner is planned for the liner. Completion technique is planned to be
an uncemented perforated liner dropped into the 6-1/2" open hole lateral to guard
against lateral collapse.

9. Anticipated Starting Date and Duration of the Operations.
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The well will be drilled upon the approval of the permit and rig availability (est. spud
mid-Oct 2007).

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;
(b) prior to spudding;
(c) prior to running any casing or BOP tests;
(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Division of Oil, Gas & Mining immediately.

TIGHT HOLE STATUS
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DELTA
Company Name: Delta Petroleum Corporation Date: October03, 2007 (Rev 1)

Well Name: Greentown State 36-24H TD: (vert) 10,450' TVDI (horiz) ±13,771' MD
Field, County, State: Wildcat AFE #: 3974

Surface Location: 1108' FSL, 2158' FWL, SE/SW S36, T21S, R16E BHL: 660' FNL, 660' FWL, SEISW SEC 36, T21S, R16E
Objective Zone(s): Paradox Salt Elevation: 4,350'

Rig: DHS #11 Spud (est.): October 15, 2007
BOPE Info: 4.5" x 20.0" mtating head from surfaceto 5,900', 16-3/4" 5M BOP stack and 5M killlines and chokemanifold,

& 11.0"10M BOE wlrotating head, 5M annular, rams, bilnd rams & mud cross from 5900'to 10,455' TVD.
MECHANICAL

HOLE CASING MUD
LOGS TOPS DEPTH SizE SizE WEIGHT

g' 24" 20" Structural NIA

Stage Collar @900

16", 84#, J-55, BTC
NavajoBase 18"x22- GellMud
1.756'TVD MDTTvn 8.41o9.Oppg

14-3I4"

i

I
Stage Collar @2,500 WBM

8.4 to 9.0 ppg

TOC @5,000'
10-314", 55.50#, HCP-110, BTC

CBL M ' MDifVD

Mud Loggers @5,900'to TD
Paradox Salt Top 9-1/2" OBM
5,944' TVD 9.0-18.0 ppg

KOP #1
't)" zoneClastics (0*-90*inci)
9,638' TVD 9671' TVDIMD 7-518", 39#, P-110, LTC

12°l100' BR, 337° AZ
horiz

(drop off liner, no cmt)
3.5", 12.95#, P110, PH6 •

Cane Ck Clastics 1.E.12ÊB

(TBAafterlogs) 77 TVD
3.23JDJ 10,136 TVD (est on strike, ±0 dip)

I(9.5" pilot hole) .

Pex-FMI·8onic-CBL
.1_0, 5
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DRILLING PROGRAM
CASING PROGRAM

STRUCTURAL 20" 0 - 65' 169 K55 plain end 3,910 2,500 2,692,000
welded #VALUE! #VALUE! #VALUE!

CONDUCTOR 16" 0-1,800' 84 J-55 BTC 2,980 1,410 2,980,000

3.54 1.67 11.86

SURFACE 10-3/4" O -5,900' 55.50 HCP-110 BTC 8,860 5,950 1,745,000
3.21 2.15 4.08

PRODUCTION 7-5/8" 0-10,138' 39.00 P-110 LTC 12,620 11,080 1,066,000
1.33 1.17 2.15

LINER(PERFORATED 3-1/2" 10,100'-10,148' 12.95 P-110 PH-6 19,690 20,090 260,810
2.08 2.12 1.79

CONDUCTOR
1,800 Type G 2945 50% 15.6 ppg 1.16 ft3/sk

SURFACE Lead 5,000 PomminS$ltsaciassA 1705 35% $2:5ppg 2 14113/sk

Tail 900 1 pe ill 872 0% 14.6 ppg 1.41 fl3/sk

PRODUCTION Leat 4,000 ClassG(4f0amed) 037 35% 16.4ppg 1.17ft3/sx

Tail 1,323 ClassO 207 0% 16.4 ppg 1.17 ft3/sk

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR Guide shoe, 1 Joint,float collar . Thread lock all float equipment. Install bow spring centralizers on the bottom 3 joints of casing &
every thirdjoint thereafter.

SURFACE PDC drillable 10M,P-110 float shoe, 1 joint, PDC drillable 10M, P-110 float collar. Thread lock all float equipment Install 1bow spring
centralizers every 3rd joint to 1,000'.

PRODUCTION Float shoe, 1 joint, float collar. One 7.625"x 9.5" Bow Spring centralizer every joint. Thread lock all FE

PROJECT PERSON(S): David Doles

DRILLINGMANAGER: Ron
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RENSCO Delta Petroleum corporationResource6nergyServiceCDO

" Greentown State 36-24H "
Grand County, Utah Greentown State 36-24H
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Delta Petroleum Corporation DE LTA
.--manamn.

WEu

GreenÍOwn State 36-24H "" Grand County, Utah
SWRE

OTOOnÍOwn State 36-24H
Mignetle Parametels Sixtes Locadan NAD27Utah Stale Pimes, Southem Zona US Feet MisceUaneous
Modet IGRF2005 DW 64952 Oser Oclaber02.2007 LR N385018ßOD Nornikg: 83020022tlUS GridCane +025346000* Slo Greenlawnstate3 24H TVDRet (000tabove)

MegDec +11.814* FS: 52083.OnT Lan: W11002S.285 Emikig; 230529290809 ScaleFacci.0001545071 Pim: GreenkunSide36,24H StuyDain:OcloberC3,2007

CriticalPoints
Oitical Point MD INCL AZIM 'IM) VSIEC N(+)/ S(-) Fí+) / W-) DIß
suface 0.000 0.00 336.79 0.000 0.000 0.00 0.00Location
Conductor 65.000 0.00 336.79 65.000 0.000 0.00 0.00 0.00CasingPoint
Navajo 1320.000 0.00 336.79 1320.000 0.000 0.00 0.00 0.00
Kayerta 1756.000 0.00 336.79 1756.000 0.000 0.00 0.00 0.00
Wingate 1793.000 0.00 336.79 1793.000 0.000 0.00 0.00 0.00
CasingPoint 1800.000 0.00 336.79 1800.000 0.000 0.00 0.00 0.00
Ghe 2256.000 0.00 336.79 2256.000 0.000 0.00 0.00 0.00
Shinatump 2438.000 0.00 336.79 2438.000 0.000 0.00 0.00 0.00
Moenkopi 29¾000 0.00 336.79 29R000 0.000 0.00 0.00 0.00
SinbadIs. 3079.000 0.00 336.79 3079.000 0.000 0.00 0.00 0.00
WhiteRitn 3296.000 0.00 336.79 3296.000 0.000 0.00 0.00 0.00
Cutler 3661.000 0.00 336.79 3661.000 0.000 0.00 0.00 0.00
HanakerTrail 3886.000 0.00 336.79 3886.000 0.000 0.00 0.00 0.00
CasingPoint 5900.000 0.00 336.79 5900.000 0.000 0.00 0.00 0.00
ParadoxSalt 594000 0.00 336.79 594000 0.000 0.00 0.00 0.00
'O"Zane 9638.000 0.00 336.79 9638.000 0.000 0.00 0.00 0.00Clastics
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State AUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

July 12, 2007
*Arnended October l 8, 2007

Delta Petroleum Corp
370 17th St, Suite 4300
Denver, CO 80202

Re: Greentown State 36-24H* (Deepening) Well, 1108' FSL , 2158' FWL, SE SW, Sec. 36,
T. 21 South, R. 16 East, *Bottom Location 660' FNL, 660' FWL, NW NW, Sec. 36,
T. 21 South, R. 16 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 el seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-019-31519.

Sincerely,

Gil Hunt
Associate Director

er
Enclosures

cc: Grand County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www ogm.utah.goy OIL, GAS &
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O O
Operator: Delta Petroleum Corp
Well Name & Number Greentown State 36-24H* (Deepening)
API Number: 43-019-31519
Lease: ML 49170

Location: SE SW Sec.__3_6_ T. 21 South R. 16 East
Bottom Location: * NW NW Sec. 36 T. 21 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0873 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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43-019-31519
July 12, 2007
*Amended October 18, 2007

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. The Application for Permit to Drill has been forwarded to the Resource Development
Coordinating Committee for review of this action. The operator will be required to
comply with any applicable recommendations resulting from this review.

7. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

8. *In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division within
30 days following completion of the well.

9. *The 16" surface casing shall be cemented to the surface.

10. *The Greentown State 36-11 well must be plugged and abandoned or plugged back
above the Paradox interval.

11. *A temporary 640 acre spacing unit is hereby established in Section 36, Township 21
South, Range 16 East for the drilling of this well (R649-3-2.6). No other horizontal wells
may be drilled in this section unless approved by the Board of Oil, Gas and
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: DELTA PETROLEUM COMPANY

Well Name: GREENTOWN ST 36-24H

Api No: 43-019-31519 Lease Type: STATE

Section 36 Township 21S Range 16E County GRAND

Drilling Contractor DHL DRILLING RIG # 11

SPUDDED:
Date 10/27/07

Time 1:00 AM

How DRY

Drilling wi/I Commence:

Reported by JIM DAVIS

Telephone # (281) 833-2312

Date 10/29/07 Signed

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: DELTA PETROLEUM COMPANY

Well Name: GREENTOWN ST 36-24H
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SPUDDED:
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Time 1:00 AM

How DRY
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Reported by JIM DAVIS
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Date 10/29/07 Signed



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

6. IF INDIAN,ALLOTTEEOR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS NA

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnewwells, significantlydeepen existingwellsbelow currentbottom-hole depth, reenter plugged wells,or to NAdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL OTHER Greentown State #36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th St., Ste. 4300 , Denver CO 80202 (303) 575-0323 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL & 2158' FWL COUNTY: Grand

QTRIQTR, SECTION, TOWNSHlP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASlNG FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date work willstart: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NG FORMAT10NS RECLAMATIONOF WELL SITE OTHER: Weekly Well History
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from spud - 11/7/07.

Current Status: Drilling RECEIVED
NOVO9 2007

DIV.0FOIL,GAS&MINING

SNAME(PLREEASEPRIN HoLum3 LEE

1

OoryManager

(This space for State use only)

(5/2000) (See Instructions on Reverse
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Delta Petroleum Corporatior

370 17th St Suite #430C

D Denver, CO 80202 Drillinq Chronological
(303) 293-9133 Regulatory

Well Name:Greentown State 36-24H
Field Name Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operato elta Petroleum Corporatio Location Desc: District: Northern
Project AFE: 3974 AFEs Associated: I / /

Daily Summary
ActivityDate : 10/19/2007 Days From Spud : -8 Current Depth : 0 Ft 24 Hr. Footage Made 0 Ft
Rig Company : DHS RigName: DHS 11

Ëomietion: W4ëther:
Operaticms

Start Hra Code Remarks Start Depth ËndDepth Run
6:00 12.00 01 Safety Meeting/ rig down/ Start loading Rig out 0 0 NIH

18:00 12.00 24 aiton day light 0 0 NIH
Ïotal: 24.00

Daily Summary
ActivityDate : 10/20/2007 Days From Spud : -7 Current Depth : 0 Ft 24 Hr. Footage Made : 0 FtÑigCompany: DHS RigName: DHS 11

Formation : W¾ather:
Operatiðns ¯ ¯

Start Hrs Code Remarks Start Depth Ënd Depth Run
6:00 12.00 01 Safety Meeting/Move Rig 0 0 NIH

18:00 12.00 24 wait on day light 0 0 NIH
Total:24.00

Daily Summary
ActivityDate : 10/21/0007 Days From Spud : -6 Current Depth : 0 Ft 4 H . Footage Made 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 MIRU

. 0 0 NIH
18:00 12.00 01 Breakdown derrick, dog house, sub, move to new location. O O NIH
Total:24.00

Daily Summary
ActivityDate : 10/22/2007 Days From Spud : -5 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company ; DHS Rig Name: DHS 11

Formation; Weather:
Operations

Start Hrs Code Remarks Start Depth andDepth Run
6:00 12.00 01 reak down derrick, dog house, sub move to new location. 0 0 NIH

18:00 12.00 24 ig up, set visc line, matting boards, sub, derrick. 0 0 NIH
Total: 24.00

Page 1 of : Powered by Production Accest
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:lelta Petroleum Corporatio Location Desc: District:| Northem
Daily Summary

Activity Date : 10/23/2007 Days From Spud : -4 Current Depth : 0 Ft 24 Hr. Footage Made : 0 FtRig Company : DHS Rig Name: DHS 11
Formation : Weather

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 Rig up set visc line, matting boards, sub & derrick. 0 0 NIH
18:00 12.00 24 Rig up, raise derrick, bridaldown, bridal up on draw tool. Assemble racking board, raise draw 0 0 NIH

Total: 24.00
tool, set steps, outside floor plates. Set backyard in.

Daily Summary
ActivityDate : 10/24/2007 Days From Spud : -3 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up, raise derrick, bridal down, bridai up on draw tool. Assemble racking board, raise draw 0 0 NIHtool,set steps, outside floor plates. Set backyard in.

18:00 12.00 01 Rig up mud tanksand back end. 0 0 NIH
Total: 24.00

Daily Summary
Activity Date : 10/25/2007 Days From Spud : -2 Current Depth : 0 Ft 24 Hr. Footage Made : 0 FtRig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up floor 0 0 NIH

18:00 12.00 01 Rigup floor swivel,tongs,subs, torquekelly, rig up spinners, stand pipe, etc. 0 0 NIH
Total:24.00

Daily Summary
ActivityDate : 10/26/2007 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up gas buster, ignitor lines, mud up to48-52 vis, rig up 1 centrifuge. O O NIH

18:00 12.00 01 Rig up buster lines, dig ditches, NU, install 2" demco valve #2 pump, function test bag & HCR, O O NIHIoad racks with BHA, slide choke house into place. Dig out old choke lines to babricate new
line.

Total: 24.00
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6:00 12.00 01 Rig up set visc line, matting boards, sub & derrick. 0 0 NIH
18:00 12.00 24 Rig up, raise derrick, bridaldown, bridal up on draw tool. Assemble racking board, raise draw 0 0 NIH

Total: 24.00
tool, set steps, outside floor plates. Set backyard in.

Daily Summary
ActivityDate : 10/24/2007 Days From Spud : -3 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up, raise derrick, bridal down, bridai up on draw tool. Assemble racking board, raise draw 0 0 NIHtool,set steps, outside floor plates. Set backyard in.

18:00 12.00 01 Rig up mud tanksand back end. 0 0 NIH
Total: 24.00

Daily Summary
Activity Date : 10/25/2007 Days From Spud : -2 Current Depth : 0 Ft 24 Hr. Footage Made : 0 FtRig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up floor 0 0 NIH

18:00 12.00 01 Rigup floor swivel,tongs,subs, torquekelly, rig up spinners, stand pipe, etc. 0 0 NIH
Total:24.00

Daily Summary
ActivityDate : 10/26/2007 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 01 Rig up gas buster, ignitor lines, mud up to48-52 vis, rig up 1 centrifuge. O O NIH

18:00 12.00 01 Rig up buster lines, dig ditches, NU, install 2" demco valve #2 pump, function test bag & HCR, O O NIHIoad racks with BHA, slide choke house into place. Dig out old choke lines to babricate new
line.

Total: 24.00
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ieki Narne: Wildcat $/IIR 36/218/16E County,State Grand, UTÖperator:)eltaPetroleum Corporatio Location Deëc District Northern

ActivityDate 10/27/2007 OaysFrom Spud : 1 Currern Depth F 24 Br.ËootageMadé 93 FtRig Company DHS Rig Name: DHS 11Formation: Weather:
Operations

$tart Hrs Oode emarks Start DepthEnd Oepth Run
6:00 12.00 01 Rig up flow nipple, choke lines, help welder, clean out ditches. 0 0 NIH18:00 4.00 01 Rig up choke line, choke topits, &panic line, work on ditches. 0 0 NIH22:00 3.00 20 SLM BHA & PU tools. 0 0 NIH1:00 5.00 02 Drillactual 60 93 N1HÏotal: 24.00

IWIudProperties
Depth Tim¯e

ŸWIn Wt Out Vis PV YP Gels PL Hi L PC HYPC Solid Watet Oli Šand143 8:00 8.65 0.00 51 18 12 0/48/30 12.0 0.0 0 0.00 0.0% 1.0% 0.0% 0.5%MOT pH Pm Pf Mf CI Ca ES Pom Lime Totai Sal. CaCl2 EDTA O/W Ratio MudLoss25.0 9.50 0.00 0.00 0.00 1500 0 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECO FLTem Remarks
O 0.0 0.0 0

Dally Summary
ActivityOate 10/28/2007 Days From $pud : 2 Current Depth : 467 Ft 24 Hr.Footage Madé : 374 FtRig Company : DHS RigNanie DHS 11Formation: Weathen

Operations
Statt Hrs Code Remarks Start DepthEnd Depth Run

6:00 12.00 02 Drillactual 93 148 118:00 3.00 02 Drillactual 148 221 121:00 0.50 10 Deviation survey @208' bulls eye. 221 221 1
21:30 6.00 02 Drillactual . 221 436 1

3:30 0.50 10 Deviation survey @425' 1 deg. 436 436 1
4:00 2.00 02 Drillactual 436 467 1

Total: 24.00

Mud Properties
Depth Time t in Wt Out Vis PV YP Gels FL HTFL FC HTEC Solid Water Oil Sana501 8:00 8.90 0.00 61 20 20 0// 6.4 0.0 0 0.00 0.0% 95.5% 0.0% 0.5%MBT pH Pm Pf Mf Ci Ca ËiS Pom Lime Total Sal. CaOi2 EEDIA OlW Ratio MudLoss27.5 9.30 0.00 0.00 0.00 1700 0 0 0.00 0.00 0 0 0.00 0Water Loss LOM ECD FL Temp marks

0 0.0 0.0 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State; Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northem
Daily Summary

ActivityDate : 10/29/2007 Days From Spud : 3 Current Depth : 968 Ft 24 Hr. Footage Made : 501 FtRigCompany: DHS Rig Name: DHS 11
Formation : Carmel Weather.

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drillactual 467 592 1
12:00 0.50 07 Lubricate rig, grease blocks, swivel. 592 592 1
12:30 2.00 02 Drillactual. 592 657 1
14:30 1.00 10 Deviation survey @616, 2 degrees 657 657 1
15:30 2.50 02 Drillactual 657 714 1
18:00 6.50 02 Drillactual 714 877 1

0:30 0.50 10 Deviationsurvey @868', 1 deg. 877 877 1
1:00 5.00 02 Drillactual. 877 968 1

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1001 8:00 8.75 0.00 66 20 20 0/0/0 6.6 0.0 0 0.00 0.0% 96.7% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
27.5 8.00 0.00 0.00 0.00 2500 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0

Daily Summary
Activity Date : 10/30/2007 Days From Spud : 4 Current Depth : 1108 Ft 24 Hr. Footage Made : 140 Ft
Rig Company : DHS RigName: DHS 11

Formation : Carmel Weather:
Operations

Statt Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drillactual 968 1030 1

11:30 0.50 05 Conditionmud and circulate, mixpump slug. 1030 1030 1
12:00 3.00 06 POOH 1030 1030 1
15:00 1.00 20 Inspect mud motor and bit, clean floor. 1030 1030 NIH
16:00 2.00 06 TlH 1030 1030 2
18:00 1.00 02 Drilling f/1030' T1036' 1030 1030 2
19:00 0.50 07 Service Rig 1030 1030 2
19:30 4.00 02 Drill f/1036' t/1068' 1030 1030 2
23:30 0.50 10 Survey @1059' = 1 1/2 Deg. 1030 1030 2

0:00 6.00 02 Drillf/1068' t/1108' 1030 1030 2
Total:24.00

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
20.0 8.00 0.00 0.00 0.00 3300 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp marks
O 0.0 0.0 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State; Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northem
Daily Summary

ActivityDate : 10/29/2007 Days From Spud : 3 Current Depth : 968 Ft 24 Hr. Footage Made : 501 FtRigCompany: DHS Rig Name: DHS 11
Formation : Carmel Weather.

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drillactual 467 592 1
12:00 0.50 07 Lubricate rig, grease blocks, swivel. 592 592 1
12:30 2.00 02 Drillactual. 592 657 1
14:30 1.00 10 Deviation survey @616, 2 degrees 657 657 1
15:30 2.50 02 Drillactual 657 714 1
18:00 6.50 02 Drillactual 714 877 1

0:30 0.50 10 Deviationsurvey @868', 1 deg. 877 877 1
1:00 5.00 02 Drillactual. 877 968 1

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1001 8:00 8.75 0.00 66 20 20 0/0/0 6.6 0.0 0 0.00 0.0% 96.7% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
27.5 8.00 0.00 0.00 0.00 2500 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0

Daily Summary
Activity Date : 10/30/2007 Days From Spud : 4 Current Depth : 1108 Ft 24 Hr. Footage Made : 140 Ft
Rig Company : DHS RigName: DHS 11

Formation : Carmel Weather:
Operations

Statt Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drillactual 968 1030 1

11:30 0.50 05 Conditionmud and circulate, mixpump slug. 1030 1030 1
12:00 3.00 06 POOH 1030 1030 1
15:00 1.00 20 Inspect mud motor and bit, clean floor. 1030 1030 NIH
16:00 2.00 06 TlH 1030 1030 2
18:00 1.00 02 Drilling f/1030' T1036' 1030 1030 2
19:00 0.50 07 Service Rig 1030 1030 2
19:30 4.00 02 Drill f/1036' t/1068' 1030 1030 2
23:30 0.50 10 Survey @1059' = 1 1/2 Deg. 1030 1030 2

0:00 6.00 02 Drillf/1068' t/1108' 1030 1030 2
Total:24.00

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
20.0 8.00 0.00 0.00 0.00 3300 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp marks
O 0.0 0.0 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northem
Daily Summary

ActivityDate : 10/31/2007 Days From Spud : 5 Current Depth : 1385 Ft 24 Hr. Footage Made : 277 FtRig Company : DHS Rig Name: DHS 11
Formation : Navajo Weather

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling f/1108' t/1258' 1030 1030 2
18:00 0.50 10 Survey @1249'= 1 Deg. 1030 1030 2
18:30 11.50 02 Drilling f/1258' t/1385' 1030 1030 2
Total:24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
20.0 8.00 0.00 0.00 0.00 3300 0 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECD FLTemp Remarks

O 0.0 0.0 0

DailySummary
Activity Date : 11/1/2007 Days From Spud : 6 Current Depth : 1637 Ft 24 Hr. Footage Made : 252 Ft
Rig Company: DHS Rig Name: DHS 11

Formation : Navajo Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run
6:00 7.50 02 DRILLING F/ 1385' TO 1480' 1385 1480 2

13:30 0.50 10 SURVEY @ 1438', (2 deg) 1480 1480 2
14:00 12.00 02 DRILLING FI 1480' TO 1606' 1480 1606 2
2:00 0.50 07 RIGLUBE 1606 1606 2
2:30 3.50 02 DRILLINGF/ 1606' TO 1637' 1606 1637 2

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1405 8:00 8.80 0.00 53 13 9 0/0/0 8.8 0.0 0 0.00 3.4% 96.3% 0.0% 1.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
20.0 8.80 0.00 0.00 0.00 2900 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTem Remarks
O 0.0 8.8 0 Some seapage
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northem
Daily Summary

ActivityDate : 10/31/2007 Days From Spud : 5 Current Depth : 1385 Ft 24 Hr. Footage Made : 277 FtRig Company : DHS Rig Name: DHS 11
Formation : Navajo Weather

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling f/1108' t/1258' 1030 1030 2
18:00 0.50 10 Survey @1249'= 1 Deg. 1030 1030 2
18:30 11.50 02 Drilling f/1258' t/1385' 1030 1030 2
Total:24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
20.0 8.00 0.00 0.00 0.00 3300 0 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECD FLTemp Remarks

O 0.0 0.0 0

DailySummary
Activity Date : 11/1/2007 Days From Spud : 6 Current Depth : 1637 Ft 24 Hr. Footage Made : 252 Ft
Rig Company: DHS Rig Name: DHS 11

Formation : Navajo Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run
6:00 7.50 02 DRILLING F/ 1385' TO 1480' 1385 1480 2

13:30 0.50 10 SURVEY @ 1438', (2 deg) 1480 1480 2
14:00 12.00 02 DRILLING FI 1480' TO 1606' 1480 1606 2
2:00 0.50 07 RIGLUBE 1606 1606 2
2:30 3.50 02 DRILLINGF/ 1606' TO 1637' 1606 1637 2

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1405 8:00 8.80 0.00 53 13 9 0/0/0 8.8 0.0 0 0.00 3.4% 96.3% 0.0% 1.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
20.0 8.80 0.00 0.00 0.00 2900 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTem Remarks
O 0.0 8.8 0 Some seapage
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ield Name: Wildcat Sli/R 36/21S/16E ounty,$tate Grand, UT
pérator: Jelta Petroleum Corporatio LocationDesc: Diëtfict Northern

ActivityDate : 11/2/2007 DaysËiomSpud 7 OurrentDepth 1815 Ft 24 Hr. Footage Made 178 FtRigCompany : DHS AigNaine: DHS 11
Formation : Wingate Weather

Operations
Start Hrs Code Remarks Start Depth Eind 0epth Run

6:00 3.50 02 DRLGFI 1637' TO 1670' 1637 1670 2
9:30 0.50 10 SURVEY @ 1587' = 2 deg 1670 1670 2

10:00 3.50 02 DRLG F/ 1670' TO 1701' 1670 1701 2
13:30 0.50 07 RIG LUBE 1701 1701 2
14:00 10.50 02 DRLGFl 1701' TO 1815' 1701 1815 2

0:30 0.50 05 CIRCULATE SWEEPS OUT 1815 1815 2
1:00 0.50 10 SURVEY @1745' = 2.25 deg 1815 1815 2
1:30 1.00 06 TOOH, WIPERTRIP TO 515' 1815 1815 2
2:30 0.50 07 RIGSERVICE 1815 1815 2
3:00 0.50 06 TlH 1815 1815 2
3:30 0.50 03 REAM F/ 1732' TO 1815', NO FILL 1815 1815 2
4:00 2.00 05 CIRCULATE SWEEPS OUT TO CLEAN HOLE 1815 1815 2

Total: 24.00

Mud Properties
Depth Tirne Wt in Wt Out Vis PV YP Gels FL HÎFL FC HTFC Solid Water Oil Sand
1656 8:00 8.85 0.00 74 20 20 0/0/0 8.8 0.0 0 3.00 3.8% 95.9% 0.0% 1.0%MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDÌA O/W Ratio Mud Loss

32.5 9.90 1.10 0.00 0.70 2500 0 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECD FLTemp emarks
O 0.0 8.9 0 ome seapage

Daily Summary
Activity Date : 11/3/2007 Days From Spud : 8 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS RigName: DHS 11

Formation i Wingate Weather:
Operations

Start Hrs Code Remarka Start Depth End Depth Run
6:00 4.00 06 TOOH, L/D STABILIZER,SHOCK SUB, MUD MOTOR, BIT 1815 1815 NIH

10:00 11.00 12 R/U CSG EQUIPMENT& RUN 41 JT OF 16", 84#, J55 CASING: SHOE DEPTH @ 1802', 1815 1815 NIHI-LOATCOLLAR@1753', 8 CENTS, 1-15' F/ SHOE AROUND STOP RING THEN EVERY
180' TO 574'.

21:00 5.00 05 CIRCULATE, R/D CSG EQUIP., WAIT ON HALLIBURTON 1815 1815 NIH
2:00 4.00 12 R/U CMNT EQUIP., SAFETY MEETING, BEGIN CEMENTINGWI HALLIBURTON 1815 1815 NIHÏotal: 24.00

Mud Properties
Depth Tirne Wt in Wt Out Vis PV YP Gels FL HTFL Ë0 HTFO Bolid Water Oil Sand
1815 8:00 8.90 0.00 45 18 9 0/0/0 9.0 0.0 0 2.00 4.2% 95.5% 0.0% 0.7%MBT pH Pm Pi Mf Ci Ca ES Pom Lime TotalSal. CaCl2 EDTA O/W Ratio MudLoss

27.5 9.40 0.75 0.00 0.87 2100 160 0 0.00 0.00 0 0 0.00 0
Water Loss LCM ECD FL Ïemp Remarks

O 0.0 8.9 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UTOperator:lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
ActivityDate : 11/4/2007 Days From Spud : 9 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS RigName: DHS 11

Formation : Wingate Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.00 12 FINISHCMNTING:20bbi Gel/Water, 10bbl Fresh, 42bbi Scavenger slurry @10.5#, 10bbl 1815 1815 NIHtresh,20bbl superflush, 10bbl fresh, 365.3bbl lead 700sx @11.5#,2.93yield, 148bbl tail420sx

@ 13#,1.99yield. Displaced 385 bbl fresh, final lift press = 600, bump plug to 1000, (cmnt
head blew off)float held. Lost returns while displacing, after 140bbl. Topped out w/ 13bbl
15.6#.

11:00 5.00 13 W.O.C. 1815 1815 NIH
16:00 14.00 14 CUT OFF CONDUCTOR & CSG. NID DIVERTER. WELD ON WELLHEAD & START N/U 16 1815 1815 NIH3/4", 5M BOPE
Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECD L Tem Remarks

O 0.0 8.9 0

Dany Summary
ActivityDate : 11/5/2007 Days From Spud : 10 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS RigName: DHS 11

Formation : Wingate Weather:
Operations

S1art Hrs Code Remarks Start Depth End Depth Run
6:00 11.00 14 N/U BOPE 1815 1815 NIH

17:00 13.00 15 TEST BOPE, MOVE BLIND RAMS TO BOTTOM& PIPE RAMS TO TOP, (TEST PLUGIS 1815 1815 NIH100 TALLTO BE ABLE TO CLOSEPIPE RAMES WITEST TOOL BUT BLINDS WILL
WORKIN THE LOWER GATES)

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oli Sand
1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 8.9 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UTOperator:lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
ActivityDate : 11/4/2007 Days From Spud : 9 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS RigName: DHS 11

Formation : Wingate Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.00 12 FINISHCMNTING:20bbi Gel/Water, 10bbl Fresh, 42bbi Scavenger slurry @10.5#, 10bbl 1815 1815 NIHtresh,20bbl superflush, 10bbl fresh, 365.3bbl lead 700sx @11.5#,2.93yield, 148bbl tail420sx

@ 13#,1.99yield. Displaced 385 bbl fresh, final lift press = 600, bump plug to 1000, (cmnt
head blew off)float held. Lost returns while displacing, after 140bbl. Topped out w/ 13bbl
15.6#.

11:00 5.00 13 W.O.C. 1815 1815 NIH
16:00 14.00 14 CUT OFF CONDUCTOR & CSG. NID DIVERTER. WELD ON WELLHEAD & START N/U 16 1815 1815 NIH

3/4", 5M BOPE
Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0Water Loss LCM ECD L Tem Remarks

O 0.0 8.9 0

Dany Summary
ActivityDate : 11/5/2007 Days From Spud : 10 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS RigName: DHS 11

Formation : Wingate Weather:
Operations

S1art Hrs Code Remarks Start Depth End Depth Run
6:00 11.00 14 N/U BOPE 1815 1815 NIH

17:00 13.00 15 TEST BOPE, MOVE BLIND RAMS TO BOTTOM& PIPE RAMS TO TOP, (TEST PLUGIS 1815 1815 NIH100 TALLTO BE ABLE TO CLOSEPIPE RAMES WITEST TOOL BUT BLINDS WILL
WORKIN THE LOWER GATES)

Total:24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oli Sand
1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 8.9 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northem
DaHy Summary

Activity Date : 11/6/2007 Days From Spud : 11 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 FtRigCompany : DHS RigName: DHS 11
Formation : Wingate Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 15 TEST BOP; ANNULAR TO 2500# FI 10 MIN, KELLY, UPPER & LOWER KELLYVALVES, 1815 1815 | NIHI-LOORVALVE, T.I.W. VALVE,KILLLINE SIDE VALVES TO 5000# F/ 10MIN. PIPE RAMS
FAIL

11:00 0.50 07 RIGSERVICE 1815 1815 NIH
11:30 18.50 15 REMOVE PIPE RAMS, TRY TO REPAIR ON SITE, REPLACE & FAILTWO MORE TIMES. 1815 1815 NIHkvAITON RAM PACKERS(ARRIVE @04:00). REPLACEPACKERRUBBERS&PUT PIPE

RAMS BACKIN DOUBLE GATE.
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.9 0

Daily Summary
ActivityDate : 11/7/2007 Days From Spud : 12 Current Depth : 2094 Ft 24 Hr. Footage Made : 279 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Wingate Weather.
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 15 FINISH TESTINGBOPE: TESTED BLINDS, PIPES, KILLLINE SIDE VALVES,CHOKE SIDE 1815 1815 NIHVALVES, CHOKE LINE, CHOKE MANIFOLD, KELLY, KELLYCOCKS, TlW VALVE, FLOOR

VALVETO 5000# F/ 10 MIN. ANNULAR TO 2500# FI 10 MIN. CASING TO 1500# FI 15 MIN.
7:30 7.50 06 P/U BHA (STRAIGHTEN MOTOR), ORIENT MWD TOOLS 1815 1815 3

15:00 2.00 09 SLIP & CUT 102' OF DRLG LINE 1815 1815 3
17:00 1.50 06 TlH, TAG CMNT@1760', INSTALL ROTATINGHEAD RUBBER 1815 1815 3
18:30 0.50 07 RIG SERVICE 1815 1815 3
19:00 2.00 22 DRLGFLOAT COLLAR, CEMENT, SHOE & 10' OF NEWFORMATION TO 1825' 1815 1815 3
21:00 0.50 15 F.I.T.TO 9.6 EMW, 95psi F/ 10 MIN 1815 1815 3
21:30 8.50 02 DRLG F/ 1815' TO 2094' 1815 2094 3
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1815 2:00 8.95 0.00 42 16 6 0/0/0 10.0 0.0 0 1.00 4.5% 95.2% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
25.0 8.60 1.00 0.00 0.95 2600 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 8.9 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northem
DaHy Summary

Activity Date : 11/6/2007 Days From Spud : 11 Current Depth : 1815 Ft 24 Hr. Footage Made : 0 FtRigCompany : DHS RigName: DHS 11
Formation : Wingate Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 15 TEST BOP; ANNULAR TO 2500# FI 10 MIN, KELLY, UPPER & LOWER KELLYVALVES, 1815 1815 | NIHI-LOORVALVE, T.I.W. VALVE,KILLLINE SIDE VALVES TO 5000# F/ 10MIN. PIPE RAMS
FAIL

11:00 0.50 07 RIGSERVICE 1815 1815 NIH
11:30 18.50 15 REMOVE PIPE RAMS, TRY TO REPAIR ON SITE, REPLACE & FAILTWO MORE TIMES. 1815 1815 NIHkvAITON RAM PACKERS(ARRIVE @04:00). REPLACEPACKERRUBBERS&PUT PIPE

RAMS BACKIN DOUBLE GATE.
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1815 2:00 8.85 0.00 42 15 10 0/0/0 8.8 0.0 0 1.00 3.8% 95.9% 0.0% 0.7%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
25.0 9.00 0.90 0.00 0.65 2300 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.9 0

Daily Summary
ActivityDate : 11/7/2007 Days From Spud : 12 Current Depth : 2094 Ft 24 Hr. Footage Made : 279 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Wingate Weather.
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 15 FINISH TESTINGBOPE: TESTED BLINDS, PIPES, KILLLINE SIDE VALVES,CHOKE SIDE 1815 1815 NIH

VALVES, CHOKE LINE, CHOKE MANIFOLD, KELLY, KELLYCOCKS, TlW VALVE, FLOOR
VALVETO 5000# F/ 10 MIN. ANNULAR TO 2500# FI 10 MIN. CASING TO 1500# FI 15 MIN.

7:30 7.50 06 P/U BHA (STRAIGHTEN MOTOR), ORIENT MWD TOOLS 1815 1815 3
15:00 2.00 09 SLIP & CUT 102' OF DRLG LINE 1815 1815 3
17:00 1.50 06 TlH, TAG CMNT@1760', INSTALL ROTATINGHEAD RUBBER 1815 1815 3
18:30 0.50 07 RIG SERVICE 1815 1815 3
19:00 2.00 22 DRLGFLOAT COLLAR, CEMENT, SHOE & 10' OF NEWFORMATION TO 1825' 1815 1815 3
21:00 0.50 15 F.I.T.TO 9.6 EMW, 95psi F/ 10 MIN 1815 1815 3
21:30 8.50 02 DRLG F/ 1815' TO 2094' 1815 2094 3
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1815 2:00 8.95 0.00 42 16 6 0/0/0 10.0 0.0 0 1.00 4.5% 95.2% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
25.0 8.60 1.00 0.00 0.95 2600 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 8.9 0

Page 8 of E Powered by Rroduction Access



Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State Grand, UT

Operator elta Petroleum Corporatio Location Desc District Northem

Forn ation
Formation Name Current WellTop Subsea Datum Ref WellTop Elec Top Comments

Carmel 1155 0
Morrison 0 0 5 0

"O" zone clastics O O 9638 0
Chin\e 0 0 2256 0
Cutler 0 0 3661 0

Entrada 0 0 603 0
HonakerTrail 0 0 3886 0

ane Creek" clastic 0 0 10128 0
Moenkopi 0 0 2984 0
Wingate 0 0 1793 0
Navajo O 0 1320 0

Paradox Salt 0 0 5944 0
PinkertonTrail 0 0 10369 0

Shinarump 0 0 2438 0
Sinbad Is O O 3079 0

White Rim 0 0 3296 0
Kayenta 0 0 1756 0

Casin
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State Grand, UT

Operator elta Petroleum Corporatio Location Desc District Northem

Forn ation
Formation Name Current WellTop Subsea Datum Ref WellTop Elec Top Comments

Carmel 1155 0
Morrison 0 0 5 0

"O" zone clastics O O 9638 0
Chin\e 0 0 2256 0
Cutler 0 0 3661 0

Entrada 0 0 603 0
HonakerTrail 0 0 3886 0

ane Creek" clastic 0 0 10128 0
Moenkopi 0 0 2984 0
Wingate 0 0 1793 0
Navajo O 0 1320 0

Paradox Salt 0 0 5944 0
PinkertonTrail 0 0 10369 0

Shinarump 0 0 2438 0
Sinbad Is O O 3079 0

White Rim 0 0 3296 0
Kayenta 0 0 1756 0

Casin
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
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STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals todrill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1.TYPEOFWELL 8.WELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL OR WILDCAT:

370 17th St., Ste. 4300 c TV
Denver STATE CO ZIP 80202 (303) 575-0323 Wildcat

4, LOCATION OF WELL

FOOTAGES AT SURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Well History
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 11/8/07 - 11/20/2007.

Current Status: Drilling

NAME(PLEEASEPRINT TDITE RegUla2 )ry7Tech

(This space for State use only) RECE1VED

NOV26 2007

(5/2000) (See instructions on Reverse Side) DIV.OFO\L,GAS&

STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals todrill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1.TYPEOFWELL 8.WELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL OR WILDCAT:

370 17th St., Ste. 4300 c TV
Denver STATE CO ZIP 80202 (303) 575-0323 Wildcat

4, LOCATION OF WELL

FOOTAGES AT SURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Well History
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 11/8/07 - 11/20/2007.

Current Status: Drilling

NAME(PLEEASEPRINT TDITE RegUla2 )ry7Tech

(This space for State use only) RECE1VED

NOV26 2007

(5/2000) (See instructions on Reverse Side) DIV.OFO\L,GAS&



Well Name:Greentown State 36-24H
FiekiName: Wildcat Stilk 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio 000011060080: District: Northern

Daily Summary
Activi Date : 11/8/2007 Da s From Spud : 13 Current De th : 2530 Ft 24 Hr. Footage Made : 436 Ft
Rig Company : Rig Name: DHS 11

Formation : Shinarump Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 02 DRLG F/ 2094' TO 2189' 2094 2189 3

10:00 1.00 22 WORK TIGHT HOLE 2189 2189 3
11:00 1.50 02 DRLG F/ 2189' TO 2221' 2189 2221 3
12:30 0.50 07 RIG SERVICE 2221 2221 3
13:00 4.50 02 DRLG Fl 2221' TO 2317' 2221 2317 3
17:30 0.50 08 REPLACE VALVE SEAT IN #1 MUD PUMP 2317 2317 3
18:00 0.50 07 RIG SERVICE 2317 2317 3
18:30 11.50 02 DRLG F/ 2317' TO 2530' 2317 2530 3
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2188 10:00 8.60 0.00 42 14 7 0/0/0 12.0 0.0 0 2.00 1.9% 97.8% 0.0% 0.5%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
W1a

Lo
2 3

E
D3

FL
em2 00 120

Daily Summary
Activi Date : 11/9/2007 Da s From Spud : 14 Current Depth : 2869 Ft 24 Hr. Footage Made : 339 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Remarks Start Depth End Depth Run
6:00 5.00 02 DRLG Fl 2530' TO 2626' 2530 2626 3

11:00 1.00 06 WIPER TRIP TO SHOE, (TlH TO 2380') 2626 2626 3

12:00 2.00 10 RUN WIRELINE SURVEYS W/ GYRODATA TO 2000' 2626 2626 3

14:00 0.50 02 DRLG Fl 2626' TO 2635' 2626 2635 3
14:30 0.50 07 RIG SERVICE 2635
15:00 3.50 02 DRLG Fl 2635' TO 2698' 2635 2698 3
18:30 0.50 07 RIGLUBE 2698 2698 3
19:00 0.50 08 REPAIR PUMP #2 2698 2698 3
19:30 10.50 02 DRLG F/ 2698' TO 2869' 2698 2869 3

Total: 24.00
Mud Properties

Depth Time Wt tn Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2580 10:00 8.70 0.00 42 14 12 0/0/0 9,0 0.0 0 1.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Li Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.50 1.10 1.00 2000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.7 0 Current mud properties = 8.8#, 44vis.

RECE1VED
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Well Name:Greentown State 36-24H
FiekiName: Wildcat Stilk 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio 000011060080: District: Northern

Daily Summary
Activi Date : 11/8/2007 Da s From Spud : 13 Current De th : 2530 Ft 24 Hr. Footage Made : 436 Ft
Rig Company : Rig Name: DHS 11

Formation : Shinarump Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 02 DRLG F/ 2094' TO 2189' 2094 2189 3

10:00 1.00 22 WORK TIGHT HOLE 2189 2189 3
11:00 1.50 02 DRLG F/ 2189' TO 2221' 2189 2221 3
12:30 0.50 07 RIG SERVICE 2221 2221 3
13:00 4.50 02 DRLG Fl 2221' TO 2317' 2221 2317 3
17:30 0.50 08 REPLACE VALVE SEAT IN #1 MUD PUMP 2317 2317 3
18:00 0.50 07 RIG SERVICE 2317 2317 3
18:30 11.50 02 DRLG F/ 2317' TO 2530' 2317 2530 3
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2188 10:00 8.60 0.00 42 14 7 0/0/0 12.0 0.0 0 2.00 1.9% 97.8% 0.0% 0.5%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
W1a

Lo
2 3

E
D3

FL
em2 00 120

Daily Summary
Activi Date : 11/9/2007 Da s From Spud : 14 Current Depth : 2869 Ft 24 Hr. Footage Made : 339 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Remarks Start Depth End Depth Run
6:00 5.00 02 DRLG Fl 2530' TO 2626' 2530 2626 3

11:00 1.00 06 WIPER TRIP TO SHOE, (TlH TO 2380') 2626 2626 3

12:00 2.00 10 RUN WIRELINE SURVEYS W/ GYRODATA TO 2000' 2626 2626 3

14:00 0.50 02 DRLG Fl 2626' TO 2635' 2626 2635 3
14:30 0.50 07 RIG SERVICE 2635
15:00 3.50 02 DRLG Fl 2635' TO 2698' 2635 2698 3

18:30 0.50 07 RIGLUBE 2698 2698 3
19:00 0.50 08 REPAIR PUMP #2 2698 2698 3
19:30 10.50 02 DRLG F/ 2698' TO 2869' 2698 2869 3

Total: 24.00
Mud Properties

Depth Time Wt tn Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2580 10:00 8.70 0.00 42 14 12 0/0/0 9,0 0.0 0 1.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Li Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.50 1.10 1.00 2000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.7 0 Current mud properties = 8.8#, 44vis.

RECE1VED
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E Úounty,$tate: Grand, UT

Operator elta Petroleum Corporatio LocationDese: District: Northern

Daily Summary
ActivityÚate : 11/10/2007 Days From Spud : 15 ÒurrentÚepth: 3152 Ft 24 Hr. Footage Made : 283 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.00 02 DRLG F/ 2869' TO 2951' 2869 2951 3

11:00 0.50 07 RIG SERVICE 2951 2951 3
11:30 18.50 02 DRLG Fl 2951' TO 3152 2951 3152 3
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2926 10:00 8.70 0.00 42 13 12 0/0/0 12.0 0.0 0 2.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.40 0.95 1.75 1900 400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 8.7 0

Daily Summary
Activity Date : 11/11/2007 Days From Spud : 16 Current Depth : 3204 Ft 24 Hr. Footage Made : 52 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 DRLG Fl 3152' TO 3174' 3152 3174 3
8:30 1.00 05 CIRCULATE BOTTOMS UP 3174 3174 3
9:30 4.00 06 TOOH, XO BIT 3174 3174 3

13:30 2.50 20 REPLACE MWD, OLD ONE HAD COME APART 3174 3174 NIH

16:00 2.00 06 TIH TO 2000' 3174 3174 4
18:00 0.50 20 TEST MWD, NO PULSE, MWD FAILURE 3174 3174 4
18:30 2.00 06 TOOH 3174 3174 4
20:30 2.50 20 WAIT ON MWD, XO MWD TOOLS 3174 3174 4

23:00 2.00 06 TlH TO 2000' 3174 3174 4

1:00 0.50 20 TEST MWD, WORKING 3174 3174 4

1:30 0.50 06 TlH 3174 3174 4
2:00 1.00 03 REAM 60' TO BOTTOM 3174 3174 4
3:00 3.00 02 DRLG Fl 3174' TO 3204' 3174 3204 4

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3152 10:00 8.70 0.00 42 13 12 0/0/0 12.0 0.0 0 2.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.40 0.95 1.75 1900 400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.7 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E Úounty,$tate: Grand, UT

Operator elta Petroleum Corporatio LocationDese: District: Northern

Daily Summary
ActivityÚate : 11/10/2007 Days From Spud : 15 ÒurrentÚepth: 3152 Ft 24 Hr. Footage Made : 283 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.00 02 DRLG F/ 2869' TO 2951' 2869 2951 3

11:00 0.50 07 RIG SERVICE 2951 2951 3
11:30 18.50 02 DRLG Fl 2951' TO 3152 2951 3152 3
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2926 10:00 8.70 0.00 42 13 12 0/0/0 12.0 0.0 0 2.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.40 0.95 1.75 1900 400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 8.7 0

Daily Summary
Activity Date : 11/11/2007 Days From Spud : 16 Current Depth : 3204 Ft 24 Hr. Footage Made : 52 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 DRLG Fl 3152' TO 3174' 3152 3174 3
8:30 1.00 05 CIRCULATE BOTTOMS UP 3174 3174 3
9:30 4.00 06 TOOH, XO BIT 3174 3174 3

13:30 2.50 20 REPLACE MWD, OLD ONE HAD COME APART 3174 3174 NIH

16:00 2.00 06 TIH TO 2000' 3174 3174 4

18:00 0.50 20 TEST MWD, NO PULSE, MWD FAILURE 3174 3174 4
18:30 2.00 06 TOOH 3174 3174 4
20:30 2.50 20 WAIT ON MWD, XO MWD TOOLS 3174 3174 4

23:00 2.00 06 TlH TO 2000' 3174 3174 4

1:00 0.50 20 TEST MWD, WORKING 3174 3174 4

1:30 0.50 06 TlH 3174 3174 4
2:00 1.00 03 REAM 60' TO BOTTOM 3174 3174 4
3:00 3.00 02 DRLG Fl 3174' TO 3204' 3174 3204 4

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3152 10:00 8.70 0.00 42 13 12 0/0/0 12.0 0.0 0 2.00 2.7% 97.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.40 0.95 1.75 1900 400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 8.7 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District Northern

Dally Summary
Activity Date : 11/12/2007 Days From Spud : 17 Current Depth : 3390 Ft 24 Hr. Footage Made : 186 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 DRLG Fl 3204' TO 3238' 3204 3238 4

10:00 0.50 07 RIG SERVICE 3238 3238 4
10:30 15.50 02 DRLG Fl 3238' TO 3365' 3238 3365 4

2:00 0.50 07 RIG SERVICE 3365 3365 4
2:30 3.50 02 DRLG Fl 3365' TO 3390' 3365 3390 4

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3221 10:00 9.00 0.00 36 8 8 0/0/0 12.4 0.0 0 1.00 4.9% 94.8% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.80 0.85 1.60 1700 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.0 0

Daily Summary
Activity Date : 11/13/2007 Days From Spud : 18 Current Depth : 3555 Ft 24 Hr. Footage Made : 165 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 10.00 02 DRLG FI 3390' TO 3460' 3390 3460 4

16:00 0.50 07 RIG SERVICE 3460 3460 4
16:30 8.50 02 DRLG Fl 3460' TO 3524' 3460 3524 4

1:00 0.50 07 RIG SERVICE 3524 3524 4

1:30 4.50 02 DRLG F/ 3524' TO 3555' 3524 3555 4
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
3390 10:00 9.00 0.00 36 8 8 0/0/0 12.4 0.0 0 1.00 4.9% 94.8% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.80 0.85 1.60 1700 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 9.0 0
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District Northern

Dally Summary
Activity Date : 11/12/2007 Days From Spud : 17 Current Depth : 3390 Ft 24 Hr. Footage Made : 186 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : White Rim Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 DRLG Fl 3204' TO 3238' 3204 3238 4

10:00 0.50 07 RIG SERVICE 3238 3238 4
10:30 15.50 02 DRLG Fl 3238' TO 3365' 3238 3365 4

2:00 0.50 07 RIG SERVICE 3365 3365 4
2:30 3.50 02 DRLG Fl 3365' TO 3390' 3365 3390 4

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3221 10:00 9.00 0.00 36 8 8 0/0/0 12.4 0.0 0 1.00 4.9% 94.8% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.80 0.85 1.60 1700 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.0 0

Daily Summary
Activity Date : 11/13/2007 Days From Spud : 18 Current Depth : 3555 Ft 24 Hr. Footage Made : 165 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 10.00 02 DRLG FI 3390' TO 3460' 3390 3460 4

16:00 0.50 07 RIG SERVICE 3460 3460 4
16:30 8.50 02 DRLG Fl 3460' TO 3524' 3460 3524 4

1:00 0.50 07 RIG SERVICE 3524 3524 4

1:30 4.50 02 DRLG F/ 3524' TO 3555' 3524 3555 4

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
3390 10:00 9.00 0.00 36 8 8 0/0/0 12.4 0.0 0 1.00 4.9% 94.8% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 8.80 0.85 1.60 1700 240 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 9.0 0
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Well Name:Greentown State 36-24H
TieldName: Wildcat $/UA 36/218/16E Countg$tate: Grand, UT

Operator Jelta Petroleum Corporatio Locatlon gec: District: Northern

Daily Summary
Activity Date : 11/14/2007 Days VromSpud: 19 CurrentDepth : 3610 Ft 24 Hr. Footage Made : 55 Ft
Rig Company : DHS RIg Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 9.00 02 DRLG Fl 3555' TO 3610' 3555 3610 4
15:00 1.00 05 CIRCULATE BOTTOMS UP.. 3610 3610 4

16:00 4.00 06 TOOH, L/D MOTOR & BIT 3610 3610 4

20:00 1.00 20 P/U MUD MOTOR, STRAIGHTEN 3610 3610 NIH
21:00 1.00 06 M/U BIT, CAN'T GET BIT BREAKER OFF 3610 3610 NIH
22:00 0.50 07 RIG SERVICE 3610 3610 NIH
22:30 7.50 22 WAIT ON WELDER, 1 WELDER SHOWED UP & RUN OUT OF GAS, WAITING ON 2nd 3610 3610 NIH

WELDER
Total: 24.00

Daily Summary
Activity Date : 11/15/2007 Days From Spud : 20 Current Depth : 3706 Ft 24 Hr. Footage Made : 96 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Wait On Welder to Cut Off Bit Breaker 3610 3610 NIH
6:30 3.00 06 TlH. 3610 3610 5
9:30 2.50 03 Ream 60' to Bottom. 3610 3610 5

12:00 1.50 02 Drillf/ 3,610' - 3,617' (7' @4 2/3 Ft/Hr). 3610 3617 5
13:30 0.50 07 Service Rig. 3617 3617 5

14:00 11.50 02 Drill fl 3,617' - 3,680' (63' @5.5 Ft/Hr). 3617 3680 5

1:30 0.50 07 Service Rig. 3680 3680 5
2:00 4.00 02 Drillf/ 3,680' - 3,706' (26' @6.5 Ft/Hr). 3680 3706 5

Total:24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3610 10:00 9.10 9.10 36 16 6 0/0/0 9.2 0.0 2 0.00 5.6% 94.1% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 9.70 1.50 0.40 1.80 3000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0
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Well Name:Greentown State 36-24H
TieldName: Wildcat $/UA 36/218/16E Countg$tate: Grand, UT

Operator Jelta Petroleum Corporatio Locatlon gec: District: Northern

Daily Summary
Activity Date : 11/14/2007 Days VromSpud: 19 CurrentDepth : 3610 Ft 24 Hr. Footage Made : 55 Ft
Rig Company : DHS RIg Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 9.00 02 DRLG Fl 3555' TO 3610' 3555 3610 4
15:00 1.00 05 CIRCULATE BOTTOMS UP.. 3610 3610 4

16:00 4.00 06 TOOH, L/D MOTOR & BIT 3610 3610 4

20:00 1.00 20 P/U MUD MOTOR, STRAIGHTEN 3610 3610 NIH
21:00 1.00 06 M/U BIT, CAN'T GET BIT BREAKER OFF 3610 3610 NIH
22:00 0.50 07 RIG SERVICE 3610 3610 NIH
22:30 7.50 22 WAIT ON WELDER, 1 WELDER SHOWED UP & RUN OUT OF GAS, WAITING ON 2nd 3610 3610 NIH

WELDER
Total: 24.00

Daily Summary
Activity Date : 11/15/2007 Days From Spud : 20 Current Depth : 3706 Ft 24 Hr. Footage Made : 96 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Wait On Welder to Cut Off Bit Breaker 3610 3610 NIH
6:30 3.00 06 TlH. 3610 3610 5
9:30 2.50 03 Ream 60' to Bottom. 3610 3610 5

12:00 1.50 02 Drillf/ 3,610' - 3,617' (7' @4 2/3 Ft/Hr). 3610 3617 5
13:30 0.50 07 Service Rig. 3617 3617 5

14:00 11.50 02 Drill fl 3,617' - 3,680' (63' @5.5 Ft/Hr). 3617 3680 5

1:30 0.50 07 Service Rig. 3680 3680 5
2:00 4.00 02 Drillf/ 3,680' - 3,706' (26' @6.5 Ft/Hr). 3680 3706 5

Total:24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3610 10:00 9.10 9.10 36 16 6 0/0/0 9.2 0.0 2 0.00 5.6% 94.1% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 9.70 1.50 0.40 1.80 3000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0
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Well Name:Greentown State 36-24H
Fleki Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio LocatÍonDese: District: Northern

Daily Summary
Activity Date : 11/16/2007 Days From Spud : 21 Current Depth : 3840 Ft 24 Hr. Footage Made : 134 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.00 02 Drillf/ 3,706' - 3,742' (36' @6.0 Ft/Hr). 3706 3742 5

12:00 0.50 07 Service Rig. 3742 3742 5
12:30 5.00 02 Drillf/ 3,742' - 3,785' (43' @8.6 Ft/Hr). 3742 3785 5
17:30 1.50 08 Rig Repair. Replace Liner Gasket On #1 Pump. 3785 3785 5
19:00 7.00 02 Drillf/ 3,785' - 3,833' (48' @6.9 Ft/Hr), 3785 3833 5

2:00 0.50 07 Service Rig. 3833 3833 5
2:30 3.50 02 Drillf/ 3,833' - 3,840 (7' @2.0 Ft/Hr) Pick Up and Restart Bit. 3833 3840 5

Total: 24.00
Mud Proper8es

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3721 10:00 8.95 8.95 40 12 11 0/0/0 8.8 0.0 2 0.00 4.7% 95.3% 0.0% 0.1%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.30 1.70 0.70 5.00 3000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 11/17/2007 Days From Spud : 22 Current Depth : 3906 Ft 24 Hr. Footage Made : 66 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Drillf/ 3,8' - 3,846' (6'). 3840 3846 5
7:00 2.50 22 Check Valves On Pumps. 3846 3846 5
9:30 1.00 02 Drillf/ 3,846' - 3,848' (2'). 3846 3848 5

10:30 5.00 06 POOH and Break Off Old Bit. 3848 3848 5

15:30 5.00 06 Make Up Bit #5, Lay Down Shockm Sub (Bad Seals). TlH. 3848 3848 6
20:30 1.00 03 Wash and Ream 60' to Bottom (Precationary). 3848 3848 6
21:30 6.00 02 Drillfl 3,848' - 3,888' (40' @6 2/3 Ft/Hr). 3848 3888 6

3:30 0.50 07 Service Rig. 3888 3888 6
4:00 2.00 02 Drillfl 3,888' - 3,906' (18' @9.0 Ft/Hr). 3888 3906 6

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3848 10:00 9.10 9.10 38 11 9 0/0/0 8.8 0.0 2 0.00 5.6% 94.1% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.50 1.70 1.50 5.70 2600 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0
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Well Name:Greentown State 36-24H
Fleki Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio LocatÍonDese: District: Northern

Daily Summary
Activity Date : 11/16/2007 Days From Spud : 21 Current Depth : 3840 Ft 24 Hr. Footage Made : 134 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.00 02 Drillf/ 3,706' - 3,742' (36' @6.0 Ft/Hr). 3706 3742 5

12:00 0.50 07 Service Rig. 3742 3742 5
12:30 5.00 02 Drillf/ 3,742' - 3,785' (43' @8.6 Ft/Hr). 3742 3785 5
17:30 1.50 08 Rig Repair. Replace Liner Gasket On #1 Pump. 3785 3785 5
19:00 7.00 02 Drillf/ 3,785' - 3,833' (48' @6.9 Ft/Hr), 3785 3833 5

2:00 0.50 07 Service Rig. 3833 3833 5
2:30 3.50 02 Drillf/ 3,833' - 3,840 (7' @2.0 Ft/Hr) Pick Up and Restart Bit. 3833 3840 5

Total: 24.00
Mud Proper8es

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3721 10:00 8.95 8.95 40 12 11 0/0/0 8.8 0.0 2 0.00 4.7% 95.3% 0.0% 0.1%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.30 1.70 0.70 5.00 3000 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Daily Summary
Activity Date : 11/17/2007 Days From Spud : 22 Current Depth : 3906 Ft 24 Hr. Footage Made : 66 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Drillf/ 3,8' - 3,846' (6'). 3840 3846 5
7:00 2.50 22 Check Valves On Pumps. 3846 3846 5
9:30 1.00 02 Drillf/ 3,846' - 3,848' (2'). 3846 3848 5

10:30 5.00 06 POOH and Break Off Old Bit. 3848 3848 5

15:30 5.00 06 Make Up Bit #5, Lay Down Shockm Sub (Bad Seals). TlH. 3848 3848 6
20:30 1.00 03 Wash and Ream 60' to Bottom (Precationary). 3848 3848 6
21:30 6.00 02 Drillfl 3,848' - 3,888' (40' @6 2/3 Ft/Hr). 3848 3888 6

3:30 0.50 07 Service Rig. 3888 3888 6
4:00 2.00 02 Drillfl 3,888' - 3,906' (18' @9.0 Ft/Hr). 3888 3906 6

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3848 10:00 9.10 9.10 38 11 9 0/0/0 8.8 0.0 2 0.00 5.6% 94.1% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.50 1.70 1.50 5.70 2600 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0
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Well Name:Greentown State 36-24H
ËfeldName: Wildcat Slf/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Locatlan Dese: District: Northern

Daily Summary
Activity Date : 11/18/2007 Days From Spud : 23 Current Depth : 4113 Ft 24 Hr. Footage Made : 207 Ft
Rig Company : DHS RigName: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Drillfl 3,906' - 3,951' (45' @ 10.2 Ft/Hr). 3906 3951 6
10:30 0.50 07 Service Rig 3951 3951 6
11:00 11.00 02 Drillf/ 3,951' - 4,046' (95' @8.6 Ft/Hr). 3951 4046 6
22:00 0.50 07 Service Rig. 4046 4046 6
22:30 7.50 02 Drillfl 4,046' - 4,113' (67' @8.9 Ft/Hr). 4046 4113 6
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3938 10:00 9.20 9.20 41 14 11 0/0/0 8.0 0.0 2 0.00 6.4% 94.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.50 2.35 1.10 5.00 2200 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 9.3

Daily Summary
Activity Date : 11/19/2007 Days From Spud : 24 Current Depth : 4341 Ft 24 Hr. Footage Made : 228 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Drillf/ 4,113' - 4,141' (28' @9 1/3 Ft/Hr). 4113 4141 6
9:00 0.50 07 Service Rig. 4141 4141 6
9:30 20.50 02 Drillf/ 4,141' - 4,342' (201' @9.8 Ft/Hr). 4141 4341 6

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
22.5 |10.402.45 | 1.00 | 4.50| 2800 160 | 0 | 0.00 | 0.00 | 0 \ 0 0.00 | 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 9.2
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Well Name:Greentown State 36-24H
ËfeldName: Wildcat Slf/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Locatlan Dese: District: Northern

Daily Summary
Activity Date : 11/18/2007 Days From Spud : 23 Current Depth : 4113 Ft 24 Hr. Footage Made : 207 Ft
Rig Company : DHS RigName: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Drillfl 3,906' - 3,951' (45' @ 10.2 Ft/Hr). 3906 3951 6
10:30 0.50 07 Service Rig 3951 3951 6
11:00 11.00 02 Drillf/ 3,951' - 4,046' (95' @8.6 Ft/Hr). 3951 4046 6
22:00 0.50 07 Service Rig. 4046 4046 6
22:30 7.50 02 Drillfl 4,046' - 4,113' (67' @8.9 Ft/Hr). 4046 4113 6
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3938 10:00 9.20 9.20 41 14 11 0/0/0 8.0 0.0 2 0.00 6.4% 94.0% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.50 2.35 1.10 5.00 2200 120 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 9.3

Daily Summary
Activity Date : 11/19/2007 Days From Spud : 24 Current Depth : 4341 Ft 24 Hr. Footage Made : 228 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Drillf/ 4,113' - 4,141' (28' @9 1/3 Ft/Hr). 4113 4141 6
9:00 0.50 07 Service Rig. 4141 4141 6

9:30 20.50 02 Drillf/ 4,141' - 4,342' (201' @9.8 Ft/Hr). 4141 4341 6

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
22.5 |10.402.45 | 1.00 | 4.50| 2800 160 | 0 | 0.00 | 0.00 | 0 \ 0 0.00 | 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 9.2
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Well Name:Greentown State 36-24H
Fleid Name: Wildcat 8/T/R 36/21S/16E COùttty,State: Grand, UT

Operator:Jelta Petroleum Corporatio Locetion desc:j bistrict: Northern

Daily Summary
Activity Date : 11/20/2007 Days From Špud : 25 Current Depth : 4470 Ft 24 Hr. Footage Made : 129 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 02 Drillfl 4,341' - 4,362' (21' @ 10.5 Ft/Hr). 4341 4362 6
8:00 0.50 07 Service Rig. 4362 4362 6
8:30 3.50 02 Drillfl 4,362' - 4,391' (29' @8.3 Ft/Hr). 4362 4391 6

12:00 4.00 06 POOH. 4391 4391 6
16:00 3.50 06 Make Up New Bit and TlH. 4391 4391 7
19:30 1.00 02 Drillfl 4,391' - 4,395' (4'). 4391 4395 7
20:30 0.50 07 Service Rig. 4395 4395 7

21:00 9.00 02 Drillfl 4,395' - 4,470' (75' @8 1/3 Ft/Hr). 4395 4470 7

Total: 24.00
Mud Properdes

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4374 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.2

Daily Summary
Activity Date : 11/21/2007 Days From Spud : 26 Current Depth : 4552 Ft 24 Hr. Footage Made : 82 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.50 02 Drillfl 4,470' - 4,552' (82' @ 10.9 Ft/Hr). 4470 4552 7

13:30 0.50 07 Service Rig. 4552 4552 7
14:00 16.00 02 Drillfl 4,552' - 4,684' (132' @8.25 /Hr). 4552 4552 7

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4795 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp Remarks
O 0.0 9.2
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Well Name:Greentown State 36-24H
Fleid Name: Wildcat 8/T/R 36/21S/16E COùttty,State: Grand, UT

Operator:Jelta Petroleum Corporatio Locetion desc:j bistrict: Northern

Daily Summary
Activity Date : 11/20/2007 Days From Špud : 25 Current Depth : 4470 Ft 24 Hr. Footage Made : 129 Ft
RigCompany : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 02 Drillfl 4,341' - 4,362' (21' @ 10.5 Ft/Hr). 4341 4362 6
8:00 0.50 07 Service Rig. 4362 4362 6
8:30 3.50 02 Drillfl 4,362' - 4,391' (29' @8.3 Ft/Hr). 4362 4391 6

12:00 4.00 06 POOH. 4391 4391 6
16:00 3.50 06 Make Up New Bit and TlH. 4391 4391 7
19:30 1.00 02 Drillfl 4,391' - 4,395' (4'). 4391 4395 7
20:30 0.50 07 Service Rig. 4395 4395 7

21:00 9.00 02 Drillfl 4,395' - 4,470' (75' @8 1/3 Ft/Hr). 4395 4470 7

Total: 24.00
Mud Properdes

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4374 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.2

Daily Summary
Activity Date : 11/21/2007 Days From Spud : 26 Current Depth : 4552 Ft 24 Hr. Footage Made : 82 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.50 02 Drillfl 4,470' - 4,552' (82' @ 10.9 Ft/Hr). 4470 4552 7

13:30 0.50 07 Service Rig. 4552 4552 7
14:00 16.00 02 Drillfl 4,552' - 4,684' (132' @8.25 /Hr). 4552 4552 7

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4795 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FLTemp Remarks
O 0.0 9.2
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Well Name:Greentown State 36-24H
FIëldName Wildcat $7f/R 36/218/16E County,$tate: Grand, UT

Operator elta Petroleum Corporatio Location Desc: District: Northern

Forrr ation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments

Carmel 1155 0
Morrison 0 0 5 0

"O" zone clastics 0 0 9638 0
Chinie 0 0 2256 0
Cutler 0 0 3661 0

Entrada O 0 603 0
Honaker Trail O O 3886 0

3ane Creek" clastic 0 0 10128 0
Moenkopi 0 0 2984 0
Wingate 0 0 1793 0
Navajo O O 1320 0

Paradox Salt 0 0 5944 0
Pinkerton Trail 0 0 10369 0

Shinarump 0 0 2438 0
Sinbad Is 0 0 3079 0

White Rim 0 0 3296 0
Kayenta O 0 1756 0

Casing
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815

Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, 0
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O
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Well Name:Greentown State 36-24H
FIëldName Wildcat $7f/R 36/218/16E County,$tate: Grand, UT

Operator elta Petroleum Corporatio Location Desc: District: Northern

Forrr ation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments

Carmel 1155 0
Morrison 0 0 5 0

"O" zone clastics 0 0 9638 0
Chinie 0 0 2256 0
Cutler 0 0 3661 0

Entrada O 0 603 0
Honaker Trail O O 3886 0

3ane Creek" clastic 0 0 10128 0
Moenkopi 0 0 2984 0
Wingate 0 0 1793 0
Navajo O O 1320 0

Paradox Salt 0 0 5944 0
Pinkerton Trail 0 0 10369 0

Shinarump 0 0 2438 0
Sinbad Is 0 0 3079 0

White Rim 0 0 3296 0
Kayenta O 0 1756 0

Casing
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815

Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, 0
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O
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STATE OF UTAH FORK
DEPARTMENTÓPNATÚRALREGOURCEh

DIVISIONOF OIL,GAS ANDMINING

ENTITYACTIONFORM

Operator. Delta Petroleum Corporation Operator Account Number: N 2925

Address: 370 17th St, Stuite 4300

city Denver

state CO zip 80202 Phone Nurnber: (303) 575-0323

Well 1

APINumber Well Name QQ Sec Twp Rng County
4301931519 Greentown State #36-24H SESW 36 21S 16E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment

A

Numb r Number

10/27/2007

Comments:

Well2
API Number Ñan Geo ng ou

comments:

Well 3

API Number Well Name QQ Sec Twp Riig C nty

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Terry L. Hoffman

B - Add new well to existing entity (groupor unit well) Na (Please Print}
C - Re-assign wellfrom one existing entity to another existingentity
D - Redassign wellfrom one existing entity to a newentity Signatu
E - Other (Explain in 'comments' section) Regu ory Tech M ager 10/31/2007

RECEIVED "•

mooo) ÛÛI$ Î 2ÛQ/
DIVOF0lt.,GAS&

STATE OF UTAH FORK
DEPARTMENTÓPNATÚRALREGOURCEh

DIVISIONOF OIL,GAS ANDMINING

ENTITYACTIONFORM

Operator. Delta Petroleum Corporation Operator Account Number: N 2925

Address: 370 17th St, Stuite 4300

city Denver

state CO zip 80202 Phone Nurnber: (303) 575-0323

Well 1

APINumber Well Name QQ Sec Twp Rng County
4301931519 Greentown State #36-24H SESW 36 21S 16E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment

A

Numb r Number

10/27/2007

Comments:

Well2

API Number Ñan Geo ng ou

comments:

Well 3

API Number Well Name QQ Sec Twp Riig C nty

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Terry L. Hoffman

B - Add new well to existing entity (groupor unit well) Na (Please Print}
C - Re-assign wellfrom one existing entity to another existingentity
D - Redassign wellfrom one existing entity to a newentity Signatu
E - Other (Explain in 'comments' section) Regu ory Tech M ager 10/31/2007

RECEIVED "•

mooo) ÛÛI$ Î 2ÛQ/
DIVOF0lt.,GAS&



STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINll9G 5. LEASEDESIGNATlONANDSERIALNUMBER:

ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UN1Tor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DR1LLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Greentown State #36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th St., Ste. 4300 Denver STATE CO zm80202 (303) 575-0323 Wildcat
4. LOCATlON OF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Weekly Well History
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMAT1ON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 11/21/07 - 12/20/2007.

Current Status: Drilling ahead.

RECEiVED
DEC2 6 2007

DIVOFOiL,GAS&MIMNG

NAME (PLEASE PRINT) Terry L. Hoffm$ TITLE Regulatory Manager

SIGNATURE DATE 12/20/2007

(This space for State use only)

(5/2000) (See Instructions on Reverse

STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINll9G 5. LEASEDESIGNATlONANDSERIALNUMBER:

ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UN1Tor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DR1LLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Greentown State #36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th St., Ste. 4300 Denver STATE CO zm80202 (303) 575-0323 Wildcat
4. LOCATlON OF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Weekly Well History
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMAT1ON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 11/21/07 - 12/20/2007.

Current Status: Drilling ahead.

RECEiVED
DEC2 6 2007

DIVOFOiL,GAS&MIMNG

NAME (PLEASE PRINT) Terry L. Hoffm$ TITLE Regulatory Manager

SIGNATURE DATE 12/20/2007

(This space for State use only)

(5/2000) (See Instructions on Reverse



Well Name:Greentown State 36-24H
Fieki Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 11/20/2007 Days From Spud : 25 Current Depth : 4470 Ft 24 Hr. Footage Made : 129 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Cutler Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 02 Drillfl 4,341' - 4,362' (21' @ 10.5 Ft/Hr). 4341 4362 6
8:00 0.50 07 Service Rig. 4362 4362 6
8:30 3.50 02 Drillfl 4,362' - 4,391' (29' @8.3 Ft/Hr). 4362 4391 6

12:00 4.00 06 POOH. 4391 4391 6
16:00 3.50 06 Make Up New Bit and TlH. 4391 4391 7
19:30 1.00 02 Drillf/ 4,391' - 4,395' (4'). 4391 4395 7
20:30 0.50 07 Service Rig. 4395 4395 7
21:00 9.00 02 Drillfl 4,395' - 4,470' (75' @8 1/3 Ft/Hr). 4395 4470 7
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4374 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD L Tem Remarks
O 0.0 9.2

Daily Summary
Activity Date : 11/21/2007 Days From Spud : 26 Current Depth : 4684 Ft 24 Hr. Footage Made : 214 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.50 02 Drillf/ 4,470' - 4,552' (82' @ 10.9 Ft/Hr). 4470 4552 7

13:30 0.50 07 Service Rig. 4552 4552 7
14:00 16.00 02 Drillfl 4,552' - 4,684' (132' @8.25 /Hr). 4552 4684 7
Total: 24.00

Mud ProperSee
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4795 10:00 9.00 9.00 42 14 10 0/0/0 8.0 0.0 2 0.00 4.7% 95.3% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.10 1.85 0.30 3.70 4200 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.2
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 11/22/2007 Days From Spud : 27 Current Depth : 4805 Ft 24 Hr. Footage Made : 121 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 02 Drillf/ 4,684' - 4,740 (56' @ 7.0 Ft/Hr). 4684 4740 7

14:00 0.50 07 Service Rig. 4740 4740 7

14:30 4.00 06 POOH and Change Bit. 4740 4740 7

18:30 3.00 06 TIH. 4740 4740 8
21:30 0.50 03 Wash and Ream 75' to Bottom (Precationary). 4740 4740 8
22:00 0.50 07 Service Rig. 4740 4740 8

22:30 7.50 02 Drillfl 4,740' - 4,805' (65' @ 8 2/3 Ft/Hr). Note: MWD Failed on Last Survey/ Will DrillAhead 4740 4805 8

Total: 24.00
and Continue to Attempt Surveys.

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 |10.201.55 0.15 | 2.50 5300 | 160 | 0 | 0.00 | 0.00 | 0 | 0 | 0.00 | | 0

Water Loss LCM ECD FL Temp emarks
O 0.0 9.2

Daily Summary
Activity Date : 11/23/2007 Days From Spud : 28 Current Depth : 5022 Ft 24 Hr. Footage Made : 217 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 Drillfl 4,805' - 4,868' (63' @9.0 Ft/Hr). 4805 4868 8
13:00 0.50 07 Service Rig 4868 4868 8
13:30 3.00 02 Drill fl 4,868' - 4,900' (32' @ 10 2/3 Ft/Hr). 4868 4900 8

16:30 1.00 08 Repair Pumps. 4900 4900 8
17:30 1.00 10 Wireline Survey (2.0 Degrees). 4900 4900 8
18:30 6.00 02 Drill fl 4,900' - 4,964' (64' @ 10 2/3 Ft/Hr). 4900 4964 8
0:30 0.50 07 Service Rig. 4964 4964 8
1:00 5.00 02 Drillfl 4,964' - 5,022' (58' @ 11.6 Ft/Hr). 4964 5022 8

Total:24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4842 10:00 9.15 9.20 48 17 18 0/0/0 7.0 0.0 2 0.00 5.8% 93.8% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.40 1.58 0.20 1.90 5500 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD L Tem Remarks
0 0.0 9.3 113
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 11/22/2007 Days From Spud : 27 Current Depth : 4805 Ft 24 Hr. Footage Made : 121 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 02 Drillf/ 4,684' - 4,740 (56' @ 7.0 Ft/Hr). 4684 4740 7

14:00 0.50 07 Service Rig. 4740 4740 7

14:30 4.00 06 POOH and Change Bit. 4740 4740 7

18:30 3.00 06 TIH. 4740 4740 8

21:30 0.50 03 Wash and Ream 75' to Bottom (Precationary). 4740 4740 8

22:00 0.50 07 Service Rig. 4740 4740 8

22:30 7.50 02 Drillfl 4,740' - 4,805' (65' @ 8 2/3 Ft/Hr). Note: MWD Failed on Last Survey/ Will DrillAhead 4740 4805 8

Total: 24.00
and Continue to Attempt Surveys.

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 |10.201.55 0.15 | 2.50 5300 | 160 | 0 | 0.00 | 0.00 | 0 | 0 | 0.00 | | 0

Water Loss LCM ECD FL Temp emarks
O 0.0 9.2

Daily Summary
Activity Date : 11/23/2007 Days From Spud : 28 Current Depth : 5022 Ft 24 Hr. Footage Made : 217 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 Drillfl 4,805' - 4,868' (63' @9.0 Ft/Hr). 4805 4868 8

13:00 0.50 07 Service Rig 4868 4868 8

13:30 3.00 02 Drill fl 4,868' - 4,900' (32' @ 10 2/3 Ft/Hr). 4868 4900 8

16:30 1.00 08 Repair Pumps. 4900 4900 8

17:30 1.00 10 Wireline Survey (2.0 Degrees). 4900 4900 8

18:30 6.00 02 Drill fl 4,900' - 4,964' (64' @ 10 2/3 Ft/Hr). 4900 4964 8

0:30 0.50 07 Service Rig. 4964 4964 8

1:00 5.00 02 Drillfl 4,964' - 5,022' (58' @ 11.6 Ft/Hr). 4964 5022 8

Total:24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4842 10:00 9.15 9.20 48 17 18 0/0/0 7.0 0.0 2 0.00 5.8% 93.8% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
15.0 10.40 1.58 0.20 1.90 5500 200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD L Tem Remarks
0 0.0 9.3 113

Page 16 of 31 Powered by Production Access



Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/24/2007 Days From Spud : 29 Current Depth : 5138 Ft 24 Hr. Footage Made : 116 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Drillfl 5,022' - 5,058' (36' @ 12.0 Ft/Hr). 5022 5058 8
9:00 0.50 07 Service Rig 5058 5058 8
9:30 9.50 02 Drillfl 5,058' - 5,138' (80' @8.4 Ft/Hr). 5058 5138 8

19:00 0.50 05 Circulate/ Build and Pump Weighted Pill. 5138 5138 8
19:30 3.00 06 POOH and Break Off Bit. 5138 5138 8
22:30 5.00 06 Pull MWD (Tool Came Out In Pieces). Change Out Mud Motor and Hang Off Sub (Junk fl 5138 5138 9

MWD Stuck In Both). Straighted New Motor and Make Up New Bit. TlH to Monel and Install
New MWD.

3:30 1.50 06 TlH to Shoe. 5138 5138 9
5:00 0.50 05 Break Circulation and Test MWD. 5138 5138 9
5:30 0.50 06 TIH. 5138 5138 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5072 10:00 9.15 9.20 41 14 11 0/0/0 7.9 0.0 2 0.00 5.8% 94.2% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.40 1.90 0.20 2.00 5200 80 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.3 112

Daily Summary
Activity Date : 11/25/2007 Days From Spud : 30 Current Depth : 5345 Ft 24 Hr. Footage Made : 207 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 TlH. 5138 5138 9
6:30 0.50 10 Break Circultion and Survey. 5138 5138 9
7:00 11.50 02 Drillf/ 5,138' - 5,251' (113' @9.8 Ft/Hr). 5138 5251 9

18:30 1.00 08 Repair Pumps (Suction Spring on #1 Pump/ Liner Gasket on #2 Pump). 5251 5251 9
19:30 3.50 02 Drillfl 5,251' -5,284' (33' @9.4 Ft/Hr). 5251 5284 9
23:00 0.50 07 Service Rig/ Tighten Liner Gasket. 5284 5284 9
23:30 6.50 02 Drillfl 5,284' - 5,345' (61' @9.4 Ft/Hr). 5284 5345 9
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5173 10:00 9.05 9.05 39 11 14 0/0/0 9.0 0.0 2 0.00 5.1% 94.9% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.40 1.60 0.10 1.85 5000 380 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
O 0.0 9.2 109
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/24/2007 Days From Spud : 29 Current Depth : 5138 Ft 24 Hr. Footage Made : 116 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Drillfl 5,022' - 5,058' (36' @ 12.0 Ft/Hr). 5022 5058 8
9:00 0.50 07 Service Rig 5058 5058 8
9:30 9.50 02 Drillfl 5,058' - 5,138' (80' @8.4 Ft/Hr). 5058 5138 8

19:00 0.50 05 Circulate/ Build and Pump Weighted Pill. 5138 5138 8
19:30 3.00 06 POOH and Break Off Bit. 5138 5138 8
22:30 5.00 06 Pull MWD (Tool Came Out In Pieces). Change Out Mud Motor and Hang Off Sub (Junk fl 5138 5138 9

MWD Stuck In Both). Straighted New Motor and Make Up New Bit. TlH to Monel and Install
New MWD.

3:30 1.50 06 TlH to Shoe. 5138 5138 9
5:00 0.50 05 Break Circulation and Test MWD. 5138 5138 9
5:30 0.50 06 TIH. 5138 5138 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5072 10:00 9.15 9.20 41 14 11 0/0/0 7.9 0.0 2 0.00 5.8% 94.2% 0.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
17.5 10.40 1.90 0.20 2.00 5200 80 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.3 112

Daily Summary
Activity Date : 11/25/2007 Days From Spud : 30 Current Depth : 5345 Ft 24 Hr. Footage Made : 207 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TlH. 5138 5138 9
6:30 0.50 10 Break Circultion and Survey. 5138 5138 9
7:00 11.50 02 Drillf/ 5,138' - 5,251' (113' @9.8 Ft/Hr). 5138 5251 9

18:30 1.00 08 Repair Pumps (Suction Spring on #1 Pump/ Liner Gasket on #2 Pump). 5251 5251 9
19:30 3.50 02 Drillfl 5,251' -5,284' (33' @9.4 Ft/Hr). 5251 5284 9
23:00 0.50 07 Service Rig/ Tighten Liner Gasket. 5284 5284 9
23:30 6.50 02 Drillfl 5,284' - 5,345' (61' @9.4 Ft/Hr). 5284 5345 9
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5173 10:00 9.05 9.05 39 11 14 0/0/0 9.0 0.0 2 0.00 5.1% 94.9% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.40 1.60 0.10 1.85 5000 380 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
O 0.0 9.2 109
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/26/2007 Days From Spud : 31 Current Depth : 5345 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.00 02 Drillf/ 5,345' - 5,404' (69' @9.9 Ft/ Hr). Lost 150 PSI and 25 KLBS String Weight. 5345 5345 9

13:00 5.50 06 POOH (Chain Out). Laid Down 1 Joint of DrillPipe fl 3,480' (Cracked and Washed in Middle 5345 5345 9
of Joint). Continued Out. Box had Parted On 8:" DrillCollar. Left Bit, Mud Motor, IBS, Pony
Monel, MWD, Hang-Off Sub, IBS, and 4 *" DrillCollars in Hole.

18:30 4.50 19 Make Up Fishing Tools. (Over Shot Dressed w/ 7 1/2" Mill Control and Basket Grapple, X.O., 5345 5345 9
Bumber, Jar, X.O.)

23:00 1.00 19 Latch Onto Fish and Pull Fish 2' Off Bottom. Wait f/ Jars to Go Off. Dropped Fish w/ Jars 5345 5345 9
Went Off. Hook Onto Fish Second Time w/ Same Results. Third Time Overshot Slipped off
wlo Grabing Fish.

0:00 4.00 19 POOH and Lay Down Jar. Break Overshot and Remove 7 1/2" MillControl and Grapple. 5345 5345 9
4:00 2.00 19 Redress Overshot w/ 7 1/2" MillControl and 7 3/8" Grapple. TIH. 5345 5345 9

Total: 24.00
Mud Properdes

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
589 11:00 9.10 9.10 36 7 11 0/0/0 12.8 0.0 2 0.00 5.5% 94.5% 0.0% 0.2%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.80 1.50 1.75 5200 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.2 115

Daily Summary
Activity Date : 11/27/2007 Days From Spud : 32 Current Depth : 5345 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 19 Tih to top of fish 5345 5345 9
9:30 0.50 19 Engage fish @5194', fish was free 5345 5345 9

10:00 8.00 19 Tooh with fish 5345 5345 9
18:00 0.50 06 Lay down fishing tools 5345 5345 9
18:30 7.50 22 Inspect Bha 5345 5345 9
2:00 4.00 06 Tih with Bha to slip and cut drlg line 5345 5345 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5345 11:00 9.10 9.10 36 7 11 0/0/0 12.8 0.0 2 0.00 5.5% 94.5% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.80 1.50 1.75 5200 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.2 115
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/26/2007 Days From Spud : 31 Current Depth : 5345 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 Drillf/ 5,345' - 5,404' (69' @9.9 Ft/ Hr). Lost 150 PSI and 25 KLBS String Weight. 5345 5345 9
13:00 5.50 06 POOH (Chain Out). Laid Down 1 Joint of DrillPipe fl 3,480' (Cracked and Washed in Middle 5345 5345 9

of Joint). Continued Out. Box had Parted On 8:" DrillCollar. Left Bit, Mud Motor, IBS, Pony
Monel, MWD, Hang-Off Sub, IBS, and 4 *" DrillCollars in Hole.

18:30 4.50 19 Make Up Fishing Tools. (Over Shot Dressed w/ 7 1/2" Mill Control and Basket Grapple, X.O., 5345 5345 9
Bumber, Jar, X.O.)

23:00 1.00 19 Latch Onto Fish and Pull Fish 2' Off Bottom. Wait f/ Jars to Go Off. Dropped Fish w/ Jars 5345 5345 9
Went Off. Hook Onto Fish Second Time w/ Same Results. Third Time Overshot Slipped off
wlo Grabing Fish.

0:00 4.00 19 POOH and Lay Down Jar. Break Overshot and Remove 7 1/2" MillControl and Grapple. 5345 5345 9
4:00 2.00 19 Redress Overshot w/ 7 1/2" MillControl and 7 3/8" Grapple. TIH. 5345 5345 9

Total: 24.00
Mud Properdes

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
589 11:00 9.10 9.10 36 7 11 0/0/0 12.8 0.0 2 0.00 5.5% 94.5% 0.0% 0.2%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.80 1.50 1.75 5200 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.2 115

Daily Summary
Activity Date : 11/27/2007 Days From Spud : 32 Current Depth : 5345 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 19 Tih to top of fish 5345 5345 9
9:30 0.50 19 Engage fish @5194', fish was free 5345 5345 9

10:00 8.00 19 Tooh with fish 5345 5345 9
18:00 0.50 06 Lay down fishing tools 5345 5345 9
18:30 7.50 22 Inspect Bha 5345 5345 9
2:00 4.00 06 Tih with Bha to slip and cut drlg line 5345 5345 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5345 11:00 9.10 9.10 36 7 11 0/0/0 12.8 0.0 2 0.00 5.5% 94.5% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.80 1.50 1.75 5200 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.2 115
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 11/28/2007 Days From Spud : 33 Current Depth : 5430 Ft 24 Hr. Footage Made : 85 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Slip and cut 120' of drlg line 5345 5345 9
7:00 2.50 06 Tooh to 8" DC. 5345 5345 9
9:30 5.00 22 Waiting on New *" D.C.'s 5345 5345 9

14:30 1.50 23 Try to break motor to to adjust to 0 degree. Would not break 5345 5345 9
16:00 6.50 22 Laying down all directional tools and pick up new 8" D.C's 5345 5345 9
22:30 3.50 06 Tih 5345 5345 9

2:00 0.50 08 Caps on pump leaking 5345 5345 10
2:30 3.50 02 Drilling ahead from 5345' to 5430' 5345 5430 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5404 6:00 8.80 8.80 35 7 6 0/20/13 12.8 0.0 2 0.00 2.9% 96.5% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 10.00 1.00 2.10 8900 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 8.8 115

Daily Summary
Activity Date : 11/29/2007 Days From Spud : 34 Current Depth : 5490 Ft 24 Hr. Footage Made : 60 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drillingahead from 5430' to 5467' 5430 5467 10

11:30 2.00 08 Repair rig. Swivel packing leaking. Could not break packing nut. 5467 5467 10
13:30 2.00 06 Tooh to surface casing shoe 5467 5467 10
15:30 8.50 08 Layed down kelly. Repaired swivel packing 5467 5467 10

0:00 1.50 06 Tih 5467 5467 10

1:30 2.50 02 Drilling ahead from 5467' to 5490' 5467 5490 10
4:00 2.00 08 repair rig. Liner gasket on pump 2. 5490 5490 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5481 4:00 9.10 9.10 42 10 14 0/24/34 12.0 0.0 3 0.00 5.2% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.40 1.75 3.00 8500 800 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 11/28/2007 Days From Spud : 33 Current Depth : 5430 Ft 24 Hr. Footage Made : 85 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Slip and cut 120' of drlg line 5345 5345 9
7:00 2.50 06 Tooh to 8" DC. 5345 5345 9
9:30 5.00 22 Waiting on New *" D.C.'s 5345 5345 9

14:30 1.50 23 Try to break motor to to adjust to 0 degree. Would not break 5345 5345 9
16:00 6.50 22 Laying down all directional tools and pick up new 8" D.C's 5345 5345 9
22:30 3.50 06 Tih 5345 5345 9

2:00 0.50 08 Caps on pump leaking 5345 5345 10
2:30 3.50 02 Drilling ahead from 5345' to 5430' 5345 5430 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5404 6:00 8.80 8.80 35 7 6 0/20/13 12.8 0.0 2 0.00 2.9% 96.5% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 10.00 1.00 2.10 8900 320 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 8.8 115

Daily Summary
Activity Date : 11/29/2007 Days From Spud : 34 Current Depth : 5490 Ft 24 Hr. Footage Made : 60 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drillingahead from 5430' to 5467' 5430 5467 10
11:30 2.00 08 Repair rig. Swivel packing leaking. Could not break packing nut. 5467 5467 10
13:30 2.00 06 Tooh to surface casing shoe 5467 5467 10
15:30 8.50 08 Layed down kelly. Repaired swivel packing 5467 5467 10

0:00 1.50 06 Tih 5467 5467 10

1:30 2.50 02 Drilling ahead from 5467' to 5490' 5467 5490 10
4:00 2.00 08 repair rig. Liner gasket on pump 2. 5490 5490 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5481 4:00 9.10 9.10 42 10 14 0/24/34 12.0 0.0 3 0.00 5.2% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
10.0 9.40 1.75 3.00 8500 800 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/30/2007 Days From Spud : 35 Current Depth : 5567 Ft 24 Hr. Footage Made : 77 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Drillingahead from 5490' to 5528' 5490 5528 10
9:00 1.00 10 Survey @5454' with 1.25 degree 5528 5528 10

10:00 4.00 02 Drilling ahead from 5528' to 5560' 5528 5560 10
14:00 0.50 07 Service rig & BOP Drill 5560 5560 10
14:30 3.50 02 Drillingahead from 5560' to 556T 5560 5567 10
18:00 1.00 05 Circulate and pump slug 5567 5567 10
19:00 7.00 06 Tooh, lay down motor and bit 5567 5567 10
2:00 4.00 06 Pick up motor and new bit tih to shoe 5567 5567 10

Total: 24.00
Mud Properdes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5556 4:00 9.00 9.00 36 8 8 0/24/16 19.0 0.0 2 0.00 4.6% 94.9% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.40 1.50 0.45 6500 1200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.0 80

Daily Summary
Activity Date : 12/1/2007 Days From Spud : 36 Current Depth : 5652 Ft 24 Hr. Footage Made : 85 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finish tih to shoe 5567 5567 11
6:30 6.00 08 Repair rig. Wait on and install new brushes on blower for pump 1 5567 5567 11

12:30 3.00 06 Tih. 5567 5567 11
15:30 1.00 02 Drilling ahead from 5567' to 5574' 5567 5574 11
16:30 2.00 08 Rig repair suction and discharge seats & valves on pump 1 5574 5574 11
18:30 11.00 02 Drilling ahead from 5574' to 5652' 5574 5652 11

5:30 0.50 10 Survey depth 5582' with 1.25 degree's 5652 5652 11
Total: 24.00

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5641 4:00 9.10 9.00 36 8 10 0/26/18 20.0 0.0 2 0.00 5.7% 93.8% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.50 1.00 0.50 7000 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.2 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 11/30/2007 Days From Spud : 35 Current Depth : 5567 Ft 24 Hr. Footage Made : 77 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Drillingahead from 5490' to 5528' 5490 5528 10
9:00 1.00 10 Survey @5454' with 1.25 degree 5528 5528 10

10:00 4.00 02 Drilling ahead from 5528' to 5560' 5528 5560 10
14:00 0.50 07 Service rig & BOP Drill 5560 5560 10

14:30 3.50 02 Drillingahead from 5560' to 556T 5560 5567 10
18:00 1.00 05 Circulate and pump slug 5567 5567 10

19:00 7.00 06 Tooh, lay down motor and bit 5567 5567 10
2:00 4.00 06 Pick up motor and new bit tih to shoe 5567 5567 10

Total: 24.00
Mud Properdes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5556 4:00 9.00 9.00 36 8 8 0/24/16 19.0 0.0 2 0.00 4.6% 94.9% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.40 1.50 0.45 6500 1200 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.0 80

Daily Summary
Activity Date : 12/1/2007 Days From Spud : 36 Current Depth : 5652 Ft 24 Hr. Footage Made : 85 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Honaker Trail Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finish tih to shoe 5567 5567 11
6:30 6.00 08 Repair rig. Wait on and install new brushes on blower for pump 1 5567 5567 11

12:30 3.00 06 Tih. 5567 5567 11
15:30 1.00 02 Drilling ahead from 5567' to 5574' 5567 5574 11
16:30 2.00 08 Rig repair suction and discharge seats & valves on pump 1 5574 5574 11

18:30 11.00 02 Drilling ahead from 5574' to 5652' 5574 5652 11

5:30 0.50 10 Survey depth 5582' with 1.25 degree's 5652 5652 11
Total: 24.00

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5641 4:00 9.10 9.00 36 8 10 0/26/18 20.0 0.0 2 0.00 5.7% 93.8% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.50 1.00 0.50 7000 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.2 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/2/2007 Days From Spud : 37 Current Depth : 5748 Ft 24 Hr. Footage Made : 96 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 02 Drilling ahead from 5652' to 5716' 5652 5716 11

14:00 0.50 07 Service rig & BOP drill 5716 5716 11
14:30 2.00 02 Drilling ahead from 5716' to 5734' 5716 5734 11

16:30 0.50 08 Repair swap on pump # 1 5734 5734 11
17:00 1.50 02 Drilling ahead from 5734' to 5748'. Drilling break at 5742'. 5734 5748 11
18:30 3.50 05 Circulate and condition mud. Check cl, on bottoms up. Jump 2500 from 6000 to 8500 then don 5748 5748 11

to 6000
22:00 0.50 07 Service rig 5748 5748 11
22:30 0.50 05 Mixpill and pump 5748 5748 11
23:00 5.50 06 Drop survey & Tooh, surveu depth 5700' with 1.25 degrees, lay down stabililers, shock sub. 5748 5748 11

4:30 1.50 11 Rig up HLS 5748 5748 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 37 8 9 0/25/17 20.0 0.0 2 0.00 5.7% 93.8% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 10.00 1.20 0.05 0.60 7600 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80

Daily Summary
Activity Date : 12/3/2007 Days From Spud : 38 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.50 11 Logs. Trple combo 5748 5748 NIH
9:30 4.50 06 Tih 5748 5748 12

14:00 2.00 05 Circulate & condition 5748 5748 12
16:00 0.50 07 Service rig, BOP Drill 5748 5748 12
16:30 1.00 06 Pump pill tooh 5748 5748 12

17:30 12.50 05 Due to special collars on casing, will have to manufacture bushing from 10 3/4 hyd. 563 pin X 5748 5748 12

Total: 24.00
10 3/4 8rd box, for cement head to fit casing.

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/2/2007 Days From Spud : 37 Current Depth : 5748 Ft 24 Hr. Footage Made : 96 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 02 Drilling ahead from 5652' to 5716' 5652 5716 11
14:00 0.50 07 Service rig & BOP drill 5716 5716 11
14:30 2.00 02 Drilling ahead from 5716' to 5734' 5716 5734 11

16:30 0.50 08 Repair swap on pump # 1 5734 5734 11
17:00 1.50 02 Drilling ahead from 5734' to 5748'. Drilling break at 5742'. 5734 5748 11
18:30 3.50 05 Circulate and condition mud. Check cl, on bottoms up. Jump 2500 from 6000 to 8500 then don 5748 5748 11

to 6000
22:00 0.50 07 Service rig 5748 5748 11
22:30 0.50 05 Mixpill and pump 5748 5748 11
23:00 5.50 06 Drop survey & Tooh, surveu depth 5700' with 1.25 degrees, lay down stabililers, shock sub. 5748 5748 11

4:30 1.50 11 Rig up HLS 5748 5748 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 37 8 9 0/25/17 20.0 0.0 2 0.00 5.7% 93.8% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 10.00 1.20 0.05 0.60 7600 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80

Daily Summary
Activity Date : 12/3/2007 Days From Spud : 38 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.50 11 Logs. Trple combo 5748 5748 NIH
9:30 4.50 06 Tih 5748 5748 12

14:00 2.00 05 Circulate & condition 5748 5748 12
16:00 0.50 07 Service rig, BOP Drill 5748 5748 12
16:30 1.00 06 Pump pill tooh 5748 5748 12

17:30 12.50 05 Due to special collars on casing, will have to manufacture bushing from 10 3/4 hyd. 563 pin X 5748 5748 12

Total: 24.00
10 3/4 8rd box, for cement head to fit casing.

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: | District: Northern

Daily Summary
Activity Date : 12/4/2007 Days From Spud : 39 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code - Remarks Start Depth End Depth Run

6:00 3.00 05 Circulate & condition mud 5748 5748 12
9:00 6.50 06 Tooh, lay down drill collars. 5748 5748 12

15:30 2.50 22 Rig up Franks fillup tool 5748 5748 NIH
18:00 2.00 23 Wait on caser's to arrive. Utah DOT detained franks at port of entry in price. 5748 5748 NIH
20:00 4.00 22 Rig up casing crew equipment and lay down machine 5748 5748 NIH

0:00 6.00 12 Tih with 10 3/4" casing 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.1 80

Daily Summary
Activity Date : 12/5/2007 Days From Spud : 40 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Finish tih with 10 3/4" 65.70lb casing. Set at 5747'. 5748 5748 NIH

9:30 1.00 22 Rig down casers 5748 5748 NIH
10:30 3.50 23 Wait on Halliburton 5748 5748 NIH
14:00 4.00 23 Rig up halliburton,Hold saftey meeting, pressure test lines to 3000 psi 5748 5748 NIH

18:00 4.50 12 Cementing casing 1st stage. 5748 5748 NIH
22:30 6.00 05 Circulating out from stage tool at 2498'. Had 40 bbls cement return 5748 5748 NIH

4:30 1.50 12 Cementing 2ond stage 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: | District: Northern

Daily Summary
Activity Date : 12/4/2007 Days From Spud : 39 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code - Remarks Start Depth End Depth Run

6:00 3.00 05 Circulate & condition mud 5748 5748 12
9:00 6.50 06 Tooh, lay down drill collars. 5748 5748 12

15:30 2.50 22 Rig up Franks fillup tool 5748 5748 NIH
18:00 2.00 23 Wait on caser's to arrive. Utah DOT detained franks at port of entry in price. 5748 5748 NIH
20:00 4.00 22 Rig up casing crew equipment and lay down machine 5748 5748 NIH

0:00 6.00 12 Tih with 10 3/4" casing 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.1 80

Daily Summary
Activity Date : 12/5/2007 Days From Spud : 40 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Finish tih with 10 3/4" 65.70lb casing. Set at 5747'. 5748 5748 NIH

9:30 1.00 22 Rig down casers 5748 5748 NIH
10:30 3.50 23 Wait on Halliburton 5748 5748 NIH
14:00 4.00 23 Rig up halliburton,Hold saftey meeting, pressure test lines to 3000 psi 5748 5748 NIH

18:00 4.50 12 Cementing casing 1st stage. 5748 5748 NIH
22:30 6.00 05 Circulating out from stage tool at 2498'. Had 40 bbls cement return 5748 5748 NIH

4:30 1.50 12 Cementing 2ond stage 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/6/2007 Days From Spud : 41 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Finish up cementing 2ond stage. 1st stage> Casing loaded with 10Ib brine. Pump 40bbis 5748 5748 NIH

tuned spacer w/ 34.1 gallbbl fresh water, 149 Ibm/bbl barite, 125 lbm/bbl 9.5% salt, 5Ibm/bbl D-
air 3000, 1 gallbbl sem-8. 989 sks type v light lead cement w/ 1% barite, .125 lbm Poly-E-
Flake, 18% salt 9.5. 396 sks class G tailcement wl.3% Halad ®-344,

.3% super cbi, .3%

HR-
5, .3%

Halad®-413, 6% salt, .3%
D-air 3000, .1% versaset. Second Stage, Mud flush ZI-SBM,

610 sks of varicem lead cement wl.125Ibm Poly-E-Flake, 100 sks class G Tail cement w/ .125

lbm Poly-E-Flake.
8:00 22.00 14 Cement 4' down from well head. Could not remove slips from casing on floor, Cut casing and 5748 5748 NIH

slips from casing on rig floor. Cut casing, slips on floor released, finish nipple down bop, set

Total: 24.00
casing slips w/ 50,000# overpull. Nippling up 13 5/8 10,000# stack.

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.1 80

Daily Summary
Activity Date : 12/7/2007 Days From Spud : 42 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 22 Finish cutting off csg. 5748 5748 NIH
7:30 21.50 14 Nipple up bop and fabricate kill line/flow line 5748 5748 NIH
5:00 1.00 15 Rig up testers 5748 5748 NIH

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/6/2007 Days From Spud : 41 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Finish up cementing 2ond stage. 1st stage> Casing loaded with 10Ib brine. Pump 40bbis 5748 5748 NIH

tuned spacer w/ 34.1 gallbbl fresh water, 149 Ibm/bbl barite, 125 lbm/bbl 9.5% salt, 5Ibm/bbl D-
air 3000, 1 gallbbl sem-8. 989 sks type v light lead cement w/ 1% barite, .125 lbm Poly-E-
Flake, 18% salt 9.5. 396 sks class G tailcement wl.3% Halad ®-344,

.3% super cbi, .3%

HR-
5, .3%

Halad®-413, 6% salt, .3%
D-air 3000, .1% versaset. Second Stage, Mud flush ZI-SBM,

610 sks of varicem lead cement wl.125Ibm Poly-E-Flake, 100 sks class G Tail cement w/ .125

lbm Poly-E-Flake.
8:00 22.00 14 Cement 4' down from well head. Could not remove slips from casing on floor, Cut casing and 5748 5748 NIH

slips from casing on rig floor. Cut casing, slips on floor released, finish nipple down bop, set

Total: 24.00
casing slips w/ 50,000# overpull. Nippling up 13 5/8 10,000# stack.

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 9.1 80

Daily Summary
Activity Date : 12/7/2007 Days From Spud : 42 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 22 Finish cutting off csg. 5748 5748 NIH
7:30 21.50 14 Nipple up bop and fabricate kill line/flow line 5748 5748 NIH
5:00 1.00 15 Rig up testers 5748 5748 NIH

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/8/2007 Days From Spud : 43 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 15 Bop testing 5748 5748 NIH
14:30 15.50 22 install flow line, fabracatinf kill, choke lines. 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 9.1 80

Daily Summary
Activity Date : 12/9/2007 Days From Spud : 44 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 22 Plumb in choke lines and panic line. 5748 5748 NIH
13:00 4.00 06 Make Up BHA 5748 5748 13

17:00 2.00 06 TIH to 2,434'. 5748 5748 13
19:00 2.00 23 DrillCement and DV Collar. 5748 5748 13
21:00 3.00 06 TlH. 5748 5748 13

0:00 2.50 23 DrillOut Float Collar and 15' of Cement in Shoe Joint. 5748 5748 13

2:30 1.00 05 Circulate. 5748 5748 13

3:30 1.00 15 Test Casing to 2,800 PSI w/ Double Jack/ IPS. 5748 5748 13
4:30 1.50 23 DrillCement. 5748 5748 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/8/2007 Days From Spud : 43 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 15 Bop testing 5748 5748 NIH
14:30 15.50 22 install flow line, fabracatinf kill, choke lines. 5748 5748 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 9.1 80

Daily Summary
Activity Date : 12/9/2007 Days From Spud : 44 Current Depth : 5748 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 22 Plumb in choke lines and panic line. 5748 5748 NIH
13:00 4.00 06 Make Up BHA 5748 5748 13

17:00 2.00 06 TIH to 2,434'. 5748 5748 13
19:00 2.00 23 DrillCement and DV Collar. 5748 5748 13
21:00 3.00 06 TlH. 5748 5748 13

0:00 2.50 23 DrillOut Float Collar and 15' of Cement in Shoe Joint. 5748 5748 13

2:30 1.00 05 Circulate. 5748 5748 13

3:30 1.00 15 Test Casing to 2,800 PSI w/ Double Jack/ IPS. 5748 5748 13
4:30 1.50 23 DrillCement. 5748 5748 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5748 4:00 9.10 9.10 38 8 8 0/24/16 20.0 0.0 2 0.00 5.3% 94.2% 0.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
12.5 9.90 1.05 0.05 0.50 7700 1400 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 9.1 80
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/213/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| | District: Northern

Daily Summary
Activity Date : 12/10/2007 Days From Spud : 45 Current Depth : 5758 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 23 DrillCement. 5748 5748 13
7:30 0.50 07 Service Rig. 5748 5748 13
8:00 2.50 23 DrillCement, Shoe, and 10' of New Hole (to 5,758') 5748 5758 13

10:30 1.00 05 C & C. 5758 5758 13
11:30 0.50 22 Perform F.l.T. to 15.0 PPG EMW. 5758 5758 13
12:00 5.00 23 Dump and Clean Pits. Transfer OBM and Displace Hole. 5758 5758 13
17:00 13.00 23 Set Up Solids Control Equipment. 5758 5758 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5768 4:00 11.00 11.00 36 //

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks

Daily Summary
Activity Date : 12/11/2007 Days From Spud : 46 Current Depth : 5916 Ft 24 Hr. Footage Made : 158 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather: 4-6" of Snow Last 12 Hrs.
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 22 Rig Up Solids Control Equipment. 5758 5758 13

18:00 1.50 22 Slide Dryers Forward and Build By-Pass Slide. 5758 5758 13
19:30 10.50 02 Drillfl 5,758' - 5,916' (158' @ 15.0 Ft/Hr). 5758 5916 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5758 19:00 12.20 12.20 50 20 5 5/7/9 3.0 1.00 16.0% 26.0% 54.0% 0.2%

MBT pH Pm Pf Mf C1 Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
350 1.20 1.55 351489 49 68/32 20

Water Loss LCM ECD FL Temp emarks
12.3
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/213/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| | District: Northern

Daily Summary
Activity Date : 12/10/2007 Days From Spud : 45 Current Depth : 5758 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 23 DrillCement. 5748 5748 13
7:30 0.50 07 Service Rig. 5748 5748 13
8:00 2.50 23 DrillCement, Shoe, and 10' of New Hole (to 5,758') 5748 5758 13

10:30 1.00 05 C & C. 5758 5758 13
11:30 0.50 22 Perform F.l.T. to 15.0 PPG EMW. 5758 5758 13
12:00 5.00 23 Dump and Clean Pits. Transfer OBM and Displace Hole. 5758 5758 13
17:00 13.00 23 Set Up Solids Control Equipment. 5758 5758 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5768 4:00 11.00 11.00 36 //

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks

Daily Summary
Activity Date : 12/11/2007 Days From Spud : 46 Current Depth : 5916 Ft 24 Hr. Footage Made : 158 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather: 4-6" of Snow Last 12 Hrs.
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 22 Rig Up Solids Control Equipment. 5758 5758 13

18:00 1.50 22 Slide Dryers Forward and Build By-Pass Slide. 5758 5758 13
19:30 10.50 02 Drillfl 5,758' - 5,916' (158' @ 15.0 Ft/Hr). 5758 5916 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
5758 19:00 12.20 12.20 50 20 5 5/7/9 3.0 1.00 16.0% 26.0% 54.0% 0.2%

MBT pH Pm Pf Mf C1 Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
350 1.20 1.55 351489 49 68/32 20

Water Loss LCM ECD FL Temp emarks
12.3
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/12/2007 Days From Spud : 47 Current Depth : 6284 Ft 24 Hr. Footage Made : 368 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.00 02 Drillfl 5,916' - 6,011' (95' @ 13.6 Ft/ Hr). 5916 6011 13

13:00 0.50 07 Service Rig. 6011 6011 13
13:30 2.50 02 Drillfl 6,011' - 6,061' (50' @20.0 Ft/ Hr). 6011 6011 13
16:00 0.50 08 Rig Repair. #2 Pump Washed Between Mud Cross and Manifold/ Prime # 1 Pump (Air 6011 6011 13

Locked).
16:30 4.50 02 Drill fl 6,061' - 6,170' (109' @24.2 Ft/Hr). 6011 6170 13
21:00 1.00 08 Work On Wireline Machine. 6170 6170 13
22:00 1.50 02 Drillfl 6,170' - 6,202' (32' @21.3 Ft/Hr). 6170 6202 13
23:30 0.50 10 Wireline Survey @6,158' (3.0 Degrees). 6202 6202 13

0:00 5.00 02 Drillfl 6,202' - 6,284' (82' @ 16.4 Ft/Hr). 6202 6284 13
5:00 1.00 08 Change Swab in # 1 Pump. 6284 6284 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6110 19:00 12.30 12.30 50 21 10 5/7/9 3.0 1.00 16.8% 24.0% 55.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
350 1.00 1.30 376353 51 70/30

Water Loss LCM ECD FL Tem Remarks
12.4

Daily Summary
Activity Date : 12/13/2007 Days From Spud : 48 Current Depth : 6696 Ft 24 Hr. Footage Made : 412 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 10 Wireline Survey @6,352' @2.0 Degrees). 6284 6284 13

7:00 8.50 02 Drillfl 6,284' - 6,515' (231' @27.2 Ft/ Hr). 6284 6515 13
15:30 2.00 07 Rig Repair. Replace #2 Swab on #1 Pump. 6515 6515 13
17:30 4.00 02 Drillf/ 6,515' - 6,583' (68' @ 17.0 Ft,Hr). 6515 6583 13
21:30 1.00 10 Wireline Survey @6,540' (2.25 Degrees). 6583 6583 13

22:30 0.50 22 Work Tight Hole. 6583 6583 13
23:00 7.00 02 Drillfl 6,583' - 6,696' (113' @ 16.1 Ft/Hr). 6583 6696 13
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6535 18:00 12.00 12.00 44 16 11 6/8/10 4.0 1.00 17.4% 21.0% 59.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
305 2.00 2.59 283516 19 74/26

Water Loss LCM ECD FL Temp Remarks
12.2
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District:| Northern

Daily Summary
Activity Date : 12/12/2007 Days From Spud : 47 Current Depth : 6284 Ft 24 Hr. Footage Made : 368 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.00 02 Drillfl 5,916' - 6,011' (95' @ 13.6 Ft/ Hr). 5916 6011 13

13:00 0.50 07 Service Rig. 6011 6011 13

13:30 2.50 02 Drillfl 6,011' - 6,061' (50' @20.0 Ft/ Hr). 6011 6011 13
16:00 0.50 08 Rig Repair. #2 Pump Washed Between Mud Cross and Manifold/ Prime # 1 Pump (Air 6011 6011 13

Locked).
16:30 4.50 02 Drill fl 6,061' - 6,170' (109' @24.2 Ft/Hr). 6011 6170 13
21:00 1.00 08 Work On Wireline Machine. 6170 6170 13
22:00 1.50 02 Drillfl 6,170' - 6,202' (32' @21.3 Ft/Hr). 6170 6202 13
23:30 0.50 10 Wireline Survey @6,158' (3.0 Degrees). 6202 6202 13

0:00 5.00 02 Drillfl 6,202' - 6,284' (82' @ 16.4 Ft/Hr). 6202 6284 13

5:00 1.00 08 Change Swab in # 1 Pump. 6284 6284 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6110 19:00 12.30 12.30 50 21 10 5/7/9 3.0 1.00 16.8% 24.0% 55.0% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
350 1.00 1.30 376353 51 70/30

Water Loss LCM ECD FL Tem Remarks
12.4

Daily Summary
Activity Date : 12/13/2007 Days From Spud : 48 Current Depth : 6696 Ft 24 Hr. Footage Made : 412 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 10 Wireline Survey @6,352' @2.0 Degrees). 6284 6284 13

7:00 8.50 02 Drillfl 6,284' - 6,515' (231' @27.2 Ft/ Hr). 6284 6515 13
15:30 2.00 07 Rig Repair. Replace #2 Swab on #1 Pump. 6515 6515 13
17:30 4.00 02 Drillf/ 6,515' - 6,583' (68' @ 17.0 Ft,Hr). 6515 6583 13

21:30 1.00 10 Wireline Survey @6,540' (2.25 Degrees). 6583 6583 13

22:30 0.50 22 Work Tight Hole. 6583 6583 13
23:00 7.00 02 Drillfl 6,583' - 6,696' (113' @ 16.1 Ft/Hr). 6583 6696 13
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6535 18:00 12.00 12.00 44 16 11 6/8/10 4.0 1.00 17.4% 21.0% 59.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
305 2.00 2.59 283516 19 74/26

Water Loss LCM ECD FL Temp Remarks
12.2
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District Northern

Daily Summary
Activity Date : 12/14/2007 Days From Spud : 49 Current Depth : 6804 Ft 24 Hr. Footage Made : 108 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drillf/ 6,696' - 6,740' (44' @8.0 Ft/Hr). 6696 6740 13

11:30 0.50 07 Service Rig. 6740 6740 13

12:00 1.50 02 Drillfl 6,740' - 6,772' (32' @21 1/3 Ft/Hr). 6740 6740 13

13:30 1.00 22 Work Tight Hole. 6740 6740 13

14:30 4.50 02 Drillfl 6,772' - 6,804' (32' @ 7.1 Ft/Hr). 6740 6804 13

19:00 0.50 05 Mixand Pump Weighted Pill. 6804 6804 13

19:30 0.50 06 POOH to 6,444'. 6804 6804 13
20:00 4.50 06 Work Tight Hole fl 6,444' - 6,302'. 6804 6804 13

0:30 5.50 06 POOH and Lay Down Stabilizers and Short DrillCollar. 6804 6804 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6802 19:00 11.50 11.50 42 17 9 5/6/6 4.0 1.00 13.5% 21.0% 61.5% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
317 1.00 1.30 394820 48 75/25

Water Loss LCM ECD FL Temp Remarks
11.7

Daily Summary
Activity Date : 12/15/2007 Days From Spud : 50 Current Depth : 6962 Ft 24 Hr. Footage Made : 158 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 Lay Down Stabilizers and Short DrillCollar. 6804 6804 13
7:30 8.50 06 Make Up New BHA and TlH. 6804 6804 14

16:00 0.50 03 Wash/ Ream 40' to Bottom. 6804 6804 14

16:30 5.50 02 Drillf/ 6,810' - 6,84T (37' @6.7 Ft/Hr). 6804 6847 14
22:00 0.50 23 Work Tight Hole. 6847 6847 14
22:30 1.00 02 Drillfl 6,847' - 6,878' (31'). 6847 6878 14
23:30 0.50 23 Work Tight Hole. 6878 6878 14

0:00 6.00 02 Drillf/ 6,878' - 6,962' (84' @ 14.0 Ft/Hr). 6878 6962 14
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6804 18:00 11.70 11.70 45 16 11 4/7/9 3.6 1.00 18.1% 20.0% 58.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
286 2.00 2.59 400000 47 74/26

Water Loss LCM ECD FL Temp Remarks
11.8 101
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District Northern

Daily Summary
Activity Date : 12/14/2007 Days From Spud : 49 Current Depth : 6804 Ft 24 Hr. Footage Made : 108 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drillf/ 6,696' - 6,740' (44' @8.0 Ft/Hr). 6696 6740 13

11:30 0.50 07 Service Rig. 6740 6740 13

12:00 1.50 02 Drillfl 6,740' - 6,772' (32' @21 1/3 Ft/Hr). 6740 6740 13

13:30 1.00 22 Work Tight Hole. 6740 6740 13

14:30 4.50 02 Drillfl 6,772' - 6,804' (32' @ 7.1 Ft/Hr). 6740 6804 13

19:00 0.50 05 Mixand Pump Weighted Pill. 6804 6804 13

19:30 0.50 06 POOH to 6,444'. 6804 6804 13

20:00 4.50 06 Work Tight Hole fl 6,444' - 6,302'. 6804 6804 13

0:30 5.50 06 POOH and Lay Down Stabilizers and Short DrillCollar. 6804 6804 13
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6802 19:00 11.50 11.50 42 17 9 5/6/6 4.0 1.00 13.5% 21.0% 61.5% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
317 1.00 1.30 394820 48 75/25

Water Loss LCM ECD FL Temp Remarks
11.7

Daily Summary
Activity Date : 12/15/2007 Days From Spud : 50 Current Depth : 6962 Ft 24 Hr. Footage Made : 158 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 Lay Down Stabilizers and Short DrillCollar. 6804 6804 13
7:30 8.50 06 Make Up New BHA and TlH. 6804 6804 14

16:00 0.50 03 Wash/ Ream 40' to Bottom. 6804 6804 14

16:30 5.50 02 Drillf/ 6,810' - 6,84T (37' @6.7 Ft/Hr). 6804 6847 14
22:00 0.50 23 Work Tight Hole. 6847 6847 14

22:30 1.00 02 Drillfl 6,847' - 6,878' (31'). 6847 6878 14
23:30 0.50 23 Work Tight Hole. 6878 6878 14

0:00 6.00 02 Drillf/ 6,878' - 6,962' (84' @ 14.0 Ft/Hr). 6878 6962 14
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6804 18:00 11.70 11.70 45 16 11 4/7/9 3.6 1.00 18.1% 20.0% 58.0% 0.2%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
286 2.00 2.59 400000 47 74/26

Water Loss LCM ECD FL Temp Remarks
11.8 101
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District:| Northern

Daily Summary
Activity Date : 12/16/2007 Days From Spud : 51 Current Depth : 7174 Ft 24 Hr. Footage Made : 212 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code ,
Remarks Start Depth End Depth Run

6:00 7.50 02 Drillf/ 6,962' - 7,067' (105' @ 14.0 Ft/Hr). 6962 7067 14
13:30 0.50 07 Service Rig. 7067 7067 14

14:00 5.50 02 Drillfl 7,067' - 7,174' (107' @ 19.45 Ft/Hr). V-Tract Failure (.92Deg @6,981'/ 1.46 Deg @ 7067 7174 14
1.46'/ 7,136' g 2.9 Deg).

19:30 1.00 05 Circulate and Condition. Pump Weighted Pill and Drop Mud Dog. 7174 7174 14
20:30 0.50 06 POOH to 6,900'. 7174 7174 14
21:00 6.50 06 Work Tight Hole fl 6,900' - 6,120'. 7174 7174 14

3:30 2.50 06 POOH to Change BHA. 7174 7174 14

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7160 18:00 11.50 11.50 45 16 13 4/6/7 2.0 1.00 13.9% 20.0% 62.5%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
353 1.00 1.30 385109 44 76/24

Water Loss LCM ECD FL Temp Remarks
11.6 110

Daily Summary
Activity Date : 12/17/2007 Days From Spud : 52 Current Depth : 7174 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 POOH and Lay Down Vertitrac. 7174 7174 14
10:00 1.50 09 Slip and Cut Drilling Line. 7174 7174 14
11:30 2.00 22 Change Out Solids Control Generator (wait on directional tools). 7174 7174 14
13:30 2.50 06 Pick up and Orient Directional Tools. 7174 7174 15
16:00 2.00 06 TlH w/ DrillCollars and Test MWD. 7174 7174 15
18:00 3.00 06 TlH to 6,086'. 7174 7174 15
21:00 0.50 20 Test MWD and Survey. 7174 7174 15
21:30 3.00 06 TlH to 6783 (Survey Every 4 Stands (+/-255')). 7174 7174 15

0:30 3.00 03 Wash and Ream. Run in 2 Stands. 7174 7174 15
3:30 1.50 23 Work Tight Hole @6,900'. Hole Packed Off/ Establish Circulation and Free Pipe. 7174 7174 15
5:00 1.00 06 TIH 2 Stands/ Pick Up Kelly and Survey. 7174 7174 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7174 12:00 11.35 11.35 40 12 12 4/4/5 1.0 1.00 12.1% 19.0% 66.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
346 2.00 2.59 348812 36 78/22

Water Loss LCM ECD FL Temp Remarks
11.5 110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District:| Northern

Daily Summary
Activity Date : 12/16/2007 Days From Spud : 51 Current Depth : 7174 Ft 24 Hr. Footage Made : 212 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code ,
Remarks Start Depth End Depth Run

6:00 7.50 02 Drillf/ 6,962' - 7,067' (105' @ 14.0 Ft/Hr). 6962 7067 14
13:30 0.50 07 Service Rig. 7067 7067 14

14:00 5.50 02 Drillfl 7,067' - 7,174' (107' @ 19.45 Ft/Hr). V-Tract Failure (.92Deg @6,981'/ 1.46 Deg @ 7067 7174 14
1.46'/ 7,136' g 2.9 Deg).

19:30 1.00 05 Circulate and Condition. Pump Weighted Pill and Drop Mud Dog. 7174 7174 14
20:30 0.50 06 POOH to 6,900'. 7174 7174 14
21:00 6.50 06 Work Tight Hole fl 6,900' - 6,120'. 7174 7174 14

3:30 2.50 06 POOH to Change BHA. 7174 7174 14

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7160 18:00 11.50 11.50 45 16 13 4/6/7 2.0 1.00 13.9% 20.0% 62.5%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
353 1.00 1.30 385109 44 76/24

Water Loss LCM ECD FL Temp Remarks
11.6 110

Daily Summary
Activity Date : 12/17/2007 Days From Spud : 52 Current Depth : 7174 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 POOH and Lay Down Vertitrac. 7174 7174 14
10:00 1.50 09 Slip and Cut Drilling Line. 7174 7174 14
11:30 2.00 22 Change Out Solids Control Generator (wait on directional tools). 7174 7174 14
13:30 2.50 06 Pick up and Orient Directional Tools. 7174 7174 15
16:00 2.00 06 TlH w/ DrillCollars and Test MWD. 7174 7174 15
18:00 3.00 06 TlH to 6,086'. 7174 7174 15
21:00 0.50 20 Test MWD and Survey. 7174 7174 15
21:30 3.00 06 TlH to 6783 (Survey Every 4 Stands (+/-255')). 7174 7174 15

0:30 3.00 03 Wash and Ream. Run in 2 Stands. 7174 7174 15
3:30 1.50 23 Work Tight Hole @6,900'. Hole Packed Off/ Establish Circulation and Free Pipe. 7174 7174 15
5:00 1.00 06 TIH 2 Stands/ Pick Up Kelly and Survey. 7174 7174 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7174 12:00 11.35 11.35 40 12 12 4/4/5 1.0 1.00 12.1% 19.0% 66.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
346 2.00 2.59 348812 36 78/22

Water Loss LCM ECD FL Temp Remarks
11.5 110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/18/2007 Days From Spud : 53 Current Depth : 7725 Ft 24 Hr. Footage Made : 551 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 03 Wash and Ream f/ 7,045' - 7,056'. 7174 7174 15

6:30 0.50 06 TIH to 7,088'. 7174 7174 15

7:00 1.00 03 Wash and Ream f/ 7,088' - 7,174' (Bottom). 7174 7174 15
8:00 6.00 02 Drilland Survey fl 7,174'- 7,330' (156' @26.0 Ft/Hr). 7174 7330 15

14:00 0.50 07 Service Rig. 7330 7330 15

14:30 11.00 02 Drill and Survey f/ 7,330' - 7,607' (277' @25.2 Ft/Hr). 7330 7607 15

1:30 0.50 07 Service Rig/ Change Kelly Spinner Motor. 7607 7607 15
2:00 4.00 02 Drilland Survey f/ 7,607' - 7,725' (118' @29.5 Ft/Hr). 7607 7725 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7447 20:00 11.00 11.00 45 15 15 5/6/6 1.0 1.00 14.1% 20.5% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
355 1.00 1.30 324792 31 75/25

Water Loss LCM ECD FL Temp Remarks
11.1 100

Daily Summary
Activity Date : 12/19/2007 Days From Spud : 54 Current Depth : 8078 Ft 24 Hr. Footage Made : 353 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 Drillf/ 7,725' - 7,861' (136' @27.2 Ft/Hr). 7725 7861 15
11:00 0.50 07 Service Rig. 7861 7861 15
11:30 0.50 02 Drillf/ 7,861' - 7,892' (31' @ 62 Ft/Hr). 7861 7892 15

12:00 1.50 22 Work Tight Hole/ Back Drill. 7892 7892 15

13:30 1.00 02 Drillf/ 7,892' - 7,924' (32' @32 Ft/Hr). 7892 7924 15
14:30 2.50 22 Work Tight Hole/ Back Drill. 7924 7924 15
17:00 1.00 02 Drill f/ 7,924' - 7,956' (32'). 7924 7956 15

18:00 1.00 22 Work Tight Hole/ Back Drill. 7956 7956 15

19:00 5.00 02 Drillf/ 7,956' - 8,050 (96' @19.2 Ft/Hr). 7956 8050 15
0:00 2.00 22 Work Tight Hole/ Back Drill. 8050 8050 15
2:00 1.00 02 Drill f/ 8,050' - 8,058' (8'). 8050 8058 15

3:00 1.00 20 Establish Down-Link w/ Tru-Trak, 8058 8058 15
4:00 2.00 02 Drillf/ 8,058' - 8,078' (20' @ 10.0 Ft/Hr). 8058 8078 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7825 17:00 10.70 10.70 45 17 17 6/7/7 3.2 1.00 13.2% 21.5% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
399 1.00 1.30 308582 28 74/26

Water Loss LCM ECD FL Temp Remarks
10.9 110 Raise MW to 11.1 PPG. Will Continue to Raise MW to 11.5 to Control

Salt fl Flowing.
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/18/2007 Days From Spud : 53 Current Depth : 7725 Ft 24 Hr. Footage Made : 551 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 03 Wash and Ream f/ 7,045' - 7,056'. 7174 7174 15

6:30 0.50 06 TIH to 7,088'. 7174 7174 15

7:00 1.00 03 Wash and Ream f/ 7,088' - 7,174' (Bottom). 7174 7174 15

8:00 6.00 02 Drilland Survey fl 7,174'- 7,330' (156' @26.0 Ft/Hr). 7174 7330 15
14:00 0.50 07 Service Rig. 7330 7330 15

14:30 11.00 02 Drill and Survey f/ 7,330' - 7,607' (277' @25.2 Ft/Hr). 7330 7607 15

1:30 0.50 07 Service Rig/ Change Kelly Spinner Motor. 7607 7607 15
2:00 4.00 02 Drilland Survey f/ 7,607' - 7,725' (118' @29.5 Ft/Hr). 7607 7725 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7447 20:00 11.00 11.00 45 15 15 5/6/6 1.0 1.00 14.1% 20.5% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
355 1.00 1.30 324792 31 75/25

Water Loss LCM ECD FL Temp Remarks
11.1 100

Daily Summary
Activity Date : 12/19/2007 Days From Spud : 54 Current Depth : 8078 Ft 24 Hr. Footage Made : 353 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 Drillf/ 7,725' - 7,861' (136' @27.2 Ft/Hr). 7725 7861 15
11:00 0.50 07 Service Rig. 7861 7861 15
11:30 0.50 02 Drillf/ 7,861' - 7,892' (31' @ 62 Ft/Hr). 7861 7892 15

12:00 1.50 22 Work Tight Hole/ Back Drill. 7892 7892 15

13:30 1.00 02 Drillf/ 7,892' - 7,924' (32' @32 Ft/Hr). 7892 7924 15
14:30 2.50 22 Work Tight Hole/ Back Drill. 7924 7924 15
17:00 1.00 02 Drill f/ 7,924' - 7,956' (32'). 7924 7956 15

18:00 1.00 22 Work Tight Hole/ Back Drill. 7956 7956 15

19:00 5.00 02 Drillf/ 7,956' - 8,050 (96' @19.2 Ft/Hr). 7956 8050 15
0:00 2.00 22 Work Tight Hole/ Back Drill. 8050 8050 15
2:00 1.00 02 Drill f/ 8,050' - 8,058' (8'). 8050 8058 15

3:00 1.00 20 Establish Down-Link w/ Tru-Trak, 8058 8058 15
4:00 2.00 02 Drillf/ 8,058' - 8,078' (20' @ 10.0 Ft/Hr). 8058 8078 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7825 17:00 10.70 10.70 45 17 17 6/7/7 3.2 1.00 13.2% 21.5% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
399 1.00 1.30 308582 28 74/26

Water Loss LCM ECD FL Temp Remarks
10.9 110 Raise MW to 11.1 PPG. Will Continue to Raise MW to 11.5 to Control

Salt fl Flowing.
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/20/2007 Days From Spud : 55 Current Depth : 8510 Ft 24 Hr. Footage Made : 432 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 02 Drill fl 8,078' - 8,239' (161' @24.8 Ft/Hr). 8078 8239 15

12:30 0.50 07 Service Rig. 8239 8239 15
13:00 12.50 02 Drillf/ 8,239' - 8,491' (252 @20.2 Ft/Hr). 8239 8491 15

1:30 2.00 20 Down Link MWDI Gamma. 8491 8491 15
3:30 2.00 02 Drillfl 8,491' - 8,510' (19' @8.0 Ft/Hr). Tool Hung Up While Drilling. Drilled 3 Fast Feet 8491 8510 15

¯ (Salt?) and Quit Drilling. Pick Up String to Restart (Stuck).
5:30 0.50 22 Work/ Jar on Stuck Pipe. Stuck On Bottom wl DrillingAhead. 8510 8510 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8405 23:00 11.50 11.50 43 14 12 5/6/6 4.6 1.00 14.7% 20.0% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
378 1.30 1.68 323856 30 76/24

Water Loss LCM ECD FL Temp Remarks
11.6 115 Mixed 250 Bbl OBM fl Storage.
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Well Name:Greentown State 36-24H
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/20/2007 Days From Spud : 55 Current Depth : 8510 Ft 24 Hr. Footage Made : 432 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 02 Drill fl 8,078' - 8,239' (161' @24.8 Ft/Hr). 8078 8239 15

12:30 0.50 07 Service Rig. 8239 8239 15
13:00 12.50 02 Drillf/ 8,239' - 8,491' (252 @20.2 Ft/Hr). 8239 8491 15

1:30 2.00 20 Down Link MWDI Gamma. 8491 8491 15
3:30 2.00 02 Drillfl 8,491' - 8,510' (19' @8.0 Ft/Hr). Tool Hung Up While Drilling. Drilled 3 Fast Feet 8491 8510 15

¯

(Salt?) and Quit Drilling. Pick Up String to Restart (Stuck).
5:30 0.50 22 Work/ Jar on Stuck Pipe. Stuck On Bottom wl DrillingAhead. 8510 8510 15

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8405 23:00 11.50 11.50 43 14 12 5/6/6 4.6 1.00 14.7% 20.0% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
378 1.30 1.68 323856 30 76/24

Water Loss LCM ECD FL Temp Remarks
11.6 115 Mixed 250 Bbl OBM fl Storage.
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STATE OF UTAH CONFllENTIAL FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS
6NI NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER Greentown State 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th St. Suite 4300
CITY

Denver
STATE CO ZIP 80202 (303) 293-9133 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

l 0¶ O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Under rule 649-3-19, Delta Petroleum Corporation requests permission to extend the initial production testing period on the
Greentown State 36-24H, and flare the associated gas for up to 60 days. Given that there is no other production in the area,
Delta needs this production test data to size its pipeline and process equipment.

During the testing period, Delta will be performing pressure build up and variable rate flow tests to determine reservoir
characteristics and gas well deliverability. Depending on producing capability, test rates could be as high as 3 MMCFD.

Delta will make every effort to prevent waste and conserve this valuable resource.

NAME(PLEASE PRINT) TITLE

SiGNATURE DATE

OF UTAH DIVISION OF
OIL, G D MINING JAN07 2008

(5/2000) ( See Instructions on Reverse Side)
DIV.OFOIL,GAS&

STATE OF UTAH CONFllENTIAL FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS
6NI NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to NAdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER Greentown State 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th St. Suite 4300
CITY

Denver
STATE CO ZIP 80202 (303) 293-9133 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

l 0¶ O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Under rule 649-3-19, Delta Petroleum Corporation requests permission to extend the initial production testing period on the
Greentown State 36-24H, and flare the associated gas for up to 60 days. Given that there is no other production in the area,
Delta needs this production test data to size its pipeline and process equipment.

During the testing period, Delta will be performing pressure build up and variable rate flow tests to determine reservoir
characteristics and gas well deliverability. Depending on producing capability, test rates could be as high as 3 MMCFD.

Delta will make every effort to prevent waste and conserve this valuable resource.

NAME(PLEASE PRINT) TITLE

SiGNATURE DATE

OF UTAH DIVISION OF
OIL, G D MINING JAN07 2008

(5/2000) ( See Instructions on Reverse Side)
DIV.OFOIL,GAS&



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
ÛÍVision of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

CONDITIONS OF APPROVAL
TO FLARE GAS FROM A GAS WELL

Well Name and Number: Greentown State 36-24H
API Number: 43-019-31519
Operator: Delta Petroleum Corporation
Reference Document: Sundry Notice dated January 3, 2008,

received by DOGM on January 7, 2008.

Approval Conditions:

1. In accordance with R649-3-19-3, flaring associated with required testing to determine gas
well potential and deliverability is approved until March 15, 2008.

2. Flaring beyond March 15, 2008 must be brought before and approved by the Board of Oil,
Gas and Mining as specified in R649-3-20-5.

3. Reports of tests shall be filed with the Division within 15 days of completion of said test in
accordance with R649-3-19-5.1.

4. All requirements in R649-3-19, Well Testing and R649-3-20, Gas Flaring or Venting shall
apply.

5. All other requirements for notice and reporting in the Oil and Gas Conservation General
Rules shall apply.

January 8, 2008
Dustin K. Doucet Date
Petroleum Engineer

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah gop OIL, GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
ÛÍVision of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

CONDITIONS OF APPROVAL
TO FLARE GAS FROM A GAS WELL

Well Name and Number: Greentown State 36-24H
API Number: 43-019-31519
Operator: Delta Petroleum Corporation
Reference Document: Sundry Notice dated January 3, 2008,

received by DOGM on January 7, 2008.

Approval Conditions:

1. In accordance with R649-3-19-3, flaring associated with required testing to determine gas
well potential and deliverability is approved until March 15, 2008.

2. Flaring beyond March 15, 2008 must be brought before and approved by the Board of Oil,
Gas and Mining as specified in R649-3-20-5.

3. Reports of tests shall be filed with the Division within 15 days of completion of said test in
accordance with R649-3-19-5.1.

4. All requirements in R649-3-19, Well Testing and R649-3-20, Gas Flaring or Venting shall
apply.

5. All other requirements for notice and reporting in the Oil and Gas Conservation General
Rules shall apply.

January 8, 2008
Dustin K. Doucet Date
Petroleum Engineer

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah gop OIL, GAS &



FORM 9STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS NI NDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth reenter plugged wells, or to NAdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL O GAS WELL O OTHER Greentown State #36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

370 17th St., Ste. 4300 av Denver ,- CO , , 80202 (303) 575-0323 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE 1108' FSL &2158' FWL COUNTv Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN SESW 36 21S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIRWELL

Approximate date work wll start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDQsl VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DiŠPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weekly Well History
CONVERT WELLTYPE RECOMPLETE - DlFFERENT FORMAT10N

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, v olumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 12/21/07 - 1/27/2008.

Current Status: Shut in waiting on Completion

RECEIVED

DIV,OFOIL,GAS&MINING

NAME(PLEASEPRINT) Kate Shirley TITLE Regulatory Technician

SIGNATURE DATE 1/28/2008

(This space for State use only)

(5/2000) (See 1nstructionson Reverse

FORM 9STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS
NI NDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth reenter plugged wells, or to NAdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL O GAS WELL O OTHER Greentown State #36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

370 17th St., Ste. 4300 av Denver ,- CO , , 80202 (303) 575-0323 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE 1108' FSL &2158' FWL COUNTv Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN SESW 36 21S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIRWELL

Approximate date work wll start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDQsl VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DiŠPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weekly Well History
CONVERT WELLTYPE RECOMPLETE - DlFFERENT FORMAT10N

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, v olumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 12/21/07 - 1/27/2008.

Current Status: Shut in waiting on Completion

RECEIVED

DIV,OFOIL,GAS&MINING

NAME(PLEASEPRINT) Kate Shirley TITLE Regulatory Technician

SIGNATURE DATE 1/28/2008

(This space for State use only)

(5/2000) (See 1nstructionson Reverse



Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County.State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc District: Northern

Daily Summary
Activity Date 12/20/2007 Days From Spud 55 Current Depth : 8510 Ft 24 Hr. Footage Made 432 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6 00 6 50 02 Drillfl 8,078' - 8,239' (161' @ 24 8 Ft/Hr) 8078 8239 15

12:30 0.50 07 Service Rig. 8239 8239 15
13:00 12.50 02 Drill fl 8,239' - 8,491' (252 @20.2 Ft/Hr). 8239 8491 15

1:30 2.00 20 Down Link MWDI Gamma. 8491 8491 15

3:30 2.00 02 Drillfl 8,491' - 8,510' (19' @8.0 Ft/Hr). Tool Hung Up While Drilling. Drilled 3 Fast Feet 8491 8510 15
(Salt?) and Quit Drilling. Pick Up String to Restart (Stuck).

5 30 0.50 22 Work/ Jar on Stuck Pipe. Stuck On Bottom w/ DrillingAhead. 8510 8510 15
Total. 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8405 23 00 11 50 11.50 43 14 12 5/6/6 4 6 1.00 14.7% 20 0% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
378 1 30 1 68 323856 30 76/24

Water Loss LCM ECD FL Temp Remarks
11 6 115 | |Mixed 250 Bbl OBM fl Storage

Daily Summary
Activity Date : 12/21/2007 Days From Spud . 56 Current Depth 8510 Ft 24 Hr. Footage Made : 0 Ft
Rig Company DHS Rig Name DHS 11

Formation : Paradox Salt Weather. 2" of New Snow.
Operatiores

Start Hrs Code Remarks Start Depth End Depth Run
6 00 14 00 22 Work Stuck Pipe Spot 20 Bbis of Water Across Bit and Motor Pump 1/2 Bbl Every 5 Min 8510 8510 15

Pump Out Water Slug */ Jarnng. Pump 40 Bbl Water Slug. Displace Past Bit @ 15 - 30 SPM
w/ Alternatively Jarring Up and Down. Jar Up wl Displacing Water Slug Out of the Hole @
60 - 70 SPM. Jar Loose.

20:00 9.00 05 Circulate and Condition. Increase MW to 12.0 PPG. Disable Centrifuge and Baritr Recovery 8510 8510 15
Unit @01:00 AM (Barite Recovery Unit Not Working Popperly/ Centifuge was Pulling Bar Out
of Active System. Continue to Raise MW to 12.0 PPG. Mixand Pump Weighted Pill.

5 00 1.00 06 POOH. 8510 8510 15
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8506 18 00 11 80 11.80 54 21 12 5/7/8 3 8 1 00 17.7% 18 0% 62 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
561 2.50 3 24 307103 23 77/23

Water Loss LCM ECD FL Temp Remarks
12 0 100 Treat and Blend Water Slugs (60 Bbl) Back Into Active Raised MW to

12.0 PPG pnor to POOH.
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County.State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc District: Northern

Daily Summary
Activity Date 12/20/2007 Days From Spud 55 Current Depth : 8510 Ft 24 Hr. Footage Made 432 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 6 50 02 Drillfl 8,078' - 8,239' (161' @ 24 8 Ft/Hr) 8078 8239 15

12:30 0.50 07 Service Rig. 8239 8239 15
13:00 12.50 02 Drill fl 8,239' - 8,491' (252 @20.2 Ft/Hr). 8239 8491 15

1:30 2.00 20 Down Link MWDI Gamma. 8491 8491 15

3:30 2.00 02 Drillfl 8,491' - 8,510' (19' @8.0 Ft/Hr). Tool Hung Up While Drilling. Drilled 3 Fast Feet 8491 8510 15
(Salt?) and Quit Drilling. Pick Up String to Restart (Stuck).

5 30 0.50 22 Work/ Jar on Stuck Pipe. Stuck On Bottom w/ DrillingAhead. 8510 8510 15
Total. 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8405 23 00 11 50 11.50 43 14 12 5/6/6 4 6 1.00 14.7% 20 0% 62.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
378 1 30 1 68 323856 30 76/24

Water Loss LCM ECD FL Temp Remarks
11 6 115 | |Mixed 250 Bbl OBM fl Storage

Daily Summary
Activity Date : 12/21/2007 Days From Spud . 56 Current Depth 8510 Ft 24 Hr. Footage Made : 0 Ft
Rig Company DHS Rig Name DHS 11

Formation : Paradox Salt Weather. 2" of New Snow.
Operatiores

Start Hrs Code Remarks Start Depth End Depth Run
6 00 14 00 22 Work Stuck Pipe Spot 20 Bbis of Water Across Bit and Motor Pump 1/2 Bbl Every 5 Min 8510 8510 15

Pump Out Water Slug */ Jarnng. Pump 40 Bbl Water Slug. Displace Past Bit @ 15 - 30 SPM
w/ Alternatively Jarring Up and Down. Jar Up wl Displacing Water Slug Out of the Hole @
60 - 70 SPM. Jar Loose.

20:00 9.00 05 Circulate and Condition. Increase MW to 12.0 PPG. Disable Centrifuge and Baritr Recovery 8510 8510 15
Unit @01:00 AM (Barite Recovery Unit Not Working Popperly/ Centifuge was Pulling Bar Out
of Active System. Continue to Raise MW to 12.0 PPG. Mixand Pump Weighted Pill.

5 00 1.00 06 POOH. 8510 8510 15
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8506 18 00 11 80 11.80 54 21 12 5/7/8 3 8 1 00 17.7% 18 0% 62 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
561 2.50 3 24 307103 23 77/23

Water Loss LCM ECD FL Temp Remarks
12 0 100 Treat and Blend Water Slugs (60 Bbl) Back Into Active Raised MW to

12.0 PPG pnor to POOH.
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I I

Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County.Siafe: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/22/2007 Days From Spud 57 Current bepth . 8531 Ft 24 Hr. Footage Made : 21 Ft
Rig Company . DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 8 50 06 POOH and 8510 8510 15

14:30 4.00 06 Lay Down Verti-Trak. Pick Up and Make Up Bit, Bent Mud Motor, and MWD with Gamma. 8510 8510 16
18:30 1.00 06 TIH wl BHA. 8510 8510 16
19:30 1.00 09 Slip and Cut Drilling Line. 8510 8510 16
20:30 2.00 20 TIH 2 Stands and Tes MWD (Survey). 8510 8510 16
22:30 1.00 22 Install Rotating Head. 8510 8510 16
23:30 0.50 06 TlH 4 Stands. 8510 8510 16

0:00 0.50 20 Survey. 8510 8510 16
0:30 0.50 03 Wash and ream 45'. 8510 8510 16
1:00 0.50 06 TlH 3 Stands and Single. 8510 8510 16
1:30 0.50 03 Wash Ream 45'. Survey. 8510 8510 16
2:00 2.00 06 TlH (Survey Every 4n Stands). Ream 15' to Bottom. 8510 8510 16
4 00 2.00 02 Driu f/ 8,510'- 8,531 (21' @ 10.5 Ft/Hr). 8510 8531 16

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8522 16 00 12 10 12 10 50 18 16 6/8/9 6 4 1 00 19 4% 20 5% 57 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

|
462 2 50 2 59 299457 24 74/26

Water Loss LCM ECD FL Temp Remarks
12 3 100

Daily Summary
Activity Date : 12/23/2007 Days From Spud : 58 Current Depth : 9000 Ft 24 Hr. Footage Made : 469 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 4 00 02 Dnll fl 8,531 -

8,586° (55' @ 13 3/4 Ft/Hr) 8531 8586 16

10:00 0.50 07 Service Rig. 8586 8586 16
10:30 8.00 02 Drillfl 8,586' - 8,79T (211' @26.4 Ft/Hr). 8586 8797 16
18:30 1.00 22 Work Stuck Pipe. Pump 40 Bbl Water and Free Pipe. 8797 8797 16
19:30 6.50 02 Drillfl 8,797' - 8,942' (145' @22.3 Ft/Hr). 8797 8942 16
2:00 0.50 20 Reboot Directionalol Gamma Decoding Computer. 8942 8942 16
2 30 3.00 02 Drill f/ 8,942' - 9,000' (58' @ 19 1/3 Ft/Hr). 8942 9000 16

TotaP 23 50
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8782 18 00 12.00 12 00 52 19 17 5/7/8 8 0 2 00 16.0% 24 0% 57 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
462 2 50 2 59 299457 24 70/30

Water Loss LCM ECD FL Temp Remarks
12.1 110
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I I

Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County.Siafe: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/22/2007 Days From Spud 57 Current bepth . 8531 Ft 24 Hr. Footage Made : 21 Ft
Rig Company . DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 8 50 06 POOH and 8510 8510 15

14:30 4.00 06 Lay Down Verti-Trak. Pick Up and Make Up Bit, Bent Mud Motor, and MWD with Gamma. 8510 8510 16
18:30 1.00 06 TIH wl BHA. 8510 8510 16
19:30 1.00 09 Slip and Cut Drilling Line. 8510 8510 16
20:30 2.00 20 TIH 2 Stands and Tes MWD (Survey). 8510 8510 16
22:30 1.00 22 Install Rotating Head. 8510 8510 16
23:30 0.50 06 TlH 4 Stands. 8510 8510 16

0:00 0.50 20 Survey. 8510 8510 16
0:30 0.50 03 Wash and ream 45'. 8510 8510 16
1:00 0.50 06 TlH 3 Stands and Single. 8510 8510 16
1:30 0.50 03 Wash Ream 45'. Survey. 8510 8510 16
2:00 2.00 06 TlH (Survey Every 4n Stands). Ream 15' to Bottom. 8510 8510 16
4 00 2.00 02 Driu f/ 8,510'- 8,531 (21' @ 10.5 Ft/Hr). 8510 8531 16

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8522 16 00 12 10 12 10 50 18 16 6/8/9 6 4 1 00 19 4% 20 5% 57 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

|
462 2 50 2 59 299457 24 74/26

Water Loss LCM ECD FL Temp Remarks
12 3 100

Daily Summary
Activity Date : 12/23/2007 Days From Spud : 58 Current Depth : 9000 Ft 24 Hr. Footage Made : 469 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 4 00 02 Dnll fl 8,531 -

8,586° (55' @ 13 3/4 Ft/Hr) 8531 8586 16

10:00 0.50 07 Service Rig. 8586 8586 16
10:30 8.00 02 Drillfl 8,586' - 8,79T (211' @26.4 Ft/Hr). 8586 8797 16
18:30 1.00 22 Work Stuck Pipe. Pump 40 Bbl Water and Free Pipe. 8797 8797 16
19:30 6.50 02 Drillfl 8,797' - 8,942' (145' @22.3 Ft/Hr). 8797 8942 16
2:00 0.50 20 Reboot Directionalol Gamma Decoding Computer. 8942 8942 16
2 30 3.00 02 Drill f/ 8,942' - 9,000' (58' @ 19 1/3 Ft/Hr). 8942 9000 16

TotaP 23 50
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8782 18 00 12.00 12 00 52 19 17 5/7/8 8 0 2 00 16.0% 24 0% 57 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
462 2 50 2 59 299457 24 70/30

Water Loss LCM ECD FL Temp Remarks
12.1 110
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III

Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date 12/24/2007 Days From Spud 59 Current Depth . 9500 Ft 24 Hr. Footage Ñfade : 500 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 7 50 02 Dnll fl 9,000 - 9,285' (285 @28 0 Ft/Hr) 9000 9285 16

13:30 1.50 03 Work Tight Hole/ Back Drill25'l Ream. 9285 9285 16
15:00 1.00 02 Drillf/ 9,285' - 9,316' (31'). 9285 9316 16
16:00 1.50 03 Work Tight Hole/ Back Drill 25'l Ream. 9316 9316 16
17:30 2.50 02 Drillfl 9,316' - 9,360' (44' @ 17.6 Ft/Hr). 9316 9360 16
20:00 0.50 03 Back Drill 25'l Ream. 9360 9360 16
20:30 4.50 02 Drillfl 9,360' - 9,474 (114' @25 1/3 Ft/Hr). 9360 9474 16

1:00 2.50 05 Circulate Out Gas (Through Choke). Raise MW fl 12.4 to 12.6 PPG. 9474 9474 16
3 30 2.50 02 Drillfl 9,474' - 9,500' (26' @ 10.4 Ft/ Hr). 9474 9500 16

Total: 24 00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9389 21 00 12 50 12 50 48 21 11 5/7/8 6 0 2 00 20 3% 21 0% 56 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

| |
531 1 40 1 81 297578 24 73/27

Water Loss LCM ECD FL Temp Remarks
12 7 118

Daily Summary
Activity Date . 12/25/2007 Days From Spud 60 Current Depth : 9874 Ft 24 Hr. Footage Made : 374 Ft
Rig Company . DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6.00 0 50 02 Dnll f/ 9,500' - 9,505' (5'). 9500 9505 16
6:30 0.50 22 Change Rotating Head Element. 9505 9505 16
7:00 1.00 22 Work Stuck Pipe. 9505 9505 16
8:00 1.50 03 Ream fl 9,430' - 9,505'. 9505 9505 16
9:30 1.50 02 Drillf/ 9,505' - 9,537' (32' @21 1/3 Ft/Hr). 9505 9537 16

11:00 0.50 03 Back Ream to 9,500'. 9537 9537 16
11:30 1.50 02 Drillfl 9,537 - 9,568' (31' @20 2/3 Ft/Hr). 9537 9568 16
13:00 0.50 03 Back Ream to 9,530'. 9568 9568 16
13:30 2.00 02 Drillf/ 9,568' - 9,629' (61' @30.5 Ft/Hr). 9568 9629 16
15:30 0.50 03 Back Ream to 9,595'. 9629 9629 16
16:00 9.00 02 Drill f/ 9,629' - 9,788' (159' @ 17 2/3 Ft/Hr). 9629 9788 16

1:00 0.50 07 Service Rig. 9788 9788 16
1:30 4.00 02 Drillfl 9,788' - 9,874' (86' @ 21.5 Ft/Hr). 9788 9874 16

5 30 0.50 08 Replace Center Swab On #1 Pump. 9874 9874 16

Total: 24 00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9700 21 00 13 00 13 00 52 22 14 5/8/9 2 0 2 00 19 9% 20 5% 57 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
510 0 80 1.04 293173 22 74/26

Water Loss LCM ECD FL Temp emarks
13 2 118
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: lelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date 12/24/2007 Days From Spud 59 Current Depth . 9500 Ft 24 Hr. Footage Ñfade : 500 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 7 50 02 Dnll fl 9,000 - 9,285' (285 @28 0 Ft/Hr) 9000 9285 16

13:30 1.50 03 Work Tight Hole/ Back Drill25'l Ream. 9285 9285 16
15:00 1.00 02 Drillf/ 9,285' - 9,316' (31'). 9285 9316 16
16:00 1.50 03 Work Tight Hole/ Back Drill 25'l Ream. 9316 9316 16
17:30 2.50 02 Drillfl 9,316' - 9,360' (44' @ 17.6 Ft/Hr). 9316 9360 16
20:00 0.50 03 Back Drill 25'l Ream. 9360 9360 16
20:30 4.50 02 Drillfl 9,360' - 9,474 (114' @25 1/3 Ft/Hr). 9360 9474 16

1:00 2.50 05 Circulate Out Gas (Through Choke). Raise MW fl 12.4 to 12.6 PPG. 9474 9474 16
3 30 2.50 02 Drillfl 9,474' - 9,500' (26' @ 10.4 Ft/ Hr). 9474 9500 16

Total: 24 00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9389 21 00 12 50 12 50 48 21 11 5/7/8 6 0 2 00 20 3% 21 0% 56 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

| |
531 1 40 1 81 297578 24 73/27

Water Loss LCM ECD FL Temp Remarks
12 7 118

Daily Summary
Activity Date . 12/25/2007 Days From Spud 60 Current Depth : 9874 Ft 24 Hr. Footage Made : 374 Ft
Rig Company . DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6.00 0 50 02 Dnll f/ 9,500' - 9,505' (5'). 9500 9505 16
6:30 0.50 22 Change Rotating Head Element. 9505 9505 16
7:00 1.00 22 Work Stuck Pipe. 9505 9505 16
8:00 1.50 03 Ream fl 9,430' - 9,505'. 9505 9505 16
9:30 1.50 02 Drillf/ 9,505' - 9,537' (32' @21 1/3 Ft/Hr). 9505 9537 16

11:00 0.50 03 Back Ream to 9,500'. 9537 9537 16
11:30 1.50 02 Drillfl 9,537 - 9,568' (31' @20 2/3 Ft/Hr). 9537 9568 16
13:00 0.50 03 Back Ream to 9,530'. 9568 9568 16
13:30 2.00 02 Drillf/ 9,568' - 9,629' (61' @30.5 Ft/Hr). 9568 9629 16
15:30 0.50 03 Back Ream to 9,595'. 9629 9629 16
16:00 9.00 02 Drill f/ 9,629' - 9,788' (159' @ 17 2/3 Ft/Hr). 9629 9788 16

1:00 0.50 07 Service Rig. 9788 9788 16
1:30 4.00 02 Drillfl 9,788' - 9,874' (86' @ 21.5 Ft/Hr). 9788 9874 16

5 30 0.50 08 Replace Center Swab On #1 Pump. 9874 9874 16

Total: 24 00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9700 21 00 13 00 13 00 52 22 14 5/8/9 2 0 2 00 19 9% 20 5% 57 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
510 0 80 1.04 293173 22 74/26

Water Loss LCM ECD FL Temp emarks
13 2 118
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State. Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/26/2007 Days From Spud 61 Current Depth : 10012 Ft 24 Hr. Footage Made : 138 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 8 50 02 Dnll f/ 9,874' - 10.012' (138' @ 16 2 Ft/Hr) 9874 10012 16

14:30 2.50 05 C&C. Mixand Pump Weighted Pill. 10012 10012 16
17:00 8.50 06 POOH. 10012 10012 16

1:30 1.50 06 Make Up Bit (Rerun # 14). TlH w/ BHA plus 2 Stands of DrillPipe. 10012 10012 17
3:00 1.50 08 Work On Breaks (Tighten Tie Downs and Adjust Breaks). Clean Floor (Mud Dog was Run 10012 10012 17

Upside Down).
4 30 1.50 06 TlH. 10012 10012 17

Total: 24 00
Mud Propertles

.

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9928 10 00 13 30 13 30 47 24 14 7/8/10 9 6 3 00 23 7% 18 0% 56 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
460 1 20 1 55 307103 23 76/24

Water Loss LCM ECD FL Temp Remarks
13 4 112

Daily Summary
Activity Date : 12/27/2007 Days From Spud : 62 Current Depth : 10035 Ft 24 Hr. Footage Made : 23 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 06 TlHI Install Rotatmg Head Element 10012 10012 17

7:00 0.50 20 Test MWD. 10012 10012 17
7:30 1.50 06 TlH. 10012 10012 17
9:00 4.00 03 Ream fl 7,004' - 7,103'. 10012 10012 17

13:00 1.50 06 TIH. 10012 10012 17
14:30 1.00 03 Ream f/ 8,802' - 8,911'. 10012 10012 17
15:30 1.00 06 TlH. 10012 10012 17
16:30 1.50 03 Work Tight Hole/ Back Ream @9,570'. 10012 10012 17

18:00 1.00 05 Shut In Well and Circulate Out Trip Gas. Replace Gasket On Flowline Sensor. 10012 10012 17

19:00 3.00 22 Work Tight Hole/ Replace Gasket On Dresser Sleeve. - 10012 10012 17
22:00 7.00 03 Ream fl 9,568' - 10,012' (Bottom). 10012 10012 17

5.00 1.00 02 Drillfl 10,012' - 10,035' (23'). 10012 10035 17
Total: 24.00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10012 18.30 13.40 13.40 50 23 16 5/9/10 13 6 13 60 23 0% 19 5% 55 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
519 1.00 1 30 303636 24 74/26

Water Loss LCM ECD L Tem Remarks
13 6 Raised MW to 14.0 PPG
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State. Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/26/2007 Days From Spud 61 Current Depth : 10012 Ft 24 Hr. Footage Made : 138 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 8 50 02 Dnll f/ 9,874' - 10.012' (138' @ 16 2 Ft/Hr) 9874 10012 16

14:30 2.50 05 C&C. Mixand Pump Weighted Pill. 10012 10012 16
17:00 8.50 06 POOH. 10012 10012 16

1:30 1.50 06 Make Up Bit (Rerun # 14). TlH w/ BHA plus 2 Stands of DrillPipe. 10012 10012 17
3:00 1.50 08 Work On Breaks (Tighten Tie Downs and Adjust Breaks). Clean Floor (Mud Dog was Run 10012 10012 17

Upside Down).
4 30 1.50 06 TlH. 10012 10012 17

Total: 24 00
Mud Propertles

.

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9928 10 00 13 30 13 30 47 24 14 7/8/10 9 6 3 00 23 7% 18 0% 56 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
460 1 20 1 55 307103 23 76/24

Water Loss LCM ECD FL Temp Remarks
13 4 112

Daily Summary
Activity Date : 12/27/2007 Days From Spud : 62 Current Depth : 10035 Ft 24 Hr. Footage Made : 23 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 06 TlHI Install Rotatmg Head Element 10012 10012 17

7:00 0.50 20 Test MWD. 10012 10012 17
7:30 1.50 06 TlH. 10012 10012 17
9:00 4.00 03 Ream fl 7,004' - 7,103'. 10012 10012 17

13:00 1.50 06 TIH. 10012 10012 17
14:30 1.00 03 Ream f/ 8,802' - 8,911'. 10012 10012 17
15:30 1.00 06 TlH. 10012 10012 17
16:30 1.50 03 Work Tight Hole/ Back Ream @9,570'. 10012 10012 17

18:00 1.00 05 Shut In Well and Circulate Out Trip Gas. Replace Gasket On Flowline Sensor. 10012 10012 17

19:00 3.00 22 Work Tight Hole/ Replace Gasket On Dresser Sleeve. - 10012 10012 17
22:00 7.00 03 Ream fl 9,568' - 10,012' (Bottom). 10012 10012 17

5.00 1.00 02 Drillfl 10,012' - 10,035' (23'). 10012 10035 17
Total: 24.00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10012 18.30 13.40 13.40 50 23 16 5/9/10 13 6 13 60 23 0% 19 5% 55 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
519 1.00 1 30 303636 24 74/26

Water Loss LCM ECD L Tem Remarks
13 6 Raised MW to 14.0 PPG
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We11Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 12/28/2007 Days From Spud : 63 Current Depth : 10198 Ft 24 Hr. Footage Made : 236 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Stad Depth End Depth Run

6.00 11.00 02 Dnil f/ 10,035' - 10,108' (73' @6 6 Ft/Hr) 10035 10108 17

17:00 0.50 07 Service Rig. Held BOPE Training Meeting and Drill (Rehearsal). Function Test Annular and 10035 10035 17
Pipe Rams (Simulated Annular Failure).

17.30 12.50 02 Drillf/ 10,108' - 10,198' (90' @7.2 Ft/Hr). 10035 10198 17

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10137 22 00 14 00 14.00 49 27 13 7/9/10 3 6 2 00 26 8% 17.0% 54.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
530 1 40 1 81 308392 22 76/24

Water Loss LCM ECD FL Temp Remarks
14 2

Daily Summary
Activity Date : 12/29/2007 Days From Spud : 64 Current Depth : 10210 Ft 24 Hr. Footage Made : 12 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Stad Depth End Depth Run
6 00 3 50 02 Dnll f/ 10,198' - 10,209' (11' @3.1 Ft/Hr) 10198 10209 17
9:30 0.50 05 C&C. 10209 10209 17

10:00 0.50 02 Drillfl 10,209' - 10,210' (1') 10209 10210 17
10:30 2.00 05 C&CI Mixand Pump Weighted Pill. 10210 10210 17
12:30 10.50 06 POOH and Lay Down Directional Tools. Work Through Tight Spots @9,400' -9,350' and 10210 10210 17

8,300' - 8,065'.
23 00 7.00 06 TlH to Shoe and Install Rotating Head. 10210 10210 18
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10210 17 00 14 00 14 00 50 30 19 8/10/12 2 5 2 00 26 7% 18 0% 53 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

F
532 1 50 1 94 303177 22 75/25

Water Loss LCM ECD L Temp Remarks
14 2 110
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We11Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 12/28/2007 Days From Spud : 63 Current Depth : 10198 Ft 24 Hr. Footage Made : 236 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Stad Depth End Depth Run

6.00 11.00 02 Dnil f/ 10,035' - 10,108' (73' @6 6 Ft/Hr) 10035 10108 17

17:00 0.50 07 Service Rig. Held BOPE Training Meeting and Drill (Rehearsal). Function Test Annular and 10035 10035 17
Pipe Rams (Simulated Annular Failure).

17.30 12.50 02 Drillf/ 10,108' - 10,198' (90' @7.2 Ft/Hr). 10035 10198 17

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10137 22 00 14 00 14.00 49 27 13 7/9/10 3 6 2 00 26 8% 17.0% 54.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
530 1 40 1 81 308392 22 76/24

Water Loss LCM ECD FL Temp Remarks
14 2

Daily Summary
Activity Date : 12/29/2007 Days From Spud : 64 Current Depth : 10210 Ft 24 Hr. Footage Made : 12 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Stad Depth End Depth Run

6 00 3 50 02 Dnll f/ 10,198' - 10,209' (11' @3.1 Ft/Hr) 10198 10209 17
9:30 0.50 05 C&C. 10209 10209 17

10:00 0.50 02 Drillfl 10,209' - 10,210' (1') 10209 10210 17
10:30 2.00 05 C&CI Mixand Pump Weighted Pill. 10210 10210 17
12:30 10.50 06 POOH and Lay Down Directional Tools. Work Through Tight Spots @9,400' -9,350' and 10210 10210 17

8,300' - 8,065'.
23 00 7.00 06 TlH to Shoe and Install Rotating Head. 10210 10210 18
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10210 17 00 14 00 14 00 50 30 19 8/10/12 2 5 2 00 26 7% 18 0% 53 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

F
532 1 50 1 94 303177 22 75/25

Water Loss LCM ECD L Temp Remarks
14 2 110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/30/2007 Days From Spud . 65 Current Depth : 10274 Ft 24 Hr. Footage Made : 64 Ft
Rig Company DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 03 Ream fl 6,280' - 6,400' 10210 10210 18
7:00 0.50 06 TIH. 10210 10210 18

7:30 0.50 03 Ream fl 6,780' 6,850'. 10210 10210 18
8:00 1.50 06 TlH. 10210 10210 18
9:30 1.00 03 Ream fl 9,906' - 9,959'. 10210 10210 18

10:30 1.00 05 Shut In Well and Circulte Out Trip Gas Through Choke (25-30' Flare). 10210 10210 18

11:30 1.50 03 Ream f/ 9,959' - 10,210 (Bottom) 10210 10210 18

13:00 4.50 02 Drillfl 10,210' - 10,228' (18' @4 0 Ft/Hr). 10210 10228 18
17:30 0.50 07 Service Rig. 10228 10228 18
18 00 12.00 02 Drillingfl 10,228' - 10,274' (46' @3.8 Ft/Hr). 10228 10274 18
Total: 24.00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10230 18 00 14 00 14.00 49 26 18 8/11/12 2 0 2.00 26 8% 17 0% 54 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

IF P
532 1 50 1 94 303177 22 76/24

Water Loss LCM ECD L Tem Remarks
14 2 110

Daily Summary
Activity Date : 12/31/2007 Days From Spud 66 Current Depth : 10316 Ft 24 Hr. Footage Made : 42 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6.00 0.50 02 Dnll f/ 10,274 - 10,276' (2') 10274 10276 18
6:30 1.00 08 Rig Repair - Change Swab #1 Pump. 10276 10276 18
7:30 4.50 02 Drillf/ 10,276' - 10,291' (15' @3 1/3 Ft/Hr). 10276 10291 18

12:00 0.50 07 Service Rig. 10291 10291 18
12:30 4.50 02 Drillfl 10,291' - 10,316' (TD) (25' @5.5 Ft/Hr). 10291 10291 18
17:00 2.50 05 C&C. Pump Weighted Pill. 10291 10291 18
19:30 4.00 06 POOH to Shoe. Tight 8,970' - 8,905' and 8,400' - 8,271'. 10291 10291 18
23:30 1.00 06 TlH. 10291 10291 18

0:30 1.00 03 Wash and Ream f/ 7,094' - 7,194'. 10291 10291 18

1:30 0.50 06 TlH. 10291 10291 18
2:00 1.00 03 Wash and Ream fl 7,225' - 7,298'. 10291 10316 18
3:00 1.50 06 TlH. 10316 10316 18
4:30 0.50 03 Wash and Ream fl 10,234' - 10,316' (Bottom). 10316 10316 18
5:00 1.00 05 Circulate and Condition. Shut Annular to Circulate Out Trip Gas. Raising MW to 14.3 PPG fl 10316 10316 18

Logs.
Total: 24 00

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Šolid Water Oil Sand
10274 18 00 14.00 14 00 49 26 18 8/11/12 2 0 2 00 26.8% 17 0% 54.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
532 1.50 1.94 303177 22 76/24

Water Loss LCM ECD FL Temp Remarks
14 2 110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 12/30/2007 Days From Spud . 65 Current Depth : 10274 Ft 24 Hr. Footage Made : 64 Ft
Rig Company DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 03 Ream fl 6,280' - 6,400' 10210 10210 18
7:00 0.50 06 TIH. 10210 10210 18

7:30 0.50 03 Ream fl 6,780' 6,850'. 10210 10210 18
8:00 1.50 06 TlH. 10210 10210 18
9:30 1.00 03 Ream fl 9,906' - 9,959'. 10210 10210 18

10:30 1.00 05 Shut In Well and Circulte Out Trip Gas Through Choke (25-30' Flare). 10210 10210 18

11:30 1.50 03 Ream f/ 9,959' - 10,210 (Bottom) 10210 10210 18

13:00 4.50 02 Drillfl 10,210' - 10,228' (18' @4 0 Ft/Hr). 10210 10228 18
17:30 0.50 07 Service Rig. 10228 10228 18
18 00 12.00 02 Drillingfl 10,228' - 10,274' (46' @3.8 Ft/Hr). 10228 10274 18
Total: 24.00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10230 18 00 14 00 14.00 49 26 18 8/11/12 2 0 2.00 26 8% 17 0% 54 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

IF P
532 1 50 1 94 303177 22 76/24

Water Loss LCM ECD L Tem Remarks
14 2 110

Daily Summary
Activity Date : 12/31/2007 Days From Spud 66 Current Depth : 10316 Ft 24 Hr. Footage Made : 42 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6.00 0.50 02 Dnll f/ 10,274 - 10,276' (2') 10274 10276 18

6:30 1.00 08 Rig Repair - Change Swab #1 Pump. 10276 10276 18

7:30 4.50 02 Drillf/ 10,276' - 10,291' (15' @3 1/3 Ft/Hr). 10276 10291 18
12:00 0.50 07 Service Rig. 10291 10291 18
12:30 4.50 02 Drillfl 10,291' - 10,316' (TD) (25' @5.5 Ft/Hr). 10291 10291 18
17:00 2.50 05 C&C. Pump Weighted Pill. 10291 10291 18
19:30 4.00 06 POOH to Shoe. Tight 8,970' - 8,905' and 8,400' - 8,271'. 10291 10291 18
23:30 1.00 06 TlH. 10291 10291 18

0:30 1.00 03 Wash and Ream f/ 7,094' - 7,194'. 10291 10291 18

1:30 0.50 06 TlH. 10291 10291 18
2:00 1.00 03 Wash and Ream fl 7,225' - 7,298'. 10291 10316 18
3:00 1.50 06 TlH. 10316 10316 18
4:30 0.50 03 Wash and Ream fl 10,234' - 10,316' (Bottom). 10316 10316 18
5:00 1.00 05 Circulate and Condition. Shut Annular to Circulate Out Trip Gas. Raising MW to 14.3 PPG fl 10316 10316 18

Logs.
Total: 24 00

Mud Properdes
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Šolid Water Oil Sand
10274 18 00 14.00 14 00 49 26 18 8/11/12 2 0 2 00 26.8% 17 0% 54.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
532 1.50 1.94 303177 22 76/24

Water Loss LCM ECD FL Temp Remarks
14 2 110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State Grand, UT

Operator: )elta Petroleum Corporatio Location Desc: District Northern

Daily Summary
Activity Date : 1/1/2008 Days From Spud 67 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 05 C&C Circulate Out Gas (10-15' Flare) 10316 10316 18

7:00 1.00 03 Ream and Wash fl 10,260' - 10,316'. 10316 10316 18

8:00 3.50 05 Circulate and Condition. Condition Mud To 14.4 PPG. Mixand Pump Weighted Pill. 10316 10316 18
11:30 3.50 06 POOH to Shoe. Tight Spots 8,088' - 7,990' and 7,170' - 6,990' (Key Seat through Dog-Leg?). 10316 10316 18
15:00 0.50 06 Retrieve Mud Dog wl Overshot (wireline). 10316 10316 18
15:30 1.00 06 TIH. 10316 10316 18
16:30 2.50 03 Ream f/ 6,980' - 7,175'. 10316 10316 18
19:00 0.50 06 TlH. 10316 10316 18
19:30 1.00 03 Ream f/ 7,300' - 7,350'. 10316 10316 18
20:30 1.00 06 TlH. 10316 10316 18
21:30 0.50 03 Ream fl 9,900' - 9,930'. 10316 10316 18
22:00 0.50 06 TIH. 10316 10316 18
22:30 0.50 03 Ream fl 10,220' - 10,316'. 10316 10316 18
23:00 5.00 05 C&C. Raise MW to 14.8 PPG. Mix and Pump Weighted Pill. 10316 10316 18

4 00 2.00 06 POOH fl Logs. Work Out Tight Spot fl 8.090' - 7.880. 10316 10316 18

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 14 40 14 20 50 27 16 8/10/13 2.0 2 00 28.0% 16.0% 53 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

| |
587 1.30 1.68 305346 20 77/23

Water Loss LCM ECD FL Temp Remarks
14.5 110

Daily Summary
Activity Date : 1/2/2008 Days From Spud : 68 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Stad Hrs Code Remarks Start Depth End Depth Run
6:00 3 00 06 POOH to 6,950' 10316 10316 18

9:00 4.00 03 Ream/ Clean Out Hole / 6,945' - 7,045'. 10316 10316 18
13:00 8.00 06 POOH and Lay Down Mud Motor. 10316 10316 18
21 00 6 00 11 Rig Up Loggers. RIH w/ E-Logs and Attempt to Work Past Ledgel Bridge @ 7,030' w/o 10316 10316 18

buccess. POOH w/ Logging Tool and Rig Down Loggers.
3.00 3 00 06 Strap and Make Up New BHA (Clean Out Assembly) 10316 10316 19

Total: 24 00
Mud Proportles

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
583 1.30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State Grand, UT

Operator: )elta Petroleum Corporatio Location Desc: District Northern

Daily Summary
Activity Date : 1/1/2008 Days From Spud 67 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 00 05 C&C Circulate Out Gas (10-15' Flare) 10316 10316 18

7:00 1.00 03 Ream and Wash fl 10,260' - 10,316'. 10316 10316 18

8:00 3.50 05 Circulate and Condition. Condition Mud To 14.4 PPG. Mixand Pump Weighted Pill. 10316 10316 18
11:30 3.50 06 POOH to Shoe. Tight Spots 8,088' - 7,990' and 7,170' - 6,990' (Key Seat through Dog-Leg?). 10316 10316 18
15:00 0.50 06 Retrieve Mud Dog wl Overshot (wireline). 10316 10316 18
15:30 1.00 06 TIH. 10316 10316 18
16:30 2.50 03 Ream f/ 6,980' - 7,175'. 10316 10316 18
19:00 0.50 06 TlH. 10316 10316 18
19:30 1.00 03 Ream f/ 7,300' - 7,350'. 10316 10316 18
20:30 1.00 06 TlH. 10316 10316 18
21:30 0.50 03 Ream fl 9,900' - 9,930'. 10316 10316 18
22:00 0.50 06 TIH. 10316 10316 18
22:30 0.50 03 Ream fl 10,220' - 10,316'. 10316 10316 18
23:00 5.00 05 C&C. Raise MW to 14.8 PPG. Mix and Pump Weighted Pill. 10316 10316 18

4 00 2.00 06 POOH fl Logs. Work Out Tight Spot fl 8.090' - 7.880. 10316 10316 18

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 14 40 14 20 50 27 16 8/10/13 2.0 2 00 28.0% 16.0% 53 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

| |
587 1.30 1.68 305346 20 77/23

Water Loss LCM ECD FL Temp Remarks
14.5 110

Daily Summary
Activity Date : 1/2/2008 Days From Spud : 68 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Stad Hrs Code Remarks Start Depth End Depth Run

6:00 3 00 06 POOH to 6,950' 10316 10316 18

9:00 4.00 03 Ream/ Clean Out Hole / 6,945' - 7,045'. 10316 10316 18
13:00 8.00 06 POOH and Lay Down Mud Motor. 10316 10316 18
21 00 6 00 11 Rig Up Loggers. RIH w/ E-Logs and Attempt to Work Past Ledgel Bridge @ 7,030' w/o 10316 10316 18

buccess. POOH w/ Logging Tool and Rig Down Loggers.
3.00 3 00 06 Strap and Make Up New BHA (Clean Out Assembly) 10316 10316 19

Total: 24 00
Mud Proportles

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
583 1.30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: )elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 1/3/2008 Days From Spud : 69 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 2 00 06 TIH w/ BHA 10316 10316 19

8:00 0.50 07 Change DrillPipe Slip Dies. 10316 10316 19

8:30 1.50 09 Slip and Cut 140' of Drilling Line. 10316 10316 19
10:00 2.50 06 TlH. 10316 10316 19
12:30 0.50 06 Change Rotating Head Element. 10316 10316 19

13:00 2.00 06 TIH to 7,020'. Lay Down 8 Single (4 Stands). 10316 10316 19

15:00 3.00 03 Ream f/ 7,020' - 7,211. 10316 10316 19
18:00 1.50 05 Circulate and Condition. 10316 10316 19
19:30 2.00 03 Ream fl 7,211' - 10316 10316 19
21:30 1.00 06 TIH. 10316 10316 19
22:30 2.00 03 Ream fl 10316 10316 19

0:30 1.00 05 Circulate Out Trip Gas (Through Choke). 10316 10316 19
1:30 0.50 03 Ream f/ 10316 10316 19
2:00 0.50 06 TlH 10316 10316 19
2:30 1.50 03 Ream fl 10316 10316 19
4:00 0.50 06 TIH. 10316 10316 19

4 30 1.50 06 Ream f/ - 10,316' (Bottom). 10316 10316 19
Total. 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 15 00 15 00 57 35 19 9/13/15 2 6 2 00 30 9% 16 0% 51 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
580 1 30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110

Daily Summary
Activity Date : 1/4/2008 Days From Spud : 70 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 6 50 05 C&C. Raise MW to 15.2 PPG Mixand Pump Weighted Pill. 10316 10316 19
12:30 8.50 06 POOH (Slow). Chain Out. 10316 10316 19

21:00 0.50 06 Lay Down Reamers and Stabilizer. 10316 10316 19

21:30 8.50 11 Rig Up Loggers and Lubricator. RIH wl Wireline logs. Hit Bridge @+/- 6730'. POOH and La 10316 10316 19
I.Jown Hole Finder and Install Bull Nose. RlH w/ Logs. Work Past Ledges @6,750', 6,765',
6,820', and 6,950'. Unable to Work Past Obstacle @ 7,150'. Log Out to Casing Shoe and

Total: 24.00
POOH to Drop Bow Spring. RIH and to Attempt to Work Past Ledges.

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 23.00 15 20 15.20 57 35 19 9/13/15 2.6 2 00 30 9% 16 0% 51 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
580 1 30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: )elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 1/3/2008 Days From Spud : 69 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 2 00 06 TIH w/ BHA 10316 10316 19

8:00 0.50 07 Change DrillPipe Slip Dies. 10316 10316 19

8:30 1.50 09 Slip and Cut 140' of Drilling Line. 10316 10316 19
10:00 2.50 06 TlH. 10316 10316 19
12:30 0.50 06 Change Rotating Head Element. 10316 10316 19

13:00 2.00 06 TIH to 7,020'. Lay Down 8 Single (4 Stands). 10316 10316 19

15:00 3.00 03 Ream f/ 7,020' - 7,211. 10316 10316 19
18:00 1.50 05 Circulate and Condition. 10316 10316 19
19:30 2.00 03 Ream fl 7,211' - 10316 10316 19
21:30 1.00 06 TIH. 10316 10316 19
22:30 2.00 03 Ream fl 10316 10316 19

0:30 1.00 05 Circulate Out Trip Gas (Through Choke). 10316 10316 19
1:30 0.50 03 Ream f/ 10316 10316 19
2:00 0.50 06 TlH 10316 10316 19
2:30 1.50 03 Ream fl 10316 10316 19
4:00 0.50 06 TIH. 10316 10316 19

4 30 1.50 06 Ream f/ - 10,316' (Bottom). 10316 10316 19
Total. 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 15 00 15 00 57 35 19 9/13/15 2 6 2 00 30 9% 16 0% 51 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
580 1 30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110

Daily Summary
Activity Date : 1/4/2008 Days From Spud : 70 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 6 50 05 C&C. Raise MW to 15.2 PPG Mixand Pump Weighted Pill. 10316 10316 19
12:30 8.50 06 POOH (Slow). Chain Out. 10316 10316 19

21:00 0.50 06 Lay Down Reamers and Stabilizer. 10316 10316 19

21:30 8.50 11 Rig Up Loggers and Lubricator. RIH wl Wireline logs. Hit Bridge @+/- 6730'. POOH and La 10316 10316 19
I.Jown Hole Finder and Install Bull Nose. RlH w/ Logs. Work Past Ledges @6,750', 6,765',
6,820', and 6,950'. Unable to Work Past Obstacle @ 7,150'. Log Out to Casing Shoe and

Total: 24.00
POOH to Drop Bow Spring. RIH and to Attempt to Work Past Ledges.

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 23.00 15 20 15.20 57 35 19 9/13/15 2.6 2 00 30 9% 16 0% 51 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
580 1 30 1 68 305346 20 76/24

Water Loss LCM ECD FL Temp Remarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatto Location Desc: District: Northern

Daily Summary
Activity Date : 1/5/2008 Days From Spud : 71 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6 00 2 00 11 Attempt to Log Well Unable to Pass 7,150' POOH w/ Logging Tools and Rig Down Loggers 10316 10316 19

8:00 5.00 06 TIH. Lay Down 10 Singles. 10316 10316 19
13:00 0.50 03 Ream f/ 6,392' - 6,407'. 10316 10316 19
13:30 0.50 06 TIH. 10316 10316 19
14:00 2.00 03 Ream fl 7,173' - 7,596' (No Obstructions) 10316 10316 19
16:00 2.00 05 C&C. 10316 10316 19

18:00 2.50 06 Pump Out 22 Joints (Precationary) to 6,867'. 10316 10316 19
20:30 1.00 05 Mix and Pump Weighted Pill. 10316 10316 19
21:30 6.00 06 POOH fl Logs. Lay Down Stabilizer, Reamers and Short DrillCollar. 10316 10316 19

3 30 2.50 11 Rig Up Loggers and RIH w/ Logging Tools. 10316 10316 19

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 23 30 15 40 15.40 59 35 20 10/12/14 2.6 2 00 32 0% 16 0% 50.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
570 1 10 1.40 301008 19 76/24

Water Loss LCM ECD FL Temp Remarks

Daily Summary
Activity Date : 1/6/2008 Days From Spud : 72 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather: 3" Snow Last Night Mixed w/ Rain

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6 00 3 50 11 Attempt to Log w/ Halliburton Unable to Pass 7,020'. 10316 10316 NIH

9:30 3.00 06 TIH and Lay Down Reamers. Install Rotating Head and Fill Pipe. 10316 10316 20

12:30 0.50 06 TIH to 6,950'. 10316 10316 20
13:00 0.50 03 Ream f/ 6,950' - 7,050'. 10316 10316 20

13:30 1.00 06 TIH. 10316 10316 20
14:30 3.50 03 Pick Up 23 Joints and Wash to Bottom (Precationary). 10316 10316 20
18:00 2.50 05 Circulateand Condition. Rig Up Lay Down Machine and Crews. Hold Safety Meeting. Mix 10316 10316 20

and Pump Weighted Pill.
20 30 9.50 06 LDDP. 10316 10316 20
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18:00 15 60 15 60 62 36 20 10/13/16 2 6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

|
572 1 20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp emarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatto Location Desc: District: Northern

Daily Summary
Activity Date : 1/5/2008 Days From Spud : 71 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 2 00 11 Attempt to Log Well Unable to Pass 7,150' POOH w/ Logging Tools and Rig Down Loggers 10316 10316 19

8:00 5.00 06 TIH. Lay Down 10 Singles. 10316 10316 19
13:00 0.50 03 Ream f/ 6,392' - 6,407'. 10316 10316 19
13:30 0.50 06 TIH. 10316 10316 19
14:00 2.00 03 Ream fl 7,173' - 7,596' (No Obstructions) 10316 10316 19
16:00 2.00 05 C&C. 10316 10316 19

18:00 2.50 06 Pump Out 22 Joints (Precationary) to 6,867'. 10316 10316 19
20:30 1.00 05 Mix and Pump Weighted Pill. 10316 10316 19
21:30 6.00 06 POOH fl Logs. Lay Down Stabilizer, Reamers and Short DrillCollar. 10316 10316 19

3 30 2.50 11 Rig Up Loggers and RIH w/ Logging Tools. 10316 10316 19

Total: 24 00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 23 30 15 40 15.40 59 35 20 10/12/14 2.6 2 00 32 0% 16 0% 50.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
570 1 10 1.40 301008 19 76/24

Water Loss LCM ECD FL Temp Remarks

Daily Summary
Activity Date : 1/6/2008 Days From Spud : 72 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather: 3" Snow Last Night Mixed w/ Rain

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6 00 3 50 11 Attempt to Log w/ Halliburton Unable to Pass 7,020'. 10316 10316 NIH

9:30 3.00 06 TIH and Lay Down Reamers. Install Rotating Head and Fill Pipe. 10316 10316 20

12:30 0.50 06 TIH to 6,950'. 10316 10316 20
13:00 0.50 03 Ream f/ 6,950' - 7,050'. 10316 10316 20

13:30 1.00 06 TIH. 10316 10316 20
14:30 3.50 03 Pick Up 23 Joints and Wash to Bottom (Precationary). 10316 10316 20
18:00 2.50 05 Circulateand Condition. Rig Up Lay Down Machine and Crews. Hold Safety Meeting. Mix 10316 10316 20

and Pump Weighted Pill.
20 30 9.50 06 LDDP. 10316 10316 20
Total: 24 00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18:00 15 60 15 60 62 36 20 10/13/16 2 6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

|
572 1 20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp emarks
110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date . 1/7/2008 Days From Spud 73 Current Depth . 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 50 06 Lay Down BHA 10316 10316 20
7:30 0.50 22 Attempt to Pull Wear Bushing. Annular Rubber Swelled/ Damaged... Unable to Pass Running 10316 10316 20

Iool Through Annular.
8:00 22.00 12 Hold Safety Meeting w/ Casers and Rig Up Casing Crew. Run 266 Joints of 7 5/8 (39 0# and 10316 10316 20

29.7#) Land g 10,316'.
Total: 24 00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 15 60 15 60 62 36 20 10/13/16 2.6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
572 1.20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp Remarks
110 |

Daily Summary
Activity Date . 1/8/2008 Days From Spud . 74 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 50 12 C&C Rig Down Casers and Lay Down Machine. 10316 10316 20

7 30 22.50 22 Wait On Cementers (Halliburton). 10316 10316 20
Total: 24 00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 20.00 15 60 15 60 60 35 20 10/13/15 2 6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

| PI 568 1 20 1 55 305346 19 76/24
Water Loss LCM ECD FL Tem Remarks

110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date . 1/7/2008 Days From Spud 73 Current Depth . 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 50 06 Lay Down BHA 10316 10316 20
7:30 0.50 22 Attempt to Pull Wear Bushing. Annular Rubber Swelled/ Damaged... Unable to Pass Running 10316 10316 20

Iool Through Annular.
8:00 22.00 12 Hold Safety Meeting w/ Casers and Rig Up Casing Crew. Run 266 Joints of 7 5/8 (39 0# and 10316 10316 20

29.7#) Land g 10,316'.
Total: 24 00

Mud Proporties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 18 00 15 60 15 60 62 36 20 10/13/16 2.6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
572 1.20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp Remarks
110 |

Daily Summary
Activity Date . 1/8/2008 Days From Spud . 74 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 1 50 12 C&C Rig Down Casers and Lay Down Machine. 10316 10316 20

7 30 22.50 22 Wait On Cementers (Halliburton). 10316 10316 20
Total: 24 00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10316 20.00 15 60 15 60 60 35 20 10/13/15 2 6 2 00 32 0% 16 0% 50 0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

| PI 568 1 20 1 55 305346 19 76/24
Water Loss LCM ECD FL Tem Remarks

110
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: )elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 1/9/2008 Days From Spud : 75 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6.00 9 00 05 C&C Wait On Halibuiton 10316 10316 20
15:00 3.00 12 Rig Up Haliburton and MixTuned Spacer. 10316 10316 20
18:00 6.50 12 Cement Production Casing w/ Halliburton. Test Lines to 6,000 PSI. Pump 50 Bbl (15.5 PPG) 10316 10316 20

Iuned Spacer. Pump Lean of 965 SX (1.05 Yield/180.5 Bbl) of ELASTICEM. Tail W/ 850 SX
(1.39 Yield/ 210 Bbl) of ELASTICEM Cement. Displace w/ 458 BBis of Diesel. Bump Plug w/
500 PSI Over. Floats Leaking. Shut In Head/ Hold Pressure. Full Returns. +/- 25 Bbl Of
Spacer Back to Surface.

0:30 1.00 12 Rig Down Halliburton. 10316 10316 20
1 30 4.50 14 Nipple Down BOPE and Set Slips. 10316 10316 20

Total: 24 00
Mud Proporties

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
568 1.20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp Remarks
110

Daily Summary
Activity Date : 1/10/2008 Days From Spud : 76 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather.

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6 00 3 50 14 Cut Out Wear Bushing and Set Slips (260 KLBS) 10316 10316 20
9:30 3.00 01 Rig Down Floor. Haul DrillPipe to Storage Yard. 10316 10316 20

12:30 1.50 14 Cut-Off Casing. 10316 10316 20
14:00 4.00 01 Set Out Kelly and Finish Rigging Down Floor. Clean Suction Tank. 10316 10316 20
18:00 7.00 01 Lay Out BOP. 10316 10316 20

1.00 5.00 01 Rig Down Pumps. 10316 10316 20
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratto Mud Loss

Water Loss LCM ECD FL Temp Remarks
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Well Name:Greentown State 36-24H
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: )elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 1/9/2008 Days From Spud : 75 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6.00 9 00 05 C&C Wait On Halibuiton 10316 10316 20
15:00 3.00 12 Rig Up Haliburton and MixTuned Spacer. 10316 10316 20
18:00 6.50 12 Cement Production Casing w/ Halliburton. Test Lines to 6,000 PSI. Pump 50 Bbl (15.5 PPG) 10316 10316 20

Iuned Spacer. Pump Lean of 965 SX (1.05 Yield/180.5 Bbl) of ELASTICEM. Tail W/ 850 SX
(1.39 Yield/ 210 Bbl) of ELASTICEM Cement. Displace w/ 458 BBis of Diesel. Bump Plug w/
500 PSI Over. Floats Leaking. Shut In Head/ Hold Pressure. Full Returns. +/- 25 Bbl Of
Spacer Back to Surface.

0:30 1.00 12 Rig Down Halliburton. 10316 10316 20
1 30 4.50 14 Nipple Down BOPE and Set Slips. 10316 10316 20

Total: 24 00
Mud Proporties

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
568 1.20 1 55 305346 19 76/24

Water Loss LCM ECD FL Temp Remarks
110

Daily Summary
Activity Date : 1/10/2008 Days From Spud : 76 Current Depth : 10316 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Paradox Salt Weather.

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6 00 3 50 14 Cut Out Wear Bushing and Set Slips (260 KLBS) 10316 10316 20
9:30 3.00 01 Rig Down Floor. Haul DrillPipe to Storage Yard. 10316 10316 20

12:30 1.50 14 Cut-Off Casing. 10316 10316 20
14:00 4.00 01 Set Out Kelly and Finish Rigging Down Floor. Clean Suction Tank. 10316 10316 20
18:00 7.00 01 Lay Out BOP. 10316 10316 20

1.00 5.00 01 Rig Down Pumps. 10316 10316 20
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratto Mud Loss

Water Loss LCM ECD FL Temp Remarks
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Well Name:Greentown State 36-24H
Field Name: Wildcat $/°IIR 36/21S/16E County State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 1/11/2008 Days From Spud 77 Current Depth : 10316 Ft 24 Hr. Footage Made 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6 00 12 00 01 Clean Tarps and Floor Attempt to Nipple Up Tubing Head WlO Success (Send Head Back in 10316 10316 20
ti Macnine Shop Worki Bore Not Machined Correctly). Clean Pits. Load Out Rental
Equipment and Rig Down Solids Control.

18 00 12.00 22 Scrub Sub Structure. 10316 10316 20
Total 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10 6T

pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks
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Well Name:Greentown State 36-24H
Field Name: Wildcat $/°IIR 36/21S/16E County State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 1/11/2008 Days From Spud 77 Current Depth : 10316 Ft 24 Hr. Footage Made 0 Ft
Rig Company : DHS Rig Name: DHS 11

Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6 00 12 00 01 Clean Tarps and Floor Attempt to Nipple Up Tubing Head WlO Success (Send Head Back in 10316 10316 20
ti Macnine Shop Worki Bore Not Machined Correctly). Clean Pits. Load Out Rental
Equipment and Rig Down Solids Control.

18 00 12.00 22 Scrub Sub Structure. 10316 10316 20
Total 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10 6T

pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks
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TSOENilAlFORMSSTATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNAT10NAND SERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6 NDIAN,ALLOTTEEORTRIBENAME:

7. UNITorCA AGREEMENTNAME
Do notuse thisform for proposals to drillnewwells,signllicantlydeepen existingwellsbelow current bottom-hole depth, reenterplugged wells,or to NAdrillhorizontal laterals. Use APPUCATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OlL WELL O GAS WELL OTHER Greentown State #36-24H

2. NAMEOFOPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDAND POOL, OR WLDCAT:
370 17th St, Ste. 4300 ciTY Denver STATE CO 80202 (303) 575-0323 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE COUNTY Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE.
UTAH

91. CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submlt In Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACKTO REPAIRWELL

Appmidmate date workwill** O CASING REPAIR NEWCONSTRUCT10N TEMPORARILYABANDŒl

O CHANGE TOPREVIOUSPLANS O OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDOl VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDSPOSAL
(SubmitOriginalForm Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weeldy Well History
O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, v olumes, etc.

TIGHTHOLESTATUS

See attached Weekly Well History from 1/30/2008 -2/25/2008.

Current Status: Completion

NAME(PLEASEPRINT) Kate Shirley WLE Regulatory Technician

SIGNATURE DATE 2/27/2008

(Thisspace for State use only)

RECEIVED
(512000) (see Instructions on Roversga e) ); FEB28 2008

DIVOFOIL,GAS&
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SIGNATURE DATE 2/27/2008

(Thisspace for State use only)

RECEIVED
(512000) (see Instructions on Roversga e) ); FEB28 2008

DIVOFOIL,GAS&



Delta Petroleum Corporation
370 17th St. Suite W3oo WellWork AFE ChronologicalDEI *"V*"' °°"°2°2 Regulatory Report
(303) 293-9133

ETROLEUM CORPOR TION

Well Name : Greentown State 36-24H
Prospect: ' Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Wellwork Details

Date : 1/30/2008 Activity: Prepare pad Rig Name: Days :1

Daily Report Summary : Clean up trash.Clean up the location. Prepare South Side of location for tankBattery. Dig flare pit.
Work on access road.

Daily Report Detail: Clean up trash. Clean up the location. Prepare South Side of location for tank Battery. Dig flare pit.

I
Work on access road.

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks:Other :
From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 1/31/2008 | Activity: Wireline Rig Name: Days :2
Daily Report Summary : Well shut in overnight. MIRU HES Wireline to run RMT, CBL, gamma ray and CCL. Run logs and run

CBL withand wlo pressure. RDMO HES Wireline. SDFN.
Daily Report Detail: Well shut in overnight. MIRU HES Wireline to run RMT, CBL, gamma ray and CCL. Run logs and run

CBL with and wlo pressure. RDMO HES Wireline. SDFN..
From 0:00 To 7:00 7 hrs Category/Rmks: DFN :

From 7:00 To 0:00 17 hrs Category/Rmks: Ireline :

Date : 2/1/2008 Activity: Wireline Rig Name: | | Days :3

Daily Report Summary : Continue to bond log well. Finish with production logging. RDMO Halliburton logging. Secure well.
SDFN.

Daily Report Detail: Continue to bond log well. Finish with production logging. RDMO Halliburton logging. Secure well.
SDFN.

From 0:00 To 20:00 20 hrs Category/Rmks: Wireline :

From 20:00 To 0:00 |4 hrs Category/Rmks: SDFN :

Date : 2/2/2008 | Activity: SDFWE Rig Name: Days (4
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/3/2008 Activity: SDFWE Rig Name: Days :5

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/4/2008 | Activity: |SDFWE Rig Name: Days :6

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :
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Delta Petroleum Corporation
370 17th St. Suite W3oo WellWork AFE ChronologicalDEI *"V*"' °°"°2°2 Regulatory Report
(303) 293-9133

ETROLEUM CORPOR TION

Well Name : Greentown State 36-24H
Prospect: ' Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Wellwork Details

Date : 1/30/2008 Activity: Prepare pad Rig Name: Days :1

Daily Report Summary : Clean up trash.Clean up the location. Prepare South Side of location for tankBattery. Dig flare pit.
Work on access road.

Daily Report Detail: Clean up trash. Clean up the location. Prepare South Side of location for tank Battery. Dig flare pit.

I
Work on access road.

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks:Other :
From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 1/31/2008 | Activity: Wireline Rig Name: Days :2
Daily Report Summary : Well shut in overnight. MIRU HES Wireline to run RMT, CBL, gamma ray and CCL. Run logs and run

CBL withand wlo pressure. RDMO HES Wireline. SDFN.
Daily Report Detail: Well shut in overnight. MIRU HES Wireline to run RMT, CBL, gamma ray and CCL. Run logs and run

CBL with and wlo pressure. RDMO HES Wireline. SDFN..
From 0:00 To 7:00 7 hrs Category/Rmks: DFN :

From 7:00 To 0:00 17 hrs Category/Rmks: Ireline :

Date : 2/1/2008 Activity: Wireline Rig Name: | | Days :3

Daily Report Summary : Continue to bond log well. Finish with production logging. RDMO Halliburton logging. Secure well.
SDFN.

Daily Report Detail: Continue to bond log well. Finish with production logging. RDMO Halliburton logging. Secure well.
SDFN.

From 0:00 To 20:00 20 hrs Category/Rmks: Wireline :

From 20:00 To 0:00 |4 hrs Category/Rmks: SDFN :

Date : 2/2/2008 | Activity: SDFWE Rig Name: Days (4
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/3/2008 Activity: SDFWE Rig Name: Days :5

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/4/2008 | Activity: |SDFWE Rig Name: Days :6

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :
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VNII Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/5/2008 Activity: |Wireline ||Rig Name: Days :7
Daily Report Summary : Well shut in over weekend. Finish constructing Frac Tank Battery. Move in 4 Frac Tanks. MIRU

Weather Wireline to run Gyro survey and CBL. Pu Gyro and RIH. Find Survey to be consistent with
Drilling Survey. Lay Down Gyro. PU CBL tools. RIH to bottom. Correlate with previous CBL. Log to 5700'.
Only good bond was from TD to 10,162'. POH with tools. Lay down tools. SDFN.

Daily Report Detail: Well shut in over weekend. Finish constructing Frac Tank Battery. Move in 4 Frac Tanks. MIRU
Weather Wireline to run Gyro survey and CBL. Pu Gyro and RIH. Find Survey to be consistent with
Drilling Survey. Lay Down Gyro. PU CBL tools. RIH to bottom. Correlate with previous CBL. Log to 5700'.
Only good bond was from TD to 10,162'. POH with tools. Lay down tools. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks:SDFWE :
From 7:00 To 19:00 12 hrs Categorylamks: Wireline :
From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 2/6/2008 Activity: Wireline Rig Name: Days :8
Daily Report Summary : Well shut in overnight. PU Weatherford MSC Logging tool.PU tool.RIH.Calibrate tool.Correlate with

CBL, run by HES Wireline. Run MSC from 10267'to 4400'. POH. Lay down tools.RDMO Weatherford
Wireline. Move in frac tanks.SDFN.

Daily Report Detail: Well shut in ovemight. PU Weatherford MSC Logging tool.PU tool. RIH. Calibrate tool.Correlate with
CBL, run by HES Wireline. Run MSC from 10267'to 4400'. POH. Lay down tools.RDMOWeatherford
Wireline. Move in frac tanks. SDFN.

From O:00 To 7:00 7 hrs CategoryÏÑmks:SDFN :
From 7:00 To 18:00 11 hrs Category/Rmks:Wireline :

From 18:00 To 0:00 6 hrs Category/Rmks:SDFN :

Date : 2/7/2008 [ Activity: |NU wellhead Rig Name: Days :9

Daily Report Summary : Well shut in ovemight. Deliver well head. Continue to reclaim reserve pit. SDFWE.
Daily Report Detail: Well shut in ovemight. Deliver well head. Continue to reclaim reserve pit. SDFWE.

From 0:00 To 7:00 7 hrs category/Rmks: SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks: Other :
From 17:00 To 0:00 7 hrs Category/kmks: SDFWE :

Date : 2/8/2008 Activity: SDFN Rig Name: Days :10

Daily Report Summary : Well shut in waiting on completion. Nielson working on Reserve Pits.
Daily Report Detail: Well shut in waiting on completion. Nielson workingon Reserve Pits.

Date : 2/9/2008 Activity: Wireline Rig Name: Days :11

Daily Report Summary : Shut down overnight. MIRU HES Wireline. PU Tools. Run temperaturesurvey from 10,267'. BHT 168
degrees. POH Lay down tools. RDMO HES. SDFWE.

Daily Report Detail: Shut down overnight. MIRU HES Wireline. PU Tools. Run temperature survey from 10,267'. BHT 168
degrees. POH Lay down tools. RDMO HES. SDFWE.

From 0:00 To 7:00 7 hrs category/Rmks: SDFN :

From 7:00 To 12:00 5 hrs Category/Rmks: Wireline :

From 12:00 To 0:00 12 hrs categorylamks:SDFWE :

Date : 2/10/2008 Activity: SDFWE Rig Name: | Days :12

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs category/Rmks: SDFWE :

Date : 2/11/2008 | Activity: SDFWE Rig Name: Days :13

Daily Report Summary : Well shut in waiting for completion.Working on Reserve Pit.
Daily Report Detail: Well shut in waiting for completion. Working on Reserve Pit.

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/12/2008 Activity: Construction Rig Name: Days :14

Daily Report Summary : Working on reserve pit.
Daily Report Detail: Working on reserve pit.

From 0:00 To 0:00 24 hrs category/Rmks: Other :
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VNII Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/5/2008 Activity: |Wireline ||Rig Name: Days :7
Daily Report Summary : Well shut in over weekend. Finish constructing Frac Tank Battery. Move in 4 Frac Tanks. MIRU

Weather Wireline to run Gyro survey and CBL. Pu Gyro and RIH. Find Survey to be consistent with
Drilling Survey. Lay Down Gyro. PU CBL tools. RIH to bottom. Correlate with previous CBL. Log to 5700'.
Only good bond was from TD to 10,162'. POH with tools. Lay down tools. SDFN.

Daily Report Detail: Well shut in over weekend. Finish constructing Frac Tank Battery. Move in 4 Frac Tanks. MIRU
Weather Wireline to run Gyro survey and CBL. Pu Gyro and RIH. Find Survey to be consistent with
Drilling Survey. Lay Down Gyro. PU CBL tools. RIH to bottom. Correlate with previous CBL. Log to 5700'.
Only good bond was from TD to 10,162'. POH with tools. Lay down tools. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks:SDFWE :
From 7:00 To 19:00 12 hrs Categorylamks: Wireline :

From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 2/6/2008 Activity: Wireline Rig Name: Days :8
Daily Report Summary : Well shut in overnight. PU Weatherford MSC Logging tool.PU tool.RIH.Calibrate tool.Correlate with

CBL, run by HES Wireline. Run MSC from 10267'to 4400'. POH. Lay down tools.RDMO Weatherford
Wireline. Move in frac tanks.SDFN.

Daily Report Detail: Well shut in ovemight. PU Weatherford MSC Logging tool.PU tool. RIH. Calibrate tool.Correlate with
CBL, run by HES Wireline. Run MSC from 10267'to 4400'. POH. Lay down tools.RDMOWeatherford
Wireline. Move in frac tanks. SDFN.

From O:00 To 7:00 7 hrs CategoryÏÑmks:SDFN :

From 7:00 To 18:00 11 hrs Category/Rmks:Wireline :

From 18:00 To 0:00 6 hrs Category/Rmks:SDFN :

Date : 2/7/2008 [ Activity: |NU wellhead Rig Name: Days :9

Daily Report Summary : Well shut in ovemight. Deliver well head. Continue to reclaim reserve pit. SDFWE.
Daily Report Detail: Well shut in ovemight. Deliver well head. Continue to reclaim reserve pit. SDFWE.

From 0:00 To 7:00 7 hrs category/Rmks: SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks: Other :

From 17:00 To 0:00 7 hrs Category/kmks: SDFWE :

Date : 2/8/2008 Activity: SDFN Rig Name: Days :10

Daily Report Summary : Well shut in waiting on completion. Nielson working on Reserve Pits.
Daily Report Detail: Well shut in waiting on completion. Nielson workingon Reserve Pits.

Date : 2/9/2008 Activity: Wireline Rig Name: Days :11

Daily Report Summary : Shut down overnight. MIRU HES Wireline. PU Tools. Run temperaturesurvey from 10,267'. BHT 168
degrees. POH Lay down tools. RDMO HES. SDFWE.

Daily Report Detail: Shut down overnight. MIRU HES Wireline. PU Tools. Run temperature survey from 10,267'. BHT 168
degrees. POH Lay down tools. RDMO HES. SDFWE.

From 0:00 To 7:00 7 hrs category/Rmks: SDFN :

From 7:00 To 12:00 5 hrs Category/Rmks: Wireline :

From 12:00 To 0:00 12 hrs categorylamks:SDFWE :

Date : 2/10/2008 Activity: SDFWE Rig Name: | Days :12

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs category/Rmks: SDFWE :

Date : 2/11/2008 | Activity: SDFWE Rig Name: Days :13

Daily Report Summary : Well shut in waiting for completion.Working on Reserve Pit.
Daily Report Detail: Well shut in waiting for completion. Working on Reserve Pit.

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/12/2008 Activity: Construction Rig Name: Days :14

Daily Report Summary : Working on reserve pit.
Daily Report Detail: Working on reserve pit.

From 0:00 To 0:00 24 hrs category/Rmks: Other :
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Well Name; Greentown State 36-24H
Prospect: Greentown AlE ¢¢: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil; O/ 0 Gas: 0 / 0 |Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/13/2008 | Activity: Construction Rig Name: Days :15

Daily Report Summary : Continued to work on pits.
Daily Report Detail: Continued to work on pits.

From 0:00 To 7:00 7 hrs Category/Rmke:SDFN :
From 7:00 To 17:00 10 hrs category/Rmks: Other :
From 17:00 To 0:00 7 hrs Category/kmks: SDFN :

Date : 2/14/2008 Activity: Other Rig Name: Days :16
Daily Report Summary : Continue to work on pits.

Daily Report Detail: Continue to work on pits.
From 0:00 To 7:00 7 hrs Categorylamks: SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks:Other :
From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 2/15/2008 Activity: SDFWE Rig Name: Days :17

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/16/2008 Activity: SDFWE Rig Name: Days :18
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/17/2008 Activity: SDFWE Rig Name: Days :19
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs category/Rmks: SDFWE :

Date : 2/18/2008 Activity: Construction Rig Name: Days :20
Daily Report Summary : MI Rig pump & tank. Spot rig pump & tank. Rework pad. Take 2' of dirt of rig pad.

Daily Report Detail: MI Rig pump & tank. Spot rig pump & tank. Rework pad. Take 2' of dirt of rig pad.
From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 9:30 2.5 hr. Category/Rmks: MIRU :

From 9:30 To 12:00 2.5 hr- Category/Rrnks: Other :

From 12:00 To 0:00 12 hrs Category/Rmks: SDFN :

Date : 2/19/2008 Activity: MIRU ( Rig Narne: Days :21

Daily Report Summary : Mi pit liner. Lay pit liner. MIRUM & Mworkoverrig. RU pipe racks and catwalk. MI BOP, 7.625"
scraper & washington head. MIand unload 76 joints of 2.875" EUE, 6.5# P-110 tubing. ND Xmas tree.
NUBOP & washington head. PU 6.5" roller cone bit and bit sub. TlH with 76 joints of 2.875" 2.875" P-
110 tubing. MIand unload 8000' of 2.875" EUE, 6.5# P-110 tubing. Secure well. SDFN.

Daily Report Detail: MIpit liner. Lay pit liner. MIRUM &Mworkoverrig. RU pipe racks and catwalk. MI BOP, 7.625"
scraper & washington head. MIand unload 76 joints of 2.875" EUE, 6.5# P-110 tubing. ND Xmas tree.
NU BOP & washington head. PU 6.5" roller cone bit and bit sub. TlHwith76 joints of 2.875" 2.875" P-
110 tubing. MIand unload 8000' of 2.875" EUE, 6.5# P-110 tubing. Secure well. SDFN..

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 11:00 4 hrs Category/kmks: MIRU :

From 11:00 To 11:30 3.5 ha Category/Rmks:ND :

From 11:30 To 13:00 1.5 ha Category/Rmks:NU :

From 13:00 To 18:00 5 hrs Categorylamks: TIH :

From 18:00 To 19:00 1 hrs Category/kmks: Other :

From 19:00 To 0:00 5 hrs Categorylamks: SDFN :
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Well Name; Greentown State 36-24H
Prospect: Greentown AlE ¢¢: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil; O/ 0 Gas: 0 / 0 |Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/13/2008 | Activity: Construction Rig Name: Days :15

Daily Report Summary : Continued to work on pits.
Daily Report Detail: Continued to work on pits.

From 0:00 To 7:00 7 hrs Category/Rmke:SDFN :

From 7:00 To 17:00 10 hrs category/Rmks: Other :

From 17:00 To 0:00 7 hrs Category/kmks: SDFN :

Date : 2/14/2008 Activity: Other Rig Name: Days :16
Daily Report Summary : Continue to work on pits.

Daily Report Detail: Continue to work on pits.
From 0:00 To 7:00 7 hrs Categorylamks: SDFN :

From 7:00 To 17:00 10 hrs Category/Rmks:Other :

From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 2/15/2008 Activity: SDFWE Rig Name: Days :17

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/16/2008 Activity: SDFWE Rig Name: Days :18

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks: SDFWE :

Date : 2/17/2008 Activity: SDFWE Rig Name: Days :19

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs category/Rmks: SDFWE :

Date : 2/18/2008 Activity: Construction Rig Name: Days :20

Daily Report Summary : MI Rig pump & tank. Spot rig pump & tank. Rework pad. Take 2' of dirt of rig pad.
Daily Report Detail: MI Rig pump & tank. Spot rig pump & tank. Rework pad. Take 2' of dirt of rig pad.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 9:30 2.5 hr. Category/Rmks: MIRU :

From 9:30 To 12:00 2.5 hr- Category/Rrnks: Other :

From 12:00 To 0:00 12 hrs Category/Rmks: SDFN :

Date : 2/19/2008 Activity: MIRU ( Rig Narne: Days :21

Daily Report Summary : Mi pit liner. Lay pit liner. MIRUM & Mworkoverrig. RU pipe racks and catwalk. MI BOP, 7.625"
scraper & washington head. MIand unload 76 joints of 2.875" EUE, 6.5# P-110 tubing. ND Xmas tree.
NUBOP & washington head. PU 6.5" roller cone bit and bit sub. TlH with 76 joints of 2.875" 2.875" P-
110 tubing. MIand unload 8000' of 2.875" EUE, 6.5# P-110 tubing. Secure well. SDFN.

Daily Report Detail: MIpit liner. Lay pit liner. MIRUM &Mworkoverrig. RU pipe racks and catwalk. MI BOP, 7.625"
scraper & washington head. MIand unload 76 joints of 2.875" EUE, 6.5# P-110 tubing. ND Xmas tree.
NU BOP & washington head. PU 6.5" roller cone bit and bit sub. TlHwith76 joints of 2.875" 2.875" P-
110 tubing. MIand unload 8000' of 2.875" EUE, 6.5# P-110 tubing. Secure well. SDFN..

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 11:00 4 hrs Category/kmks: MIRU :

From 11:00 To 11:30 3.5 ha Category/Rmks:ND :

From 11:30 To 13:00 1.5 ha Category/Rmks:NU :

From 13:00 To 18:00 5 hrs Categorylamks: TIH :

From 18:00 To 19:00 1 hrs Category/kmks: Other :

From 19:00 To 0:00 5 hrs Categorylamks: SDFN :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/20/2008 || Activity: Drill Rig Name: | | Days :22

Daily Report Summary : TIH with 250 more joints of 2.875" tubing. Tag up at 10268.58' on joint#327. RU Rig pump & tank.
MIRU power swivel. Drillout Float collar and part of shoe joint. Drilla totalof 20'. Circulate out rubber
pieces and cement. Circulate on bottom for 20 minutes. Returns look clean. Pull out of hole i joint.
Secure well. SDFN.

Daily Report Detail: TIH with250 more joints of 2.875" tubing.Tag up at 10268.58' on joint#327. RU Rig pump & tank.
MIRU power swivel. Drillout Float collar and part of shoe joint. Drilla totalof 20'. Circulate out rubber
pieces and cement. Circulate on bottom for 20 minutes. Returns look clean. Pull out of hole 1 joint.
Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :
From 7:00 To 8:30 1.5 hu Category/Rmks: RU :

From 8:30 To 16:30 8 hrs Category/Rmks: TlH :
From 16:30 To 17:30 1 hrs Category/Rmks: RU :

From 17:30 To 18:30 1 hrs Category/Rmks: Drill :
From 18:30 To 19:15 1.75 hr Category/Rmks: Circulate :

From 19:15 To 19:30 =.25 hr Category/Rmks: RD :

From 19:30 To 0:00 4.5 hrt Category/Rmks: SDFN :

Date : 2/21/2008 Activity: Circulate Rig Name: Days :|23

Daily Report Summary : TIH with single joint. Tag up at 10288.58'. RD Power swivel. TOOH with tubing. Stand back 163
stands of tubing. Lay down 6.5" bit and bit sub. PU Bit, bit sub, & scraper. TlH with tubing and BHA.
TIH to 10281'. Circulate hole with clean diesel. Circulate hole clean. Monitor returns until well cleans up.
Pump 5 minutes after well cleans up. SD rig pump. TOOH with tubingstanding back in the derrick.
TOOH with 40 stands. Secure well. SDFN.

Daily Report Detail: TIH with single joint. Tag up at 10288.58'. RD Power swivel. TOOH with tubing. Stand back 163
stands of tubing. Lay down 6.5" bit and bit sub. PU Bit, bit sub, & scraper. TlH with tubing and BHA.
TlH to 10281'. Circulate hole with clean diesel. Circulate hole clean. Monitor returns until well cleans up.
Pump 5 minutes after well cleans up. SD rig pump. TOOH with tubing standing back in the derrick.
TOOH with 40 stands. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hrs Category/Rmks: RD :

From 8:00 To 8:30 J.5 hrt Category/Rmks:TlH :

From 8:30 To 11:30 3 hrs category/Rmks: TOOH :

From 11:30 To 12:00 J.5 hrt Category/Rmks: Other :

From 12:00 To 14:45 .75 hr Category/Rmks: TlH :

From 14:45 To 16:30 .75 hr Category/Rmks: Circulate :

From 16:30 To 17:15 .75 hr Category/Rmks: TOOH :

From 17:15 To 0:00 ·.75 hr Category/Rmks: SDFN :

Date : 2/22/2008 Activity: |TOOH | Rig Name: Days :24

Daily Report Summary : TOOH with 123 stands of 2.875" tubing. Secure well. Continue to MIdiesel and frac tanks. Secure
well. SDFN.

Daily Report Detail: TOOH with 123 stands of 2.875" tubing. Secure well. Continue to MIdiesel and frac tanks. Secure
well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 7:30 3.5 hrt Category/Rmks: Other :

From 7:30 To 10:00 2.5 hrt Category/Rmks: TOOH :

From 10:00 To 17:30 f.5 hre Category/Rmks: Other :

From 17:30 To 0:00 3.5 hrt Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/20/2008 || Activity: Drill Rig Name: | | Days :22

Daily Report Summary : TIH with 250 more joints of 2.875" tubing. Tag up at 10268.58' on joint#327. RU Rig pump & tank.
MIRU power swivel. Drillout Float collar and part of shoe joint. Drilla totalof 20'. Circulate out rubber
pieces and cement. Circulate on bottom for 20 minutes. Returns look clean. Pull out of hole i joint.
Secure well. SDFN.

Daily Report Detail: TIH with250 more joints of 2.875" tubing.Tag up at 10268.58' on joint#327. RU Rig pump & tank.
MIRU power swivel. Drillout Float collar and part of shoe joint. Drilla totalof 20'. Circulate out rubber
pieces and cement. Circulate on bottom for 20 minutes. Returns look clean. Pull out of hole 1 joint.
Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 8:30 1.5 hu Category/Rmks: RU :

From 8:30 To 16:30 8 hrs Category/Rmks: TlH :

From 16:30 To 17:30 1 hrs Category/Rmks: RU :

From 17:30 To 18:30 1 hrs Category/Rmks: Drill :

From 18:30 To 19:15 1.75 hr Category/Rmks: Circulate :

From 19:15 To 19:30 =.25 hr Category/Rmks: RD :

From 19:30 To 0:00 4.5 hrt Category/Rmks: SDFN :

Date : 2/21/2008 Activity: Circulate Rig Name: Days :|23

Daily Report Summary : TIH with single joint. Tag up at 10288.58'. RD Power swivel. TOOH with tubing. Stand back 163
stands of tubing. Lay down 6.5" bit and bit sub. PU Bit, bit sub, & scraper. TlH with tubing and BHA.
TIH to 10281'. Circulate hole with clean diesel. Circulate hole clean. Monitor returns until well cleans up.
Pump 5 minutes after well cleans up. SD rig pump. TOOH with tubingstanding back in the derrick.
TOOH with 40 stands. Secure well. SDFN.

Daily Report Detail: TIH with single joint. Tag up at 10288.58'. RD Power swivel. TOOH with tubing. Stand back 163
stands of tubing. Lay down 6.5" bit and bit sub. PU Bit, bit sub, & scraper. TlH with tubing and BHA.
TlH to 10281'. Circulate hole with clean diesel. Circulate hole clean. Monitor returns until well cleans up.
Pump 5 minutes after well cleans up. SD rig pump. TOOH with tubing standing back in the derrick.
TOOH with 40 stands. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hrs Category/Rmks: RD :

From 8:00 To 8:30 J.5 hrt Category/Rmks:TlH :

From 8:30 To 11:30 3 hrs category/Rmks: TOOH :

From 11:30 To 12:00 J.5 hrt Category/Rmks: Other :

From 12:00 To 14:45 .75 hr Category/Rmks: TlH :

From 14:45 To 16:30 .75 hr Category/Rmks: Circulate :

From 16:30 To 17:15 .75 hr Category/Rmks: TOOH :

From 17:15 To 0:00 ·.75 hr Category/Rmks: SDFN :

Date : 2/22/2008 Activity: |TOOH | Rig Name: Days :24

Daily Report Summary : TOOH with 123 stands of 2.875" tubing. Secure well. Continue to MIdiesel and frac tanks. Secure
well. SDFN.

Daily Report Detail: TOOH with 123 stands of 2.875" tubing. Secure well. Continue to MIdiesel and frac tanks. Secure
well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 7:30 3.5 hrt Category/Rmks: Other :

From 7:30 To 10:00 2.5 hrt Category/Rmks: TOOH :

From 10:00 To 17:30 f.5 hre Category/Rmks: Other :

From 17:30 To 0:00 3.5 hrt Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator:1 Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
oroductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/23/2008 | Activity: Perforate Rig Name: Days :25
Daily Report Summary : MIRU Lone wolf wireline. PU Perforating guns. SICP = 0 psi. TIH withperforating guns. Perforate

10246-10262 (48 total holes). TOOH with Perforating guns. Lay down guns. All shots fired. SICP = 0
psi. PU perforating guns. TIH with guns. Perforate 10218-10230 (36 totalholes) TOOH with guns. Lay
down guns. All shots fired. SICP = 0 psi. RDMO Lone wolf wireline. PU Baker 7.625" retrievamatic
packer. TlH with packer and 161 stands of 2.875" tubing. Set packer at 10153'. Pressure test backside
with rig pump to 1000 psi. Hold pressure for 15 minutes. No bleed off. Leave pressure on backside.
MIRU Calfrac pump truck. Pump breakdown on perfs. Pump 84 bbis of diesel with 1.3 SG ball sealers.
Seeing ball action. Pump truck breaks down. Cannot fix truck. RDMOCalfrac. RU FESCO to tubing.
Flowback breakdown to open toptank. Wellblows down in 5 minutes. Well continues to flow with no
pressure. Flow well throughout the night.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 147 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: MIRU Lone wolf wireline. PU Perforating guns. SICP = 0 psi. TIH with perforating guns. Perforate
10246-10262 (48 total holes). TOOH with Perforating guns. Lay down guns. AIIshots fired. SICP = 0
psi. PU perforating guns. TIH withguns. Perforate 10218-10230 (36 totalholes) TOOH with guns. Lay
down guns. AIIshots fired. SICP = 0 psi. RDMO Lone wolf wireline. PU Baker 7.625" retrievamatic
packer. TIH with packer and 161 stands of 2.875" tubing. Set packer at 10153'. Pressure test backside
with rig pump to 1000 psi. Hold pressure for 15 minutes. No bleed off. Leave pressure on backside.
MIRU Calfrac pump truck. Pump breakdown on perfs. Pump 84 bbis of diesel with 1.3 SG ball sealers.
Seeing ball action. Pump truck breaks down. Cannot fix truck. RDMO Calfrac. RU FESCO to tubing.
Flowback breakdown to open top tank. Well blows down in 5 minutes. Well continues to flow with no
pressure. Flow well throughout the night.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 147 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 h a Category/Rmks:SDFN :

From 7:00 To 11:00 4 hrs Category/Rmks:Perf :

From 11:00 To 15:00 4 hrs Category/Rmks: TIH :

From 15:00 To 18:00 3 hrs category/Rmks: Breakdown :

From 18:00 To 0:00 6 hrs Category/Rmks:Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator:1 Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
oroductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/23/2008 | Activity: Perforate Rig Name: Days :25
Daily Report Summary : MIRU Lone wolf wireline. PU Perforating guns. SICP = 0 psi. TIH withperforating guns. Perforate

10246-10262 (48 total holes). TOOH with Perforating guns. Lay down guns. All shots fired. SICP = 0
psi. PU perforating guns. TIH with guns. Perforate 10218-10230 (36 totalholes) TOOH with guns. Lay
down guns. All shots fired. SICP = 0 psi. RDMO Lone wolf wireline. PU Baker 7.625" retrievamatic
packer. TlH with packer and 161 stands of 2.875" tubing. Set packer at 10153'. Pressure test backside
with rig pump to 1000 psi. Hold pressure for 15 minutes. No bleed off. Leave pressure on backside.
MIRU Calfrac pump truck. Pump breakdown on perfs. Pump 84 bbis of diesel with 1.3 SG ball sealers.
Seeing ball action. Pump truck breaks down. Cannot fix truck. RDMOCalfrac. RU FESCO to tubing.
Flowback breakdown to open toptank. Wellblows down in 5 minutes. Well continues to flow with no
pressure. Flow well throughout the night.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 147 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: MIRU Lone wolf wireline. PU Perforating guns. SICP = 0 psi. TIH with perforating guns. Perforate
10246-10262 (48 total holes). TOOH with Perforating guns. Lay down guns. AIIshots fired. SICP = 0
psi. PU perforating guns. TIH withguns. Perforate 10218-10230 (36 totalholes) TOOH with guns. Lay
down guns. AIIshots fired. SICP = 0 psi. RDMO Lone wolf wireline. PU Baker 7.625" retrievamatic
packer. TIH with packer and 161 stands of 2.875" tubing. Set packer at 10153'. Pressure test backside
with rig pump to 1000 psi. Hold pressure for 15 minutes. No bleed off. Leave pressure on backside.
MIRU Calfrac pump truck. Pump breakdown on perfs. Pump 84 bbis of diesel with 1.3 SG ball sealers.
Seeing ball action. Pump truck breaks down. Cannot fix truck. RDMO Calfrac. RU FESCO to tubing.
Flowback breakdown to open top tank. Well blows down in 5 minutes. Well continues to flow with no
pressure. Flow well throughout the night.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 147 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 h a Category/Rmks:SDFN :

From 7:00 To 11:00 4 hrs Category/Rmks:Perf :

From 11:00 To 15:00 4 hrs Category/Rmks: TIH :

From 15:00 To 18:00 3 hrs category/Rmks: Breakdown :

From 18:00 To 0:00 6 hrs Category/Rmks:Flow :
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WeH Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: i Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/24/2008 | Activity: Swab | Rig Name: Days :26
Daily Report Summary : Flow well throughout the night. Well dead. RU swab. Swab back well. Make 12 swab runs. Get stuck

on the 12 th run. Part sand line. Untangle cable and cut cable. Spool about 100' from tubing,leaving
about 8000' in tubing. Recover 60.8 bbis of diesel from swabbing. RD swab Iubricator. RU FESCO to
tubing. Leave well open throughoutthe night.

Total Daily Oil Load recovered = 92 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbIs

Daily Report Detail: Flow well throughoutthe night. Well dead. RU swab. Swab back well. Make 12 swab runs. Get stuck
on the 12 th run. Part sand line. Untangle cable and cut cable. Spool about 100' from tubing, leaving
about 8000' in tubing. Recover 60.8 bbis of diesel from swabbing. RD swab Iubricator. RU FESCO to
tubing. Leave well open throughoutthe night.

Total Daily Oil Load recovered = 92 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: RU :

From 8:00 To 15:00 7 hrs Category/Rmks: Swab :

From 15:00 To 17:30 2.5 hu Category/Rmks: RD :
From 17:30 To 0:00 3.5 hrt Category/Rinks: Flow :
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WeH Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: i Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/24/2008 | Activity: Swab | Rig Name: Days :26
Daily Report Summary : Flow well throughout the night. Well dead. RU swab. Swab back well. Make 12 swab runs. Get stuck

on the 12 th run. Part sand line. Untangle cable and cut cable. Spool about 100' from tubing,leaving
about 8000' in tubing. Recover 60.8 bbis of diesel from swabbing. RD swab Iubricator. RU FESCO to
tubing. Leave well open throughoutthe night.

Total Daily Oil Load recovered = 92 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbIs

Daily Report Detail: Flow well throughoutthe night. Well dead. RU swab. Swab back well. Make 12 swab runs. Get stuck
on the 12 th run. Part sand line. Untangle cable and cut cable. Spool about 100' from tubing, leaving
about 8000' in tubing. Recover 60.8 bbis of diesel from swabbing. RD swab Iubricator. RU FESCO to
tubing. Leave well open throughoutthe night.

Total Daily Oil Load recovered = 92 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: RU :

From 8:00 To 15:00 7 hrs Category/Rmks: Swab :

From 15:00 To 17:30 2.5 hu Category/Rmks: RD :

From 17:30 To 0:00 3.5 hrt Category/Rinks: Flow :

Page 6 of 8 Powered by Production Access 2/27/2008 11:15



Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phone: 303-575-0326
roduction Current/l¯xpected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/25/2008 Activity: TOOH | Rig Name: | Days :27

Daily Report Summary : Continue to flowback well. SI well. Release packer. Blowdown well to rig tank. Taking gas kicks and
tiowingblack oilafter packer is released. Take sample. API gravity on oil is 39 API. Diesel API 38 API.
Flow well to rig tankfor about 1 hour. Make sure tubingis dead. TOOH with 15 stands. Start seeing
sand line. Cut cable and continue to TOOH. Lay down packer. Packer appears to be in good shape.
Tear down XN nipple. Bottom cups stuck in XN. No material in XN or joint above. SI well. ND tubing
rams in BOP and NU blind rams. ND washington head. Move tubingracks and catwalk. Clean up
location for frac crew. Secure well. Tum well over to FESCO flowback crew. Continue to flowback
ovemight. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbIs

Daily Report Detail: Continue to flowback well. SI well. Release packer. Blowdown well to rig tank. Taking gas kicks and
tiowingblack oil after packer is released. Take sample. API gravity on oil is 39 API. Diesel API 38 API.
Flow wellto rigtank for about 1 hour. Make sure tubing is dead. TOOH with 15 stands. Start seeing
sand line. Cut cable and continue to TOOH. Lay down packer. Packer appears to be in good shape.
Tear down XN nipple. Bottom cups stuck in XN. No material in XN or joint above. SI well. ND tubing
rams in BOP and NU blind rams. ND washington head. Move tubing racks and catwalk. Clean up
location for frac crew. Secure well. Turn well over to FESCO flowback crew. Continue to flowback
overnight. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 h a Category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: RU :

From 8:00 To 13:00 5 hrs Category/fRmks: TOOH :

From 13:00 To 16:00 3 hrs Category/Itmks: RD :

From 16:00 To 0:00 8 hrs Category/Rmks: Flow ;
Casin

Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815
Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O

1¾/5/2007 5747.14 134 4. Intermediate 10.75 65.7 H563 0 14.75 5750
Stage: 1, Spacer, 20, 0, 40bbis tuned spacer w/ 34.1 gallbbl fresh water, 149 Ibm/bbl barite, 125 lbm/bbl 9.5% salt, 5lbm/bbi D-air 3000, 1 gal/bbl
sem-8, , 0, 0
Stage: 1, Lead, 0, 989, 989 sks typev light lead cement w/ 1% barlte, .125 lbm Poly-E-Flake, 18% salt 9.5., , 2.76, 12
Stage: 1, Tail, 0, 396, 396 sks class G tailcement w/.3% Halad 6344, .3% super cbl, .3%

D-air 3000, .1% versaset., , 2.54, 12
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phone: 303-575-0326
roduction Current/l¯xpected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/25/2008 Activity: TOOH | Rig Name: | Days :27

Daily Report Summary : Continue to flowback well. SI well. Release packer. Blowdown well to rig tank. Taking gas kicks and
tiowingblack oilafter packer is released. Take sample. API gravity on oil is 39 API. Diesel API 38 API.
Flow well to rig tankfor about 1 hour. Make sure tubingis dead. TOOH with 15 stands. Start seeing
sand line. Cut cable and continue to TOOH. Lay down packer. Packer appears to be in good shape.
Tear down XN nipple. Bottom cups stuck in XN. No material in XN or joint above. SI well. ND tubing
rams in BOP and NU blind rams. ND washington head. Move tubingracks and catwalk. Clean up
location for frac crew. Secure well. Tum well over to FESCO flowback crew. Continue to flowback
ovemight. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbIs

Daily Report Detail: Continue to flowback well. SI well. Release packer. Blowdown well to rig tank. Taking gas kicks and
tiowingblack oil after packer is released. Take sample. API gravity on oil is 39 API. Diesel API 38 API.
Flow wellto rigtank for about 1 hour. Make sure tubing is dead. TOOH with 15 stands. Start seeing
sand line. Cut cable and continue to TOOH. Lay down packer. Packer appears to be in good shape.
Tear down XN nipple. Bottom cups stuck in XN. No material in XN or joint above. SI well. ND tubing
rams in BOP and NU blind rams. ND washington head. Move tubing racks and catwalk. Clean up
location for frac crew. Secure well. Turn well over to FESCO flowback crew. Continue to flowback
overnight. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 55 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 h a Category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: RU :

From 8:00 To 13:00 5 hrs Category/fRmks: TOOH :

From 13:00 To 16:00 3 hrs Category/Itmks: RD :

From 16:00 To 0:00 8 hrs Category/Rmks: Flow ;
Casin

Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815
Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, O

1¾/5/2007 5747.14 134 4. Intermediate 10.75 65.7 H563 0 14.75 5750
Stage: 1, Spacer, 20, 0, 40bbis tuned spacer w/ 34.1 gallbbl fresh water, 149 Ibm/bbl barite, 125 lbm/bbl 9.5% salt, 5lbm/bbi D-air 3000, 1 gal/bbl
sem-8, , 0, 0
Stage: 1, Lead, 0, 989, 989 sks typev light lead cement w/ 1% barlte, .125 lbm Poly-E-Flake, 18% salt 9.5., , 2.76, 12
Stage: 1, Tail, 0, 396, 396 sks class G tailcement w/.3% Halad 6344, .3% super cbl, .3%

D-air 3000, .1% versaset., , 2.54, 12
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Secliwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

WorkType: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Stage: 1, Displacement, 506, 0, , , 0, O
Stage: 1, Wash, 40, 0, Stage 2-Mud flush-ZI-SBM, , 0, O
Stage: 1, Lead, 0, 610, 610 sks of varicem lead cement wl.1251bm Poly-E-Flake,,

, 11.5, 11.5
Stage: 1, Tail, 0, 100, 100 sks class G Tail cement w/ .125 Ibm Poly-E-Flake.
100 sks class G Tail cement w/ .125 Ibm Poly-E-Flake.,

, 1.15, 15.8
Stage: 1, Displacement, 222, 0, , , 0, 0

1/6/2008 0 0 5. Production 0 0 9.5 10316

Perforation
Date: Formation Perf Status Upper Perf Lower Perf Sht / Ft Description:

2/23/2008 Cane Creek clastics Open 10218 10230 3
2/23/2008 |Cane Creek clastics Open 10246 10262 3
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STATE OF UTAH FORM 9

D
OTMNEOFOF AGUALARNEDsoRNNsG

DES710GNATIONAND SERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS
Un 6 NDIAN,ALLOTFEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below currentbottom-hole depth, reenterplugged wells, or to NAdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, ORWLDCAT:

370 17th St., Ste. 4300 y Denver STATE CO ZiP 80202 (303) 575-0323 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL &2158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
O NOTICEOF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDCN VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weekly Well History
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 2/26/2008 - 3/17/2008.

Current Status: Completion

NAME(PLEASEPRINT) Kate Shirley TITLE Regulatory Technician

SIGNATURE DATE 3/19/2008

(This spacefor State use only) RECEIVED
MAR2 1 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOILGAS&
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(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
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COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weekly Well History
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 2/26/2008 - 3/17/2008.

Current Status: Completion

NAME(PLEASEPRINT) Kate Shirley TITLE Regulatory Technician

SIGNATURE DATE 3/19/2008

(This spacefor State use only) RECEIVED
MAR2 1 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOILGAS&



Well Name : dreentown State 36·24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API#: 4301931519 iéld: Wildcat Supervisor: Cory Knote

Work Type: Completion Coung Sti Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water) 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/26/2008 Activity: Frac Rig Name: Days :28

Daily Report Summary : MICalfrac frac crew. Hold Safety meeting. Discuss fire safety, and location orientation. MIRU
Protechnics. MIRU Stinger. MIRU Onsite Fire equipment. RU Calfrac Crew. Hold second safety
meeting. Discuss fire safety and frac proceedures. SICP 0 psi. Load well with diesel. 68 bbis to fill
casing. Pump FET with diesel. ISIP 5800 psi. FG 0.92 psilft. Calfrac estimates 28 out of 84 holes open.
Pump frac job. Pump pad, 0.50 ppg, 0.75 ppg, i ppg and flush stages. See surface pressure increase at
the start of 0.75 ppg stage. After going to flush see surface pressure increase. Decrease rate to
compensate for surface pressure. SD. ISIP 5970 psi. Frac Gradient 0.94 psilft. 5 Minute 5150 psi. SI
well. Secure well. RDMO Calfrac. RDMO Stinger. RDMO Protechnics. RDMO Onsite. Turn well over to
FESCO flowtesters. Open up well on 8/64" choke and flow well throughout the night. Secure well. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 2029 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: MICalfrac frac crew. Hold Safety meeting. Discuss fire safety, and location orientation. MIRU
Protechnics. MIRU Stinger. MIRU Onsite Fire equipment. RU Calfrac Crew. Hold second safety
meeting. Discuss fire safety and frac proceedures. SICP 0 psi. Load well with diesel. 68 bbis to fill
casing. Pump FET with diesel. ISIP 5800 psi. FG 0.92 psilft. Calfrac estimates 28 out of 84 holes open.
Pump frac job. Pump pad, 0.50 ppg, 0.75 ppg, 1 ppg and flush stages. See surface pressure increase at
the start of 0.75 ppg stage. After going to flush see surface pressure increase. Decrease rate to
compensate for surface pressure. SD. ISIP 5970 psi. Frac Gradient 0.94 psilft. 5 Minute 5150 psi. SI
well. Secure well. RDMO Calfrac. RDMO Stinger. RDMO Protechnics. RDMO Onsite. Turn well over to
FESCO flowtesters. Open up well on 8/64" choke and flow well throughout the night. Secure well. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 2029 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 6:00 6 hs Category/Rmks: Flow :

From 6:00 To 13:00 7 hrs Category/Rmks: RU :

From 13:00 To 17:00 4 hrs Category/Rmks: Frac :

From 17:00 To 20:00 3 hrs Category/Rmks: RD :

From 20:00 To 0:00 4 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API#: 4301931519 Fieldi Wildcat Supervisor: Cory Knote

Work Type: Completion County , St: Grand, UT Phone: 303-575-0326
roductionCurrent/Lxpected Oil: 0 / 0 Gas 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/27/2008 Activity: Flow back frac Rig Name: Dáys :29
Daily Report Summary : Flowback frac to open top tank. Open well on 8/64" adjustable choke. Flowback well throughout the

night.

Total Daily Oil Load recovered = 485 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1544 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank. Open well on 8/64" adjustable choke. Flowback well throughout the
night.

Total Daily Oil Load recovered = 485 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1544 bbis
Cum Gas = 0 MCF
Cum Water = 0 bb\s

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date : 2/28/2008 Activity: Flow back frac Rig Name: | [ Days :30

Daily Report Summary : Flowback frac to open top tank. Open well on 48/64" adjustable choke. Flowback well throughout the
night. Choke well back to 32/64". Secure well. PU XN nipple with slickline plug. TlH with tubing 162
stands and one single joint. Tag up on sand fillat 10253'. TOOH with 2 stands to get above perforations.
EOT now at 10133'. Turn well back to open top tank. Secure well. SDFN.

Total Daily Oil Load recovered = 281 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1264 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank. Open well on 48/64" adjustable choke. Flowback well throughoutthe
night. Choke well back to 32/64". Secure well. PU XN nipple with slickline plug. TlH with tubing 162
stands and one single joint. Tag up on sand fill at 10253'. TOOH with 2 stands to get above perforations.
EOT now at 10133'. Turn well back to open top tank. Secure well. SDFN.

Total Daily Oil Load recovered = 281 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1264 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 10:00 10 h Category/Rmks low :

From 10:00 To 14:00 4 hrs Category/Rmks IH :

From 14:00 To 0:00 10 h Category/Rmks Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974
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stands and one single joint. Tag up on sand fill at 10253'. TOOH with 2 stands to get above perforations.
EOT now at 10133'. Turn well back to open top tank. Secure well. SDFN.

Total Daily Oil Load recovered = 281 bbis
Total Daily Gas = 0 MCF
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Cum Gas = 0 MCF
Cum Water = 0 bbis
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpors
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roductíon Current/Expected ik 0 / 0 Gas 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 2/29/2008 Activity: TIHITOOH Ikig Name: Days :31
Daily Report Summary : Continue to flowback frac up backside. SI well. MIRU Spicer slickline. TlH with plug retreiving tool.

Try to retrieve plug. Tool slips off. Cannot get on plug. Make several attempts. TOOH with plug
retireving tool. Do not have plug. TlH with plug retreiving tool. Still cannot get on tool. TOOH with plug
retrieving tool. Lay down tool. Break out equalizing prong. TlH with plug retreiving tool. Cannot get on
plug. TOOH with tool. Lay down tool. RDMO Slickline. PU swab Iubricator. Make 1 swab run. RD swab
lubricator. TOOH with 5 stands. RU swab lubricator. Swab down well. TOOH with tubing. Lay down XN
nipple and plug. Plug full of frac sand. PU new XN nipple. TlH with 1 single joint and 157 stands of
tubing. EOT now at 9934' Secure well. SDFN. Turn well over to FESCO. Flow well throughout the night.

Total Daily Oil Load recovered = 180 bbis
Total Daily Gas = 43 MCF
Total Daily Water =0 bbis

Load to Recover = 1184 bbis
Cum Gas = 43 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac up backside. SI well. MIRU Spicer slickline. TlH with plug retreiving tool.
Try to retrieve plug. Tool slips off. Cannot get on plug. Make several attempts. TOOH with plug
retireving tool. Do not have plug. TIH with plug retreiving tool. Still cannot get on tool. TOOH with plug
retrieving tool. Lay down tool. Break out equalizing prong. TIH with plug retreiving tool. Cannot get on
plug. TOOH with tool. Lay down tool. RDMO Slickline. PU swab Iubricator. Make 1 swab run. RD swab
Iubricator. TOOH with 5 stands. RU swab Iubricator. Swab down well. TOOH with tubing. Lay down XN
nipple and plug. Plug full of frac sand. PU new XN nipple. TlH with 1 single joint and 157 stands of
tubing. EOT now at 9934' Secure well. SDFN. Turn well over to FESCO. Flow well throughout the night.

Total Daily Oil Load recovered = 180 bbis
Total Daily Gas = 43 MCF
Total Daily Water =0 bbls

Load to Recover = 1184 bbis
Cum Gas = 43 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs Category/Rmks: Flow :

From 7:00 To 10:30 3.5 hre Category/Rmks: Wireline :

From 10:30 To 11:00 3.5 hre Category/Rmks: RD :

From 11:00 To 11:15 .25 hr Category/Rmks: TOOH :

From 11:15 To 13:30 .25 hr Category/Rmks: Swab :

From 13:30 To 16:00 2.5 hre Category/Rmks: TOOH :

From 16:00 To 17:30 1.5 hre Category/Rmks: Other :

From 17:30 To 20:30 3 hrs Category/Rmks: TIH :

From 20:30 To 21:30 1 hrs category/Rmks: RU :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpors
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roductíon Current/Expected ik 0 / 0 Gas 0 / 0 Water: 0 / 0
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Try to retrieve plug. Tool slips off. Cannot get on plug. Make several attempts. TOOH with plug
retireving tool. Do not have plug. TlH with plug retreiving tool. Still cannot get on tool. TOOH with plug
retrieving tool. Lay down tool. Break out equalizing prong. TlH with plug retreiving tool. Cannot get on
plug. TOOH with tool. Lay down tool. RDMO Slickline. PU swab Iubricator. Make 1 swab run. RD swab
lubricator. TOOH with 5 stands. RU swab lubricator. Swab down well. TOOH with tubing. Lay down XN
nipple and plug. Plug full of frac sand. PU new XN nipple. TlH with 1 single joint and 157 stands of
tubing. EOT now at 9934' Secure well. SDFN. Turn well over to FESCO. Flow well throughout the night.

Total Daily Oil Load recovered = 180 bbis
Total Daily Gas = 43 MCF
Total Daily Water =0 bbis

Load to Recover = 1184 bbis
Cum Gas = 43 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac up backside. SI well. MIRU Spicer slickline. TlH with plug retreiving tool.
Try to retrieve plug. Tool slips off. Cannot get on plug. Make several attempts. TOOH with plug
retireving tool. Do not have plug. TIH with plug retreiving tool. Still cannot get on tool. TOOH with plug
retrieving tool. Lay down tool. Break out equalizing prong. TIH with plug retreiving tool. Cannot get on
plug. TOOH with tool. Lay down tool. RDMO Slickline. PU swab Iubricator. Make 1 swab run. RD swab
Iubricator. TOOH with 5 stands. RU swab Iubricator. Swab down well. TOOH with tubing. Lay down XN
nipple and plug. Plug full of frac sand. PU new XN nipple. TlH with 1 single joint and 157 stands of
tubing. EOT now at 9934' Secure well. SDFN. Turn well over to FESCO. Flow well throughout the night.

Total Daily Oil Load recovered = 180 bbis
Total Daily Gas = 43 MCF
Total Daily Water =0 bbls

Load to Recover = 1184 bbis
Cum Gas = 43 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs Category/Rmks: Flow :

From 7:00 To 10:30 3.5 hre Category/Rmks: Wireline :

From 10:30 To 11:00 3.5 hre Category/Rmks: RD :

From 11:00 To 11:15 .25 hr Category/Rmks: TOOH :

From 11:15 To 13:30 .25 hr Category/Rmks: Swab :

From 13:30 To 16:00 2.5 hre Category/Rmks: TOOH :

From 16:00 To 17:30 1.5 hre Category/Rmks: Other :

From 17:30 To 20:30 3 hrs Category/Rmks: TIH :

From 20:30 To 21:30 1 hrs category/Rmks: RU :
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Well Name : Greentown State 36-24H
Prospect Greentown AFE #: 3974

$4cliwp/Rge 36 / 21S / 16E Öperator:aPetroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type Completion County , St i Grand, UT Phone: 303-575-0326
odúction Current/Expected Oiß 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/1/2008 ctivity Flow back frac Rig Name: Days :32

Daily Report Summary : TIH with 2 stands. PU 4 single joints. Tag up on sand fillat 10160'. Lay down single joint. RU Power
swivel. Pump down casing and up tubing. Lots of gas in retums. SD and swap returns over to flowback
tank from rig tank. Killtubing on each connection with about 30 bbis of diesel. Circulate down 4 single
joints and 1 - 10' pup. Circulate down to TD at 10288'. Circulate for 25 minutes on bottom. Check
returns. Returns appear to be clean. Still lots of gas in returns. Killtubing with 40 bbis. RD power
swivel. Lay down 10' pup jointand TOOH with 4 single joints. EOT now at 10156'. Open up wel to flow.
Turn well over to FESCO. Flow well up tubing. Lost a total of 100 bbis to wellbore. Flow well throughout
the night. Secure well. SDFN.

Total Daily Oil Load recovered = 111 bbis
Total Daily Gas = 10 MCF
Total Daily Water =0 bbis

Load to Recover = 1073 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: TlH with 2 stands. PU 4 single joints. Tag up on sand fill at 10160'. Lay down single joint. RU Power
swivel. Pump down casing and up tubing. Lots of gas in returns. SD and swap returns over to flowback
tank from rig tank. Killtubing on each connection with about 30 bbis of diesel. Circulate down 4 single
joints and 1 - 10' pup. Circulate down to TD at 10288'. Circulate for 25 minutes on bottom. Check
returns. Returns appear to be clean. Still lots of gas in returns. Killtubing with 40 bbis. RD power
swivel. Lay down 10' pup joint and TOOH with 4 single joints. EOT now at 10156'. Open up wel to flow.
Turn well over to FESCO. Flow well up tubing. Lost a total of 100 bbis to wellbore. Flow well throughout
the night. Secure well. SDFN.

Total Daily Oil Load recovered = 111 bbis
Total Daily Gas = 10 MCF
Total Daily Water =0 bbis

Load to Recover = 1073 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hs Category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: TIH :

From 8:00 To 9:00 1 hrs Category/Rmks: RU :

From 9:00 To 12:00 3 hrs Category/Rmks: Circulate :

From 12:00 To 13:00 1 hrs Category/Rmks: TOOH :

From 13:00 To 0:00 11 hrs Category/Rmks: Flow :

i
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Well Name : Greentown State 36-24H
Prospect Greentown AFE #: 3974

$4cliwp/Rge 36 / 21S / 16E Öperator:aPetroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type Completion County , St i Grand, UT Phone: 303-575-0326
odúction Current/Expected Oiß 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/1/2008 ctivity Flow back frac Rig Name: Days :32

Daily Report Summary : TIH with 2 stands. PU 4 single joints. Tag up on sand fillat 10160'. Lay down single joint. RU Power
swivel. Pump down casing and up tubing. Lots of gas in retums. SD and swap returns over to flowback
tank from rig tank. Killtubing on each connection with about 30 bbis of diesel. Circulate down 4 single
joints and 1 - 10' pup. Circulate down to TD at 10288'. Circulate for 25 minutes on bottom. Check
returns. Returns appear to be clean. Still lots of gas in returns. Killtubing with 40 bbis. RD power
swivel. Lay down 10' pup jointand TOOH with 4 single joints. EOT now at 10156'. Open up wel to flow.
Turn well over to FESCO. Flow well up tubing. Lost a total of 100 bbis to wellbore. Flow well throughout
the night. Secure well. SDFN.

Total Daily Oil Load recovered = 111 bbis
Total Daily Gas = 10 MCF
Total Daily Water =0 bbis

Load to Recover = 1073 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: TlH with 2 stands. PU 4 single joints. Tag up on sand fill at 10160'. Lay down single joint. RU Power
swivel. Pump down casing and up tubing. Lots of gas in returns. SD and swap returns over to flowback
tank from rig tank. Killtubing on each connection with about 30 bbis of diesel. Circulate down 4 single
joints and 1 - 10' pup. Circulate down to TD at 10288'. Circulate for 25 minutes on bottom. Check
returns. Returns appear to be clean. Still lots of gas in returns. Killtubing with 40 bbis. RD power
swivel. Lay down 10' pup joint and TOOH with 4 single joints. EOT now at 10156'. Open up wel to flow.
Turn well over to FESCO. Flow well up tubing. Lost a total of 100 bbis to wellbore. Flow well throughout
the night. Secure well. SDFN.

Total Daily Oil Load recovered = 111 bbis
Total Daily Gas = 10 MCF
Total Daily Water =0 bbis

Load to Recover = 1073 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hs Category/Rmks: Flow :

From 7:00 To 8:00 1 hrs Category/Rmks: TIH :

From 8:00 To 9:00 1 hrs Category/Rmks: RU :

From 9:00 To 12:00 3 hrs Category/Rmks: Circulate :

From 12:00 To 13:00 1 hrs Category/Rmks: TOOH :

From 13:00 To 0:00 11 hrs Category/Rmks: Flow :

i
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Well Name) Greentáinm State 444H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 iëkt Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected dit 0 / 0 Gas 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/2/2008 Activity: Swab Itig Name: Days :|33
Daily Report Summary : Well still dead. RU swab lubricator. Make 25 total swab runs. After first swab run, well flows for over

an hour. Recover 85 bbis between swabbing the well and flowing. Make 24 more swab runs. Well flows
with some gas after each run. Have to wait about 5 minutes before can make the next run. On last run,
having to work swab in because of something in tubing. TOOH with swab. Last 14 runs, tag fluid from
3900' and swab from 5500'. RD Swab lubricator. RU FESCO. Leave well over night. Secure well.
SDFN.

Total Daily Oil Load recovered = 231 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 842 bbis
Cum Gas = 53 MCF
Cum Water = 0

Daily Report Detail: Well still dead. RU swab Iubricator. Make 25 total swab runs from 10156'. After first swab run, well
flows for over an hour. Recover 85 bbis between swabbing the well and flowing. Make 24 more swab
runs. Well flows with some gas after each run. Have to wait about 5 minutes before can make the next
run. On last run, having to work swab in because of something in tubing. TOOH with swab. Last 14 runs,
tag fluid from 3900' and swab from 5500'. RD Swab lubricator. RU FESCO. Leave well over night.
Secure well. SDFN.

Total Daily Oil Load recovered = 231 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 842 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs Category/Rmks Flow :

From 7:00 To 18:00 11 h Category/Rmks wab :

From 18:00 To 0:00 6 hrs Category/Rmks low :
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Well Name) Greentáinm State 444H
Prospect: Greentown AFE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 iëkt Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected dit 0 / 0 Gas 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/2/2008 Activity: Swab Itig Name: Days :|33
Daily Report Summary : Well still dead. RU swab lubricator. Make 25 total swab runs. After first swab run, well flows for over

an hour. Recover 85 bbis between swabbing the well and flowing. Make 24 more swab runs. Well flows
with some gas after each run. Have to wait about 5 minutes before can make the next run. On last run,
having to work swab in because of something in tubing. TOOH with swab. Last 14 runs, tag fluid from
3900' and swab from 5500'. RD Swab lubricator. RU FESCO. Leave well over night. Secure well.
SDFN.

Total Daily Oil Load recovered = 231 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 842 bbis
Cum Gas = 53 MCF
Cum Water = 0

Daily Report Detail: Well still dead. RU swab Iubricator. Make 25 total swab runs from 10156'. After first swab run, well
flows for over an hour. Recover 85 bbis between swabbing the well and flowing. Make 24 more swab
runs. Well flows with some gas after each run. Have to wait about 5 minutes before can make the next
run. On last run, having to work swab in because of something in tubing. TOOH with swab. Last 14 runs,
tag fluid from 3900' and swab from 5500'. RD Swab lubricator. RU FESCO. Leave well over night.
Secure well. SDFN.

Total Daily Oil Load recovered = 231 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 842 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hs Category/Rmks Flow :

From 7:00 To 18:00 11 h Category/Rmks wab :

From 18:00 To 0:00 6 hrs Category/Rmks low :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/3/2008 Activity: Swab Rig Name: Days :34
Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 2 swab runs.

Well starts to flow. Well flows for 2 hours. Well dead. Continue to swab down well. Make 17 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 154 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 688 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

Daily Report Detail: Flow well throughout the night. No flow. RU swab Iubricator. Swab down well. Make 2 swab runs.
Well starts to flow. Well flows for 2 hours. Well dead. Continue to swab down well. Make 17 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 154 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 688 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 8:00 8 hrs Category/Rmks: Flow :

From 8:00 To 9:00 1 hrs Category/Rmks: Swab :

From 9:00 To 11:00 2 hrs Category/Rmks: Flow :

From 11:00 To 18:00 7 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :

Date : 3/4/2008 Activity: Swab | Rig Name: Days :35

Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 13 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 59 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 629 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well throughout the night. No flow. RU swab Iubricator. Swab down well. Make 13 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 59 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 629 bb\s
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/3/2008 Activity: Swab Rig Name: Days :34
Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 2 swab runs.

Well starts to flow. Well flows for 2 hours. Well dead. Continue to swab down well. Make 17 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 154 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 688 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

Daily Report Detail: Flow well throughout the night. No flow. RU swab Iubricator. Swab down well. Make 2 swab runs.
Well starts to flow. Well flows for 2 hours. Well dead. Continue to swab down well. Make 17 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 154 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 688 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 8:00 8 hrs Category/Rmks: Flow :

From 8:00 To 9:00 1 hrs Category/Rmks: Swab :

From 9:00 To 11:00 2 hrs Category/Rmks: Flow :

From 11:00 To 18:00 7 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :

Date : 3/4/2008 Activity: Swab | Rig Name: Days :35

Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 13 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 59 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 629 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well throughout the night. No flow. RU swab Iubricator. Swab down well. Make 13 total swab
runs. Secure well. Turn well over to FESCO. SDFN.

Total Daily Oil Load recovered = 59 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 629 bb\s
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36··24H
Prospect: Greentown AFE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operatora Petroleum Corpore
API #: 4301931519 ield; Wildcat Supervisor: Cory Knote

Work Type: Completion ounty , St,: Grand, UT Phone: 303-575-0326
roductionCurrertt/Ex4ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/5/2008 Activity: Swab Rig Name: Days :36

Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 8 total swab runs
at EOT at 10156'. PU 4 single joints. TIH with single joints. Do not tag any sand fill. EOT now at 10281'.
Make 3 total swab runs from 10281'. TOOH with 4 single joints. Lay down singles. Secure well. Turn
well over to FESCO. SDFN.

Total Daily Oil Load recovered = 62 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 567 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 8 total swab runs
at EOT at 10156'. PU 4 single joints. TlH with single joints. Do not tag any sand fill. EOT now at 10281'.
Make 3 total swab runs from 10281'. TOOH with 4 single joints. Lay down singles. Secure well. Turn
well over to FESCO. SDFN.

Total Daily Oil Load recovered = 62 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 567 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 8:00 8 hrs Category/Rmks: Flow :

From 8:00 To 18:00 10 hrs Category/Rmks:Swab :

From 18:00 To 0:00 6 hrs Category/Rmks:Flow :

Date : 3/6/2008 Activity: Swab Rig Name: Days :37

Daily Report Summary : SITP 355. SICP 360 psi. Blow down well. RU swab Iubricator. Swab down well. Make 1 total swab
runs at EOT at 10156'. PU 4 single joints. TlH with single joints. Do not tag any sand fill. EOT now at
10281'. Make 8 total swab runs from 10281'. TOOH with 2 stands. Secure well. SDFN.

Total Daily Oil Load recovered = 43 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 524 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: SITP 355. SICP 360 psi. Blow down well. RU swab lubricator. Swab down well. Make 1 total swab
runs at EOT at 10156'. PU 4 single joints. TIH with single joints. Do not tag any sand fill. EOT now at
10281'. Make 8 total swab runs from 10281'. TOOH with 2 stands. Secure well. SDFN.

Total Daily Oil Load recovered = 43 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 524 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 8:00 8 hrs Categorylismks:SDFN :

From 8:00 To 18:30 0.5 hr Category/Rmks: Swab :

From 18:30 To 0:00 5.5 hre Category/Rmks: SDFN :
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Well Name : Greentown State 36··24H
Prospect: Greentown AFE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operatora Petroleum Corpore
API #: 4301931519 ield; Wildcat Supervisor: Cory Knote

Work Type: Completion ounty , St,: Grand, UT Phone: 303-575-0326
roductionCurrertt/Ex4ected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/5/2008 Activity: Swab Rig Name: Days :36

Daily Report Summary : Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 8 total swab runs
at EOT at 10156'. PU 4 single joints. TIH with single joints. Do not tag any sand fill. EOT now at 10281'.
Make 3 total swab runs from 10281'. TOOH with 4 single joints. Lay down singles. Secure well. Turn
well over to FESCO. SDFN.

Total Daily Oil Load recovered = 62 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 567 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well throughout the night. No flow. RU swab lubricator. Swab down well. Make 8 total swab runs
at EOT at 10156'. PU 4 single joints. TlH with single joints. Do not tag any sand fill. EOT now at 10281'.
Make 3 total swab runs from 10281'. TOOH with 4 single joints. Lay down singles. Secure well. Turn
well over to FESCO. SDFN.

Total Daily Oil Load recovered = 62 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 567 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 8:00 8 hrs Category/Rmks: Flow :

From 8:00 To 18:00 10 hrs Category/Rmks:Swab :

From 18:00 To 0:00 6 hrs Category/Rmks:Flow :

Date : 3/6/2008 Activity: Swab Rig Name: Days :37

Daily Report Summary : SITP 355. SICP 360 psi. Blow down well. RU swab Iubricator. Swab down well. Make 1 total swab
runs at EOT at 10156'. PU 4 single joints. TlH with single joints. Do not tag any sand fill. EOT now at
10281'. Make 8 total swab runs from 10281'. TOOH with 2 stands. Secure well. SDFN.

Total Daily Oil Load recovered = 43 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 524 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: SITP 355. SICP 360 psi. Blow down well. RU swab lubricator. Swab down well. Make 1 total swab
runs at EOT at 10156'. PU 4 single joints. TIH with single joints. Do not tag any sand fill. EOT now at
10281'. Make 8 total swab runs from 10281'. TOOH with 2 stands. Secure well. SDFN.

Total Daily Oil Load recovered = 43 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 524 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 8:00 8 hrs Categorylismks:SDFN :

From 8:00 To 18:30 0.5 hr Category/Rmks: Swab :

From 18:30 To 0:00 5.5 hre Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFIE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator:) Petroleum Corpore
API#: 4301931519 I=ield: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.; Grand, UT yhone: 303-575-0326
roductionCurrent/I:xpected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/7/2008 Actiyity: Swab Rig Name: Days :38
Daily Report Summary : SITP 240 psi. SICP 230 psi. Blow down well. TIH with 2 stands. Do not tag any sand fill. EOT now at

10281'. Make 6 total swab runs from 10281'. Well flows for about an hour after pulls #5 & 6 TOOH with 2
stands. Secure well. SDFN.

Total Daily Oil Load recovered = 22 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 502 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

Daily Report Detail: SITP 240 psi. SICP 230 psi. Blow down well. TIH with 2 stands. Do not tag any sand fill. EOT now at
10281'. Make 6 total swab runs from 10281'. Well flows for about an hour after pulls #5 & 6 TOOH with 2
stands. Secure well. SDFN.

Total Daily Oil Load recovered = 22 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 502 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 7:30 J.5 hre Category/Rmks:Blow down :

From 7:30 To 17:00 9.5 hrt Category/Rmks: Swab :

From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 3/8/2008 Activity: SDFWE Rig Name: Days :39
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks:jSDFWE :

Date : 3/9/2008 Activity: SDFWE Rig Nanie _ Days 40
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :

Date : 3/10/2008 Activity: SDFWE Rig Name: Days :41

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :

Date : 3/11/2008 Activity: SDFWE Rig Name: Days :42

Daily Report Summary : 1 SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Öategory/Rmks:SDFWE :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFIE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator:) Petroleum Corpore
API#: 4301931519 I=ield: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.; Grand, UT yhone: 303-575-0326
roductionCurrent/I:xpected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/7/2008 Actiyity: Swab Rig Name: Days :38
Daily Report Summary : SITP 240 psi. SICP 230 psi. Blow down well. TIH with 2 stands. Do not tag any sand fill. EOT now at

10281'. Make 6 total swab runs from 10281'. Well flows for about an hour after pulls #5 & 6 TOOH with 2
stands. Secure well. SDFN.

Total Daily Oil Load recovered = 22 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 502 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

Daily Report Detail: SITP 240 psi. SICP 230 psi. Blow down well. TIH with 2 stands. Do not tag any sand fill. EOT now at
10281'. Make 6 total swab runs from 10281'. Well flows for about an hour after pulls #5 & 6 TOOH with 2
stands. Secure well. SDFN.

Total Daily Oil Load recovered = 22 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 502 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hrs Category/Rmks:SDFN :

From 7:00 To 7:30 J.5 hre Category/Rmks:Blow down :

From 7:30 To 17:00 9.5 hrt Category/Rmks: Swab :

From 17:00 To 0:00 7 hrs Category/Rmks:SDFN :

Date : 3/8/2008 Activity: SDFWE Rig Name: Days :39

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks:jSDFWE :

Date : 3/9/2008 Activity: SDFWE Rig Nanie _ Days 40
Daily Report Summary : SDFWE

Daily Report Detail: SDFWE
From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :

Date : 3/10/2008 Activity: SDFWE Rig Name: Days :41

Daily Report Summary : SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Category/Rmks:SDFWE :

Date : 3/11/2008 Activity: SDFWE Rig Name: Days :42

Daily Report Summary : 1 SDFWE
Daily Report Detail: SDFWE

From 0:00 To 0:00 24 hrs Öategory/Rmks:SDFWE :
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Well Name Greentown State 36-24H
Prospect: Greentown AFIË#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phone: 303-575-0326
roduction Current/Expècted Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/12/2008 Activity: )Swab Rig Name: Days :43
Daily Report Summary : SITP 810 psi. SICP 810 psi. Blow down tubing. No fluid recovered. TlH with 2 stands. EOT now at

10281'. Make 11 total swab runs Initial fluid level 3500'. Swab down well. Well flows for about an hour
after pulls #8. Continue to swab. Well flows after pull #11 for about 3 hours. No fluid recovered for last
hour of flowing. Blow down backside to rig tank. Well dead. TOOH with 9 single joints. TOOH with 7
stands. Drillline breaks. Have to SDFN. Secure well. SDFN.

Total Daily Oil Load recovered = 86 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 416 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: SITP 810 psi. SICP 810 psi. Blow down tubing. No fluid recovered. TlH with 2 stands. EOT now at
10281'. Make 11 total swab runs Initial fluid level 3500'. Swab down well. Well flows for about an hour
after pulls #8. Continue to swab. Well flows after pull #11 for about 3 hours. No fluid recovered for last
hour of flowing. Blow down backside to rig tank. Well dead. TOOH with 9 single joints. TOOH with 7
stands. Drill line breaks. Have to SDFN. Secure well. SDFN.

Total Daily Oil Load recovered = 86 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 416 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hrs Category/Rmks:Blow down :

From 8:00 To 15:30 f.5 hre Category/Rmks:Swab :

From 15:30 To 16:00 J.5 hrt Category/Rmks:Blow down :

From 16:00 To 17:00 1 hrs Category/Rmks: TOOH :

From 17:00 To 0:00 7 hrs ÖategoryiRmks:SDFN :
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Well Name Greentown State 36-24H
Prospect: Greentown AFIË#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phone: 303-575-0326
roduction Current/Expècted Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/12/2008 Activity: )Swab Rig Name: Days :43
Daily Report Summary : SITP 810 psi. SICP 810 psi. Blow down tubing. No fluid recovered. TlH with 2 stands. EOT now at

10281'. Make 11 total swab runs Initial fluid level 3500'. Swab down well. Well flows for about an hour
after pulls #8. Continue to swab. Well flows after pull #11 for about 3 hours. No fluid recovered for last
hour of flowing. Blow down backside to rig tank. Well dead. TOOH with 9 single joints. TOOH with 7
stands. Drillline breaks. Have to SDFN. Secure well. SDFN.

Total Daily Oil Load recovered = 86 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 416 bbis
Cum Gas = 53 MCF
Cum Water = 0 bbis

Daily Report Detail: SITP 810 psi. SICP 810 psi. Blow down tubing. No fluid recovered. TlH with 2 stands. EOT now at
10281'. Make 11 total swab runs Initial fluid level 3500'. Swab down well. Well flows for about an hour
after pulls #8. Continue to swab. Well flows after pull #11 for about 3 hours. No fluid recovered for last
hour of flowing. Blow down backside to rig tank. Well dead. TOOH with 9 single joints. TOOH with 7
stands. Drill line breaks. Have to SDFN. Secure well. SDFN.

Total Daily Oil Load recovered = 86 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 416 bbls
Cum Gas = 53 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hrs Category/Rmks:Blow down :

From 8:00 To 15:30 f.5 hre Category/Rmks:Swab :

From 15:30 To 16:00 J.5 hrt Category/Rmks:Blow down :

From 16:00 To 17:00 1 hrs Category/Rmks: TOOH :

From 17:00 To 0:00 7 hrs ÖategoryiRmks:SDFN :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
AP1#: 4301931519 Field: Wildcat Supervisor: Cory Knote

WorkType: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/13/2008 Activity: Perforate Rig Name: | Days :44
Daily Report Summary : SITP 90 psi. SICP 90 psi. Blow down backside to rig tank. No fluid recovered. Spool on drill line onto

rig. Blow down tubing to flowback tank. No fluid recovered. TOOH with remainder of tubing, 152 stands,
standing back in derrick. MIweatherford wireline. MISTS rental. ND washington head. RU weatherford
wireline. PU rental lubricator & 6.325" Gauge ring and junk basket. TlH with gauge ring and junk basket
to 10250'. TOOH with gauge ring and junk basket. Lay down gauge ring & junk basket. No junk
recovered. PU Baker 6.21" O.D. TV-10 CIBP. TIH with CIBP. Set CIBP at 10200'. TOOH with setting
tool. Lay down setting tool. Fill casing with rig pump. Fill and pressure test with 425 bbls of diesel.
Pressure test to 4200 psi. Hold pressure for 15 minutes. Pressure holds. Bleed off pressure to rig tank.
PU perforating gun. TIH with gun. SICP 160 psi. Tag CIBP with gun. Plug still at 10200'. Perforate
10142-10150' (24 holes). SICP 60 psi. TOOH with guns. Lay down gun. AIIshots fired. PU perforating
gun. TlH with gun. SICP 300 psi. Perforate 10114-10118 (8 holes). SICP 260 psi. TOOH with gun. Lay
down gun. All shots fired. PU perforating gun. TlH with gun. SICP 300 psi. Perforate 10086-10092 (18
holes). SICP 290 psi. TOOH with gun. Lay down gun. All shots fired. SICP 260 psi. RDMO
weatherford wireline. Pressure building. Secure well. SICP 300 psi. Turn well over to FESCO. Try to
turn through equipment. No gas. Open well to open top tank. Well blows down quickly. Flow well
throughout the night. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 0 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: SITP 90 psi. SICP 90 psi. Blow down backside to rig tank. No fluid recovered. Spool on drill line onto
rig. Blow down tubing to flowback tank. No fluid recovered. TOOH with remainder of tubing, 152 stands,
standing back in derrick. MIweatherford wireline. MISTS rental. ND washington head. RU weatherford
wireline. PU rental lubricator & 6.325" Gauge ring and junk basket. TlH with gauge ring and junk basket
to 10250'. TOOH with gauge ring and junk basket. Lay down gauge ring & junk basket. No junk
recovered. PU Baker 6.21" O.D. TV-10 CIBP. TlH with CIBP. Set CIBP at 10200'. TOOH with setting
tool. Lay down setting tool. Fillcasing with rig pump. Fill and pressure test with 425 bbis of diesel.
Pressure test to 4200 psi. Hold pressure for 15 minutes. Pressure holds. Bleed off pressure to rig tank.
PU perforating gun. TlH with gun. SICP 160 psi. Tag CIBP with gun. Plug still at 10200'. Perforate
10142-10150' (24 holes). SICP 60 psi. TOOH with guns. Lay down gun. AIIshots fired. PU perforating
gun. TlH with gun. SICP 300 psi. Perforate 10114-10118 (8 holes). SICP 260 psi. TOOH with gun. Lay
down gun. AIIshots fired. PU perforating gun. TIH with gun. SICP 300 psi. Perforate 10086-10092 (18
holes). SICP 290 psi. TOOH with gun. Lay down gun. All shots fired. SICP 260 psi. RDMO
weatherford wireline. Pressure building. Secure well. SICP 300 psi. Turn well over to FESCO. Try to
turn through equipment. No gas. Open well to open top tank. Well blows down quickly. Flow well
throughout the night. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 0 bb\s
Cum Gas = 0 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hs Category/Rmks: Other :

From 8:00 To 9:00 1 hs Category/Rmks: Blow down :

From 9:00 To 10:00 1 hs Category/Rmks: Other :

From 10:00 To 12:30 2.5 bre Category/Rmks: TOOH :

From 12:30 To 13:00 J.5 hre Category/Rmks: ND :

From 13:00 To 13:30 J.5 hre Category/Rmks: RU :

From 13:30 To 23:30 10 hrs Category/Rmks: Wireline :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
AP1#: 4301931519 Field: Wildcat Supervisor: Cory Knote

WorkType: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/13/2008 Activity: Perforate Rig Name: | Days :44

Daily Report Summary : SITP 90 psi. SICP 90 psi. Blow down backside to rig tank. No fluid recovered. Spool on drill line onto
rig. Blow down tubing to flowback tank. No fluid recovered. TOOH with remainder of tubing, 152 stands,
standing back in derrick. MIweatherford wireline. MISTS rental. ND washington head. RU weatherford
wireline. PU rental lubricator & 6.325" Gauge ring and junk basket. TlH with gauge ring and junk basket
to 10250'. TOOH with gauge ring and junk basket. Lay down gauge ring & junk basket. No junk
recovered. PU Baker 6.21" O.D. TV-10 CIBP. TIH with CIBP. Set CIBP at 10200'. TOOH with setting
tool. Lay down setting tool. Fill casing with rig pump. Fill and pressure test with 425 bbls of diesel.
Pressure test to 4200 psi. Hold pressure for 15 minutes. Pressure holds. Bleed off pressure to rig tank.
PU perforating gun. TIH with gun. SICP 160 psi. Tag CIBP with gun. Plug still at 10200'. Perforate
10142-10150' (24 holes). SICP 60 psi. TOOH with guns. Lay down gun. AIIshots fired. PU perforating
gun. TlH with gun. SICP 300 psi. Perforate 10114-10118 (8 holes). SICP 260 psi. TOOH with gun. Lay
down gun. All shots fired. PU perforating gun. TlH with gun. SICP 300 psi. Perforate 10086-10092 (18
holes). SICP 290 psi. TOOH with gun. Lay down gun. All shots fired. SICP 260 psi. RDMO
weatherford wireline. Pressure building. Secure well. SICP 300 psi. Turn well over to FESCO. Try to
turn through equipment. No gas. Open well to open top tank. Well blows down quickly. Flow well
throughout the night. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 0 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: SITP 90 psi. SICP 90 psi. Blow down backside to rig tank. No fluid recovered. Spool on drill line onto
rig. Blow down tubing to flowback tank. No fluid recovered. TOOH with remainder of tubing, 152 stands,
standing back in derrick. MIweatherford wireline. MISTS rental. ND washington head. RU weatherford
wireline. PU rental lubricator & 6.325" Gauge ring and junk basket. TlH with gauge ring and junk basket
to 10250'. TOOH with gauge ring and junk basket. Lay down gauge ring & junk basket. No junk
recovered. PU Baker 6.21" O.D. TV-10 CIBP. TlH with CIBP. Set CIBP at 10200'. TOOH with setting
tool. Lay down setting tool. Fillcasing with rig pump. Fill and pressure test with 425 bbis of diesel.
Pressure test to 4200 psi. Hold pressure for 15 minutes. Pressure holds. Bleed off pressure to rig tank.
PU perforating gun. TlH with gun. SICP 160 psi. Tag CIBP with gun. Plug still at 10200'. Perforate
10142-10150' (24 holes). SICP 60 psi. TOOH with guns. Lay down gun. AIIshots fired. PU perforating
gun. TlH with gun. SICP 300 psi. Perforate 10114-10118 (8 holes). SICP 260 psi. TOOH with gun. Lay
down gun. AIIshots fired. PU perforating gun. TIH with gun. SICP 300 psi. Perforate 10086-10092 (18
holes). SICP 290 psi. TOOH with gun. Lay down gun. All shots fired. SICP 260 psi. RDMO
weatherford wireline. Pressure building. Secure well. SICP 300 psi. Turn well over to FESCO. Try to
turn through equipment. No gas. Open well to open top tank. Well blows down quickly. Flow well
throughout the night. SDFN.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 0 bb\s
Cum Gas = 0 MCF
Cum Water = 0 bbls

From 0:00 To 7:00 7 hs Category/Rmks: SDFN :

From 7:00 To 8:00 1 hs Category/Rmks: Other :

From 8:00 To 9:00 1 hs Category/Rmks: Blow down :

From 9:00 To 10:00 1 hs Category/Rmks: Other :

From 10:00 To 12:30 2.5 bre Category/Rmks: TOOH :

From 12:30 To 13:00 J.5 hre Category/Rmks: ND :

From 13:00 To 13:30 J.5 hre Category/Rmks: RU :

From 13:30 To 23:30 10 hrs Category/Rmks: Wireline :
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Well Name : Greentoinm State 3644H
Prospect Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phorm: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gaa: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
From 23:30 To 0:00 þ.5hr Category/IRmks:RD :

Date : ) 3/14/2008 Activity: Prep to frac Rig Narne Days 45
Daily Report Summary : Flow well through FESCO to open top tank throughout the night. Well open on twin48/64" chokes.

Flow well thoughout the day to open top tank. Secure well. MIstinger frac valve NU stinger frac valve.
MIRU Calfrac frac crew. Mi vac truck. Move diesel top off frac tanks with diesel.

Total Daily Oil Load recovered = 13 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 412 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well through FESCO to open top tank throughout the night. Well open on twin48/64" chokes.
Flow well thoughout the day to open top tank. Secure well. MI stinger frac valve NU stinger frac valve.
MIRU Calfrac frac crew. MIvac truck. Move diesel top off frac tanks with diesel.

Total Daily Oil Load recovered = 13 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 412 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:30 .5 h Category/Rmks RD :

From 0:30 To 0:00 3.5 h Oategory/I¾mks Flow :
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Well Name : Greentoinm State 3644H
Prospect Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County, St.: Grand, UT Phorm: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gaa: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
From 23:30 To 0:00 þ.5hr Category/IRmks:RD :

Date : ) 3/14/2008 Activity: Prep to frac Rig Narne Days 45
Daily Report Summary : Flow well through FESCO to open top tank throughout the night. Well open on twin48/64" chokes.

Flow well thoughout the day to open top tank. Secure well. MIstinger frac valve NU stinger frac valve.
MIRU Calfrac frac crew. Mi vac truck. Move diesel top off frac tanks with diesel.

Total Daily Oil Load recovered = 13 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 412 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flow well through FESCO to open top tank throughout the night. Well open on twin48/64" chokes.
Flow well thoughout the day to open top tank. Secure well. MI stinger frac valve NU stinger frac valve.
MIRU Calfrac frac crew. MIvac truck. Move diesel top off frac tanks with diesel.

Total Daily Oil Load recovered = 13 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 412 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:30 .5 h Category/Rmks RD :

From 0:30 To 0:00 3.5 h Oategory/I¾mks Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/15/2008 Activity: Frac Rig Name: Days :46

Daily Report Summary : Continue to flowback breakdown wellbore fluid. MIRU Calfrac. MIRU Onsite safety. Hold safety
meeting. Discuss frac safety. Pressure test to 9000 psi. SICP 175 psi. Load hole and get break with 38
bbls. Get a break of 6367 psi at 14 bpm. Pump 87 bbis with 75 1.3 SG ball sealers. Flush with 475 bbis
of diesel. Get rate to 34 bpm during flush at 7400 psi. See ball action. Slow rate twice after surface
pressure ramps up to 8000 psi. ISIP 7000 psi. Frac Gradient 1.05 psilft. Open up well. Flowback well
for 25 minutes on 68/64" choke. Shut in well for 10 minutes. Well builds up to 1850 psi. Open up well
again for 10 minutes. Blowdown well and surge balls. SI well for 30 minutes. SICP 3278 psi. Perform
FET. Pump 160 bbis. Get rate up to about 50 bpm. ISIP 6225 psi. Frac Gradient 0.97 psilft. 5 Minute
shut in 5381 psi. Calfrac estimates 17 out of 50 holes open. Pump main frac. Pump 40 bbis of pad fluid,
500 bbis of 0.50 ppg, 760 0.75 ppg, 370 bb\s 0.50 ppg, and 199 bbis flush. Pumped most of frac at 55
bpm. Total load 2629 bbis. ISIP 7500 psi. Frac Gradient 1.1 psilft. Sand in formation 33680 lbs. Total
sand pumped 38544 lbs. Sand in casing 4864 Ibs. Average Pressure 7212 psi. Average Rate 51.3
bpm. Max Rate 63.4 bpm. Max pressure 8529 psi. RDMO Calfrac. RDMO onsite safety. Secure well.
Turn well over to FESCO. Flowback frac. Open up well on 14/64" choke. Flow well throughout the night.
Secure well. SDFN.

Total Daily Oil Load recovered = 135 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bb\s

Load to Recover = 2906 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: Continue to flowback breakdown wellbore fluid. MIRU Calfrac. MIRU Onsite safety. Hold safety
meeting. Discuss frac safety. Pressure test to 9000 psi. SICP 175 psi. Load hole and get break with 38
bbis. Get a break of 6367 psi at 14 bpm. Pump 87 bbis with 75 1.3 SG ball sealers. Flush with 475 bbis
of diesel. Get rate to 34 bpm during flush at 7400 psi. See ball action. Slow rate twice after surface
pressure ramps up to 8000 psi. ISIP 7000 psi. Frac Gradient 1.05 psilft. Open up well. Flowback well
for 25 minutes on 68/64" choke. Shut in well for 10 minutes. Well builds up to 1850 psi. Open up well
again for 10 minutes. Blowdown well and surge balls. SI well for 30 minutes. SICP 3278 psi. Perform
FET. Pump 160 bbis. Get rate up to about 50 bpm. ISIP 6225 psi. Frac Gradient 0.97 psilft. 5 Minute
shut in 5381 psi. Calfrac estimates 17 out of 50 holes open. Pump main frac. Pump 40 bbis of pad fluid,
500 bbis of 0.50 ppg, 760 0.75 ppg, 370 bbis 0.50 ppg, and 199 bbis flush. Pumped most of frac at 55
bpm. Total load 2629 bbis. ISIP 7500 psi. Frac Gradient 1.1 psilft. Sand in formation 33680 lbs. Total
sand pumped 38544 lbs. Sand in casing 4864 lbs. Average Pressure 7212 psi. Average Rate 51.3
bpm. Max Rate 63.4 bpm. Max pressure 8529 psi. RDMO Calfrac. RDMO onsite safety. Secure well.
Turn well over to FESCO. Flowback frac. Open up well on 14/64" choke. Flow well throughout the night.
Secure well. SDFN.

Total Daily Oil Load recovered = 135 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 2906 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 6:00 6 hrs Category/Rmks: Flow :

From 6:00 To 11:00 5 hrs Category/Rmks: RU :

From 11:00 To 17:00 6 hrs Category/Rmks: Frac :

From 17:00 To 18:00 1 hrs Category/Rmks: RD :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API#: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/15/2008 Activity: Frac Rig Name: Days :46

Daily Report Summary : Continue to flowback breakdown wellbore fluid. MIRU Calfrac. MIRU Onsite safety. Hold safety
meeting. Discuss frac safety. Pressure test to 9000 psi. SICP 175 psi. Load hole and get break with 38
bbls. Get a break of 6367 psi at 14 bpm. Pump 87 bbis with 75 1.3 SG ball sealers. Flush with 475 bbis
of diesel. Get rate to 34 bpm during flush at 7400 psi. See ball action. Slow rate twice after surface
pressure ramps up to 8000 psi. ISIP 7000 psi. Frac Gradient 1.05 psilft. Open up well. Flowback well
for 25 minutes on 68/64" choke. Shut in well for 10 minutes. Well builds up to 1850 psi. Open up well
again for 10 minutes. Blowdown well and surge balls. SI well for 30 minutes. SICP 3278 psi. Perform
FET. Pump 160 bbis. Get rate up to about 50 bpm. ISIP 6225 psi. Frac Gradient 0.97 psilft. 5 Minute
shut in 5381 psi. Calfrac estimates 17 out of 50 holes open. Pump main frac. Pump 40 bbis of pad fluid,
500 bbis of 0.50 ppg, 760 0.75 ppg, 370 bb\s 0.50 ppg, and 199 bbis flush. Pumped most of frac at 55
bpm. Total load 2629 bbis. ISIP 7500 psi. Frac Gradient 1.1 psilft. Sand in formation 33680 lbs. Total
sand pumped 38544 lbs. Sand in casing 4864 Ibs. Average Pressure 7212 psi. Average Rate 51.3
bpm. Max Rate 63.4 bpm. Max pressure 8529 psi. RDMO Calfrac. RDMO onsite safety. Secure well.
Turn well over to FESCO. Flowback frac. Open up well on 14/64" choke. Flow well throughout the night.
Secure well. SDFN.

Total Daily Oil Load recovered = 135 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bb\s

Load to Recover = 2906 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: Continue to flowback breakdown wellbore fluid. MIRU Calfrac. MIRU Onsite safety. Hold safety
meeting. Discuss frac safety. Pressure test to 9000 psi. SICP 175 psi. Load hole and get break with 38
bbis. Get a break of 6367 psi at 14 bpm. Pump 87 bbis with 75 1.3 SG ball sealers. Flush with 475 bbis
of diesel. Get rate to 34 bpm during flush at 7400 psi. See ball action. Slow rate twice after surface
pressure ramps up to 8000 psi. ISIP 7000 psi. Frac Gradient 1.05 psilft. Open up well. Flowback well
for 25 minutes on 68/64" choke. Shut in well for 10 minutes. Well builds up to 1850 psi. Open up well
again for 10 minutes. Blowdown well and surge balls. SI well for 30 minutes. SICP 3278 psi. Perform
FET. Pump 160 bbis. Get rate up to about 50 bpm. ISIP 6225 psi. Frac Gradient 0.97 psilft. 5 Minute
shut in 5381 psi. Calfrac estimates 17 out of 50 holes open. Pump main frac. Pump 40 bbis of pad fluid,
500 bbis of 0.50 ppg, 760 0.75 ppg, 370 bbis 0.50 ppg, and 199 bbis flush. Pumped most of frac at 55
bpm. Total load 2629 bbis. ISIP 7500 psi. Frac Gradient 1.1 psilft. Sand in formation 33680 lbs. Total
sand pumped 38544 lbs. Sand in casing 4864 lbs. Average Pressure 7212 psi. Average Rate 51.3
bpm. Max Rate 63.4 bpm. Max pressure 8529 psi. RDMO Calfrac. RDMO onsite safety. Secure well.
Turn well over to FESCO. Flowback frac. Open up well on 14/64" choke. Flow well throughout the night.
Secure well. SDFN.

Total Daily Oil Load recovered = 135 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 2906 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 6:00 6 hrs Category/Rmks: Flow :

From 6:00 To 11:00 5 hrs Category/Rmks: RU :

From 11:00 To 17:00 6 hrs Category/Rmks: Frac :

From 17:00 To 18:00 1 hrs Category/Rmks: RD :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name Greentown State 36 24H
Prospect: Greentown AFIE#: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Ëxpected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job I urpose : Complete a Paradox Salt Well
Date : 3/16/2008 Activity: Flow back frac Rig Name: Days :47
Daily Report Summary : Continue to flowback frac. Open up choke over several hours to a 68/64" choke. Well flowing at 4 psi

on 68/64" choke at 1700 hours. PU single joint. Try to TlH with tubing. Well flowing too hard. Lay down
tubingjoint. Secure well. SDFN. Continue to flowback frac.

Total Daily Oil Load recovered = 852 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 2054 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac. Open up choke over several hours to a 68/64" choke. Well flowing at 4 psi
on 68/64" choke at 1700 hours. PU single joint. Try to TlH with tubing. Well flowing too hard. Lay down
tubingjoint. Secure well. SDFN. Continue to flowback frac.

Total Daily Oil Load recovered = 852 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bb\s

Load to Recover = 2054 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date : 3/17/2008 Activity: Flow back frac Rig Name: Days :48

Daily Report Summary : Continue to flowback frac. NU washington head. PU XN nipple and TlH with tubing. Tag up on CIBP
at 10200'. No fill. TOOH with 5 single joints. EOT now at 10062'. SI backside. RU FESCO flowback
crew to tubing. Open well up to tubing. Monitor for 2 hours. Well flowing somewhat. Well dies. RU
Swab Iubricator. Make 2 swabs. Well flows each time after swabbing. Recover 22.5 bbis. Secure well.
Turn well over to FESCO. Flow well throughout the night. Secure well. SDFN.

Total Daily Oil Load recovered = 249 bbIs
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1805 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac. NU washington head. PU XN nipple and TlH with tubing. Tag up on CIBP
at 10200'. No fill. TOOH with 5 single joints. EOT now at 10062'. SI backside. RU FESCO flowback
crew to tubing. Open well up to tubing. Monitor for 2 hours. Well flowing somewhat. Well dies. RU
Swab lubricator. Make 2 swabs. Well flows each time after swabbing. Recover 22.5 bb\s. Secure well.
Turn well over to FESCO. Flow well throughout the night. Secure well. SDFN.

Total Daily Oil Load recovered = 249 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1805 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 10:00 0 h Category/IRmks:Flow :

From 10:00 To 13:45 .75 h Category/IRmks:TlH :

From 13:45 To 0:00 .25 h Category/Rmks: Flow :

Casin
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE#: 3974

SeclTwp/Rge: 36 / 21S / 16E Operatorn Petroleum Corpora
API#: 4301931519 field: Wildcat Supervisor: Cory Knote

Work Type: Completion County St Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815

Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, 0

17/5/2007 5747.14 134 4. Intermediate 10.75 65.7 H563 0 14.75 5750
Stage: 1, Spacer, 20, 0, 40bbis tuned spacer w/ 34.1 gallbbl fresh water, 149 Ibm/bbl barite, 125 lbm/bbi 9.5% salt, 5Ibm/bbi D-air 3000, 1 gallbbi
sem-8,

, 0, O
Stage: 1, Lead, 0, 989, 989 sks typev light lead cement wl 1% barite, .125 lbm Poly-E-Flake, 18% salt 9.5., , 2.76, 12
Stage: 1, Tail, 0, 396, 396 sks class G tail cement wl.3% Halad ®-344,

.3% super cbl, .3%

D-air 3000, .1% versaset., , 2.54, 12
Stage: 1, Displacement, 506, 0, , , 0, O
Stage: 1, Wash, 40, 0, Stage 2-Mud flush-ZI-SBM, , 0, O
Stage: 1, Lead, 0, 610, 610 sks of varicem lead cement wl.125Ibm Poly-E-Flake,,

, 11.5, 11.5
Stage: 1, Tail, 0, 100, 100 sks class G Tail cement w/ .125 Ibm Poly-E-Flake.
100 sks class G Tail cement w/ .125 lbm Poly-E-Flake.,

, 1.15, 15.8
Stage: 1, Displacement, 222, 0, , , 0, 0

1/6/2008 0 0 5. Production 0 0 9.5 10316

Perforation
Date Formation Perf Status Uppér Perf Lower Perf Sht / Ft Description:

2/23/2008 Cane Creek clastics Open 10218 10230 3
2/23/2008 Cane Creek clastics Open 10246 10262 3
3/13/2008 Cane Creek clastics Open 10142 10150 3 SET CIBP TV-10 @ 15200
3/13/2008 Cane Creek clastics Open 10114 10118 2 SET CIBP TV-10 @10200
3/13/2008 Cane Creek clastics Open 10086 10092 3 SET CIBP TV-10 @ 10200
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STATE OF UTAH FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existingwells below current bottom-hole depth, reenterplugged wells, or to NAdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OILWELL Q GAS WELL OTHER Greentown State 36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

370 17th Street, Ste. 4300 Denver STATE CO ZiP80202 (303) 575-0397 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE 1108' FSL & 2158' FWL COUNTY. Grand

QTR/QTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECKAPPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICEOF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDŒ VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATlON

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

Delta Petroleum Corporation would like to request enlargement of the pad and add an oil based mud pit for the Greentown
State 36-24 H. Due to the larger rig required for our approved action(Sundry approved 10/18/07)to drilla Horizontal Lateral
well,we require this modification. The new rig schematic is attached. The proposed pad size will be 290'X380'.

Attached is a drawing showing the new pit location. We will be using an oil based mud pit for the operations. A liner willbe
used and it will be 36 Mil reinforced. The previous pit was reclaimed thereforea new pit is required.

Rig 10 is scheduled to be on location 4/6/08 to begin working on thiswell. Delta would appreciate the assistance of SITLA and
Utah Division of Oil, Gas and Miningin approving the request prior to this date.

00PTGBR100PERATOR

NAME(PLEASEPRINT} Kate Shirley TITLE Regulatory Tech.

SIGNATURE DATE 3/28/2008

(This space for State use only) Mah Divisionof
011,Gasand Mining RECEIVED

(5/2000) (See instructions on Reverse Side)

6)¤ DIVOFOIL,GAS&
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6. I NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals to drillnewwells, significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells,or to NAdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL / OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR W1LDCAT:

370 17th St., Ste. 4300 Denver sy,, CO ,80202 (303) 575-0323 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 1108' FSL & 2158' EWL COUNTY: Grand

QTR/QTR, SECTl0N, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 1ðE STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSlÖN TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATÖR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTl0N (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

CÓMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Well History
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRlBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 3/18/2008 - 4/10/08.

Current Status: Completion

NAME(PLEASE PRINT) Terry L. Hoffrna TITLE Regulatory Manager

L 4/10/2008
SIGNATURE - • . .. DATE

(ThisspaceforStateuseonly) RECEIVED
APR11 2008

(5/2000) (SeeinstructionsotiReverseSide)
DIV.OFOIL,GAS&
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TYPE OF SUBMISSlÖN TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATÖR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTl0N (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

CÓMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Well History

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRlBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLE STATUS

See attached Weekly Well History from 3/18/2008 - 4/10/08.

Current Status: Completion

NAME(PLEASE PRINT) Terry L. Hoffrna TITLE Regulatory Manager

L 4/10/2008
SIGNATURE - • . .. DATE

(ThisspaceforStateuseonly) RECEIVED
APR11 2008

(5/2000) (SeeinstructionsotiReverseSide)
DIV.OFOIL,GAS&



Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/18/2008 Activity: Swab ] Rig Name: _[ Days :49

Daily Report Summary : Continue to flowback well. Flow flowing until 1400 hours. RU Swab Iubricator. Swab well. Make 7
swab runs. Recover 63 bbls of oil from swabbing. RD swab Iubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 351 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1454 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback well. Flow flowing until 1400 hours. RU Swab lubricator. Swab well. Make 7
swab runs. Recover 63 bbis of oil from swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 351 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1454 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :

Date : 3/19/2008 Activity: Swab Rig Name: Days :50

Daily Report Summary : Continue to flowback frac. RU Swab lubricator. Swab down well. Make 9 swab runs. Make sand in
last 6 pulls. Recover 57 bbis while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 70 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1384 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac. RU Swab lubricator. Swab down well. Make 9 swab runs. Make sand in
last 6 pulls. Recover 57 bbls while swabbing. RD swab lubricator. Secure well. SDFN.

iTotal Daily Oil Load recovered = 70 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1384 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/18/2008 Activity: Swab ] Rig Name: _[ Days :49

Daily Report Summary : Continue to flowback well. Flow flowing until 1400 hours. RU Swab Iubricator. Swab well. Make 7
swab runs. Recover 63 bbls of oil from swabbing. RD swab Iubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 351 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1454 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback well. Flow flowing until 1400 hours. RU Swab lubricator. Swab well. Make 7
swab runs. Recover 63 bbis of oil from swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 351 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1454 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :

Date : 3/19/2008 Activity: Swab Rig Name: Days :50

Daily Report Summary : Continue to flowback frac. RU Swab lubricator. Swab down well. Make 9 swab runs. Make sand in
last 6 pulls. Recover 57 bbis while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 70 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1384 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Continue to flowback frac. RU Swab lubricator. Swab down well. Make 9 swab runs. Make sand in
last 6 pulls. Recover 57 bbls while swabbing. RD swab lubricator. Secure well. SDFN.

iTotal Daily Oil Load recovered = 70 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1384 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 18:00 11 hrs Category/Rmks: Swab :

From 18:00 To 0:00 6 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : _3/20/2008 Activity_JSwab _____ Rig Name: Days :51

Daily Report Summary : Continue to flowback frac. RU Swab lubricator. Swab down well. Make 2 swab runs. Make sand in
both pulls. Recover 82 bbls while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 82 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bb\s

Daily Report Detail: Continue to flowback frac. RU Swab Iubricator. Swab down well. Make 2 swab runs. Make sand in
both pulls. Recover 82 bb\s while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 82 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 12:30 .5 hre Category/Rmks: Swab :

From 12:30 To 0:00 1.5 hr Category/Rmks: Flow :

Date : 3/21/2008 Activity: Flow back frac Rig Name: ___ Days :52

Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : _3/20/2008 Activity_JSwab _____ Rig Name: Days :51

Daily Report Summary : Continue to flowback frac. RU Swab lubricator. Swab down well. Make 2 swab runs. Make sand in
both pulls. Recover 82 bbls while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 82 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bb\s

Daily Report Detail: Continue to flowback frac. RU Swab Iubricator. Swab down well. Make 2 swab runs. Make sand in
both pulls. Recover 82 bb\s while swabbing. RD swab lubricator. Secure well. SDFN.

Total Daily Oil Load recovered = 82 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 7:00 7 hrs Category/Rmks: Flow :

From 7:00 To 12:30 .5 hre Category/Rmks: Swab :

From 12:30 To 0:00 1.5 hr Category/Rmks: Flow :

Date : 3/21/2008 Activity: Flow back frac Rig Name: ___ Days :52

Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : _ 3/22/2008 | Activity: Flow back frac Rig Name: Days 53
Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date 3/23/2008 Activity Flow back frac _ Rig Name Days :54

Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 172 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1130 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 172 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1130 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date : 3/24/2008 Activity: Flow back frac Rig Name: Days :55

Daily Report Summary :

Daily Report Detail:
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : _ 3/22/2008 | Activity: Flow back frac Rig Name: Days 53
Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 0 bbis
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1302 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date 3/23/2008 Activity Flow back frac _ Rig Name Days :54

Daily Report Summary : Flowback frac to open top tank.

Total Daily Oil Load recovered = 172 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbis

Load to Recover = 1130 bbis
Cum Gas = 0 MCF
Cum Water = 0 bbls

Daily Report Detail: Flowback frac to open top tank.

Total Daily Oil Load recovered = 172 bbls
Total Daily Gas = 0 MCF
Total Daily Water =0 bbls

Load to Recover = 1130 bbls
Cum Gas = 0 MCF
Cum Water = 0 bbis

From 0:00 To 0:00 24 hrs Category/Rmks: Flow :

Date : 3/24/2008 Activity: Flow back frac Rig Name: Days :55

Daily Report Summary :

Daily Report Detail:
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
ProductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/25/2008 Activity: Frac Rig Name: (M&M#1 Days 56
Daily Report Summary :

Daily Report Detail: Crew arrive location. Hold safety meeting and review JSA. SICP at 350 psi. Blow dwn casing and prep
to TOOH wltbg. TlH wltbg and tag at 10227'kb tbg tallymeasure.TOOH w/ 320 jts of tbg standing back in
derrick and lay dwn 6 jts out of hole. Lay dwn the bad 10 stands of tbg out of derrick in prep for frac. Prep
to Re-Frac Crane Creek formation 10086'-92', 10114'-18' and 10142'-50'. R/D tbg handling equipment off
floor, Lower floor and N/U frac valve. Rig up pumplines and pressure test good with diesel to 9000 psi.
Hold pre job safety meeting and review job assignments. Open well with 116 psi on casing - Fill hole with
150 bbls of diesel at 20 bpm. Pressure increased up to 8100 psi wlno break observed. Pressure bleeding
very slow. Attempt o surge it back 2 times and pump into it in attempts to obatin break. Unable to get
break. Bleed pressure dwn and secure frac equipment. Continue to leave well open in attempts to flow
well thru night. Setup to re-perf in a.m and attempt frac.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location. Hold safety meeting and review JSA. SICP at
350 psi.

From 7:00 To 8:00 1 hrs Category/Rmks: Blow down : Blow dwn casing and prep to TOOH wltbg.
From 8:00 To 10:30 .5 hr Category/Rmks: TOOH : TlH wltbg and tag at 10227'kb tbg tally measure.TOOH w/ 320 jts of tbg

standing back in derrick and lay dwn 6 jts out of hole. Lay dwn the bad 10 stands of
tbg out of derrick in prep for frac.

From 10:30 To 16:20 .83 hr Category/Rmks: RU : Prep to Re-Frac Crane Creek formation 10086'-92', 10114'-18' and 10142'-50'.
R/D tbg handling equipment off floor, Lower floor and NIUfrac valve. Rig up
pumplines and pressure test good with diesel to 9000 psi. Hold pre job safety
meeting and review jobassignments.

From 16:20 To 17:30 .17 hr Category/Rmks: Frac : Open well with 116 psi on casing - Fill hole with 150 bbis of diesel at 20 bpm.
Pressure increased up to 8100 psi wlno break observed. Pressure bleeding very
slow. Attempt o surge it back 2 times and pump into it in attempts to obatin break.
Unable to get break. Bleed pressure dwn and secure frac equipment.

From 17:30 To 0:00 .5 hr Category/Rmks: Flow : Continue to leave well open in attempts to flow well thru night. Setup to re-
perf in a.m and attempt frac.

Paty _3/26/200 Activity: TlH | Rig Name: M&M#1 Days :57

Daily Report Summary : Tag shallow with guns. TlH wltbg cleaning tallyingand re-doping tbg.
Daily Report Detail: Monitor well thru night on pressure build up. Pressure increased from 9 psi to 806 psi in 8 hrs. Wireline

and rig crew arrive location. Hold safety meeting and review JSA. "R/U wireline equipment. RIH w/4"" HSC
and tag at 10053' corrected depth making 33' correction with wireline to get on depth wllog. ROH
w/wireline. RDMO wireline equipment." RD frac head and frac equipment in way to be able to P/U tbg
needed to get to btm. N/U BOPE (annular bag). RIU floor, stairs and tbg handling equipment. "TlH w/6.5'"'
rock bit, X-over, 2 jts of 2.875"" 6.5# EUE P-110 tbg, XN nipple w/2.313 profile and 120 jts of 2.875"" 6.5#
EUE 8rd P-110 tbg. Tallying, Cleaning, Repairing threads on all tbg run. Tbg in bad shape and threads
wore." Tum well over to testers to monitor for flow.

From 0:00 To 5:45 .75 hr Category/Rmks: Other : Monitor well thru night on pressure build up. Pressure increased from 9 psi
to 806 psi in 8 hrs.

From 5:45 To 6:15 .5 hr Category/Rmks: SFTY MTG : Wireline and rig crew arrive location. Hold safety meeting and review
JSA.

From 6:15 To 11:00 .75 hr Category/Rmks: Wireline : RIU wireline equipment. RIH w/4" HSC and tag at 10053' corrected depth
making 33' correction with wireline to get on depth wllog. ROH w/wireline. RDMO
wireline equipment.

From 11:00 To 13:00 2 hrs Category/Rmks: RD : RD frac head and frac equipment in way to be able to P/U tbg needed to get to
btm.

From 13:00 To 16:00 2 hrs Category/Rmks: RU : NIU BOPE (annular bag). R/U floor, stairs and tbg handling equipment.
From 16:00 To 19:30 .5 hre Category/Rmks: TlH : TlH w/6.5" rock bit, X-over, 2 jts of 2.875" 6.5# EUE P-110 tbg, XN nipple

w/2.313 profile and 120 jts of 2.875" 6.5# EUE 8rd P-110 tbg. Tallying, Cleaning,
Repairing threads on all tbg run. Tbg in bad shape and threads wore.

From 19:30 To 0:00 .5 hre Category/Rmks: Flow : Turn well over to testers to monitor for flow.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
ProductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/25/2008 Activity: Frac Rig Name: (M&M#1 Days 56
Daily Report Summary :

Daily Report Detail: Crew arrive location. Hold safety meeting and review JSA. SICP at 350 psi. Blow dwn casing and prep
to TOOH wltbg. TlH wltbg and tag at 10227'kb tbg tallymeasure.TOOH w/ 320 jts of tbg standing back in
derrick and lay dwn 6 jts out of hole. Lay dwn the bad 10 stands of tbg out of derrick in prep for frac. Prep
to Re-Frac Crane Creek formation 10086'-92', 10114'-18' and 10142'-50'. R/D tbg handling equipment off
floor, Lower floor and N/U frac valve. Rig up pumplines and pressure test good with diesel to 9000 psi.
Hold pre job safety meeting and review job assignments. Open well with 116 psi on casing - Fill hole with
150 bbls of diesel at 20 bpm. Pressure increased up to 8100 psi wlno break observed. Pressure bleeding
very slow. Attempt o surge it back 2 times and pump into it in attempts to obatin break. Unable to get
break. Bleed pressure dwn and secure frac equipment. Continue to leave well open in attempts to flow
well thru night. Setup to re-perf in a.m and attempt frac.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location. Hold safety meeting and review JSA. SICP at
350 psi.

From 7:00 To 8:00 1 hrs Category/Rmks: Blow down : Blow dwn casing and prep to TOOH wltbg.
From 8:00 To 10:30 .5 hr Category/Rmks: TOOH : TlH wltbg and tag at 10227'kb tbg tally measure.TOOH w/ 320 jts of tbg

standing back in derrick and lay dwn 6 jts out of hole. Lay dwn the bad 10 stands of
tbg out of derrick in prep for frac.

From 10:30 To 16:20 .83 hr Category/Rmks: RU : Prep to Re-Frac Crane Creek formation 10086'-92', 10114'-18' and 10142'-50'.
R/D tbg handling equipment off floor, Lower floor and NIUfrac valve. Rig up
pumplines and pressure test good with diesel to 9000 psi. Hold pre job safety
meeting and review jobassignments.

From 16:20 To 17:30 .17 hr Category/Rmks: Frac : Open well with 116 psi on casing - Fill hole with 150 bbis of diesel at 20 bpm.
Pressure increased up to 8100 psi wlno break observed. Pressure bleeding very
slow. Attempt o surge it back 2 times and pump into it in attempts to obatin break.
Unable to get break. Bleed pressure dwn and secure frac equipment.

From 17:30 To 0:00 .5 hr Category/Rmks: Flow : Continue to leave well open in attempts to flow well thru night. Setup to re-
perf in a.m and attempt frac.

Paty _3/26/200 Activity: TlH | Rig Name: M&M#1 Days :57

Daily Report Summary : Tag shallow with guns. TlH wltbg cleaning tallyingand re-doping tbg.
Daily Report Detail: Monitor well thru night on pressure build up. Pressure increased from 9 psi to 806 psi in 8 hrs. Wireline

and rig crew arrive location. Hold safety meeting and review JSA. "R/U wireline equipment. RIH w/4"" HSC
and tag at 10053' corrected depth making 33' correction with wireline to get on depth wllog. ROH
w/wireline. RDMO wireline equipment." RD frac head and frac equipment in way to be able to P/U tbg
needed to get to btm. N/U BOPE (annular bag). RIU floor, stairs and tbg handling equipment. "TlH w/6.5'"'
rock bit, X-over, 2 jts of 2.875"" 6.5# EUE P-110 tbg, XN nipple w/2.313 profile and 120 jts of 2.875"" 6.5#
EUE 8rd P-110 tbg. Tallying, Cleaning, Repairing threads on all tbg run. Tbg in bad shape and threads
wore." Tum well over to testers to monitor for flow.

From 0:00 To 5:45 .75 hr Category/Rmks: Other : Monitor well thru night on pressure build up. Pressure increased from 9 psi
to 806 psi in 8 hrs.

From 5:45 To 6:15 .5 hr Category/Rmks: SFTY MTG : Wireline and rig crew arrive location. Hold safety meeting and review
JSA.

From 6:15 To 11:00 .75 hr Category/Rmks: Wireline : RIU wireline equipment. RIH w/4" HSC and tag at 10053' corrected depth
making 33' correction with wireline to get on depth wllog. ROH w/wireline. RDMO
wireline equipment.

From 11:00 To 13:00 2 hrs Category/Rmks: RD : RD frac head and frac equipment in way to be able to P/U tbg needed to get to
btm.

From 13:00 To 16:00 2 hrs Category/Rmks: RU : NIU BOPE (annular bag). R/U floor, stairs and tbg handling equipment.
From 16:00 To 19:30 .5 hre Category/Rmks: TlH : TlH w/6.5" rock bit, X-over, 2 jts of 2.875" 6.5# EUE P-110 tbg, XN nipple

w/2.313 profile and 120 jts of 2.875" 6.5# EUE 8rd P-110 tbg. Tallying, Cleaning,
Repairing threads on all tbg run. Tbg in bad shape and threads wore.

From 19:30 To 0:00 .5 hre Category/Rmks: Flow : Turn well over to testers to monitor for flow.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/27/2008 _ Activity:_ an out ___ __ __

Rig Name: M&M#1_ Days 58
Daily Report Summary : TlH and cleanout

Daily Report Detail: Flowing well to FBT thru night recover 1 to 5 bph unbroke frac fluid w/0 psi on casing or tbg. Crew arrive
on location. Hold safety meeting and review JSA. Talk about the cigarrette butts found on location and re-
set smoking area's to totallyoff location. Continue trippingin hole wltbg cleaning threads of any diesel and
redoping. Tallying in wla total of 318 jts putting EOT at 10005' kb tbg tallymeasure. RD frac equipment
around well to enable moving pipe in to pickup in singles - Move accumulator positionto permanent
position. Break for lunch
Continue TlH tagging at 10036' kb tbg tallymeasure 2' in on jt #320 (stand 160). R/U power swivel and
circulating equipment. P/U tbg and cleanout to 10180' w/jt number 324. Tagged up hard w/swivel torquing
and jumping. Recovered hard chunks of rubber in retums w/sand. Circulate clean. Establish injection rate
at 1/2 BPM at 1900 psi. Hang back swivel and r/u tbg handling equipment. TOOH wl20 jts of tbg putting
eot @9610'. Turn well over to testers to monitor pressure with well shut in. Monitor well pressure thru
night.

From 0:00 To 6:30 .5 hr Category/Rmks: Flow : Flowing well to FBT thru night recover 1 to 5 bph unbroke frac fluid w/0 psi
on casing or tbg.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive on location. Hold safety meeting and review JSA. Talk
about the cigarrette butts found on location and re-set smoking area's to totallyoff
location.

From 7:00 To 11:30 .5 hr Category/Rmks: TlH : Continue trippingin hole wltbg cleaning threads of any diesel and redoping.
Tallying in wla total of 318 |ts putting EOT at 10005' kb tbg tallymeasure.

From 11:30 To 13:00 1.5 hr Category/Rmks: RD : RD frac equipment around well to enable moving pipe in to pickup in singles -

Move accumulator positiontopermanent position. Break for lunch
From 13:00 To 13:15 .25 hr Category/Rmks: TlH : Continue TlH tagging at 10036' kb tbg tally measure 2' in on jt #320 (stand

160).
From 13:15 To 20:30 .25 hr Category/Rmks: RU : R/U power swivel and circulating equipment. P/U tbg and cleanout to 10180'

w/jt number 324. Tagged up hard w/swivel torquing and jumping. Recovered hard
chunks of rubber in returns w/sand. Circulate clean. Establish injection rate at 1/2
BPM at 1900 psi.

From 20:30 To 21:15 .75 hr Category/Rmks: TOOH : Hang back swivel and r/u tbg handling equipment. TOOH w/20 jts of tbg
puttingeot @ 9610'. Turn well over to testers to monitor pressurewith well shut in.

From 21:15 To 0:00 .75 hr Category/Rmks: Other : Monitor well pressure thru night.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date : 3/27/2008 _ Activity:_ an out ___ __ __

Rig Name: M&M#1_ Days 58
Daily Report Summary : TlH and cleanout

Daily Report Detail: Flowing well to FBT thru night recover 1 to 5 bph unbroke frac fluid w/0 psi on casing or tbg. Crew arrive
on location. Hold safety meeting and review JSA. Talk about the cigarrette butts found on location and re-
set smoking area's to totallyoff location. Continue trippingin hole wltbg cleaning threads of any diesel and
redoping. Tallying in wla total of 318 jts putting EOT at 10005' kb tbg tallymeasure. RD frac equipment
around well to enable moving pipe in to pickup in singles - Move accumulator positionto permanent
position. Break for lunch
Continue TlH tagging at 10036' kb tbg tallymeasure 2' in on jt #320 (stand 160). R/U power swivel and
circulating equipment. P/U tbg and cleanout to 10180' w/jt number 324. Tagged up hard w/swivel torquing
and jumping. Recovered hard chunks of rubber in retums w/sand. Circulate clean. Establish injection rate
at 1/2 BPM at 1900 psi. Hang back swivel and r/u tbg handling equipment. TOOH wl20 jts of tbg putting
eot @9610'. Turn well over to testers to monitor pressure with well shut in. Monitor well pressure thru
night.

From 0:00 To 6:30 .5 hr Category/Rmks: Flow : Flowing well to FBT thru night recover 1 to 5 bph unbroke frac fluid w/0 psi
on casing or tbg.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive on location. Hold safety meeting and review JSA. Talk
about the cigarrette butts found on location and re-set smoking area's to totallyoff
location.

From 7:00 To 11:30 .5 hr Category/Rmks: TlH : Continue trippingin hole wltbg cleaning threads of any diesel and redoping.
Tallying in wla total of 318 |ts putting EOT at 10005' kb tbg tallymeasure.

From 11:30 To 13:00 1.5 hr Category/Rmks: RD : RD frac equipment around well to enable moving pipe in to pickup in singles -

Move accumulator positiontopermanent position. Break for lunch
From 13:00 To 13:15 .25 hr Category/Rmks: TlH : Continue TlH tagging at 10036' kb tbg tally measure 2' in on jt #320 (stand

160).
From 13:15 To 20:30 .25 hr Category/Rmks: RU : R/U power swivel and circulating equipment. P/U tbg and cleanout to 10180'

w/jt number 324. Tagged up hard w/swivel torquing and jumping. Recovered hard
chunks of rubber in returns w/sand. Circulate clean. Establish injection rate at 1/2
BPM at 1900 psi.

From 20:30 To 21:15 .75 hr Category/Rmks: TOOH : Hang back swivel and r/u tbg handling equipment. TOOH w/20 jts of tbg
puttingeot @ 9610'. Turn well over to testers to monitor pressurewith well shut in.

From 21:15 To 0:00 .75 hr Category/Rmks: Other : Monitor well pressure thru night.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date 3/28/20gg Actiygy:_ rac gg Ngme MÅgi _ __ pyys:59

Daily Report Summary : Reperf and Re-frac Cane Creek 10086' thru 10150'
Daily Report Detail: Monitor well thru night on pressure build up. SICP at 650 psi and SITP at 700 psi. Crew arrive location.

Hold safety meeting and review JSA, House cleaning around location. "Blow tbg dwn and flow casing to
FBT. TlH w/2.875"" tbg and tag solid at 10180' again, Cleanout depth from previuos day. Lay dwn tag jt
and install TlW valve in tbg." Pump dwn casing in attempts to obtain injection rate. Pump longer than
yesterdays injection rate test w/pressure continuing to walk up for the 1900 psi to 3700 psi at 1/4 bpm
w/pressure slightly on gain. Shut dwn and monitor pressure w/pressure dropping to 3600 psi in 5 minutes.
Bleed pressure off casing and pump diesel kill dwn tbg using 20 bbis. Prep to POOH wltbg. POOH wltbg
and bit gaulding 2 jts of tbg. Pulled out on different break. Well dead with just a slight vent. Top casing off
w/17 bbls of diesel and pressure up to 500 psi. R/D tbg handling equipment and prep work floor to remove
Annular bag. Remove annular bag. N/U frac valve and frac head to BOPE. R/u wireline BOPE and P/U
lubricator. "RlH w/4"" HSC wl600 psi on well. Tag btm at 10193' wlm. Correct back to log, pressure up well
bore to 2200 psi w/rig pump and re-perf Cane Creek at 10142'-50' (psi increased to 2500 psi), Perforate
10114'-18' (psi remained the same with slight decrease), Perforate 10086'-92' w/psi decreasing to 1700
psi immeadiatley. Shot 4"" HSC guns, 39gr RDX charge w..43"" EHD at 120 dge phase obtaining 57.73""
penentration. ROOH w/guns. RDMO wireline."
Continue and finish rigging up frac equipment to top of frac valve. Hold pre-pump safety meeting and
review JSA. Pressure test lines and pumps operations. Fix and repair lines 5 times prior to achieving good
test. Diesel frac Cane Creek 10086' thru 10150'. Obtain break at 8247 psi at 18.6 BPM 15 bbls into job.
Pumped Prepad performing step dwn and shutting dwn 162 bbis into job wla ISIP of 7096 psi = 1.07 psilft
frac gradient, Pump pad at 7803 psi at 40.4 bpm, Pump 1# ppg sand at 7804 psi at 39.5 BPM, Pump 2#
ppg sand at 7600 psi at 39.7 bpm, Pump 3# ppg sand at 7498 psi at 39.8 bpm, Pump 4# ppg sand at
7397 psi at 40.1 bpm. Pump 5# ppg sand at 7498 psi at 41.2 bpm ( Sand bins showing less sand than
indicated at 1st. Switch to 6# early), Pump 6# ppg sand at 7818 psi at 41.2 bpm going to flush w/sand
concentration dropping to 2 ppg. Flush w/400 bbis of diesel with a 50 bbl cap of fresh water pushing 8000
psi at 41 bpm during diesel and dropping rate to 30 bpm during water cap. Shut dwn with an ISIP of 7596
psi = 1.12 psilft frac gradient. Sand amounts per stage as follows: Pumped 63 sx of 1#, 126 sx of 2#, 122
sx of 3#, 147 sx of 4#, 189 sx of 5# and 115 sx of 6#. Clean up pumps and pumplines. RDMO frac
equipment. Turn over to testers and open well at midnight on 24/64 ck

From 0:00 To 6:30 .5 hr Category/Rmks: Flow : Monitor well thru night on pressure build up. SICP at 650 psi and SITP at
700 psi.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location. Hold safety meeting and review JSA, House
cleaning around location.

From 7:00 To 8:00 1 hrs Category/Rmks: TlH : Blow tbg dwn and flow casing to FBT. TlH w/2.875" tbg and tag solid at
10180' again, Cleanout depth from previuos day. Lay dwn tag jt and install TlW
valve in tbg.

From 8:00 To 9:00 1 hrs Category/Rmks: Test : Pump dwn casing in attempts to obtain injection rate. Pump longer than
yesterdays injection rate test w/pressure continuing to walk up for the 1900 psi to
3700 psi at 1/4 bpm w/pressure slightly on gain. Shut dwn and monitor pressure
w/pressure dropping to 3600 psi in 5 minutes. Bleed pressure off casing and pump
diesel killdwn tbg using 20 bbls. Prep to POOH wltbg.

From 9:00 To 12:00 3 hrs Category/Rmks: TlH : POOH w/tbg and bit gaulding 2 jts of tbg. Pulled out on different break. Well
dead with just a slight vent. Top casing off w/17 bbis of diesel and pressure up to
500 psi.

From 12:00 To 12:45 .75 hr Category/Rmks: RD : R/D tbg handling equipment and prep work floor to remove Annular bag.
Remove annular bag.

From 12:45 To 15:00 .25 hr Category/Rmks: NU : NIU frac valve and frac head to BOPE. R/u wireline BOPE and P/U lubricator.
From 15:00 To 17:00 2 hrs Category/Rmks: Perf : RIH w/4" HSC w/600 psi on well. Tag btm at 10193' wlm. Correct back to log,

pressure up well bore to 2200 psi wIrig pump and re-perf Cane Creek at 10142'-50'
(psi increased to 2500 psi), Perforate 10114'-18' (psi remained the same with slight
decrease), Perforate 10086'-92' w/psi decreasing to 1700 psi immeadiatley. Shot 4"
HSC guns, 39gr RDX charge w..43" EHD at 120 dge phase obtaining 57.73"
penentration. ROOH w/guns. RDMO wireline.

From 17:00 To 18:30 1.5 hr Category/Rmks: RU : Continue and finish rigging up frac equipment to top of frac valve. Hold pre-
pump safety meeting and review JSA.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date 3/28/20gg Actiygy:_ rac gg Ngme MÅgi _ __ pyys:59

Daily Report Summary : Reperf and Re-frac Cane Creek 10086' thru 10150'
Daily Report Detail: Monitor well thru night on pressure build up. SICP at 650 psi and SITP at 700 psi. Crew arrive location.

Hold safety meeting and review JSA, House cleaning around location. "Blow tbg dwn and flow casing to
FBT. TlH w/2.875"" tbg and tag solid at 10180' again, Cleanout depth from previuos day. Lay dwn tag jt
and install TlW valve in tbg." Pump dwn casing in attempts to obtain injection rate. Pump longer than
yesterdays injection rate test w/pressure continuing to walk up for the 1900 psi to 3700 psi at 1/4 bpm
w/pressure slightly on gain. Shut dwn and monitor pressure w/pressure dropping to 3600 psi in 5 minutes.
Bleed pressure off casing and pump diesel kill dwn tbg using 20 bbis. Prep to POOH wltbg. POOH wltbg
and bit gaulding 2 jts of tbg. Pulled out on different break. Well dead with just a slight vent. Top casing off
w/17 bbls of diesel and pressure up to 500 psi. R/D tbg handling equipment and prep work floor to remove
Annular bag. Remove annular bag. N/U frac valve and frac head to BOPE. R/u wireline BOPE and P/U
lubricator. "RlH w/4"" HSC wl600 psi on well. Tag btm at 10193' wlm. Correct back to log, pressure up well
bore to 2200 psi w/rig pump and re-perf Cane Creek at 10142'-50' (psi increased to 2500 psi), Perforate
10114'-18' (psi remained the same with slight decrease), Perforate 10086'-92' w/psi decreasing to 1700
psi immeadiatley. Shot 4"" HSC guns, 39gr RDX charge w..43"" EHD at 120 dge phase obtaining 57.73""
penentration. ROOH w/guns. RDMO wireline."
Continue and finish rigging up frac equipment to top of frac valve. Hold pre-pump safety meeting and
review JSA. Pressure test lines and pumps operations. Fix and repair lines 5 times prior to achieving good
test. Diesel frac Cane Creek 10086' thru 10150'. Obtain break at 8247 psi at 18.6 BPM 15 bbls into job.
Pumped Prepad performing step dwn and shutting dwn 162 bbis into job wla ISIP of 7096 psi = 1.07 psilft
frac gradient, Pump pad at 7803 psi at 40.4 bpm, Pump 1# ppg sand at 7804 psi at 39.5 BPM, Pump 2#
ppg sand at 7600 psi at 39.7 bpm, Pump 3# ppg sand at 7498 psi at 39.8 bpm, Pump 4# ppg sand at
7397 psi at 40.1 bpm. Pump 5# ppg sand at 7498 psi at 41.2 bpm ( Sand bins showing less sand than
indicated at 1st. Switch to 6# early), Pump 6# ppg sand at 7818 psi at 41.2 bpm going to flush w/sand
concentration dropping to 2 ppg. Flush w/400 bbis of diesel with a 50 bbl cap of fresh water pushing 8000
psi at 41 bpm during diesel and dropping rate to 30 bpm during water cap. Shut dwn with an ISIP of 7596
psi = 1.12 psilft frac gradient. Sand amounts per stage as follows: Pumped 63 sx of 1#, 126 sx of 2#, 122
sx of 3#, 147 sx of 4#, 189 sx of 5# and 115 sx of 6#. Clean up pumps and pumplines. RDMO frac
equipment. Turn over to testers and open well at midnight on 24/64 ck

From 0:00 To 6:30 .5 hr Category/Rmks: Flow : Monitor well thru night on pressure build up. SICP at 650 psi and SITP at
700 psi.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location. Hold safety meeting and review JSA, House
cleaning around location.

From 7:00 To 8:00 1 hrs Category/Rmks: TlH : Blow tbg dwn and flow casing to FBT. TlH w/2.875" tbg and tag solid at
10180' again, Cleanout depth from previuos day. Lay dwn tag jt and install TlW
valve in tbg.

From 8:00 To 9:00 1 hrs Category/Rmks: Test : Pump dwn casing in attempts to obtain injection rate. Pump longer than
yesterdays injection rate test w/pressure continuing to walk up for the 1900 psi to
3700 psi at 1/4 bpm w/pressure slightly on gain. Shut dwn and monitor pressure
w/pressure dropping to 3600 psi in 5 minutes. Bleed pressure off casing and pump
diesel killdwn tbg using 20 bbls. Prep to POOH wltbg.

From 9:00 To 12:00 3 hrs Category/Rmks: TlH : POOH w/tbg and bit gaulding 2 jts of tbg. Pulled out on different break. Well
dead with just a slight vent. Top casing off w/17 bbis of diesel and pressure up to
500 psi.

From 12:00 To 12:45 .75 hr Category/Rmks: RD : R/D tbg handling equipment and prep work floor to remove Annular bag.
Remove annular bag.

From 12:45 To 15:00 .25 hr Category/Rmks: NU : NIU frac valve and frac head to BOPE. R/u wireline BOPE and P/U lubricator.
From 15:00 To 17:00 2 hrs Category/Rmks: Perf : RIH w/4" HSC w/600 psi on well. Tag btm at 10193' wlm. Correct back to log,

pressure up well bore to 2200 psi wIrig pump and re-perf Cane Creek at 10142'-50'
(psi increased to 2500 psi), Perforate 10114'-18' (psi remained the same with slight
decrease), Perforate 10086'-92' w/psi decreasing to 1700 psi immeadiatley. Shot 4"
HSC guns, 39gr RDX charge w..43" EHD at 120 dge phase obtaining 57.73"
penentration. ROOH w/guns. RDMO wireline.

From 17:00 To 18:30 1.5 hr Category/Rmks: RU : Continue and finish rigging up frac equipment to top of frac valve. Hold pre-
pump safety meeting and review JSA.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
From 18:30 To 20:21 .85 hr Category/Rmks: Test : Pressure test lines and pumps operations. Fix and repair lines 5 times prior

to achieving good test
From 20:21 To 21:15 .9 hrg Category/Rmks: Frac : Diesel frac Cane Creek 10086' thru 10150'. Obtain break at 8247 psi at 18.6

BPM 15 bbis into job. Pumped Prepad performing step dwn and shutting dwn 162
bbis into job wla ISIP of 7096 psi = 1.07 psilft frac gradient, Pump pad at 7803 psi at
40.4 bpm, Pump 1# ppg sand at 7804 psi at 39.5 BPM, Pump 2# ppg sand at 7600
psi at 39.7 bpm, Pump 3# ppg sand at 7498 psi at 39.8 bpm, Pump 4# ppg sand at

,

7397 psi at 40.1 bpm. Pump 5# ppg sand at 7498 psi at 41.2 bpm ( Sand bins |
showing less sand than indicated at ist. Switch to 6# early), Pump 6# ppg sand at
7818 psi at 41.2 bpm going to flush w/sand concentration dropping to 2 ppg. Flush
w/400 bbis of diesel with a 50 bbl cap of fresh water pushing 8000 psi at 41 bpm
during diesel and dropping rate to 30 bpm during water cap. Shut dwn with an ISIP
of 7596 psi = 1.12 psilft frac gradient. Sand amounts per stage as follows: Pumped
63 sx of 1#, 126 sx of 2#, 122 sx of 3#, 147 sx of 4#, 189 sx of 5# and 115 sx of 6#.

From 21:15 To 0:00 .75 hr Category/Rmks: RD : Clean up pumps and pumplines. RDMO frac equipment. Turn over to testers
and open well at midnight on 24/64 ck

ggte 3/29/2008 Activity: gg
____

Rig Namy M&M#1 Days 60
Daily Report Summary :

Daily Report Detail: Flowing well on cleanup and test la Fesco testers. 6am flow data: Flowing 6350 psi on 12/64 ck
recovering 18 bph diesel frac flud. API gravity at 38.7. Recovered at total of 2937 bbis w/1754 bbls left to
recover. No sand observed after cleaning up after initial btms up. Continue to flow on test and cleanup
opening ck to 48/64 ck w/pressure decreasing to 5 psi. Flow until 7pm when wireline unit arrives location
to perform tracer survey log. Shut well in. R/U Perfolog wireline. RIH wltracer survey tools. Tag btm at
10179'. Log from PBTD to 9578' w/memory logging tools set up to monitor for both isytopes, initial frac
and re-frac. ROH wltools. Well psi at 168 psi. RDMO wireline - Return well to testers to flow. Flow well on
cleanup and test.

From 0:00 To 19:00 19 hrs Category/Rmks: Flow : Flowing well on cleanup and test ia Fesco testers. 6am flow data: Flowing
6350 psi on 12/64 ck recovering 18 bph diesel frac flud. API gravity at 38.7.
Recovered at total of 2937 bbls w/1754 bbis left to recover. No sand observed after
cleaning up after initial btms up. Continue to flow on test and cleanup opening ck to
48/64 ck w/pressure decreasing to 5 psi. Flow until 7pm when wireline unit arrives
location to performtracer survey log.

From 19:00 To 21:00 2 hrs Category/Rmks: Wireline : Shut well in. R/U Perfolog wireline. RIH wltracer survey tools. Tag btm at
10179'. Log from PBTD to 9578' w/memory logging tools set up to monitor for both
isytopes, initial frac and re-frac. ROH wltools. Well psi at 168 psi.

From 21:00 To 22:30 1.5 hre Category/Rmks: RD : RDMO wireline - Return well to testers to flow.
From 22:30 To 0:00 1.5 hre Category/Rmks: Flow : Flow well on cleanup and test.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpors
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
From 18:30 To 20:21 .85 hr Category/Rmks: Test : Pressure test lines and pumps operations. Fix and repair lines 5 times prior

to achieving good test
From 20:21 To 21:15 .9 hrg Category/Rmks: Frac : Diesel frac Cane Creek 10086' thru 10150'. Obtain break at 8247 psi at 18.6

BPM 15 bbis into job. Pumped Prepad performing step dwn and shutting dwn 162
bbis into job wla ISIP of 7096 psi = 1.07 psilft frac gradient, Pump pad at 7803 psi at
40.4 bpm, Pump 1# ppg sand at 7804 psi at 39.5 BPM, Pump 2# ppg sand at 7600
psi at 39.7 bpm, Pump 3# ppg sand at 7498 psi at 39.8 bpm, Pump 4# ppg sand at

,

7397 psi at 40.1 bpm. Pump 5# ppg sand at 7498 psi at 41.2 bpm ( Sand bins |
showing less sand than indicated at ist. Switch to 6# early), Pump 6# ppg sand at
7818 psi at 41.2 bpm going to flush w/sand concentration dropping to 2 ppg. Flush
w/400 bbis of diesel with a 50 bbl cap of fresh water pushing 8000 psi at 41 bpm
during diesel and dropping rate to 30 bpm during water cap. Shut dwn with an ISIP
of 7596 psi = 1.12 psilft frac gradient. Sand amounts per stage as follows: Pumped
63 sx of 1#, 126 sx of 2#, 122 sx of 3#, 147 sx of 4#, 189 sx of 5# and 115 sx of 6#.

From 21:15 To 0:00 .75 hr Category/Rmks: RD : Clean up pumps and pumplines. RDMO frac equipment. Turn over to testers
and open well at midnight on 24/64 ck

ggte 3/29/2008 Activity: gg
____

Rig Namy M&M#1 Days 60
Daily Report Summary :

Daily Report Detail: Flowing well on cleanup and test la Fesco testers. 6am flow data: Flowing 6350 psi on 12/64 ck
recovering 18 bph diesel frac flud. API gravity at 38.7. Recovered at total of 2937 bbis w/1754 bbls left to
recover. No sand observed after cleaning up after initial btms up. Continue to flow on test and cleanup
opening ck to 48/64 ck w/pressure decreasing to 5 psi. Flow until 7pm when wireline unit arrives location
to perform tracer survey log. Shut well in. R/U Perfolog wireline. RIH wltracer survey tools. Tag btm at
10179'. Log from PBTD to 9578' w/memory logging tools set up to monitor for both isytopes, initial frac
and re-frac. ROH wltools. Well psi at 168 psi. RDMO wireline - Return well to testers to flow. Flow well on
cleanup and test.

From 0:00 To 19:00 19 hrs Category/Rmks: Flow : Flowing well on cleanup and test ia Fesco testers. 6am flow data: Flowing
6350 psi on 12/64 ck recovering 18 bph diesel frac flud. API gravity at 38.7.
Recovered at total of 2937 bbls w/1754 bbis left to recover. No sand observed after
cleaning up after initial btms up. Continue to flow on test and cleanup opening ck to
48/64 ck w/pressure decreasing to 5 psi. Flow until 7pm when wireline unit arrives
location to performtracer survey log.

From 19:00 To 21:00 2 hrs Category/Rmks: Wireline : Shut well in. R/U Perfolog wireline. RIH wltracer survey tools. Tag btm at
10179'. Log from PBTD to 9578' w/memory logging tools set up to monitor for both
isytopes, initial frac and re-frac. ROH wltools. Well psi at 168 psi.

From 21:00 To 22:30 1.5 hre Category/Rmks: RD : RDMO wireline - Return well to testers to flow.
From 22:30 To 0:00 1.5 hre Category/Rmks: Flow : Flow well on cleanup and test.
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: CoryKnote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date :_ 3/30/2008 _Activity: swab test Rig Name: M&M#1 Days 61
Daily Report Summary :

Daily Report Detail: Flowing well to FBT vis FESCO testers. 2am flow data: Flowing at 2psi on 48/64 ck recovering 7 bph
diesel. Total of 3471 bbis of frac fluid recovered w/1220 Bbls of diesel frac f;uid left to recover. Shut well in
at 2am to stabilize wellbore prior to running packer.
"SICP at 1885 psi at 6am. Blow gas off well slowly to slight blow wltrickle of diesel. Make up BHA as
follows btm to top: 2.313 profile XN nipple w/2.205"" no-go, 10' 2.875"" tbg pup, Baker R-Matic packer, 8'
2.875"" tbg pup, 1 jt of 2.875"" P-110 tbg and 2.313 prfle X nipple."
"TlH w/BHA and 2.875"" 6.5# EUE P-110 8rd tbg to packer set depth at 9960' kb tbg tallymeasure. Total
of 316 jts of tbg in hole w/jewelry. Set packer at 9960' w/20k (9') compression dwn on packer. Prep to blow
tbg plug off btm of tbg via rig pump."
Rig up rig pump and pumplines to tbg. Filltbg wl7 bbls of diesel and blow tbg plug off EOT at 500 psi.
Walk pressure on up to 1500 psi and shut dwn. Flow on test via tbg to FESCO testers. - R/U Swab in prep
for well dieing

From 0:00 To 2:00 2 hrs Category/Rmks: Flow : Flowing well to FBT vis FESCO testers. 2am flow data: Flowing at 2psi on
48/64 ck recovering 7 bph diesel. Total of 3471 bbis of frac fluid recovered w/1220
Bbls of diesel frac f;uid left to recover. Shut well in at 2am to stabilize wellbore prior
to running packer.

From 2:00 To 8:00 6 hrs Category/Rmks: Blow down : SICP at 1885 psi at 6am. Blow gas off well slowly to slight blow
wltrickle of diesel. Make up BHA as follows btm to top: 2.313 profile XN nipple
w/2.205" no-go, 10' 2.875" tbg pup, Baker R-Matic packer, 8' 2.875" tbg pup, 1 jt of
2.875" P-110 tbg and 2.313 prfleX nipple.

From 8:00 To 11:00 3 hrs Category/Rmks: TlH : TlH w/BHA and 2.875" 6.5# EUE P-110 8rd tbg to packer set depth at 9960'
kb tbg tallymeasure. Total of 316 jts of tbg in hole w/jewelry. Set packer at 9960'
w/20k (9') compression dwn on packer. Prep to blow tbg plug off btm of tbg via rig
pump.

From 11:00 To 11:30 .5 hr Category/Rmks: Pumping Service : Rig up rig pump and pumplines to tbg. Filltbg w/7 bbis of diesel
and blow tbg plug off EOT at 500 psi. Walk pressure on up to 1500 psi and shut
dwn.

From 11:30 To 0:00 2.5 hr Category/Rmks: Flow : Flow on test via tbg to FESCO testers. - R/U Swab in prep for well dieing
Date : 3/31/2008 Activity: Flow Test Rig Name: M&M#1 Days :62

Daily Report Summary :

Daily Report Detail: Well open via tbg. Fesco testers. Well flows intermittantly w/ minute recovery. Recovered 71 bbls
overnight. Remaining load to be recovered is 1007 bbis
Swabbing, made 2 runs, rec. 17 bbis., hit stuffing box and pulled out rope socket, tools fell to XN nipple
{Recovered all wire)
Standby with well open to FB tank while rig hotshots new swab tool string. Tubing pressure-0 psi, Fluid
recovery-0 bbls.
Made 5 swab runs.Fluid levels varied widely due to gas pockets. Recovered additional 36 bbis. Diesel for
a total of 53 bbis for the day.
flow on cleanp and test to FBT

From 0:00 To 7:00 7 hrs Category/Rmks: Flow : Well open via tbg. Fesco testers. Well flows intermittantly w/ minute
recovery. Recovered 71 bbis overnight. Remaining load to be recovered is 1007 bbis

From 7:00 To 9:30 .5 hre Category/Rmks: Swab : Swabbing, made 2 runs, rec. 17 bbls., hit stuffing box and pulled out rope
socket, tools fell to XN nipple (Recovered all wire)

From 9:30 To 15:00 .5 hr Category/Rmks: Other : Standby with well open to FB tank while rig hotshots new swab tool string.
Tubing pressure-0 psi, Fluid recovery-0 bbls.

From 15:00 To 19:45 .75 hr Category/Rmks: Swab : Made 5 swab runs.Fluid levels varied widely due to gas pockets. Recovered
additional 36 bbls. Diesel for a total of 53 bbls for the day.

From 19:45 To 0:00 .25 hr Category/Rmks: Flow : flow on cleanp and test to FBT
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 4301931519 Field: Wildcat Supervisor: CoryKnote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date :_ 3/30/2008 _Activity: swab test Rig Name: M&M#1 Days 61
Daily Report Summary :

Daily Report Detail: Flowing well to FBT vis FESCO testers. 2am flow data: Flowing at 2psi on 48/64 ck recovering 7 bph
diesel. Total of 3471 bbis of frac fluid recovered w/1220 Bbls of diesel frac f;uid left to recover. Shut well in
at 2am to stabilize wellbore prior to running packer.
"SICP at 1885 psi at 6am. Blow gas off well slowly to slight blow wltrickle of diesel. Make up BHA as
follows btm to top: 2.313 profile XN nipple w/2.205"" no-go, 10' 2.875"" tbg pup, Baker R-Matic packer, 8'
2.875"" tbg pup, 1 jt of 2.875"" P-110 tbg and 2.313 prfle X nipple."
"TlH w/BHA and 2.875"" 6.5# EUE P-110 8rd tbg to packer set depth at 9960' kb tbg tallymeasure. Total
of 316 jts of tbg in hole w/jewelry. Set packer at 9960' w/20k (9') compression dwn on packer. Prep to blow
tbg plug off btm of tbg via rig pump."
Rig up rig pump and pumplines to tbg. Filltbg wl7 bbls of diesel and blow tbg plug off EOT at 500 psi.
Walk pressure on up to 1500 psi and shut dwn. Flow on test via tbg to FESCO testers. - R/U Swab in prep
for well dieing

From 0:00 To 2:00 2 hrs Category/Rmks: Flow : Flowing well to FBT vis FESCO testers. 2am flow data: Flowing at 2psi on
48/64 ck recovering 7 bph diesel. Total of 3471 bbis of frac fluid recovered w/1220
Bbls of diesel frac f;uid left to recover. Shut well in at 2am to stabilize wellbore prior
to running packer.

From 2:00 To 8:00 6 hrs Category/Rmks: Blow down : SICP at 1885 psi at 6am. Blow gas off well slowly to slight blow
wltrickle of diesel. Make up BHA as follows btm to top: 2.313 profile XN nipple
w/2.205" no-go, 10' 2.875" tbg pup, Baker R-Matic packer, 8' 2.875" tbg pup, 1 jt of
2.875" P-110 tbg and 2.313 prfleX nipple.

From 8:00 To 11:00 3 hrs Category/Rmks: TlH : TlH w/BHA and 2.875" 6.5# EUE P-110 8rd tbg to packer set depth at 9960'
kb tbg tallymeasure. Total of 316 jts of tbg in hole w/jewelry. Set packer at 9960'
w/20k (9') compression dwn on packer. Prep to blow tbg plug off btm of tbg via rig
pump.

From 11:00 To 11:30 .5 hr Category/Rmks: Pumping Service : Rig up rig pump and pumplines to tbg. Filltbg w/7 bbis of diesel
and blow tbg plug off EOT at 500 psi. Walk pressure on up to 1500 psi and shut
dwn.

From 11:30 To 0:00 2.5 hr Category/Rmks: Flow : Flow on test via tbg to FESCO testers. - R/U Swab in prep for well dieing
Date : 3/31/2008 Activity: Flow Test Rig Name: M&M#1 Days :62

Daily Report Summary :

Daily Report Detail: Well open via tbg. Fesco testers. Well flows intermittantly w/ minute recovery. Recovered 71 bbls
overnight. Remaining load to be recovered is 1007 bbis
Swabbing, made 2 runs, rec. 17 bbis., hit stuffing box and pulled out rope socket, tools fell to XN nipple
{Recovered all wire)
Standby with well open to FB tank while rig hotshots new swab tool string. Tubing pressure-0 psi, Fluid
recovery-0 bbls.
Made 5 swab runs.Fluid levels varied widely due to gas pockets. Recovered additional 36 bbis. Diesel for
a total of 53 bbis for the day.
flow on cleanp and test to FBT

From 0:00 To 7:00 7 hrs Category/Rmks: Flow : Well open via tbg. Fesco testers. Well flows intermittantly w/ minute
recovery. Recovered 71 bbis overnight. Remaining load to be recovered is 1007 bbis

From 7:00 To 9:30 .5 hre Category/Rmks: Swab : Swabbing, made 2 runs, rec. 17 bbls., hit stuffing box and pulled out rope
socket, tools fell to XN nipple (Recovered all wire)

From 9:30 To 15:00 .5 hr Category/Rmks: Other : Standby with well open to FB tank while rig hotshots new swab tool string.
Tubing pressure-0 psi, Fluid recovery-0 bbls.

From 15:00 To 19:45 .75 hr Category/Rmks: Swab : Made 5 swab runs.Fluid levels varied widely due to gas pockets. Recovered
additional 36 bbls. Diesel for a total of 53 bbls for the day.

From 19:45 To 0:00 .25 hr Category/Rmks: Flow : flow on cleanp and test to FBT
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date 4/1/2008 Activity: TOOH ____ Rig Name M&M#1 Days :63

Daily Report Summary :

Daily Report Detail: Well open, flowed off and on during night. Made 15 bbls. Prepared to swab well; ordered by Denver to
cease swabbing and POOH. Released Baker packer. Began circulating wlDiesel to remove gas pockets
from tbg. Well continues to flow. Pumped 10 bbis. fresh water down tbg. Began POOH laying down tbg..
Pulled 100 jts., well comes in every few jts. Have to shut down, blow well down and pump in a few bbls. of
water, (Cannot pump past swab mandrel in XN nipple) Then continue the process.OOH with
tbg..Recovered swab tool string lost in hole. Commenced rigging down tbg. lay-down slide and
dismantling equipment not needed in AM. Closed BOPs and secured for night. SWIFN

From 0:00 To 7:00 7 hrs Category/Rmks: Flow : Well open, flowed off and on during night. Made 15 bbis.
From 7:00 To 11:00 4 hrs Category/Rmks: KillWell : Prepared to swab well; ordered by Denver to cease swabbing and

POOH. Released Baker packer. Began circulating w/Diesel to remove gas pockets
from tbg. Well continues to flow. Pumped 10 bbis. fresh water down tbg.

From 11:00 To 19:00 8 hrs Category/Rmks: TOOH : Began POOH Iaying down tbg.. Pulled 100 jts., well comes in every few jts.
Have to shut down, blow well down and pump in a few bb\s. of water, (Cannot
pump past swab mandrel in XN nipple) Then continue the process.OOH with
tbg..Recovered swab tool string lost in hole. Commenced rigging down tbg. lay-
down slide and dismantling equipment not needed in AM. Closed BOPs and
secured for night.

From 19:00 To 19:30 .5 hr Category/Rmks: SDFN : SWIFN
Date : _ 4/2/2008 Activity Wireline Rig Name: M&M#1 Days 64
Daily Report Summary :

Daily Report Detail: Well had 100 psi. Blew well down to FB tank. RU Perfolog WL-Mixed cement for 1st 10' run.RIH and¯tagged top of fillon bottom plug at 10170' Dumped cement. POOH. Mixed cement. RIH and dumped
cement @ 10160'. TOC should be @ 10150'. POOH. PU Baker 10K CIBP and RIH, correlated
measurements and set BP @ 10070'. POOH. Prep dump bailer for next run. RIH and dumped 10' load of
cement on top of BP.POOH. Prep dump bailer for next run. RIH and dumped 10' load of cement @
10060'. POOH. TOC should be @ 10050'. RD Perfolog Rig dwn M&Mrig #1 and support
equipment

From 7:00 To 15:00 8 hrs Category/Rmks: Wireline : Well had 100 psi. Blew well down to FB tank. RU Perfolog WL-Mixed
cement for 1st 10' run.RIH and tagged top of fillon bottom plug at 10170' Dumped
cement. POOH. Mixed cement. RIH and dumped cement @10160'. TOC should be
@ 10150'. POOH. PU Baker 10K CIBP and RIH, correlated measurements and set
BP @10070'. POOH. Prep dump bailer for next run. RIH and dumped 10' load of
cement on top of BP.POOH. Prep dump bailer for next run. RiH and dumped 10'
load of cement @ 10060'. POOH. TOC should be @ 10050'. RD Perfolog

From 15:00 To 19:00 4 hrs Category/Rmks: RD : Rig dwn M&Mrig #1 and support equipment
Casing

Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO
11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815

Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, 0
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, 0

12/5/2007 5747.14 134 4. Intermediate 10.75 65.7 H563 0 14.75 5750
Stage: 1, Spacer, 20, 0, 40bbis tuned spacer w/ 34.1 gallbbl fresh water, 149 lbm/bbl barite, 125 lbm/bbl 9.5% salt, 51bm/bbi D-air 3000, 1 gallbbi
sem-8,

, 0, O
Stage: 1, Lead, 0, 989, 989 sks type v light lead cement w/ 1% barite, .125 lbm Poly-E-Flake, 18% salt 9.5., , 2.76, 12
Stage: 1, Tail, 0, 396, 396 sks class G tail cement wl.3% Halad ®-344, .3% super cbl, .3%

D-air 3000, .1% versaset., , 2.54, 12
Stage: 1, Displacement, 506, 0, , , 0, O
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
roductionCurrent/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Date 4/1/2008 Activity: TOOH ____ Rig Name M&M#1 Days :63

Daily Report Summary :

Daily Report Detail: Well open, flowed off and on during night. Made 15 bbls. Prepared to swab well; ordered by Denver to
cease swabbing and POOH. Released Baker packer. Began circulating wlDiesel to remove gas pockets
from tbg. Well continues to flow. Pumped 10 bbis. fresh water down tbg. Began POOH laying down tbg..
Pulled 100 jts., well comes in every few jts. Have to shut down, blow well down and pump in a few bbls. of
water, (Cannot pump past swab mandrel in XN nipple) Then continue the process.OOH with
tbg..Recovered swab tool string lost in hole. Commenced rigging down tbg. lay-down slide and
dismantling equipment not needed in AM. Closed BOPs and secured for night. SWIFN

From 0:00 To 7:00 7 hrs Category/Rmks: Flow : Well open, flowed off and on during night. Made 15 bbis.
From 7:00 To 11:00 4 hrs Category/Rmks: KillWell : Prepared to swab well; ordered by Denver to cease swabbing and

POOH. Released Baker packer. Began circulating w/Diesel to remove gas pockets
from tbg. Well continues to flow. Pumped 10 bbis. fresh water down tbg.

From 11:00 To 19:00 8 hrs Category/Rmks: TOOH : Began POOH Iaying down tbg.. Pulled 100 jts., well comes in every few jts.
Have to shut down, blow well down and pump in a few bb\s. of water, (Cannot
pump past swab mandrel in XN nipple) Then continue the process.OOH with
tbg..Recovered swab tool string lost in hole. Commenced rigging down tbg. lay-
down slide and dismantling equipment not needed in AM. Closed BOPs and
secured for night.

From 19:00 To 19:30 .5 hr Category/Rmks: SDFN : SWIFN
Date : _ 4/2/2008 Activity Wireline Rig Name: M&M#1 Days 64
Daily Report Summary :

Daily Report Detail: Well had 100 psi. Blew well down to FB tank. RU Perfolog WL-Mixed cement for 1st 10' run.RIH and¯tagged top of fillon bottom plug at 10170' Dumped cement. POOH. Mixed cement. RIH and dumped
cement @ 10160'. TOC should be @ 10150'. POOH. PU Baker 10K CIBP and RIH, correlated
measurements and set BP @ 10070'. POOH. Prep dump bailer for next run. RIH and dumped 10' load of
cement on top of BP.POOH. Prep dump bailer for next run. RIH and dumped 10' load of cement @
10060'. POOH. TOC should be @ 10050'. RD Perfolog Rig dwn M&Mrig #1 and support
equipment

From 7:00 To 15:00 8 hrs Category/Rmks: Wireline : Well had 100 psi. Blew well down to FB tank. RU Perfolog WL-Mixed
cement for 1st 10' run.RIH and tagged top of fillon bottom plug at 10170' Dumped
cement. POOH. Mixed cement. RIH and dumped cement @10160'. TOC should be
@ 10150'. POOH. PU Baker 10K CIBP and RIH, correlated measurements and set
BP @10070'. POOH. Prep dump bailer for next run. RIH and dumped 10' load of
cement on top of BP.POOH. Prep dump bailer for next run. RiH and dumped 10'
load of cement @ 10060'. POOH. TOC should be @ 10050'. RD Perfolog

From 15:00 To 19:00 4 hrs Category/Rmks: RD : Rig dwn M&Mrig #1 and support equipment

Casing
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TO

11/2/2007 1802 41 3. Surface 16 84 J-55 20 1815
Stage: 1, Top Out, 13, 0, VeriCem, , 0, O
Stage: 1, Displacement, 385, 0, Fresh Water, , 0, O
Stage: 1, Tail, 0, 420, VeriCem, Class G, 1.99, 13
Stage: 1, Lead, 0, 700, VeriCem, Class G, 2.93, 11.5
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Super Flush, , 0, O
Stage: 1, Spacer, 10, 0, Fresh Water, , 0, 0
Stage: 1, Spacer, 42, 0, Scavenger, , 0, O
Stage: 1, Wash, 10, 0, Fresh Water, , 0, O
Stage: 1, Spacer, 20, 0, Gel Water, , 0, 0

12/5/2007 5747.14 134 4. Intermediate 10.75 65.7 H563 0 14.75 5750
Stage: 1, Spacer, 20, 0, 40bbis tuned spacer w/ 34.1 gallbbl fresh water, 149 lbm/bbl barite, 125 lbm/bbl 9.5% salt, 51bm/bbi D-air 3000, 1 gallbbi
sem-8,

, 0, O
Stage: 1, Lead, 0, 989, 989 sks type v light lead cement w/ 1% barite, .125 lbm Poly-E-Flake, 18% salt 9.5., , 2.76, 12
Stage: 1, Tail, 0, 396, 396 sks class G tail cement wl.3% Halad ®-344, .3% super cbl, .3%

D-air 3000, .1% versaset., , 2.54, 12
Stage: 1, Displacement, 506, 0, , , 0, O
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Stage: 1, Wash, 40, 0, Stage 2-Mud flush-ZI-SBM,

, 0, O
Stage: 1, Lead, 0, 610, 610 sks of varicem lead cement wl.125Ibm Poly-E-Flake,,

, 11.5, 11.5
Stage: 1, Tail, 0, 100, 100 sks class G Tail cement w/ .125 lbm Poly-E-Flake.
100 sks class G Tail cement w/ .125 lbm Poly-E-Flake.,

, 1.15, 15.8
Stage: 1, Displacement, 222, 0, , , 0, 0

1/6/2008 0 0 5. Production 0 0 9.5 10316

Perforation
Date: \¯ormation Perf Status Upper Perf Lower Perf Sht / Ft Description:

2/23/2008 Cane Creek clastics Open 10218 10230 3
2/23/2008 Cane Creek clastics Open 10246 10262 3
3/13/2008 Cane Creek clastics Open 10142 10150 3 SET CIBP TV-10 @10200
3/13/2008 Cane Creek clastics Open 10114 10118 2 SET CIBP TV-10 @ 10200
3/13/2008 Cane Creek clastics Open 10086 10092 3 SET CIBP TV-10 @10200
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Well Name : Greentown State 36-24H
Prospect: Greentown AFE #: 3974

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpora
API #: 4301931519 Field: Wildcat Supervisor: Cory Knote

Work Type: Completion County , St.: Grand, UT Phone: 303-575-0326
3roduction Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Complete a Paradox Salt Well
Stage: 1, Wash, 40, 0, Stage 2-Mud flush-ZI-SBM,

, 0, O
Stage: 1, Lead, 0, 610, 610 sks of varicem lead cement wl.125Ibm Poly-E-Flake,,

, 11.5, 11.5
Stage: 1, Tail, 0, 100, 100 sks class G Tail cement w/ .125 lbm Poly-E-Flake.
100 sks class G Tail cement w/ .125 lbm Poly-E-Flake.,

, 1.15, 15.8
Stage: 1, Displacement, 222, 0, , , 0, 0

1/6/2008 0 0 5. Production 0 0 9.5 10316

Perforation
Date: \¯ormation Perf Status Upper Perf Lower Perf Sht / Ft Description:

2/23/2008 Cane Creek clastics Open 10218 10230 3
2/23/2008 Cane Creek clastics Open 10246 10262 3
3/13/2008 Cane Creek clastics Open 10142 10150 3 SET CIBP TV-10 @10200
3/13/2008 Cane Creek clastics Open 10114 10118 2 SET CIBP TV-10 @ 10200
3/13/2008 Cane Creek clastics Open 10086 10092 3 SET CIBP TV-10 @10200
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NOTICE OF LATE REPORTING
DRILLING& COMPLETION INFORMATION

Utah Oil and Gas Conservation General Rule R649-3-6 states that,
> Operators shall submit monthly status reports for each drillingwell (including wells where

drillingoperations have been suspended).

Utah Oil and Gas Conservation General Rule R649-3-21 states that,
> A well is considered completed when the well has been adequately worked to be capable

of producing oil or gas or when well testingas required by the division is concluded.

* Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: DELTAPETROLEUM CORP Today's Date: 06/27/2008

Well: API Number: Drilling Commenced:
GREENTOWN ST 36-24H 4301931519 10/27/2007
SAMSON FED 28-11 4301931503 09/19/2007
GREENTOWN FED 26-43H 4301931547 01/21/2008
GREENTOWN ST 31-3622 16H 4301931569 01/25/2008

List Attached

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

If you have questions or concerns regarding this matter, please contact Rachel Medina
at (801) 538-5260

cc: Well File
Compliance

NOTICE OF LATE REPORTING
DRILLING& COMPLETION INFORMATION

Utah Oil and Gas Conservation General Rule R649-3-6 states that,
> Operators shall submit monthly status reports for each drillingwell (including wells where

drillingoperations have been suspended).

Utah Oil and Gas Conservation General Rule R649-3-21 states that,
> A well is considered completed when the well has been adequately worked to be capable

of producing oil or gas or when well testingas required by the division is concluded.

* Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: DELTAPETROLEUM CORP Today's Date: 06/27/2008

Well: API Number: Drilling Commenced:
GREENTOWN ST 36-24H 4301931519 10/27/2007
SAMSON FED 28-11 4301931503 09/19/2007
GREENTOWN FED 26-43H 4301931547 01/21/2008
GREENTOWN ST 31-3622 16H 4301931569 01/25/2008

List Attached

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

If you have questions or concerns regarding this matter, please contact Rachel Medina
at (801) 538-5260

cc: Well File
Compliance



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIALNUMBER:

49170

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Donot use this form for proposals to drill new wells,significantly deepen existing wellsbelowcurrentbottom-holedepth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

Delta Petroleum Corporation 43-019-31519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:
370 17th Street, Suite 4300 Denver CO 80202 303-293-9133 Wildcat

CITY STATE ZIP
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 1,108' FSL 2,158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SE /4 SW /4 Sec. 36 T 21S R 16E SLB&M STATE: Utah

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT 0 ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
(Submitin Duplicate) O ALTER CASING FRACTORE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart:
O CASING REPAIR NI¯WCÖNSTRUCTION TEMPORARILYABANDON

September 8, 2008 O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE
SUBSEQUENT REPORT O CHANGE WELL NAME O PLUG BACK WATER DISPOSAL

Date of
omrCO n ormOnly) O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

0 COMMINGLE PRODUCING F0RMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Delta Petroleum Corporation (Delta) intends to use a chemical fixation/solidification process to reclaim the reserve pit. These
processes utilize chemically reactive formulations that together with water and other components in the sludge or wastes to form a
stable solid. The chemical fixation/solidification method helps to insolubilize, immobilize, and encapsulate targeted waste
components. This process assures a faster reclamation, a shorter liability span of having an open pit, the return of the reserve pit
space to immediate usable space, a quicker return of reclamation bond, and a faster closeout on drilling/reclamation paperwork.

Approved by the
Utah Division of

Permit Agent For:
NAME(PLEASE PRINT) David F. Banko, 303-820-4480 TITLE Delta Petroleum Corporation

SIGNATURE DATE August 26, 2008

(This space for State use only)

cWVSENDOOPERMOA RECEIVED
(5/2000) (See Instructions on Reverse Side)

ÐN.0FOIL,GAS&

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIALNUMBER:

49170

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Donot use this form for proposals to drill new wells,significantly deepen existing wellsbelowcurrentbottom-holedepth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

Delta Petroleum Corporation 43-019-31519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:
370 17th Street, Suite 4300 Denver CO 80202 303-293-9133 Wildcat

CITY STATE ZIP
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 1,108' FSL 2,158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SE /4 SW /4 Sec. 36 T 21S R 16E SLB&M STATE: Utah

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT 0 ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
(Submitin Duplicate) O ALTER CASING FRACTORE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart:
O CASING REPAIR NI¯WCÖNSTRUCTION TEMPORARILYABANDON

September 8, 2008 O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE
SUBSEQUENT REPORT O CHANGE WELL NAME O PLUG BACK WATER DISPOSAL

Date of
omrCO n ormOnly) O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

0 COMMINGLE PRODUCING F0RMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Delta Petroleum Corporation (Delta) intends to use a chemical fixation/solidification process to reclaim the reserve pit. These
processes utilize chemically reactive formulations that together with water and other components in the sludge or wastes to form a
stable solid. The chemical fixation/solidification method helps to insolubilize, immobilize, and encapsulate targeted waste
components. This process assures a faster reclamation, a shorter liability span of having an open pit, the return of the reserve pit
space to immediate usable space, a quicker return of reclamation bond, and a faster closeout on drilling/reclamation paperwork.

Approved by the
Utah Division of

Permit Agent For:
NAME(PLEASE PRINT) David F. Banko, 303-820-4480 TITLE Delta Petroleum Corporation

SIGNATURE DATE August 26, 2008

(This space for State use only)

cWVSENDOOPERMOA RECEIVED
(5/2000) (See Instructions on Reverse Side)

ÐN.0FOIL,GAS&



UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

Operator: Delta Petroleum Corp Account: N2925 Today's Date: 10/23/2008

Problems: .Failure to submit reports in a timely,accurate, and

O complete manner may result in the issuance of a Notice of/ Late Report(s) Violation by the Division of Oil, Gas and Mining, and may
result in the Division pursuing enforcement action asInaccurate Report(s) outlined in Rule R649-10, Administrative Procedures, and

Incomplete Report(s) Section 40-6-11 of the Utah Code.

Other. To avoid compliance action, these reporting problems
should be resolved within 7 days.

Send reports to: Fax to:

Utah Division of Oil, Gas and Mining (801) 359-3940
15934Wes14N58rthTemple, Suite 1210

Salt Lake City, Utah 84114-5801

Type of Report Month(s) of Problem Report

Production - Form 10

O Disposition - Form 11

Gas Plant - Form 13

O Enhanced Recovery - UIC Form 2

Injection - UIC Form 3

Other

Type of Report Well Name(s) API Number(s) Drilling Commenced

Spud Notice - Form 9

Drilling Reports - Form 9

O wellCompletion Report - Form 8

Other
List Attached

Description of Problem:

Per R649-3-6 2.4 The operator shall submit a monthly status report for each drillingwell on Form 9, Sundry Notices and
Reports on Wells. The report should include the well depth and a description of the operations conducted on the well
during the month.

If you have questions or concerns regarding this matter, please contact Rachel Medina at (801) 538-5260
.

cc: Compliance File
RAM
Well File

UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

Operator: Delta Petroleum Corp Account: N2925 Today's Date: 10/23/2008

Problems: .Failure to submit reports in a timely,accurate, and

O complete manner may result in the issuance of a Notice of/ Late Report(s) Violation by the Division of Oil, Gas and Mining, and may
result in the Division pursuing enforcement action asInaccurate Report(s) outlined in Rule R649-10, Administrative Procedures, and

Incomplete Report(s) Section 40-6-11 of the Utah Code.

Other. To avoid compliance action, these reporting problems
should be resolved within 7 days.

Send reports to: Fax to:

Utah Division of Oil, Gas and Mining (801) 359-3940
15934Wes14N58rthTemple, Suite 1210

Salt Lake City, Utah 84114-5801

Type of Report Month(s) of Problem Report

Production - Form 10

O Disposition - Form 11

Gas Plant - Form 13

O Enhanced Recovery - UIC Form 2

Injection - UIC Form 3

Other

Type of Report Well Name(s) API Number(s) Drilling Commenced

Spud Notice - Form 9

Drilling Reports - Form 9

O wellCompletion Report - Form 8

Other
List Attached

Description of Problem:

Per R649-3-6 2.4 The operator shall submit a monthly status report for each drillingwell on Form 9, Sundry Notices and
Reports on Wells. The report should include the well depth and a description of the operations conducted on the well
during the month.

If you have questions or concerns regarding this matter, please contact Rachel Medina at (801) 538-5260
.

cc: Compliance File
RAM
Well File



UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

ATTACHMENT

Operator: Delta Petroleum Corp Account: N2925 Today's Date: 10/23/2008

Well Names API Numbers Drilling Commenced

Greentown ST 26-24H 4301931519 10/27/2008

Greentown ST 31-362216H 4301931569 06/15/2008

Samson Fed 28-11 4301931503 09/19/2007

Greentown Fed 26-43H 4301931547 01/21/2008

Federal 11-24 4301931575

UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

ATTACHMENT

Operator: Delta Petroleum Corp Account: N2925 Today's Date: 10/23/2008

Well Names API Numbers Drilling Commenced

Greentown ST 26-24H 4301931519 10/27/2008

Greentown ST 31-362216H 4301931569 06/15/2008

Samson Fed 28-11 4301931503 09/19/2007

Greentown Fed 26-43H 4301931547 01/21/2008

Federal 11-24 4301931575



STATEOFUTAH .

FORM9

DEPARTMENT OF NATURALRESOURC
DIVISIONOF OIL, GAS AND MINI EASEDESIGNATIONANDSERIALNUMBER:

49170

SUNDRY NOTICES AND REPORTS ON WELLS
6 NDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drill new wells,significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to NA

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL O GAS WELL OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

370 17th St., Ste. 4300 Denver symysCO z,80202 (303) 575-0397 Wildcat
4. LOCATlONOF WELL

FOOTAGESATSURFACE: 1108' FSL & 2158' FWL COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: IVIOnthly Status

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repod

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLESTATUS

Please see attached "Drilling Chronological Regulatory Report" from 4/15/2008 - 5/14/2008.

Current Status: (Horizontal Re-Entry) DrillingAhead.

NAME(PLEASEPRINT) .Ha ah Knopp TITLE Regulatory Agent

SlGNATURE / DATE

(This space for State use onI RECEIVED
JAN14 2003

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

STATEOFUTAH .

FORM9

DEPARTMENT OF NATURALRESOURC
DIVISIONOF OIL, GAS AND MINI EASEDESIGNATIONANDSERIALNUMBER:

49170

SUNDRY NOTICES AND REPORTS ON WELLS
6 NDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drill new wells,significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to NA

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL O GAS WELL OTHER Greentown State #36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

370 17th St., Ste. 4300 Denver symysCO z,80202 (303) 575-0397 Wildcat
4. LOCATlONOF WELL

FOOTAGESATSURFACE: 1108' FSL & 2158' FWL COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 36 21S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: IVIOnthly Status

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repod

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

TIGHT HOLESTATUS

Please see attached "Drilling Chronological Regulatory Report" from 4/15/2008 - 5/14/2008.

Current Status: (Horizontal Re-Entry) DrillingAhead.

NAME(PLEASEPRINT) .Ha ah Knopp TITLE Regulatory Agent

SlGNATURE / DATE

(This space for State use onI RECEIVED
JAN14 2003

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

donstaley
Highlight



Delta Petroleum Corporation
370 17th St. Suite #4300

ED Denver, CO 80202 Drillinq Chronological
(303) 293-9133 Regulatory

me:Greentown S
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern
Project AFE: 4684 I ll

Daily Summary
Activity Date : 4/16/2008 Days From Spud : -10 Current Depth : t
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 0 14 FINISH NIPPLE UP STACK, FINISH PAINTING TANKS, SET OFF DRILLER SIDE 0 0 NIH
PUNY SUB STARTED TO PUT DERRICK TOGETHER

Daily Summary
Activity Date : 4/17/2008 Days From Spud : -9 t
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 FINISH RIGGING UP SUBS , DRAWWORKS & FLOOR PLATES SET PUMPS ACC HOUSE, 0 0 NIH

Daily Summary
Activity Date : 4/18/2008 Days From Spud : -8 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 FINISH RIGGING UP DERRICK, RAISED DERRICK ON SUB & STRING UP SAME, 0 0 NiH
b IARTED
RIGGING UP ELEC. CABLES

18:0 12.00 01 RIG UP AND TEAR DOWN O O NIH
Total: 24.00

Daily Summary
Activity Date : 4/19/2008 Days From Spud : -7 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 P ACC. LINES, RIG UP DIESEL LINES & AIR LINES TO FLOOR MOTORS, FINISH 0 0 NIH
WATER TANK, PARTS HOUSED, TOP DRIVES MOTORS SHED, ALL HAND RAILS AND
STAIR WAY THAT GOES TO MUD TANKS, RAISE DERRICK , SET CATWALK V-DOOR

18:00 12.00 01 RIG UP AND TEAR DOWN 0 0 NIH
Total: 24.00

Page 1 of 87 Powered by Production Access

Delta Petroleum Corporation
370 17th St. Suite #4300

ED Denver, CO 80202 Drillinq Chronological
(303) 293-9133 Regulatory

me:Greentown S
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern
Project AFE: 4684 I ll

Daily Summary
Activity Date : 4/16/2008 Days From Spud : -10 Current Depth : t
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0 0 14 FINISH NIPPLE UP STACK, FINISH PAINTING TANKS, SET OFF DRILLER SIDE 0 0 NIH
PUNY SUB STARTED TO PUT DERRICK TOGETHER

Daily Summary
Activity Date : 4/17/2008 Days From Spud : -9 t
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 FINISH RIGGING UP SUBS , DRAWWORKS & FLOOR PLATES SET PUMPS ACC HOUSE, 0 0 NIH

Daily Summary
Activity Date : 4/18/2008 Days From Spud : -8 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 FINISH RIGGING UP DERRICK, RAISED DERRICK ON SUB & STRING UP SAME, 0 0 NiH
b IARTED
RIGGING UP ELEC. CABLES

18:0 12.00 01 RIG UP AND TEAR DOWN O O NIH
Total: 24.00

Daily Summary
Activity Date : 4/19/2008 Days From Spud : -7 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 P ACC. LINES, RIG UP DIESEL LINES & AIR LINES TO FLOOR MOTORS, FINISH 0 0 NIH
WATER TANK, PARTS HOUSED, TOP DRIVES MOTORS SHED, ALL HAND RAILS AND
STAIR WAY THAT GOES TO MUD TANKS, RAISE DERRICK , SET CATWALK V-DOOR

18:00 12.00 01 RIG UP AND TEAR DOWN 0 0 NIH
Total: 24.00
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Well Name:Greentown State 36-24H {Re-entrY)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/20/2008 Days From Spud : -6 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:0 24.00 01 Rig up 0 0 NIH
Total: 24.00

Daily Summary
Activity Date : 4/21/2008 Days From Spud : -5 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 RIG UP 0 0 NIH
18:00 12.00 01 RIG UP,ASSIT TOP DRIVE TECH,PUT 45 gl IN COMPOUND, 35gl IN DW,CHANGE OUT 0 0 NIH

UNION ON GOOSE NECK FOR SWlVEL TO HOOK UP KELLY HOSE, INSTALLGOOSE
NECK ON SWIVEL,ADD EXT TO KELLYHOSE TO SHORT FOR TOP DRIVE 66' ADD 10'&
HOOK IT TO SWlVEL,INSTALL FLEX HOSE FROM HCR TO CHOKE MANAFOLD,iNSTALL
ACCUM LINES TO BOP,PUT STAND PIPE IN FROM SUB TO FLOOR,PUT SNUB LINES
ON TONGS,PUT TORQUE GAUGE ON , GET LIGHTS IN SUB WORKING, TORQUE UP
SWlVEL TO TOP DRIVE, PUT PUMP IN LINE TO BOP.

Total: 24.00

Daily Summary
Activity Date : 4/22/2008 Days From Spud : -4 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 RIG UP tongs rig down 60' kelly hose replace w/ 70' hose rig up stand pipe finish putting floor 0 0 NIH
plates rig up vibrator hose between pumps & sub stand up b.o.p. panel build up pressure &
function test b.o.p.s ook up water lines & air lines rig up 2nd hoist rig up derrick board help
welders & tesco

18:00 0.50 15 PICK UP HANDLINGTOOL TO TEST BOP 0 0 NIH
18:30 1.00 15 MAKE UP PUMP IN SUB ON TOP OF DP,SET PLUG IN BOP,TIME CONSUMING LOOKING 0 0 NIH

FUR X/O
19:30 9.00 15 TEST B.O.P. 250 low /10,000 high,15 min, bottom pipe rams,HCR,pump in valves, top pipe O 0 NIH

rams,blinds,CHOKE MANAFOLD , TEST TOP DRIVE TlW's TO 5,000psi, test floor tiw&
inside gray to 5,000psi, TEST STAND PIPE VALVES & MP VALVES TO 4,000 psi

4:30 0.50 15 RIG DOWN TEST SUBS & TESTING EQUIP 0 0 NIH
5:00 1.00 22 RIG UP L/D TRUCK, PUT FALL PROT HOOK ON AIR HOIST,CUT OFF TOE BOARD & 0 0 NIH

RAISE COLLAR FINGER'S FOR TOP DRIVE CLEARENCE,RIG UP SPINNER
TONGS,CHANGE LINERS IN#2 MP F/6" T/4.5",

Total: 24.00
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Well Name:Greentown State 36-24H {Re-entrY)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/20/2008 Days From Spud : -6 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:0 24.00 01 Rig up 0 0 NIH
Total: 24.00

Daily Summary
Activity Date : 4/21/2008 Days From Spud : -5 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 RIG UP 0 0 NIH
18:00 12.00 01 RIG UP,ASSIT TOP DRIVE TECH,PUT 45 gl IN COMPOUND, 35gl IN DW,CHANGE OUT 0 0 NIH

UNION ON GOOSE NECK FOR SWlVEL TO HOOK UP KELLY HOSE, INSTALLGOOSE
NECK ON SWIVEL,ADD EXT TO KELLYHOSE TO SHORT FOR TOP DRIVE 66' ADD 10'&
HOOK IT TO SWlVEL,INSTALL FLEX HOSE FROM HCR TO CHOKE MANAFOLD,iNSTALL
ACCUM LINES TO BOP,PUT STAND PIPE IN FROM SUB TO FLOOR,PUT SNUB LINES
ON TONGS,PUT TORQUE GAUGE ON , GET LIGHTS IN SUB WORKING, TORQUE UP
SWlVEL TO TOP DRIVE, PUT PUMP IN LINE TO BOP.

Total: 24.00

Daily Summary
Activity Date : 4/22/2008 Days From Spud : -4 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 RIG UP tongs rig down 60' kelly hose replace w/ 70' hose rig up stand pipe finish putting floor 0 0 NIH
plates rig up vibrator hose between pumps & sub stand up b.o.p. panel build up pressure &
function test b.o.p.s ook up water lines & air lines rig up 2nd hoist rig up derrick board help
welders & tesco

18:00 0.50 15 PICK UP HANDLINGTOOL TO TEST BOP 0 0 NIH
18:30 1.00 15 MAKE UP PUMP IN SUB ON TOP OF DP,SET PLUG IN BOP,TIME CONSUMING LOOKING 0 0 NIH

FUR X/O
19:30 9.00 15 TEST B.O.P. 250 low /10,000 high,15 min, bottom pipe rams,HCR,pump in valves, top pipe O 0 NIH

rams,blinds,CHOKE MANAFOLD , TEST TOP DRIVE TlW's TO 5,000psi, test floor tiw&
inside gray to 5,000psi, TEST STAND PIPE VALVES & MP VALVES TO 4,000 psi

4:30 0.50 15 RIG DOWN TEST SUBS & TESTING EQUIP 0 0 NIH
5:00 1.00 22 RIG UP L/D TRUCK, PUT FALL PROT HOOK ON AIR HOIST,CUT OFF TOE BOARD & 0 0 NIH

RAISE COLLAR FINGER'S FOR TOP DRIVE CLEARENCE,RIG UP SPINNER
TONGS,CHANGE LINERS IN#2 MP F/6" T/4.5",

Total: 24.00
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Well Name:Greentown State 36-24H (Re-entrY)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/23/2008 Days From Spud : -3 Current Depth : 9971 Ft 24 Hr. Footage Made : 9971 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 0 0 NIH
6:30 2.00 01 RIG UP LINE GUIDE & GAURD ON ROT. & TURN BUCKELS O 0 NIH
8:30 0.50 22 STRAP D.P. ON PIPE RACK 0 0 NIH
9:00 2.50 06 PICK UP D.P. & STRAP W/ LAYDOWN TRUCK 0 0 NIH

11:30 1.00 08 REPAIR RIG WORK SRINNER HAWKS AIR LINE BUSTED 0 0 NIH
12:30 2.00 06 PICK UP PIPE 0 0 NIH
14:30 1.00 08 REPAIR RIG WORK ON WATER LINE LEAK 0 0 NIH
15:30 1.00 06 PICK UP DRILL PIPE O O NIH
16:30 1.00 08 REPLACE AIR LINE ON AIR HOIST 0 0 NIH
17:30 0.50 06 PICK UP DRILL PIPE O 0 NIH
18:00 8.00 06 TRIPS/ PU 4" DP F/4,607' T/9,971' 0 9971 NIH
2:00 0.50 22 RIG DOWN L/D TRUCK & CLEAN OFF FLOOR, 9971 9971 NIH
2:30 0.50 22 TRY TO INSTALL DRIP PAN FOR RACKING BOARD, PAT EYE WELDED TO MIDDLE 9971 9971 NIH

CAN NOT PUT BOARDS IN
3:00 3.00 06 TRIPS/POOH F/9971' T/ 4,895' 9971 9971 NIH

Total: 24.00

Daily Summary
Activity Date : 4/24/2008 Days From Spud : -2 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 1.50 06 CONTINUE TOOH F/ 4895' 9971 9971 NIH
8:00 1.00 22 WAIT ON BAKER ATLAS WL 9971 9971 NIH
9:00 0.50 11 R/U BAKER ATLAS WL 9971 9971 NIH
9:30 0.50 22 WELD FINISHING NEW FLOW LINE INSTALATION 9971 9971 NIH

10:00 7.00 11 TlH W/ GAUGE RING, JUNK BASKET T/ 9800' WL, TOOH W/ SAME. R/U BRIDGE PLUG 9786 9786 NIH
UN WL, TlH AND SET SAME @9785.50' WL. TOOH W/ WL AND R/D WL

17:00 1.00 22 WAITING UP OBM FI 10.9 ppg TI 12.1 ppg. LOAD PIPE RACK W/ HWDP, WHIPSTOCK, 9971 9971 NIH
MILLINGBHA SLM SAME

18:00 4.50 22 CONTINUE WAITING UP OBM T/12.1 ppg, ASSIT TESCO WI LEAKS ON TDS, ASSIST 9971 9971 NIH
PASON W/ PIT CALIBRATIONS, INSTALL DRIP PAN TO BOP, INSTALLSHAKER

2

SCREENS.
22:3 4.5 06 P/U & M/U 6.5" MILL,42 JTS HWDP TlH 9971 9971 NIH

3:0 3.0 06 TlH T/7745' 9971 9971 NIH
Total 4.00
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Well Name:Greentown State 36-24H (Re-entrY)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/23/2008 Days From Spud : -3 Current Depth : 9971 Ft 24 Hr. Footage Made : 9971 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 0 0 NIH
6:30 2.00 01 RIG UP LINE GUIDE & GAURD ON ROT. & TURN BUCKELS O 0 NIH
8:30 0.50 22 STRAP D.P. ON PIPE RACK 0 0 NIH
9:00 2.50 06 PICK UP D.P. & STRAP W/ LAYDOWN TRUCK 0 0 NIH

11:30 1.00 08 REPAIR RIG WORK SRINNER HAWKS AIR LINE BUSTED 0 0 NIH
12:30 2.00 06 PICK UP PIPE 0 0 NIH
14:30 1.00 08 REPAIR RIG WORK ON WATER LINE LEAK 0 0 NIH
15:30 1.00 06 PICK UP DRILL PIPE O O NIH
16:30 1.00 08 REPLACE AIR LINE ON AIR HOIST 0 0 NIH
17:30 0.50 06 PICK UP DRILL PIPE O 0 NIH
18:00 8.00 06 TRIPS/ PU 4" DP F/4,607' T/9,971' 0 9971 NIH
2:00 0.50 22 RIG DOWN L/D TRUCK & CLEAN OFF FLOOR, 9971 9971 NIH
2:30 0.50 22 TRY TO INSTALL DRIP PAN FOR RACKING BOARD, PAT EYE WELDED TO MIDDLE 9971 9971 NIH

CAN NOT PUT BOARDS IN
3:00 3.00 06 TRIPS/POOH F/9971' T/ 4,895' 9971 9971 NIH

Total: 24.00

Daily Summary
Activity Date : 4/24/2008 Days From Spud : -2 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 1.50 06 CONTINUE TOOH F/ 4895' 9971 9971 NIH
8:00 1.00 22 WAIT ON BAKER ATLAS WL 9971 9971 NIH
9:00 0.50 11 R/U BAKER ATLAS WL 9971 9971 NIH
9:30 0.50 22 WELD FINISHING NEW FLOW LINE INSTALATION 9971 9971 NIH

10:00 7.00 11 TlH W/ GAUGE RING, JUNK BASKET T/ 9800' WL, TOOH W/ SAME. R/U BRIDGE PLUG 9786 9786 NIH
UN WL, TlH AND SET SAME @9785.50' WL. TOOH W/ WL AND R/D WL

17:00 1.00 22 WAITING UP OBM FI 10.9 ppg TI 12.1 ppg. LOAD PIPE RACK W/ HWDP, WHIPSTOCK, 9971 9971 NIH
MILLINGBHA SLM SAME

18:00 4.50 22 CONTINUE WAITING UP OBM T/12.1 ppg, ASSIT TESCO WI LEAKS ON TDS, ASSIST 9971 9971 NIH
PASON W/ PIT CALIBRATIONS, INSTALL DRIP PAN TO BOP, INSTALLSHAKER

2

SCREENS.
22:3 4.5 06 P/U & M/U 6.5" MILL,42 JTS HWDP TlH 9971 9971 NIH

3:0 3.0 06 TlH T/7745' 9971 9971 NIH
Total 4.00
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/25/2008 Days From Spud : -1 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 0.50 06 TRIP IN HOLE 9000' 9971 9971 NIH
7:00 0.50 08 REPAIR AIR LINE ON SPINNER HAWKS 9971 9971 NIH
7:30 1.00 06 TRIP IN HOLE TO 9762.93 9971 9971 NIH
8:30 0.50 08 SWAP BATT. OUT ON #2 PUMP 9971 9971 NIH
9:00 0.50 05 ATTEMP TO CIRC. WELL WAS FLOWING SHUT IN WELL400 P.S.I. ON CSG. 9971 9971 NIH
9:30 1.00 05 MONITOR WELL RIG UP HOSE TO DROP LEVEL INTANKS CIRC THUR CHOKE 9971 9971 NIH

/0 SPM 675 STKS TO GET RETURNS
10:30 3.00 05 CONDITION MUD & CIRCULATE 7500 STKS 9971 9971 NIH
13:30 0.50 05 MONITOR WELL NO FLOW 9971 9971 NIH
14:00 1.00 22 ADJUSTED TOP DRIVE TRACK 9971 9971 NIH
15:00 1.50 05 CONDITION MUD & CIRCULATE TO EQUALIZE MUD WT. IN & OUT 9971 9971 NIH
16:30 1.50 05 CONDITION MUD & CIRCULATE WAIT FOR BAR TO BUILD SLUG 9971 9971 NIH
18:00 3.50 05 CIRC TROUGH CHOKE WHILE WAITING BARITE FOR SLUG,BARITE ARRIVE @ 19:30, 9971 9971 NIH

BUILD SLUG & PUMP IT
21:30 0.50 05 MONITOR WELL 5min & PUMP SLUG 9971 9971 NIH
22:00 5.50 06 POOH 88std 4"dp 14std 4" HW 9971 9971 NIH

3:30 2.50 22 BREAK OFF MILL&MAKE UP std FOR ROTATING RUBBER, PUT RUBBER ON & RACK IT 9971 9971 NIH
BACK

Total: 24.00

Daily Summary
Activity Date : 4/26/2008 Days From Spud : 1 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 1.00 22 attempt to hook up rot. Head 9971 9971 NIH
7:30 1.50 06 PICK UP WOOD STOCK & ASSEMBLE & ORIEN. 9971 9971 NIH
9:00 6.00 06 TRIP IN HOLE 9971 9971 NIH

15:00 1.00 22 ATTEMPT TO SET ROT. HEAD NOT ABLE LACKOF LOST HOSE 9971 9971 NIH
16:00 0.50 06 TRIP IN HOLE TO 9731 9971 9971 NIH
16:30 1.00 11 RIG UP WIRELINE WIRELINE LOG 9971 9971 NIH
17:30 0.50 11 RUN WIRE LINE IN HOLE TO SET WOOD STOCK 9971 9971 NIH
18:00 3.00 11 RUN WIRE LINE TO INDICATE ANGLE ON WHIP STOCK, SET WHIP STOCK,RIG DOWN 9971 9971 NIH

BAKER
21:00 1.00 22 INSTALL ROTATING RUBBER ,& HOOK UP PSI HOSES ON IT 9971 9971 NIH
22:00 3.00 05 CONDITION MUD & CIRCULATE, RAISE MW Fl 11.8 T/ 12.1 ppg 9971 9971 1

1:00 1.00 02 MILLF/9,734' T/9,740' 9971 9971 1
2:00 2.00 22 WORK ON ROTATING RUBBER, MAXPSI ON CLAMP 3,000 DIDNT HAVE BUT 1,200 9971 9971 1

WAITING ANOTHER CONTROL PANEL
4:00 2.00 02 MILLF/9,740' T/ 9,741' 9971 9971 1

Total: 24.00
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/25/2008 Days From Spud : -1 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 0.50 06 TRIP IN HOLE 9000' 9971 9971 NIH
7:00 0.50 08 REPAIR AIR LINE ON SPINNER HAWKS 9971 9971 NIH
7:30 1.00 06 TRIP IN HOLE TO 9762.93 9971 9971 NIH
8:30 0.50 08 SWAP BATT. OUT ON #2 PUMP 9971 9971 NIH
9:00 0.50 05 ATTEMP TO CIRC. WELL WAS FLOWING SHUT IN WELL400 P.S.I. ON CSG. 9971 9971 NIH
9:30 1.00 05 MONITOR WELL RIG UP HOSE TO DROP LEVEL INTANKS CIRC THUR CHOKE 9971 9971 NIH

/0 SPM 675 STKS TO GET RETURNS
10:30 3.00 05 CONDITION MUD & CIRCULATE 7500 STKS 9971 9971 NIH
13:30 0.50 05 MONITOR WELL NO FLOW 9971 9971 NIH
14:00 1.00 22 ADJUSTED TOP DRIVE TRACK 9971 9971 NIH
15:00 1.50 05 CONDITION MUD & CIRCULATE TO EQUALIZE MUD WT. IN & OUT 9971 9971 NIH
16:30 1.50 05 CONDITION MUD & CIRCULATE WAIT FOR BAR TO BUILD SLUG 9971 9971 NIH
18:00 3.50 05 CIRC TROUGH CHOKE WHILE WAITING BARITE FOR SLUG,BARITE ARRIVE @ 19:30, 9971 9971 NIH

BUILD SLUG & PUMP IT
21:30 0.50 05 MONITOR WELL 5min & PUMP SLUG 9971 9971 NIH
22:00 5.50 06 POOH 88std 4"dp 14std 4" HW 9971 9971 NIH

3:30 2.50 22 BREAK OFF MILL&MAKE UP std FOR ROTATING RUBBER, PUT RUBBER ON & RACK IT 9971 9971 NIH
BACK

Total: 24.00

Daily Summary
Activity Date : 4/26/2008 Days From Spud : 1 Current Depth : 9971 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 LUBRICATE RIG 9971 9971 NIH
6:30 1.00 22 attempt to hook up rot. Head 9971 9971 NIH
7:30 1.50 06 PICK UP WOOD STOCK & ASSEMBLE & ORIEN. 9971 9971 NIH
9:00 6.00 06 TRIP IN HOLE 9971 9971 NIH

15:00 1.00 22 ATTEMPT TO SET ROT. HEAD NOT ABLE LACKOF LOST HOSE 9971 9971 NIH
16:00 0.50 06 TRIP IN HOLE TO 9731 9971 9971 NIH
16:30 1.00 11 RIG UP WIRELINE WIRELINE LOG 9971 9971 NIH
17:30 0.50 11 RUN WIRE LINE IN HOLE TO SET WOOD STOCK 9971 9971 NIH
18:00 3.00 11 RUN WIRE LINE TO INDICATE ANGLE ON WHIP STOCK, SET WHIP STOCK,RIG DOWN 9971 9971 NIH

BAKER
21:00 1.00 22 INSTALL ROTATING RUBBER ,& HOOK UP PSI HOSES ON IT 9971 9971 NIH
22:00 3.00 05 CONDITION MUD & CIRCULATE, RAISE MW Fl 11.8 T/ 12.1 ppg 9971 9971 1

1:00 1.00 02 MILLF/9,734' T/9,740' 9971 9971 1
2:00 2.00 22 WORK ON ROTATING RUBBER, MAXPSI ON CLAMP 3,000 DIDNT HAVE BUT 1,200 9971 9971 1

WAITING ANOTHER CONTROL PANEL
4:00 2.00 02 MILLF/9,740' T/ 9,741' 9971 9971 1

Total: 24.00
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/27/2008 Days From Spud : 2 Current Depth : 9764 Ft 24 Hr. Footage Made : 13 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Mill6.5" window Fl 9751' t/ 9757' & drill hole Fl 9757 t/ 9764' 9751 9764 1
10:00 0.50 05 CONDITION MUD & CIRCULATE & BUILDSLUG 9764 9764 1
10:30 0.50 08 ATTEMPT TO BREAK OUT STAND-TONG DIES ON TOP DRIVE WORN OUT 9764 9764 1
11:00 3.00 06 TRIP 35 STDS OUT OF HOLE DRUM CLUTCH CHAIN BROKE 9764 9764 1
14:00 4.00 08 REPAIR DRUM CLUTCH CHAIN 9764 9764 1
18:00 3.00 06 TRIPS/POOH 9764 9764 1
21:00 1.50 06 PICK UP POLISH MILL&MAKE IT UP 9764 9764 NIH
22:30 0.50 07 LUBRICATE RIG 9764 9764 NIH
23:00 1.00 06 TRIP IN HOLE 21 STD 9764 9764 2

0:00 0.50 08 INSTALLSPINNING CHAIN 9764 9764 2
0:30 3.50 06 TIH T/9764' 9764 9764 2
4:00 2.00 02 MILLWILL POLISH MILL 9764 9764 2

Total: 24.00

Daily Summary
Activity Date : 4/28/2008 Days From Spud : 3 Current Depth : 9764 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks ' Start Depth End Depth Run

6:00 0.50 03 REAMING WINDOW OUT 9764 9764 2
6:30 0.50 01 RIG UP AND TEAR DOWN 9764 9764 2
7:00 2.00 08 ATTEMPT TO BREAK TOP DRIVE WOULD NOT BREAK TOOK SUB OFF 9764 9764 2

IO BREAK W/ TONGS PUT BACK TOGETHER
9:00 0.50 06 TRIP OUT OF HOLE W/ 5 STDS PULL ROT. HEAD W/ 1 MOTOR 9764 9764 2
9:30 0.50 08 STUFFING BOX BROKE RIGGED IT TO WORK TILLMACH. ARRIVED 9764 9764 2

10:00 2.00 08 REPAIR AIR LINE BROKE DIDNT REPAIR NO PARTS & WORK ON TOP DRIVE. 9764 9764 2
REPLACE ALL DIES

12:00 2.50 06 TRIP OUT OF HOLE TO LAYOUT MILLPULLED 55 STDS 9764 9764 2
14:30 3.00 08 REPAIR RIG SWIVEL PACKING & CHAIN IN DRAWWORKS & STUFFING BOX 9764 9764 2
17:30 0.50 06 FINISH PULLING OUT OF HOLE 9764 9764 2
18:00 0.50 07 LUBRICATE RIG 9764 9764 2
18:30 2.00 06 TRIPS/ POOH 17std 4"DP & 14std HW DP & LD MILL, W/ 1 FLOOR MT 9764 9764 2
20:30 4.00 20 P/U BHA FOR DIRECTIONAL WRK 9764 9764 NIH

0:30 0.50 22 TEST MWD 9764 9764 NIH
1:00 3.00 06 TRIPS/ TlH WITH 1 FLOOR MT 9764 9764 3
4:00 2.00 06 TRIPSI TlH WITH 1 FLOOR MT 25std 9764 9764 3

Total: 24.00
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 4/27/2008 Days From Spud : 2 Current Depth : 9764 Ft 24 Hr. Footage Made : 13 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Mill6.5" window Fl 9751' t/ 9757' & drill hole Fl 9757 t/ 9764' 9751 9764 1
10:00 0.50 05 CONDITION MUD & CIRCULATE & BUILDSLUG 9764 9764 1
10:30 0.50 08 ATTEMPT TO BREAK OUT STAND-TONG DIES ON TOP DRIVE WORN OUT 9764 9764 1

11:00 3.00 06 TRIP 35 STDS OUT OF HOLE DRUM CLUTCH CHAIN BROKE 9764 9764 1

14:00 4.00 08 REPAIR DRUM CLUTCH CHAIN 9764 9764 1
18:00 3.00 06 TRIPS/POOH 9764 9764 1

21:00 1.50 06 PICK UP POLISH MILL&MAKE IT UP 9764 9764 NIH
22:30 0.50 07 LUBRICATE RIG 9764 9764 NIH

23:00 1.00 06 TRIP IN HOLE 21 STD 9764 9764 2
0:00 0.50 08 INSTALLSPINNING CHAIN 9764 9764 2

0:30 3.50 06 TIH T/9764' 9764 9764 2
4:00 2.00 02 MILLWILL POLISH MILL 9764 9764 2

Total: 24.00

Daily Summary
Activity Date : 4/28/2008 Days From Spud : 3 Current Depth : 9764 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks ' Start Depth End Depth Run

6:00 0.50 03 REAMING WINDOW OUT 9764 9764 2

6:30 0.50 01 RIG UP AND TEAR DOWN 9764 9764 2

7:00 2.00 08 ATTEMPT TO BREAK TOP DRIVE WOULD NOT BREAK TOOK SUB OFF 9764 9764 2
IO BREAK W/ TONGS PUT BACK TOGETHER

9:00 0.50 06 TRIP OUT OF HOLE W/ 5 STDS PULL ROT. HEAD W/ 1 MOTOR 9764 9764 2

9:30 0.50 08 STUFFING BOX BROKE RIGGED IT TO WORK TILLMACH. ARRIVED 9764 9764 2
10:00 2.00 08 REPAIR AIR LINE BROKE DIDNT REPAIR NO PARTS & WORK ON TOP DRIVE. 9764 9764 2

REPLACE ALL DIES
12:00 2.50 06 TRIP OUT OF HOLE TO LAYOUT MILLPULLED 55 STDS 9764 9764 2
14:30 3.00 08 REPAIR RIG SWIVEL PACKING & CHAIN IN DRAWWORKS & STUFFING BOX 9764 9764 2

17:30 0.50 06 FINISH PULLING OUT OF HOLE 9764 9764 2

18:00 0.50 07 LUBRICATE RIG 9764 9764 2

18:30 2.00 06 TRIPS/ POOH 17std 4"DP & 14std HW DP & LD MILL, W/ 1 FLOOR MT 9764 9764 2

20:30 4.00 20 P/U BHA FOR DIRECTIONAL WRK 9764 9764 NIH

0:30 0.50 22 TEST MWD 9764 9764 NIH

1:00 3.00 06 TRIPS/ TlH WITH 1 FLOOR MT 9764 9764 3
4:00 2.00 06 TRIPSI TlH WITH 1 FLOOR MT 25std 9764 9764 3

Total: 24.00
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SITIR 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District: Northern

Daily Summary
Activity Date : 4/29/2008 Days From Spud : 4 Current Depth : 9764 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 Lubricate rig 9764 9764 3
6:30 0.50 08 Repair clutch on #1 DW motor 9764 9764 3
7:00 2.50 06 TlH w/ BHA #3 t/ 6312' (change in plans for BHA) 9764 9764 3
9:30 0.50 08 Trouble shoot Tesco motor and electrical problem 9764 9764 3

10:00 1.00 06 TOOH fl 6312' tl 5604' slowly waiting on Tesco service technician 9764 9764 3
11:00 0.50 08 Replace Dwks brake linkage pin that fell out of off drillers side brake band 9764 9764 3
11:30 4.00 06 Continue TOOH fl 5604' t/3377' slowly waiting on Tesco techenican 9764 9764 3
15:30 0.50 08 Tesco repair TDS problem w/ receptacle 9764 9764 3
16:00 2.50 06 Continue TOOH and L/D BHA 9764 9764 3
18:30 1.00 06 M/U BHA #4 9764 9764 NIH
19:30 7.00 06 TlH t/ 9745' 9764 9764 4
2:30 0.50 06 P/U sngl DP and tag bottom @9764' 9764 9764 4
3:00 0.50 22 Unload V-Door for WL and P/U side entry sub 9764 9764 4
3:30 2.50 22 R/U BA WL & side door sub 9764 9764 4

Total: 24.00

Daily Summary
Activity Date : 4/30/2008 Days From Spud : 5 Current Depth : 9825 Ft 24 Hr. Footage Made : 61 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 11 R/U Baker Atlas WL and side entry sub 9764 9764 4
6:30 1.00 11 TIH w/ WL & GYRO 9764 9764 4
7:30 1.00 11 Orientate tool face 9764 9764 4
8:30 2.50 02 Slide 6.5" hole fl 9764' t/ 9793' taking surveys 9764 9793 4

11:00 2.50 11 TOOH w/ WL & GYRO, make connection, TlH w/ WL & GYRO 9793 9793 4
13:30 1.00 02 Slide 6.5" hole fl 9793' t/ 9825' taking surveys 9793 9825 4
14:30 3.00 11 TOOH w/ WL & GYRO, make connection, TlH w/ WL & GYRO, Iower bit tl 9821', unable to 9825 9825 4

get bit back to TD
17:30 0.50 05 Call town for decision 9825 9825 4
18:00 2.00 05 Circulate while building slug and TOOH wl WL & GYRO 9825 9825 4
20:00 1.50 11 Retrieve WL & Gyro, L/D side entry assy 9825 9825 4
21:30 1.00 22 Work stuck pipe free w/ circulation @9761' building slug 9825 9825 4
22:30 2.00 06 Slug pipe which failed, TOOH wet tl 9186' using mud bucket 9825 9825 4

0:30 5.50 06 Slug pipe, continue TOOH tl 3906' 9825 9825 4
Total: 24.00
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SITIR 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| | District: Northern

Daily Summary
Activity Date : 4/29/2008 Days From Spud : 4 Current Depth : 9764 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 Lubricate rig 9764 9764 3
6:30 0.50 08 Repair clutch on #1 DW motor 9764 9764 3
7:00 2.50 06 TlH w/ BHA #3 t/ 6312' (change in plans for BHA) 9764 9764 3
9:30 0.50 08 Trouble shoot Tesco motor and electrical problem 9764 9764 3

10:00 1.00 06 TOOH fl 6312' tl 5604' slowly waiting on Tesco service technician 9764 9764 3
11:00 0.50 08 Replace Dwks brake linkage pin that fell out of off drillers side brake band 9764 9764 3
11:30 4.00 06 Continue TOOH fl 5604' t/3377' slowly waiting on Tesco techenican 9764 9764 3
15:30 0.50 08 Tesco repair TDS problem w/ receptacle 9764 9764 3
16:00 2.50 06 Continue TOOH and L/D BHA 9764 9764 3
18:30 1.00 06 M/U BHA #4 9764 9764 NIH
19:30 7.00 06 TlH t/ 9745' 9764 9764 4
2:30 0.50 06 P/U sngl DP and tag bottom @9764' 9764 9764 4
3:00 0.50 22 Unload V-Door for WL and P/U side entry sub 9764 9764 4
3:30 2.50 22 R/U BA WL & side door sub 9764 9764 4

Total: 24.00

Daily Summary
Activity Date : 4/30/2008 Days From Spud : 5 Current Depth : 9825 Ft 24 Hr. Footage Made : 61 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 11 R/U Baker Atlas WL and side entry sub 9764 9764 4
6:30 1.00 11 TIH w/ WL & GYRO 9764 9764 4
7:30 1.00 11 Orientate tool face 9764 9764 4
8:30 2.50 02 Slide 6.5" hole fl 9764' t/ 9793' taking surveys 9764 9793 4

11:00 2.50 11 TOOH w/ WL & GYRO, make connection, TlH w/ WL & GYRO 9793 9793 4
13:30 1.00 02 Slide 6.5" hole fl 9793' t/ 9825' taking surveys 9793 9825 4
14:30 3.00 11 TOOH w/ WL & GYRO, make connection, TlH w/ WL & GYRO, Iower bit tl 9821', unable to 9825 9825 4

get bit back to TD
17:30 0.50 05 Call town for decision 9825 9825 4
18:00 2.00 05 Circulate while building slug and TOOH wl WL & GYRO 9825 9825 4
20:00 1.50 11 Retrieve WL & Gyro, L/D side entry assy 9825 9825 4
21:30 1.00 22 Work stuck pipe free w/ circulation @9761' building slug 9825 9825 4
22:30 2.00 06 Slug pipe which failed, TOOH wet tl 9186' using mud bucket 9825 9825 4

0:30 5.50 06 Slug pipe, continue TOOH tl 3906' 9825 9825 4
Total: 24.00
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/1/2008 Days From Spud : 6 Current Depth : 9825 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 Continue TOOH, BIO Bit and L/D BHA. 9825 9825 NIH
10:00 2.00 06 M/U Bit #4 and P/U BHA #5 9825 9825 5
12:00 3.50 06 TlH t/ 2474', M/U TDS and fillpipe 9825 9825 5
15:30 3.00 09 Slip and cut 94' drill line 9825 9825 5
18:30 6.50 06 TIH filling DP each 25 stds 9825 9825 5

1:00 4.00 05 Circulate & Condition mud wt fl 12.3 ppg tl 13.3 ppg 9825 9825 5
5:00 0.50 22 Discovered pipe count off 9825 9825 5
5:30 0.50 06 TIH tl 8226' 9825 9825 5

Total: 24.00

Daily Summary
Activity Date : 5/2/2008 Days From Spud : 7 Current Depth : 9932 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 TIH T/ 9758' 9825 9825 5
8:00 1.75 05 C&C DISPLACE 12.3 PPG W/ 13.3 PPG 9825 9825 5
9:45 1.75 03 REAM Fl 9758' Tl 9825' 9825 9825 5

11:30 1.75 02 DIRECTIONAL DRILL 6.5 HOLE W/ MWD TAKING SURVEYS Fl 9825' T/ 9838',13' @ 7.4 9825 9838 5

13:15 1.75 22 ATTEMPT TO RELOGGING (DRILLER NOT ABLE TO MAINTAIN60/80'/ HOUR & MWD 9838 9838 5
DOG HOUSE COMPUTER OVER HEATED DO TO DOG HOUSE HEATER).

15:00 0.50 07 SERVICE RIG. 9838 9838 5
15:30 9.00 02 DIRECTIONAL DRILL 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDE F/9838' T/ 9932', 94' 9838 9932 5

10.4 FPH
0:30 1.50 05 CIRCULATE B/U RECIPROCATING PIPE, FLOW CHECK , NO INFLEX IN WELL BORE 9932 9932 5
2:00 4.00 06 TOOH F/ 9932" TI 3730' 9932 9932 5

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9865 18:00 13.30 13.20 54 20 11 7/11/13 0.0 2.0 0 0.00 0.2% 27.1% 0.7% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 583 0.00 | 6.60 0 11 0.00 | | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 98
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/1/2008 Days From Spud : 6 Current Depth : 9825 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 Continue TOOH, BIO Bit and L/D BHA. 9825 9825 NIH
10:00 2.00 06 M/U Bit #4 and P/U BHA #5 9825 9825 5
12:00 3.50 06 TlH t/ 2474', M/U TDS and fillpipe 9825 9825 5
15:30 3.00 09 Slip and cut 94' drill line 9825 9825 5
18:30 6.50 06 TIH filling DP each 25 stds 9825 9825 5

1:00 4.00 05 Circulate & Condition mud wt fl 12.3 ppg tl 13.3 ppg 9825 9825 5
5:00 0.50 22 Discovered pipe count off 9825 9825 5
5:30 0.50 06 TIH tl 8226' 9825 9825 5

Total: 24.00

Daily Summary
Activity Date : 5/2/2008 Days From Spud : 7 Current Depth : 9932 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 TIH T/ 9758' 9825 9825 5
8:00 1.75 05 C&C DISPLACE 12.3 PPG W/ 13.3 PPG 9825 9825 5
9:45 1.75 03 REAM Fl 9758' Tl 9825' 9825 9825 5

11:30 1.75 02 DIRECTIONAL DRILL 6.5 HOLE W/ MWD TAKING SURVEYS Fl 9825' T/ 9838',13' @ 7.4 9825 9838 5

13:15 1.75 22 ATTEMPT TO RELOGGING (DRILLER NOT ABLE TO MAINTAIN60/80'/ HOUR & MWD 9838 9838 5
DOG HOUSE COMPUTER OVER HEATED DO TO DOG HOUSE HEATER).

15:00 0.50 07 SERVICE RIG. 9838 9838 5
15:30 9.00 02 DIRECTIONAL DRILL 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDE F/9838' T/ 9932', 94' 9838 9932 5

10.4 FPH
0:30 1.50 05 CIRCULATE B/U RECIPROCATING PIPE, FLOW CHECK , NO INFLEX IN WELL BORE 9932 9932 5
2:00 4.00 06 TOOH F/ 9932" TI 3730' 9932 9932 5

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9865 18:00 13.30 13.20 54 20 11 7/11/13 0.0 2.0 0 0.00 0.2% 27.1% 0.7% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 583 0.00 | 6.60 0 11 0.00 | | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 98
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/3/2008 Days From Spud : 8 Current Depth : 9932 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 06 CONTINUE TOOH WI BHA #5 & L/D SAME 9932 9932 5
10:30 2.00 22 P/U BHA #5, BIT #2, ORIENT 2.4 DEG. MOTOR W/ MWD 9932 9932 NIH
12:30 0.50 07 SERVICE RIG 9932 9932 NIH
13:00 2.50 06 TlH (FILL PIPE EACH 25 STDS) 9932 9932 6
15:30 0.50 22 CHANGE OUT SAVER SUB ON TDS 9932 9932 6
16:00 3.00 06 CONTINUE TlH T/ 9649' (FILLING DP EACH 25 STDS) 9932 9932 6
19:00 1.00 22 INSTALL ROTATING HEAD & C/O LEAKINGOIL LINE ON RH 9932 9932 6
20:00 1.50 03 REAMING 6.5" HOLE F/ 9841' T/ 9932' 9932 9932 6
21:30 8.50 02 SLIDE 6.5" HOLE BUILDING CURVE Fl9932' Tl9983', 51', 8.5 FPH, 196 GPM 9932 9932 6
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9932 18:00 13.30 13.30 52 18 13 7/11/14 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00| 0 0 0 | 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 78 |

DailySummary
Activity Date : 5/4/2008 Days From Spud : 9 Current Depth : 9992 Ft 24 Hr. Footage Made : 60 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 DIRECTIONAL DRILLING 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDE FI9983' T/ 9992', 9932 9992 6
9, 1.8 FPH, 216 GPM,

11:00 1.00 05 C & C WHILE BUILDING SLUG & FLOW CHECK WELL STATIC 9992 9992 6
12:00 6.00 06 TOOH T/ 1164' 9992 9992 6
18:00 0.50 23 HELD SAFETY MTG W/ DHS MORNING, DAYLIGHTTOUR 9992 9992 6
18:30 0.50 06 CONTINUE TOOH, L/D MTR, BIT #6 9992 9992 NIH
19:00 2.50 06 P/U NEW MTR 2.4, BIT #7 & ORIENT MWD W, MTR 9992 9992 7
21:30 3.50 06 TlH T/ 4571' 9992 9992 7

1:00 1.00 23 PASON C/O TROUBLE SHOOT & C/O FLOW SHOW AND CALIBRATE SAME AND #2 MUD 9992 9992 7
PUMP SPM

2:00 2.50 06 CONTINUE TIH T/ 9953' 9992 9992 7
4:30 0.50 23 INSTALLROTATING HEAD 9992 9992 7
5:00 0.50 06 CONTINUE TlH T/ 9767' 9992 9992 7
5:30 0.50 05 C & C MUD, DISPLACE 13.3 PPG W/ 14.3 PPG 9992 9992 7

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9983 18:00 13.30 13.30 52 | 18 13 7/11/14 0.0 4.2 0.00 0.2% 30.0% 70.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 2 2 1122 5.60 7.25 0 0 0.00 70/30 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 78
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/3/2008 Days From Spud : 8 Current Depth : 9932 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 06 CONTINUE TOOH WI BHA #5 & L/D SAME 9932 9932 5
10:30 2.00 22 P/U BHA #5, BIT #2, ORIENT 2.4 DEG. MOTOR W/ MWD 9932 9932 NIH
12:30 0.50 07 SERVICE RIG 9932 9932 NIH
13:00 2.50 06 TlH (FILL PIPE EACH 25 STDS) 9932 9932 6
15:30 0.50 22 CHANGE OUT SAVER SUB ON TDS 9932 9932 6
16:00 3.00 06 CONTINUE TlH T/ 9649' (FILLING DP EACH 25 STDS) 9932 9932 6
19:00 1.00 22 INSTALL ROTATING HEAD & C/O LEAKINGOIL LINE ON RH 9932 9932 6
20:00 1.50 03 REAMING 6.5" HOLE F/ 9841' T/ 9932' 9932 9932 6
21:30 8.50 02 SLIDE 6.5" HOLE BUILDING CURVE Fl9932' Tl9983', 51', 8.5 FPH, 196 GPM 9932 9932 6
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9932 18:00 13.30 13.30 52 18 13 7/11/14 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00| 0 0 0 | 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 78 |

DailySummary
Activity Date : 5/4/2008 Days From Spud : 9 Current Depth : 9992 Ft 24 Hr. Footage Made : 60 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 DIRECTIONAL DRILLING 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDE FI9983' T/ 9992', 9932 9992 6
9, 1.8 FPH, 216 GPM,

11:00 1.00 05 C & C WHILE BUILDING SLUG & FLOW CHECK WELL STATIC 9992 9992 6
12:00 6.00 06 TOOH T/ 1164' 9992 9992 6
18:00 0.50 23 HELD SAFETY MTG W/ DHS MORNING, DAYLIGHTTOUR 9992 9992 6
18:30 0.50 06 CONTINUE TOOH, L/D MTR, BIT #6 9992 9992 NIH
19:00 2.50 06 P/U NEW MTR 2.4, BIT #7 & ORIENT MWD W, MTR 9992 9992 7
21:30 3.50 06 TlH T/ 4571' 9992 9992 7

1:00 1.00 23 PASON C/O TROUBLE SHOOT & C/O FLOW SHOW AND CALIBRATE SAME AND #2 MUD 9992 9992 7
PUMP SPM

2:00 2.50 06 CONTINUE TIH T/ 9953' 9992 9992 7
4:30 0.50 23 INSTALLROTATING HEAD 9992 9992 7
5:00 0.50 06 CONTINUE TlH T/ 9767' 9992 9992 7
5:30 0.50 05 C & C MUD, DISPLACE 13.3 PPG W/ 14.3 PPG 9992 9992 7

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9983 18:00 13.30 13.30 52 | 18 13 7/11/14 0.0 4.2 0.00 0.2% 30.0% 70.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 2 2 1122 5.60 7.25 0 0 0.00 70/30 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 78
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/5/2008 Days From Spud : 10 Current Depth : 10063 Ft 24 Hr. Footage Made : 71 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 05 CONTINUE DISPLACING 13.3 PPG W/ 14.3 PPG @9767' 9992 9992 7
9:30 1.00 02 DIRECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI9992' T/ 10,000', 9992 10000 7

8 , 8 FPH, 237 GPM
10:30 0.50 10 SURVEY @9962', INC. 25.5 DEG, AZM. 341.7 DEG. 10000 10000 7
11:00 2.00 02 DIRECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDING F/ 10,000' T/ 10000 10017 7

10,017', 17', 8.5 FPH, 216 GPM
13:00 0.50 10 SURVEY @ 10,011', INC. 28.6 DEG, AZM. 343.5 DEG. 10017 10017 7
13:30 1.00 02 D\RECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDING F/ 10,017' T/ 10017 10034 7

10,028', ROTATE Fl 10,028' T/ 10,034', 1T, 17 FPH, 216 GPM
14:30 3.50 02 DIRECTIONAL DRLG 6.5' HOLE W/ MWD TAKING SURVEYS, SLIDING Fl 10,034' T/ 10034 10063 7

10,063', 17', 4.8 FPH, 216 GPM
18:00 4.00 22 C & C MUD. DLS FELL TO 10.96 DEG. CONSULT WITH TOWN AND PLOT NEW 10063 10063 7

WELLPATH
22:00 1.00 05 C & C MUD WHILE BUILDINGSLUG, FLOW CHECK WELL STATIC 10063 10063 7
23:00 0.50 06 PUMP SLUG & TOOH 10063 10063 7
23:30 0.50 22 REMOVE ROTATING HEAD 10063 10063 7

0:00 5.50 06 TOOH & B/O BIT # 7 10063 10063 7

5:30 0.50 06 M/U BIT # 8 10063 10063 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10030 18:00 14.30 14.20 52 20 14 7/11/13 0.0 4.6 0.00 0.2% 30.0% 70.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 2 2 501 2.80 3.63 0 0 0.00 70/30 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 101
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/5/2008 Days From Spud : 10 Current Depth : 10063 Ft 24 Hr. Footage Made : 71 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 05 CONTINUE DISPLACING 13.3 PPG W/ 14.3 PPG @9767' 9992 9992 7
9:30 1.00 02 DIRECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI9992' T/ 10,000', 9992 10000 7

8 , 8 FPH, 237 GPM
10:30 0.50 10 SURVEY @9962', INC. 25.5 DEG, AZM. 341.7 DEG. 10000 10000 7
11:00 2.00 02 DIRECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDING F/ 10,000' T/ 10000 10017 7

10,017', 17', 8.5 FPH, 216 GPM
13:00 0.50 10 SURVEY @ 10,011', INC. 28.6 DEG, AZM. 343.5 DEG. 10017 10017 7
13:30 1.00 02 D\RECTIONAL DRLG 6.5" HOLE W/ MWD TAKING SURVEYS, SLIDING F/ 10,017' T/ 10017 10034 7

10,028', ROTATE Fl 10,028' T/ 10,034', 1T, 17 FPH, 216 GPM
14:30 3.50 02 DIRECTIONAL DRLG 6.5' HOLE W/ MWD TAKING SURVEYS, SLIDING Fl 10,034' T/ 10034 10063 7

10,063', 17', 4.8 FPH, 216 GPM
18:00 4.00 22 C & C MUD. DLS FELL TO 10.96 DEG. CONSULT WITH TOWN AND PLOT NEW 10063 10063 7

WELLPATH
22:00 1.00 05 C & C MUD WHILE BUILDINGSLUG, FLOW CHECK WELL STATIC 10063 10063 7
23:00 0.50 06 PUMP SLUG & TOOH 10063 10063 7
23:30 0.50 22 REMOVE ROTATING HEAD 10063 10063 7

0:00 5.50 06 TOOH & B/O BIT # 7 10063 10063 7

5:30 0.50 06 M/U BIT # 8 10063 10063 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10030 18:00 14.30 14.20 52 20 14 7/11/13 0.0 4.6 0.00 0.2% 30.0% 70.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 2 2 501 2.80 3.63 0 0 0.00 70/30 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 101
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/6/2008 Days From Spud : 11 Current Depth : 10091 Ft 24 Hr. Footage Made : 28 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 08 REPAIR LEAVER ON DRILLERS CONSOLE TO LEAD TONG CONTROL 10063 10063 NIH
7:00 7.00 06 TlH T/ 10,063', NO DRAG & NO FILL 10063 10063 8

14:00 3.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10,063' T/ 10063 10073 8
10,073' 10', 3.3 FPH, 216 GPM

17:00 0.50 08 DRY OFF WET BRAKES 10073 10073 8
17:30 7.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10,073' T/ 10073 10091 8

10,091' 18', 2.5' FPH, 216 GPM
0:30 1.00 06 FLOW CHECK WELL STATIC, PUMP SLUG, TOOH Tl 8979' 10091 10091 NIH
1:30 0.50 22 REMOVE ROTATING HEAD 10091 10091 NIH
2:00 4.00 06 CONTINUE TOOH, BIO BIT #5RR 10091 10091 NIH

Total: 24.00

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.00 0.00 0.00 0.00 2 2 675 2.80 3.63 0 0 0.00 70/30 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.9 101 # 1 Frac Tank Vol. OBM 223 bbis

# 2 Frac Tank Vol. OW M 74 bbis
# 3 Frac Tank Vol. Diesel 544 bbis

Daily Summary
Activity Date : 5/7/2008 Days From Spud : 12 Current Depth : 10145 Ft 24 Hr. Footage Made : 54 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 P/U NEW MTR & M/U BIT # 6 10091 10091 NIH
6:30 0.50 07 SERVICE RIG 10091 10091 NIH
7:00 0.50 22 ORIENTATE MWD Wl2.4 MTR 10091 10091 NIH
7:30 2.00 23 DISCUSS WELLPATH WI TOWN 10091 10091 NIH
9:30 0.50 22 ORIENTATE MWD Wl 2.7 MTR 10091 10091 NIH

10:00 1.00 06 TlH W/ BHA T/ 2166'. CHANGE IN ORDERS TO TOOH 10091 10091 9
11:00 0.50 06 TOOH W/ BHA T/ 95'. CHANGE IN ORDERS TO TlH 10091 10091 9
11:30 6.50 06 TIH T/9760' 10091 10091 9
18:00 1.00 03 WASH & REAM 6.5" HOLE F/ 9760' Tl 10091' 331', 6K MAXWT, 130 GPM, 15/20 RPM, 500 10091 10091 9

Pol TORQ
19:00 11.00 02 DIRECTIONAL DRILLING 6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI 10091' TI 10091 10145 9

10145'
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10091 18:00 14.30 14.20 52 20 15 7/11/13 0.0 4.6 0.00 0.2% 27.0% 73.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 2 2 675 2.80 3.63 0 0 0.00 73/27 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 | 88 | # 1 Frac Tank Vol. OBM 223 bbis

#2 Frac Tank Vol. OWM 74 bbls
# 3 Frac Tank Vol. Diesel 544 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 5/8/2008 Days From Spud : 13 Current Depth : 10151 Ft 24 Hr. Footage Made : 6 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 10145 10145 9
6:30 2.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10145' T/ 10145 10151 9

10151', 6', 2.4 FPH, 194 GPM, 113 MAXGAS
9:00 2.50 05 CIRC B/U BUILDINGSLUG, FLOW CHECK WELL STATIC, PUMP SLUG 10151 10151 9

11:30 6.50 06 TOOH, BIO BIT #6 10151 10151 NIH
18:00 2.50 06 C/O FLEX NMDC, MWD UPB SUB, M/U BIT #7 & CHANGE BEND ON MOTOR T/ 3.0 10151 10151 NIH

UEG,MlU BHA
20:30 1.00 06 TIH T/ 2266' 10151 10151 10
21:30 0.50 06 FILL DP 10151 10151 10
22:00 2.00 09 SLIP & CUT 119' DRILL LINE 10151 10151 10

0:00 4.50 06 TlH TI 9553' FILL EACH 25 STDS 10151 10151 10
4:30 0.50 22 INSTALL ROTATING HEAD 10151 10151 10
5:00 1.00 06 TlH T/ 9800' 10151 10151 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10145| 18:00 14.30 14.20 52 | 20 | 15 | 7/11/13 | 0.0 4.6 | 0.00 | 0.2% 27.0% 73.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 2 2 675 2.80 3.63 0 0 0.00 73/27 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 88 # 1 Frac Tank Vol. OBM 223 bbls

# 2 Frac Tank Vol. OWM 74 bbis
# 3 Frac Tank Vol. Diesel 544 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 5/8/2008 Days From Spud : 13 Current Depth : 10151 Ft 24 Hr. Footage Made : 6 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 10145 10145 9
6:30 2.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10145' T/ 10145 10151 9

10151', 6', 2.4 FPH, 194 GPM, 113 MAXGAS
9:00 2.50 05 CIRC B/U BUILDINGSLUG, FLOW CHECK WELL STATIC, PUMP SLUG 10151 10151 9

11:30 6.50 06 TOOH, BIO BIT #6 10151 10151 NIH
18:00 2.50 06 C/O FLEX NMDC, MWD UPB SUB, M/U BIT #7 & CHANGE BEND ON MOTOR T/ 3.0 10151 10151 NIH

UEG,MlU BHA
20:30 1.00 06 TIH T/ 2266' 10151 10151 10
21:30 0.50 06 FILL DP 10151 10151 10
22:00 2.00 09 SLIP & CUT 119' DRILL LINE 10151 10151 10

0:00 4.50 06 TlH TI 9553' FILL EACH 25 STDS 10151 10151 10
4:30 0.50 22 INSTALL ROTATING HEAD 10151 10151 10
5:00 1.00 06 TlH T/ 9800' 10151 10151 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10145| 18:00 14.30 14.20 52 | 20 | 15 | 7/11/13 | 0.0 4.6 | 0.00 | 0.2% 27.0% 73.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 2 2 675 2.80 3.63 0 0 0.00 73/27 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 88 # 1 Frac Tank Vol. OBM 223 bbls

# 2 Frac Tank Vol. OWM 74 bbis
# 3 Frac Tank Vol. Diesel 544 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/9/2008 Days From Spud : 14 Current Depth : 10180 Ft 24 Hr. Footage Made : 29 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 WASH & REAM Fl 9880' TI 10151', 271', 181 FPH, 3/15K WOB, 172 GPM 10151 10151 10
7:30 0.50 22 CALlBRATE MWD TRACKING 10151 10151 10
8:00 0.50 07 SERVICE RIG 10151 10151 10
8:30 3.50 02 DIRECTIONAL DRILLING 6.5" HOLE WI MWD TAKING SURVEYS SLIDING Fl 10151' T/ 10151 10160 10

10160', 9', 2.6 FPH, 216 GPM, MAXGAS 130
12:00 0.50 10 SURVEY @ 1012T INC 50.7 DEG. AZ 340 DEG. DLS 25.7 DEG 10160 10160 10
12:30 7.50 02 DIRECTIONAL DRILLING 6.5" HOLE WI MWD TAKING SURVEYS SLIDING F/ 10160' T/ 10160 10180 10

10180', 20', 2.6 FPH, 216 GPM
20:00 1.50 05 C & C MUD WHILE CALLING TOWN TO DISCUSS HOLE PROBLEM 10180 10180 10
21:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG 10180 10180 10
22:00 1.00 06 TOOH T/ 8888' 10180 10180 10
23:00 0.50 22 REMOVE ROTATING HEAD 10180 10180 10
23:30 3.00 06 CONTINUE TOOH T/ 2108' 10180 10180 10

2:30 1.00 22 L/D JAR AND P/U 1 JT HWDP 10180 10180 10
3:30 1.50 06 TOOH W/ BHA 10180 10180 10
5:00 1.00 22 B/O BIT #7 AND GRADE SAME, FOUND MOTOR BEARING AND RACE INSIDE BIT. 10180 10180 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10180 6:00 14.50 14.50 52 20 12 7/11/13 4.0 0.00 28.2% 22.0% 78.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 1 1 675 2.80 3.63 0 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 78 # 1 Frac Tank Vol. OBM 223 bbis WT 9.4 PPG

# 2 Frac Tank Vol. OWM 74 bbis WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 544 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/9/2008 Days From Spud : 14 Current Depth : 10180 Ft 24 Hr. Footage Made : 29 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 WASH & REAM Fl 9880' TI 10151', 271', 181 FPH, 3/15K WOB, 172 GPM 10151 10151 10
7:30 0.50 22 CALlBRATE MWD TRACKING 10151 10151 10
8:00 0.50 07 SERVICE RIG 10151 10151 10
8:30 3.50 02 DIRECTIONAL DRILLING 6.5" HOLE WI MWD TAKING SURVEYS SLIDING Fl 10151' T/ 10151 10160 10

10160', 9', 2.6 FPH, 216 GPM, MAXGAS 130
12:00 0.50 10 SURVEY @ 1012T INC 50.7 DEG. AZ 340 DEG. DLS 25.7 DEG 10160 10160 10
12:30 7.50 02 DIRECTIONAL DRILLING 6.5" HOLE WI MWD TAKING SURVEYS SLIDING F/ 10160' T/ 10160 10180 10

10180', 20', 2.6 FPH, 216 GPM
20:00 1.50 05 C & C MUD WHILE CALLING TOWN TO DISCUSS HOLE PROBLEM 10180 10180 10
21:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG 10180 10180 10
22:00 1.00 06 TOOH T/ 8888' 10180 10180 10
23:00 0.50 22 REMOVE ROTATING HEAD 10180 10180 10
23:30 3.00 06 CONTINUE TOOH T/ 2108' 10180 10180 10

2:30 1.00 22 L/D JAR AND P/U 1 JT HWDP 10180 10180 10
3:30 1.50 06 TOOH W/ BHA 10180 10180 10
5:00 1.00 22 B/O BIT #7 AND GRADE SAME, FOUND MOTOR BEARING AND RACE INSIDE BIT. 10180 10180 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10180 6:00 14.50 14.50 52 20 12 7/11/13 4.0 0.00 28.2% 22.0% 78.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 1 1 675 2.80 3.63 0 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 78 # 1 Frac Tank Vol. OBM 223 bbis WT 9.4 PPG

# 2 Frac Tank Vol. OWM 74 bbis WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 544 bbis

Page 12 of 87 Powered by Production Access



Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/10/2008 Days From Spud : 15 Current Depth : 10181 Ft 24 Hr. Footage Made : 1 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 REMOVE JETS FROM BIT #7 & P/U RERUN MUD MOTOR 10180 10180 NIH
6:30 0.50 07 SERVICE RIG 10180 10180 NIH
7:00 1.00 22 BAKER DD IN CONFERENCE WITH BAKER IN TOWN 10180 10180 NIH
8:00 1.00 22 M/U BIT #7RR, CHANGE BEND TO 2.7 DEG. & L/D PNMDC 10180 10180 NIH
9:00 1.00 22 ORIENTATE MOTOR WI MWD 10180 10180 NIH

10:00 1.50 06 TlH T/ 2000' BHA. WAIT ON CONFERENCE W/ BAKER 10180 10180 NIH
11:30 3.50 06 TlH T/ 9637' 10180 10180 11
15:00 0.50 22 INSTALL ROTATING HEAD 10180 10180 11
15:30 2.00 06 TlH T/9830' 10180 10180 11
17:30 1.50 03 WASH & REAM FI9830' TI10180', 350', 3.8 FPM, 3/5 K WOB, 173 GPM 10180 10180 11
19:00 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10180' T/ 10180 10181 11

10181'
19:30 0.50 10 SURVEY @ 10161.5' INC 57.4 AZ 337.1 TVD 10101.66 10181 10181 11
20:00 10.00 02 DIRECTIONAL DRILLINGWI MWD TAKING SURVEYS SLIDING F/ 10181' T/ 10208'27', 2.7 10181 10181 11

EPH, 26K WOB, 216 GPM,
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10210| 6:00 14.40 14.40 55 22 12 9/16/18 | | 4.4 | 2.00 | 24.4% 24.5% 75.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 2.70 0.00 2 2 607 2.70 3.50 274018 0 0.00 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.0 99 # 1 Frac Tank Vol. OBM 223 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 74 bbls WT 9.4 PPG
#3 Frac Tank Vol. Diesel 514 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/10/2008 Days From Spud : 15 Current Depth : 10181 Ft 24 Hr. Footage Made : 1 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 REMOVE JETS FROM BIT #7 & P/U RERUN MUD MOTOR 10180 10180 NIH
6:30 0.50 07 SERVICE RIG 10180 10180 NIH
7:00 1.00 22 BAKER DD IN CONFERENCE WITH BAKER IN TOWN 10180 10180 NIH
8:00 1.00 22 M/U BIT #7RR, CHANGE BEND TO 2.7 DEG. & L/D PNMDC 10180 10180 NIH
9:00 1.00 22 ORIENTATE MOTOR WI MWD 10180 10180 NIH

10:00 1.50 06 TlH T/ 2000' BHA. WAIT ON CONFERENCE W/ BAKER 10180 10180 NIH
11:30 3.50 06 TlH T/ 9637' 10180 10180 11
15:00 0.50 22 INSTALL ROTATING HEAD 10180 10180 11
15:30 2.00 06 TlH T/9830' 10180 10180 11
17:30 1.50 03 WASH & REAM FI9830' TI10180', 350', 3.8 FPM, 3/5 K WOB, 173 GPM 10180 10180 11
19:00 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10180' T/ 10180 10181 11

10181'
19:30 0.50 10 SURVEY @ 10161.5' INC 57.4 AZ 337.1 TVD 10101.66 10181 10181 11
20:00 10.00 02 DIRECTIONAL DRILLINGWI MWD TAKING SURVEYS SLIDING F/ 10181' T/ 10208'27', 2.7 10181 10181 11

EPH, 26K WOB, 216 GPM,
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10210| 6:00 14.40 14.40 55 22 12 9/16/18 | | 4.4 | 2.00 | 24.4% 24.5% 75.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 2.70 0.00 2 2 607 2.70 3.50 274018 0 0.00 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.0 99 # 1 Frac Tank Vol. OBM 223 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 74 bbls WT 9.4 PPG
#3 Frac Tank Vol. Diesel 514 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/11/2008 Days From Spud : 16 Current Depth : 10227 Ft 24 Hr. Footage Made : 19 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ATTEMPT TO SLIDE FI10208', TROUBLE SHOOTING MUD MOTOR PRESSURE LOSS 10208 10208 11
6:30 0.50 07 SERVICE RIG 10208 10208 11
7:00 0.50 05 CIRC B/U, BUILD 16.4 PPG SLUG 10208 10208 11
7:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG, DROP MUD DOG 10208 10208 11
8:00 1.50 06 TOOH F/ 10208' T/ 9063' 10208 10208 11
9:30 0.50 22 REMOVE ROTATING HEAD 10208 10208 11

10:00 2.00 06 TOOH F/ 9063' TI 2158' 10208 10208 11
12:00 1.50 22 TOOH W/ BHA F/ 2158' T/ BIT 10208 10208 11
13:30 1.00 22 B/O BIT # 7RR, L/D MTR, P/U NEW MTR, M/U BIT # 8 10208 10208 NIH
14:30 0.50 06 ORIENTATE 3.0 DEG. MTR W/ MWD, TlH WI BHA #10 T/ 178' 10208 10208 12
15:00 6.00 06 TIH FILLING PIPE EACH 30 STDS T/ 9542' 10208 10208 12
21:00 0.50 22 INSTALL ROTATING HEAD 10208 10208 12
21:30 0.50 06 CONTINUE TIH Fl 9542' T/ 9780' 10208 10208 12
22:00 0.50 05 M/U TDS, FILL PIPE & BREAK CIRC. 10208 10208 12
22:30 0.50 06 CONTINUE TlH Fl 9780' T/ 10117' 10208 10208 12
23:00 0.50 03 ORIENTATE TOOLFACE & WASH & REAM F/ 10117' T/ 10208', NO FILL& NO DRAG 10208 10208 12
23:30 2.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10208' T/ 10208 10227 12

10214', 6', 3 FPH, 16K WOB, 216 GPM,
2:00 0.50 10 SURVEY @ 10193.60', INC 62.9, AZ 340.0, TVD 10117.54', DLS 19.78 DEG. 10227 10227 12
2:30 3.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10214' TI 10227 10227 12

10227', 13',3.7 FPH, 16K WOB, 216 GPM
Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 646 2.90 3.76 273397 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.1 99 # 1 Frac Tank Vol. OBM 151 bbls WT 9.4 PPG

#2 Frac Tank Vol. OWM 168 bbls WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 514 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/11/2008 Days From Spud : 16 Current Depth : 10227 Ft 24 Hr. Footage Made : 19 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ATTEMPT TO SLIDE FI10208', TROUBLE SHOOTING MUD MOTOR PRESSURE LOSS 10208 10208 11
6:30 0.50 07 SERVICE RIG 10208 10208 11
7:00 0.50 05 CIRC B/U, BUILD 16.4 PPG SLUG 10208 10208 11
7:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG, DROP MUD DOG 10208 10208 11
8:00 1.50 06 TOOH F/ 10208' T/ 9063' 10208 10208 11
9:30 0.50 22 REMOVE ROTATING HEAD 10208 10208 11

10:00 2.00 06 TOOH F/ 9063' TI 2158' 10208 10208 11
12:00 1.50 22 TOOH W/ BHA F/ 2158' T/ BIT 10208 10208 11
13:30 1.00 22 B/O BIT # 7RR, L/D MTR, P/U NEW MTR, M/U BIT # 8 10208 10208 NIH
14:30 0.50 06 ORIENTATE 3.0 DEG. MTR W/ MWD, TlH WI BHA #10 T/ 178' 10208 10208 12
15:00 6.00 06 TIH FILLING PIPE EACH 30 STDS T/ 9542' 10208 10208 12
21:00 0.50 22 INSTALL ROTATING HEAD 10208 10208 12
21:30 0.50 06 CONTINUE TIH Fl 9542' T/ 9780' 10208 10208 12
22:00 0.50 05 M/U TDS, FILL PIPE & BREAK CIRC. 10208 10208 12
22:30 0.50 06 CONTINUE TlH Fl 9780' T/ 10117' 10208 10208 12
23:00 0.50 03 ORIENTATE TOOLFACE & WASH & REAM F/ 10117' T/ 10208', NO FILL& NO DRAG 10208 10208 12
23:30 2.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10208' T/ 10208 10227 12

10214', 6', 3 FPH, 16K WOB, 216 GPM,
2:00 0.50 10 SURVEY @ 10193.60', INC 62.9, AZ 340.0, TVD 10117.54', DLS 19.78 DEG. 10227 10227 12
2:30 3.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10214' TI 10227 10227 12

10227', 13',3.7 FPH, 16K WOB, 216 GPM
Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 646 2.90 3.76 273397 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.1 99 # 1 Frac Tank Vol. OBM 151 bbls WT 9.4 PPG

#2 Frac Tank Vol. OWM 168 bbls WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 514 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/12/2008 Days From Spud : 17 Current Depth : 10240 Ft 24 Hr. Footage Made : 13 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10227' T/ 10227 10240 12
10240' 13', 6.5 FPH, 9K WOB, 216 GPM, MAXGAS 85

8:00 2.50 05 CIRC B/U FOR SAMPLE, PLOT FUTURE WELL PATH, SAMPLE CONFIRMED 100% SALT 10240 10240 12
W/ MAXGAS 96, GR 6.2

10:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG FOR WIPER TRIP 10240 10240 12
11:00 0.50 06 TlH F/ 10240' T/ 9755', NORMAL DRAG 10K MAXDRAG 30K 10240 10240 12
11:30 7.50 05 TlH Wl9765', CIRC WHILE DECIDING FUTURE WELL PLANS 10240 10240 12
19:00 0.50 22 FLOW CHECK WELL STATIC, WHILE BUILDING SLUG 10240 10240 12
19:30 1.00 06 PUMP SLUG, DROP MUD DOG, TOH T/ 9761' 10240 10240 12
20:30 0.50 22 REMOVE ROTATING HEAD 10240 10240 12
21:00 4.50 06 CONTINUE TOH 10240 10240 12

1:30 0.50 22 B/O BIT #8 10240 10240 NIH
2:00 3.00 22 C/O BATTERIES IN MWD 10240 10240 NIH
5:00 0.50 22 M/U BIT #9 10240 10240 13
5:30 0.50 06 TIH W/ BHA RUN #13, BHA #11, BIT #9 & TEST MWD & MTR 10240 10240 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10240 6:00 14.40 14.40 57 22 10 7/14/15 4.6 2.00 24.6% 22.4% 77.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 625 1.60 3.37 266637 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 99 # 1 Frac Tank Vol. OBM 164 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 413 bbis
Some of the diesel was transferred into the frac tanks which is why the
total volume in the frac tanks is greater than the total volume yesterday
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/12/2008 Days From Spud : 17 Current Depth : 10240 Ft 24 Hr. Footage Made : 13 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10227' T/ 10227 10240 12
10240' 13', 6.5 FPH, 9K WOB, 216 GPM, MAXGAS 85

8:00 2.50 05 CIRC B/U FOR SAMPLE, PLOT FUTURE WELL PATH, SAMPLE CONFIRMED 100% SALT 10240 10240 12
W/ MAXGAS 96, GR 6.2

10:30 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG FOR WIPER TRIP 10240 10240 12
11:00 0.50 06 TlH F/ 10240' T/ 9755', NORMAL DRAG 10K MAXDRAG 30K 10240 10240 12
11:30 7.50 05 TlH Wl9765', CIRC WHILE DECIDING FUTURE WELL PLANS 10240 10240 12
19:00 0.50 22 FLOW CHECK WELL STATIC, WHILE BUILDING SLUG 10240 10240 12
19:30 1.00 06 PUMP SLUG, DROP MUD DOG, TOH T/ 9761' 10240 10240 12
20:30 0.50 22 REMOVE ROTATING HEAD 10240 10240 12
21:00 4.50 06 CONTINUE TOH 10240 10240 12

1:30 0.50 22 B/O BIT #8 10240 10240 NIH
2:00 3.00 22 C/O BATTERIES IN MWD 10240 10240 NIH
5:00 0.50 22 M/U BIT #9 10240 10240 13
5:30 0.50 06 TIH W/ BHA RUN #13, BHA #11, BIT #9 & TEST MWD & MTR 10240 10240 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10240 6:00 14.40 14.40 57 22 10 7/14/15 4.6 2.00 24.6% 22.4% 77.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 625 1.60 3.37 266637 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 99 # 1 Frac Tank Vol. OBM 164 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 413 bbis
Some of the diesel was transferred into the frac tanks which is why the
total volume in the frac tanks is greater than the total volume yesterday
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/13/2008 Days From Spud : 18 Current Depth : 10261 Ft 24 Hr. Footage Made : 21 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 TEST MWD @273' 10240 10240 13
6:30 0.50 07 SERVICE RIG 10240 10240 13
7:00 0.50 06 TIH F/273' T/ 1132', HIGH CLUTCH SEALS OUT CALL FOR MECHANIC 10240 10240 13
7:30 3.00 22 W.O.O. 10240 10240 13

10:30 4.00 06 TIH F/ 1132' TI9990' FILLING PIPE EACH 30 STDS 10240 10240 13
14:30 2.50 03 WASH & REAM F/ 9990' TI 10097', 107' 2/4K WOB, 173 GPM, F/ 10097' TI 10149' 52' REAM 10240 10240 13

I IGHT DL SECTION CLEAN, 2/10K WOB, 173 GPM, Fl 10149' T/ 10210' 61' 2/3K WOB, 173
GPM

17:00 1.00 22 ATTEMPT T/ CALIBRATE MWD W/ DWKS ENCODER NOT WORKING CORRECTLY, 10240 10240 13
SWITCH TO PASON WITS SYSTEM, CALL MECHANIC

18:00 0.50 03 WASH & REAM F/ 10210' TI 10240', 30', 2/3K WOB, 216 GPM 10240 10240 13
18:30 2.00 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS SLIDING Fl 10240' T/ 10245', 5', 2.5 10240 10245 13

EPH, 3/5 WOB, 216 GPM
20:30 0.50 22 P/U TO TAKE SURVEY TIGHT HOLE, FREE SAME W/ 42K OVERPULL REAM OUT SAME 10245 10245 13
21:00 0.50 10 SURVEY @ 10024.5', INC 69.8 DEG, AZ 340.7 DEG, TVD 10129.95', DL 22.95 DEG 10245 10245 13
21:30 5.50 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS FI10245' T/ 10257', 12', 4 FPH, 3/5 10245 10257 13

K WOB, 216 GPM
3:00 0.50 10 CHECK SHOT SURVEY @ 10236', INC 72.9 DEG, AZ 341.7 DEG, TVD 10133.82', DL 26.79 10257 10257 13

DEG
3:30 2.50 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS SLIDING Fl 10257' T/ 10261', 4', .66 10257 10261 13

EPH, 3/5K WOB, 216 GPM
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10259 6:00 14.40 14.40 57 22 14 7/16/18 3.6 2.00 25.1% 22.6% 77.4% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 653 2.80 3.63 266637 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 15.1 99 # 1 Frac Tank Vol. OBM 164 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 218 bbis WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 413 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/13/2008 Days From Spud : 18 Current Depth : 10261 Ft 24 Hr. Footage Made : 21 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 TEST MWD @273' 10240 10240 13
6:30 0.50 07 SERVICE RIG 10240 10240 13
7:00 0.50 06 TIH F/273' T/ 1132', HIGH CLUTCH SEALS OUT CALL FOR MECHANIC 10240 10240 13
7:30 3.00 22 W.O.O. 10240 10240 13

10:30 4.00 06 TIH F/ 1132' TI9990' FILLING PIPE EACH 30 STDS 10240 10240 13
14:30 2.50 03 WASH & REAM F/ 9990' TI 10097', 107' 2/4K WOB, 173 GPM, F/ 10097' TI 10149' 52' REAM 10240 10240 13

I IGHT DL SECTION CLEAN, 2/10K WOB, 173 GPM, Fl 10149' T/ 10210' 61' 2/3K WOB, 173
GPM

17:00 1.00 22 ATTEMPT T/ CALIBRATE MWD W/ DWKS ENCODER NOT WORKING CORRECTLY, 10240 10240 13
SWITCH TO PASON WITS SYSTEM, CALL MECHANIC

18:00 0.50 03 WASH & REAM F/ 10210' TI 10240', 30', 2/3K WOB, 216 GPM 10240 10240 13
18:30 2.00 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS SLIDING Fl 10240' T/ 10245', 5', 2.5 10240 10245 13

EPH, 3/5 WOB, 216 GPM
20:30 0.50 22 P/U TO TAKE SURVEY TIGHT HOLE, FREE SAME W/ 42K OVERPULL REAM OUT SAME 10245 10245 13
21:00 0.50 10 SURVEY @ 10024.5', INC 69.8 DEG, AZ 340.7 DEG, TVD 10129.95', DL 22.95 DEG 10245 10245 13
21:30 5.50 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS FI10245' T/ 10257', 12', 4 FPH, 3/5 10245 10257 13

K WOB, 216 GPM
3:00 0.50 10 CHECK SHOT SURVEY @ 10236', INC 72.9 DEG, AZ 341.7 DEG, TVD 10133.82', DL 26.79 10257 10257 13

DEG
3:30 2.50 02 DIRECTIONAL DRILLINGW/ MWD TAKING SURVEYS SLIDING Fl 10257' T/ 10261', 4', .66 10257 10261 13

EPH, 3/5K WOB, 216 GPM
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10259 6:00 14.40 14.40 57 22 14 7/16/18 3.6 2.00 25.1% 22.6% 77.4% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 653 2.80 3.63 266637 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 15.1 99 # 1 Frac Tank Vol. OBM 164 bbis WT 9.4 PPG

#2 Frac Tank Vol. OWM 218 bbis WT 9.4 PPG
# 3 Frac Tank Vol. Diesel 413 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/14/2008 Days From Spud : 19 Current Depth : 10307 Ft 24 Hr. Footage Made : 46 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING Fl 10261' T/ 10262', 1', 2 10261 10262 13
EPH, 5K WOB, 216 GPM

6:30 0.50 05 C & C MUD WHILE BUILDINGSLUG 10262 10262 13
7:00 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG 10262 10262 13

7:30 5.50 06 TOOH Fl 10262' 10262 10262 13
13:00 1.00 22 BIO BIT #9 & L/D MTR 10262 10262 NIH

14:00 0.50 07 SERVICE RIG 10262 10262 NIH

14:30 0.50 08 REPLACE AIR SEALS ON HYDROMATICSIDE FOR HIGH CLUTCH 10262 10262 NIH
15:00 1.00 22 P/U NEW MTR & M/U BIT #10, ORIENTATE MTR WI MWD 10262 10262 14

16:00 0.50 06 TlH W/ BHA T/ 178' & SHALLOW TEST MWD 10262 10262 14

16:30 2.50 06 TlH Fl 178' T/ 3407' FILLING DP EACH 30 STDS 10262 10262 14
19:00 1.00 08 REPLACE BROKEN STUFFING BOX SHAFT ON LOW CLUTCH SIDE 10262 10262 14

20:00 4.00 06 TlH F/ 3407' T/ 9446' FILLING PIPE @5135' & 7915' 10262 10262 14

0:00 0.50 22 INSTALL ROTATING HEAD @9446' 10262 10262 14

0:30 1.50 06 TlH Fl9894', B/C & ORIENTATE TOOL FACE, TlH T/ 10262', NODRAG, NO FILL 10262 10262 14
2:00 1.5 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING Fl 10262' TI 10279', 17', 10262 10279 14

11.3 FPH,
3:30 0.5 10 SURVEY @ 10256.7, NC 82.14 DEG, TVD 10138.91' 10279 10279 14
4:00 2.0 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING F/ 10279'/ T/ 10307' 10279 10307 14

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 613 2.80 3.63 273182 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 15.2 99 # 1 Frac Tank Vol. OBM 164 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 413 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/14/2008 Days From Spud : 19 Current Depth : 10307 Ft 24 Hr. Footage Made : 46 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING Fl 10261' T/ 10262', 1', 2 10261 10262 13
EPH, 5K WOB, 216 GPM

6:30 0.50 05 C & C MUD WHILE BUILDINGSLUG 10262 10262 13

7:00 0.50 05 FLOW CHECK WELL STATIC, PUMP SLUG 10262 10262 13

7:30 5.50 06 TOOH Fl 10262' 10262 10262 13

13:00 1.00 22 BIO BIT #9 & L/D MTR 10262 10262 NIH

14:00 0.50 07 SERVICE RIG 10262 10262 NIH

14:30 0.50 08 REPLACE AIR SEALS ON HYDROMATICSIDE FOR HIGH CLUTCH 10262 10262 NIH

15:00 1.00 22 P/U NEW MTR & M/U BIT #10, ORIENTATE MTR WI MWD 10262 10262 14

16:00 0.50 06 TlH W/ BHA T/ 178' & SHALLOW TEST MWD 10262 10262 14

16:30 2.50 06 TlH Fl 178' T/ 3407' FILLING DP EACH 30 STDS 10262 10262 14

19:00 1.00 08 REPLACE BROKEN STUFFING BOX SHAFT ON LOW CLUTCH SIDE 10262 10262 14

20:00 4.00 06 TlH F/ 3407' T/ 9446' FILLING PIPE @5135' & 7915' 10262 10262 14

0:00 0.50 22 INSTALL ROTATING HEAD @9446' 10262 10262 14

0:30 1.50 06 TlH Fl9894', B/C & ORIENTATE TOOL FACE, TlH T/ 10262', NODRAG, NO FILL 10262 10262 14

2:00 1.5 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING Fl 10262' TI 10279', 17', 10262 10279 14
11.3 FPH,

3:30 0.5 10 SURVEY @ 10256.7, NC 82.14 DEG, TVD 10138.91' 10279 10279 14

4:00 2.0 02 DIRECTIONAL DRILLING W/ MWD TAKING SURVEYS SLIDING F/ 10279'/ T/ 10307' 10279 10307 14

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 613 2.80 3.63 273182 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 15.2 99 # 1 Frac Tank Vol. OBM 164 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 413 bbis

Page 17 of 87 Powered by Production Access



We11Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/15/2008 Days From Spud : 20 Current Depth : 10449 Ft 24 Hr. Footage Made : 142 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 DIRECTIONAL DRILLING 6.5 " HOLE WI MWD TAKING SURVEYS SLIDE F/ 10307' T/ 10307 10405 14
10362', 55', 13.75 FPH, 13/15 WOB, 215/220 GPM - ROTATE F/ 10362' T/ 10373', 11', 14.67
FPH, 6 WOB, 20 RPM, TORQ 900 PSI, 220 GPM - SLIDE FI 10373' T/ 10380', 7' 4.6 FPH, 14
WOB, 220 GPM - ROTATE Fl 10380' T/ 10405', 25', 25 FPH, 8K WOB, 20 RPM, TORQ PSI
970, 220 GPM

13:00 0.50 07 SERVICE RIG 10307 10307 14
13:30 3.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING Fl10405' T/ 10405 10449 14

10449', 44', 14.6 FPH, 7K WOB, 20 RPM, 820 PSI TORQ, 220 GPM
16:30 1.50 05 CIRC B/U FOR SAMPLE, BUILDSLUG, FC, SLUG PIPE 10449 10449 14
18:00 1.00 06 TOOH T/ 9541' 10449 10449 14
19:00 4.50 08 REPAIR TESCO TDS RMP & TORQUE SENSOR TO SHOW ON PASON 10449 10449 14
23:30 3.50 09 SLIP & CUT 100' DRILL LINE 10449 10449 14

3:00 0.50 22 REMOVE ROTATING HEAD, INSTALLTRIP NIPPLE 10449 10449 14
3:30 2.50 06 TOOH TI 6574' 10449 10449 14

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10449| 5:00 14.40 | 14.40 | 53 | 22 | 12 | 5/13/16 | 3.4 | | 2.00 | 26.1% | 23.6% | 76.4% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 613 2.80 3.63 273182 0 0.00 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 100 #1 Frac Tank Vol. OBM 164 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 413 bbis
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We11Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/15/2008 Days From Spud : 20 Current Depth : 10449 Ft 24 Hr. Footage Made : 142 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 DIRECTIONAL DRILLING 6.5 " HOLE WI MWD TAKING SURVEYS SLIDE F/ 10307' T/ 10307 10405 14
10362', 55', 13.75 FPH, 13/15 WOB, 215/220 GPM - ROTATE F/ 10362' T/ 10373', 11', 14.67
FPH, 6 WOB, 20 RPM, TORQ 900 PSI, 220 GPM - SLIDE FI 10373' T/ 10380', 7' 4.6 FPH, 14
WOB, 220 GPM - ROTATE Fl 10380' T/ 10405', 25', 25 FPH, 8K WOB, 20 RPM, TORQ PSI
970, 220 GPM

13:00 0.50 07 SERVICE RIG 10307 10307 14
13:30 3.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING Fl10405' T/ 10405 10449 14

10449', 44', 14.6 FPH, 7K WOB, 20 RPM, 820 PSI TORQ, 220 GPM
16:30 1.50 05 CIRC B/U FOR SAMPLE, BUILDSLUG, FC, SLUG PIPE 10449 10449 14
18:00 1.00 06 TOOH T/ 9541' 10449 10449 14
19:00 4.50 08 REPAIR TESCO TDS RMP & TORQUE SENSOR TO SHOW ON PASON 10449 10449 14
23:30 3.50 09 SLIP & CUT 100' DRILL LINE 10449 10449 14

3:00 0.50 22 REMOVE ROTATING HEAD, INSTALLTRIP NIPPLE 10449 10449 14
3:30 2.50 06 TOOH TI 6574' 10449 10449 14

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10449| 5:00 14.40 | 14.40 | 53 | 22 | 12 | 5/13/16 | 3.4 | | 2.00 | 26.1% | 23.6% | 76.4% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 613 2.80 3.63 273182 0 0.00 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 100 #1 Frac Tank Vol. OBM 164 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 218 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 413 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/17/2008 Days From Spud : 22 Current Depth : 10449 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 C & C MUD REClPROCATING DP @9880' WHILE BUILDINGSLUG 10449 10449 13
7:30 0.50 05 FLOW CHECK WELL STATIC, SLUG PIPE & DROP MUD DOG 10449 10449 13
8:00 8.50 06 TOOH 10449 10449 13

16:30 0.50 22 DRAIN BIT #11 & INSPECT SAME OK 10449 10449 13
17:00 2.00 22 C/O FLEX NMDC & UPB SUB 10449 10449 13
19:00 0.50 22 TlH T/ 143', SHALLOW TEST MWD OK 10449 10449 13
19:30 5.50 06 TlH Tl 9300' 10449 10449 13

1:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 10449 10449 13
1:30 0.50 06 TlH T/ 9870' 10449 10449 13
2:00 4.00 08 TESCO TDS DOWN, UNABLE TO SPIN UP TO DP, TOH T/ 9680'. CALLTESCO SERVICE 10449 10449 13

IECHNICIAN. CONTINUE TO TROUBLE SHOOT TDS INSIDE CSG BY PHONE WI TESCO
WHILE IN ROUTE TO RIG

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10449 5:00 14.40 14.40 52 21 11 5/12/16 | 3.8 2.00 26.1% 22.2% 77.2% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 | 700 2.80 3.63 279283 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 | 100 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/17/2008 Days From Spud : 22 Current Depth : 10449 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 C & C MUD REClPROCATING DP @9880' WHILE BUILDINGSLUG 10449 10449 13
7:30 0.50 05 FLOW CHECK WELL STATIC, SLUG PIPE & DROP MUD DOG 10449 10449 13
8:00 8.50 06 TOOH 10449 10449 13

16:30 0.50 22 DRAIN BIT #11 & INSPECT SAME OK 10449 10449 13
17:00 2.00 22 C/O FLEX NMDC & UPB SUB 10449 10449 13
19:00 0.50 22 TlH T/ 143', SHALLOW TEST MWD OK 10449 10449 13
19:30 5.50 06 TlH Tl 9300' 10449 10449 13

1:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 10449 10449 13
1:30 0.50 06 TlH T/ 9870' 10449 10449 13
2:00 4.00 08 TESCO TDS DOWN, UNABLE TO SPIN UP TO DP, TOH T/ 9680'. CALLTESCO SERVICE 10449 10449 13

IECHNICIAN. CONTINUE TO TROUBLE SHOOT TDS INSIDE CSG BY PHONE WI TESCO
WHILE IN ROUTE TO RIG

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10449 5:00 14.40 14.40 52 21 11 5/12/16 | 3.8 2.00 26.1% 22.2% 77.2% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 | 700 2.80 3.63 279283 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 | 100 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/18/2008 Days From Spud : 23 Current Depth : 10551 Ft 24 Hr. Footage Made : 102 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 10449 10449 13
6:30 6.50 08 TROUBLE SHOOT TESCO TDS, IBOP TIME DELAYSWITCH FAULTY 10449 10449 13

13:00 0.50 06 TlH FI 9680' Tl 10162' 10449 10449 13
13:30 6.50 03 WASH & REAM Fl 10162' T/ 10449', 287', 47.8 FPH, 3/5K WOB, 173 GPM 10449 10449 13
20:00 3.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING F/ 10449' TI 10449 10482 13

10482', 33', 11 FPH, 8/13K WOB, 216 GPM, 30 RPM, 4/6K TORQ
23:00 0.50 10 SURVEY @ 10431' 10482 10482 13
23:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10482' Tl 10482 10493 13

10493', 11', 7.3 FPH, 14/24K WOB, 216 GPM,
1:00 1.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING F/ 10493' TI 10493 10516 13

10516', 23', 15.3 FPH, 5/10K WOB, 216 GPM, 30 RPM, 5/6K TORQ
2:30 1.00 10 SURVEY @ 10464' 10516 10516 13
3:30 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10516' T/ 10516 10529 13

10529', 13', 26 FPH, 10/28 WOB, 216 GPM
4:00 0.50 02 D\RECTIONAL DRILLING6.5" HOLE Wl MWD TAKING SURVEYS ROTATING F/ 10529' T/ 10529 10543 13

10543', 14', 28 FPH, 8/13K WOB, 216 GPM, 30 RPM, 6/7K TORQ
4:30 0.50 10 SURVEY @ 10495' 10543 10543 13
5:00 1.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10543' T/ 10543 10551 13

10551', 8', 8 FPH, 6/17K WOB, 216 GPM
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10542 5:00 14.50 14.50 52 27 13 7/16/19 1.0 2.00 0.3% 21.7% 78.3% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 915 2.80 3.63 270311 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 90 #1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/18/2008 Days From Spud : 23 Current Depth : 10551 Ft 24 Hr. Footage Made : 102 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 10449 10449 13
6:30 6.50 08 TROUBLE SHOOT TESCO TDS, IBOP TIME DELAYSWITCH FAULTY 10449 10449 13

13:00 0.50 06 TlH FI 9680' Tl 10162' 10449 10449 13
13:30 6.50 03 WASH & REAM Fl 10162' T/ 10449', 287', 47.8 FPH, 3/5K WOB, 173 GPM 10449 10449 13
20:00 3.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING F/ 10449' TI 10449 10482 13

10482', 33', 11 FPH, 8/13K WOB, 216 GPM, 30 RPM, 4/6K TORQ
23:00 0.50 10 SURVEY @ 10431' 10482 10482 13
23:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10482' Tl 10482 10493 13

10493', 11', 7.3 FPH, 14/24K WOB, 216 GPM,
1:00 1.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS ROTATING F/ 10493' TI 10493 10516 13

10516', 23', 15.3 FPH, 5/10K WOB, 216 GPM, 30 RPM, 5/6K TORQ
2:30 1.00 10 SURVEY @ 10464' 10516 10516 13
3:30 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10516' T/ 10516 10529 13

10529', 13', 26 FPH, 10/28 WOB, 216 GPM
4:00 0.50 02 D\RECTIONAL DRILLING6.5" HOLE Wl MWD TAKING SURVEYS ROTATING F/ 10529' T/ 10529 10543 13

10543', 14', 28 FPH, 8/13K WOB, 216 GPM, 30 RPM, 6/7K TORQ
4:30 0.50 10 SURVEY @ 10495' 10543 10543 13
5:00 1.00 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING F/ 10543' T/ 10543 10551 13

10551', 8', 8 FPH, 6/17K WOB, 216 GPM
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10542 5:00 14.50 14.50 52 27 13 7/16/19 1.0 2.00 0.3% 21.7% 78.3% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 915 2.80 3.63 270311 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 90 #1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/19/2008 Days From Spud : 24 Current Depth : 10609 Ft 24 Hr. Footage Made : 58 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI 10551' T/ 10551 10554 13

10554',
6:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE WI MWD TAKING SURVEYS ROTATING Fl 10554' T/ 10554 10578 13

10578',
8:00 0.50 10 SURVEY @ 10,52T 10578 10578 13
8:30 2.00 02 DIRECTIONAL DRILLING 6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10578' T/ 10578 10591 13

10591',
10:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE WI MWD TAKING SURVEYS ROTATING Fl 10591' T/ 10591 10608 13

10608',
12:00 1.50 22 P/U FOR SURVEY & PULLED 40K THREE TIMES TO FREE TIGHT SPOT. LOST 300 PSI 10608 10608 13

ON DP. CHECKED OUT SURFACE EQUIPMENT OK
13:30 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI 10608' T/ 10608 10609 13

10609', NO MORE PRESSURE LOSS OR DIFFERENTIAL LOSS, MWD NOT PULSING
14:00 2.00 06 CHAIN OUT OF HOLE PULLING DRY PIPE LOOKING FOR WASH OUT F/ 10609' T/9680', 10609 10609 13

CHECK PRESSURE @216 GPM W/ 620 PSI DIFFERENCE BETWEEN OFF BTM
PRESSURES

16:00 0.50 22 REMOVE ROTATING HEAD @9020' 10609 10609 13

16:30 2.00 06 CONTINUE CHAINING OUT OF HOLE LOOKING FOR WASH OUT FI9020 T/ 4920" 10609 10609 13
18:30 0.50 08 RIG REPAIR REPLACING TESCO HYDRAULICRETURN HOSE FROM TDS TO POWER 10609 10609 13

PACK
19:00 4.50 06 CONTINUE TOOH LOOKING FOR WASH OUT 10609 10609 13
23:30 3.50 22 L/D FLEX NMDC, MWD, P/U NEW NMDC, MWD 10609 10609 13

3:00 0.50 22 P/U SNGL DP & TEST MWD OK 10609 10609 13

3:30 0.50 06 M/U BIT #12 10609 10609 13
4:00 1.50 06 TlH W/ MONEL & FOUND WASH OUT INTOP 4 3/4" FLEX NMDC, C/O SAME 10609 10609 13
5:30 0.50 06 TlH W/ BHA #15 T/ 967' 10609 10609 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10609 5:00 14.40 14.40 53 27 14 7/16/18 1.0 2.00 25.4% 17.5% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 909 2.90 3.76 269023 0 0.00 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.2 90 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/19/2008 Days From Spud : 24 Current Depth : 10609 Ft 24 Hr. Footage Made : 58 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI 10551' T/ 10551 10554 13
10554',

6:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE WI MWD TAKING SURVEYS ROTATING Fl 10554' T/ 10554 10578 13
10578',

8:00 0.50 10 SURVEY @ 10,52T 10578 10578 13
8:30 2.00 02 DIRECTIONAL DRILLING 6.5" HOLE W/ MWD TAKING SURVEYS SLIDING Fl 10578' T/ 10578 10591 13

10591',
10:30 1.50 02 DIRECTIONAL DRILLING6.5" HOLE WI MWD TAKING SURVEYS ROTATING Fl 10591' T/ 10591 10608 13

10608',
12:00 1.50 22 P/U FOR SURVEY & PULLED 40K THREE TIMES TO FREE TIGHT SPOT. LOST 300 PSI 10608 10608 13

ON DP. CHECKED OUT SURFACE EQUIPMENT OK
13:30 0.50 02 DIRECTIONAL DRILLING6.5" HOLE W/ MWD TAKING SURVEYS SLIDING FI 10608' T/ 10608 10609 13

10609', NO MORE PRESSURE LOSS OR DIFFERENTIAL LOSS, MWD NOT PULSING
14:00 2.00 06 CHAIN OUT OF HOLE PULLING DRY PIPE LOOKING FOR WASH OUT F/ 10609' T/9680', 10609 10609 13

CHECK PRESSURE @216 GPM W/ 620 PSI DIFFERENCE BETWEEN OFF BTM
PRESSURES

16:00 0.50 22 REMOVE ROTATING HEAD @9020' 10609 10609 13

16:30 2.00 06 CONTINUE CHAINING OUT OF HOLE LOOKING FOR WASH OUT FI9020 T/ 4920" 10609 10609 13
18:30 0.50 08 RIG REPAIR REPLACING TESCO HYDRAULICRETURN HOSE FROM TDS TO POWER 10609 10609 13

PACK
19:00 4.50 06 CONTINUE TOOH LOOKING FOR WASH OUT 10609 10609 13
23:30 3.50 22 L/D FLEX NMDC, MWD, P/U NEW NMDC, MWD 10609 10609 13

3:00 0.50 22 P/U SNGL DP & TEST MWD OK 10609 10609 13

3:30 0.50 06 M/U BIT #12 10609 10609 13
4:00 1.50 06 TlH W/ MONEL & FOUND WASH OUT INTOP 4 3/4" FLEX NMDC, C/O SAME 10609 10609 13
5:30 0.50 06 TlH W/ BHA #15 T/ 967' 10609 10609 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10609 5:00 14.40 14.40 53 27 14 7/16/18 1.0 2.00 25.4% 17.5% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 909 2.90 3.76 269023 0 0.00 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.2 90 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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We11Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/20/2008 Days From Spud : 25 Current Depth : 10683 Ft 24 Hr. Footage Made : 74 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 TlH T/ 4275' 10609 10609 15
8:30 0.50 07 SERVICE RIG 10609 10609 15
9:00 3.00 06 TlH TI9120' FILLING DP EACH 25 STDS & CHECKING MWD PULSE 10609 10609 15

12:00 0.50 22 INSTALL ROTATING HEAD 10609 10609 15
12:30 1.50 06 TIH TI 10546' NO EXCESSIVE DRAG 10609 10609 15
14:00 1.00 03 FILL PIPE, WASH & REAM FI 10546' T/ 10609', 63', 3/5K WOB, 216 GPM, 20 RPM, 2/4K 10609 10609 15

IURQ
15:00 1.50 02 SLIDE Fl 10609' TI 10621', 12', 8 FPH, 8/19K WOB, 216 GPM, TRIP GAS 3870, B/G GAS 149 10609 10621 15
16:30 2.00 02 ROTATE FI 10621' T/ 10639', 18', 9 FPH, 9/15 WOB, 216 GPM, 20 RPM, 5/7K TORQ, MAX 10621 10639 15

GAS 285
18:30 1.00 10 SURVEY @ 10592', INC 98.9 DEG, AZ 342.8 DEG, TVD 10100.68', RECORD SPR @ 10639' 10639 10639 15

W/ 1 MP & 14.3 ppg, 50/780-60/980-70/1320
19:30 1.00 08 RIG REPAIRS: CHANGE SWAB IN #1 MP &WOEK ON #2 MP CAT THROTTLE, 10639 10639 15

RECIPROCATING PIPE
20:30 2.00 02 SLIDE F/ 10639' T/ 10654', 15', 7.5 FPH, 8/20K WOB, 216 GPM, 134 MAXGAS 10639 10654 15
22:30 2.00 02 ROTATE FI 10654' T/ 10675', 21', 10.5 FPH, 5/12K WOB, 216 GPM, 20 RPM, 4/5K TORQ, 82 10654 10675 15

MAXGAS
0:30 0.50 10 SURVEY @ 10625', INC 97.3 DEG, AZ 343.5 DEG, TVD 10095' 10675 10675 15
1:00 1.00 02 SLIDE Fl 10675' T/ 10683', 8', 8 FPH, 8/18 WOB, 216 GPM, CONN GAS 134, B/G GAS 90 10675 10683 15
2:00 0.50 22 MWD LOST PULSE, TROUBLE SHOOT SAME 10683 10683 15
2:30 1.00 05 CIRC B/U RECIPROCATING PIPE WHILE BUILDINGSLUG 10683 10683 15
3:30 0.50 05 FLOW CHECK WELL STATIC & SLUG PlPE & DROP MUD DOG 10683 10683 15

4:00 2.00 06 TOOH T/ 9936' 10683 10683 15
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10682 5:00 14.40 14.40 53 26 15 7/15/18 2.0 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1007 2.80 3.63 273960 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 90 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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We11Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/20/2008 Days From Spud : 25 Current Depth : 10683 Ft 24 Hr. Footage Made : 74 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 TlH T/ 4275' 10609 10609 15
8:30 0.50 07 SERVICE RIG 10609 10609 15
9:00 3.00 06 TlH TI9120' FILLING DP EACH 25 STDS & CHECKING MWD PULSE 10609 10609 15

12:00 0.50 22 INSTALL ROTATING HEAD 10609 10609 15
12:30 1.50 06 TIH TI 10546' NO EXCESSIVE DRAG 10609 10609 15
14:00 1.00 03 FILL PIPE, WASH & REAM FI 10546' T/ 10609', 63', 3/5K WOB, 216 GPM, 20 RPM, 2/4K 10609 10609 15

IURQ
15:00 1.50 02 SLIDE Fl 10609' TI 10621', 12', 8 FPH, 8/19K WOB, 216 GPM, TRIP GAS 3870, B/G GAS 149 10609 10621 15
16:30 2.00 02 ROTATE FI 10621' T/ 10639', 18', 9 FPH, 9/15 WOB, 216 GPM, 20 RPM, 5/7K TORQ, MAX 10621 10639 15

GAS 285
18:30 1.00 10 SURVEY @ 10592', INC 98.9 DEG, AZ 342.8 DEG, TVD 10100.68', RECORD SPR @ 10639' 10639 10639 15

W/ 1 MP & 14.3 ppg, 50/780-60/980-70/1320
19:30 1.00 08 RIG REPAIRS: CHANGE SWAB IN #1 MP &WOEK ON #2 MP CAT THROTTLE, 10639 10639 15

RECIPROCATING PIPE
20:30 2.00 02 SLIDE F/ 10639' T/ 10654', 15', 7.5 FPH, 8/20K WOB, 216 GPM, 134 MAXGAS 10639 10654 15
22:30 2.00 02 ROTATE FI 10654' T/ 10675', 21', 10.5 FPH, 5/12K WOB, 216 GPM, 20 RPM, 4/5K TORQ, 82 10654 10675 15

MAXGAS
0:30 0.50 10 SURVEY @ 10625', INC 97.3 DEG, AZ 343.5 DEG, TVD 10095' 10675 10675 15
1:00 1.00 02 SLIDE Fl 10675' T/ 10683', 8', 8 FPH, 8/18 WOB, 216 GPM, CONN GAS 134, B/G GAS 90 10675 10683 15
2:00 0.50 22 MWD LOST PULSE, TROUBLE SHOOT SAME 10683 10683 15
2:30 1.00 05 CIRC B/U RECIPROCATING PIPE WHILE BUILDINGSLUG 10683 10683 15
3:30 0.50 05 FLOW CHECK WELL STATIC & SLUG PlPE & DROP MUD DOG 10683 10683 15

4:00 2.00 06 TOOH T/ 9936' 10683 10683 15
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10682 5:00 14.40 14.40 53 26 15 7/15/18 2.0 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1007 2.80 3.63 273960 0 0.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 90 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/21/2008 Days From Spud : 26 Current Depth : 10693 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 06 TOOH Fl9936' Tl 300T, FILL HOLE EACH 5 STDS 10683 10683 15
10:30 0.50 06 L/D AGITATOR & SHOCK SUB 10683 10683 15
11:00 1.50 06 CONTINUE TOOH F/ 3007, B/O BIT #12 10683 10683 NIH
12:30 2.00 22 CIO MWD & M/U BIT #13 & ORIENTATE 1.8 BEND 10683 10683 16
14:30 0.50 05 SHALLOW TEST MWD GOOD 10683 10683 16
15:00 6.50 06 TlH T/9586' REMOVE TRIP NIPPLE & INSTALLROTATING HEAD FILLING PIPE EACH 25 10683 10683 16

bl US
21:30 1.00 05 TlH T/ 9810' ORIENTATE TOOLFACE, UNABLE TO ESTABLISH MWD WIRELESS 10683 10683 16
22:30 1.50 22 CIRCULATING RECIPROCATING PIPE WHILE BAKER MWD TROUBLE SHOOTING 10683 10683 16

WIRLESS CONNECTION, SWITCH TO DWKS ENCODER
0:00 1.00 06 CONTINUE TIH FI 9870' T/ 10641' 10683 10683 16
1:00 3.00 03 WASH & REAM UNDER GAUGE HOLE F/ 10641' T/ 10683', 42', 14 FPR, 5/8K WOB, 20 10683 10683 16

RPM, 4K TORQ, 216 GPM, TRIP GAS 1832, CONN GAS 248, B/G GAS 75
4:00 2.00 02 ROTATE FI 10683' T/ 10693', 10', 5 FPH, 25K WOB, 216 GPM, 25 RPM, TORQ 4K 10683 10693 16

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10688 5:00 14.40 14.40 52 28 14 8/14/17 2.0 | 2.00 24.9% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 942 2.80 3.63 270465 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 95 # 1 Frac Tank Vol. OBM 195 bb\s WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/21/2008 Days From Spud : 26 Current Depth : 10693 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 06 TOOH Fl9936' Tl 300T, FILL HOLE EACH 5 STDS 10683 10683 15
10:30 0.50 06 L/D AGITATOR & SHOCK SUB 10683 10683 15
11:00 1.50 06 CONTINUE TOOH F/ 3007, B/O BIT #12 10683 10683 NIH
12:30 2.00 22 CIO MWD & M/U BIT #13 & ORIENTATE 1.8 BEND 10683 10683 16
14:30 0.50 05 SHALLOW TEST MWD GOOD 10683 10683 16
15:00 6.50 06 TlH T/9586' REMOVE TRIP NIPPLE & INSTALLROTATING HEAD FILLING PIPE EACH 25 10683 10683 16

bl US
21:30 1.00 05 TlH T/ 9810' ORIENTATE TOOLFACE, UNABLE TO ESTABLISH MWD WIRELESS 10683 10683 16
22:30 1.50 22 CIRCULATING RECIPROCATING PIPE WHILE BAKER MWD TROUBLE SHOOTING 10683 10683 16

WIRLESS CONNECTION, SWITCH TO DWKS ENCODER
0:00 1.00 06 CONTINUE TIH FI 9870' T/ 10641' 10683 10683 16
1:00 3.00 03 WASH & REAM UNDER GAUGE HOLE F/ 10641' T/ 10683', 42', 14 FPR, 5/8K WOB, 20 10683 10683 16

RPM, 4K TORQ, 216 GPM, TRIP GAS 1832, CONN GAS 248, B/G GAS 75
4:00 2.00 02 ROTATE FI 10683' T/ 10693', 10', 5 FPH, 25K WOB, 216 GPM, 25 RPM, TORQ 4K 10683 10693 16

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10688 5:00 14.40 14.40 52 28 14 8/14/17 2.0 | 2.00 24.9% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 942 2.80 3.63 270465 0 0.00 77/23 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.2 95 # 1 Frac Tank Vol. OBM 195 bb\s WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls

Page 24 of 87 Powered by Production Access



Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/22/2008 Days From Spud : 27 Current Depth : 10817 Ft 24 Hr. Footage Made : 124 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 ROTATE Fl 10693' TI 10705', 12', 6 FPH, 25K WOB, 216 GPM, 25 RPM, 4K TORQ, 10693 10705 16
8:00 0.50 10 SURVEY @ 10657' 10705 10705 16
8:30 2.00 02 SLIDE FI 10705' T/ 10715', 10', 5 FPH, 26 WOB, 216 GPM, 10705 10715 16

10:30 3.00 02 ROTATE Fl 10715' T/ 10738', 23', 7.6 FPH, 25 WOB, 25 RPM, 6K TORQ, 216 GPM 10715 10738 16
13:30 2.00 10 CONNECTION & SURVEY @10689' 10738 10738 16
15:30 2.50 02 SLIDE Fl 10738' T/ 10749', 11', 4.4 FPH, 29 WOB, 216 GPM 10738 10749 16
18:00 1.50 02 ROTATE FI10749' T/ 10769', 20', 13.3 FPH, 25 WOB, 216 GPM, 25 RPM, 6K TORQ 10749 10769 16
19:30 0.50 10 SURVEY @ 10721' 10769 10769 16
20:00 1.50 02 SLIDE F/ 10769' T/ 10780', 11', 7.3 FPH, 25K WOB, 216 GPM 10769 10780 16
21:30 4.50 02 ROTATE Fl 10780' TI 10801', 21', 4.6 FPH, 24 WOB, 216 GPM, 10780 10801 16

2:00 0.50 10 SURVEY @ 10753' 10801 10801 16
2:30 3.50 02 ROTATE Fl10801' T/ 10817', 16', 4.6 FPH, 18K WOB, 216 GPM, 22 RPM, 5K TORQ 10801 10817 16

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10812 5:00 14.40 | 14.40 53 27 13 | 7/15/17 2.0 2.00 25.1% 16.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 910 2.60 3.37 268073 | 0 | 0.00 78/22 21

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 95 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/22/2008 Days From Spud : 27 Current Depth : 10817 Ft 24 Hr. Footage Made : 124 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 ROTATE Fl 10693' TI 10705', 12', 6 FPH, 25K WOB, 216 GPM, 25 RPM, 4K TORQ, 10693 10705 16
8:00 0.50 10 SURVEY @ 10657' 10705 10705 16
8:30 2.00 02 SLIDE FI 10705' T/ 10715', 10', 5 FPH, 26 WOB, 216 GPM, 10705 10715 16

10:30 3.00 02 ROTATE Fl 10715' T/ 10738', 23', 7.6 FPH, 25 WOB, 25 RPM, 6K TORQ, 216 GPM 10715 10738 16
13:30 2.00 10 CONNECTION & SURVEY @10689' 10738 10738 16
15:30 2.50 02 SLIDE Fl 10738' T/ 10749', 11', 4.4 FPH, 29 WOB, 216 GPM 10738 10749 16
18:00 1.50 02 ROTATE FI10749' T/ 10769', 20', 13.3 FPH, 25 WOB, 216 GPM, 25 RPM, 6K TORQ 10749 10769 16
19:30 0.50 10 SURVEY @ 10721' 10769 10769 16
20:00 1.50 02 SLIDE F/ 10769' T/ 10780', 11', 7.3 FPH, 25K WOB, 216 GPM 10769 10780 16
21:30 4.50 02 ROTATE Fl 10780' TI 10801', 21', 4.6 FPH, 24 WOB, 216 GPM, 10780 10801 16

2:00 0.50 10 SURVEY @ 10753' 10801 10801 16
2:30 3.50 02 ROTATE Fl10801' T/ 10817', 16', 4.6 FPH, 18K WOB, 216 GPM, 22 RPM, 5K TORQ 10801 10817 16

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10812 5:00 14.40 | 14.40 53 27 13 | 7/15/17 2.0 2.00 25.1% 16.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 910 2.60 3.37 268073 | 0 | 0.00 78/22 21

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 95 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/23/2008 Days From Spud : 28 Current Depth : 10848 Ft 24 Hr. Footage Made : 31 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ROTATE FI 10817' TI 10821', 4', 8 FPH, 18 WOB, 22 RPM, 5K TORQ, 216 GPM 10817 10821 16
6:30 1.00 10 CIRC B/U, SURVEY, FLOW CHECK WELL STATIC, PUMP SLUG 10821 10821 16
7:30 2.00 06 TOOH Fl 10821' T/ 9868' 10821 10821 16
9:30 1.00 05 RUN VIBERATION TEST W/ MWD CHECKING AGITATOR OFF BTM 10821 10821 16

10:30 6.00 06 PUMP SLUG & TOOH Fl 9868', L/D AGITATOR, SHOCK SUB 10821 10821 16
16:30 1.50 22 BIO BIT #13, C/O MWD, ORIENTATE 1.8 BEND 10821 10821 NIH
18:00 0.50 22 SHALLOW TEST MWD 10821 10821 17
18:30 5.50 06 M/U BlT #14 & TlH T/ 9659' 10821 10821 17

0:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 10821 10821 17
0:30 1.00 06 TlH TI 10294' TIGHT SPOT 25K DRAG 10821 10821 17
1:30 1.00 03 FILL PIPE & WASH & REAM F/ 10235' T/ 10427', 192' 10821 10821 17
2:30 0.50 06 TIH Fl 10427' T/ 10810', NO DRAG 10821 10821 17
3:00 0.50 03 FILL PIPE, WASH & REAM Fl 10810' T/ 10821', 11' 10821 10821 17
3:30 1.50 02 ROTATE F/ 10821' T/ 10842', 21', 14 FPH, 8/10K WOB, 9/11 RPM, 4/5 TORQ, 10821 10842 17
5:00 0.50 10 SURVEY @ 10793' 10842 10842 17
5:30 0.50 02 SLIDE Fl 10842' TI 10848', 6', 12 FPH, 25/28K WOB, 216 GPM 10842 10848 17

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10842 5:00 14.30 14.30 54 21 16 5/12/15 2.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 936 2.60 3.37 277558 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 95 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/23/2008 Days From Spud : 28 Current Depth : 10848 Ft 24 Hr. Footage Made : 31 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ROTATE FI 10817' TI 10821', 4', 8 FPH, 18 WOB, 22 RPM, 5K TORQ, 216 GPM 10817 10821 16
6:30 1.00 10 CIRC B/U, SURVEY, FLOW CHECK WELL STATIC, PUMP SLUG 10821 10821 16
7:30 2.00 06 TOOH Fl 10821' T/ 9868' 10821 10821 16
9:30 1.00 05 RUN VIBERATION TEST W/ MWD CHECKING AGITATOR OFF BTM 10821 10821 16

10:30 6.00 06 PUMP SLUG & TOOH Fl 9868', L/D AGITATOR, SHOCK SUB 10821 10821 16
16:30 1.50 22 BIO BIT #13, C/O MWD, ORIENTATE 1.8 BEND 10821 10821 NIH
18:00 0.50 22 SHALLOW TEST MWD 10821 10821 17
18:30 5.50 06 M/U BlT #14 & TlH T/ 9659' 10821 10821 17

0:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 10821 10821 17
0:30 1.00 06 TlH TI 10294' TIGHT SPOT 25K DRAG 10821 10821 17
1:30 1.00 03 FILL PIPE & WASH & REAM F/ 10235' T/ 10427', 192' 10821 10821 17
2:30 0.50 06 TIH Fl 10427' T/ 10810', NO DRAG 10821 10821 17
3:00 0.50 03 FILL PIPE, WASH & REAM Fl 10810' T/ 10821', 11' 10821 10821 17
3:30 1.50 02 ROTATE F/ 10821' T/ 10842', 21', 14 FPH, 8/10K WOB, 9/11 RPM, 4/5 TORQ, 10821 10842 17
5:00 0.50 10 SURVEY @ 10793' 10842 10842 17
5:30 0.50 02 SLIDE Fl 10842' TI 10848', 6', 12 FPH, 25/28K WOB, 216 GPM 10842 10848 17

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10842 5:00 14.30 14.30 54 21 16 5/12/15 2.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 936 2.60 3.37 277558 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 95 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/24/2008 Days From Spud : 29 Current Depth : 11050 Ft 24 Hr. Footage Made : 202 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE F/ 10848' T/ 10854', 6', 6 FPH, 14K WOB, 216 GPM, MAXGAX 200 10848 10854 17
7:00 1.50 02 ROTATE Fl 10854' TI 10874', 20', 13.3 FPH, 8K WOB, 30 RPM, 6K TORQ, 216 GPM, MAX 10854 10874 17

GAS 200 TOOK RCR
8:30 0.50 10 SURVEY @ 10825' 10874 10874 17
9:00 2.00 02 SLIDE FI10874' T/ 10886', 12', 6 FPH, 22K WOB, 216 GPM, MAXGAS 200 10874 10886 17

11:00 1.50 02 ROTATE Fl 10886' T/ 10906', 20', 13.3 FPH, 10K WOB, 30 RPM, 6K TORQ, 216 GPM, MAX 10886 10906 17
BAS 200

12:30 0.50 10 RELOG Fl 10896' T/ 10906', SURVEY @ 1085T 10906 10906 17
13:00 0.50 07 SERVICE RIG 10906 10906 17
13:30 2.50 02 SLIDE Fl 10906' T/ 10918', 12', 4.8 FPH, 24K WOB, 215 GPM, MAXGAS 200 10906 10918 17

16:00 1.00 02 ROTATE Fl 10918' T/ 10938', 20', 20 FPH, 9K WOB, 35 RPM, 7K TORQ, 216 GPM, MAX 10918 10938 17
GAS 200

17:00 0.50 10 SURVEY @ 10889' 10938 10938 17
17:30 2.50 02 SLIDE Fl 10938' T/ 10955', 1T, 6.8 FPH, 24 WOB, 216 GPM, MAX GAS 200 10938 10955 17
20:00 1.50 02 ROTATE Fl10955' T/ 10970', 14', 9.3 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 10955 10970 17

GAS 200
21:30 0.50 10 SURVEY @ 10921' 10970 10970 17
22:00 1.50 02 SLIDE Fl 10970' Tl 10980', 10', 6.6 FPH, 24K WOB, 216 GPM, MAX GAS 200 10970 10980 17
23:30 1.50 02 ROTATE F/ 10980' T/ 11000', 20', 13.3 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 10980 11000 17

GAS 200
1:00 0.50 10 SURVEY @ 10953' 11000 11000 17
1:30 1.00 02 SLIDE Fl 11000' T/ 11014', 14', 14 FPH, 24K WOB, 216 GPM, MAX GAS 200 11000 11014 17

2:30 1.50 02 ROTATE Fl 11014' T/ 11034', 20', 13.3 FPH, 11014 11034 17
4:00 0.50 10 SURVEY @ 10985' 11034 11034 17
4:30 1.50 02 SLIDE FI 11034' TI 11050', 16', 10.6 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 11034 11050 17

GAS 200
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11037 5:00 14.30 14.30 54 21 14 5/11/13 3.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 936 2.60 3.37 277558 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 95 | # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/24/2008 Days From Spud : 29 Current Depth : 11050 Ft 24 Hr. Footage Made : 202 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE F/ 10848' T/ 10854', 6', 6 FPH, 14K WOB, 216 GPM, MAXGAX 200 10848 10854 17
7:00 1.50 02 ROTATE Fl 10854' TI 10874', 20', 13.3 FPH, 8K WOB, 30 RPM, 6K TORQ, 216 GPM, MAX 10854 10874 17

GAS 200 TOOK RCR
8:30 0.50 10 SURVEY @ 10825' 10874 10874 17
9:00 2.00 02 SLIDE FI10874' T/ 10886', 12', 6 FPH, 22K WOB, 216 GPM, MAXGAS 200 10874 10886 17

11:00 1.50 02 ROTATE Fl 10886' T/ 10906', 20', 13.3 FPH, 10K WOB, 30 RPM, 6K TORQ, 216 GPM, MAX 10886 10906 17
BAS 200

12:30 0.50 10 RELOG Fl 10896' T/ 10906', SURVEY @ 1085T 10906 10906 17
13:00 0.50 07 SERVICE RIG 10906 10906 17
13:30 2.50 02 SLIDE Fl 10906' T/ 10918', 12', 4.8 FPH, 24K WOB, 215 GPM, MAXGAS 200 10906 10918 17

16:00 1.00 02 ROTATE Fl 10918' T/ 10938', 20', 20 FPH, 9K WOB, 35 RPM, 7K TORQ, 216 GPM, MAX 10918 10938 17
GAS 200

17:00 0.50 10 SURVEY @ 10889' 10938 10938 17
17:30 2.50 02 SLIDE Fl 10938' T/ 10955', 1T, 6.8 FPH, 24 WOB, 216 GPM, MAX GAS 200 10938 10955 17
20:00 1.50 02 ROTATE Fl10955' T/ 10970', 14', 9.3 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 10955 10970 17

GAS 200
21:30 0.50 10 SURVEY @ 10921' 10970 10970 17
22:00 1.50 02 SLIDE Fl 10970' Tl 10980', 10', 6.6 FPH, 24K WOB, 216 GPM, MAX GAS 200 10970 10980 17
23:30 1.50 02 ROTATE F/ 10980' T/ 11000', 20', 13.3 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 10980 11000 17

GAS 200
1:00 0.50 10 SURVEY @ 10953' 11000 11000 17
1:30 1.00 02 SLIDE Fl 11000' T/ 11014', 14', 14 FPH, 24K WOB, 216 GPM, MAX GAS 200 11000 11014 17

2:30 1.50 02 ROTATE Fl 11014' T/ 11034', 20', 13.3 FPH, 11014 11034 17
4:00 0.50 10 SURVEY @ 10985' 11034 11034 17
4:30 1.50 02 SLIDE FI 11034' TI 11050', 16', 10.6 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, MAX 11034 11050 17

GAS 200
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11037 5:00 14.30 14.30 54 21 14 5/11/13 3.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 936 2.60 3.37 277558 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 95 | # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/25/2008 Days From Spud : 30 Current Depth : 11344 Ft 24 Hr. Footage Made : 309 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 ROTATE Fl 11050, Tl11065', 15', 15 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, 11050 11065 17
7:00 0.50 10 SURVEY @ 11017' 11050 11050 17
7:30 1.00 02 ROTATE FI 11065' T/ 11097', 32', 32 FPH, 4K WOB, 40 RPM, 7K TORQ, 216 GPM 11050 11097 17
8:30 0.50 10 SURVEY @ 11048' 11097 11097 17
9:00 3.00 02 ROTATE F/ 11097' T/ 11129', 32', 10.6 FPH, 2K WOB, 40 RPM, 6K TORQ,216 GPM 11097 11129 17

12:00 0.50 10 SURVEY @ 11080' 11129 11129 17
12:30 2.00 02 SLIDE Fl 11129' T/ 11143', 14', 7 FPH, 25K WOB, 216 GPM 11129 11143 17
14:30 1.50 02 ROTATE Fl 11143' Tl 11161', 18', 12 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11143 11161 17
16:00 0.50 10 SURVEY @ 11112' 11161 11161 17
16:30 1.00 02 ROTATE Fl 11161' TI 11193', 32', 32 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11161 11193 17
17:30 0.50 10 SURVEY @ 11144' 11193 11193 17
18:00 2.50 02 ROTATE F/ 11193' TI 11225', 32', 12.8 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11193 11225 17
20:30 0.50 10 SURVEY @ 11176' 11225 11225 17
21:00 1.50 02 ROTATING F/ 11225' T/ 11257', 32', 21.3 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11225 11257 17
22:30 0.50 10 SURVEY @ 11209' 11257 11257 17
23:00 1.00 02 ROTATE FI 11257' TI 11289', 32', 32 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM, 5 MIN 11257 11289 17

U OK
0:00 0.50 10 SURVEY @ 11241' 11289 11289 17
0:30 1.00 02 SLIDE Fl 11289' T/ 11294', 5', 5 FPH, 25K WOB, 216 GPM 11289 11294 17
1:30 2.50 02 ROTATE Fl 11294' T/ 11321', 27', 10.8 FPH, 29K WOB, 35K RPM, 6K TORQ, 216 GPM 11294 11321 17
4:00 0.50 10 SURVEY @ 11272' 11321 11321 17
4:30 1.50 02 ROTATING Fl 11321' TI 11344', 23', 15.3 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11321 11344 17

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11330 5:00 14.30 14.30 51 25 10 6/12/15 3.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 858 2.80 3.37 277558 0 | 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 109 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/25/2008 Days From Spud : 30 Current Depth : 11344 Ft 24 Hr. Footage Made : 309 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 ROTATE Fl 11050, Tl11065', 15', 15 FPH, 6K WOB, 35 RPM, 6K TORQ, 216 GPM, 11050 11065 17
7:00 0.50 10 SURVEY @ 11017' 11050 11050 17
7:30 1.00 02 ROTATE FI 11065' T/ 11097', 32', 32 FPH, 4K WOB, 40 RPM, 7K TORQ, 216 GPM 11050 11097 17
8:30 0.50 10 SURVEY @ 11048' 11097 11097 17
9:00 3.00 02 ROTATE F/ 11097' T/ 11129', 32', 10.6 FPH, 2K WOB, 40 RPM, 6K TORQ,216 GPM 11097 11129 17

12:00 0.50 10 SURVEY @ 11080' 11129 11129 17
12:30 2.00 02 SLIDE Fl 11129' T/ 11143', 14', 7 FPH, 25K WOB, 216 GPM 11129 11143 17
14:30 1.50 02 ROTATE Fl 11143' Tl 11161', 18', 12 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11143 11161 17
16:00 0.50 10 SURVEY @ 11112' 11161 11161 17
16:30 1.00 02 ROTATE Fl 11161' TI 11193', 32', 32 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11161 11193 17
17:30 0.50 10 SURVEY @ 11144' 11193 11193 17
18:00 2.50 02 ROTATE F/ 11193' TI 11225', 32', 12.8 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11193 11225 17
20:30 0.50 10 SURVEY @ 11176' 11225 11225 17
21:00 1.50 02 ROTATING F/ 11225' T/ 11257', 32', 21.3 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11225 11257 17
22:30 0.50 10 SURVEY @ 11209' 11257 11257 17
23:00 1.00 02 ROTATE FI 11257' TI 11289', 32', 32 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM, 5 MIN 11257 11289 17

U OK
0:00 0.50 10 SURVEY @ 11241' 11289 11289 17
0:30 1.00 02 SLIDE Fl 11289' T/ 11294', 5', 5 FPH, 25K WOB, 216 GPM 11289 11294 17
1:30 2.50 02 ROTATE Fl 11294' T/ 11321', 27', 10.8 FPH, 29K WOB, 35K RPM, 6K TORQ, 216 GPM 11294 11321 17
4:00 0.50 10 SURVEY @ 11272' 11321 11321 17
4:30 1.50 02 ROTATING Fl 11321' TI 11344', 23', 15.3 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11321 11344 17

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11330 5:00 14.30 14.30 51 25 10 6/12/15 3.8 2.00 24.8% 18.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 858 2.80 3.37 277558 0 | 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 109 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/26/2008 Days From Spud : 31 Current Depth : 11478 Ft 24 Hr. Footage Made : 134 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ROTATE F/ 11344' T/ 11353', 9', 18 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11344 11353 17
6:30 0.50 10 SURVEY @ 11304' 11353 11353 17
7:00 2.00 02 ROTATE F/ 11353' T/ 11384', 31', 15.5 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11353 11384 17
9:00 0.50 07 SERVICE RIG 11384 11384 17
9:30 0.50 10 SURVEY @ 11336' 11384 11384 17

10:00 2.50 02 ROTATE F/ 11384' TI 11417', 33', 13.2 FPM, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11384 11417 17
12:30 0.50 10 SURVEY @ 11368' 11417 11417 17
13:00 2.50 02 ROTATE Fl 11417' Tl 11449', 32', 12.8 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11417 11449 17
15:30 0.50 10 SURVEY @ 11400' 11449 11449 17
16:00 0.50 05 TAKE SPR @ 11448' 11449 11449 17
16:30 0.50 02 SLIDE Fl 11449' T/ 11451', 2', 4 FPH, 216 GPM 11449 11451 17
17:00 2.50 02 ROTATE FI 11451' TI 11478', 27', 10.8 FPH, 9 WOB, 35 RPM, 6K TORQ, 216 GPM 11451 11478 17
19:30 0.50 10 SURVEY @ 11431' 11478 11478 17
20:00 1.50 05 CIRC B/U, FLOW CHECK WELL STATIC, DROP MUD DOG 11478 11478 17
21:30 2.50 06 TOOH T/ 9659', MAXOVER PULL 45K @ 11225', FILL HOLE EACH 5 STDS 11478 11478 17

0:00 0.50 22 PULL ROTATING HEAD & INSTALLTR\P NIPPLE 11478 11478 17
0:30 5.00 06 CONTINUE TOOH F/ 9659' T/ BIT & BIO SAME 11478 11478 NIH

Total: 23.50
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11478 5:00 14.30 14.30 51 24 10 5/9/13 3.8 2.00 27.1% 16.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 989 2.80 3.37 277558 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 100 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diese\ 405 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/26/2008 Days From Spud : 31 Current Depth : 11478 Ft 24 Hr. Footage Made : 134 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 ROTATE F/ 11344' T/ 11353', 9', 18 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11344 11353 17

6:30 0.50 10 SURVEY @ 11304' 11353 11353 17
7:00 2.00 02 ROTATE F/ 11353' T/ 11384', 31', 15.5 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11353 11384 17
9:00 0.50 07 SERVICE RIG 11384 11384 17
9:30 0.50 10 SURVEY @ 11336' 11384 11384 17

10:00 2.50 02 ROTATE F/ 11384' TI 11417', 33', 13.2 FPM, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11384 11417 17
12:30 0.50 10 SURVEY @ 11368' 11417 11417 17
13:00 2.50 02 ROTATE Fl 11417' Tl 11449', 32', 12.8 FPH, 9K WOB, 35 RPM, 6K TORQ, 216 GPM 11417 11449 17
15:30 0.50 10 SURVEY @ 11400' 11449 11449 17
16:00 0.50 05 TAKE SPR @ 11448' 11449 11449 17
16:30 0.50 02 SLIDE Fl 11449' T/ 11451', 2', 4 FPH, 216 GPM 11449 11451 17
17:00 2.50 02 ROTATE FI 11451' TI 11478', 27', 10.8 FPH, 9 WOB, 35 RPM, 6K TORQ, 216 GPM 11451 11478 17
19:30 0.50 10 SURVEY @ 11431' 11478 11478 17

20:00 1.50 05 CIRC B/U, FLOW CHECK WELL STATIC, DROP MUD DOG 11478 11478 17
21:30 2.50 06 TOOH T/ 9659', MAXOVER PULL 45K @ 11225', FILL HOLE EACH 5 STDS 11478 11478 17

0:00 0.50 22 PULL ROTATING HEAD & INSTALLTR\P NIPPLE 11478 11478 17
0:30 5.00 06 CONTINUE TOOH F/ 9659' T/ BIT & BIO SAME 11478 11478 NIH

Total: 23.50
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11478 5:00 14.30 14.30 51 24 10 5/9/13 3.8 2.00 27.1% 16.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 989 2.80 3.37 277558 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 100 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diese\ 405 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/27/2008 Days From Spud : 32 Current Depth : 11478 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 15 M/U DOUBLE JACK TEST PLUG, DRAIN BOP& SET TEST PLUG & FILLWI WATER 11478 11478 NIH
8:00 2.50 15 TEST TPR, KILLCHECK VALVE& C & K MANIFOLD, LOW 250 & HIGH 10K 5 MIN. 11478 11478 NIH

ATTEMPT SECOND TEST & TEST PLUG SEALS LEAKING, CIO SEALS THREE TIMES W/
NO SUCCESS. R/D TEST EQUIPMENT AND RELEAVE DOUBLE JACK TESTERS

10:30 1.50 22 CIO BAKER MOTOR & ORIENTATE 1.5 BEND 11478 11478 NIH
12:00 3.00 09 SLIP & CUT 125' DRILL LINE 11478 11478 NIH
15:00 1.00 22 CIO WEATHERFORD ROTATING HEAD BEARING & ELEMENT 11478 11478 NIH
16:00 0.50 07 SERVICE RIG 11478 11478 NIH
16:30 2.00 22 INSTALL 10" BUTTERFLY VALVE IN FLOWLINE FOR ISOLATION 11478 11478 NIH
18:30 2.00 22 REMOVE BROKEN MIXINGMOTOR FROM SUCTION PIT FOR REPAIRS & CLEAN 11478 11478 NIH

POSSUM BELLYS AND TEST NEW FLOWLINE VALVE FOR LEAKS
20:30 7.00 15 M/U H & N TEST PLUG, SET SAME & FILL BOP W/ WATER, TEST 11478 11478 NIH

IPR/LPRIBRIMANUAL&HCR VALVES/KCVIC&KMANIFOLD/IBOP/FOSV & RELATED
SURFACE VALVES TI 250/10K FOR 5 MIN. EACH. TEST ANNULARTI 250/5K 5 MIN. TEST
ACCUMULATOR BLEED DOWN T/ 1900 PSI Wl7.6 SEC.RECOVERY TIME. R/D TESTING
EQUIPMENT

3:3 1.0 22 SHALLOW TEST MWD, M/U BIT #15 11478 11478 18
4:3 1.5 06 TlH T/2984', P/U AGITATOR, SHOCK SUB 11478 11478 18

Total 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11478 5:00 14.30 14.30 51 24 10 5/9/12 3.8 2.00 27.1% 16.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.00 0.00 | 0.00 1 1 1070 2.80 3.37 277558 0 | 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 | 78 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bb\s WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/27/2008 Days From Spud : 32 Current Depth : 11478 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 15 M/U DOUBLE JACK TEST PLUG, DRAIN BOP& SET TEST PLUG & FILLWI WATER 11478 11478 NIH
8:00 2.50 15 TEST TPR, KILLCHECK VALVE& C & K MANIFOLD, LOW 250 & HIGH 10K 5 MIN. 11478 11478 NIH

ATTEMPT SECOND TEST & TEST PLUG SEALS LEAKING, CIO SEALS THREE TIMES W/
NO SUCCESS. R/D TEST EQUIPMENT AND RELEAVE DOUBLE JACK TESTERS

10:30 1.50 22 CIO BAKER MOTOR & ORIENTATE 1.5 BEND 11478 11478 NIH
12:00 3.00 09 SLIP & CUT 125' DRILL LINE 11478 11478 NIH
15:00 1.00 22 CIO WEATHERFORD ROTATING HEAD BEARING & ELEMENT 11478 11478 NIH
16:00 0.50 07 SERVICE RIG 11478 11478 NIH
16:30 2.00 22 INSTALL 10" BUTTERFLY VALVE IN FLOWLINE FOR ISOLATION 11478 11478 NIH
18:30 2.00 22 REMOVE BROKEN MIXINGMOTOR FROM SUCTION PIT FOR REPAIRS & CLEAN 11478 11478 NIH

POSSUM BELLYS AND TEST NEW FLOWLINE VALVE FOR LEAKS
20:30 7.00 15 M/U H & N TEST PLUG, SET SAME & FILL BOP W/ WATER, TEST 11478 11478 NIH

IPR/LPRIBRIMANUAL&HCR VALVES/KCVIC&KMANIFOLD/IBOP/FOSV & RELATED
SURFACE VALVES TI 250/10K FOR 5 MIN. EACH. TEST ANNULARTI 250/5K 5 MIN. TEST
ACCUMULATOR BLEED DOWN T/ 1900 PSI Wl7.6 SEC.RECOVERY TIME. R/D TESTING
EQUIPMENT

3:3 1.0 22 SHALLOW TEST MWD, M/U BIT #15 11478 11478 18
4:3 1.5 06 TlH T/2984', P/U AGITATOR, SHOCK SUB 11478 11478 18

Total 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11478 5:00 14.30 14.30 51 24 10 5/9/12 3.8 2.00 27.1% 16.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.00 0.00 | 0.00 1 1 1070 2.80 3.37 277558 0 | 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 | 78 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bb\s WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/28/2008 Days From Spud : 33 Current Depth : 11632 Ft 24 Hr. Footage Made : 154 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 06 TlH Fl 4365' T/ 9779', FILL PIPE EACH 25 STDS REWlOVINGWWT PIPE ROLLER 11478 11478 18
PROTECTORS

12:30 0.50 22 REMOVE TRIP NIPPLE & INSTALLROTATING HEAD 11478 11478 18
13:00 0.50 05 FILL PIPE AND ORIENTATE TOOLFACE 11478 11478 18
13:30 0.50 06 TlH Fl9779' T/ 10295', 25K TIGHT SPOT 11478 11478 18
14:00 0.50 03 WASH & REAM FI 10295' Tl 10353', 58', 116 FPH, 3/6K WOB, 35 RPM, 4K TORQ, 173 GPM 11478 11478 18
14:30 1.50 06 TIH FI 10353' T/ 11217' 11478 11478 18
16:00 2.00 03 WASH & REAM F/ 11217' T/ 11478', 261', 130 FPH, 4/8K WOB, 35 RPM, 5K TORQ, 173 11478 11478 18

GPM, WORK ON JUNK
18:00 12.00 02 ROTATE F/ 11478' T/ 11632', 154', 12.8 FPH, 8.5K WOB, 35 RPM, 7K TORQ, 205 GPM 11478 11632 18
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11631 5:00 14.30 14.30 51 22 11 5/9/11 3.8 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00| 1 1 989 | 2.80 3.63 274609 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 98 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis

Daily Summary
Activity Date : 5/29/2008 Days From Spud : 34 Current Depth : 11875 Ft 24 Hr. Footage Made : 243 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 ROTATE Fl 11632' T/ 11692', 60', 11 FPH, 11632 11692 18
11:30 0.50 07 SERVICE RIG 11692 11692 18
12:00 18.00 02 ROTATE F/ 11692' T/ 11875', 183', 10.1 FPH, 8/9K WOB, 35 RPM, 6/7 TORQ, 205 GPM, 11692 11875 18
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11863 5:00 14.30 14.30 53 22 12 9/9/13 3.8 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1011 2.80 3.63 274609 0 | 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 98 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

# 2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/28/2008 Days From Spud : 33 Current Depth : 11632 Ft 24 Hr. Footage Made : 154 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 06 TlH Fl 4365' T/ 9779', FILL PIPE EACH 25 STDS REWlOVINGWWT PIPE ROLLER 11478 11478 18
PROTECTORS

12:30 0.50 22 REMOVE TRIP NIPPLE & INSTALLROTATING HEAD 11478 11478 18
13:00 0.50 05 FILL PIPE AND ORIENTATE TOOLFACE 11478 11478 18
13:30 0.50 06 TlH Fl9779' T/ 10295', 25K TIGHT SPOT 11478 11478 18
14:00 0.50 03 WASH & REAM FI 10295' Tl 10353', 58', 116 FPH, 3/6K WOB, 35 RPM, 4K TORQ, 173 GPM 11478 11478 18
14:30 1.50 06 TIH FI 10353' T/ 11217' 11478 11478 18
16:00 2.00 03 WASH & REAM F/ 11217' T/ 11478', 261', 130 FPH, 4/8K WOB, 35 RPM, 5K TORQ, 173 11478 11478 18

GPM, WORK ON JUNK
18:00 12.00 02 ROTATE F/ 11478' T/ 11632', 154', 12.8 FPH, 8.5K WOB, 35 RPM, 7K TORQ, 205 GPM 11478 11632 18
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11631 5:00 14.30 14.30 51 22 11 5/9/11 3.8 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00| 1 1 989 | 2.80 3.63 274609 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 98 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis

Daily Summary
Activity Date : 5/29/2008 Days From Spud : 34 Current Depth : 11875 Ft 24 Hr. Footage Made : 243 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 ROTATE Fl 11632' T/ 11692', 60', 11 FPH, 11632 11692 18
11:30 0.50 07 SERVICE RIG 11692 11692 18
12:00 18.00 02 ROTATE F/ 11692' T/ 11875', 183', 10.1 FPH, 8/9K WOB, 35 RPM, 6/7 TORQ, 205 GPM, 11692 11875 18
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11863 5:00 14.30 14.30 53 22 12 9/9/13 3.8 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1011 2.80 3.63 274609 0 | 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 98 # 1 Frac Tank Vol. OBM 195 bbis WT8.8 PPG

# 2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/30/2008 Days From Spud : 35 Current Depth : 12100 Ft 24 Hr. Footage Made : 225 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 10.00 02 ROTATE F/ 11875' T/ 11979', 104', 10.4 FPH, 8/10K WOB, 35 RPM, 6K TORQ, 205 GPM 11875 11979 18
16:00 0.50 07 SERVICE RIG 11979 11979 18
16:30 12.50 02 ROTATE Fl 11979' T/ 12100', 121', 9.7 FPH, 8/10 WOB, 35 RPM, 6K TORQ,205 GPM 11979 12100 18

5:00 1.00 05 ClRC BlU TWICE RECIPROCATING PIPE WHILE WAITING ON 4.5" LlNER TO ARRIVE 12100 12100 18
LOCATION

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.30 14.30 52 21 10 9/9/11 3.2 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 | 2.80 3.63 274609 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 105 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis

Daily Summary
Activity Date : 5/31/2008 Days From Spud : 36 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 05 CIRC & COND MUD Fl PRODUCTION STRING, FC, SLUG PIPE 12100 12100 18

10:00 2.00 06 CHAIN OOH Fl 12100' T/ 9700' 12100 12100 18
12:00 1.00 22 REMOVE RH & INSTALL TN 12100 12100 18
13:00 6.50 06 CONT. CHAIN OOH & L/D BHA 12100 12100 NIH
19:30 2.50 22 R/U L/D BUCKET & TBG EQUIP, HELD PJSM W/ CREWS 12100 12100 18
22:00 2.50 12 P/U & RUN 3.5" & 4.5" PRODUCTION STRING 12100 12100 18

0:30 1.00 22 R/D BUCKET & TBG EQUIP 12100 12100 18
1:30 4.50 06 TlH WI PRODUCTION STRING RUNNING DP T/9689' 12100 12100 18

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.30 14.30 55 27 8 9/9/15 2.6 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 1010 2.80 3.63 279723 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 80 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 5/30/2008 Days From Spud : 35 Current Depth : 12100 Ft 24 Hr. Footage Made : 225 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 10.00 02 ROTATE F/ 11875' T/ 11979', 104', 10.4 FPH, 8/10K WOB, 35 RPM, 6K TORQ, 205 GPM 11875 11979 18
16:00 0.50 07 SERVICE RIG 11979 11979 18
16:30 12.50 02 ROTATE Fl 11979' T/ 12100', 121', 9.7 FPH, 8/10 WOB, 35 RPM, 6K TORQ,205 GPM 11979 12100 18

5:00 1.00 05 ClRC BlU TWICE RECIPROCATING PIPE WHILE WAITING ON 4.5" LlNER TO ARRIVE 12100 12100 18
LOCATION

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.30 14.30 52 21 10 9/9/11 3.2 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 | 2.80 3.63 274609 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 105 # 1 Frac Tank Vol. OBM 195 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 213 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 405 bbis

Daily Summary
Activity Date : 5/31/2008 Days From Spud : 36 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 05 CIRC & COND MUD Fl PRODUCTION STRING, FC, SLUG PIPE 12100 12100 18

10:00 2.00 06 CHAIN OOH Fl 12100' T/ 9700' 12100 12100 18
12:00 1.00 22 REMOVE RH & INSTALL TN 12100 12100 18
13:00 6.50 06 CONT. CHAIN OOH & L/D BHA 12100 12100 NIH
19:30 2.50 22 R/U L/D BUCKET & TBG EQUIP, HELD PJSM W/ CREWS 12100 12100 18
22:00 2.50 12 P/U & RUN 3.5" & 4.5" PRODUCTION STRING 12100 12100 18

0:30 1.00 22 R/D BUCKET & TBG EQUIP 12100 12100 18
1:30 4.50 06 TlH WI PRODUCTION STRING RUNNING DP T/9689' 12100 12100 18

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.30 14.30 55 27 8 9/9/15 2.6 2.00 25.9% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 1010 2.80 3.63 279723 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 80 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis

Page 32 of 87 Powered by Production Access



Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: | District: Northern

Daily Summary
Activity Date : 6/1/2008 Days From Spud : 37 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 REMOVE TRIP NIPPLE & INSTALLROTATING HEAD 12100 12100 NIH
7:00 0.50 07 SERVICE RIG 12100 12100 NIH
7:30 9.00 05 CIRC & COND MUD WHILE WAITING ON HALIBURTONCMT TRUCKS 12100 12100 NIH

16:30 1.00 06 TlH F/ 9740' T/ 12081' NO DRAG 12100 12100 NIH
17:30 0.50 06 P/U SNGL TlH Fl 12081' TI 12112', P/U T/ 12110' 12100 12100 NIH
18:00 2.50 05 CIRC & COND MUD WHILE RIU HAL'B CMT EQUIP. 216 GPM, 500 PSI 12100 12100 NIH
20:30 0.50 22 P/U CMT HEAD & R/U CHICKSANS 12100 12100 NIH
21:00 0.50 22 HELD PJSM WI DHS, DELTA, BAKER, HAL'B, DISCUSSING JOB OPERATIONS & 12100 12100 NIH

HAZARDS
21:30 2.50 22 ATTEMPT T/ TEST LINES T/ 4K, CMT PUMP UNIT LEAKING, VALVE& LO-TORQ, TEST 12100 12100 NIH

LINES T/ 4K OK
0:00 1.00 23 DROP BALL& ClRC SAME T/ SEAT, SET HANGER W/ 1500 PSI & CONFIRM SET Wl 50K, 12100 12100 NIH

INFLATE ECP W/ 1000 PSI, RELEASE RUNNING TOOL W/ 15 TURNS & P/U 3' TO
CONFIRM & SET 30K DOWN TO MAINPACKOFF, OPEN PAC VALVEW/ 3400 PSI

1:00 2.00 12 MIX& PUMP CMT IN PLACE @0211 HRS WI FULL RETURNS: 25 BBLS 15.PPG TUNED 12100 12100 NIH
bPACER, 28.9 GALIBBL FRESH WATER, 0.7 GAL/BBL MUSOL, 0.5 GALIBBLSEM-7, 349
LBM/BBLBARITE, 43 LBM/BBLSALT, 0.5 LBM/BBLD-AIR 3000, ELASTICEM 140 SX 15.3
PPG @2.2 BPM, 300 PSI, .04%

HALAD-413, HALAD-344, 10% SALT, 1% D-AIR 3000, 0.3%
HR-5, 0.2% SUPER CBL, 6% CHEM-WELLLIFE 665, 4.919 GAL FRESH WATER,
DISPLACE W/ 112 BBL 14.3 PPG @4 BPM

3:00 1.00 23 SET HOLD DOWN SLIPS & P/U 15' R/U & REVERSE OUT 43 BBLS CONTAMINATE MUD 12100 12100 NIH
@216 GPM & 1200 PSI, TOTAL STKS 2976

4:00 0.50 23 R/D CHICKSANS, L/D CMT HEAD & SNGL 12100 12100 NIH

4:30 0.50 05 C\RC & COND MUD WHILE BUILDING SLUG 12100 12100 NIH
5:00 1.00 06 TOOH 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.50 14.40 55 24 10 9/9/13 2.6 2.00 28.2% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 2.60 3.37 278790 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: | District: Northern

Daily Summary
Activity Date : 6/1/2008 Days From Spud : 37 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 REMOVE TRIP NIPPLE & INSTALLROTATING HEAD 12100 12100 NIH
7:00 0.50 07 SERVICE RIG 12100 12100 NIH
7:30 9.00 05 CIRC & COND MUD WHILE WAITING ON HALIBURTONCMT TRUCKS 12100 12100 NIH

16:30 1.00 06 TlH F/ 9740' T/ 12081' NO DRAG 12100 12100 NIH
17:30 0.50 06 P/U SNGL TlH Fl 12081' TI 12112', P/U T/ 12110' 12100 12100 NIH
18:00 2.50 05 CIRC & COND MUD WHILE RIU HAL'B CMT EQUIP. 216 GPM, 500 PSI 12100 12100 NIH
20:30 0.50 22 P/U CMT HEAD & R/U CHICKSANS 12100 12100 NIH
21:00 0.50 22 HELD PJSM WI DHS, DELTA, BAKER, HAL'B, DISCUSSING JOB OPERATIONS & 12100 12100 NIH

HAZARDS
21:30 2.50 22 ATTEMPT T/ TEST LINES T/ 4K, CMT PUMP UNIT LEAKING, VALVE& LO-TORQ, TEST 12100 12100 NIH

LINES T/ 4K OK
0:00 1.00 23 DROP BALL& ClRC SAME T/ SEAT, SET HANGER W/ 1500 PSI & CONFIRM SET Wl 50K, 12100 12100 NIH

INFLATE ECP W/ 1000 PSI, RELEASE RUNNING TOOL W/ 15 TURNS & P/U 3' TO
CONFIRM & SET 30K DOWN TO MAINPACKOFF, OPEN PAC VALVEW/ 3400 PSI

1:00 2.00 12 MIX& PUMP CMT IN PLACE @0211 HRS WI FULL RETURNS: 25 BBLS 15.PPG TUNED 12100 12100 NIH
bPACER, 28.9 GALIBBL FRESH WATER, 0.7 GAL/BBL MUSOL, 0.5 GALIBBLSEM-7, 349
LBM/BBLBARITE, 43 LBM/BBLSALT, 0.5 LBM/BBLD-AIR 3000, ELASTICEM 140 SX 15.3
PPG @2.2 BPM, 300 PSI, .04%

HALAD-413, HALAD-344, 10% SALT, 1% D-AIR 3000, 0.3%
HR-5, 0.2% SUPER CBL, 6% CHEM-WELLLIFE 665, 4.919 GAL FRESH WATER,
DISPLACE W/ 112 BBL 14.3 PPG @4 BPM

3:00 1.00 23 SET HOLD DOWN SLIPS & P/U 15' R/U & REVERSE OUT 43 BBLS CONTAMINATE MUD 12100 12100 NIH
@216 GPM & 1200 PSI, TOTAL STKS 2976

4:00 0.50 23 R/D CHICKSANS, L/D CMT HEAD & SNGL 12100 12100 NIH

4:30 0.50 05 C\RC & COND MUD WHILE BUILDING SLUG 12100 12100 NIH
5:00 1.00 06 TOOH 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.50 14.40 55 24 10 9/9/13 2.6 2.00 28.2% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 2.60 3.37 278790 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/2/2008 Days From Spud : 38 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 TOOH W/ LINER SETTING TOOL Fl 9531.52' 12100 12100 NIH
10:00 1.00 22 BIO SETTING TOOL & L/D SAME 12100 12100 NIH
11:00 0.50 07 SERVICE RIG 12100 12100 NIH
11:30 0.50 22 CLEAN & ORGANIZE RIG FLOOR 12100 12100 NIH
12:00 0.50 06 M/U BIT #8RR Wl7 5/8" SCRAPPER 12100 12100 NIH
12:30 0.50 06 TlH Tl 1201' 12100 12100 N\H
13:00 2.00 23 DWKS BRAKE WATER COOLING TANK WATER BELOW SUCTION, WAIT ON WATER 12100 12100 NIH
15:00 4.00 06 TlH T/ 9465', TAG CMT 12100 12100 NIH
19:00 1.00 03 WASH & REAM CMT Fl 9465' T/ 9531.52' TOL, 67', 3/4K WOB, 60 RPM, 8/12K TORQ, 205 12100 12100 NIH

GPM
20:00 1.00 05 CIRC & COND MUD WHILE BUILDINGSLUG, FC, SLUG PIPE 12100 12100 NIH
21:00 5.50 06 TOOH & B/O BIT & SCRAPPER 12100 12100 NIH

2:30 2.50 22 UNLOAD 2 7/8" SHDP & HANDLINGEQUIP, SLM SAME 12100 12100 NIH
5:00 1.00 06 M/U 3 3/4" MILL,MTR & P/U 2 7/8" SHDP RIH T/ 315' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.50 | 14.40 | 55 | 24 10 9/9/13 | | 2.6 | 2.00 | 28.2% 17.0% | 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 910 2.60 3.37 278790 0 0.00 76/24 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/2/2008 Days From Spud : 38 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 TOOH W/ LINER SETTING TOOL Fl 9531.52' 12100 12100 NIH
10:00 1.00 22 BIO SETTING TOOL & L/D SAME 12100 12100 NIH
11:00 0.50 07 SERVICE RIG 12100 12100 NIH
11:30 0.50 22 CLEAN & ORGANIZE RIG FLOOR 12100 12100 NIH
12:00 0.50 06 M/U BIT #8RR Wl7 5/8" SCRAPPER 12100 12100 NIH
12:30 0.50 06 TlH Tl 1201' 12100 12100 N\H
13:00 2.00 23 DWKS BRAKE WATER COOLING TANK WATER BELOW SUCTION, WAIT ON WATER 12100 12100 NIH
15:00 4.00 06 TlH T/ 9465', TAG CMT 12100 12100 NIH
19:00 1.00 03 WASH & REAM CMT Fl 9465' T/ 9531.52' TOL, 67', 3/4K WOB, 60 RPM, 8/12K TORQ, 205 12100 12100 NIH

GPM
20:00 1.00 05 CIRC & COND MUD WHILE BUILDINGSLUG, FC, SLUG PIPE 12100 12100 NIH
21:00 5.50 06 TOOH & B/O BIT & SCRAPPER 12100 12100 NIH

2:30 2.50 22 UNLOAD 2 7/8" SHDP & HANDLINGEQUIP, SLM SAME 12100 12100 NIH
5:00 1.00 06 M/U 3 3/4" MILL,MTR & P/U 2 7/8" SHDP RIH T/ 315' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.50 | 14.40 | 55 | 24 10 9/9/13 | | 2.6 | 2.00 | 28.2% 17.0% | 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 910 2.60 3.37 278790 0 0.00 76/24 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 6/3/2008 Days From Spud : 39 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 06 CONTINUE P/U 2 7/8" SHDP TIH T/ 1038' 12100 12100 NIH
9:00 0.50 07 SERVICE RIG 12100 12100 NIH
9:30 5.00 06 TlH FI 1038' TI 9531.52', TAG TOL 12100 12100 NIH

14:30 1.00 03 FILL PIPE &WORK MILLINSIDE LINER 12100 12100 NIH
15:30 0.50 06 TlH F/ 9570' T/ 10493.71' 12100 12100 NIH
16:00 0.50 03 FILL PIPE & WASH & REAM CMT F/ 10493.71' T/ 10495.71', 2', 4 FPH, 110 GPM, 2240 PSI 12100 12100 NIH
16:30 11.50 03 MILLPAC VALVE F/ 10495.71' T/ 10497', 1.29', 2/25K WOB, 12100 12100 NIH
4:00 1.00 05 CIRC & COND MUD WHILE BUILDINGSLUG, FC, SLUG PIPE 12100 12100 NIH
5:00 1.00 06 TOOH Fl 10497' T/ 8944' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.40 14.20 58 31 10 6/12/12 2.6 2.00 28.2% 19.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 2.60 3.37 278790 0 0.00 74/26

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 6/3/2008 Days From Spud : 39 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 06 CONTINUE P/U 2 7/8" SHDP TIH T/ 1038' 12100 12100 NIH
9:00 0.50 07 SERVICE RIG 12100 12100 NIH
9:30 5.00 06 TlH FI 1038' TI 9531.52', TAG TOL 12100 12100 NIH

14:30 1.00 03 FILL PIPE &WORK MILLINSIDE LINER 12100 12100 NIH
15:30 0.50 06 TlH F/ 9570' T/ 10493.71' 12100 12100 NIH
16:00 0.50 03 FILL PIPE & WASH & REAM CMT F/ 10493.71' T/ 10495.71', 2', 4 FPH, 110 GPM, 2240 PSI 12100 12100 NIH
16:30 11.50 03 MILLPAC VALVE F/ 10495.71' T/ 10497', 1.29', 2/25K WOB, 12100 12100 NIH
4:00 1.00 05 CIRC & COND MUD WHILE BUILDINGSLUG, FC, SLUG PIPE 12100 12100 NIH
5:00 1.00 06 TOOH Fl 10497' T/ 8944' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.40 14.20 58 31 10 6/12/12 2.6 2.00 28.2% 19.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 910 2.60 3.37 278790 0 0.00 74/26

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 289 bbis
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/4/2008 Days From Spud : 40 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 TOOH F/8944' T/ 6625', PIPE COMING WET 12100 12100 NIH
8:30 0.50 05 CIRC & COND MUD WHILE BUILDINGSLUG, SLUG PIPE 12100 12100 NIH
9:00 3.00 06 TOOH F/ 6625' T/ MILL 12100 12100 NIH

12:00 1.00 22 BIO MILL#1 & M/U MILL#2 12100 12100 NIH
13:00 5.50 06 TlH T/ 9380' 12100 12100 NIH
18:30 1.50 09 CUT 106' DRILL LINE 12100 12100 NIH
20:00 1.00 08 REPLACE BROKEN COMPOUND CHAIN TO DWKS 12100 12100 NIH
21:00 1.00 09 SLIP ON 106' DRILL LINE 12100 12100 N\H
22:00 1.50 06 TlH Fl9380' TI 10461', TAG UNKNOW RESTRICTION, MILLTHROUGH SAME 12100 12100 NIH
23:30 1.00 03 MILLPAC VALVE Fl 10497' T/ 10499.80', 2.8', 2.8 FPH, 3K WOB, 19 RPM, 2/4K TORQ, 101 12100 12100 NIH

GPM, PUMP 20 BBL PILL AS NEEDED DIESEL/BEADS
0:30 1.00 03 WASH & REAM F/ 10499.80' T/10518.55', MILLBALLSEAT F/ 10518.55' T/ 10519.64', 12100 12100 NIH

WASH & REAM FI 10519.64' TI 10525.73', 4.5X3.5 XO
1:30 0.50 05 ATTEMPT T/ CIRC B/U WHEN BULLDOG BEADS LOCKED UP MTR 12100 12100 NIH
2:00 4.00 06 TOOH F/ 10525.73' TI 3918' WET 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.20 14.20 52 29 11 7/11/13 2.6 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 819 2.60 3.36 282332 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/4/2008 Days From Spud : 40 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 TOOH F/8944' T/ 6625', PIPE COMING WET 12100 12100 NIH
8:30 0.50 05 CIRC & COND MUD WHILE BUILDINGSLUG, SLUG PIPE 12100 12100 NIH
9:00 3.00 06 TOOH F/ 6625' T/ MILL 12100 12100 NIH

12:00 1.00 22 BIO MILL#1 & M/U MILL#2 12100 12100 NIH
13:00 5.50 06 TlH T/ 9380' 12100 12100 NIH
18:30 1.50 09 CUT 106' DRILL LINE 12100 12100 NIH
20:00 1.00 08 REPLACE BROKEN COMPOUND CHAIN TO DWKS 12100 12100 NIH
21:00 1.00 09 SLIP ON 106' DRILL LINE 12100 12100 N\H
22:00 1.50 06 TlH Fl9380' TI 10461', TAG UNKNOW RESTRICTION, MILLTHROUGH SAME 12100 12100 NIH
23:30 1.00 03 MILLPAC VALVE Fl 10497' T/ 10499.80', 2.8', 2.8 FPH, 3K WOB, 19 RPM, 2/4K TORQ, 101 12100 12100 NIH

GPM, PUMP 20 BBL PILL AS NEEDED DIESEL/BEADS
0:30 1.00 03 WASH & REAM F/ 10499.80' T/10518.55', MILLBALLSEAT F/ 10518.55' T/ 10519.64', 12100 12100 NIH

WASH & REAM FI 10519.64' TI 10525.73', 4.5X3.5 XO
1:30 0.50 05 ATTEMPT T/ CIRC B/U WHEN BULLDOG BEADS LOCKED UP MTR 12100 12100 NIH
2:00 4.00 06 TOOH F/ 10525.73' TI 3918' WET 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.20 14.20 52 29 11 7/11/13 2.6 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 819 2.60 3.36 282332 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis

Page 36 of 87 Powered by Production Access



Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/5/2008 Days From Spud : 41 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 CONT. TOOH FI 4300' T/ 1037' 12100 12100 NIH
8:00 5.00 06 L/D 2 7/8" SHDP & B/O MILL#2 12100 12100 NIH

13:00 0.50 07 SERVICE RIG 12100 12100 NIH
13:30 1.00 22 M/U TANDUMLAP POLISHING MILL 12100 12100 NIH
14:30 4.00 06 TlH T/9531.52' TOL 12100 12100 NIH
18:30 0.50 03 POLISH OFF LAP @ 9531.52' 12100 12100 NIH
19:00 1.00 05 CIRC B/U WHILE BUILDING SLUG, FC, SLUG PIPE 12100 12100 NIH
20:00 4.50 06 TOOH W/ POLISHING MILL#3 12100 12100 NIH

0:30 0.50 22 B/O & L/D POLISING MILL#3 & M/U SEAL ASSY 12100 12100 NIH
1:00 4.00 06 TIH W/ SEAL ASSY TI9531.52' 12100 12100 NIH
5:00 0.50 22 STING INTO LAP W/ SA @9531.52' SLIDE SA T/ 9542', TEST SA T/ 500 PSI GOOD TEST, 12100 12100 NIH

UN-STING SA & PULL SAME T/ 9522'
5:30 0.50 05 CIRC &COND MUD @9522', 108 GPM, 240 PSI, WAITING ON CT UNIT & BAKER MTR T/ 12100 12100 NIH

ARRIVE LOCATION
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.20 14.20 | 52 | 29 | 11 | 7/11/13 2.6 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 819 2.60 3.36 282332 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/5/2008 Days From Spud : 41 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 CONT. TOOH FI 4300' T/ 1037' 12100 12100 NIH
8:00 5.00 06 L/D 2 7/8" SHDP & B/O MILL#2 12100 12100 NIH

13:00 0.50 07 SERVICE RIG 12100 12100 NIH
13:30 1.00 22 M/U TANDUMLAP POLISHING MILL 12100 12100 NIH
14:30 4.00 06 TlH T/9531.52' TOL 12100 12100 NIH
18:30 0.50 03 POLISH OFF LAP @ 9531.52' 12100 12100 NIH
19:00 1.00 05 CIRC B/U WHILE BUILDING SLUG, FC, SLUG PIPE 12100 12100 NIH
20:00 4.50 06 TOOH W/ POLISHING MILL#3 12100 12100 NIH

0:30 0.50 22 B/O & L/D POLISING MILL#3 & M/U SEAL ASSY 12100 12100 NIH
1:00 4.00 06 TIH W/ SEAL ASSY TI9531.52' 12100 12100 NIH
5:00 0.50 22 STING INTO LAP W/ SA @9531.52' SLIDE SA T/ 9542', TEST SA T/ 500 PSI GOOD TEST, 12100 12100 NIH

UN-STING SA & PULL SAME T/ 9522'
5:30 0.50 05 CIRC &COND MUD @9522', 108 GPM, 240 PSI, WAITING ON CT UNIT & BAKER MTR T/ 12100 12100 NIH

ARRIVE LOCATION
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 14.20 14.20 | 52 | 29 | 11 | 7/11/13 2.6 2.00 26.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 819 2.60 3.36 282332 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 100 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/6/2008 Days From Spud : 42 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 1.50 22 CTS ARRIVED LOCATION, SPOT & R/U GROUND EQUIPMENT 12100 12100 NIH
8:00 0.50 22 HELD PJSM W/ DHS, DELTA, CTS, HAL'B, FESCO 12100 12100 NIH
8:30 1.00 22 L/D 2 JTS DP FOR SPACE OUT, MlU XO, FOSV, XO FLANGE 12100 12100 NIH
9:30 2.00 22 AJUST TDS TRACK TO FIT CTS INJECTOR ON STUMP 12100 12100 NIH

11:30 1.50 22 R/U CTS BOP, INJECTOR 12100 12100 NIH
13:00 1.00 22 R/U FESCO CHICKSANS 12100 12100 NIH
14:00 0.50 22 R/U DHS RETURN LINE Fl CTS BOP THROUGH C & K MANIFOLD 12100 12100 NIH
14:30 0.50 22 HELD GENERAL PJSM W/ ALL LOCATION PERSONNEL PRIOR TO STARTING TESTING 12100 12100 NIH

UPERATIONS
15:00 1.00 22 TEST CTS BOP TI FESCO MANIFOLDTI5000 PSI TEST GOOD 12100 12100 NIH
16:00 7.50 22 TlH W/ CT JETTING N2 @500 CFM T/ 3000', STOP & BLOW DRY MONITORING 12100 12100 NIH

RETURNS @SHAKERS, CONTINUE TlH JETTING N2 T/ 6000', STOP & BLOW DRY
MONITORING RETURNS @SHAKERS, CONTINUE TlH JETTING N2 TI 9000', STOP &
BLOW DRY MONITORING RETURNS @SHAKERS, CONTINUE TIH JETTING N2 T/ 10573'
TAG RESISTANCE, BLOW DRY & CHANGE JETTING RATE 500/2000 CFM ATTEMPTING
TI PASS RESISTANCE W/ NO SUCCESS, TOOH WI CT

23:3 1.50 22 ADD 12' OF LUBRIATOR BETWEEN BOP & INJECTOR 12100 12100 NIH
1:0 2.50 22 WAIT ON WEATHERFORD MTR & MILL 12100 12100 NIH
3:3 2.50 22 M/U WEATHERFORD 2.350" MILLINGASSY & STAB BOP ONTO STUMP, PRESSURE 12100 12100 NIH

TESTING SAME
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 21 9 3/9/9 2.6 2.00 23.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 728 2.80 3.63 271708 | 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 89 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/6/2008 Days From Spud : 42 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 1.50 22 CTS ARRIVED LOCATION, SPOT & R/U GROUND EQUIPMENT 12100 12100 NIH
8:00 0.50 22 HELD PJSM W/ DHS, DELTA, CTS, HAL'B, FESCO 12100 12100 NIH
8:30 1.00 22 L/D 2 JTS DP FOR SPACE OUT, MlU XO, FOSV, XO FLANGE 12100 12100 NIH
9:30 2.00 22 AJUST TDS TRACK TO FIT CTS INJECTOR ON STUMP 12100 12100 NIH

11:30 1.50 22 R/U CTS BOP, INJECTOR 12100 12100 NIH
13:00 1.00 22 R/U FESCO CHICKSANS 12100 12100 NIH
14:00 0.50 22 R/U DHS RETURN LINE Fl CTS BOP THROUGH C & K MANIFOLD 12100 12100 NIH
14:30 0.50 22 HELD GENERAL PJSM W/ ALL LOCATION PERSONNEL PRIOR TO STARTING TESTING 12100 12100 NIH

UPERATIONS
15:00 1.00 22 TEST CTS BOP TI FESCO MANIFOLDTI5000 PSI TEST GOOD 12100 12100 NIH
16:00 7.50 22 TlH W/ CT JETTING N2 @500 CFM T/ 3000', STOP & BLOW DRY MONITORING 12100 12100 NIH

RETURNS @SHAKERS, CONTINUE TlH JETTING N2 T/ 6000', STOP & BLOW DRY
MONITORING RETURNS @SHAKERS, CONTINUE TlH JETTING N2 TI 9000', STOP &
BLOW DRY MONITORING RETURNS @SHAKERS, CONTINUE TIH JETTING N2 T/ 10573'
TAG RESISTANCE, BLOW DRY & CHANGE JETTING RATE 500/2000 CFM ATTEMPTING
TI PASS RESISTANCE W/ NO SUCCESS, TOOH WI CT

23:3 1.50 22 ADD 12' OF LUBRIATOR BETWEEN BOP & INJECTOR 12100 12100 NIH
1:0 2.50 22 WAIT ON WEATHERFORD MTR & MILL 12100 12100 NIH
3:3 2.50 22 M/U WEATHERFORD 2.350" MILLINGASSY & STAB BOP ONTO STUMP, PRESSURE 12100 12100 NIH

TESTING SAME
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 21 9 3/9/9 2.6 2.00 23.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 728 2.80 3.63 271708 | 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 89 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/7/2008 Days From Spud : 43 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 5.00 22 REMOVE INJECTOR & BOP, ADD RISER FOR MILLINGASSY & M/U WEATHERFORD 12100 12100 NIH

2.350" MILL,MTR, JAR ASSY & INSTALLBOP W/ INJECTOR BACK ON STUMP & PASS
OF CT BRIDLE LINE T/ BLOCK, WHILE WAITING ON CLEAN DIESEL FOR CTS
DISLACEMENT

11:30 0.50 22 HELD PJSM WI ALL PERSONNEL ON LOCATION DISCRIBING OPERATIONS, HAZARDS 12100 12100 NIH
UF OPERATIONS

12:00 6.50 22 TlH W/ MILLINGASSY ON CT UNDER 5000 PSI, TAG RESISTANCE @ 10560' CT MD, 12100 12100 NIH
MILLW/ DIESEL T/ 10567', CONTINUE TIH T/ 12128' CT MD PUMPING DIESEL @ 10
GPM, 5000 PSI & TAKING RETURNS T/ FRAC TANK

18:30 3.00 22 TOOH W/ CT W/ 5000 PSI 12100 12100 NIH
21:30 0.50 22 PULL CT ABOVE BLIND RAMS & CLOSE SAME 12100 12100 NIH
22:00 8.00 22 FLOW BACK N2 T/ FRAC TANK & FESCO MONITORING WELL FOR FLOW 12100 12100 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 | 5:00 13.90 13.90 52 21 | 9 | 3/9/9 | | 2.6 | | 2.00 | 23.1% | 16.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 728 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 89 | | # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
#3 Frac Tank Vol. Diesel 192 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/7/2008 Days From Spud : 43 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 5.00 22 REMOVE INJECTOR & BOP, ADD RISER FOR MILLINGASSY & M/U WEATHERFORD 12100 12100 NIH

2.350" MILL,MTR, JAR ASSY & INSTALLBOP W/ INJECTOR BACK ON STUMP & PASS
OF CT BRIDLE LINE T/ BLOCK, WHILE WAITING ON CLEAN DIESEL FOR CTS
DISLACEMENT

11:30 0.50 22 HELD PJSM WI ALL PERSONNEL ON LOCATION DISCRIBING OPERATIONS, HAZARDS 12100 12100 NIH
UF OPERATIONS

12:00 6.50 22 TlH W/ MILLINGASSY ON CT UNDER 5000 PSI, TAG RESISTANCE @ 10560' CT MD, 12100 12100 NIH
MILLW/ DIESEL T/ 10567', CONTINUE TIH T/ 12128' CT MD PUMPING DIESEL @ 10
GPM, 5000 PSI & TAKING RETURNS T/ FRAC TANK

18:30 3.00 22 TOOH W/ CT W/ 5000 PSI 12100 12100 NIH
21:30 0.50 22 PULL CT ABOVE BLIND RAMS & CLOSE SAME 12100 12100 NIH
22:00 8.00 22 FLOW BACK N2 T/ FRAC TANK & FESCO MONITORING WELL FOR FLOW 12100 12100 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 | 5:00 13.90 13.90 52 21 | 9 | 3/9/9 | | 2.6 | | 2.00 | 23.1% | 16.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 728 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 89 | | # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbls WT 8.8 PPG
#3 Frac Tank Vol. Diesel 192 bbls
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/8/2008 Days From Spud : 44 Current Depth : 12100 Ft • 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 22 MONITOR WELL FOR FLOW 12100 12100 NIH
10:00 0.50 22 DISCONNECT INJECTOR F/ BOP, CIO MILLWl1.750 JET NOZZLE, RIU INJECTOR TO 12100 12100 NIH

bOP
10:30 0.50 22 HELD PJSM W/ ALL PERSONNEL ON LOCATION 12100 12100 NIH
11:00 1.00 22 PRESSURE TEST BOP, INJECTOR, MANIFOLDTI5K, GOOD TEST 12100 12100 NIH
12:00 5.00 22 TlH WI CT JETTING N2, DIESEL @ 2000 CFM F/ 11000' T/ 12128', TOOH T/ 11000' 12100 12100 NIH

JETTING N2
17:00 2.00 22 JETTING N2 W, SMALL AMOUNT DIESEL IN RETURNS 12100 12100 NIH
19:00 2.50 22 SHUT OFF N2, POOH W/ CT 12100 12100 NIH
21:30 2.50 22 RID CST EQUIPMENT 12100 12100 NIH

0:00 2.00 22 ALIGN TDS GUIDE RAIL AFTER CT OPERATION 12100 12100 NIH
2:00 1.00 22 ATTEMPT T/ PULL SEAL ASSY FROM LINER W/ 70K OVERPULL, FILL LINER W/ 82 BBLS 12100 12100 NIH

14.0 PPG, PULL SEAL ASSY FREE Wl 65K OVERPULL, P/U ABOVE TOL @9525',
ANNULUS FALLING

3:00 1.00 05 FILL HOLE W/ 59 BBLS 14.0 PPG, FC, SLUG PIPE 12100 12100 NIH
4:00 2.00 06 TOOH SERVICE BREAK TOOL JOINT & SLM T/ 8534' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 21 9 3/9/9 2.6 2.00 23.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 1 1 728 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.9 89 #1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis

Daily Summary
Activity Date : 6/9/2008 Days From Spud : 45 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 13.50 06 TOOH F/9531', SERVICE BREAK TOOL JOINTS, SLM, L/D SEAL ASSY 12100 12100 NIH

20:00 10.00 22 C/O TESCO TDS POWER PACK, HYDRAULIC IBOP VALVE 12100 12100 NIH
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100| 5:00 13.90 13.90 52 | 17 8 | 3/9/9 2.6 2.00 24.1% 16.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 | 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 79 | # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/8/2008 Days From Spud : 44 Current Depth : 12100 Ft • 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 22 MONITOR WELL FOR FLOW 12100 12100 NIH
10:00 0.50 22 DISCONNECT INJECTOR F/ BOP, CIO MILLWl1.750 JET NOZZLE, RIU INJECTOR TO 12100 12100 NIH

bOP
10:30 0.50 22 HELD PJSM W/ ALL PERSONNEL ON LOCATION 12100 12100 NIH
11:00 1.00 22 PRESSURE TEST BOP, INJECTOR, MANIFOLDTI5K, GOOD TEST 12100 12100 NIH
12:00 5.00 22 TlH WI CT JETTING N2, DIESEL @ 2000 CFM F/ 11000' T/ 12128', TOOH T/ 11000' 12100 12100 NIH

JETTING N2
17:00 2.00 22 JETTING N2 W, SMALL AMOUNT DIESEL IN RETURNS 12100 12100 NIH
19:00 2.50 22 SHUT OFF N2, POOH W/ CT 12100 12100 NIH
21:30 2.50 22 RID CST EQUIPMENT 12100 12100 NIH

0:00 2.00 22 ALIGN TDS GUIDE RAIL AFTER CT OPERATION 12100 12100 NIH
2:00 1.00 22 ATTEMPT T/ PULL SEAL ASSY FROM LINER W/ 70K OVERPULL, FILL LINER W/ 82 BBLS 12100 12100 NIH

14.0 PPG, PULL SEAL ASSY FREE Wl 65K OVERPULL, P/U ABOVE TOL @9525',
ANNULUS FALLING

3:00 1.00 05 FILL HOLE W/ 59 BBLS 14.0 PPG, FC, SLUG PIPE 12100 12100 NIH
4:00 2.00 06 TOOH SERVICE BREAK TOOL JOINT & SLM T/ 8534' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 21 9 3/9/9 2.6 2.00 23.1% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 1 1 728 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.9 89 #1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 309 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 192 bbis

Daily Summary
Activity Date : 6/9/2008 Days From Spud : 45 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "Cane Creek" clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 07 SERVICE RIG 12100 12100 NIH
6:30 13.50 06 TOOH F/9531', SERVICE BREAK TOOL JOINTS, SLM, L/D SEAL ASSY 12100 12100 NIH

20:00 10.00 22 C/O TESCO TDS POWER PACK, HYDRAULIC IBOP VALVE 12100 12100 NIH
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100| 5:00 13.90 13.90 52 | 17 8 | 3/9/9 2.6 2.00 24.1% 16.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 | 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 13.9 79 | # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/10/2008 Days From Spud : 46 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 22 CONTINUE C/O LEAKING HYDRAULIC IBOP VALVEON TDS &ALIGN TDS GUIDE RAIL 12100 12100 NIH
OVER STUMP AFTER CT OPERATION

10:00 0.50 22 RIU BAKER ATLAS WL 12100 12100 NIH
10:30 2.50 22 TIH W/ 6.324" GR/JB T/ 9488' WL, TAGGED RESISTANCE, START TOOH, WL STUCK @ 12100 12100 NIH

9047', WORK FREE, TOOH W/ WL & L/D GR/JB
13:00 3.50 22 MlU ClBP #1, TlH & SET SAME @9431', WL TOOH 12100 12100 NIH
16:30 2.50 22 M/U DUMP BAILER W/ 4 SXS CMT, TlH WI SAME & SPOT CMT ON TOP OF CIBP #1 & 12100 12100 NIH

IUOH W/ DUMP BAILER & L/D SAME
19:00 2.50 22 WAIT ON CMT 12100 12100 NIH
21:30 1.50 22 LOAD DUMP BAILER W/ 4 SXS CMT & TlH WI SAME ON WL & DUMP CMT, TOP OF CMT 12100 12100 NIH

@9397', TOOH W/ WL & L/D DUMP BAILER
23:00 2.50 22 M/U CIBP #2, TIH WI SAME ON WL, SET CIBP #2 @8771' WL, TOOH & R/D BAKER ATLAS 12100 12100 NIH

1:30 1.50 23 M/U 6.5" MILLBHA 12100 12100 NIH
3:00 3.00 06 TlH TI CONFIRM CIBP DEPTH T/ 5966' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100| 5:00 13.90 13.90 | 52 | 17 | 8 | 3/9/9 2.6 | | 2.00 | 24.1% | 16.0% | 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.9 79 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/10/2008 Days From Spud : 46 Current Depth : 12100 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 22 CONTINUE C/O LEAKING HYDRAULIC IBOP VALVEON TDS &ALIGN TDS GUIDE RAIL 12100 12100 NIH
OVER STUMP AFTER CT OPERATION

10:00 0.50 22 RIU BAKER ATLAS WL 12100 12100 NIH
10:30 2.50 22 TIH W/ 6.324" GR/JB T/ 9488' WL, TAGGED RESISTANCE, START TOOH, WL STUCK @ 12100 12100 NIH

9047', WORK FREE, TOOH W/ WL & L/D GR/JB
13:00 3.50 22 MlU ClBP #1, TlH & SET SAME @9431', WL TOOH 12100 12100 NIH
16:30 2.50 22 M/U DUMP BAILER W/ 4 SXS CMT, TlH WI SAME & SPOT CMT ON TOP OF CIBP #1 & 12100 12100 NIH

IUOH W/ DUMP BAILER & L/D SAME
19:00 2.50 22 WAIT ON CMT 12100 12100 NIH
21:30 1.50 22 LOAD DUMP BAILER W/ 4 SXS CMT & TlH WI SAME ON WL & DUMP CMT, TOP OF CMT 12100 12100 NIH

@9397', TOOH W/ WL & L/D DUMP BAILER
23:00 2.50 22 M/U CIBP #2, TIH WI SAME ON WL, SET CIBP #2 @8771' WL, TOOH & R/D BAKER ATLAS 12100 12100 NIH

1:30 1.50 23 M/U 6.5" MILLBHA 12100 12100 NIH
3:00 3.00 06 TlH TI CONFIRM CIBP DEPTH T/ 5966' 12100 12100 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100| 5:00 13.90 13.90 | 52 | 17 | 8 | 3/9/9 2.6 | | 2.00 | 24.1% | 16.0% | 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.9 79 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/11/2008 Days From Spud : 47 Current Depth : 8777 Ft 24 Hr. Footage Made : -3323 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 CONTINUE TlH W/ 6.5" MILL,TAG CIBP #2 @8774' DP MD. 8777 8777 NIH
7:00 4.50 06 TOOH & L/D MILL 8777 8777 NIH

11:30 10.00 06 M/U WHIPSTOCK BHA & TlH T/ 8760' 8777 8777 NIH
21:30 1.00 22 R/U BAKER ATLAS WL & MULTI-SHOT 8777 8777 NIH
22:30 4.50 22 TlH W/ WL RUNNING MULTI-SHOT CHECK SHOT EACH 1000', @4000' TOOL FAILED, 8777 8777 NIH

IUOH WL & TROUBLE SHOOT, REHEAD E-LINE ROPE SOCKET & C/O MULTISHOT, TlH
W/ WL CHECKING MULTISHOT EACH 1000', ORIENTATE WHIPSTOCK g 347 deg.

3:00 1.00 22 TAG CIBP #2 @8777' DP MD & 347 AZ, SHEAR WS ANCHOR Wl20K DOWN, REPEAT 3 8777 8777 NIH
l IMES, PULLED 40K

4:00 1.00 22 TOOH W/ WL & MULTISHOT, R/D SAME 8777 8777 NIH
5:00 1.00 23 CIRC & COND MUD T/ 14.3 ppg 8777 8777 NIH

0.00 8777 8777 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 20 8 3/9/9 2.6 2.00 24.1% 16.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O | 0.0 13.9 79 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/11/2008 Days From Spud : 47 Current Depth : 8777 Ft 24 Hr. Footage Made : -3323 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 CONTINUE TlH W/ 6.5" MILL,TAG CIBP #2 @8774' DP MD. 8777 8777 NIH
7:00 4.50 06 TOOH & L/D MILL 8777 8777 NIH

11:30 10.00 06 M/U WHIPSTOCK BHA & TlH T/ 8760' 8777 8777 NIH
21:30 1.00 22 R/U BAKER ATLAS WL & MULTI-SHOT 8777 8777 NIH
22:30 4.50 22 TlH W/ WL RUNNING MULTI-SHOT CHECK SHOT EACH 1000', @4000' TOOL FAILED, 8777 8777 NIH

IUOH WL & TROUBLE SHOOT, REHEAD E-LINE ROPE SOCKET & C/O MULTISHOT, TlH
W/ WL CHECKING MULTISHOT EACH 1000', ORIENTATE WHIPSTOCK g 347 deg.

3:00 1.00 22 TAG CIBP #2 @8777' DP MD & 347 AZ, SHEAR WS ANCHOR Wl20K DOWN, REPEAT 3 8777 8777 NIH
l IMES, PULLED 40K

4:00 1.00 22 TOOH W/ WL & MULTISHOT, R/D SAME 8777 8777 NIH
5:00 1.00 23 CIRC & COND MUD T/ 14.3 ppg 8777 8777 NIH

0.00 8777 8777 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12100 5:00 13.90 13.90 52 20 8 3/9/9 2.6 2.00 24.1% 16.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 709 2.80 3.63 271708 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
O | 0.0 13.9 79 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbls
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/12/2008 Days From Spud : 48 Current Depth : 8780 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.50 03 MILLWINDOW FI875T T/ 8770', 13', 1.1 FPH, 1/11K WOM, 70 RPM, 8K TORQ, 182 GPM, 8770 8770 NIH
MAXGAS 8216u

17:30 0.50 22 REAM WINDOW 8770 8770 NIH

18:00 2.00 02 DRILL6.5" RAT HOLE F/ 8770' TI 8780', 10', 5 FPH, 10K WOB, 70 RPM, 8K TORQ, 182 8770 8780 NIH
GPM, 1270 PSI, BG GAS 3200,

20:00 1.50 05 CIRC B/U, FC, SLUG PIPE, DROP MUD DOG 8780 8780 NIH

21:30 3.50 06 POOH F/ 8780' T 1630' 8780 8780 NIH

1:00 1.00 08 REPAIR DWKS CHAIN 8780 8780 NIH

2:00 1.50 06 POOH FI 1630' T/ BHA 8780 8780 NIH

3:30 1.00 22 C/O BHA STRING MILLTI WATERMELON MILL 8780 8780 NIH

4:30 0.50 06 RIH T/ 1000' 8780 8780 NIH
5:00 0.50 22 INSTALLTRIP NIPPLE 8780 8780 NIH

5:30 0.50 06 RIH T/ 1743' 8780 8780 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8778 5:00 14.30 14.30 53 33 12 3/12/13 2.8 2.00 25.0% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 733 2.70 3.50 273852 0 | 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 13.9 99 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbis
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/12/2008 Days From Spud : 48 Current Depth : 8780 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.50 03 MILLWINDOW FI875T T/ 8770', 13', 1.1 FPH, 1/11K WOM, 70 RPM, 8K TORQ, 182 GPM, 8770 8770 NIH
MAXGAS 8216u

17:30 0.50 22 REAM WINDOW 8770 8770 NIH

18:00 2.00 02 DRILL6.5" RAT HOLE F/ 8770' TI 8780', 10', 5 FPH, 10K WOB, 70 RPM, 8K TORQ, 182 8770 8780 NIH
GPM, 1270 PSI, BG GAS 3200,

20:00 1.50 05 CIRC B/U, FC, SLUG PIPE, DROP MUD DOG 8780 8780 NIH

21:30 3.50 06 POOH F/ 8780' T 1630' 8780 8780 NIH

1:00 1.00 08 REPAIR DWKS CHAIN 8780 8780 NIH

2:00 1.50 06 POOH FI 1630' T/ BHA 8780 8780 NIH

3:30 1.00 22 C/O BHA STRING MILLTI WATERMELON MILL 8780 8780 NIH

4:30 0.50 06 RIH T/ 1000' 8780 8780 NIH

5:00 0.50 22 INSTALLTRIP NIPPLE 8780 8780 NIH

5:30 0.50 06 RIH T/ 1743' 8780 8780 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8778 5:00 14.30 14.30 53 33 12 3/12/13 2.8 2.00 25.0% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00| 1 1 733 2.70 3.50 273852 0 | 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 13.9 99 # 1 Frac Tank Vol. OBM 85 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/13/2008 Days From Spud : 49 Current Depth : 8780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH W/ WATER MELON MILLFI 1741' T/ 8454' 8780 8780 NIH
8:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8780 8780 NIH
8:30 0.50 06 RIHF/8454'T/8780' 8780 8780 NIH
9:00 1.00 03 WASH & REAM THROUGH WINDOW CLEAN 7 TIMES 8780 8780 NIH

10:00 1.50 05 CIRC OUT GAS BELOW 1200u PRIOR TO POOH, GAS CUT 10.3 ppg, FC, SLUG PlPE & 8780 8780 NIH
UROP MUD DOG

11:30 3.50 06 POOH ON EVEN STDS F/ 8780', T/ WM MILL 8780 8780 NIH
15:00 1.00 22 L/D WM MILLASSY, P/U DIRECTIONAL BHA #1 & SURFACE TEST MTR 8780 8780 21
16:00 7.00 06 RIH T/ 8625' FILLING DP EACH 25 STDS 8780 8780 21
23:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8780 8780 21
23:30 0.50 05 FILL PIPE & CONDUCT KlCK DRILL 8780 8780 21

0:00 0.50 06 RIH TAG FILL@8777' 8780 8780 21
0:30 1.50 05 C1RC BlU WHILE R/U BAKER ATLAS WIRE LINE &MULTl SHOT, TRIP GAS 5145u W/ 5' 8780 8780 21

ELAIR, 100 SPM,1515 PSI
2:00 1.5 03 REAM F/ 8777' T/ 8780', 3', 2 FPH, 10/20 WOB, 216 GPM, 76 MTR RPM 8780 8780 21
3:30 2.5 10 WL RIH W/ MUILTISHOT, ATTEMPTING TO GET TOOL FACE 8780 8780 21

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 756 2.70 3.50 273852 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 89 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/13/2008 Days From Spud : 49 Current Depth : 8780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH W/ WATER MELON MILLFI 1741' T/ 8454' 8780 8780 NIH
8:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8780 8780 NIH
8:30 0.50 06 RIHF/8454'T/8780' 8780 8780 NIH
9:00 1.00 03 WASH & REAM THROUGH WINDOW CLEAN 7 TIMES 8780 8780 NIH

10:00 1.50 05 CIRC OUT GAS BELOW 1200u PRIOR TO POOH, GAS CUT 10.3 ppg, FC, SLUG PlPE & 8780 8780 NIH
UROP MUD DOG

11:30 3.50 06 POOH ON EVEN STDS F/ 8780', T/ WM MILL 8780 8780 NIH
15:00 1.00 22 L/D WM MILLASSY, P/U DIRECTIONAL BHA #1 & SURFACE TEST MTR 8780 8780 21
16:00 7.00 06 RIH T/ 8625' FILLING DP EACH 25 STDS 8780 8780 21
23:00 0.50 22 REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8780 8780 21
23:30 0.50 05 FILL PIPE & CONDUCT KlCK DRILL 8780 8780 21

0:00 0.50 06 RIH TAG FILL@8777' 8780 8780 21
0:30 1.50 05 C1RC BlU WHILE R/U BAKER ATLAS WIRE LINE &MULTl SHOT, TRIP GAS 5145u W/ 5' 8780 8780 21

ELAIR, 100 SPM,1515 PSI
2:00 1.5 03 REAM F/ 8777' T/ 8780', 3', 2 FPH, 10/20 WOB, 216 GPM, 76 MTR RPM 8780 8780 21
3:30 2.5 10 WL RIH W/ MUILTISHOT, ATTEMPTING TO GET TOOL FACE 8780 8780 21

Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 756 2.70 3.50 273852 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 89 # 1 Frac Tank Vol. OBM 85 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 463 bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 342 bbis
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/14/2008 Days From Spud : 50 Current Depth : 8819 Ft 24 Hr. Footage Made : 39 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 10 POOH W/ WL & MULTISHOT 8780 8780 21
7:30 1.50 02 ROTATE F/ 8780' T/ 8792', 12', 8 FPH, 6K WOB, 6K TORQ, 216 GPM 8780 8792 21
9:00 2.50 10 RIH W/ WL & MULTISHOT & SET TOOL FACE @354 deg; POOH W/ WL & MULTISHOT 8792 8792 21

11:30 0.50 02 SLIDE DRY F/ 8792' T/ 8794' FOUND FIRM FORMATION 8792 8794 21
12:00 13.00 02 SLIDE F/8794' Tl8816', 22', 1.69 FPH, 8K WOB, 216 GPM 8794 8816 21

1:00 3.50 10 RIH WI WL & MULT\ SHOT, SURVEY DEPTH 8816 8816 21
4:30 1.50 02 SLIDE F/ 8816' T/ 8819', 3', 2 FPH 8816 8819 21

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8817 5:00 14.30 14.30 52 32 12 9/12/13 2.8 2.00 27.1% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 929 2.70 3.50 273852 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
O | 0.0 14.3 89 #1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 252bb\s 10 ppg @ present

Daily Summary
Activity Date : 6/15/2008 Days From Spud : 51 Current Depth : 8834 Ft 24 Hr. Footage Made : 15 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 SLIDE F/8816' T/8824', 8', 2.6 FPH 8819 8824 21
9:00 2.00 10 SURVEY @8787', 1.5 deg; 79 deg. 8824 8824 21

11:00 0.50 07 SERVICE RIG 8824 8824 21
11:30 8.00 02 SLIDE FI 8824' T/ 8834', 10', 1.25 FPH, 8824 8834 21
19:30 2.50 10 SURVEY @8797', 1.6 deg; 105 deg. R/D BAKER ATLAS 8834 8834 21
22:00 1.50 05 CIRC B/U, MAXGAS 6767u, FC, SLUG PIPE, DROP MUD DOG 8834 8834 21
23:30 5.00 06 POOH ON SNGL, BIO BIT & L/D MTR 8834 8834 NIH

4:30 1.50 06 M/U BIT # 3RR W/ UHBO SUB, RIH T/ 1060' 8834 8834 22
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8833 5:00 14.40 14.40 55 31 13 9/12/13 2.6 2.00 26.0% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 929 2.50 3.24 | 273852 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 340 bbls 14 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/14/2008 Days From Spud : 50 Current Depth : 8819 Ft 24 Hr. Footage Made : 39 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 10 POOH W/ WL & MULTISHOT 8780 8780 21
7:30 1.50 02 ROTATE F/ 8780' T/ 8792', 12', 8 FPH, 6K WOB, 6K TORQ, 216 GPM 8780 8792 21
9:00 2.50 10 RIH W/ WL & MULTISHOT & SET TOOL FACE @354 deg; POOH W/ WL & MULTISHOT 8792 8792 21

11:30 0.50 02 SLIDE DRY F/ 8792' T/ 8794' FOUND FIRM FORMATION 8792 8794 21
12:00 13.00 02 SLIDE F/8794' Tl8816', 22', 1.69 FPH, 8K WOB, 216 GPM 8794 8816 21

1:00 3.50 10 RIH WI WL & MULT\ SHOT, SURVEY DEPTH 8816 8816 21
4:30 1.50 02 SLIDE F/ 8816' T/ 8819', 3', 2 FPH 8816 8819 21

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8817 5:00 14.30 14.30 52 32 12 9/12/13 2.8 2.00 27.1% 17.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 929 2.70 3.50 273852 0 0.00 77/23

Water Loss LCM ECD FL Temp Remarks
O | 0.0 14.3 89 #1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 252bb\s 10 ppg @ present

Daily Summary
Activity Date : 6/15/2008 Days From Spud : 51 Current Depth : 8834 Ft 24 Hr. Footage Made : 15 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 SLIDE F/8816' T/8824', 8', 2.6 FPH 8819 8824 21
9:00 2.00 10 SURVEY @8787', 1.5 deg; 79 deg. 8824 8824 21

11:00 0.50 07 SERVICE RIG 8824 8824 21
11:30 8.00 02 SLIDE FI 8824' T/ 8834', 10', 1.25 FPH, 8824 8834 21
19:30 2.50 10 SURVEY @8797', 1.6 deg; 105 deg. R/D BAKER ATLAS 8834 8834 21
22:00 1.50 05 CIRC B/U, MAXGAS 6767u, FC, SLUG PIPE, DROP MUD DOG 8834 8834 21
23:30 5.00 06 POOH ON SNGL, BIO BIT & L/D MTR 8834 8834 NIH

4:30 1.50 06 M/U BIT # 3RR W/ UHBO SUB, RIH T/ 1060' 8834 8834 22
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8833 5:00 14.40 14.40 55 31 13 9/12/13 2.6 2.00 26.0% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 929 2.50 3.24 | 273852 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 340 bbls 14 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/16/2008 Days From Spud : 52 Current Depth : 8834 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 06 CONTINUE RIH F/ 1060' T/ 8701' 8834 8834 22
11:30 1.00 10 SLIP & CUT 125' DRILL LINE 8834 8834 22
12:30 0.50 07 SERVICE RIG 8834 8834 22
13:00 1.50 03 WASH F/ 8770' TI 8801', TAG RESISTANCE, REAM F/ 8801' TI8834' 8834 8834 22
14:30 1.50 05 RECIPROCATE PIPE CIRC OUT TRIP GAS 5837u W/ 13.0 ppg GAS CUT MUD 8834 8834 22
16:00 2.50 10 RIU WL & MULT\ SHOT, TAKE SURVEY @8810', 8800', 8790', 8780', 8770', 8760', 8754', 8834 8834 22

6/00', 8600', POOH W/ MULTISHOT & R/D WL
18:30 1.50 05 CIRC B/U, MAXGAS 5989u W/ 13.1 ppg GAS CUT MUD, FC, SLUG PIPE 8834 8834 22
20:00 4.00 06 POOH ON SNGL, B/O BIT #3RR 8834 8834 NIH

0:00 1.00 22 P/U MTR &TEST SAME, M/U BIT # 17 8834 8834 23
1:00 5.00 06 RIH FILLING DP EACH 25 STDS TI8402' 8834 8834 23

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8834 5:00 14.40 14.40 56 31 13 8/12/14 2.6 2.00 26.0% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 942 2.60 3.37 273397 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320 bbis 16 ppg (d)present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/16/2008 Days From Spud : 52 Current Depth : 8834 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 06 CONTINUE RIH F/ 1060' T/ 8701' 8834 8834 22
11:30 1.00 10 SLIP & CUT 125' DRILL LINE 8834 8834 22
12:30 0.50 07 SERVICE RIG 8834 8834 22
13:00 1.50 03 WASH F/ 8770' TI 8801', TAG RESISTANCE, REAM F/ 8801' TI8834' 8834 8834 22
14:30 1.50 05 RECIPROCATE PIPE CIRC OUT TRIP GAS 5837u W/ 13.0 ppg GAS CUT MUD 8834 8834 22
16:00 2.50 10 RIU WL & MULT\ SHOT, TAKE SURVEY @8810', 8800', 8790', 8780', 8770', 8760', 8754', 8834 8834 22

6/00', 8600', POOH W/ MULTISHOT & R/D WL
18:30 1.50 05 CIRC B/U, MAXGAS 5989u W/ 13.1 ppg GAS CUT MUD, FC, SLUG PIPE 8834 8834 22
20:00 4.00 06 POOH ON SNGL, B/O BIT #3RR 8834 8834 NIH

0:00 1.00 22 P/U MTR &TEST SAME, M/U BIT # 17 8834 8834 23
1:00 5.00 06 RIH FILLING DP EACH 25 STDS TI8402' 8834 8834 23

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8834 5:00 14.40 14.40 56 31 13 8/12/14 2.6 2.00 26.0% 17.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 942 2.60 3.37 273397 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320 bbis 16 ppg (d)present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/17/2008 Days From Spud : 53 Current Depth : 8878 Ft 24 Hr. Footage Made : 44 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 RIH F/ 8402' T/8820' 8834 8834 23
6:30 0.50 03 REAM FI 8820' TI 8834' 8834 8834 23
7:00 0.50 05 RECIPROCATE PIPE WHILE CIRC. B/U, TRIP GAS 5600u W/ 13.1 GAS CUT MUD 8834 8834 23
7:30 3.50 10 R/U WL & RIH WI MULTISHOT & SET TOOL FACE, POOH WI MULTISHOT 8834 8834 23

11:00 1.00 02 SLIDE F/ 8834' T/ 8844', 10', 10 FPH, 18K WOB, 183 GPM, BG GAS 200u 8834 8844 23
12:00 3.00 10 SURVEY @8807', INC. 1.48 deg; AZ. 113 deg. 8844 8844 23
15:00 1.00 02 SLIDE F/ 8844' T/ 8851', 7', 7 FPH, 16K WOB, 183 GPM, SURVEY GAS 2637u, BG GAS 8844 8851 23

197u
16:00 2.50 10 SURVEY @8814', INC. 0.87 deg; AZ. 130 deg. 8851 8851 23
18:30 2.50 02 SLIDE F/ 8851' T/ 8862', 11', 4.4 FPH, 14K WOB, 183 GPM, SURVEY GAS 3827u 8851 8862 23
21:00 2.50 10 FC WELL, SURVEY @8824', INC. 0.60 deg: AZ. 75.00 deg. 8862 8862 23
23:30 2.50 02 SLIDE Fl 8862' T/ 8878', 16', 6.4 FPH, 183 GPM, SURVEY GAS 4475u 8862 8878 23

2:00 2.00 10 FC WELL, SURVEY @8839', INC. 1.67 deg; AZ, 58.00 deg. 8878 8878 23
4:00 2.00 02 SLIDE Fl 8878' T/ 8889', 11', 5.5 FPH, 183 GPM, SURVEY GAS 6316u 8878 8878 23

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8881 5:00 14.30 14.20 55 37 18 8/14/17 2.4 2.00 26.9% 17.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 667 2.72 3.52 277049 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/17/2008 Days From Spud : 53 Current Depth : 8878 Ft 24 Hr. Footage Made : 44 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 RIH F/ 8402' T/8820' 8834 8834 23

6:30 0.50 03 REAM FI 8820' TI 8834' 8834 8834 23
7:00 0.50 05 RECIPROCATE PIPE WHILE CIRC. B/U, TRIP GAS 5600u W/ 13.1 GAS CUT MUD 8834 8834 23

7:30 3.50 10 R/U WL & RIH WI MULTISHOT & SET TOOL FACE, POOH WI MULTISHOT 8834 8834 23

11:00 1.00 02 SLIDE F/ 8834' T/ 8844', 10', 10 FPH, 18K WOB, 183 GPM, BG GAS 200u 8834 8844 23
12:00 3.00 10 SURVEY @8807', INC. 1.48 deg; AZ. 113 deg. 8844 8844 23

15:00 1.00 02 SLIDE F/ 8844' T/ 8851', 7', 7 FPH, 16K WOB, 183 GPM, SURVEY GAS 2637u, BG GAS 8844 8851 23
197u

16:00 2.50 10 SURVEY @8814', INC. 0.87 deg; AZ. 130 deg. 8851 8851 23

18:30 2.50 02 SLIDE F/ 8851' T/ 8862', 11', 4.4 FPH, 14K WOB, 183 GPM, SURVEY GAS 3827u 8851 8862 23

21:00 2.50 10 FC WELL, SURVEY @8824', INC. 0.60 deg: AZ. 75.00 deg. 8862 8862 23
23:30 2.50 02 SLIDE Fl 8862' T/ 8878', 16', 6.4 FPH, 183 GPM, SURVEY GAS 4475u 8862 8878 23

2:00 2.00 10 FC WELL, SURVEY @8839', INC. 1.67 deg; AZ, 58.00 deg. 8878 8878 23

4:00 2.00 02 SLIDE Fl 8878' T/ 8889', 11', 5.5 FPH, 183 GPM, SURVEY GAS 6316u 8878 8878 23
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8881 5:00 14.30 14.20 55 37 18 8/14/17 2.4 2.00 26.9% 17.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 667 2.72 3.52 277049 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.3 90 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/18/2008 Days From Spud : 54 Current Depth : 8909 Ft 24 Hr. Footage Made : 31 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE FI 8889' T/ 8893', 4', 4 FPH, 14K WOB, 185 GPM 8878 8893 23
7:00 2.00 10 SURVEY @8855', INC. 3.0 deg; .AZ. 0.55 deg. 8893 8893 23
9:00 2.50 02 SLIDE F/ 8893' T/8909', 16', 6.4 FPH, 17K WOB, 185 GPM 8893 8909 23

11:30 3.50 10 SURVEY @8873', INC. 4.16 deg; AZ. 0.41 deg. 8909 8909 23
15:00 1.50 05 CIRC. B/U W/ 4605u SURVEY GAS, FC, SLUG PIPE 8909 8909 23
16:30 6.00 06 POOH & L/D BAKER TOOLS, BAKER RELEASED FROM OPERATION 8909 8909 NIH
22:30 2.50 22 SLM & P/U 2.750" TBG STINGER RIH 8909 8909 NIH

1:00 4.00 06 RIH T/8757', INSTALL ROTATING HEAD 8909 8909 NIH
5:00 0.50 03 WASH FI 8757' T/ 8909' TAG BTM 8909 8909 NIH
5:30 0.50 05 CIRC B/U Wl216 GPM W/ 6054u TRIP GAS, COND MUD FOR CMT WAITING ON HAL'B 8909 8909 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8909 5:00 14.20 14.20 57 35 16 9/15/18 3.0 2.00 25.8% 18.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 612 2.64 3.42 275203 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 | 90 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320bbls 16 ppg @present

Daily Summary
Activity Date : 6/19/2008 Days From Spud : 55 Current Depth : 8909 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 05 CIRC & COND. MUD FOR CMT WAITING ON HAL'B TO ARRIVE LOCATION 8909 8909 NIH
8:00 2.50 22 R/U HAL'B & HELD PJSM W/ DHS, DELTA & HAL'B, TEST LINES T/ 4K 8909 8909 NIH

10:30 0.50 17 MIX& PUMP 10 bbls Tuned spacer w/ 31.1 gallbbl, 0.7 gallbbl Musol R, 0.5 gallbbl Sem-7, 8909 8909 NIH
263 Ibm/bbl Barite. 50 sx class H cmt @ 15.8 ppg, Yield 1.15 ft3/sx, Mixfluid 4.94 gallsx w/
0.2% CFR-3 w/o defoamer, 0.3% Halad R-334, 0.3% HR-5, 4.943 gal fresh water, Displace w/
85 bbl 14.0 ppgobm

11:00 1.00 06 PULL 3 STDS/8612' & REVERSE OUT 123 BBLS W/ NO CMT 8909 8909 NIH
12:00 6.00 06 TOOH F/8612' & L/D 2.875" TBG STINGER 8909 8909 NIH
18:00 12.00 13 WAITING ON CMT, INSTALLINGORBIT VALVE IN FLOW LINE 8909 8909 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8909 5:00 14.20 14.20 60 33 18 | 10/11/15 3.0 2.00 26.6% 20.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 732 2.62 3.39 272374 0 0.00 72/28

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.2 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/18/2008 Days From Spud : 54 Current Depth : 8909 Ft 24 Hr. Footage Made : 31 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE FI 8889' T/ 8893', 4', 4 FPH, 14K WOB, 185 GPM 8878 8893 23
7:00 2.00 10 SURVEY @8855', INC. 3.0 deg; .AZ. 0.55 deg. 8893 8893 23
9:00 2.50 02 SLIDE F/ 8893' T/8909', 16', 6.4 FPH, 17K WOB, 185 GPM 8893 8909 23

11:30 3.50 10 SURVEY @8873', INC. 4.16 deg; AZ. 0.41 deg. 8909 8909 23
15:00 1.50 05 CIRC. B/U W/ 4605u SURVEY GAS, FC, SLUG PIPE 8909 8909 23
16:30 6.00 06 POOH & L/D BAKER TOOLS, BAKER RELEASED FROM OPERATION 8909 8909 NIH
22:30 2.50 22 SLM & P/U 2.750" TBG STINGER RIH 8909 8909 NIH

1:00 4.00 06 RIH T/8757', INSTALL ROTATING HEAD 8909 8909 NIH
5:00 0.50 03 WASH FI 8757' T/ 8909' TAG BTM 8909 8909 NIH
5:30 0.50 05 CIRC B/U Wl216 GPM W/ 6054u TRIP GAS, COND MUD FOR CMT WAITING ON HAL'B 8909 8909 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8909 5:00 14.20 14.20 57 35 16 9/15/18 3.0 2.00 25.8% 18.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 612 2.64 3.42 275203 0 0.00 75/25

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.3 | 90 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320bbls 16 ppg @present

Daily Summary
Activity Date : 6/19/2008 Days From Spud : 55 Current Depth : 8909 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 05 CIRC & COND. MUD FOR CMT WAITING ON HAL'B TO ARRIVE LOCATION 8909 8909 NIH
8:00 2.50 22 R/U HAL'B & HELD PJSM W/ DHS, DELTA & HAL'B, TEST LINES T/ 4K 8909 8909 NIH

10:30 0.50 17 MIX& PUMP 10 bbls Tuned spacer w/ 31.1 gallbbl, 0.7 gallbbl Musol R, 0.5 gallbbl Sem-7, 8909 8909 NIH
263 Ibm/bbl Barite. 50 sx class H cmt @ 15.8 ppg, Yield 1.15 ft3/sx, Mixfluid 4.94 gallsx w/
0.2% CFR-3 w/o defoamer, 0.3% Halad R-334, 0.3% HR-5, 4.943 gal fresh water, Displace w/
85 bbl 14.0 ppgobm

11:00 1.00 06 PULL 3 STDS/8612' & REVERSE OUT 123 BBLS W/ NO CMT 8909 8909 NIH
12:00 6.00 06 TOOH F/8612' & L/D 2.875" TBG STINGER 8909 8909 NIH
18:00 12.00 13 WAITING ON CMT, INSTALLINGORBIT VALVE IN FLOW LINE 8909 8909 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8909 5:00 14.20 14.20 60 33 18 | 10/11/15 3.0 2.00 26.6% 20.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 732 2.62 3.39 272374 0 0.00 72/28

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.2 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 320bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/20/2008 Days From Spud : 56 Current Depth : 8795 Ft 24 Hr. Footage Made : 63 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 M/U BIT #3RR WlXO'S 8909 8909 NIH
7:00 5.00 06 RIH FILLINGPIPE EACH 30 STDS T/ 8508' 8707 8707 NIH

12:00 0.50 03 WASH F/ 8508' T/ 8707' TAG CMT 8707 8707 NIH
12:30 1.00 03 REAM GREEN CMT Fl 8707' T, 8732', 25', 100/200 FPH, 6/10K WOB, 216 GPM, 40 RPM, 8707 8707 NIH

2/3K TORQ
13:30 2.00 13 WOC, DISCUSS GREEN CMT WI TOWN 8707 8707 NIH
15:30 1.00 03 REAM GREEN CMT F/ 8732, T/ 8795', 63', 100/ 160' FPH, 6/12K WOB, 216 GPM, 40 RPM, 8732 8795 NIH

2/3K TORQ, B/G 100u, TRIP GAS 2300u
16:30 1.00 05 CIRC & COND MUD, FC, SLUG PIPE, DROP MUD DOG, MAXGAS 7200u 8795 8795 NIH
17:30 5.50 06 POOH & B/O BIT #3RR 8795 8795 NIH
23:00 3.00 22 P/U MULE SHOE & 16 JTS 2.875" TBG 8795 8795 NIH

2:00 0.50 22 CLEAN RIG FLOOR 8795 8795 NIH
2:30 3.50 06 RIH T/ 4645' 8795 8795 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8795 5:00 14.40 14.50 60 31 10 10/12/16 2.2 2.00 25.6% 20.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 564 2.60 3.37 274222 0 0.00 72/28 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.5 | 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/20/2008 Days From Spud : 56 Current Depth : 8795 Ft 24 Hr. Footage Made : 63 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 M/U BIT #3RR WlXO'S 8909 8909 NIH

7:00 5.00 06 RIH FILLINGPIPE EACH 30 STDS T/ 8508' 8707 8707 NIH
12:00 0.50 03 WASH F/ 8508' T/ 8707' TAG CMT 8707 8707 NIH

12:30 1.00 03 REAM GREEN CMT Fl 8707' T, 8732', 25', 100/200 FPH, 6/10K WOB, 216 GPM, 40 RPM, 8707 8707 NIH
2/3K TORQ

13:30 2.00 13 WOC, DISCUSS GREEN CMT WI TOWN 8707 8707 NIH

15:30 1.00 03 REAM GREEN CMT F/ 8732, T/ 8795', 63', 100/ 160' FPH, 6/12K WOB, 216 GPM, 40 RPM, 8732 8795 NIH
2/3K TORQ, B/G 100u, TRIP GAS 2300u

16:30 1.00 05 CIRC & COND MUD, FC, SLUG PIPE, DROP MUD DOG, MAXGAS 7200u 8795 8795 NIH
17:30 5.50 06 POOH & B/O BIT #3RR 8795 8795 NIH

23:00 3.00 22 P/U MULE SHOE & 16 JTS 2.875" TBG 8795 8795 NIH
2:00 0.50 22 CLEAN RIG FLOOR 8795 8795 NIH

2:30 3.50 06 RIH T/ 4645' 8795 8795 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8795 5:00 14.40 14.50 60 31 10 10/12/16 2.2 2.00 25.6% 20.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 564 2.60 3.37 274222 0 0.00 72/28 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.5 | 90 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/21/2008 Days From Spud : 57 Current Depth : 8667 Ft 24 Hr. Footage Made : 534 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 CONT. RIH Fl 4645' T/ 8763' 8795 8795 NIH
8:30 1.50 05 WASH FI8763' T/ 8795', CIRC & COND MUD FOR CMT, TRIP GAS 5945u, HELD PJSM W/ 8795 8795 NIH

DHS, DELTA & HAL'B
10:00 0.50 22 M/U SIDE ENTRY SUB & R/U CHICKSANS & TEST LINES T/ 4K 8795 8795 NIH
10:30 0.50 17 MIX& PUMP 10 BBLS 16.0 ppg TUNED SPACER W/ 27.5 GALIBBLFRESH WATER, 0.7 8795 8795 NIH

BAL/BBL MUSOL-R, 406 LBM/BBLBARITE. 112 SX CLASS "G" CMT, 17.0 ppg SLURRY &
3.91 GAL/SX MIXFLUID, PUMP RATE 4.25 BPM & 900 PSI W/ 18% SALT, 0.2% HR-5, 0.1%
HR-25, 2 BBLS #2 TUNED SPACER Wl 27.5 GALIBBLFRESH WATER, 0.7 GALIBBL
MUSOL-R, 406 LBM/BBLBARITE. DISPLACE 80 BBLS 13.5 ppgOBM

11:00 1.00 06 R/D CHICKSANS, B/O SIDE ENTRY SUB & L/D SNGL & PULL 6 STDS T/8188', M/U SIDE 8795 8795 NIH
ENTRY & REVERSE OUT LINE

12:00 1.00 22 REVERSE OUT 1 1/2 STRING CAP. 2400 STKS @ 75 SPM WI950 PSI, NO CMT 8795 8795 NIH
kE IURNED, R/D REVERSR OUT LINE & BIO SIDE ENTRY SUB

13:00 5.00 06 M/U TDS & SLUG PIPE, POOH & L/D TBG 8795 8795 NIH
18:00 0.50 22 CLEAN RIG FLOOR 8795 8795 NIH
18:30 5.50 06 M/U BIT & BHA, RIH FILL PIPE 35 STDS, TAG CMT @8130' 8795 8795 NIH

0:00 3.50 03 REAM OUT STRINGS & GREEN CMT F/ 8130' T/ 866T, 300 FPH, 3/10K WOB, 216 GPM 8133 8667 NIH
3:30 2.50 13 CIRC @8657' WOC, 216 GPM 8667 8667 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8667 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bb\s
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/21/2008 Days From Spud : 57 Current Depth : 8667 Ft 24 Hr. Footage Made : 534 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 CONT. RIH Fl 4645' T/ 8763' 8795 8795 NIH
8:30 1.50 05 WASH FI8763' T/ 8795', CIRC & COND MUD FOR CMT, TRIP GAS 5945u, HELD PJSM W/ 8795 8795 NIH

DHS, DELTA & HAL'B
10:00 0.50 22 M/U SIDE ENTRY SUB & R/U CHICKSANS & TEST LINES T/ 4K 8795 8795 NIH
10:30 0.50 17 MIX& PUMP 10 BBLS 16.0 ppg TUNED SPACER W/ 27.5 GALIBBLFRESH WATER, 0.7 8795 8795 NIH

BAL/BBL MUSOL-R, 406 LBM/BBLBARITE. 112 SX CLASS "G" CMT, 17.0 ppg SLURRY &
3.91 GAL/SX MIXFLUID, PUMP RATE 4.25 BPM & 900 PSI W/ 18% SALT, 0.2% HR-5, 0.1%
HR-25, 2 BBLS #2 TUNED SPACER Wl 27.5 GALIBBLFRESH WATER, 0.7 GALIBBL
MUSOL-R, 406 LBM/BBLBARITE. DISPLACE 80 BBLS 13.5 ppgOBM

11:00 1.00 06 R/D CHICKSANS, B/O SIDE ENTRY SUB & L/D SNGL & PULL 6 STDS T/8188', M/U SIDE 8795 8795 NIH
ENTRY & REVERSE OUT LINE

12:00 1.00 22 REVERSE OUT 1 1/2 STRING CAP. 2400 STKS @ 75 SPM WI950 PSI, NO CMT 8795 8795 NIH
kE IURNED, R/D REVERSR OUT LINE & BIO SIDE ENTRY SUB

13:00 5.00 06 M/U TDS & SLUG PIPE, POOH & L/D TBG 8795 8795 NIH
18:00 0.50 22 CLEAN RIG FLOOR 8795 8795 NIH
18:30 5.50 06 M/U BIT & BHA, RIH FILL PIPE 35 STDS, TAG CMT @8130' 8795 8795 NIH

0:00 3.50 03 REAM OUT STRINGS & GREEN CMT F/ 8130' T/ 866T, 300 FPH, 3/10K WOB, 216 GPM 8133 8667 NIH
3:30 2.50 13 CIRC @8657' WOC, 216 GPM 8667 8667 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8667 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bb\s
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/22/2008 Days From Spud : 58 Current Depth : 8797 Ft 24 Hr. Footage Made : 130 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 13 WOC, CIRC @8657' 8667 8667 NIH
8:00 0.50 03 PERFORM WASH OFF W/ 15K WOB & 216 GPM W/ NO WASH OFF, REAM GREEN CMT 8667 8687 NIH

El 8667' T/ 8687', 20', 5K WOB, 45 RPM, 1/2K TORQ, 216 GPM
8:30 0.50 13 WOC - SERVICE RIG 8687 8687 NIH
9:00 2.00 13 WOC CIRC @8663' 8687 8687 NIH

11:00 7.00 03 REAM FIRM TI HARD CMT Fl 8687' T/ 8797', 110', 15.7 FPH, 25K WOB, 45 RPM, 2/2.5K 8687 8797 NIH
\URQ, 216 GPM, ERRATIC TORQ, CHANGE Fl 2nd PLUG Tl 1st PLUG

18:00 1.50 05 CIRC B/U, MAXGAS 1113u, FC, SLUG PIPE 8797 8797 NIH
19:30 4.00 06 POOH ON DBL, B/O BIT #3RR, GRADE 3/3/WT/A/Ell/NO/BHA 8797 8797 NIH
23:30 0.50 22 CLEAN RIG FLOOR 8797 8797 NIH

0:00 2.00 23 P/U 2.38 deg. MTR, BHA, ALIGN BEND, SHALLOW TEST MTR OK, FOUND UBHO SUB 8797 8797 NIH
SET SCREW WASHED OUT

2:00 4.00 23 WAIT ON NEW UBHO SUB 8797 8797 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8667 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 | 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg@present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/22/2008 Days From Spud : 58 Current Depth : 8797 Ft 24 Hr. Footage Made : 130 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 13 WOC, CIRC @8657' 8667 8667 NIH
8:00 0.50 03 PERFORM WASH OFF W/ 15K WOB & 216 GPM W/ NO WASH OFF, REAM GREEN CMT 8667 8687 NIH

El 8667' T/ 8687', 20', 5K WOB, 45 RPM, 1/2K TORQ, 216 GPM
8:30 0.50 13 WOC - SERVICE RIG 8687 8687 NIH
9:00 2.00 13 WOC CIRC @8663' 8687 8687 NIH

11:00 7.00 03 REAM FIRM TI HARD CMT Fl 8687' T/ 8797', 110', 15.7 FPH, 25K WOB, 45 RPM, 2/2.5K 8687 8797 NIH
\URQ, 216 GPM, ERRATIC TORQ, CHANGE Fl 2nd PLUG Tl 1st PLUG

18:00 1.50 05 CIRC B/U, MAXGAS 1113u, FC, SLUG PIPE 8797 8797 NIH
19:30 4.00 06 POOH ON DBL, B/O BIT #3RR, GRADE 3/3/WT/A/Ell/NO/BHA 8797 8797 NIH
23:30 0.50 22 CLEAN RIG FLOOR 8797 8797 NIH

0:00 2.00 23 P/U 2.38 deg. MTR, BHA, ALIGN BEND, SHALLOW TEST MTR OK, FOUND UBHO SUB 8797 8797 NIH
SET SCREW WASHED OUT

2:00 4.00 23 WAIT ON NEW UBHO SUB 8797 8797 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8667 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 | 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbls WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg@present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/23/2008 Days From Spud : 59 Current Depth : 8800 Ft 24 Hr. Footage Made : 3 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 M/U KO 4 3/4" MTR WI 2.38 deg. BEND BHA, RiH TI 6141' 8797 8797 25
10:00 0.50 07 SERVICE RIG 8797 8797 25
10:30 1.00 06 RIH F/ 6141' T/ 8724' & REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8797 8797 25
11:30 1.00 22 LOWER BIT T/ 8757' (TOW) UNABLE TO PASS THROUGH WINDOW BLIND 8797 8797 25
12:30 5.50 10 R/U WIRE LINE & RUN MULTISHOT AND ATTEMPT 12 DIFFERENT TF TRYlNG TO PASS 8797 8797 25

i HROUGH WINDOW WI 35K WOB. POOH W/ GYRO
18:00 1.50 22 PUMP 108 GPM THROUGH BIT & LOWER SAME THROUGH WINDOW T/ 879T 8797 8797 25
19:30 1.50 05 CIRC OUT 5016u TRIP GAS RECIPROCATING PIPE, FC 8797 8797 25
21:00 3.50 10 RIH W/ WIRE LINE & MULTISHOT & SET TF @336 deg; INC.1.81, AZ. 86 deg. 8797 8797 25

0:30 0.50 03 SLOW REAM FI8794' T/ 8797', 1/2 K WOB, 194 GPM 8797 8797 25
1:00 5.00 02 TIME SLIDE @7 MIN./INCH. F/8797 T/8800', 3', 0.6 FPH, 5K WOB, 194 GPM, TOOL FACE 8797 8800 25

Total: 24.00
AZ g 336 deg.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8797 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 6/23/2008 Days From Spud : 59 Current Depth : 8800 Ft 24 Hr. Footage Made : 3 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 M/U KO 4 3/4" MTR WI 2.38 deg. BEND BHA, RiH TI 6141' 8797 8797 25
10:00 0.50 07 SERVICE RIG 8797 8797 25
10:30 1.00 06 RIH F/ 6141' T/ 8724' & REMOVE TRIP NIPPLE & INSTALL ROTATING HEAD 8797 8797 25
11:30 1.00 22 LOWER BIT T/ 8757' (TOW) UNABLE TO PASS THROUGH WINDOW BLIND 8797 8797 25
12:30 5.50 10 R/U WIRE LINE & RUN MULTISHOT AND ATTEMPT 12 DIFFERENT TF TRYlNG TO PASS 8797 8797 25

i HROUGH WINDOW WI 35K WOB. POOH W/ GYRO
18:00 1.50 22 PUMP 108 GPM THROUGH BIT & LOWER SAME THROUGH WINDOW T/ 879T 8797 8797 25
19:30 1.50 05 CIRC OUT 5016u TRIP GAS RECIPROCATING PIPE, FC 8797 8797 25
21:00 3.50 10 RIH W/ WIRE LINE & MULTISHOT & SET TF @336 deg; INC.1.81, AZ. 86 deg. 8797 8797 25

0:30 0.50 03 SLOW REAM FI8794' T/ 8797', 1/2 K WOB, 194 GPM 8797 8797 25
1:00 5.00 02 TIME SLIDE @7 MIN./INCH. F/8797 T/8800', 3', 0.6 FPH, 5K WOB, 194 GPM, TOOL FACE 8797 8800 25

Total: 24.00
AZ g 336 deg.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8797 5:00 14.60 14.60 59 34 20 9/11/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.00 0.00 | 0.00 1 1 797 2.80 3.63 275747 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/24/2008 Days From Spud : 60 Current Depth : 8814 Ft 24 Hr. Footage Made : 14 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 TIME SLIDING F/8800' T/8802', 2', 0.8 FPH, .5/1K WOB, 194 GPM, BG GAS 123u, SURVEY 8800 8802 25
GAS 4302u

8:30 2.50 10 SURVEY @8756', INC. 2.07 deg; AZ .075 deg; MTF 337 deg. 8802 8802 25
11:00 6.00 02 TIME SLIDE F/8802' T/8807', 5', 8.3 FPH, 194 GPM, BG GAS 130u, SURVEY GAS 4129u 8802 8807 25
17:00 2.50 10 SURVEY @8764', INC. 2.10 deg; AZ .079 deg; MTF 330 deg. 8807 8807 25
19:30 5.50 02 TIME SLIDE F/8807' T/8812', 5', .90 FPH, .5/1 K WOB, 194 GPM, BG GAS 51u, SURVEY 8807 8812 25

BAS 4216u
1:00 3.00 10 SURVEY @8768', INC. 2.14 deg; AZ .063, MTF .334 deg. 8812 8812 25
4:00 2.00 02 TIME SLIDE F/8812' T/8814', 2', 1 FPH, .5/1 K WOB, 194 GPM, BG GAS 118u, SURVEY 8812 8814 25

GAS 3156u
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8813 5:00 14.60 14.60 56 31 18 8/9/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | | 0.00 1 1 713 2.60 3.37 280478 0 0.00 | 73/27 12

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 | 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 6/25/2008 Days From Spud : 61 Current Depth : 8842 Ft 24 Hr. Footage Made : 28 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 TIME SLIDE F/8814' T/8822', 8', 1.45 FPH, 1K WOB, 194 GPM, B/G GAS 82u 8814 8822 25
11:30 2.50 10 SURVEY @8780', INC. 1.80 deg; AZ. .071 deg; TVD 8776.6' 8822 8822 25
14:00 5.50 02 TIME SLIDE F/8822' T/8832', 10', 1.81 FPH, 3/5K WOB, 194 GPM, SURVEY GAS 3972u, 8822 8832 25

b/G GAS 170u
19:30 3.00 10 SURVEY @8790', INC. 1.40 deg; AZ. .061 deg; TVD 8786.4' 8832 8832 25
22:30 5.00 02 TIME SLIDE F/8832' T/8842', 10', 2 FPH, 3/5K WOB, 194 GPM, SURVEY GAS 3827u, BIG 8832 8842 25

GAS 125u
3:30 2.50 10 SURVEY @8800', INC. 1.40 deg; .032 deg; TVD 8838.5' 8842 8842 25

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8842 5:00 14.50 14.50 57 30 21 7/9/18 3.0 2.00 26.7% 19.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 726 2.55 3.30 278020 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 92 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/24/2008 Days From Spud : 60 Current Depth : 8814 Ft 24 Hr. Footage Made : 14 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 TIME SLIDING F/8800' T/8802', 2', 0.8 FPH, .5/1K WOB, 194 GPM, BG GAS 123u, SURVEY 8800 8802 25
GAS 4302u

8:30 2.50 10 SURVEY @8756', INC. 2.07 deg; AZ .075 deg; MTF 337 deg. 8802 8802 25
11:00 6.00 02 TIME SLIDE F/8802' T/8807', 5', 8.3 FPH, 194 GPM, BG GAS 130u, SURVEY GAS 4129u 8802 8807 25
17:00 2.50 10 SURVEY @8764', INC. 2.10 deg; AZ .079 deg; MTF 330 deg. 8807 8807 25
19:30 5.50 02 TIME SLIDE F/8807' T/8812', 5', .90 FPH, .5/1 K WOB, 194 GPM, BG GAS 51u, SURVEY 8807 8812 25

BAS 4216u
1:00 3.00 10 SURVEY @8768', INC. 2.14 deg; AZ .063, MTF .334 deg. 8812 8812 25
4:00 2.00 02 TIME SLIDE F/8812' T/8814', 2', 1 FPH, .5/1 K WOB, 194 GPM, BG GAS 118u, SURVEY 8812 8814 25

GAS 3156u
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8813 5:00 14.60 14.60 56 31 18 8/9/17 2.6 2.00 27.2% 19.0% 51.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | | 0.00 1 1 713 2.60 3.37 280478 0 0.00 | 73/27 12

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 | 87 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbls WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbis
PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 6/25/2008 Days From Spud : 61 Current Depth : 8842 Ft 24 Hr. Footage Made : 28 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 TIME SLIDE F/8814' T/8822', 8', 1.45 FPH, 1K WOB, 194 GPM, B/G GAS 82u 8814 8822 25
11:30 2.50 10 SURVEY @8780', INC. 1.80 deg; AZ. .071 deg; TVD 8776.6' 8822 8822 25
14:00 5.50 02 TIME SLIDE F/8822' T/8832', 10', 1.81 FPH, 3/5K WOB, 194 GPM, SURVEY GAS 3972u, 8822 8832 25

b/G GAS 170u
19:30 3.00 10 SURVEY @8790', INC. 1.40 deg; AZ. .061 deg; TVD 8786.4' 8832 8832 25
22:30 5.00 02 TIME SLIDE F/8832' T/8842', 10', 2 FPH, 3/5K WOB, 194 GPM, SURVEY GAS 3827u, BIG 8832 8842 25

GAS 125u
3:30 2.50 10 SURVEY @8800', INC. 1.40 deg; .032 deg; TVD 8838.5' 8842 8842 25

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8842 5:00 14.50 14.50 57 30 21 7/9/18 3.0 2.00 26.7% 19.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 726 2.55 3.30 278020 0 0.00 73/27

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 92 # 1 Frac Tank Vol. OBM 88 bbis WT8.8 PPG

#2 Frac Tank Vol. OWM 200bbis WT 8.8 PPG
# 3 Frac Tank Vol. Diesel 347 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/26/2008 Days From Spud : 62 Current Depth : 8874 Ft 24 Hr. Footage Made : 32 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 10 POOH W/ WL & MULTISHOT 8842 8842 25
7:00 2.00 02 TIME SLIDE F/8842' T/8847', 5', 2.5 FPH, 3/5K WOB, 194 GPM, BIG GAS 170u, SURVEY 8842 8847 25

GAS 4691u. @0830 HRS # 1 MP WAS ACCIDENTLY LINED UP ON STANDPIPE WHEN
TRYlNG TO PRIME SAME AND CAUSED PRESSURE TO INCREASE WHICH MOVE
TOOLFACE TO UNKNOWN VALUE. CALLED BAKER ATLAS & MULTISHOT BACK
EARLY FOR SURVEY AND TO RESET TOOLFACE F/12 deg. T/360 deg.

9:00 0.50 22 HELD UNANNOUNCED FLO-SHO DRILL. FROM THE TIME DRILLSTARTED UNTILE 8847 8847 25
WELL SHUT IN WAS 6 MINUTES.

9:30 0.50 02 CIRC WHILE WAITING ON BAKER ATLAS & MULTiSHOT 8847 8847 25

10:00 2.50 10 SURVEY @8805', INC. 1.50 deg; AZ 28 deg; MTF 12 deg; TVD 8801.6', DLS 2.8 8847 8847 25
12:30 3.50 02 TIME SLIDE F/8847' T/8854', 7', 2 FPH, 3/5K WOB, 194 GPM, BIG GAS 190u, SURVEY GAS 8847 8854 25

4367u
16:00 2.50 10 SURVEY @8812', INC. 1.70 deg; AZ 4 deg; MTF 328 deg; TVD 8808.6'; DLS 9.9 8854 8854 25
18:30 4.00 02 TIME SLIDE F/8854' T/8864', 10, 2.5 FPH, 5/5K WOB, 194 GPM, B/G GAS 120u, SURVEY 8854 8864 25

GAS 1443u
22:30 2.00 10 SURVEY @8822', INC. 2.4 deg; AZ 356.0 deg; TVD 8818.6', DLS 7.5, MTF 5 deg. 8864 8864 25

0:30 3.50 02 TIME SLIDE Fl8864' Tl8874', 10', 2.85 FPH, 3/5K WOB, 194 GPM, BIG GAS 151u, SURVEY 8864 8874 25
GAS 2854u

4:00 2.00 10 SURVEY @8832', INC. 3.5 deg; AZ 347 deg; TVD 8828.6', DLS 11.9, MTF 341 deg 8874 8874 25
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.50 14.50 53 31 18 9/10/21 3.0 2.00 26.3% 18.5% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 761 2.70 3.50 270595 0 0.00 74/26

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 91 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 120bbis WT 8.3 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/26/2008 Days From Spud : 62 Current Depth : 8874 Ft 24 Hr. Footage Made : 32 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 10 POOH W/ WL & MULTISHOT 8842 8842 25
7:00 2.00 02 TIME SLIDE F/8842' T/8847', 5', 2.5 FPH, 3/5K WOB, 194 GPM, BIG GAS 170u, SURVEY 8842 8847 25

GAS 4691u. @0830 HRS # 1 MP WAS ACCIDENTLY LINED UP ON STANDPIPE WHEN
TRYlNG TO PRIME SAME AND CAUSED PRESSURE TO INCREASE WHICH MOVE
TOOLFACE TO UNKNOWN VALUE. CALLED BAKER ATLAS & MULTISHOT BACK
EARLY FOR SURVEY AND TO RESET TOOLFACE F/12 deg. T/360 deg.

9:00 0.50 22 HELD UNANNOUNCED FLO-SHO DRILL. FROM THE TIME DRILLSTARTED UNTILE 8847 8847 25
WELL SHUT IN WAS 6 MINUTES.

9:30 0.50 02 CIRC WHILE WAITING ON BAKER ATLAS & MULTiSHOT 8847 8847 25

10:00 2.50 10 SURVEY @8805', INC. 1.50 deg; AZ 28 deg; MTF 12 deg; TVD 8801.6', DLS 2.8 8847 8847 25
12:30 3.50 02 TIME SLIDE F/8847' T/8854', 7', 2 FPH, 3/5K WOB, 194 GPM, BIG GAS 190u, SURVEY GAS 8847 8854 25

4367u
16:00 2.50 10 SURVEY @8812', INC. 1.70 deg; AZ 4 deg; MTF 328 deg; TVD 8808.6'; DLS 9.9 8854 8854 25
18:30 4.00 02 TIME SLIDE F/8854' T/8864', 10, 2.5 FPH, 5/5K WOB, 194 GPM, B/G GAS 120u, SURVEY 8854 8864 25

GAS 1443u
22:30 2.00 10 SURVEY @8822', INC. 2.4 deg; AZ 356.0 deg; TVD 8818.6', DLS 7.5, MTF 5 deg. 8864 8864 25

0:30 3.50 02 TIME SLIDE Fl8864' Tl8874', 10', 2.85 FPH, 3/5K WOB, 194 GPM, BIG GAS 151u, SURVEY 8864 8874 25
GAS 2854u

4:00 2.00 10 SURVEY @8832', INC. 3.5 deg; AZ 347 deg; TVD 8828.6', DLS 11.9, MTF 341 deg 8874 8874 25
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.50 14.50 53 31 18 9/10/21 3.0 2.00 26.3% 18.5% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 761 2.70 3.50 270595 0 0.00 74/26

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 91 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 120bbis WT 8.3 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/27/2008 Days From Spud : 63 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 10 POOH W/ WL & MULTISHOT, R/D SAME AND RELEASE BAKER ATLAS & MULTISHOT 8874 8874 25
7:00 1.50 05 CIRC B/U, FC, SLUG PIPE, SURVEY GAS 2291u 8874 8874 25
8:30 4.50 06 POOH ON EVEN STD T/ BIT #18 8874 8874 25

13:00 0.50 22 BIO BIT #18 & L/D MTR, UBHO SUB & XO'S 8874 8874 NIH
13:30 0.50 07 SERVICE RIG 8874 8874 NIH
14:00 0.50 22 CLEAN RIG FLOOR 8874 8874 NIH
14:30 6.50 23 CLEAN WEATHERFORD ROTATING HEAD & R/D RH, FLOW LINE, DRIP PAN. 8874 8874 NIH
21:00 3.00 23 NIU SMITH ROTATING HEAD & MOVE ORBIT VALVEF/ FLOWLINE & INSTALL TO 8874 8874 NIH

¯

I O I ATING HEAD
0:00 6.00 23 ASSIST WELDER WI FABRICATION ON FLOWLINE 8874 8874 25

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.50 | 14.50 57 33 | 16 | 7/9/19 | | 2.8 | 2.00 | 26.7% 19.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 743 2.70 3.50 270096 0 0.00 73/27 |

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 90 | # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbls WT 12.4 PPG
#3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/27/2008 Days From Spud : 63 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 10 POOH W/ WL & MULTISHOT, R/D SAME AND RELEASE BAKER ATLAS & MULTISHOT 8874 8874 25
7:00 1.50 05 CIRC B/U, FC, SLUG PIPE, SURVEY GAS 2291u 8874 8874 25
8:30 4.50 06 POOH ON EVEN STD T/ BIT #18 8874 8874 25

13:00 0.50 22 BIO BIT #18 & L/D MTR, UBHO SUB & XO'S 8874 8874 NIH
13:30 0.50 07 SERVICE RIG 8874 8874 NIH
14:00 0.50 22 CLEAN RIG FLOOR 8874 8874 NIH
14:30 6.50 23 CLEAN WEATHERFORD ROTATING HEAD & R/D RH, FLOW LINE, DRIP PAN. 8874 8874 NIH
21:00 3.00 23 NIU SMITH ROTATING HEAD & MOVE ORBIT VALVEF/ FLOWLINE & INSTALL TO 8874 8874 NIH

¯

I O I ATING HEAD
0:00 6.00 23 ASSIST WELDER WI FABRICATION ON FLOWLINE 8874 8874 25

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.50 | 14.50 57 33 | 16 | 7/9/19 | | 2.8 | 2.00 | 26.7% 19.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 743 2.70 3.50 270096 0 0.00 73/27 |

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 90 | # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbls WT 12.4 PPG
#3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/28/2008 Days From Spud : 64 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 23 ASSIST NATCO WELDER W/ FABRICATING FLOWLINE. FOUND STUDS TO SHORT FOR 8874 8874 25
ROTATING HEAD & SMITH STUDS TO LONG. ORDERED CORRECT LENGTH STUDS
FROM SMITH IN VERNAL

00 6.00 15 P/U TEST JT & M/U TEST PLUG & TEST BOP'S. LPR, TPR ALLWING VALVES & KILL 8874 8874 25
CHECK VALVE, C & K MANIFOLDVALVES, BLINDRAMS, TIW'S, GRAY VALVE,TDS
LOWER & UPPER VALVES T/250 LOW 5 MIN& 10K HIGH 5 MIN. TEST ANNULART/250
LOW 5 MIN, 5K HIGH 5 MIN. ATTEMPT T/ TEST KELLYHOSE, FOUND TDS
GOOSENECK LEAKINGAND BLISTERED KELLYHOSE.

18:00 7.00 15 C/O ROTATING HEAD INLET FLANGE STUDS, M/U RH STRIPPING RUBBER ON SNGL & 8874 8874 25
M/U TEST PLUG & SEAT SAME. ATTEMPT TO TEST RH T/2K, RETIGHTEN 2" HIGHT
PRESSURE MANIFOLD ON SMITH RH. RE-TEST RH TROUBLE SHOOTING LEAK IN
SYSTEM NOT FOUND. CALLED SMITH FOR SERVICE TECH

1:00 5.00 22 C/O KELLYHOSE & REMOVE UNIONS ON GOOSENECK, FOUND OK, M/U SAME 8874 8874 25
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.20 14.50 57 27 16 7/9/17 3.0 2.00 26.9% 17.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1050 2.80 3.63 267356 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 90 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
#3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/28/2008 Days From Spud : 64 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 23 ASSIST NATCO WELDER W/ FABRICATING FLOWLINE. FOUND STUDS TO SHORT FOR 8874 8874 25
ROTATING HEAD & SMITH STUDS TO LONG. ORDERED CORRECT LENGTH STUDS
FROM SMITH IN VERNAL

00 6.00 15 P/U TEST JT & M/U TEST PLUG & TEST BOP'S. LPR, TPR ALLWING VALVES & KILL 8874 8874 25
CHECK VALVE, C & K MANIFOLDVALVES, BLINDRAMS, TIW'S, GRAY VALVE,TDS
LOWER & UPPER VALVES T/250 LOW 5 MIN& 10K HIGH 5 MIN. TEST ANNULART/250
LOW 5 MIN, 5K HIGH 5 MIN. ATTEMPT T/ TEST KELLYHOSE, FOUND TDS
GOOSENECK LEAKINGAND BLISTERED KELLYHOSE.

18:00 7.00 15 C/O ROTATING HEAD INLET FLANGE STUDS, M/U RH STRIPPING RUBBER ON SNGL & 8874 8874 25
M/U TEST PLUG & SEAT SAME. ATTEMPT TO TEST RH T/2K, RETIGHTEN 2" HIGHT
PRESSURE MANIFOLD ON SMITH RH. RE-TEST RH TROUBLE SHOOTING LEAK IN
SYSTEM NOT FOUND. CALLED SMITH FOR SERVICE TECH

1:00 5.00 22 C/O KELLYHOSE & REMOVE UNIONS ON GOOSENECK, FOUND OK, M/U SAME 8874 8874 25
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.20 14.50 57 27 16 7/9/17 3.0 2.00 26.9% 17.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1050 2.80 3.63 267356 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 90 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
#3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/29/2008 Days From Spud : 65 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 22 CONTINUE C/O KELLYHOSE, INSTALLINGFLOWLINE, REMOVE WEATHERFORD 8874 8874 25
BEARING HOUSING FROM DP

9:30 2.50 15 TEST ROTATING HEAD T/2K FOR 5MIN, TEST KELLYHOSE TI250#5 MIN,4K, 5 MIN, 8874 8874 25
R/D TEST EQUIPMENT

12:00 3.00 22 INSTALL POLLUTION PAN TO BOP 8874 8874 25
15:00 2.50 23 P/U & M/U BHA #26, SET BEND @2.12 deg. SURFACE TEST MWD & MTR OK, M/U BIT 8874 8874 26

#19
17:30 7.50 06 RIH T/8698', FILL PIPE EACH 30 STDS 8874 8874 26

1:00 2.00 09 SLIP & CUT 119' DRILLLINE, ADJUST & CHECK COM 8874 8874 26
3:00 1.00 06 RIH F/8698' T/8874', NO DRAG & NO FILL 8874 8874 26
4:00 1.50 05 CIRC B/U & 6789u TRIP GAS 8874 8874 26
5:30 0.50 23 MWD LOGGING W/ GR F/8770' T/8774', BIT DEPTH 8815', B/G GAS 164u 8874 8874 26

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.30 | 14.50 57 | 27 | 16 | 7/9/17 | 3.0 | | 2.00 | 26.9% | 17.0% | 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1050 2.80 3.63 267356 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 90 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/29/2008 Days From Spud : 65 Current Depth : 8874 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 22 CONTINUE C/O KELLYHOSE, INSTALLINGFLOWLINE, REMOVE WEATHERFORD 8874 8874 25
BEARING HOUSING FROM DP

9:30 2.50 15 TEST ROTATING HEAD T/2K FOR 5MIN, TEST KELLYHOSE TI250#5 MIN,4K, 5 MIN, 8874 8874 25
R/D TEST EQUIPMENT

12:00 3.00 22 INSTALL POLLUTION PAN TO BOP 8874 8874 25
15:00 2.50 23 P/U & M/U BHA #26, SET BEND @2.12 deg. SURFACE TEST MWD & MTR OK, M/U BIT 8874 8874 26

#19
17:30 7.50 06 RIH T/8698', FILL PIPE EACH 30 STDS 8874 8874 26

1:00 2.00 09 SLIP & CUT 119' DRILLLINE, ADJUST & CHECK COM 8874 8874 26
3:00 1.00 06 RIH F/8698' T/8874', NO DRAG & NO FILL 8874 8874 26
4:00 1.50 05 CIRC B/U & 6789u TRIP GAS 8874 8874 26
5:30 0.50 23 MWD LOGGING W/ GR F/8770' T/8774', BIT DEPTH 8815', B/G GAS 164u 8874 8874 26

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8874 5:00 14.30 | 14.50 57 | 27 | 16 | 7/9/17 | 3.0 | | 2.00 | 26.9% | 17.0% | 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1050 2.80 3.63 267356 0 0.00 76/24

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 90 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
PRE MIXPIT 330 bbls 16 ppg @ present

Page 57 of 87 Powered by Production Access



Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/30/2008 Days From Spud : 66 Current Depth : 9005 Ft 24 Hr. Footage Made : 131 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 MWD LOGGING GR F/8774' T/8833', BIT DEPTH 8874' 8874 8874 26
7:00 2.00 02 ROTATE F/8874' T/8899', 25', 12.5 FPH, 20K WOB, 30 RPM, 3/4K TORQ, 216 GPM, CONN 8874 8899 26

GAS 462, B/G GAS 120, START RAISING MUDWT T/ 15.5 ppg
9:00 7.50 02 SLIDE F/8899' T/8953', 54', 7.2 FPH, 25K WOB, 216 GPM, B/G GAS 75u, SURV GAS 138u, 8899 8953 26

MUD WT 15.5 ppp
16:30 0.50 22 FLO-SHO DRILL, WELL SECURED IN 50 SECONDS, FILLVMGS W/ 15.5 ppg 8953 8953 26
17:00 5.00 02 SLIDE F/8953' T/8982', 29', 5.8 FPH, 30 WOB, 216 GPM, B/G GAS 86u 8953 8982 26
22:00 3.50 22 PULL 2 STS T/8889', TESCO & PASON TROUBLE SHOOTING TDS RPM & TORQ, 8982 8982 26

UNABLE TI CALIBRATE SAME, PASON TO ORDER NEW UNIT, RIH T/ 8982'
1:30 0.50 02 ROTATE F/8982' T/8987', 5', 10 FPH, 15/20K WOB, 30 RPM, 2/3K TORQ, 216 GPM, B/G 8982 8987 26

GAS 60u
2:00 4.00 02 SLIDE F/8987' T/9005', 18', 4.5 FPH, 20/30K WOB, 216 GPM, BIG GAS 60u 8987 9005 26

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8997 5:00 15.50 15.50 58 27 13 7/15/17 3.0 2.00 33.2% 15.0% 50.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1025 2.80 3.63 268997 0 0.00 | 77/23

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.4 99 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 308 BBL Wl16.2 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 6/30/2008 Days From Spud : 66 Current Depth : 9005 Ft 24 Hr. Footage Made : 131 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 MWD LOGGING GR F/8774' T/8833', BIT DEPTH 8874' 8874 8874 26
7:00 2.00 02 ROTATE F/8874' T/8899', 25', 12.5 FPH, 20K WOB, 30 RPM, 3/4K TORQ, 216 GPM, CONN 8874 8899 26

GAS 462, B/G GAS 120, START RAISING MUDWT T/ 15.5 ppg
9:00 7.50 02 SLIDE F/8899' T/8953', 54', 7.2 FPH, 25K WOB, 216 GPM, B/G GAS 75u, SURV GAS 138u, 8899 8953 26

MUD WT 15.5 ppp
16:30 0.50 22 FLO-SHO DRILL, WELL SECURED IN 50 SECONDS, FILLVMGS W/ 15.5 ppg 8953 8953 26
17:00 5.00 02 SLIDE F/8953' T/8982', 29', 5.8 FPH, 30 WOB, 216 GPM, B/G GAS 86u 8953 8982 26
22:00 3.50 22 PULL 2 STS T/8889', TESCO & PASON TROUBLE SHOOTING TDS RPM & TORQ, 8982 8982 26

UNABLE TI CALIBRATE SAME, PASON TO ORDER NEW UNIT, RIH T/ 8982'
1:30 0.50 02 ROTATE F/8982' T/8987', 5', 10 FPH, 15/20K WOB, 30 RPM, 2/3K TORQ, 216 GPM, B/G 8982 8987 26

GAS 60u
2:00 4.00 02 SLIDE F/8987' T/9005', 18', 4.5 FPH, 20/30K WOB, 216 GPM, BIG GAS 60u 8987 9005 26

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8997 5:00 15.50 15.50 58 27 13 7/15/17 3.0 2.00 33.2% 15.0% 50.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 1025 2.80 3.63 268997 0 0.00 | 77/23

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.4 99 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 308 BBL Wl16.2 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/1/2008 Days From Spud : 67 Current Depth : 9222 Ft 24 Hr. Footage Made : 217 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE F/9005' T/9016', 11', 11 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 64u 9005 9016 26
7:00 1.00 02 ROTATE F/9016' T/9024', 8', 8 FPH, 20/25K WOB, 30/40 RPM, 2/3K TORQ, 216 GPM, B/G 9016 9024 26

GAS 58u
8:00 1.00 02 SLIDE F/9024' T/9048', 24', 24 FPH, 20/30K WOB, 160/250 psi DIFF, BIG GAS 58u 9024 9048 26
9:00 0.50 02 ROTATE F/9048' T/9057', 9', 18 FPH, 20/25K WOB, 30/40 RPM, 2/3K TORQ, 216 GPM, B/G 9048 9057 26

GAS 60u
9:30 1.50 02 SLIDE F/9057' T/9078', 21', 14 FPH, 216 GPM, 160/250 psi DIFF, BIG GAS 67u 9057 9078 26

11:00 1.00 07 SERVICE RIG & TAKE SCR'S 9078 9078 26
12:00 0.50 02 ROTATE F/9078' T/9087', 9', 18 FPH, 20/25K WOB, 40/45 RPM, 2/3K TORQ,216 GPM, B/G 9078 9087 26

GAS 75u
12:30 0.50 22 PIT DRILL RESPONSE TIME 45 SEC. 9087 9087 26
13:00 0.50 02 ROTATE F/908T T/9090', 3', 6 FPH, 20/25K WOB, 40/45 RPM, 2/3K TORQ, 216 GPM, B/G 9087 9090 26

GAS 64u
13:30 1.00 02 SLIDE F/9090' T/9112', 22', 22 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 69u 9090 9012 26
14:30 0.50 02 ROTATE F/9112' T/9126', 14', 28 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9012 9026 26
15:00 1.00 02 SLIDE F/9126' T/9144', 18', 18 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 80u 9026 9144 26
16:00 1.00 02 ROTATE F/9144' T/9159', 15', 15 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9144 9159 26

6/G GAS 82u
17:00 2.00 02 SLIDE F/9159' T/ 9173', 14', 7 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 77u 9159 9173 26
19:00 1.00 10 CONN. & SURVEY @9124', CIO PASON RIG FLOOR MONITOR 9173 9173 26
20:00 3.00 02 ROTATE F/9173' T/9190', 17', 5.6 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9173 9190 26

B/G GAS 88u, SURVICONN GAS 134u
23:00 2.00 02 SLIDE F/9190' T/9207', 17', 8.5 FPH, 20/30 WOB, 216 GPM, 160/250 psi DIFF, BIG GAS 60u, 9190 9207 26

1:00 1.00 02 ROTATE F/9207' T/9222', 15', 15 FPH, 20/25K WOB, 40/45 RPM, 2/4K TORQ, 216 GPM, 9207 9222 26
UlFF PRESS INDICATE POSSIBLE BEARING GOING OUT OR FORMATION CHANGE

2:00 0.50 05 F/C, SLUG PIPE 9222 9222 26
2:30 1.00 08 REPAIR TDS HYDRAULIC HOSE ON PIPE HANDLER 9222 9222 26
3:30 2.50 06 POOH T/6493' 9222 9222 26

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9222 5:00 15.50 15.50 60 27 15 12/20/31 3.0 2.00 31.0% 14.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 939 2.80 3.63 298289 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 101 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 308 BBL Wl16.2 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/1/2008 Days From Spud : 67 Current Depth : 9222 Ft 24 Hr. Footage Made : 217 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 SLIDE F/9005' T/9016', 11', 11 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 64u 9005 9016 26

7:00 1.00 02 ROTATE F/9016' T/9024', 8', 8 FPH, 20/25K WOB, 30/40 RPM, 2/3K TORQ, 216 GPM, B/G 9016 9024 26
GAS 58u

8:00 1.00 02 SLIDE F/9024' T/9048', 24', 24 FPH, 20/30K WOB, 160/250 psi DIFF, BIG GAS 58u 9024 9048 26

9:00 0.50 02 ROTATE F/9048' T/9057', 9', 18 FPH, 20/25K WOB, 30/40 RPM, 2/3K TORQ, 216 GPM, B/G 9048 9057 26
GAS 60u

9:30 1.50 02 SLIDE F/9057' T/9078', 21', 14 FPH, 216 GPM, 160/250 psi DIFF, BIG GAS 67u 9057 9078 26
11:00 1.00 07 SERVICE RIG & TAKE SCR'S 9078 9078 26
12:00 0.50 02 ROTATE F/9078' T/9087', 9', 18 FPH, 20/25K WOB, 40/45 RPM, 2/3K TORQ,216 GPM, B/G 9078 9087 26

GAS 75u
12:30 0.50 22 PIT DRILL RESPONSE TIME 45 SEC. 9087 9087 26

13:00 0.50 02 ROTATE F/908T T/9090', 3', 6 FPH, 20/25K WOB, 40/45 RPM, 2/3K TORQ, 216 GPM, B/G 9087 9090 26
GAS 64u

13:30 1.00 02 SLIDE F/9090' T/9112', 22', 22 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 69u 9090 9012 26
14:30 0.50 02 ROTATE F/9112' T/9126', 14', 28 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9012 9026 26
15:00 1.00 02 SLIDE F/9126' T/9144', 18', 18 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 80u 9026 9144 26

16:00 1.00 02 ROTATE F/9144' T/9159', 15', 15 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9144 9159 26
6/G GAS 82u

17:00 2.00 02 SLIDE F/9159' T/ 9173', 14', 7 FPH, 20/30K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 77u 9159 9173 26
19:00 1.00 10 CONN. & SURVEY @9124', CIO PASON RIG FLOOR MONITOR 9173 9173 26

20:00 3.00 02 ROTATE F/9173' T/9190', 17', 5.6 FPH, 20/25K WOB, 40/45 RPM, 3/4K TORQ, 216 GPM, 9173 9190 26
B/G GAS 88u, SURVICONN GAS 134u

23:00 2.00 02 SLIDE F/9190' T/9207', 17', 8.5 FPH, 20/30 WOB, 216 GPM, 160/250 psi DIFF, BIG GAS 60u, 9190 9207 26
1:00 1.00 02 ROTATE F/9207' T/9222', 15', 15 FPH, 20/25K WOB, 40/45 RPM, 2/4K TORQ, 216 GPM, 9207 9222 26

UlFF PRESS INDICATE POSSIBLE BEARING GOING OUT OR FORMATION CHANGE
2:00 0.50 05 F/C, SLUG PIPE 9222 9222 26
2:30 1.00 08 REPAIR TDS HYDRAULIC HOSE ON PIPE HANDLER 9222 9222 26
3:30 2.50 06 POOH T/6493' 9222 9222 26

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9222 5:00 15.50 15.50 60 27 15 12/20/31 3.0 2.00 31.0% 14.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 1 1 939 2.80 3.63 298289 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 101 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 385 bbis WT 12.4 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 308 BBL Wl16.2 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/2/2008 Days From Spud : 68 Current Depth : 9271 Ft 24 Hr. Footage Made : 77 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 CONTINUE POOH F/6493', B/O BIT #19 9222 9222 26
10:00 2.00 22 C/O BHA 9222 9222 NIH
12:00 0.50 07 SERVICE RIG 9222 9222 NIH
12:30 0.50 22 SURFACE TEST MTR & MWD OK 9222 9222 NIH
13:00 7.50 06 RIH W/ RUN #31, BHA #27, BIT #20 T/ 9078', NO DRAG 9222 9222 27
20:30 1.50 03 WASH & REAM F/9078' T/9222', 144', O/2KWOB, 40 RPM, 3K TORQ, 216 GPM, TRIP GAS 9222 9222 27

b/ÄU

22:00 1.50 05 FANNING BTM SPOTTING CONTONE & BULLDOG BEADS IN OPEN HOLE 9222 9222 27
23:30 3.00 02 SLIDE F/9222' T/9228', 6', 2 FPH, 4/8K WOB, 160/250 DIFF, B/G GAS 77u 9222 9228 27

2:30 1.00 02 ROTATE F/9228' T/9244', 16', 16 FPH, 5/8K WOB, 40/45 RPM, 2.5/3.5K TORQ, 216 GPM, 9222 9244 27
160/250 psi DIFF, B/G GAS 67u

3:30 2.50 02 SLIDE F/9244' T/9271', 27', 10.8 FPH, 4/8K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 64u 9222 9271 27
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9262 5:00 15.60 15.60 67 27 16 12/21/32 2.0 2.00 31.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 | 987 2.80 3.63 293274 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 102 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 3320 BBL Wl17.6 ppg
# 2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/2/2008 Days From Spud : 68 Current Depth : 9271 Ft 24 Hr. Footage Made : 77 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 CONTINUE POOH F/6493', B/O BIT #19 9222 9222 26
10:00 2.00 22 C/O BHA 9222 9222 NIH
12:00 0.50 07 SERVICE RIG 9222 9222 NIH
12:30 0.50 22 SURFACE TEST MTR & MWD OK 9222 9222 NIH
13:00 7.50 06 RIH W/ RUN #31, BHA #27, BIT #20 T/ 9078', NO DRAG 9222 9222 27
20:30 1.50 03 WASH & REAM F/9078' T/9222', 144', O/2KWOB, 40 RPM, 3K TORQ, 216 GPM, TRIP GAS 9222 9222 27

b/ÄU

22:00 1.50 05 FANNING BTM SPOTTING CONTONE & BULLDOG BEADS IN OPEN HOLE 9222 9222 27
23:30 3.00 02 SLIDE F/9222' T/9228', 6', 2 FPH, 4/8K WOB, 160/250 DIFF, B/G GAS 77u 9222 9228 27

2:30 1.00 02 ROTATE F/9228' T/9244', 16', 16 FPH, 5/8K WOB, 40/45 RPM, 2.5/3.5K TORQ, 216 GPM, 9222 9244 27
160/250 psi DIFF, B/G GAS 67u

3:30 2.50 02 SLIDE F/9244' T/9271', 27', 10.8 FPH, 4/8K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 64u 9222 9271 27
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9262 5:00 15.60 15.60 67 27 16 12/21/32 2.0 2.00 31.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 | 987 2.80 3.63 293274 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 102 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 3320 BBL Wl17.6 ppg
# 2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/215/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/3/2008 Days From Spud : 69 Current Depth : 9550 Ft 24 Hr. Footage Made : 288 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 SLIDE Fl9271' T/9300', 29', 7.25 FPH, 6/13K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 9271 9300 27
b/U

10:00 0.50 22 SURVEY @ 9214', WILDCAT WORK ON AUTO-DRILLER 9300 9300 27
10:30 4.50 02 SLIDE F/9300' T/9363', 63', 14 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 101u 9300 9363 27
15:00 0.50 07 SERVICE RIG 9363 9363 27
15:30 0.50 02 ROTATE F/9363' T/9372', 9', 18 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9363 9372 27

110u
16:00 2.00 02 SLIDE F/9372' T/9395', 23', 11.5 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9363 9395 27

88u, SURV GAS 110u
18:00 0.50 02 ROTATE F/9395' T/9405', 10', 20 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9395 9405 27

84u
18:30 1.50 02 SLIDE F/9405' T/9427', 22', 14.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9405 9427 27

82u
20:00 1.50 02 ROTATE F/9427' T/9445', 18', 12 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9427 9445 27

b9u
21:30 1.50 02 SLIDE F/9445' T/9457', 12', 8 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 69u 9445 9457 27
23:00 1.00 02 ROTATE F/9457' T/9472', 15', 15 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9457 9472 27

b9U

0:00 1.50 02 SLIDE F/9472' T/9491', 19', 12.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9472 9491 27
blu

1:30 1.00 02 ROTATE F/9491' T/9507', 16', 16 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9491 9507 27
00u

2:30 1.50LO2 SLIDE F/9507' T/9523', 16', 10.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9507 9523 27
bÜU

4:00 1.00 02 ROTATE F/9523' T/9537', 14', 14 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9523 9537 27
b2u

5:00 1.00 02 SLIDE F/9537' T/9550', 13', 13 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 66u 9537 9550 27
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9550 | 15.60 | 15.60 | 67 | 67 | 18 | 13/24/36 2.0 2.00 | 33.2% | 14.0% | 51.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1023 2.80 3.63 298289 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 3320 BBL Wl17.6 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat SIT/R 36/215/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/3/2008 Days From Spud : 69 Current Depth : 9550 Ft 24 Hr. Footage Made : 288 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 SLIDE Fl9271' T/9300', 29', 7.25 FPH, 6/13K WOB, 216 GPM, 160/250 psi DIFF, B/G GAS 9271 9300 27
b/U

10:00 0.50 22 SURVEY @ 9214', WILDCAT WORK ON AUTO-DRILLER 9300 9300 27
10:30 4.50 02 SLIDE F/9300' T/9363', 63', 14 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 101u 9300 9363 27
15:00 0.50 07 SERVICE RIG 9363 9363 27
15:30 0.50 02 ROTATE F/9363' T/9372', 9', 18 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9363 9372 27

110u
16:00 2.00 02 SLIDE F/9372' T/9395', 23', 11.5 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9363 9395 27

88u, SURV GAS 110u
18:00 0.50 02 ROTATE F/9395' T/9405', 10', 20 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9395 9405 27

84u
18:30 1.50 02 SLIDE F/9405' T/9427', 22', 14.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9405 9427 27

82u
20:00 1.50 02 ROTATE F/9427' T/9445', 18', 12 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9427 9445 27

b9u
21:30 1.50 02 SLIDE F/9445' T/9457', 12', 8 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 69u 9445 9457 27
23:00 1.00 02 ROTATE F/9457' T/9472', 15', 15 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9457 9472 27

b9U

0:00 1.50 02 SLIDE F/9472' T/9491', 19', 12.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9472 9491 27
blu

1:30 1.00 02 ROTATE F/9491' T/9507', 16', 16 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9491 9507 27
00u

2:30 1.50LO2 SLIDE F/9507' T/9523', 16', 10.6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 9507 9523 27
bÜU

4:00 1.00 02 ROTATE F/9523' T/9537', 14', 14 FPH, 5/8K WOB, 50 RPM, 3.8K TORQ, 216 GPM, B/G GAS 9523 9537 27
b2u

5:00 1.00 02 SLIDE F/9537' T/9550', 13', 13 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 66u 9537 9550 27
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9550 | 15.60 | 15.60 | 67 | 67 | 18 | 13/24/36 2.0 2.00 | 33.2% | 14.0% | 51.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1023 2.80 3.63 298289 0 0.00 78/22

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 3320 BBL Wl17.6 ppg
#2 PRE MIXPIT VOL. EMT

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/4/2008 Days From Spud : 70 Current Depth : 9840 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 SLIDE F/9550' T/9553', 3', 6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 58u 9550 9553 27
6:30 0.50 10 CONN & SURVEY & SPR'S 9553 9553 27
7:00 5.50 02 ROTATE F/9553' T/9651', 98', 17.8 FPM, 50/60 RPM, 3.7/4K TORQ, 216 GPM, B/G GAS 73u 9553 9651 27

12:30 0.50 07 SERVICE RlG 9651 9651 27
13:00 0.50 10 SURVEY & CONNECTION 9651 9651 27
13:30 16.50 02 ROTATE F/9651' T/9840', SURV'S, 189', 11.5 FPM, 50/60 RPM, 3.6/4K TORQ, 216 GPM, 9651 9840 27

B/G GAS 64u, CONNISURV GAS @222u W/ 16.1 ppg, @9651' CHANGED KBTVD T/9480'

Total: 24.00
@90.75 deg. START BACK REAMING EACH 30' & STD TWICE FOR HOLE ANGLE

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9840 5:00 16.00 16.00 68 68 13 10/19/21 2.0 2.00 33.2% 13.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1484 2.80 3.63 294204 0 0.00 80/20

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/4/2008 Days From Spud : 70 Current Depth : 9840 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 02 SLIDE F/9550' T/9553', 3', 6 FPH, 6/10K WOB, 216 GPM, 150/250 psi DIFF, B/G GAS 58u 9550 9553 27
6:30 0.50 10 CONN & SURVEY & SPR'S 9553 9553 27
7:00 5.50 02 ROTATE F/9553' T/9651', 98', 17.8 FPM, 50/60 RPM, 3.7/4K TORQ, 216 GPM, B/G GAS 73u 9553 9651 27

12:30 0.50 07 SERVICE RlG 9651 9651 27
13:00 0.50 10 SURVEY & CONNECTION 9651 9651 27
13:30 16.50 02 ROTATE F/9651' T/9840', SURV'S, 189', 11.5 FPM, 50/60 RPM, 3.6/4K TORQ, 216 GPM, 9651 9840 27

B/G GAS 64u, CONNISURV GAS @222u W/ 16.1 ppg, @9651' CHANGED KBTVD T/9480'

Total: 24.00
@90.75 deg. START BACK REAMING EACH 30' & STD TWICE FOR HOLE ANGLE

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9840 5:00 16.00 16.00 68 68 13 10/19/21 2.0 2.00 33.2% 13.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1484 2.80 3.63 294204 0 0.00 80/20

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/5/2008 Days From Spud : 71 Current Depth : 9880 Ft 24 Hr. Footage Made : 40 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 FLO-SHO DRILL, 19 SEC. RESPONSE TIME TO SECURE WELL, FILLVMGS W/ 16.1 ppg 9840 9840 27
6:30 0.50 02 ROTATE F/9840' T/9843', 3', 6 FPH, 3/5K WOB, 50/60 RPM, 3.9K TORQ, 216 GPM, B/G 9840 9843 27

GAS 60u, CONN/SURV GAS 77u
7:00 0.50 22 TAKE SCR'S ON BOTH PUMPS 9843 9843 27
7:30 5.00 02 ROTATE F/9843' T/9880', 37', 7.4 FPH, 3/5K WOB, 50/60 RPM, 3/4K TORQ, 216 GPM, BIG 9843 9880 27

GAS 74u, CONN/SURV GAS 84u
12:30 0.50 22 ATTEMPT TO DRILL, MOTOR STALLING OUT 9880 9880 27
13:00 2.00 05 CIRC B/U WHILE BUILDINGSLUG, FC, SLUG PIPE, SLUG FAILED, PUMPED 2nd SLUG, 9880 9880 27

UROP MUD DOG
15:00 7.00 06 POOH ON SNGL, FOUND MTR HOUSING BOX PARTED FROM ADJUSTMENT ASSY PIN, 9880 9880 NIH

BIO BIT #20
22:00 3.00 22 C/O MTR, ALIGN 1.83 deg. FIXED W/ MWD & TEST SAME OK, M/U BIT #21 9880 9880 28

1:00 4.50 06 RIH FILLING DP EACH 30 STDS T/8410' 9880 9880 28
5:30 0.50 22 INSTALLING RH 9880 9880 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9880 5:00 16.50 16.40 68 28 12 10/18/20 2.0 2.00 32.3% | 14.0% 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1378 2.40 3.11 289389 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bb\s WT 15.9 PPG
#3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/5/2008 Days From Spud : 71 Current Depth : 9880 Ft 24 Hr. Footage Made : 40 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 FLO-SHO DRILL, 19 SEC. RESPONSE TIME TO SECURE WELL, FILLVMGS W/ 16.1 ppg 9840 9840 27
6:30 0.50 02 ROTATE F/9840' T/9843', 3', 6 FPH, 3/5K WOB, 50/60 RPM, 3.9K TORQ, 216 GPM, B/G 9840 9843 27

GAS 60u, CONN/SURV GAS 77u
7:00 0.50 22 TAKE SCR'S ON BOTH PUMPS 9843 9843 27
7:30 5.00 02 ROTATE F/9843' T/9880', 37', 7.4 FPH, 3/5K WOB, 50/60 RPM, 3/4K TORQ, 216 GPM, BIG 9843 9880 27

GAS 74u, CONN/SURV GAS 84u
12:30 0.50 22 ATTEMPT TO DRILL, MOTOR STALLING OUT 9880 9880 27
13:00 2.00 05 CIRC B/U WHILE BUILDINGSLUG, FC, SLUG PIPE, SLUG FAILED, PUMPED 2nd SLUG, 9880 9880 27

UROP MUD DOG
15:00 7.00 06 POOH ON SNGL, FOUND MTR HOUSING BOX PARTED FROM ADJUSTMENT ASSY PIN, 9880 9880 NIH

BIO BIT #20
22:00 3.00 22 C/O MTR, ALIGN 1.83 deg. FIXED W/ MWD & TEST SAME OK, M/U BIT #21 9880 9880 28

1:00 4.50 06 RIH FILLING DP EACH 30 STDS T/8410' 9880 9880 28
5:30 0.50 22 INSTALLING RH 9880 9880 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9880 5:00 16.50 16.40 68 28 12 10/18/20 2.0 2.00 32.3% | 14.0% 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1378 2.40 3.11 289389 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.5 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bb\s WT 15.9 PPG
#3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/6/2008 Days From Spud : 72 Current Depth : 10008 Ft 24 Hr. Footage Made : 128 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 CONTINUE INSTALLING ROTATING HEAD 9880 9880 28
6:30 0.50 22 FILL PIPE & TEST MWD OK 9880 9880 28
7:00 1.00 06 CONTINUE RIH F/8410' T/9747' 9880 9880 28
8:00 1.00 03 WASH & REAM F/9747' T/9880', 133', 1/2K WOB, 50/60 RPM, 1/2K TORQ, 216 GPM 9880 9880 28
9:00 0.50 02 ROTATE F/9880' T/9884', 4', 8 FPH, 3/5K WOB, 50/60 RPM, 3.7K TORQ, 216 GPM, B/G 9880 9884 28

GAS 51u
9:30 0.50 22 FLOW CHECK, RECYCLE MWD 9884 9884 28

10:00 3.00 02 ROTATE F/9884' T/990T, 23', 7.6 FPH, 3/5K WOB, 50/60 RPM, 3.7/4.3K TORQ, 216 GPM, 9884 9907 28
b/G GAS 92u, CONN/SURV GAS 177u, RAISING MUD WT T/ 17.0 ppg

13:00 0.50 10 SURVEY & SCR'S W/17.O ppg 9907 9907 28
13:30 1.50 02 ROTATE F/990T T/9925', 18', 12 FPH, 3/5K WOB, 50/60 RPM, 3.9/4.8K TORQ, 216 GPM, 9907 9925 28

BIG GAS 64u
15:00 1.00 02 SLIDE F9925' T/9937', 12', 12 FPH, 6/10K WOB, 216 GPM, BIG GAS 105u 9925 9937 28
16:00 0.50 05 FLUSH VMGS Wl17.0 ppg 9937 9937 28
16:30 0.50 07 SERVICE RIG 9937 9937 28
17:00 8.00 02 SLIDE F/9937' T/9995', 58', 7.25 FPH, 6/10K WOB, 216 GPM, FLO-SHO INCREASED F/36% 9937 9995 28

Il40% & 6 BBL GAIN
1:00 1.50 23 SHUT IN WELL WI TPR MONITORING PRESSURES. DP 410 PSI & CSG 420 PSI START 9995 9995 28

HAISING ACTIVE MUD WT T/17.6 ppg @0215 DP 120 & CSG 160, OPEN CHOKE T/ VMGS
& NO RETURNS & PRESSURE DID NOT BLEED OFF, CLOSE ORBIT VALVE& OPEN TPR
W/ NO RETURNS & PRESSURE BLEED OFF, OPEN ORBIT VALVE & DRAIN FLOWLINE &
WELL STATIC. FOUND FLO-SHO WEIGHT HAD FALLEN OFF SAME CAUSING FLO-SHO
TO READ INCORRECT FLOW & TPR CLOSED TRAPPING PRESSURE FROM MUD PUMP.

2:30 2.00 05 RECIPROCATE PIPE CIRC 17.6 ppg AROUND MONITORING RETURNS, FLUSH VMGS 9995 9995 28
Wl17.6 ppg MUD, TAKE SCR'S

4:30 1.50 02 SLIDE F/9995' T/10008', 13', 8.6 FPH, 6/10 FPH, 216 GPM 9995 10008 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10000 3:30 17.60 17.00 70 28 12 10/19/20 2.0 2.00 34.2% 14.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1378 2.40 3.11 289389 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.1 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/6/2008 Days From Spud : 72 Current Depth : 10008 Ft 24 Hr. Footage Made : 128 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 22 CONTINUE INSTALLING ROTATING HEAD 9880 9880 28
6:30 0.50 22 FILL PIPE & TEST MWD OK 9880 9880 28
7:00 1.00 06 CONTINUE RIH F/8410' T/9747' 9880 9880 28
8:00 1.00 03 WASH & REAM F/9747' T/9880', 133', 1/2K WOB, 50/60 RPM, 1/2K TORQ, 216 GPM 9880 9880 28
9:00 0.50 02 ROTATE F/9880' T/9884', 4', 8 FPH, 3/5K WOB, 50/60 RPM, 3.7K TORQ, 216 GPM, B/G 9880 9884 28

GAS 51u
9:30 0.50 22 FLOW CHECK, RECYCLE MWD 9884 9884 28

10:00 3.00 02 ROTATE F/9884' T/990T, 23', 7.6 FPH, 3/5K WOB, 50/60 RPM, 3.7/4.3K TORQ, 216 GPM, 9884 9907 28
b/G GAS 92u, CONN/SURV GAS 177u, RAISING MUD WT T/ 17.0 ppg

13:00 0.50 10 SURVEY & SCR'S W/17.O ppg 9907 9907 28
13:30 1.50 02 ROTATE F/990T T/9925', 18', 12 FPH, 3/5K WOB, 50/60 RPM, 3.9/4.8K TORQ, 216 GPM, 9907 9925 28

BIG GAS 64u
15:00 1.00 02 SLIDE F9925' T/9937', 12', 12 FPH, 6/10K WOB, 216 GPM, BIG GAS 105u 9925 9937 28
16:00 0.50 05 FLUSH VMGS Wl17.0 ppg 9937 9937 28
16:30 0.50 07 SERVICE RIG 9937 9937 28
17:00 8.00 02 SLIDE F/9937' T/9995', 58', 7.25 FPH, 6/10K WOB, 216 GPM, FLO-SHO INCREASED F/36% 9937 9995 28

Il40% & 6 BBL GAIN
1:00 1.50 23 SHUT IN WELL WI TPR MONITORING PRESSURES. DP 410 PSI & CSG 420 PSI START 9995 9995 28

HAISING ACTIVE MUD WT T/17.6 ppg @0215 DP 120 & CSG 160, OPEN CHOKE T/ VMGS
& NO RETURNS & PRESSURE DID NOT BLEED OFF, CLOSE ORBIT VALVE& OPEN TPR
W/ NO RETURNS & PRESSURE BLEED OFF, OPEN ORBIT VALVE & DRAIN FLOWLINE &
WELL STATIC. FOUND FLO-SHO WEIGHT HAD FALLEN OFF SAME CAUSING FLO-SHO
TO READ INCORRECT FLOW & TPR CLOSED TRAPPING PRESSURE FROM MUD PUMP.

2:30 2.00 05 RECIPROCATE PIPE CIRC 17.6 ppg AROUND MONITORING RETURNS, FLUSH VMGS 9995 9995 28
Wl17.6 ppg MUD, TAKE SCR'S

4:30 1.50 02 SLIDE F/9995' T/10008', 13', 8.6 FPH, 6/10 FPH, 216 GPM 9995 10008 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10000 3:30 17.60 17.00 70 28 12 10/19/20 2.0 2.00 34.2% 14.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1378 2.40 3.11 289389 0 0.00 79/21

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.1 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/7/2008 Days From Spud : 73 Current Depth : 10353 Ft 24 Hr. Footage Made : 345 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 SLIDE F/10008' T/10035', 27', 10.8 FPH, 6/10K WOB, 216 GPM, B/G GAS 49u 10008 10035 28
8:30 0.50 07 SERVICE RIG 10035 10035 28
9:00 3.00 02 SLIDE F/10035' T/10067', 32', 10.6 FPH, 6/10K WOB, 216 GPM, B/G GAS 62u 10035 10067 28

12:00 5.00 02 ROTATE F/10067' T/10162', 95', 19 FPH, 3/5K WOB, 60/65 RPM, 4.2/2.9K TORQ, 216 GPM, 10067 10162 28
B/G GAS 86u

17:00 1.50 02 SLIDE F/10162' T/10172', 10', 6.6 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 71u 10162 10172 28
18:30 1.50 02 ROTATE F/10172' T/10195', 23', 15.3 FPH, 3/5K WOB, 60 RPM, 4.4K TORQ, 205 GPM, B/G 10172 10195 28

GAS 60u
20:00 1.00 02 SLIDE F/10195' T/10205', 10', 10 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 56u 10195 10205 28
21:00 1.50 02 ROTATE F/10205' T/10225', 20', 13.3 FPH, 3/5K WOB, 60 RPM, 4.2K TORQ, 205 GPM, B/G 10205 10225 28

GAS 51u
22:30 0.50 02 SLIDE F/10225' T/10228', 3', 6 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 51u, 10225 10228 28

CONN/SURV GAS 77u
23:00 7.00 02 ROTATE F/10228' Tl10353', 125', 17.9 FPH, 3/5K WOB, 60 RPM, 3.9/4.4K TORQ, 205 GPM, 10228 10353 28

B/G GAS 54u, CONN/SURV GAS 58u
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10330 5:00 17.60 17.50 83 49 21 21/26/27 2.0 2.00 39.6% 19.0% 81.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1107 2.80 3.63 289389 0 0.00 81/19

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: Jelta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/7/2008 Days From Spud : 73 Current Depth : 10353 Ft 24 Hr. Footage Made : 345 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 SLIDE F/10008' T/10035', 27', 10.8 FPH, 6/10K WOB, 216 GPM, B/G GAS 49u 10008 10035 28
8:30 0.50 07 SERVICE RIG 10035 10035 28
9:00 3.00 02 SLIDE F/10035' T/10067', 32', 10.6 FPH, 6/10K WOB, 216 GPM, B/G GAS 62u 10035 10067 28

12:00 5.00 02 ROTATE F/10067' T/10162', 95', 19 FPH, 3/5K WOB, 60/65 RPM, 4.2/2.9K TORQ, 216 GPM, 10067 10162 28
B/G GAS 86u

17:00 1.50 02 SLIDE F/10162' T/10172', 10', 6.6 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 71u 10162 10172 28
18:30 1.50 02 ROTATE F/10172' T/10195', 23', 15.3 FPH, 3/5K WOB, 60 RPM, 4.4K TORQ, 205 GPM, B/G 10172 10195 28

GAS 60u
20:00 1.00 02 SLIDE F/10195' T/10205', 10', 10 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 56u 10195 10205 28
21:00 1.50 02 ROTATE F/10205' T/10225', 20', 13.3 FPH, 3/5K WOB, 60 RPM, 4.2K TORQ, 205 GPM, B/G 10205 10225 28

GAS 51u
22:30 0.50 02 SLIDE F/10225' T/10228', 3', 6 FPH, 6/10K WOB, TFO 180 LS, 205 GPM, B/G GAS 51u, 10225 10228 28

CONN/SURV GAS 77u
23:00 7.00 02 ROTATE F/10228' Tl10353', 125', 17.9 FPH, 3/5K WOB, 60 RPM, 3.9/4.4K TORQ, 205 GPM, 10228 10353 28

B/G GAS 54u, CONN/SURV GAS 58u
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10330 5:00 17.60 17.50 83 49 21 21/26/27 2.0 2.00 39.6% 19.0% 81.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1107 2.80 3.63 289389 0 0.00 81/19

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entrY)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/8/2008 Days From Spud : 74 Current Depth : 9546 Ft 24 Hr. Footage Made : 59 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Rotate 10348'-10373' (25' @25fph) 10353 10373 28
7:00 1.00 07 Service rig and top drive 10373 10373 28
8:00 1.00 22 Conduct bop drill,service trailergenerator 10373 10373 28
9:00 2.00 02 Rotate 10373'-10401' (28' @ 14fph) 10373 10401 28

11:00 1.00 05 Circulate and condition 10401 10401 28
12:00 1.00 06 Trip out of hole @9535' 10401 10401 28
13:00 3.00 20 Orientate tool face,cut 10' trough 9525-9535" 10401 10401 28
16:00 14.00 20 Commence sidetrack @9535' time drill (5min/in,4minlin) 9535'-9546' 9535 9546 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10228 5:00 17.60 17.50 83 49 21 21/26/27 2.0 2.00 39.6% 19.0% 81.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1107 2.80 3.63 289389 0 0.00 81/19

Water Loss LCM ECD FL Temp Remarks
O | 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/9/2008 Days From Spud : 75 Current Depth : 9777 Ft 24 Hr. Footage Made : 231 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 20 Time drill 9547'-9560'v(13'-1.6fph) 9546 9560 28
14:00 1.50 02 Slide 9560'-9572' (12'-8fph) 9560 9572 28
15:30 2.50 02 Rotate 9572'-9608' (36'-14.5fph) 9572 9608 28
18:00 12.00 02 Rotate 9608'-977T (169'-14fph) 9608 9777 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9777 5:00 17.60 17.50 73 42 21 21/30/31 2.0 2.00 41.7% 10.0% 47.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1189 2.80 | 3.63 289389 0 0.00 82/18

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entrY)
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/8/2008 Days From Spud : 74 Current Depth : 9546 Ft 24 Hr. Footage Made : 59 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Rotate 10348'-10373' (25' @25fph) 10353 10373 28
7:00 1.00 07 Service rig and top drive 10373 10373 28
8:00 1.00 22 Conduct bop drill,service trailergenerator 10373 10373 28
9:00 2.00 02 Rotate 10373'-10401' (28' @ 14fph) 10373 10401 28

11:00 1.00 05 Circulate and condition 10401 10401 28
12:00 1.00 06 Trip out of hole @9535' 10401 10401 28
13:00 3.00 20 Orientate tool face,cut 10' trough 9525-9535" 10401 10401 28
16:00 14.00 20 Commence sidetrack @9535' time drill (5min/in,4minlin) 9535'-9546' 9535 9546 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10228 5:00 17.60 17.50 83 49 21 21/26/27 2.0 2.00 39.6% 19.0% 81.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1107 2.80 3.63 289389 0 0.00 81/19

Water Loss LCM ECD FL Temp Remarks
O | 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/9/2008 Days From Spud : 75 Current Depth : 9777 Ft 24 Hr. Footage Made : 231 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 20 Time drill 9547'-9560'v(13'-1.6fph) 9546 9560 28
14:00 1.50 02 Slide 9560'-9572' (12'-8fph) 9560 9572 28
15:30 2.50 02 Rotate 9572'-9608' (36'-14.5fph) 9572 9608 28
18:00 12.00 02 Rotate 9608'-977T (169'-14fph) 9608 9777 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9777 5:00 17.60 17.50 73 42 21 21/30/31 2.0 2.00 41.7% 10.0% 47.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1189 2.80 | 3.63 289389 0 0.00 82/18

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.7 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/10/2008 Days From Spud : 76 Current Depth : 10067 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 02 Rotate 9777'-9841' (64'-8fph) 9777 9841 28
14:00 0.50 07 Service rig and top drive 9841 9841 28

14:30 7.50 02 Rotate 9841'-9971' (130'-18fph) 9841 9971 28
22:00 1.00 20 Trouble shoot mwd, take survey 9971 9971 28
23:00 6.00 02 Rotate 9971'-10067' (96'-16fph) 9971 10067 28

5:00 1.00 20 Relog 30, gamma 10067 10067 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10067| 5:00 17.70 | 17.50 | 78 | 44 | 20 20/29/31 | 2.0 | | 2.00 | 39.6% 17.0% | 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1235 2.80 3.63 303036 0 0.00 | 83/17

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/10/2008 Days From Spud : 76 Current Depth : 10067 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.00 02 Rotate 9777'-9841' (64'-8fph) 9777 9841 28
14:00 0.50 07 Service rig and top drive 9841 9841 28

14:30 7.50 02 Rotate 9841'-9971' (130'-18fph) 9841 9971 28
22:00 1.00 20 Trouble shoot mwd, take survey 9971 9971 28
23:00 6.00 02 Rotate 9971'-10067' (96'-16fph) 9971 10067 28

5:00 1.00 20 Relog 30, gamma 10067 10067 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10067| 5:00 17.70 | 17.50 | 78 | 44 | 20 20/29/31 | 2.0 | | 2.00 | 39.6% 17.0% | 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 2 1235 2.80 3.63 303036 0 0.00 | 83/17

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/11/2008 Days From Spud : 77 Current Depth : 10067 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Circulate btms up,mix slug 10067 10067 28
7:30 8.50 06 Chain out of hole, 10067 10067 28

16:00 3.50 20 Lay down motor,mwd,and pick up new,test same 10067 10067 28
19:30 1.50 06 Trip in hole @5500' 10067 10067 28
21:00 0.50 07 Fill pipe,test mwd,service rig (changed out vibrator hose) 10067 10067 28
21:30 4.00 06 Trip in hole filling pipe every 30stds 10067 10067 28

1:30 1.00 22 Fill pipe change out rotating rubber element 10067 10067 28
2:30 1.00 20 Orientate thru window,trip in hole @ 9530' 10067 10067 28
3:30 1.00 20 Trip thru sidetrack,went in old hole,pick up and orientate,through sidetrack) 10067 10067 28
4:30 0.50 06 Trip in hole @ 10035' 10067 10067 28
5:00 0.50 20 Survey @9984' 10067 10067 28
5:30 0.50 03 Wash to bottom 10067 10067 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10067 5:00 17.70 17.50 78 44 20 20/29/31 2.0 2.00 39.6% 17.0% 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 2 2 1235 2.80 3.63 303036 0 0.00 83/17

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bb\s
#1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/11/2008 Days From Spud : 77 Current Depth : 10067 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Circulate btms up,mix slug 10067 10067 28
7:30 8.50 06 Chain out of hole, 10067 10067 28

16:00 3.50 20 Lay down motor,mwd,and pick up new,test same 10067 10067 28
19:30 1.50 06 Trip in hole @5500' 10067 10067 28
21:00 0.50 07 Fill pipe,test mwd,service rig (changed out vibrator hose) 10067 10067 28
21:30 4.00 06 Trip in hole filling pipe every 30stds 10067 10067 28

1:30 1.00 22 Fill pipe change out rotating rubber element 10067 10067 28
2:30 1.00 20 Orientate thru window,trip in hole @ 9530' 10067 10067 28
3:30 1.00 20 Trip thru sidetrack,went in old hole,pick up and orientate,through sidetrack) 10067 10067 28
4:30 0.50 06 Trip in hole @ 10035' 10067 10067 28
5:00 0.50 20 Survey @9984' 10067 10067 28
5:30 0.50 03 Wash to bottom 10067 10067 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10067 5:00 17.70 17.50 78 44 20 20/29/31 2.0 2.00 39.6% 17.0% 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 2 2 1235 2.80 3.63 303036 0 0.00 83/17

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bb\s
#1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present

Page 68 of 87 Powered by Production Access



Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/12/2008 Days From Spud : 78 Current Depth : 10429 Ft 24 Hr. Footage Made : 362 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 Backream 1006T-9921',ream to bottom 10067 10067 28
7:30 0.50 07 Service rig and top drive 10067 10067 28
8:00 10.00 02 Rotate 10067'-10227' 10067 10227 28

18:00 12.00 02 Rotate 10227'-10429' (202'-17fph) 10227 10429 28
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10400 5:00 17.70 17.50 78 44 20 20/29/31 2.0 2.00 39.6% 17.0% 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00| 2 2 1235 2.80 3.63 303036 0 0.00 83/17

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/13/2008 Days From Spud : 79 Current Depth : 10668 Ft 24 Hr. Footage Made : 239 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Rotate 10428'-10513' (84'-15.27fph) 10429 10513 28
11:30 0.50 07 Service rig and top drive 10513 10513 28
12:00 6.00 02 Rotate 10513'-10605' (92'-15.3fph) 10513 10605 28
18:00 7.00 08 Trouble shoot top drive motor (hydralics to drillers control panel not working,circulate and work 10605 10605 28

pipe )
1:00 5.00 02 Rotate 10605'-10668' (63'-12.6fph) 10605 10668 28

Total: 24.00
Mud Properties

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1325 1.50 1.94 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.7 124 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/12/2008 Days From Spud : 78 Current Depth : 10429 Ft 24 Hr. Footage Made : 362 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 Backream 1006T-9921',ream to bottom 10067 10067 28
7:30 0.50 07 Service rig and top drive 10067 10067 28
8:00 10.00 02 Rotate 10067'-10227' 10067 10227 28

18:00 12.00 02 Rotate 10227'-10429' (202'-17fph) 10227 10429 28
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10400 5:00 17.70 17.50 78 44 20 20/29/31 2.0 2.00 39.6% 17.0% 83.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00| 2 2 1235 2.80 3.63 303036 0 0.00 83/17

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 105 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/13/2008 Days From Spud : 79 Current Depth : 10668 Ft 24 Hr. Footage Made : 239 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Rotate 10428'-10513' (84'-15.27fph) 10429 10513 28
11:30 0.50 07 Service rig and top drive 10513 10513 28
12:00 6.00 02 Rotate 10513'-10605' (92'-15.3fph) 10513 10605 28
18:00 7.00 08 Trouble shoot top drive motor (hydralics to drillers control panel not working,circulate and work 10605 10605 28

pipe )
1:00 5.00 02 Rotate 10605'-10668' (63'-12.6fph) 10605 10668 28

Total: 24.00
Mud Properties

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1325 1.50 1.94 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.7 124 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/14/2008 Days From Spud : 80 Current Depth : 10967 Ft 24 Hr. Footage Made : 299 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 15.50 02 Slide 10668'-10800' (132'-8.51fph) 10668 10800 28
21:30 2.00 02 Rotate 10800'-10852' (52'-26fph) 10800 10852 28
23:30 0.50 07 Service rig and top drive 10852 10852 28

0:00 6.00 02 Rotate 10852'-10967' (115'-19.1fph) 10852 10967 28
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10864 5:00 17.70 17.70 75 48 21 18/29/34 2.0 2.00 0.4% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1320 2.60 3.37 326610 12 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 0.0 19.1 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
#3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 7/15/2008 Days From Spud : 81 Current Depth : 11106 Ft 24 Hr. Footage Made : 139 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 10967'-10993' (26'-13fph) 10967 10993 28
8:00 0.50 07 Service rig and top drive 10993 10993 28
8:30 6.00 02 Slide 10993'-11014' (21'-3.5fph) 10993 11014 28

14:30 3.50 02 Rotate 11014'-11035' (21'-6fph) 11014 11035 28
18:00 12.00 02 Rotate 11035'-11106' (71'-6fph) 11035 11106 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11100 5:00 17.60 17.60 71 46 20 16/27/32 2.0 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1224 2.60 3.37 326610 12 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/14/2008 Days From Spud : 80 Current Depth : 10967 Ft 24 Hr. Footage Made : 299 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 15.50 02 Slide 10668'-10800' (132'-8.51fph) 10668 10800 28
21:30 2.00 02 Rotate 10800'-10852' (52'-26fph) 10800 10852 28
23:30 0.50 07 Service rig and top drive 10852 10852 28

0:00 6.00 02 Rotate 10852'-10967' (115'-19.1fph) 10852 10967 28
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
10864 5:00 17.70 17.70 75 48 21 18/29/34 2.0 2.00 0.4% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1320 2.60 3.37 326610 12 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 0.0 19.1 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
#3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 7/15/2008 Days From Spud : 81 Current Depth : 11106 Ft 24 Hr. Footage Made : 139 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 10967'-10993' (26'-13fph) 10967 10993 28
8:00 0.50 07 Service rig and top drive 10993 10993 28
8:30 6.00 02 Slide 10993'-11014' (21'-3.5fph) 10993 11014 28

14:30 3.50 02 Rotate 11014'-11035' (21'-6fph) 11014 11035 28
18:00 12.00 02 Rotate 11035'-11106' (71'-6fph) 11035 11106 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11100 5:00 17.60 17.60 71 46 20 16/27/32 2.0 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1224 2.60 3.37 326610 12 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.9 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/16/2008 Days From Spud : 82 Current Depth : 11408 Ft 24 Hr. Footage Made : 302 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 11106'-11114' (8'-4fph) 11106 11114 28
8:00 2.00 02 Slide 11114'-11142' (28'-14fph) 11114 11142 28

10:00 3.50 02 Rotate 11142'-11180' (38'-11fph) 11142 11180 28
13:30 0.50 08 Work on top drive motor (change out fuel filters) 11180 11180 28
14:00 1.00 02 Rotate 11180'-11185' (5'-5fph) 11180 11185 28
15:00 0.50 07 Service rig and top drive 11185 11185 28
15:30 1.50 02 Rotate 11185'-11217' (32'-21.3fph) 11185 11217 28
17:00 0.50 08 Work on top drive motor (filters) 11217 11217 28
17:30 0.50 02 Rotate 11217'-11237' (20'-40fph) 11217 11237 28
18:00 10.00 02 Rotate 11237'-11385' (148'-14.8fph) 11237 11385 28
4:00 1.00 02 Slide 11385'-11392' (7'-7fph) 11385 11392 28
5:00 1.00 02 Rotate 11392'-11408' (16'-16fph) 11392 11408 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11275| 5:00 17.50 17.50 71 46 20 17/28/32 2.4 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 | 1201 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
#1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/16/2008 Days From Spud : 82 Current Depth : 11408 Ft 24 Hr. Footage Made : 302 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 11106'-11114' (8'-4fph) 11106 11114 28
8:00 2.00 02 Slide 11114'-11142' (28'-14fph) 11114 11142 28

10:00 3.50 02 Rotate 11142'-11180' (38'-11fph) 11142 11180 28
13:30 0.50 08 Work on top drive motor (change out fuel filters) 11180 11180 28
14:00 1.00 02 Rotate 11180'-11185' (5'-5fph) 11180 11185 28
15:00 0.50 07 Service rig and top drive 11185 11185 28
15:30 1.50 02 Rotate 11185'-11217' (32'-21.3fph) 11185 11217 28
17:00 0.50 08 Work on top drive motor (filters) 11217 11217 28
17:30 0.50 02 Rotate 11217'-11237' (20'-40fph) 11217 11237 28
18:00 10.00 02 Rotate 11237'-11385' (148'-14.8fph) 11237 11385 28
4:00 1.00 02 Slide 11385'-11392' (7'-7fph) 11385 11392 28
5:00 1.00 02 Rotate 11392'-11408' (16'-16fph) 11392 11408 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11275| 5:00 17.50 17.50 71 46 20 17/28/32 2.4 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 | 1201 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
#1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/17/2008 Days From Spud : 83 Current Depth : 11640 Ft 24 Hr. Footage Made : 232 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Rotate 11408'-11470' (62'-15.5fph) 11408 11470 28
10:00 0.50 07 Service rig and top drive 11470 11470 28
10:30 10.00 02 Rotate 11470'- 11640' (motor stalling)(170'-17fph) 11470 11640 28
20:30 1.00 05 Circulate sample up 11640 11640 28
21:30 3.00 06 Pump slug and tripout for bha 11640 11640 28

0:30 0.50 22 Pull rotating head 11640 11640 28
1:00 1.00 08 Work on break out cathead (locking up) 11640 11640 28
2:00 4.00 06 Trip out of hole 11640 11640 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11640| 5:00 17.40 | 17.40 | 74 | 47 | 21 | 18/29/33 | 2.0 | | 2.00 | 38.9% | 14.0% | 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1205 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/17/2008 Days From Spud : 83 Current Depth : 11640 Ft 24 Hr. Footage Made : 232 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Rotate 11408'-11470' (62'-15.5fph) 11408 11470 28
10:00 0.50 07 Service rig and top drive 11470 11470 28
10:30 10.00 02 Rotate 11470'- 11640' (motor stalling)(170'-17fph) 11470 11640 28
20:30 1.00 05 Circulate sample up 11640 11640 28
21:30 3.00 06 Pump slug and tripout for bha 11640 11640 28

0:30 0.50 22 Pull rotating head 11640 11640 28
1:00 1.00 08 Work on break out cathead (locking up) 11640 11640 28
2:00 4.00 06 Trip out of hole 11640 11640 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11640| 5:00 17.40 | 17.40 | 74 | 47 | 21 | 18/29/33 | 2.0 | | 2.00 | 38.9% | 14.0% | 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1205 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/18/2008 Days From Spud : 84 Current Depth : 11640 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 08 Work on cathead (clutch assembly,locked up disengage air boot to cathead) 11640 11640 28
7:30 2.50 06 Trip out of hole,\ay down motor,mwd 11640 11640 28

10:00 1.00 08 Work on cathead (mechanic showed up removed cathead) 11640 11640 28
11:00 3.00 20 Pick up new motor,mwd,test same bad test on mwd, lay down same and pick up new,test 11640 11640 28

same o.k.
14:00 1.50 06 Trip in hole, @2000' 11640 11640 28
15:30 0.50 07 Service rig and top drive 11640 11640 28
16:00 3.00 09 Cut and slip drill line 11640 11640 28
19:00 1.00 06 Trip out of hole to inspect mwd tool (MWD hands could not verify top of mwd had been 11640 11640 28

tightened)
20:00 1.00 20 Pull mwd tool inspect and test same 11640 11640 28
21:00 4.00 06 Trip in hole filling pipe every 30stds @9000' 11640 11640 28

1:00 1.50 08 Work on cathead (installed refurbished cathead) 11640 11640 28
2:30 3.00 06 Trip in hole@ 11545' 11640 11640 28
5:30 0.50 03 Wash to bottom 11545'-11640' 11640 11640 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11640 5:00 17.40 17.40 74 47 21 18/29/33 2.0 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00| 2 1 1205 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O | 0.0 18.8 | 125 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbls 16 ppg (ä)present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/215/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/18/2008 Days From Spud : 84 Current Depth : 11640 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 08 Work on cathead (clutch assembly,locked up disengage air boot to cathead) 11640 11640 28
7:30 2.50 06 Trip out of hole,\ay down motor,mwd 11640 11640 28

10:00 1.00 08 Work on cathead (mechanic showed up removed cathead) 11640 11640 28
11:00 3.00 20 Pick up new motor,mwd,test same bad test on mwd, lay down same and pick up new,test 11640 11640 28

same o.k.
14:00 1.50 06 Trip in hole, @2000' 11640 11640 28
15:30 0.50 07 Service rig and top drive 11640 11640 28
16:00 3.00 09 Cut and slip drill line 11640 11640 28
19:00 1.00 06 Trip out of hole to inspect mwd tool (MWD hands could not verify top of mwd had been 11640 11640 28

tightened)
20:00 1.00 20 Pull mwd tool inspect and test same 11640 11640 28
21:00 4.00 06 Trip in hole filling pipe every 30stds @9000' 11640 11640 28

1:00 1.50 08 Work on cathead (installed refurbished cathead) 11640 11640 28
2:30 3.00 06 Trip in hole@ 11545' 11640 11640 28
5:30 0.50 03 Wash to bottom 11545'-11640' 11640 11640 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11640 5:00 17.40 17.40 74 47 21 18/29/33 2.0 2.00 38.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00| 2 1 1205 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
O | 0.0 18.8 | 125 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbls 16 ppg (ä)present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 7/19/2008 Days From Spud : 85 Current Depth : 11819 Ft 24 Hr. Footage Made : 179 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 11640'-11662' (22'-11fph) 11640 11662 28
8:00 0.50 07 Service rig and top drive 11662 11662 28
8:30 1.00 02 Rotate 11662'-11685' 11662 11662 28
9:30 1.50 02 Circulate (p-rate slowed down pump up sample,drilling in shale) 11662 11703 28

11:00 5.50 02 Slide 11685'-11703' (18'-3.27fph) 11703 11703 28
16:30 13.50 02 Rotate 11703'-11819' (116'-9fph) 11703 11819 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11732 5:00 17.70 | 17.70 | 73 | 47 | 21 | 17/27/31 | | 2.2 | | 2.00 39.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1367 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 19.0 125 | # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 7/19/2008 Days From Spud : 85 Current Depth : 11819 Ft 24 Hr. Footage Made : 179 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 02 Rotate 11640'-11662' (22'-11fph) 11640 11662 28
8:00 0.50 07 Service rig and top drive 11662 11662 28
8:30 1.00 02 Rotate 11662'-11685' 11662 11662 28
9:30 1.50 02 Circulate (p-rate slowed down pump up sample,drilling in shale) 11662 11703 28

11:00 5.50 02 Slide 11685'-11703' (18'-3.27fph) 11703 11703 28
16:30 13.50 02 Rotate 11703'-11819' (116'-9fph) 11703 11819 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11732 5:00 17.70 | 17.70 | 73 | 47 | 21 | 17/27/31 | | 2.2 | | 2.00 39.9% 14.0% 86.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1367 2.50 3.24 316704 11 0.00 86/14

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 19.0 125 | # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 7/20/2008 Days From Spud : 86 Current Depth : 12009 Ft 24 Hr. Footage Made : 190 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 1.00 02 Rotate 11819'-11826' (7'-7fph) 11819 11826 28
7:00 3.00 02 Slide 11826'-11846' (20'-6.5fph) 11826 11846 28

10:00 1.00 02 Rotate 11846'-11852' (6'-6fph) 11846 11852 28
11:00 0.50 07 Service rig and top drive 11852 11852 28
11:30 0.50 10 Connection and survey 11852 11852 28
12:00 0.50 20 Trouble shoot mwd (change out reciever box) 11852 11852 28
12:30 8.00 02 Rotate 11852'-11934' (82'-10.25fph) 11852 11934 28
20:30 2.00 02 Slide 11934'-11945' (11'-5.5fph) 11934 11945 28
22:30 7.50 02 Rotate 11945'-12009' (64'-8.5fph) 11945 12009 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11990 5:00 17.60 17.60 70 44 19 16/25/29 2.0 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1478 2.50 3.24 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc:| District: Northern

Daily Summary
Activity Date : 7/20/2008 Days From Spud : 86 Current Depth : 12009 Ft 24 Hr. Footage Made : 190 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run

6:00 1.00 02 Rotate 11819'-11826' (7'-7fph) 11819 11826 28
7:00 3.00 02 Slide 11826'-11846' (20'-6.5fph) 11826 11846 28

10:00 1.00 02 Rotate 11846'-11852' (6'-6fph) 11846 11852 28
11:00 0.50 07 Service rig and top drive 11852 11852 28
11:30 0.50 10 Connection and survey 11852 11852 28
12:00 0.50 20 Trouble shoot mwd (change out reciever box) 11852 11852 28
12:30 8.00 02 Rotate 11852'-11934' (82'-10.25fph) 11852 11934 28
20:30 2.00 02 Slide 11934'-11945' (11'-5.5fph) 11934 11945 28
22:30 7.50 02 Rotate 11945'-12009' (64'-8.5fph) 11945 12009 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
11990 5:00 17.60 17.60 70 44 19 16/25/29 2.0 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1478 2.50 3.24 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/21/2008 Days From Spud : 87 Current Depth : 12134 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Rotate 12009'-12042' (33'-8.25fph) 12009 12042 28
10:00 0.50 07 Service rig and top drive 12042 12042 28
10:30 4.00 02 Rotate 12042'-12078' (36'-9fph) 12042 12078 28
14:30 2.50 02 Slide 12078'-12092' (14'-5.6fph) 12078 12092 28
17:00 2.00 02 Rotate 12092'-12110' (9'-4.5fph) 12092 12110 28
19:00 3.50 02 Slide 12110'-12115' (5'-1.5fph) 12110 12115 28
22:30 3.00 02 Rotate 12115'-12130' (15'-5fph) 12115 12130 28

1:30 1.50 02 Slide 12130'-12132' (2'-1.3fph) 12130 12132 28
3:00 1.50 02 Rotate 12132'-12134' (pump pressure increased motor stalling ) 12132 12134 28
4:30 1.00 05 Circulate and mix slug 12134 12134 28
5:30 0.50 06 Pump slug and tripout of hole 12134 12134 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12105 5:00 17.50 | 17.50 | 72 47 | 21 16/27/31 | | 2.0 | 2.00 | 38.8% | 15.0% | 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1345 2.50 3.24 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
#1 PRE MIXPlT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/21S/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/21/2008 Days From Spud : 87 Current Depth : 12134 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 02 Rotate 12009'-12042' (33'-8.25fph) 12009 12042 28
10:00 0.50 07 Service rig and top drive 12042 12042 28
10:30 4.00 02 Rotate 12042'-12078' (36'-9fph) 12042 12078 28
14:30 2.50 02 Slide 12078'-12092' (14'-5.6fph) 12078 12092 28
17:00 2.00 02 Rotate 12092'-12110' (9'-4.5fph) 12092 12110 28
19:00 3.50 02 Slide 12110'-12115' (5'-1.5fph) 12110 12115 28
22:30 3.00 02 Rotate 12115'-12130' (15'-5fph) 12115 12130 28

1:30 1.50 02 Slide 12130'-12132' (2'-1.3fph) 12130 12132 28
3:00 1.50 02 Rotate 12132'-12134' (pump pressure increased motor stalling ) 12132 12134 28
4:30 1.00 05 Circulate and mix slug 12134 12134 28
5:30 0.50 06 Pump slug and tripout of hole 12134 12134 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12105 5:00 17.50 | 17.50 | 72 47 | 21 16/27/31 | | 2.0 | 2.00 | 38.8% | 15.0% | 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1345 2.50 3.24 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 125 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
#1 PRE MIXPlT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/22/2008 Days From Spud : 88 Current Depth : 12150 Ft 24 Hr. Footage Made : 16 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Trip out of hole 8400' 12134 12134 28
8:00 0.50 22 Pull rotating head element 12134 12134 28
8:30 8.50 06 Trip out of hole,lay down motor(parted at adjustment break)Iay down mwd,pick up new and 12134 12134 28

test same
17:00 7.50 06 Trip in hole, orientate into window and side track (no problem entering sidetrack) 12134 12134 28
0:30 1.00 03 Ream 12046'-12134' 12134 12134 28
1:30 4.50 02 Slide 12134'-12150' (16'-3.5fph) 12134 12150 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12140 5:00 17.40 17.40 71 46 20 16/27/31 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1397 2.50 3.24 304944 11 0.00 85/15

Water Loss - LCM ECD FL Temp Remarks
0 0.0 18.7 115 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIX PIT 330 bbis 16 ppg @present

Daily Summary
Activity Date : 7/23/2008 Days From Spud : 89 Current Depth : 12280 Ft 24 Hr. Footage Made : 130 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Slide 12150'-12157' (7'-2.8fph) 12150 12157 28

8:30 1.50 02 Rotate 12157'-12174 (17'-11.3fph) 12157 12174 28
10:00 4.50 02 Slide 12174'-12190' (16'-3.5fph) 12174 12190 28
14:30 5.00 02 Rotate 12190'-12234' (44'-8.8fph) 12190 12234 28
19:30 0.50 22 Change out rotating head element 12234 12234 28
20:00 6.50 02 Rotate 12234'-12270' (36'-6fph) 12234 12270 28

2:30 2.50 02 Slide 12270'-12277' (7'-2.8fph) 12270 12277 28
5:00 1.00 02 Rotate 12277'-12280' (3'-3fph) 12277 12280 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12272 5:00 17.40 17.40 74 47 21 16/27/32 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1303 2.50 3.24 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 123 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppp @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/22/2008 Days From Spud : 88 Current Depth : 12150 Ft 24 Hr. Footage Made : 16 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Trip out of hole 8400' 12134 12134 28

8:00 0.50 22 Pull rotating head element 12134 12134 28
8:30 8.50 06 Trip out of hole,lay down motor(parted at adjustment break)Iay down mwd,pick up new and 12134 12134 28

test same
17:00 7.50 06 Trip in hole, orientate into window and side track (no problem entering sidetrack) 12134 12134 28
0:30 1.00 03 Ream 12046'-12134' 12134 12134 28

1:30 4.50 02 Slide 12134'-12150' (16'-3.5fph) 12134 12150 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12140 5:00 17.40 17.40 71 46 20 16/27/31 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1397 2.50 3.24 304944 11 0.00 85/15

Water Loss - LCM ECD FL Temp Remarks
0 0.0 18.7 115 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIX PIT 330 bbis 16 ppg @present

Daily Summary
Activity Date : 7/23/2008 Days From Spud : 89 Current Depth : 12280 Ft 24 Hr. Footage Made : 130 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Slide 12150'-12157' (7'-2.8fph) 12150 12157 28

8:30 1.50 02 Rotate 12157'-12174 (17'-11.3fph) 12157 12174 28
10:00 4.50 02 Slide 12174'-12190' (16'-3.5fph) 12174 12190 28

14:30 5.00 02 Rotate 12190'-12234' (44'-8.8fph) 12190 12234 28
19:30 0.50 22 Change out rotating head element 12234 12234 28

20:00 6.50 02 Rotate 12234'-12270' (36'-6fph) 12234 12270 28

2:30 2.50 02 Slide 12270'-12277' (7'-2.8fph) 12270 12277 28
5:00 1.00 02 Rotate 12277'-12280' (3'-3fph) 12277 12280 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12272 5:00 17.40 17.40 74 47 21 16/27/32 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1303 2.50 3.24 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 123 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppp @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/24/2008 Days From Spud : 90 Current Depth : 12433 Ft 24 Hr. Footage Made : 153 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Rotate 12280'-12301' (21'-8.4fph) 12280 12301 28
8:30 0.50 07 Service rig and top drive 12301 12301 28
9:00 12.00 02 Rotate 12301'-12398' (97'-8fph) 12301 12398 28

21:00 5.50 02 Slide 12398'-12413' (15'-3fph) 12398 12413 28
2:30 3.50 02 Rotate 12413'-12433' (20'-4.3fph) 12413 12433 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12545| 5:00 17.40 | 17.40 76 | 49 23 18/29/34 | | 2.6 | | 2.00 | 37.8% | 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1323 2.60 3.37 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 125 # 1 Frac Tank Vol. OBM 65 bb\s WTB.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPlT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/25/2008 Days From Spud : 91 Current Depth : 12631 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Rotate 12433'-12522 (89'-7.5fph) 12433 12522 28
18:00 6.50 02 Rotate 12522'-1256T (45'-7fph) 12522 12567 28

0:30 1.00 02 Slide 12567'-12580' (13'-13fph) 12567 12580 28
1:30 4.00 02 Rotate 12580'-12630' (50'-12.5fph) 12580 12630 28
5:30 0.50 02 Slide 12630'-12631' (1'-1fph) 12630 12631 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12433 5:00 17.40 17.40 74 49 20 18/29/34 2.6 2.00 37.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1354 2.60 3.37 304944 11 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 125 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/21S/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/24/2008 Days From Spud : 90 Current Depth : 12433 Ft 24 Hr. Footage Made : 153 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Rotate 12280'-12301' (21'-8.4fph) 12280 12301 28
8:30 0.50 07 Service rig and top drive 12301 12301 28
9:00 12.00 02 Rotate 12301'-12398' (97'-8fph) 12301 12398 28

21:00 5.50 02 Slide 12398'-12413' (15'-3fph) 12398 12413 28
2:30 3.50 02 Rotate 12413'-12433' (20'-4.3fph) 12413 12433 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12545| 5:00 17.40 | 17.40 76 | 49 23 18/29/34 | | 2.6 | | 2.00 | 37.8% | 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1323 2.60 3.37 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 125 # 1 Frac Tank Vol. OBM 65 bb\s WTB.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPlT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/25/2008 Days From Spud : 91 Current Depth : 12631 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Rotate 12433'-12522 (89'-7.5fph) 12433 12522 28
18:00 6.50 02 Rotate 12522'-1256T (45'-7fph) 12522 12567 28

0:30 1.00 02 Slide 12567'-12580' (13'-13fph) 12567 12580 28
1:30 4.00 02 Rotate 12580'-12630' (50'-12.5fph) 12580 12630 28
5:30 0.50 02 Slide 12630'-12631' (1'-1fph) 12630 12631 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12433 5:00 17.40 17.40 74 49 20 18/29/34 2.6 2.00 37.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1354 2.60 3.37 304944 11 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.7 125 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/26/2008 Days From Spud : 92 Current Depth : 12651 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 02 Slide f/12631' t/12644', 13', 8.6 fph, 7/17k wob, 205 gpm 12631 12644 28
7:30 0.50 02 Rotate f/12644' t/12651', T, 14 fph, 2/7k wob, 55 rpm, 200 gpm 12644 12651 28
8:00 1.50 05 Circ blu for wiper trip 12651 12651 28
9:30 3.00 06 POOH f/12651' t/8690' 12651 12651 28

12:30 3.00 06 RIH f/8690' t/12651' 12651 12651 28
15:30 3.00 05 Circ B/U w/ gas cut mud f/17.4 ppg t/16.7 ppg. T Gas not working for B/U reading 12651 12651 28
18:30 2.00 06 Pump slug & POOH t/ side track 12651 12651 28
20:30 0.50 22 Check shot survey @9650' 12651 12651 28
21:00 2.00 06 RlH t/12651' 12651 12651 28
23:00 2.00 05 Fill pipe & circ & cond mud, tripgas 1060 u 12651 12651 28

1:00 5.00 06 Pump slug, drop rabbit, POOH SLM t/ run Liner 12651 12651 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12631 5:00 17.50 17.50 75 48 21 17/27/33 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 | 1 1493 2.60 | 3.37 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 110 # 1 Frac Tank Vol. OBM 500 bbis WT 10.5 PPG

#2 Frac Tank Vol. OWM 223 bbis WT 15.2 PPG
# 3 Frac Tank Vol. Diesel 360 bbls
# 1 PRE MIXPIT VOL. 150 BBL Wl20 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 320 BBL Wl18 ppg, yp 22, pv, 51, owr 78/22

PRE MlXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/26/2008 Days From Spud : 92 Current Depth : 12651 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 02 Slide f/12631' t/12644', 13', 8.6 fph, 7/17k wob, 205 gpm 12631 12644 28

7:30 0.50 02 Rotate f/12644' t/12651', T, 14 fph, 2/7k wob, 55 rpm, 200 gpm 12644 12651 28
8:00 1.50 05 Circ blu for wiper trip 12651 12651 28

9:30 3.00 06 POOH f/12651' t/8690' 12651 12651 28

12:30 3.00 06 RIH f/8690' t/12651' 12651 12651 28

15:30 3.00 05 Circ B/U w/ gas cut mud f/17.4 ppg t/16.7 ppg. T Gas not working for B/U reading 12651 12651 28

18:30 2.00 06 Pump slug & POOH t/ side track 12651 12651 28
20:30 0.50 22 Check shot survey @9650' 12651 12651 28

21:00 2.00 06 RlH t/12651' 12651 12651 28

23:00 2.00 05 Fill pipe & circ & cond mud, tripgas 1060 u 12651 12651 28

1:00 5.00 06 Pump slug, drop rabbit, POOH SLM t/ run Liner 12651 12651 28
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12631 5:00 17.50 17.50 75 48 21 17/27/33 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 | 1 1493 2.60 | 3.37 304944 11 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 110 # 1 Frac Tank Vol. OBM 500 bbis WT 10.5 PPG

#2 Frac Tank Vol. OWM 223 bbis WT 15.2 PPG
# 3 Frac Tank Vol. Diesel 360 bbls
# 1 PRE MIXPIT VOL. 150 BBL Wl20 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 320 BBL Wl18 ppg, yp 22, pv, 51, owr 78/22

PRE MlXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/27/2008 Days From Spud : 93 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 06 CONT POOH & BIO BIT 12651 12651 28
9:30 2.00 22 L/D BHA 12651 12651 NIH

11:30 0.50 07 SERVICE RIG 12651 12651 NIH
12:00 1.00 23 HELD PJSM Wl DHS, DELTA, B&LCSG CREW, RIU CSG EQUIPMENT 12651 12651 NIH
13:00 5.00 12 P/U & RIH WI 3.5" & 4.5" PRODUCTION STRING 12651 12651 NIH
18:00 1.00 23 M/U WEATHERFORD HANGER & PKR ASSY & 1 STD 4" DP WHILE R/D CSG EQUIP & L/D 12651 12651 NIH

BUCKET
19:00 4.00 06 RIH W/ LINER HANGER TI12500' 12651 12651 28
23:00 1.50 22 SET LINER HANGER @8558' & LINER SHOE @ 12500', RELEASE RT 12651 12651 28

0:30 4.00 06 POOH 12651 12651 28
4:30 1.00 22 L/D HANGER RT 12651 12651 28
5:30 0.50 22 M/U WIRELINE RE-ENTRY GUIDE WlX-NIPPLE ON 4" DP 12651 12651 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.50 17.50 76 49 21 17/29/34 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1527 2.65 3.43 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.8 | 108 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/27/2008 Days From Spud : 93 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 06 CONT POOH & BIO BIT 12651 12651 28
9:30 2.00 22 L/D BHA 12651 12651 NIH

11:30 0.50 07 SERVICE RIG 12651 12651 NIH
12:00 1.00 23 HELD PJSM Wl DHS, DELTA, B&LCSG CREW, RIU CSG EQUIPMENT 12651 12651 NIH
13:00 5.00 12 P/U & RIH WI 3.5" & 4.5" PRODUCTION STRING 12651 12651 NIH
18:00 1.00 23 M/U WEATHERFORD HANGER & PKR ASSY & 1 STD 4" DP WHILE R/D CSG EQUIP & L/D 12651 12651 NIH

BUCKET
19:00 4.00 06 RIH W/ LINER HANGER TI12500' 12651 12651 28
23:00 1.50 22 SET LINER HANGER @8558' & LINER SHOE @ 12500', RELEASE RT 12651 12651 28

0:30 4.00 06 POOH 12651 12651 28
4:30 1.00 22 L/D HANGER RT 12651 12651 28
5:30 0.50 22 M/U WIRELINE RE-ENTRY GUIDE WlX-NIPPLE ON 4" DP 12651 12651 28

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.50 17.50 76 49 21 17/29/34 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1527 2.65 3.43 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 18.8 | 108 #1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/28/2008 Days From Spud : 94 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 M/U DST BHA 12651 12651 NIH
7:00 2.50 06 RIH T/ 6141', DISCOVERED ID ON CROSS OVER WAS TO SMALL FOR X-PLUG TO PASS 12651 12651 NIH

IHROUGH
9:30 4.00 06 POOH & L/D XO 12651 12651 NIH

13:30 7.00 15 TEST PIPE RAMS, BLINDRAMS, RELATED VALVEON BOP & CHOKE MANIFOLDT/300 12651 12651 NIH
PSI/10K 5 MIN. EACH TEST, HYDRIL300 PSI/5K 5 MIN. EACH TEST. ONE TlW VALVE&
KILLLINE CHECK VALVE FAILED Tl TEST.

20:30 0.50 22 CLEAN RIG FLOOR 12651 12651 NIH
21:00 0.50 22 M/U DST BHA 12651 12651 NIH
21:30 3.50 06 RIH T/ 6721' 12651 12651 NIH

1:00 2.50 09 SLIP & CUT 125' DRILL LINE 12651 12651 NIH
3:30 2.00 06 RIH TI8444', INSTALL ROTATING HEAD, RlH TI5838' 12651 12651 NIH
5:30 0.50 22 LOAD RIG FLOOR W/ DST SURFACE VALVES 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.50 17.50 76 49 21 17/29/34 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | | 0.00| 2 1 1527 2.65 3.43 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 108 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppp @present
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Well Name:Greentown State 36-24H (Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 7/28/2008 Days From Spud : 94 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 22 M/U DST BHA 12651 12651 NIH
7:00 2.50 06 RIH T/ 6141', DISCOVERED ID ON CROSS OVER WAS TO SMALL FOR X-PLUG TO PASS 12651 12651 NIH

IHROUGH
9:30 4.00 06 POOH & L/D XO 12651 12651 NIH

13:30 7.00 15 TEST PIPE RAMS, BLINDRAMS, RELATED VALVEON BOP & CHOKE MANIFOLDT/300 12651 12651 NIH
PSI/10K 5 MIN. EACH TEST, HYDRIL300 PSI/5K 5 MIN. EACH TEST. ONE TlW VALVE&
KILLLINE CHECK VALVE FAILED Tl TEST.

20:30 0.50 22 CLEAN RIG FLOOR 12651 12651 NIH
21:00 0.50 22 M/U DST BHA 12651 12651 NIH
21:30 3.50 06 RIH T/ 6721' 12651 12651 NIH

1:00 2.50 09 SLIP & CUT 125' DRILL LINE 12651 12651 NIH
3:30 2.00 06 RIH TI8444', INSTALL ROTATING HEAD, RlH TI5838' 12651 12651 NIH
5:30 0.50 22 LOAD RIG FLOOR W/ DST SURFACE VALVES 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.50 17.50 76 49 21 17/29/34 2.4 2.00 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | | 0.00| 2 1 1527 2.65 3.43 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.8 108 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppp @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/29/2008 Days From Spud : 95 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 22 N/U DST SURFACE EQUIPMENT 12651 12651 NIH
14:30 0.50 22 HELD PJSM W/ CREW'S 12651 12651 NIH
15:00 2.00 22 TEST DST RELATED VALVES T/250 PSI/10K 5 MIN. EACH TEST 12651 12651 NIH
17:00 0.50 22 SWITCH HAL'B LINE FI RETURN LINE TI KILLLINE & R/U RETURN LINE T/ SHAKERS 12651 12651 NIH
17:30 0.50 23 PUMP 50 BBLS DIESEL DOWN BACK SIDE W/ RIG PUMP 12651 12651 NIH
18:00 2.50 23 HAL'B PUMP 331 BBLS 2% KCL DOWN BACK SIDE @2/4 GPM W/ 10 PPG RETURNS TO 12651 12651 NIH

SHAKERS @FINAL CHECK
20:30 9.50 23 SWITCH RETURNS FROM SHAKERS TO FRAC TANK, TIGHT HOLE TESTING 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 | 5:00 17.80 | 90 | 51 23 18/31/37 2.4 | | 2.00 | 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1251 2.65 3.24 304944 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 108 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/30/2008 Days From Spud : 96 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 16 TESTING TIGHT HOLE 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 79 | 48 21 16/29/33 2.4 2.00 0.4% 16.1% 83.9% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1214 2.65 3.11 303036 12 0.00 84/16

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 0.0 108 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District:| Northern

Daily Summary
Activity Date : 7/29/2008 Days From Spud : 95 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 22 N/U DST SURFACE EQUIPMENT 12651 12651 NIH
14:30 0.50 22 HELD PJSM W/ CREW'S 12651 12651 NIH
15:00 2.00 22 TEST DST RELATED VALVES T/250 PSI/10K 5 MIN. EACH TEST 12651 12651 NIH
17:00 0.50 22 SWITCH HAL'B LINE FI RETURN LINE TI KILLLINE & R/U RETURN LINE T/ SHAKERS 12651 12651 NIH
17:30 0.50 23 PUMP 50 BBLS DIESEL DOWN BACK SIDE W/ RIG PUMP 12651 12651 NIH
18:00 2.50 23 HAL'B PUMP 331 BBLS 2% KCL DOWN BACK SIDE @2/4 GPM W/ 10 PPG RETURNS TO 12651 12651 NIH

SHAKERS @FINAL CHECK
20:30 9.50 23 SWITCH RETURNS FROM SHAKERS TO FRAC TANK, TIGHT HOLE TESTING 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 | 5:00 17.80 | 90 | 51 23 18/31/37 2.4 | | 2.00 | 38.8% 15.0% 85.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1251 2.65 3.24 304944 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 108 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present

Daily Summary
Activity Date : 7/30/2008 Days From Spud : 96 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 16 TESTING TIGHT HOLE 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 79 | 48 21 16/29/33 2.4 2.00 0.4% 16.1% 83.9% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1214 2.65 3.11 303036 12 0.00 84/16

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 0.0 108 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District:| Northern

Daily Summary
Activity Date : 7/31/2008 Days From Spud : 97 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 22 MONITOR WELL 12651 12651 NIH

7:30 6.50 23 BLEED OFF NITROGEN ON DP & RIU CTS & HAL'B, FILL CT W/ DIESEL &TEST PSI CT & 12651 12651 NIH
BOP T/ 5300 PSI 5 MIN; HELD CREW'S PJSM

14:00 8.00 23 CT RIH TIGHT HOLE TESTING 12651 12651 NIH

22:00 8.00 23 MONITOR WELL 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 79 48 | 21 16/29/33 2.4 2.00 0.4% 16.1% 83.9% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1214 2.65 3.11 303036 12 0.00 84/16

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 108 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc:| District:| Northern

Daily Summary
Activity Date : 7/31/2008 Days From Spud : 97 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 22 MONITOR WELL 12651 12651 NIH

7:30 6.50 23 BLEED OFF NITROGEN ON DP & RIU CTS & HAL'B, FILL CT W/ DIESEL &TEST PSI CT & 12651 12651 NIH
BOP T/ 5300 PSI 5 MIN; HELD CREW'S PJSM

14:00 8.00 23 CT RIH TIGHT HOLE TESTING 12651 12651 NIH

22:00 8.00 23 MONITOR WELL 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 79 48 | 21 16/29/33 2.4 2.00 0.4% 16.1% 83.9% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1214 2.65 3.11 303036 12 0.00 84/16

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 108 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL W/18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/1/2008 Days From Spud : 98 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 23 MONITOR WELL 12651 12651 NIH
7:30 2.00 23 RID CTS CT UNIT & SURFACE FRAC VALVES & XO'S 12651 12651 NIH
9:30 2.50 22 ALIGN TDS TRACK WHILE FILLING SLUG PIT W/ DIESEL FOR CIRC ANN. 12651 12651 NIH

12:00 0.50 07 SERVICE RIG 12651 12651 NIH
12:30 1.00 05 PUMP 231 BBLS DIESEL TO CLEAN OUT ANN. 12651 12651 NIH
13:30 2.00 22 MONITOR WELL WHILE R/U LAYDOWN BUCKET & HELD PJSM 12651 12651 NIH
15:30 2.50 22 POOH L/D 4" DP TOTAL 89 JTS 12651 12651 NIH
18:00 1.00 08 REPAIR OIL PUMP BELT ON DWKS 12651 12651 NIH
19:00 7.00 22 CONTINUE POOH L/D 4" DP TOTAL 178 JTS & L/D XO'S, X-NIPPLE, WL RE-ENTRY GUIDE 12651 12651 NIH

2:00 0.50 22 CLEAN RIG FLOOR 12651 12651 NIH
2:30 3.50 06 RIH WI HWDP & 13 STDS DP T/2590' 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 19 16/27/32 2.4 2.00 37.8% 14.8% 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H {Re-entry}
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/1/2008 Days From Spud : 98 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 23 MONITOR WELL 12651 12651 NIH
7:30 2.00 23 RID CTS CT UNIT & SURFACE FRAC VALVES & XO'S 12651 12651 NIH
9:30 2.50 22 ALIGN TDS TRACK WHILE FILLING SLUG PIT W/ DIESEL FOR CIRC ANN. 12651 12651 NIH

12:00 0.50 07 SERVICE RIG 12651 12651 NIH
12:30 1.00 05 PUMP 231 BBLS DIESEL TO CLEAN OUT ANN. 12651 12651 NIH
13:30 2.00 22 MONITOR WELL WHILE R/U LAYDOWN BUCKET & HELD PJSM 12651 12651 NIH
15:30 2.50 22 POOH L/D 4" DP TOTAL 89 JTS 12651 12651 NIH
18:00 1.00 08 REPAIR OIL PUMP BELT ON DWKS 12651 12651 NIH
19:00 7.00 22 CONTINUE POOH L/D 4" DP TOTAL 178 JTS & L/D XO'S, X-NIPPLE, WL RE-ENTRY GUIDE 12651 12651 NIH

2:00 0.50 22 CLEAN RIG FLOOR 12651 12651 NIH
2:30 3.50 06 RIH WI HWDP & 13 STDS DP T/2590' 12651 12651 NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 19 16/27/32 2.4 2.00 37.8% 14.8% 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15 |

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/2/2008 Days From Spud : 99 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIH W/ DP 12651 12651 NIH
7:30 4.50 22 L/D 87 JTS 4" DP & 42 JTS 4" HWDP 12651 12651 NIH

12:00 1.00 22 R/U TBG TONGS & EQUIPMENT 12651 12651 NIH
13:00 0.50 07 SERVICE RIG 12651 12651 NIH
13:30 2.00 22 WAIT ON 2 875" TBG 12651 12651 NIH
15:30 1.50 22 UNLOAD & SLM 2.875" TBG & HELD PJSM WI CREWS 12651 12651 NIH
17:00 6.00 12 P/U & RUN WL RE-ENTRY GUIDE, ONE JT TBG, X-NIPPLE, 213 JTS TBG, TOTAL 6916.90' 12651 12651 NIH

RKB MD, LAND TBG WI HANGER IN "B" SECTION, BACK OUT LANDINGJT
23:00 0.5 22 R/D TBG EQUIPMENT 12651 12651 NIH
23:30 6.5 14 N/D BOP 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651| 5:00 17.10 | 78 48 | 19 | 16/27/32 | | 2.4 | 2.00 | 37.8% | 14.8% | 85.2% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 | 0.0 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 8/3/2008 Days From Spud : 100 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 14 NID BOP 12651 12651 NIH
9:30 20.50 22 CLEANING PRE MIXPITS, TRANSFERING ACTIVE MUD TO PIPE YARD FRAC TANKS, 12651 12651 NIH

PREFAIRING RIG FOR RIG MOVE
Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat S/T/R 36/218/16E County,State: Grand, UT

Operator:)elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/2/2008 Days From Spud : 99 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : "O" zone clastics Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIH W/ DP 12651 12651 NIH
7:30 4.50 22 L/D 87 JTS 4" DP & 42 JTS 4" HWDP 12651 12651 NIH

12:00 1.00 22 R/U TBG TONGS & EQUIPMENT 12651 12651 NIH
13:00 0.50 07 SERVICE RIG 12651 12651 NIH
13:30 2.00 22 WAIT ON 2 875" TBG 12651 12651 NIH
15:30 1.50 22 UNLOAD & SLM 2.875" TBG & HELD PJSM WI CREWS 12651 12651 NIH
17:00 6.00 12 P/U & RUN WL RE-ENTRY GUIDE, ONE JT TBG, X-NIPPLE, 213 JTS TBG, TOTAL 6916.90' 12651 12651 NIH

RKB MD, LAND TBG WI HANGER IN "B" SECTION, BACK OUT LANDINGJT
23:00 0.5 22 R/D TBG EQUIPMENT 12651 12651 NIH
23:30 6.5 14 N/D BOP 12651 12651 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651| 5:00 17.10 | 78 48 | 19 | 16/27/32 | | 2.4 | 2.00 | 37.8% | 14.8% | 85.2% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 | 0.0 | 0.0 #1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbis 16 ppg @ present

Daily Summary
Activity Date : 8/3/2008 Days From Spud : 100 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 14 NID BOP 12651 12651 NIH
9:30 20.50 22 CLEANING PRE MIXPITS, TRANSFERING ACTIVE MUD TO PIPE YARD FRAC TANKS, 12651 12651 NIH

PREFAIRING RIG FOR RIG MOVE
Total: 24.00

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbis WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbls
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg @ present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/4/2008 Days From Spud : 101 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 RIGGING DOWN PREPAIRING FOR RIG MOVE: CLEANING PIT, PRESSER WASHING 12651 12651 NIH
INVERT FROM SUBSTRUCTURE, CIO LINERS IN MUD PUMPS F/ 4 1/2" T/ 6", R/D TDS &
TRACK, CLEARING EQUIP OFF RIG FLOOR, MAKE READY FOR BRIDLE LINE, R/D C & K
MANIFOLD

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 19 16/27/32 2.4 2.00 37.8% 14.8% 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 | 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg present

Daily Summary
Activity Date : 8/5/2008 Days From Spud : 102 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 CLEANING INVERT MUD FROM SAND TRAP & PRESURE WASHING SUBSTRUCTURE, 12651 12651 NIH
R/D TOP SIDE OF PITS, LAYMAST OVER & UN-STRING DRILLLINE, SPLIT COMPOUND
FROM DWKS, LOAD OUT PRE-MIX PIT #2 & RETURN TO ZECO, STAKE OUT LOCATION
GTF 11-24 FOR RIG MOVE. END OF WELL

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 | 19 | 16/27/32 | | 2.4 | | 2.00 37.8% 14.8% | 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Well Name:Greentown State 36-24H (Re-entry)
Field Name: Wildcat SIT/R 36/218/16E County,State: Grand, UT

Operator: elta Petroleum Corporatio Location Desc: District: Northern

Daily Summary
Activity Date : 8/4/2008 Days From Spud : 101 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 RIGGING DOWN PREPAIRING FOR RIG MOVE: CLEANING PIT, PRESSER WASHING 12651 12651 NIH
INVERT FROM SUBSTRUCTURE, CIO LINERS IN MUD PUMPS F/ 4 1/2" T/ 6", R/D TDS &
TRACK, CLEARING EQUIP OFF RIG FLOOR, MAKE READY FOR BRIDLE LINE, R/D C & K
MANIFOLD

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 19 16/27/32 2.4 2.00 37.8% 14.8% 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 | 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbis WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL W/20.1 ppg, yp 41, pv 140, owr 81/19
# 2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr 78/22

PRE MIXPIT 330 bbls 16 ppg present

Daily Summary
Activity Date : 8/5/2008 Days From Spud : 102 Current Depth : 12651 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: DHS Rig Name: DHS #10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 01 CLEANING INVERT MUD FROM SAND TRAP & PRESURE WASHING SUBSTRUCTURE, 12651 12651 NIH
R/D TOP SIDE OF PITS, LAYMAST OVER & UN-STRING DRILLLINE, SPLIT COMPOUND
FROM DWKS, LOAD OUT PRE-MIX PIT #2 & RETURN TO ZECO, STAKE OUT LOCATION
GTF 11-24 FOR RIG MOVE. END OF WELL

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
12651 5:00 17.10 78 48 | 19 | 16/27/32 | | 2.4 | | 2.00 37.8% 14.8% | 85.2% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 2 1 1207 2.40 3.11 313050 12 0.00 85/15

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 # 1 Frac Tank Vol. OBM 65 bbls WT8.3PPG

#2 Frac Tank Vol. OWM 485 bbls WT 15.9 PPG
# 3 Frac Tank Vol. Diesel 215 bbis
# 1 PRE MIXPIT VOL. 310 BBL Wl20.1 ppg, yp 41, pv 140, owr 81/19
#2 PRE MIXPIT VOL. 310 BBL Wl18.1 ppg, yp 22, pv, 51, owr78/22

PRE MIXPIT 330 bbis 16 ppg @present
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Delta Petroleum Corporation

370 17th St. Suite #4300 WelIWork AFE Chronological

DELTA D
2

OU 02 Regulatory Report

Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Comp\etion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Wellwork Details

Date : 8/13/2008 Activity: Prep to frac Rig Name: Days :1

Daily Report Summary :

Daily Report Detail:
Date : 9/23/2008 Activity: Flow to tank Rig Name: Days :42

Daily Report Summary :

Daily Report Detail: Rig up Choke manifold.
Date : 9/24/2008 Activity: Coil tubing Rig Name: Days :43

Daily Report Summary :

Daily Report Detail: Coll tubing work.
Date : 10/23/2008 Activity: ND BOP Rig Name: Days :72

Daily Report Summary :

Daily Report Detail: MIRUWeatherford. MIRU crane. MIRUCameron hanger hand.
Date : I 11/11/2008 Activity: Cost adjustment ig Name:_ Days :91

Daily Report Summary :

Daily Report Detail: !

Date : 11/18/2008 Activity: p for frac Rig Name: Days :98

Daily Report Summary : MIWeatherford BOPS. MICameron hanger hand with 2 way valve. MIpole truck & FESCO. NU
Cameron lubircator flange and insert 2 way valve. Bleed off wellhead. Well still flowing slightly. ND
wellhead valve. Hanger not seated. NU wellhead valve. Tighten all bolts. Bolts that were tight are now
loose. Indicates that hanger is not in hanger pins. MI IPS testers. NU Cameron lubricator. Tie into 2 way
valve. RU IPS testers. Pressure test testers line to 10,000 psi. Unscrew hanger pins exactly 2 rotations
each. Pressure up lubricator and wellhead to 10,000 psi. Cameron control rod moved down 2 inches
which indicates the hanger was pushed down 2 inches. Tighten up hanger pins. Able to get 2 more
rotations on hanger pins. MI 1 frac tank and 1 flowback tank. Spot FESCO manifold. RU line from
wellhead to flowback tank. Secure well. SDFN.

Daily Report Detail: MIWeatherford BOPS. MICameron hanger hand with 2 way valve. MIpole truck & FESCO. NU¯Cameron
lubircator flange and insert 2 way valve. Bleed off wellhead. Well stillflowing slightly. ND

wellhead valve. Hanger not seated. NU wellhead valve. Tighten all bolts. Bolts that were tight are now
loose. Indicates that hanger is not in hanger pins. MI IPS testers. NU Cameron lubricator. Tie into 2 way
valve. RU IPS testers. Pressure test testers line to 10,000 psi. Unscrew hanger pins exactly 2 rotations
each. Pressure up lubricator and wellhead to 10,000 psi. Cameron control rod moved down 2 inches
which indicates the hanger was pushed down 2 inches. Tighten up hanger pins. Able to get 2 more
rotations on hanger pins. Ml 1 frac tank and 1 flowback tank. Spot FESCO manifold. RU line from
wellhead to flowback tank. Secure well. SDFN.

From 0:00 To 7:30 7.5 hre Category/Rmks: SDFN :

From 7:30 To 9:30 2 hrs Category/Rmks: RU :

From 9:30 To 14:00 4.5 hre Category/Rmks: ND :

From 14:00 To 15:00 1 hrs Category/Rmks: NU :

From 15:00 To 17:00 2 hrs Category/Rmks: RU :

From 17:00 To 18:00 1 hrs Category/Rmks: Other :

From 18:00 To 0:00 6 hrs Category/Rmks: SDFN :
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Delta Petroleum Corporation

370 17th St. Suite #4300 WelIWork AFE Chronological

DELTA D
2

OU 02 Regulatory Report

Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Comp\etion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Wellwork Details

Date : 8/13/2008 Activity: Prep to frac Rig Name: Days :1

Daily Report Summary :

Daily Report Detail:
Date : 9/23/2008 Activity: Flow to tank Rig Name: Days :42

Daily Report Summary :

Daily Report Detail: Rig up Choke manifold.
Date : 9/24/2008 Activity: Coil tubing Rig Name: Days :43

Daily Report Summary :

Daily Report Detail: Coll tubing work.
Date : 10/23/2008 Activity: ND BOP Rig Name: Days :72

Daily Report Summary :

Daily Report Detail: MIRUWeatherford. MIRU crane. MIRUCameron hanger hand.
Date : I 11/11/2008 Activity: Cost adjustment ig Name:_ Days :91

Daily Report Summary :

Daily Report Detail: !

Date : 11/18/2008 Activity: p for frac Rig Name: Days :98

Daily Report Summary : MIWeatherford BOPS. MICameron hanger hand with 2 way valve. MIpole truck & FESCO. NU
Cameron lubircator flange and insert 2 way valve. Bleed off wellhead. Well still flowing slightly. ND
wellhead valve. Hanger not seated. NU wellhead valve. Tighten all bolts. Bolts that were tight are now
loose. Indicates that hanger is not in hanger pins. MI IPS testers. NU Cameron lubricator. Tie into 2 way
valve. RU IPS testers. Pressure test testers line to 10,000 psi. Unscrew hanger pins exactly 2 rotations
each. Pressure up lubricator and wellhead to 10,000 psi. Cameron control rod moved down 2 inches
which indicates the hanger was pushed down 2 inches. Tighten up hanger pins. Able to get 2 more
rotations on hanger pins. MI 1 frac tank and 1 flowback tank. Spot FESCO manifold. RU line from
wellhead to flowback tank. Secure well. SDFN.

Daily Report Detail: MIWeatherford BOPS. MICameron hanger hand with 2 way valve. MIpole truck & FESCO. NU¯Cameron
lubircator flange and insert 2 way valve. Bleed off wellhead. Well stillflowing slightly. ND

wellhead valve. Hanger not seated. NU wellhead valve. Tighten all bolts. Bolts that were tight are now
loose. Indicates that hanger is not in hanger pins. MI IPS testers. NU Cameron lubricator. Tie into 2 way
valve. RU IPS testers. Pressure test testers line to 10,000 psi. Unscrew hanger pins exactly 2 rotations
each. Pressure up lubricator and wellhead to 10,000 psi. Cameron control rod moved down 2 inches
which indicates the hanger was pushed down 2 inches. Tighten up hanger pins. Able to get 2 more
rotations on hanger pins. Ml 1 frac tank and 1 flowback tank. Spot FESCO manifold. RU line from
wellhead to flowback tank. Secure well. SDFN.

From 0:00 To 7:30 7.5 hre Category/Rmks: SDFN :

From 7:30 To 9:30 2 hrs Category/Rmks: RU :

From 9:30 To 14:00 4.5 hre Category/Rmks: ND :

From 14:00 To 15:00 1 hrs Category/Rmks: NU :

From 15:00 To 17:00 2 hrs Category/Rmks: RU :

From 17:00 To 18:00 1 hrs Category/Rmks: Other :

From 18:00 To 0:00 6 hrs Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/19/2008 Activity: NU BOP Rig Name: Days :99

Daily Report Summary : SICP 5000 psi. MIcrane. Mi IPS, Cameron and weatherford. ND cameron lubricator. MI Perfolog
perforators. ND wellhead valve. Take bolts out carefully. Hanger appears to be holding. ND wellhead
valve. NU Weatherford BOP & Frac valve. NU cameron lubricator. RU IPS testers. Pressure up
lubricator to 5000 psi. Retrieve hanger and 2 way valve. ND cameron lubricator. RDMO IPS testers.
RDMO Cameron. RDMO weatherford BOP hand. RDMO crane. MI2 frac tanks. MIseveral loads of
diesel for frac. RU FESCO flowback crew and equipment. Spot flowback equipment and set up. Secure
well. RU Perfolog perforators. TlH with GR & CCL tool. Make pass from 9100' to 8000'. TOOH and lay
down GR tools. Secure well. SDFN.

Daily Report Detail: SICP 5000 psi. MIcrane. MI IPS, Cameron and weatherford. ND cameron lubricator. MI Perfolog
perforators. ND wellhead valve. Take bolts out carefully. Hanger appears to be holding. ND wellhead
valve. NU Weatherford BOP & Frac valve. NU cameron lubricator. RU IPS testers. Pressure up
lubricator to 5000 psi. Retrieve hanger and 2 way valve. ND cameron lubricator. RDMO IPS testers.
RDMO Cameron. RDMO weatherford BOP hand. RDMO crane. MI2 frac tanks. MIseveral loads of
diesel for frac. RU FESCO flowback crew and equipment. Spot flowback equipment and set up. Secure
well. RU Perfolog perforators. TlH with GR & CCL tool. Make pass from 9100' to 8000'. TOOH and lay
down GR tools. Secure well. SDFN.

From 0:00 To 7:30 7.5 hrt Category/Rmks: SDFN :

From 7:30 To 9:00 1.5 hre Category/Rmks: RU :

From 9:00 To 12:30 3.5 hrt Category/Rmks: NU :

From 12:30 To 13:00 3.5 hrt Category/Rmks: RU :

From 13:00 To 15:30 2.5 hrt Category/Rmks: Other : retrieve hanger
From 15:30 To 16:00 J.5 hrt Category/Rmks: RU : RU wirelien
From 16:00 To 18:30 2.5 hre Category/Rmks: Wireline :

From 18:30 To 19:00 3.5 hre Category/Rmks: RD :

From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 11/20/2008 Activity: Wireline Rig Name: Days :100

Daily Report Summary : RU Perfolog. PU 4.5" CIBP and TlH. Set CIBP at 8990'. Open well on 16/64" choke. Blowdown well.
Well dead. TOOH with setting tool. PU 3" X 45" dump bailer. TIH with dump bailer. Dump ball 2 sacks
of cement on top of CIBP. RDMO Perfolog. TOC 8965'. Secure well. SDFN.

Daily Report Detail: RU Perfolog. PU 4.5" CIBP and TlH. Set CIBP at 8990'. Open well on 16/64" choke. Blowdown well.
Well dead. TOOH with setting tool. PU 3" X 45" dump bailer. TlH with dump bailer. Dump ball 2 sacks
of cement on top of CIBP. RDMO Perfolog. TOC 8965'. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 11:00 4 hrs Category/Rmks: Wireline .

From 11:00 To 0:00 13 hrs Category/Rmks: SDFN :

Date : 11/21/2008 Activity: Repairs Rig Name: Days :101

Daily Report Summary : MIRU Crane. MIRU cameron hand. MIRU IPS testers. Remove wellhead hanger pins. 1 pin bent.
Install new hanger pins. Use old packing nuts. Install hanger with 2 way check valve. Fill BOP and frac
valve with fluid. Pressure test BOP and frac valve to 10000 psi. Hold pressure for 25 minutes. Pressure
holding. Bleed off pressure. RDMO IPS testers. Remove hanger. RDMO cameron hand. RDMO crane.
Secure well. SDFN.

Daily Report Detail: MIRU Crane. MIRU cameron hand. MIRU IPS testers. Remove wellhead hanger pins. 1 pin bent.
Install new hanger pins. Use old packing nuts. Install hanger with 2 way check valve. Fill BOP and frac
valve with fluid. Pressure test BOP and frac valve to 10000 psi. Hold pressure for 25 minutes. Pressure
holding. Bleed off pressure. RDMO IPS testers. Remove hanger. RDMO cameron hand. RDMO crane.
Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 13:00 6 hrs Category/Rmks: Other :

From 13:00 To 14:30 1.5 hre Category/Rmks: RD :

From 14:30 To 0:00 9.5 hrt Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/19/2008 Activity: NU BOP Rig Name: Days :99

Daily Report Summary : SICP 5000 psi. MIcrane. Mi IPS, Cameron and weatherford. ND cameron lubricator. MI Perfolog
perforators. ND wellhead valve. Take bolts out carefully. Hanger appears to be holding. ND wellhead
valve. NU Weatherford BOP & Frac valve. NU cameron lubricator. RU IPS testers. Pressure up
lubricator to 5000 psi. Retrieve hanger and 2 way valve. ND cameron lubricator. RDMO IPS testers.
RDMO Cameron. RDMO weatherford BOP hand. RDMO crane. MI2 frac tanks. MIseveral loads of
diesel for frac. RU FESCO flowback crew and equipment. Spot flowback equipment and set up. Secure
well. RU Perfolog perforators. TlH with GR & CCL tool. Make pass from 9100' to 8000'. TOOH and lay
down GR tools. Secure well. SDFN.

Daily Report Detail: SICP 5000 psi. MIcrane. MI IPS, Cameron and weatherford. ND cameron lubricator. MI Perfolog
perforators. ND wellhead valve. Take bolts out carefully. Hanger appears to be holding. ND wellhead
valve. NU Weatherford BOP & Frac valve. NU cameron lubricator. RU IPS testers. Pressure up
lubricator to 5000 psi. Retrieve hanger and 2 way valve. ND cameron lubricator. RDMO IPS testers.
RDMO Cameron. RDMO weatherford BOP hand. RDMO crane. MI2 frac tanks. MIseveral loads of
diesel for frac. RU FESCO flowback crew and equipment. Spot flowback equipment and set up. Secure
well. RU Perfolog perforators. TlH with GR & CCL tool. Make pass from 9100' to 8000'. TOOH and lay
down GR tools. Secure well. SDFN.

From 0:00 To 7:30 7.5 hrt Category/Rmks: SDFN :

From 7:30 To 9:00 1.5 hre Category/Rmks: RU :

From 9:00 To 12:30 3.5 hrt Category/Rmks: NU :

From 12:30 To 13:00 3.5 hrt Category/Rmks: RU :

From 13:00 To 15:30 2.5 hrt Category/Rmks: Other : retrieve hanger
From 15:30 To 16:00 J.5 hrt Category/Rmks: RU : RU wirelien
From 16:00 To 18:30 2.5 hre Category/Rmks: Wireline :

From 18:30 To 19:00 3.5 hre Category/Rmks: RD :

From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 11/20/2008 Activity: Wireline Rig Name: Days :100

Daily Report Summary : RU Perfolog. PU 4.5" CIBP and TlH. Set CIBP at 8990'. Open well on 16/64" choke. Blowdown well.
Well dead. TOOH with setting tool. PU 3" X 45" dump bailer. TIH with dump bailer. Dump ball 2 sacks
of cement on top of CIBP. RDMO Perfolog. TOC 8965'. Secure well. SDFN.

Daily Report Detail: RU Perfolog. PU 4.5" CIBP and TlH. Set CIBP at 8990'. Open well on 16/64" choke. Blowdown well.
Well dead. TOOH with setting tool. PU 3" X 45" dump bailer. TlH with dump bailer. Dump ball 2 sacks
of cement on top of CIBP. RDMO Perfolog. TOC 8965'. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 11:00 4 hrs Category/Rmks: Wireline .

From 11:00 To 0:00 13 hrs Category/Rmks: SDFN :

Date : 11/21/2008 Activity: Repairs Rig Name: Days :101

Daily Report Summary : MIRU Crane. MIRU cameron hand. MIRU IPS testers. Remove wellhead hanger pins. 1 pin bent.
Install new hanger pins. Use old packing nuts. Install hanger with 2 way check valve. Fill BOP and frac
valve with fluid. Pressure test BOP and frac valve to 10000 psi. Hold pressure for 25 minutes. Pressure
holding. Bleed off pressure. RDMO IPS testers. Remove hanger. RDMO cameron hand. RDMO crane.
Secure well. SDFN.

Daily Report Detail: MIRU Crane. MIRU cameron hand. MIRU IPS testers. Remove wellhead hanger pins. 1 pin bent.
Install new hanger pins. Use old packing nuts. Install hanger with 2 way check valve. Fill BOP and frac
valve with fluid. Pressure test BOP and frac valve to 10000 psi. Hold pressure for 25 minutes. Pressure
holding. Bleed off pressure. RDMO IPS testers. Remove hanger. RDMO cameron hand. RDMO crane.
Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 13:00 6 hrs Category/Rmks: Other :

From 13:00 To 14:30 1.5 hre Category/Rmks: RD :

From 14:30 To 0:00 9.5 hrt Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/22/2008 Activity Coll tubing i Rig Name: Days 102
Daily Report Summary : MIRU CTS coil 1.75" unit with nitrogen and fluid pump. TIH with wash nozzle, displacing salt water with

nitrogen to 8955'. Blow well dry with nitrogen. After well is blown dry change over to diesel. Pump diesel
down coil and fill up well. Pumped 412 bbls of clean diesel with returns. TOOH with coil tubing. RDMO
CTS coil unit. Secure well. SDFN.

Daily Report Detail: MIRU CTS coil 1.75" unit with nitrogen and fluid pump. TlH with wash nozzle, displacing salt water with
nitrogen to 8955'. Blow well dry with nitrogen. After well is blown dry change over to diesel. Pump diesel
down coil and fill up well. Pumped 412 bbis of clean diesel with returns. TOOH with coil tubing. RDMO
CTS coil unit. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 10:00 3 hrs Category/Rmks: RU :

From 10:00 To 12:00 2 hrs Category/Rmks: TlH :

From 12:00 To 14:00 2 hrs Category/Rmks: Circulate
From 14:00 To 16:00 2 hrs Category/Rmks: TOOH :

From 16:00 To 19:00 3 hrs Category/Rmks: RD :

From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 11/23/2008 Activity; Perforate Rig Name: Days :103

Daily Report Summary : MIRU Perfolog. PU 3.125" perforating guns. TlH with guns. SICP 0 psi. Perforate 8781-8785 and
8796-8804' (36 total holes). Guns fired. SICP 4500 psi. immediately. TOOH, well pressured up to 5700
psi. Weight indicator shows tools missing. Start to blow down well. Flow well for over an hour. Well at 0
psi. Continue to TOOH. 120' of wire, casing collar locator and guns left in hole. RU 7/32 line and weight
bars. TlH with weight bars. Tag up at 8548'. Liner top at 8558'. TOOH with weight bars. Lay down
weight bars. RDMO Perfolog. Fish in hole = 120' wire & 29.5' of tools. Call for braided wire for fishing
operations. Secure well. SDFN.

Daily Report Detail: MIRU Perfolog. PU 3.125" perforating guns. TlH with guns. SICP 0 psi. Perforate 8781-8785 and
8796-8804' (36 total holes). Guns fired. SICP 4500 psi. immediately. TOOH, well pressured up to 5700
psi. Weight indicator shows tools missing. Start to blow down well. Flow well for over an hour. Well at 0
psi. Continue to TOOH. 120' of wire, casing collar locator and guns left in hole. RU 7/32 line and weight
bars. TlH with weight bars. Tag up at 8548'. Liner top at 8558'. TOOH with weight bars. Lay down
weight bars. RDMO Perfolog. Fish in hole = 120' wire & 29.5' of tools. Call for braided wire for fishing
operations. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 13:00 6 hrs Category/Rmks: Wireline :

From 13:00 To 13:30 J.5 hre Category/Rmks: RD :

From 13:30 To 14:30 1 hrs Category/Rmks: Other :

From 14:30 To 15:00 3.5 hre Category/Rmks: RU :

From 15:00 To 16:00 1 hrs Category/Rmks: TlH :

From 16:00 To 17:00 1 hrs Category/Rmks: TOOH :

From 17:00 To 0:00 7 hrs Category/Rmks: SDFN :

Page 3 of 12 Powered by Production Access 12/18/2008 09:43

Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/22/2008 Activity Coll tubing i Rig Name: Days 102
Daily Report Summary : MIRU CTS coil 1.75" unit with nitrogen and fluid pump. TIH with wash nozzle, displacing salt water with

nitrogen to 8955'. Blow well dry with nitrogen. After well is blown dry change over to diesel. Pump diesel
down coil and fill up well. Pumped 412 bbls of clean diesel with returns. TOOH with coil tubing. RDMO
CTS coil unit. Secure well. SDFN.

Daily Report Detail: MIRU CTS coil 1.75" unit with nitrogen and fluid pump. TlH with wash nozzle, displacing salt water with
nitrogen to 8955'. Blow well dry with nitrogen. After well is blown dry change over to diesel. Pump diesel
down coil and fill up well. Pumped 412 bbis of clean diesel with returns. TOOH with coil tubing. RDMO
CTS coil unit. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 10:00 3 hrs Category/Rmks: RU :

From 10:00 To 12:00 2 hrs Category/Rmks: TlH :

From 12:00 To 14:00 2 hrs Category/Rmks: Circulate
From 14:00 To 16:00 2 hrs Category/Rmks: TOOH :

From 16:00 To 19:00 3 hrs Category/Rmks: RD :

From 19:00 To 0:00 5 hrs Category/Rmks: SDFN :

Date : 11/23/2008 Activity; Perforate Rig Name: Days :103

Daily Report Summary : MIRU Perfolog. PU 3.125" perforating guns. TlH with guns. SICP 0 psi. Perforate 8781-8785 and
8796-8804' (36 total holes). Guns fired. SICP 4500 psi. immediately. TOOH, well pressured up to 5700
psi. Weight indicator shows tools missing. Start to blow down well. Flow well for over an hour. Well at 0
psi. Continue to TOOH. 120' of wire, casing collar locator and guns left in hole. RU 7/32 line and weight
bars. TlH with weight bars. Tag up at 8548'. Liner top at 8558'. TOOH with weight bars. Lay down
weight bars. RDMO Perfolog. Fish in hole = 120' wire & 29.5' of tools. Call for braided wire for fishing
operations. Secure well. SDFN.

Daily Report Detail: MIRU Perfolog. PU 3.125" perforating guns. TlH with guns. SICP 0 psi. Perforate 8781-8785 and
8796-8804' (36 total holes). Guns fired. SICP 4500 psi. immediately. TOOH, well pressured up to 5700
psi. Weight indicator shows tools missing. Start to blow down well. Flow well for over an hour. Well at 0
psi. Continue to TOOH. 120' of wire, casing collar locator and guns left in hole. RU 7/32 line and weight
bars. TlH with weight bars. Tag up at 8548'. Liner top at 8558'. TOOH with weight bars. Lay down
weight bars. RDMO Perfolog. Fish in hole = 120' wire & 29.5' of tools. Call for braided wire for fishing
operations. Secure well. SDFN.

From 0:00 To 7:00 7 hrs Category/Rmks: SDFN :

From 7:00 To 13:00 6 hrs Category/Rmks: Wireline :

From 13:00 To 13:30 J.5 hre Category/Rmks: RD :

From 13:30 To 14:30 1 hrs Category/Rmks: Other :

From 14:30 To 15:00 3.5 hre Category/Rmks: RU :

From 15:00 To 16:00 1 hrs Category/Rmks: TlH :

From 16:00 To 17:00 1 hrs Category/Rmks: TOOH :

From 17:00 To 0:00 7 hrs Category/Rmks: SDFN :
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/24/2008 Activity: Wireline Rig Name: Days :104

Daily Report Summary : Attempt to Fish Guns
Daily Report Detail: Wireline crew arrive location - Hold safety me ing and review JSA - "Rig up wireline to wellhead

w/4.5"" LIB installed on toolstring. - 0 psi on well w/casing open to FBT." - "RIH w/4.5"" LIBand tag up at
7235' GLM - ROH wlno impression on L1Brecovered. RlH wltool string consisting of 3-1/8"" wt bars wl2-
1/8"" jars on btm - Work tools thru thick mud like fluid and debris to 7340' and unable to beat dwn any
deeper - ROH wltools recovering sandy grit in btm of tool string. - RDMO wireline unit. -" - Wait on CTU to
arrive location - Mi and begin rig up of CTS coil tbg unit - Install CT BOPE on well - Rig larger crane and
setup to wash and fish guns in am. - SWIFN

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Wireline crew arrive location - Hold safety meeting and review JSA
From 7:00 To 8:30 .5 hr Category/Rmks: RU : Rig up wireline to wellhead w/4.5" LIB installed on toolstring. - 0 psi on well

w/casing open to FBT.
From 8:30 To 11:00 .5 hr Category/Rmks: RIH : RIH w/4.5" LIBand tag up at 7235' GLM - ROH wlno impression on LIB

recovered. RIH wltool string consisting of 3-1/8" wt bars w/2-1/8" jars on btm - Work
tools thru thick mud like fluid and debris to 7340' and unable to beat dwn any
deeper - ROH wltools recovering sandy grit in btm of tool string. - RDMO wireline
unit. -

From 11:00 To 12:00 1 hrs Category/Rmks: WOO : Wait on CTU to arrive location -

From 12:00 To 16:00 4 hrs Category/Rmks: MIRU : MIand begin rig up of CTS coil tbg unit - Install CT BOPE on well - Rig
larger crane and setup to wash and fish guns in am. - SWlFN

Date : ; 11/25/2008 Activity: Fishing w/CIT Rig Name: Days :105

Daily Report Summary :

Daily Report Detail: Crew arrive on location - Hold safety meeting and review JSA - "Finish rigging up CTU and make up
BHA including motor head assembly, disconnect, 3-7/8"" overshot extension, overshot loaded wl1.5""
grapple and oversized guide. Hookup to well and pressure test lubricator to 6000 psi good. - RIH w/Coil
tbg and BHA - Wash dwn to 8525' and circulate for 15 minutes to bring debris above EOT using 1/2 bpm
water and 1000 scflm N2 obtaing good returns to surface recovering sandy grit and b\ackish fluid. - Work
tools dwn attempting to latch rope socket of gunpushing dwn to 8578' and then loosing hole again back to
8562' - ROH w/tools - Tools on surface wlno fish recovery and no marks on tools to make determination. -

Change out BHA to rope spear and mud motor. - "RIH w/rope spear and mud motor to 8577' setting dwn
and engaging fish - P/U wlout torquing up mud motor - Set back dwn to 8577.6' and torque up and stalling
out mud motor pressuring up 1200 psi over pump pressure - ROH w/coil tbg maintaining stall on mud
motor - Out of hole with tools - Shut well in and attempt to lower tools and any fish dwn thru lubricator -

Unable to push tools out end of 4.5"" lubricator. - Break loose lubricator in sections - Find all tools gone
wlcoil pinched off and totallysealed off except small hole - Appears coil bowtied and went beside itself.
Blow coil tbg dry shut well in for night.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive on location - Hold safety meeting and review JSA
From 7:00 To 9:00 2 hrs Category/Rmks: RU : Finish rigging up CTU and make up BHA including motor head assembly,

disconnect, 3-7/8" overshot extension, overshot loaded w/1.5" grapple and
oversized guide. Hookup to well and pressure test lubricator to 6000 psi good. -

From 9:00 To 13:30 .5 hr Category/Rmks: RIH : RIH w/Coll tbg and BHA - Wash dwn to 8525' and circulate for 15 minutes to
bring debris above EOT using 1/2 bpm water and 1000 scf/m N2 obtaing good
returns to surface recovering sandy grit and blackish fluid. - Work tools dwn
attempting to latch rope socket of gunpushing dwn to 8578' and then loosing hole
again back to 8562' - ROH wltools - Tools on surface w/no fish recovery and no
marks on tools to make determination. -

From 13:30 To 14:45 .25 hr Category/Rmks: BHAOP : Change out BHA to rope spear and mud motor. -

From 14:45 To 18:45 4 hrs Category/Rmks: RIH : RIH w/rope spear and mud motor to 8577' setting dwn and engaging fish -

P/U wlout torquing up mud motor - Set back dwn to 8577.6' and torque up and
stalling out mud motor pressuring up 1200 psi over pump pressure - ROH wlcoil tbg
maintaining stall on mud motor - Out of hole with tools - Shut well in and attempt to
lower tools and any fish dwn thru lubricator - Unable to push tools out end of 4.5"
lubricator. -

From 18:45 To 21:00 .25 hr Category/Rmks: BHAOP : Break loose lubricator in sections - Find all tools gone wlcoil pinched off
and totallysealed off except small hole - Appears coil bowtied and went beside
itself. Blow coil tbg dry shut well in for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/24/2008 Activity: Wireline Rig Name: Days :104
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w/4.5"" LIB installed on toolstring. - 0 psi on well w/casing open to FBT." - "RIH w/4.5"" LIBand tag up at
7235' GLM - ROH wlno impression on L1Brecovered. RlH wltool string consisting of 3-1/8"" wt bars wl2-
1/8"" jars on btm - Work tools thru thick mud like fluid and debris to 7340' and unable to beat dwn any
deeper - ROH wltools recovering sandy grit in btm of tool string. - RDMO wireline unit. -" - Wait on CTU to
arrive location - Mi and begin rig up of CTS coil tbg unit - Install CT BOPE on well - Rig larger crane and
setup to wash and fish guns in am. - SWIFN

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Wireline crew arrive location - Hold safety meeting and review JSA
From 7:00 To 8:30 .5 hr Category/Rmks: RU : Rig up wireline to wellhead w/4.5" LIB installed on toolstring. - 0 psi on well

w/casing open to FBT.
From 8:30 To 11:00 .5 hr Category/Rmks: RIH : RIH w/4.5" LIBand tag up at 7235' GLM - ROH wlno impression on LIB

recovered. RIH wltool string consisting of 3-1/8" wt bars w/2-1/8" jars on btm - Work
tools thru thick mud like fluid and debris to 7340' and unable to beat dwn any
deeper - ROH wltools recovering sandy grit in btm of tool string. - RDMO wireline
unit. -

From 11:00 To 12:00 1 hrs Category/Rmks: WOO : Wait on CTU to arrive location -

From 12:00 To 16:00 4 hrs Category/Rmks: MIRU : MIand begin rig up of CTS coil tbg unit - Install CT BOPE on well - Rig
larger crane and setup to wash and fish guns in am. - SWlFN

Date : ; 11/25/2008 Activity: Fishing w/CIT Rig Name: Days :105

Daily Report Summary :

Daily Report Detail: Crew arrive on location - Hold safety meeting and review JSA - "Finish rigging up CTU and make up
BHA including motor head assembly, disconnect, 3-7/8"" overshot extension, overshot loaded wl1.5""
grapple and oversized guide. Hookup to well and pressure test lubricator to 6000 psi good. - RIH w/Coil
tbg and BHA - Wash dwn to 8525' and circulate for 15 minutes to bring debris above EOT using 1/2 bpm
water and 1000 scflm N2 obtaing good returns to surface recovering sandy grit and b\ackish fluid. - Work
tools dwn attempting to latch rope socket of gunpushing dwn to 8578' and then loosing hole again back to
8562' - ROH w/tools - Tools on surface wlno fish recovery and no marks on tools to make determination. -

Change out BHA to rope spear and mud motor. - "RIH w/rope spear and mud motor to 8577' setting dwn
and engaging fish - P/U wlout torquing up mud motor - Set back dwn to 8577.6' and torque up and stalling
out mud motor pressuring up 1200 psi over pump pressure - ROH w/coil tbg maintaining stall on mud
motor - Out of hole with tools - Shut well in and attempt to lower tools and any fish dwn thru lubricator -

Unable to push tools out end of 4.5"" lubricator. - Break loose lubricator in sections - Find all tools gone
wlcoil pinched off and totallysealed off except small hole - Appears coil bowtied and went beside itself.
Blow coil tbg dry shut well in for night.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive on location - Hold safety meeting and review JSA
From 7:00 To 9:00 2 hrs Category/Rmks: RU : Finish rigging up CTU and make up BHA including motor head assembly,

disconnect, 3-7/8" overshot extension, overshot loaded w/1.5" grapple and
oversized guide. Hookup to well and pressure test lubricator to 6000 psi good. -

From 9:00 To 13:30 .5 hr Category/Rmks: RIH : RIH w/Coll tbg and BHA - Wash dwn to 8525' and circulate for 15 minutes to
bring debris above EOT using 1/2 bpm water and 1000 scf/m N2 obtaing good
returns to surface recovering sandy grit and blackish fluid. - Work tools dwn
attempting to latch rope socket of gunpushing dwn to 8578' and then loosing hole
again back to 8562' - ROH wltools - Tools on surface w/no fish recovery and no
marks on tools to make determination. -

From 13:30 To 14:45 .25 hr Category/Rmks: BHAOP : Change out BHA to rope spear and mud motor. -

From 14:45 To 18:45 4 hrs Category/Rmks: RIH : RIH w/rope spear and mud motor to 8577' setting dwn and engaging fish -

P/U wlout torquing up mud motor - Set back dwn to 8577.6' and torque up and
stalling out mud motor pressuring up 1200 psi over pump pressure - ROH wlcoil tbg
maintaining stall on mud motor - Out of hole with tools - Shut well in and attempt to
lower tools and any fish dwn thru lubricator - Unable to push tools out end of 4.5"
lubricator. -

From 18:45 To 21:00 .25 hr Category/Rmks: BHAOP : Break loose lubricator in sections - Find all tools gone wlcoil pinched off
and totallysealed off except small hole - Appears coil bowtied and went beside
itself. Blow coil tbg dry shut well in for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : | 11/26/2008 Activity: (Fishing Rig Name: Days :106

Daily Report Summary : Wireline LIB's
Daily Report Detail: Crew arrive location - Hold pre-rig dwn saftey meeting and review JSA - RD coil tbg unit and move off

well - "R/U Perfolog wireline and prep to run 6"" LIB. -" "RIH w/6"" LIBand tag at 5341'- RIH w/3.5"" LIB
and tag at 5334' finding sandy black grit on tools - RIH wl1.5"" sample bailer with 2"" toolstring and tag at
5504' w/CCL strength weakening past collar at 5373'- Recover Black sandy grit in sample bailer. RDMO
wireline" - Rig and rig crew arrive location - Hold safety meeting and review JSA - R/U service unit and
prep to start fishing o 3erations - Shut in well for holiday weekend returning on Saturday the 29th.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location - Hold pre-rig dwn saftey meeting and review
JSA -

From 7:00 To 9:30 2.5 hre Category/Rmks: RD : RD coil tbg unit and move off well -

From 9:30 To 10:30 1 hrs Category/Rmks: RU : R/U Perfolog wireline and prep to run 6" LIB. -

From 10:30 To 14:00 3.5 hre Category/Rmks: RIH : RIH wl6" LIBand tag at 5341'- RIH w/3.5" LIBand tag at 5334'finding sandy
black grit on tools - RIH w/1.5" sample bailer with 2" toolstringand tag at 5504'
w/CCL strength weakening past collar at 5373' - Recover Black sandy grit in
sample bailer. RDMO wireline

From 14:00 To 14:30 .5 hre Category/Rmks: SFTY MTG : Rig and rig crew arrive location - Hold safety meeting and review JSA -

From 14:30 To 17:30 |3 hrs Category/Rmks: RU : R/U service unit and prep to start fishing operations - Shut in well for holiday
weekend returning on Saturday the 29th.

Date : 11/27/2008 Activity: Fishing Rig Name: Days :107

Daily Report Summary : Shut in for Thanksgiving holiday
Daily Report Detail: Shut in for Thanksgiving holiday

Date : 11/28/2008 Activity: Fishing Rig Name: Days :108

Daily Report Summary : Shut in for Thanksgiving holiday
Daily Report Detail: Shut in for Thanksgiving holiday

Date : 11/29/2008 Activity: MIRU Rig Name: Days :109

Daily Report Summary : Fishing operations
Daily Report Detail: Crew travel to location - Hold safety meeting and review JSA - Slight blow on casing. - "N/D frac valve

off BOPE - Unable to break nuts loose with hydraulic torque unit - P/U 20' cheater to break nuts loose -

N/D frac valve - N/U crossover spool and 5k spherical BOP. Change out upper blind rams to pipe rams -

Rig up working floor and tbg handling equipment - Have to move f\oor up to height using brackets - Spot
rig pump and rig up pumplines - MIand spot catwalk and unload 317 jts of 2.375"" 4.7# EUE N-80 8rd
tbg - Prep to beging TlH w/tbg in a.m. - Secure well for night"

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - Slight
blow on casing. -

From 7:00 To 19:30 2.5 hr Category/Rmks: RU : N/D frac valve off BOPE - Unable to break nuts loose with hydraulic torque
unit - P/U 20' cheater to break nuts loose - N/D frac valve - N/U crossover spool and
5k spherical BOP. Change out upper blind rams to pipe rams - Rig up working floor
and tbg handling equipment - Have to move floor up to height using brackets - Spot
rig pump and rig up pumplines - MIand spot catwalk and unload 317 jts of 2.375"
4.7# EUE N-80 8rd tbp - Prep to beging TlH wltbg in a.m. - Secure well for night
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off BOPE - Unable to break nuts loose with hydraulic torque unit - P/U 20' cheater to break nuts loose -
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Rig up working floor and tbg handling equipment - Have to move f\oor up to height using brackets - Spot
rig pump and rig up pumplines - MIand spot catwalk and unload 317 jts of 2.375"" 4.7# EUE N-80 8rd
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and tbg handling equipment - Have to move floor up to height using brackets - Spot
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor<
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/30/2008 Activity: Fishing Rig Name: Days :110

Daily Report Summary : fishing operations
Daily Report Detail: | Crew travel to location - Hold safety meeting and review JSA. Rig up power tongs and slips. "Make up

BHA as follows: 6.25"" smith rock bit, X-over ( 3.5"" Reg bx by bx), X-over ( 3.5"" reg pin by 2.375"" eue bx
), 1 jt of tbg and 1.875"" profile X nipple." "TlH w/7 jts of tbg (8 total). While running in hole tbg coupling
hung up on inside of BOPE and elevators slacked off 1' below coupling. Tbg dropped and fell 1' and
struck elevators with elevators opening and dropping tbg in hole - OAL of fish lost is 266.34', 5.23' of BHA
jewelryand 261.11' of 2.375"" 4.7# EUE N-80 8rd tbg. Shut dwn and wait on new elevators." Wait on
tools - Fishing tools arrive location. "Unload fishing too\s of trailer - Make up overshot w/3-1/16"" grapple
and oversized guide to fish 2.375"" tbg coupling. Maeasure and tallyall fishing tools." "P/U BHA consisting
of 5.75"""" overshot dressed with 3-1/16"" grapple w/6.5"" oversized guide, Bumper sub, Hydraulic Jars, 6
drill collars 3-1/2"" od, X-over back to 2.375"" eue tbg." "TlH w/BHA = 208.78' and 55 jts of 2.375"" 4.7#
EUE N-80 8rd tbg = 2004' in hole."
Shut in and secure w allfor night.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA.
From 7:00 To 8:30 .5 hr Category/Rmks: RU : Rig up power tongs and slips.
From 8:30 To 9:00 .5 hr Category/Rmks: BHAOP : Make up BHA as follows: 6.25" smith rock bit, X-over ( 3.5" Reg bx by bx),

X-over ( 3.5" reg pin by 2.375" eue bx ), 1 jt of tbg and 1.875" profileX nipple.
From 9:00 To 9:30 þ.5hrg Category/Rmks: TlH : TlH wl7 jts of tbg (8 total).While running in hole tbg coupling hung up on

inside of BOPE and elevators slacked off 1' below coupling. Tbg dropped and fell 1'
and struck elevators with elevators opening and dropping tbg in hole - OAL of fish
lost is 266.34', 5.23' of BHA jewelryand 261.11' of 2.375" 4.7# EUE N-80 8rd tbg.
Shut dwn and wait on new elevators.

From 9:30 To 11:30 2 hrs Category/Rmks: WOO : Wait on tools - Fishing tools arrive location.
From 11:30 To 13:00 1.5 hre Category/Rmks: BHAOP : Unload fishing tools of trailer - Make up overshot w/3-1/16" grapple and

oversized guide to fish 2.375" tby coupling. Maeasure and tallyall fishing tools.
From 13:00 To 15:30 .5 hr Category/Rmks: BHAOP : P/U BHA consisting of 5.75"" overshot dressed with 3-1/16" grapple

w/6.5" oversized guide, Bumper sub, Hydraulic Jars, 6 drill collars 3-1/2" od, X-over
back to 2.375" eue tbg.

From 15:30 To 17:00 .5 hr Category/Rmks: TIH : TIH w/BHA = 208.78' and 55 jts of 2.375" 4.7# EUE N-80 8rd tbg = 2004' in
hole.

From 17:00 To 17:30 .5 hr Category/Rmks: SDFN : Shut in and secure well for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor<
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 11/30/2008 Activity: Fishing Rig Name: Days :110

Daily Report Summary : fishing operations
Daily Report Detail: | Crew travel to location - Hold safety meeting and review JSA. Rig up power tongs and slips. "Make up

BHA as follows: 6.25"" smith rock bit, X-over ( 3.5"" Reg bx by bx), X-over ( 3.5"" reg pin by 2.375"" eue bx
), 1 jt of tbg and 1.875"" profile X nipple." "TlH w/7 jts of tbg (8 total). While running in hole tbg coupling
hung up on inside of BOPE and elevators slacked off 1' below coupling. Tbg dropped and fell 1' and
struck elevators with elevators opening and dropping tbg in hole - OAL of fish lost is 266.34', 5.23' of BHA
jewelryand 261.11' of 2.375"" 4.7# EUE N-80 8rd tbg. Shut dwn and wait on new elevators." Wait on
tools - Fishing tools arrive location. "Unload fishing too\s of trailer - Make up overshot w/3-1/16"" grapple
and oversized guide to fish 2.375"" tbg coupling. Maeasure and tallyall fishing tools." "P/U BHA consisting
of 5.75"""" overshot dressed with 3-1/16"" grapple w/6.5"" oversized guide, Bumper sub, Hydraulic Jars, 6
drill collars 3-1/2"" od, X-over back to 2.375"" eue tbg." "TlH w/BHA = 208.78' and 55 jts of 2.375"" 4.7#
EUE N-80 8rd tbg = 2004' in hole."
Shut in and secure w allfor night.

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA.
From 7:00 To 8:30 .5 hr Category/Rmks: RU : Rig up power tongs and slips.
From 8:30 To 9:00 .5 hr Category/Rmks: BHAOP : Make up BHA as follows: 6.25" smith rock bit, X-over ( 3.5" Reg bx by bx),

X-over ( 3.5" reg pin by 2.375" eue bx ), 1 jt of tbg and 1.875" profileX nipple.
From 9:00 To 9:30 þ.5hrg Category/Rmks: TlH : TlH wl7 jts of tbg (8 total).While running in hole tbg coupling hung up on

inside of BOPE and elevators slacked off 1' below coupling. Tbg dropped and fell 1'
and struck elevators with elevators opening and dropping tbg in hole - OAL of fish
lost is 266.34', 5.23' of BHA jewelryand 261.11' of 2.375" 4.7# EUE N-80 8rd tbg.
Shut dwn and wait on new elevators.

From 9:30 To 11:30 2 hrs Category/Rmks: WOO : Wait on tools - Fishing tools arrive location.
From 11:30 To 13:00 1.5 hre Category/Rmks: BHAOP : Unload fishing tools of trailer - Make up overshot w/3-1/16" grapple and

oversized guide to fish 2.375" tby coupling. Maeasure and tallyall fishing tools.
From 13:00 To 15:30 .5 hr Category/Rmks: BHAOP : P/U BHA consisting of 5.75"" overshot dressed with 3-1/16" grapple

w/6.5" oversized guide, Bumper sub, Hydraulic Jars, 6 drill collars 3-1/2" od, X-over
back to 2.375" eue tbg.

From 15:30 To 17:00 .5 hr Category/Rmks: TIH : TIH w/BHA = 208.78' and 55 jts of 2.375" 4.7# EUE N-80 8rd tbg = 2004' in
hole.

From 17:00 To 17:30 .5 hr Category/Rmks: SDFN : Shut in and secure well for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : i 12/1/2008 Activity: Fishing Rig Name: Days :111

Daily Report Summary : Fishing Operations
Daily Report Detail: Crew travel to location - Hold safety meeting and review JSA - Set up to TlH - T1Hwltbg picking up off

racks and tallyingin - Tag up on fill,fish or debris at 3920' - P/U to 3905' and stick pipe - Unable move
pipe up or dwn - Work tbg and unable to work free - R/U pumplines and circulate conventional freeing
pipe up coming up but unable to go dwn past 3905' - Circulated a total of 130 bbls around pipe recovering
blackish water - POOH 3820' w/3 jts of tbg dragging - Appears that well is tryingto kick and building
pressure under fish - Secure well and circulate w/clean fresh water 200 bbls - Bleed well dwn both sides
to 0 psi. - TOOH wltbg to 3755' and casing kicked off flowing. Still appears that BHA or fish is holding
back pressure and only after moving tbg is pressure able to work past then sealing off again when
stopping - Casing kicking fluid back intermittently - Shut in to monitor pressure build up. Pressure built on
casing to 1700 psi and 140 psi on tbg - Brine water arrives location - Pump 200 bbis of brine water
circulating conventional and recover very thick black oily grity fluid in returns before cleaning up. Casing
continued to flow w/rate decreasing. - Attempt to lower tbg and shut in on short sub below rams - Unable
to lower tbg due to stacking out - Attempt to pull tbg up hole but unable to due to being stuck - Slight
movment in t bg enough to work bumper sub and jars - Set jars off 3 times 10K over string wt. Unable to
move tbg and decisio i made to shut in with end of fishing tools at 3755' -

From 6:30 To 7:30 1 hrs Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - Set up
to TlH -

From 7:30 To 10:30 3 hrs Category/Rmks: TIH : TlH wltbg picking up off racks and tallyingin - Tag up on fill,fish or debris at
3920' - P/U to 3905' and stick pipe - Unable move pipe up or dwn - Work tbg and
unable to work free - R/U pumplines and circulate conventional freeing pipe up
coming up but unable to go dwn past 3905' - Circulated a total of 130 bbis around
pipe recovering blackish water -

From 10:30 To 11:00 .5 hr Category/Rmks: TOOH : POOH 3820' w/3 jts of tbg dragging - Appears that well is tryingto kick and
building pressure under fish - Secure well and circulate w/clean fresh water 200
bbis - Bleed well dwn both sides to 0 psi. -

From 11:00 To 13:00 2 hrs Category/Rmks: TOOH : TOOH wltbg to 3755' and casing kicked off flowing. Still appears that BHA
or fish is holding back pressure and only after moving tbg is pressure able to work
past then sealing off again when stopping -

From 13:00 To 13:30 .5 hr Category/Rmks: Flow : Casing kicking fluid back intermittently - Shut in to monitor pressure build up.
From 13:30 To 17:30 4 hrs Category/Rmks: Other : Pressure built on casing to 1700 psi and 140 psi on tbg - Brine water arrives

location -

From 17:30 To 19:00 1.5 hr Category/Rmks: Circulate : Pump 200 bbis of brine water circulating conventional and recover very
thick black oily grity fluid in returns before cleaning up. Casing continued to flow
w/rate decreasing. -

From 19:00 To 20:00 1 hrs Category/Rmks: Other : Attempt to lower tbg and shut in on short sub below rams - Unable to lower
tbg due to stacking out - Attempt to pull tbg up hole but unable to due to being
stuck - Slight movment in t bg enough to work bumper sub and jars - Set jars off 3
times 10K over string wt. Unable to move tbg and decision made to shut in with end
of fishing tools at 3755' -
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corport
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date 12/2/2008 Activity: Fishing Rig Name: Days :112

Daily Report Summary Fishing Operation
Daily Report Detail: Crew travel to location - Hold safety meeting and review JSA - SICP = 0 psi - SITP = 150 psi - Waiting

on brine fluid to arrive location -

"Attempt to pump dwn casing and pressure up to 3500 psi wlno bleed off or movement - Trap 3500 psi on
casing and pressure up tbg to 3500 psi - Dump pressure off casing quickly while tbg is pressured up and
lost pressure on tbg dwn to 1000 psi - Begin pumping on tbg and tbg pressured back up to 3500 psi w/no
movement on casing - Bleed tbg pressure off and pressure up casing again to 3500 psi and trapping
pressure - Pressure up tbg to 3500 psi then dump pressure off casing and well began to circulate
conventional - Circulate 180 bbis dwn tbg and up casing recovering thickblack emulsion with a
consistency of cold molassass. Returns also have grit sand material wla few larger pieces the size of from
1/8"" to 1/5"" diameter size - Run out of usable brine water ton pump - Returns was to dirty to use -

Attempt to move tbg - Tbg moves only the length of the jar and bumper sub stroke - Shut dwn and wait on
more brine water to arrive location -

Clean out rig tank of gunk and debris via super sucker while waiting on brine water to arrive location -

Brine water arrive location - Circulate conventional w/brine water recovering thick black emulsion gunk -

Lost appx 120 bbis of brine while circulating and recovered another 100 bbis of gunky fluid to flowback
tank leaving enough water in rig tank to circulate with - Continue circulating recovering small pieces of
rock, shale or coal pieces in returns 1/8"" to 1/4"" dia size - After cleaning up with only minimal amounts of
debris in returns beging to work tbg while continuing to circulate - Pull tbg free pulling 30K over string wt -

Circulate another btms up and recovered larger pieces of debris in returns appxly 3/8"" dia the returns
again cleaned up with just minimal amount of small debris in returns - Lay dwn 2 jts of tbg putting EOT at
3690' w/107jts of tbg in hole plus BHA - Lower tbg dwn w/8' tbg pup and shut well in with tbg coupling just
below pipe rams - Prossure up on casing to 4200 psi and trap in securing well for night -

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - SICP =

0 psi - SITP = 150 psi -

From 7:00 To 9:00 2 hrs Category/Rmks: WOO : Waiting on brine fluid to arrive location -

From 9:00 To 10:00 1 hrs Category/Rmks: Circulate : Attempt to pump dwn casing and pressure up to 3500 psi wlno bleed off
or movement - Trap 3500 psi on casing and pressure up tbg to 3500 psi - Dump
pressure off casing quickly while tbg is pressured up and lost pressure on tbg dwn
to 1000 psi - Begin pumping on tbg and tbg pressured back up to 3500 psi w/no
movement on casing - Bleed tbg pressure off and pressure up casing again to 3500
psi and trapping pressure - Pressure up tbg to 3500 psi then dump pressure off
casing and well began to circulate conventional - Circulate 180 bbis dwn tbg and up
casing recovering thick black emulsion with a consistency of cold molassass.
Returns also have grit sand material wla few larger pieces the size of from 1/8" to
1/5" diameter size - Run out of usable brine water ton pump - Returns was to dirty to
use -

From 10:00 To 10:30 .5 hr Category/Rmks: Other : Attempt to move tbg - Tbg moves only the length of the jar and bumper sub
stroke - Shut dwn and wait on more brine water to arrive location -

From 10:30 To 14:30 4 hrs Category/Rmks: WOO : Clean out rig tank of gunk and debris via super sucker while waiting on
brine water to arrive location -

From 14:30 To 17:00 .5 hr Category/Rmks: Circulate : Brine water arrive location - Circulate conventional w/brine water
recovering thick black emulsion gunk - Lost appx 120 bbls of brine while circulating
and recovered another 100 bbls of gunky fluid to flowback tank leaving enough
water in rig tank to circulate with - Continue circulating recovering small pieces of
rock, shale or coal pieces in returns 1/8" to 1/4" dia size - After cleaning up with only
minimal amounts of debris in returns beging to work tbg while continuing to
circulate - Pull tbg free pulling 30K over string wt - Circulate another btms up and
recovered larger pieces of debris in returns appxly 3/8" dia the returns again
cleaned up with justminimal amount of small debris in returns -

From 17:00 To 17:30 .5 hr Category/Rmks: TOOH : Lay dwn 2 jts of tbg putting EOT at 3690' w/107jts of tbg in hole plus BHA -

Lower tbg dwn w/8' tbg pup and shut well in with tbg coupling just below pipe rams -

Pressure up on casing to 4200 psi and trap in securing well for night -
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Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator:a Petroleum Corport
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date 12/2/2008 Activity: Fishing Rig Name: Days :112
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consistency of cold molassass. Returns also have grit sand material wla few larger pieces the size of from
1/8"" to 1/5"" diameter size - Run out of usable brine water ton pump - Returns was to dirty to use -
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rock, shale or coal pieces in returns 1/8"" to 1/4"" dia size - After cleaning up with only minimal amounts of
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3690' w/107jts of tbg in hole plus BHA - Lower tbg dwn w/8' tbg pup and shut well in with tbg coupling just
below pipe rams - Prossure up on casing to 4200 psi and trap in securing well for night -

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - SICP =

0 psi - SITP = 150 psi -

From 7:00 To 9:00 2 hrs Category/Rmks: WOO : Waiting on brine fluid to arrive location -

From 9:00 To 10:00 1 hrs Category/Rmks: Circulate : Attempt to pump dwn casing and pressure up to 3500 psi wlno bleed off
or movement - Trap 3500 psi on casing and pressure up tbg to 3500 psi - Dump
pressure off casing quickly while tbg is pressured up and lost pressure on tbg dwn
to 1000 psi - Begin pumping on tbg and tbg pressured back up to 3500 psi w/no
movement on casing - Bleed tbg pressure off and pressure up casing again to 3500
psi and trapping pressure - Pressure up tbg to 3500 psi then dump pressure off
casing and well began to circulate conventional - Circulate 180 bbis dwn tbg and up
casing recovering thick black emulsion with a consistency of cold molassass.
Returns also have grit sand material wla few larger pieces the size of from 1/8" to
1/5" diameter size - Run out of usable brine water ton pump - Returns was to dirty to
use -

From 10:00 To 10:30 .5 hr Category/Rmks: Other : Attempt to move tbg - Tbg moves only the length of the jar and bumper sub
stroke - Shut dwn and wait on more brine water to arrive location -

From 10:30 To 14:30 4 hrs Category/Rmks: WOO : Clean out rig tank of gunk and debris via super sucker while waiting on
brine water to arrive location -

From 14:30 To 17:00 .5 hr Category/Rmks: Circulate : Brine water arrive location - Circulate conventional w/brine water
recovering thick black emulsion gunk - Lost appx 120 bbls of brine while circulating
and recovered another 100 bbls of gunky fluid to flowback tank leaving enough
water in rig tank to circulate with - Continue circulating recovering small pieces of
rock, shale or coal pieces in returns 1/8" to 1/4" dia size - After cleaning up with only
minimal amounts of debris in returns beging to work tbg while continuing to
circulate - Pull tbg free pulling 30K over string wt - Circulate another btms up and
recovered larger pieces of debris in returns appxly 3/8" dia the returns again
cleaned up with justminimal amount of small debris in returns -

From 17:00 To 17:30 .5 hr Category/Rmks: TOOH : Lay dwn 2 jts of tbg putting EOT at 3690' w/107jts of tbg in hole plus BHA -

Lower tbg dwn w/8' tbg pup and shut well in with tbg coupling just below pipe rams -

Pressure up on casing to 4200 psi and trap in securing well for night -
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator:a Petroleum Corporc
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/3/2008 Activity: Fishing Rig Name: Days 113
Daily Report Summary : Fishing Operations

Daily Report Detail: Crew Travel to location - Hold safety meeting and review JSA - Check pressures on well - SICP at 3500
psi dwn 700 psi from last nights shut in - SITP at 1400 psi - Blow tbg and casing dwn to 0 psi w/no flow
and well remaining dead. Open pipe rams and shut spherical on tbg - P/U on tbg to determine if tbg free -

Tbg continued to move out of hole after blocks had stopped wlcasing and tbg pressure at surface still at 0
psi - Tbg moved up hole 2' on own - Shut in pipe rams and chain in tbg using boomers and chains -

Attempt to circulate dwn tbg but unable to get circulation to break - Bleed all pump pressure off and leave
valves open at BOP's to monitor for any flow. W/no pressure on tbg or casing at surface attempt to lower
tbg pup coupling below pipe rams again. Unable to pull dwn using collar clamp on tbg and winch lines
pulling dwn - Pressure up on casing to 2700 psi and tbg was able to move dwn hole sliding thru spherical
bop rubber. Lower tbg dwn and shut pipe rams again above 10' tbg pup coupling - Attempt to obtain
circulation. Pump dwn casing and pressure up to 3500 psi with no movment or returns up tbg - Surge
casing 3 times by pressuring up casing and trapping pressure then pressuring up tbg and dumping casing
pressure quickly - On 3rd surge pressuring casing up to 3500 psi and trapping then pressuring tbg up to
4000 psi and dumping casing pressure quickly, circulation broke free and started circulating conventional
w/10# brine - "Circulate conventional using brine water taking returns to rig tank - Returns have black
1/8"" avg size pieces of debris - Bariod mud hand indicates that debris is coal based. Continue to circulate
while waiting on mud premix tank to arrive location to take care of 13.5# mud on location - Circulate
conventional w/brine water thru night - Pre mix tank shut dwn on roads due to oversize load."

From 6:30 To 7:00 J.5 hr Category/Rmks: SFTY MTG : Crew Travel to location - Hold safety meeting and review JSA
From 7:00 To 10:00 3 hrs Category/Rmks: Other : Check pressures on well - SICP at 3500 psi dwn 700 psi from last nights

shut in - SITP at 1400 psi - Blow tbg and casing dwn to 0 psi w/no flow and well
remaining dead. Open pipe rams and shut spherical on tbg - P/U on tbg to
determine if tbg free - Tbg continued to move out of hole after blocks had stopped
w/casing and tbg pressure at surface still at 0 psi - Tbg moved up hole 2' on own -

Shut in pipe rams and chain in tbg using boomers and chains - Attempt to circulate
dwn tbg but unable to get circulation to break - Bleed all pump pressure off and
leave valves open at BOP's to monitor for any flow. W/no pressure on tbg or casing
at surface attempt to lower tbg pup coupling below pipe rams again. Unable to pull
dwn using collar clamp on tbg and winch lines pulling dwn - Pressure up on casing
to 2700 psi and tbg was able to move dwn hole sliding thru spherical bop rubber.
Lower tbg dwn and shut pipe rams again above 10' tbg pup coupling - Attempt to
obtain circulation. Pump dwn casing and pressure up to 3500 psi with no movment
or returns up tbg - Surge casing 3 times by pressuring up casing and trapping
pressure then pressuring up tbg and dumping casing pressure quickly - On 3rd
surge pressuring casing up to 3500 psi and trapping then pressuring tbg up to 4000
psi and dumping casing pressure quickly, circulation broke free and started
circulating conventional w/10# brine -

From 10:00 To 0:00 14 hrs Category/Rmks: Circulate : Circulate conventional using brine water taking returns to rig tank -

Returns have black 1/8" avg size pieces of debris - Bariod mud hand indicates that
debris is coal based. Continue to circulate while waiting on mud premix tank to
arrive location to take care of 13.5# mud on location - Circulate conventional w/brine
water thru night - Pre mix tank shut dwn on roads due to oversize load.
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Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator:a Petroleum Corporc
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/3/2008 Activity: Fishing Rig Name: Days 113
Daily Report Summary : Fishing Operations

Daily Report Detail: Crew Travel to location - Hold safety meeting and review JSA - Check pressures on well - SICP at 3500
psi dwn 700 psi from last nights shut in - SITP at 1400 psi - Blow tbg and casing dwn to 0 psi w/no flow
and well remaining dead. Open pipe rams and shut spherical on tbg - P/U on tbg to determine if tbg free -

Tbg continued to move out of hole after blocks had stopped wlcasing and tbg pressure at surface still at 0
psi - Tbg moved up hole 2' on own - Shut in pipe rams and chain in tbg using boomers and chains -

Attempt to circulate dwn tbg but unable to get circulation to break - Bleed all pump pressure off and leave
valves open at BOP's to monitor for any flow. W/no pressure on tbg or casing at surface attempt to lower
tbg pup coupling below pipe rams again. Unable to pull dwn using collar clamp on tbg and winch lines
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bop rubber. Lower tbg dwn and shut pipe rams again above 10' tbg pup coupling - Attempt to obtain
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/4/2008 Activity: Fishing Rig Name: Days :114

Daily Report Summary : Fishing Operation
Daily Report Detail: Continue circulating wellbore while waiting on premix mud tank to arrive location holding 1000 psi to

700 psi back pressure. Pumping at 2 bpm at 1800 psi - Pre mix tank arrive location - R/U pre mix tank -

Load premix tank w/used drilling mud weighing 13.4# wla 500 vis - Condition mud to 16.4 ppg wl95 vis -

condition a total of 250 bbls - Displace well with 16.4 ppg mud from 10# brine shutting dwn to mix up 2nd
batch of mud....

From 0:00 To 8:00 8 hrs Category/Rmks: Circulate : Continue circulating wellbore while waiting on premix mud tank to arrive
location holding 1000 psi to 700 psi back pressure. Pumping at 2 bpm at 1800 psi -

Pre mix tank arrive location -

From 8:00 To 16:30 .5 hr Category/Rmks: RU : R/U pre mixtank - Load premix tank wlused drilling mud weighing 13.4# wla
500 vis - Condition mud to 16.4 ppg w/95 vis - condition a total of 250 bbis -

From 16:30 To 0:00 7.5 hr Category/Rmks: Circulate : Displace well with 16.4 ppg mud from 10# brine shutting dwn to mix up
2nd batch of mud.

From 0:00 To 0 hrs Category/Rmks: SDFN :

Date : 12/5/2008 Activity: Fishing Rig Name: Days :115

Daily Report Summary : fishing operations
Daily Report Detail: Finish mixing mud to 16.4 ppg w/87 vis and pump 26 bbis more having problems with pump - Shid

due to people being tired -

Rig crew arrive back on location - Hold safety meeting and review JSA - Pump and additional 6 bbis of
16.4 ppg mud at 87 vis returning good mud up casing to FBT - Shut dwn pump -

Prepare rig floor to R/U snub unit prior to pulling on tbg.
Hold safety meeting w/rig crew, snub crew and all other personnel on location - Review JSA's for work to
be done.
R/U Mountains States snubbing unit - Change out Spherical BOP rubber in snub unit - Move operator
controls up to height of snub work platform.
"P/U on tbg and pull off btm pulling 30k over string wt to move tbg - After initial pull tbg drug a couple time
but then smoothed out - No pressure indications at surface. Finish TOOH wltbg recovering tbg only wllast
jt of tbg parted and ripped in half leaving fishing BHA and 1.05' of tbg on top of BHA. Tools left in hole
consist of from top to btm, 1.05' of 2.375 x 4.7# EUE N-80 8rd tbg, X-over 2-3/8 eue box x 2-3/8 IF pin, 6
slick drill collars 3.5 od w/2-3/8 IF BxP, Bowen oil jar 3-3/4 OD 2-3/8 IF BxP, Bowen bumper sub 3-3/4 od
2-3/8 IF BxP, X-over 2-3/8 IF box by 2-7/8 IF pin, X-over 2-7/8 IF box by 3.5 IF pin, 5-3/4 Seris 150
overshot w/6.5"" oversized guide on btm w/possible 2.375"" tbg fish in overshot with 6-1/4"" bit on end of
tbg fish."
Pressure up casing t( 5000 psi w/10# brine (freeze blanket) and shut in and secure well for night.

From 0:00 To 3:00 3 hrs Category/Rmks: Circulate : Finish mixing mud to 16.4 ppg w/87 vis and pump 26 bbis more having
problems with pump - Shut dwn due to people being tired -

From 3:00 To 8:00 5 hrs Category/Rmks: SDFN : Rig crew arrive back on location - Hold safety meeting and review JSA -

Pump and additional 6 bbls of 16.4 ppg mud at 87 vis returning good mud up casing
to FBT - Shut dwn pump -

From 8:00 To 10:30 .5 hr Category/Rmks: RU : Prepare rig floor to R/U snub unit prior to pulling on tbg.
From 10:30 To 11:00 .5 hr Category/Rmks: SFTY MTG : Hold safety meeting w/rig crew, snub crew and a\\ other personnel on

location - Review JSA's for work to be done.
From 11:00 To 14:30 .5 hr Category/Rmks: RU : R/U Mountains States snubbing unit - Change out Spherical BOP rubber in

snub unit - Move operator controls up to height of snub work platform.
From 14:30 To 17:00 .5 hr Category/Rmks: TOOH : P/U on tbg and pull off btm pulling 30k over string wt to move tbg - After

initial pull tbg drug a couple time but then smoothed out - No pressure indications at
surface. Finish TOOH wltbg recovering tbg only wllast jt of tbg parted and ripped in
half leaving fishing BHA and 1.05' of tbg on top of BHA. Tools left in hole consist of
from top to btm, 1.05' of 2.375 x 4.7# EUE N-80 8rd tbg, X-over 2-3/8 eue box x 2-
3/8 IF pin, 6 slick drill collars 3.5 od w/2-3/8 IF BxP, Bowen oil jar 3-3/4 OD 2-3/8 IF
BxP, Bowen bumper sub 3-3/4 od 2-3/8 IF BxP, X-over 2-3/8 IF box by 2-7/8 IF pin,
X-over 2-7/8 IF box by 3.5 IF pin, 5-3/4 Seris 150 overshot w/6.5" oversized guide
on btm w/possible 2.375" tbg fish in overshot with 6-1/4" bit on end of tbg fish.

From 17:00 To 19:00 2 hrs Category/Rmks: SDFN : Pressure up casing to 5000 psi w/10# brine (freeze blanket) and shut in
and secure well for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/4/2008 Activity: Fishing Rig Name: Days :114

Daily Report Summary : Fishing Operation
Daily Report Detail: Continue circulating wellbore while waiting on premix mud tank to arrive location holding 1000 psi to

700 psi back pressure. Pumping at 2 bpm at 1800 psi - Pre mix tank arrive location - R/U pre mix tank -

Load premix tank w/used drilling mud weighing 13.4# wla 500 vis - Condition mud to 16.4 ppg wl95 vis -

condition a total of 250 bbls - Displace well with 16.4 ppg mud from 10# brine shutting dwn to mix up 2nd
batch of mud....

From 0:00 To 8:00 8 hrs Category/Rmks: Circulate : Continue circulating wellbore while waiting on premix mud tank to arrive
location holding 1000 psi to 700 psi back pressure. Pumping at 2 bpm at 1800 psi -

Pre mix tank arrive location -

From 8:00 To 16:30 .5 hr Category/Rmks: RU : R/U pre mixtank - Load premix tank wlused drilling mud weighing 13.4# wla
500 vis - Condition mud to 16.4 ppg w/95 vis - condition a total of 250 bbis -

From 16:30 To 0:00 7.5 hr Category/Rmks: Circulate : Displace well with 16.4 ppg mud from 10# brine shutting dwn to mix up
2nd batch of mud.

From 0:00 To 0 hrs Category/Rmks: SDFN :

Date : 12/5/2008 Activity: Fishing Rig Name: Days :115

Daily Report Summary : fishing operations
Daily Report Detail: Finish mixing mud to 16.4 ppg w/87 vis and pump 26 bbis more having problems with pump - Shid

due to people being tired -

Rig crew arrive back on location - Hold safety meeting and review JSA - Pump and additional 6 bbis of
16.4 ppg mud at 87 vis returning good mud up casing to FBT - Shut dwn pump -

Prepare rig floor to R/U snub unit prior to pulling on tbg.
Hold safety meeting w/rig crew, snub crew and all other personnel on location - Review JSA's for work to
be done.
R/U Mountains States snubbing unit - Change out Spherical BOP rubber in snub unit - Move operator
controls up to height of snub work platform.
"P/U on tbg and pull off btm pulling 30k over string wt to move tbg - After initial pull tbg drug a couple time
but then smoothed out - No pressure indications at surface. Finish TOOH wltbg recovering tbg only wllast
jt of tbg parted and ripped in half leaving fishing BHA and 1.05' of tbg on top of BHA. Tools left in hole
consist of from top to btm, 1.05' of 2.375 x 4.7# EUE N-80 8rd tbg, X-over 2-3/8 eue box x 2-3/8 IF pin, 6
slick drill collars 3.5 od w/2-3/8 IF BxP, Bowen oil jar 3-3/4 OD 2-3/8 IF BxP, Bowen bumper sub 3-3/4 od
2-3/8 IF BxP, X-over 2-3/8 IF box by 2-7/8 IF pin, X-over 2-7/8 IF box by 3.5 IF pin, 5-3/4 Seris 150
overshot w/6.5"" oversized guide on btm w/possible 2.375"" tbg fish in overshot with 6-1/4"" bit on end of
tbg fish."
Pressure up casing t( 5000 psi w/10# brine (freeze blanket) and shut in and secure well for night.

From 0:00 To 3:00 3 hrs Category/Rmks: Circulate : Finish mixing mud to 16.4 ppg w/87 vis and pump 26 bbis more having
problems with pump - Shut dwn due to people being tired -

From 3:00 To 8:00 5 hrs Category/Rmks: SDFN : Rig crew arrive back on location - Hold safety meeting and review JSA -

Pump and additional 6 bbls of 16.4 ppg mud at 87 vis returning good mud up casing
to FBT - Shut dwn pump -

From 8:00 To 10:30 .5 hr Category/Rmks: RU : Prepare rig floor to R/U snub unit prior to pulling on tbg.
From 10:30 To 11:00 .5 hr Category/Rmks: SFTY MTG : Hold safety meeting w/rig crew, snub crew and a\\ other personnel on

location - Review JSA's for work to be done.
From 11:00 To 14:30 .5 hr Category/Rmks: RU : R/U Mountains States snubbing unit - Change out Spherical BOP rubber in

snub unit - Move operator controls up to height of snub work platform.
From 14:30 To 17:00 .5 hr Category/Rmks: TOOH : P/U on tbg and pull off btm pulling 30k over string wt to move tbg - After

initial pull tbg drug a couple time but then smoothed out - No pressure indications at
surface. Finish TOOH wltbg recovering tbg only wllast jt of tbg parted and ripped in
half leaving fishing BHA and 1.05' of tbg on top of BHA. Tools left in hole consist of
from top to btm, 1.05' of 2.375 x 4.7# EUE N-80 8rd tbg, X-over 2-3/8 eue box x 2-
3/8 IF pin, 6 slick drill collars 3.5 od w/2-3/8 IF BxP, Bowen oil jar 3-3/4 OD 2-3/8 IF
BxP, Bowen bumper sub 3-3/4 od 2-3/8 IF BxP, X-over 2-3/8 IF box by 2-7/8 IF pin,
X-over 2-7/8 IF box by 3.5 IF pin, 5-3/4 Seris 150 overshot w/6.5" oversized guide
on btm w/possible 2.375" tbg fish in overshot with 6-1/4" bit on end of tbg fish.

From 17:00 To 19:00 2 hrs Category/Rmks: SDFN : Pressure up casing to 5000 psi w/10# brine (freeze blanket) and shut in
and secure well for night.
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

SeclTwp/Rge: 36 / 21S / 16E Operator:a Petroleum Corpor
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/6/2008 Activity: Set Plug Rig Name: Days 116
Daily Report Summary :

Daily Report Detail: Crew travel to location - Hold safety meeting and review JSA - SICP = 4800 psi - Prep equipment to
snub in hole with plug. Wait on tools to arrive location. Make up Weatherford 10k CICR to 1st jt - "TlH
w/Weatherford 10k CICR, perforated pup, 1 jt of 2.375"" tbg, XN nipple loaded with pump thru plug and
103 jts of 2.375"" 4.7# EUE N-80 8rd tbg snubbing in hole ram to ram with 4000 psi to 3500 psi casing
pressure - Pressure changing due to bleed off while running ram to ram. Tag debris / fillat 3356' kb (115'
high) wl jt #104 - Pull up hole putting CICR at 3336' and turn tbg 15 rounds - TlH 2' setting weight on
CICR - P/U pulling 45k over setting CICR and slack off again - Pull pulling 30k over and set back dwn to
nuetral wt - Turn tbg 10 more addirional turns to right and release setting tool off CICR - Pull setting jt out
of hole leaving 102 jts in hole w/EOT at 3314' kb - Casing pressure had bled dwn to 3300 psi while pulling
setting jt - Shut in and secure well for night."

From 6:30 To 7:00 þ.5hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - SICP =

4800 psi -

From 7:00 To 11:30 4.5 hr Category/Rmks: WOO : Prep equipment to snub in hole with plug. Wait on tools to arrive location.
From 11:30 To 12:30 1 hrs Category/Rmks: RU : Make up Weatherford 10 CICR to 1st jt -

From 12:30 To 18:30 6 hrs Category/Rmks: TlH : TIH wlWeatherford 10k CICR, perforated pup, 1 jt of 2.375" tbg, XN nipple
loaded with pump thru plug and xxx jts of 2.375" 4.7# EUE N-80 8rd tbg snubbing in
hole ram to ram with 4000 psi to 3500 psi casing pressure - Pressure changing due
to bleed off while running ram to ram. Tag debris / fillat 3356' kb w/ jt #104 - Pull up
hole putting CICR at 3336' and turn tbg 15 rounds - TlH 2' setting weight on CICR -

P/U pulling 45k over setting CICR and slack off again - Pull pulling 30k over and set
back dwn to nuetral wt - Turn tbg 10 more addirional turns to right and release
setting tool off CICR - Pull setting jt out of hole leaving 102 jts in hole w/EOT at
3314' kb - Casing pressure had bled dwn to 3300 psi while pulling setting jt - Shut in
and secure well for night.

Date : 12/7/2008 i Activity: Set Plug Rig Name: Days :117

Daily Report Summary : Set plug for TPA
Daily Report Detail: Crew arrive location - Hold safety meeting and review JSA. SICP: 3200 psi SITP: 0 psi. Bleed casing

pressure dwn to 0 psi - Pump fresh water dwn tbg and displace mud out of tbg and ensuring that plug is
open and equalized with casing - Shut dwn leaving 1500 psi on tbg. R/U Superior slickline unit and RIH
w/1.75 gauge ring to top of plug at 3374'- ROH wltools and change tools out - RIH wlretreaving tool and
pull plug from XN nipple at 3374' after 10 hits - R/U cementers and pump 42.6 bbis of class G neat cmt
displacing to balance with 2.5 bbls of fresh water spacer and 6.6 bbls of drilling mud. TOH Iaying dwn 31
jts of tbg putting EOT at 2305'. R/U cementers and pump 42.6 bbls of class G neat cmt and displace to
balance w.5 bbls of drilling mud. TOH laying dwn remaining 71 jts of tbg leaving cmt top @1400'- R/D
snub unit and nipple dwn BOPE - N/U frac tree and tree valve wltop adapter. Pressure up casing to 4000
psi and shut in for night

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location - Hold safety meeting and review JSA. SICP:
3200 psi SITP: 0 psi

From 7:00 To 12:00 5 hrs Category/Rmks: Wireline : Bleed casing pressure dwn to 0 psi - Pump fresh water dwn tbg and
displace mud out of tbg and ensuring that plug is open and equalized with casing -

Shut dwn leaving 1500 psi on tbg. R/U Superior slickline unit and RIH w/1.75 gauge
ring to top of plug at 3374' - ROH wltools and change tools out - RIH w/retreaving
tool and pullplug from XN nipple at 3374' after 10 hits -

From 12:00 To 12:45 .75 hr Category/Rmks: Pumping Service : R/U cementers and pump 42.6 bbls of class G neat cmt
displacing to balance with 2.5 bbls of fresh water spacer and 6.6 bbis of drillinq mud.

From 12:45 To 13:00 .25 hr Category/Rmks: TOOH : TOH laying dwn 31 jts of tbg putting EOT at 2305'.
From 13:00 To 13:45 .75 hr Category/Rmks: Pumping Service : R/U cementers and pump 42.6 bbls of class G neat cmt and

displace to balance w.5 bbis of drilling mud.
From 13:45 To 18:00 .25 hr\ Category/Rmks: TOOH : TOH laying dwn remaining 71 jts of tbg leaving cmt top @1400'- R/D snub

unit and nipple dwn BOPE - N/U frac tree and tree valve wltop adapter. Pressure up
casing to 4000 psi and shut in for night
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API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise
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Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/6/2008 Activity: Set Plug Rig Name: Days 116
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snub in hole with plug. Wait on tools to arrive location. Make up Weatherford 10k CICR to 1st jt - "TlH
w/Weatherford 10k CICR, perforated pup, 1 jt of 2.375"" tbg, XN nipple loaded with pump thru plug and
103 jts of 2.375"" 4.7# EUE N-80 8rd tbg snubbing in hole ram to ram with 4000 psi to 3500 psi casing
pressure - Pressure changing due to bleed off while running ram to ram. Tag debris / fillat 3356' kb (115'
high) wl jt #104 - Pull up hole putting CICR at 3336' and turn tbg 15 rounds - TlH 2' setting weight on
CICR - P/U pulling 45k over setting CICR and slack off again - Pull pulling 30k over and set back dwn to
nuetral wt - Turn tbg 10 more addirional turns to right and release setting tool off CICR - Pull setting jt out
of hole leaving 102 jts in hole w/EOT at 3314' kb - Casing pressure had bled dwn to 3300 psi while pulling
setting jt - Shut in and secure well for night."

From 6:30 To 7:00 þ.5hr Category/Rmks: SFTY MTG : Crew travel to location - Hold safety meeting and review JSA - SICP =

4800 psi -

From 7:00 To 11:30 4.5 hr Category/Rmks: WOO : Prep equipment to snub in hole with plug. Wait on tools to arrive location.
From 11:30 To 12:30 1 hrs Category/Rmks: RU : Make up Weatherford 10 CICR to 1st jt -

From 12:30 To 18:30 6 hrs Category/Rmks: TlH : TIH wlWeatherford 10k CICR, perforated pup, 1 jt of 2.375" tbg, XN nipple
loaded with pump thru plug and xxx jts of 2.375" 4.7# EUE N-80 8rd tbg snubbing in
hole ram to ram with 4000 psi to 3500 psi casing pressure - Pressure changing due
to bleed off while running ram to ram. Tag debris / fillat 3356' kb w/ jt #104 - Pull up
hole putting CICR at 3336' and turn tbg 15 rounds - TlH 2' setting weight on CICR -

P/U pulling 45k over setting CICR and slack off again - Pull pulling 30k over and set
back dwn to nuetral wt - Turn tbg 10 more addirional turns to right and release
setting tool off CICR - Pull setting jt out of hole leaving 102 jts in hole w/EOT at
3314' kb - Casing pressure had bled dwn to 3300 psi while pulling setting jt - Shut in
and secure well for night.

Date : 12/7/2008 i Activity: Set Plug Rig Name: Days :117

Daily Report Summary : Set plug for TPA
Daily Report Detail: Crew arrive location - Hold safety meeting and review JSA. SICP: 3200 psi SITP: 0 psi. Bleed casing

pressure dwn to 0 psi - Pump fresh water dwn tbg and displace mud out of tbg and ensuring that plug is
open and equalized with casing - Shut dwn leaving 1500 psi on tbg. R/U Superior slickline unit and RIH
w/1.75 gauge ring to top of plug at 3374'- ROH wltools and change tools out - RIH wlretreaving tool and
pull plug from XN nipple at 3374' after 10 hits - R/U cementers and pump 42.6 bbis of class G neat cmt
displacing to balance with 2.5 bbls of fresh water spacer and 6.6 bbls of drilling mud. TOH Iaying dwn 31
jts of tbg putting EOT at 2305'. R/U cementers and pump 42.6 bbls of class G neat cmt and displace to
balance w.5 bbls of drilling mud. TOH laying dwn remaining 71 jts of tbg leaving cmt top @1400'- R/D
snub unit and nipple dwn BOPE - N/U frac tree and tree valve wltop adapter. Pressure up casing to 4000
psi and shut in for night

From 6:30 To 7:00 .5 hr Category/Rmks: SFTY MTG : Crew arrive location - Hold safety meeting and review JSA. SICP:
3200 psi SITP: 0 psi

From 7:00 To 12:00 5 hrs Category/Rmks: Wireline : Bleed casing pressure dwn to 0 psi - Pump fresh water dwn tbg and
displace mud out of tbg and ensuring that plug is open and equalized with casing -

Shut dwn leaving 1500 psi on tbg. R/U Superior slickline unit and RIH w/1.75 gauge
ring to top of plug at 3374' - ROH wltools and change tools out - RIH w/retreaving
tool and pullplug from XN nipple at 3374' after 10 hits -

From 12:00 To 12:45 .75 hr Category/Rmks: Pumping Service : R/U cementers and pump 42.6 bbls of class G neat cmt
displacing to balance with 2.5 bbls of fresh water spacer and 6.6 bbis of drillinq mud.

From 12:45 To 13:00 .25 hr Category/Rmks: TOOH : TOH laying dwn 31 jts of tbg putting EOT at 2305'.
From 13:00 To 13:45 .75 hr Category/Rmks: Pumping Service : R/U cementers and pump 42.6 bbls of class G neat cmt and

displace to balance w.5 bbis of drilling mud.
From 13:45 To 18:00 .25 hr\ Category/Rmks: TOOH : TOH laying dwn remaining 71 jts of tbg leaving cmt top @1400'- R/D snub

unit and nipple dwn BOPE - N/U frac tree and tree valve wltop adapter. Pressure up
casing to 4000 psi and shut in for night
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Well Name : Greentown State 36-24H (Re-entry)
Prospect: Greentown AFE #: 4684

Sec/Twp/Rge: 36 / 21S / 16E Operator: a Petroleum Corpore
API #: 43019315190000 Field: Wildcat Supervisor: Wayne Wise

Work Type: Completion County , St.: Grand, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : Completion Project
Date : 12/8/2008 ! Activity: RDMO WlO RIG Rig Name: Days :118

Daily Report Summary :

Daily Report Detail: RDMO workover rig and support equipment - Cleanout flowback tank, rig tank and mud tank - move tbg
off location to yard

Perforation
Date: Formation Perf Status Upper Perf Lower Perf Sht / Ft Description:

11/23/2008 Paradox Salt Open 8781 8785 3
11/23/2008 Paradox Salt Open 8796 8804 3
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. JON M HUNTSMAN, JR.
Governor

GARYR. HERBERT'
Lieutenant Governor'41 3', Certified Mail No.: 7004 1160 0003 0190 2761

State of Utah March 30, 2009
Department of

Natural Resources
MICHAEL R. STYLER Delta Petroleum Corp.

Executive Director 370 17thST STE 4300
Division of Denver, CO 80202

Oil, Gas & Mining
JOHN R. BAZA RE: Resolution of Outstandine Compliance: Greentown Project Area, GrandDivisionDirector

CountyUtah. 4g O /g/
Gentlemen:

On March 24, 2009 the Division of Oil, Gas and Mining and the Moab BLM
participated in a field tour of Delta Petroleum Corp's Greentown Project area with
representative William Monroe. The intent of these inspections was to identify
outstanding compliance issues and develop a mutually accepted schedule for
resolution. It was determined reclamation of pits on the following wells should be
the first major compliance issues addressed:

-Greentown State 31-362216
-Federal 28-11
-Federal 11-24
-Greentown State 36-24H
-Greentown Federal 33-12

Mr. Monroe provided a spreadsheet titled "Greentown Regulatory and Field
Spreadsheet-Action Items." Both the Division and the BLM were pleased to see
correspondence from meetings on January 26, 2009 had been tracked and
maintained through recent personal changes. This spreadsheet ranks Solidification
Priority in the Pit Status column based on January correspondence, the priority
remains unchanged at inspection. The following should be completed leading up to
reclamation:

Greentown State 31-362216
-Reserve pit content sample for Salinity and Hydrocarbon content
-Submit Sundry to UDOGM

Federal 29-11
-Reserve pit content sample for Salinity and Hydrocarbon content
-Submit Sundry to Moab BLM

1594 West North Temple, Suite 1210,PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •
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March 30, 2009
Subject:

Federal 11-24
- Reserve pit content sample for Salinity and Hydrocarbon content
-Submit Sundry to Moab BLM

Greentown State 36-24H
-Sundry has been submitted and approved

Greentown Federal 33-12
-Remove material from cuttings pit, haul to authorized disposal site

Response should be directed to:

Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
PO Box 145801
Salt Lake City, UT 84114-5801

Bureau of Land Management
Moab Field Office
82 East Dogwood
Moab, UT 84532

The Division recognizes Delta Petroleum Corp's continued efforts to bring
the Greentown Project back into compliance with State and Federal regulations.
Clean up of the former Harrison Pit, and removal of materials from frao tanks at
that site as well as the Greentown State 36-11 and Greentown State 36-24H reveal
the company's current efforts to resolve outstanding compliance issues. The
Division welcomes correspondence as Delta Petroleum Corp works towards
resolving the remaining compliances items.

If you have questions feel free to contact me at{435) 820-0862

Bart Kettle
Petroleum Operations Specialist

Cc: Dan Jarvis, DOGM
Clint Dworshak, DOGM
LaVonne Garrison, SITLA
Benjamin Kniola, Moab BLM
William Monroe, Delta Petroleum Corp.
Brian Macke, Delta Petroleum
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS 6 F INDIAN,ALLOTTEEOR TRlBE NAME:

7. UNlT or CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnewwells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° NAdrillhorizontal laterais. Use APPLICATION FOR PERMIT TO DRILLformforsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL O GAS WELL OTHER Greentown State 36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301984GGG gg
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

370 17th Street, #4300 Denver CO z 80202 (303) 820-0144 Wildcat
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work willstart: CASING REPAlR NEW CONSTRUCTION TEMPORARlLYABANDON

5/4/2009 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: PiÍ CIOSUf6

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A previous sundry to close the pit was submitted and approved in August 2008. Delta is submitting this sundry as an
amendment to the approved one since it has more information about the closure procedure as well as soil test data. Delta
would like to start the pit solidification and closure the week of May 4, 2009. It is hoped that some scheduling adjustment can
be made and the work started sooner. If so the UDOGM representative will be notified in advance of the change.

The pit will be closed by Earthworks, Inc. of Riverton, Wyoming using solidification technologymethods. (See attached.)

The remediation plan is designed to ensure that the pit waste, and other waste on location that is appropriate for solidification
remediation, willbe physically immobile and chemically stable after the processing. The waste willbe properly treated to meet
or exceed the following performance criteria.
1. Leachable Oil and Grease less than 10 mg/L.
2. Leachable Total Dissolved Solids less than 5,000 mg/L. If greater than 5,000 mg/L, then sodium (Na) willbe less than or
equal to 2,000 mg/L.

Composite samples of the solidified waste will be sent to an outside laboratory for independent performance testing. The lab
results willbe included in a project report and submitted under a Sundry Notice cover upon completion of the work. Preliminary
soil samples have been taken and the results are attached.

NAME(PLEEASEP E Regulatory Tech.

. UUMMENIlUUPERATOR
(This space for State use only)

Oil,Gæ and Mining oste:4 .22. y RECEIVED

Date
inittais: ICS APR2O2009

(5/2000) (See instructions on Reverse Side)
DIV.OFOlL,GAS&
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Delta Petroleum Corporation
Drilling Pit Solidification and Pit Closure Plan
Greentown State 36-24H

The oil base drill cuttings and mud drilling waste on this site has been mixed with sand
and stockpiled on the North side of location and contains approximately 12,506 BBLS of
material.

Remediation on this site will be fairly technical due to the lack of water remaining in the
waste.

Earthworks will mobilize onto site and construct a mixing cell in the Northwest end of
existing waste pile.

Reagent will be added at appropriate quantities and drill cuttings will be brought starting
from the East side of pile and placed in mixing cell.

The drill cuttings will be mixed thoroughly with reagent. This will result in an extremely
dry product.

At this point water will have to be added and mixed with cuttings until a thick paste is
achieved. This will activate reagents and when cured out will result in the solidification matrix
needed to achieve the desired regulatory criteria.

Once desired consistency has been achieved the finished mix will be removed from
mixing cell and placed into the cut bank starting on the Southwest corner of location and
working back North and East in the cut bank of location.

As each batch is finished samples will be pulled and stored. When project is finished
composite samples will be sent to an outside laboratory for compliance testing.

After all cuttings have been treated and placed into cut, the treated material will then be
covered to contour with spoil dirt from West side of location.

A project report with regulatory and testing data will be provided to Delta Petroleum to
disseminate to appropriate
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12065 Lebanon Rd.
Mt. Juliet, TN 37122

E (615) 758-5858

NVIRONMENTAL 1-soo-asy-sess

ScIENCE CORP.
Fax (615) 758-5859

Tax I.D. 62-0814289

Est. 1970

Ken Kreie
Cordilleran Compliance - GJ, CO
826 21 1/2 Road

Grand Junction, CO 81505

Report Summary

Monday April 06, 2009

Report Number: L395105
Samples Received: 03/30/09

Client Project:

Description: GTS 36-24 Pit

The analytical results in this report are based upon information supplied
by you, the client, and are for your exclusive use. you have any
questions regarding this data package, please do not it te ll.

Entire Report Reviewed By:

Laboratory Certißcation Numbers
John D | BratRm "Esc Representative

A2LA - 1461-01, AIHA - 100789, AL - 40660, CA - I-232
, CT - PH-0197, FL - E87487

GA - 923, IN - C-TN-01, KY - 90010, KYUST - 0016, NC - ENV375,DW21704, ND - R-140
NJ - TNOO2, SC - 84004, TN - 2006, VA - 00109, WV - 233
AZ - 0612, MN - 047-999-395, NY - 11742, WI - 998093910

Accreditation is only applicable to the test methods specified on each scope of accreditation held by ESC Lab Sciences.

This report may not be reproduced, except in full, without written approval from Environmental Science Corp.
Where applicable, sampling conducted by ESC is performed per guidance provided

in laboratory standard operating procedures: 060302, 060303, and 060304.

1 Samples Reported: 04/06/09 10:29 Printed: 04/06/09 10:30
Page 1 of
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12065 Lebanon Rd.
Mt. Juliet, TN 37122
(615) 758-5858

ENVIRONMENTAL 1-800-767-5859

ScIENCE CORP .

Fax (615) 758-5859

Tax I.D. 62-0814289

Est. 1970

REPORT OF ANALYSIS
Ken Kreie April 06, 2009
Cordilleran Compliance - GJ, CO
826 21 1/2 Road
Grand Junction, CO 81505

ESC Sample # : L395105-01
Date Received : March 30, 2009
Description : GTS 36-24 Pit

Site ID :

Sample ID : GTS 36-24 0-12 IN
Project # :

Collected By : Jeff Stoddart
Collection Date : 03/26/09 11:30

Parameter Result Det. Limit Units Method Date Dil.

Chloride 22000 500 mg/kg 9056 04/02/09 50

TPH (GC/FID) Low Fraction 1.4 0.50 mg/kg 8015D/GRO 04/03/09 5
Surrogate Recovery (70-130)

a,a,a-Trifluorotoluene(FID) 87.0 % Rec. 602/8015 04/03/09 5

TPH (GC/FID) High Fraction 4100 80. mg/kg 3546/DRO 04/01/09 20
Surrogate recovery(%)

o-Terphenyl 0.00 % Rec. 3546/DRO 04/01/09 20

BDL - Below Detection Limit
Det. Limit - Practical Quantitation Limit(PQL)
Note:
The reported analytical results relate only to the sample submitted.
This report shall not be reproduced, except in full, without the written approval from ESC.

Reported: 04/06/09 10:29 Printed: 04/06/09 10:30
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Attachment A
List of Analytes with QC Qualifiers

Sample Work Sample Run
Number Group Type Analyte ID Qualifier

L395105-01 WG414309 SAMP o-Terphenyl R690809 J7
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Attachment B
Explanation of QC Qualifier Codes

Qualifier Meaning

J7 Surrogate recovery limits cannot be evaluated; surrogates were diluted out

Qualifier Report Information

ESC utilizes sample and result qualifiers as set forth by the EPA Contract Laboratory Program and
as required by most certifying bodies including NELAC. In addition to the EPA qualifiers adopted
by ESC, we have implemented ESC qualifiers to provide more information pertaining to our analytical
results. Each qualifier is designated in the qualifier explanation as either EPA or ESC.
Data qualifiers are intended to provide the ESC client with more detailed information concerning
the potential bias of reported data. Because of the wide range of constituents and variety of
matrices incorporated by most EPA methods,it is common for some compounds to fall outside of
established ranges. These exceptions are evaluated and all reported data is valid and useable
unless qualified as 'R' (Rejected).

Definitions
Accuracy - The relationship of the observed value of a known sample to the

true value of a known sample. Represented by percent recovery and
relevant to samples such as: control samples, matrix spike recoveries,
surrogate recoveries, etc.

Precision - The agreement between a set of samples or between duplicate samples.
Relates to how close together the results are and is represented by
Relative Percent Differrence.

Surrogate - Organic compounds that are similar in chemical composition, extraction,
and chromotography to analytes of interest. The surrogates are used to
determine the probable response of the group of analytes that are chem-
ically related to the surrogate compound. Surrogates are added to the
sample and carried through all stages of preparation and analyses.

TIC - Tentatively Identified Compound: Compounds detected in samples that are
not target compounds, internal standards, system monitoring compounds,
or surrogates.
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Summary of Remarks For Samples Printed
04/06/09 at 10:30:16

TSR Signing Reports: 151
R5 - Desired TAT

cb-1/05;Run ALKs on separate dash, 1 day TAT, R3 priority; Client sends unpreserved vials for
all projects; Run BTEXM by 8260 on separate dash.

Sample: L395105-01 Account: CORCOMGCO Received: 03/30/09 09:00 Due Date: 04/06/09 00:00 RPT Date: 04/06/09

Summary of Remarks For Samples Printed
04/06/09 at 10:30:16

TSR Signing Reports: 151
R5 - Desired TAT

cb-1/05;Run ALKs on separate dash, 1 day TAT, R3 priority; Client sends unpreserved vials for
all projects; Run BTEXM by 8260 on separate dash.

Sample: L395105-01 Account: CORCOMGCO Received: 03/30/09 09:00 Due Date: 04/06/09 00:00 RPT Date: 04/06/09



12065 Lebanon Rd.
Mt. Juliet, TN 37122

ENVIRONMENTAL
ScIENCE CORP.

Fax (615) 758-5859

Tax I.D. 62-0814289

Est. 1970

Cordilleran Compliance - GJ, CO
Ken Kreie
826 21 1/2 Road Quality Assurance Report

Level II
Grand Junction, CO 81505 April 06, 2009

L395105

Laboratory Dian

Analyte Result Units % Rec Limit Batch Date Analyzed

o-Terphenyl % Rec. 87.13 50-150 WG414309 03/31/09 16:12

TPH (GC/FID) Low Fraction < .1 mg/kg WG415070 04/03/09 03:35

Analyte Units Result Duplicate RPD Limit Ref Samp Batch

Chloride mg/kg 22000 22000 0.00 20 L395105-01 WG414603

Analyte Units Known Val Result % Rec Limit Batch

o-Terphenyl 104.3 50-150 WG414309

TPH (GC/FID) Low Fraction mg/kg 5.5 6.16 112. 67-135 WG415070

Analyte Units Result Rei %Rec Limit RPD Limit Batch

TMt (GC/FID) High Fraction ppm 46.1 15.1 77.0 50-150 1.55 20 WC114309
o-Terphonyl 95.50 50-150 WGd1/1309

Chloride mg/kg 821. 827. 103. 85-115 0.363 20 WGd11G03

TPH (CC/FTD) Low Fraction mg/kg G.T' 6.16 11.3. 67-135 0.958 20 WG4150/G
a,a,a-Trifluorotoluene(FID) 111.6 59-128 WC115070

Utri:< Spiko

Analyte Units MS Res Ref Res TV % Rec Limit Ref Samp Batch

TPH (GC/FID) Low Fraction mg/kg 25.2 0.00 5.5 91.6 55-109 L395619-01 WG415070

Matrix Spike Duplicate
Analyte Units MSD Ref %Rec Limit RPD Limit Ref Samp Batch

Colorisie :ng/ko

TPH (GC/FID) Low Fraction mg/kg 22.9 25.2 83.4 55-109 9.37 20 L395619-01 WG415070
* Performance of this Analyte is outside of established criteria.

For additional information, please see Attachment A 'List of Analytes with QC Qualifiers.'
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12065 Lebanon Rd.
Mt. Juliet, TM 37122
(615) 758-5858

ENVIRONMENTAL 1-800-767-5859

ScIENCE CORP.
Fax (615) 758-5859

Tax I.D. 62-0814289

Est. 1970
Cordilleran Compliance - GJ, CO
Ken Kreie
826 21 1/2 Road Quality Assurance Report

Level II
Grand Junction, CO 81505 April 06, 2009

L395105

Analyte Units MSD Ref %Rec Limit RPD Limit Ref Samp Batch

Batch number /Run number / Sample number cross reference

WG414309: R690809: L395105-01

WG414603: R694307: L395105-01

WG415070: R695866: L395105-01

* * Calculations are performed prior to rounding of reported values .

* Performance of this Analyte is outside of established criteria.
For additional information, please see Attachment A 'List of Analytes with QC Qualifiers.'
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L395105

The data package includes a summary of the analytic results of the quality
control samples required by the SW-846 or CWA methods. The quality control
samples include a method blank, a laboratory control sample, and the matrix
spike/matrix spike duplicate analysis. If a target parameter is outside
the method limits, every sample that is effected is flagged with the
appropriate qualifier in Appendix B of the analytic report.

Method Blank - an aliquot of reagent water carried through the
entire analytic process. The method blank results indicate if
any possible contamination exposure during the sample handling,
digestion or extraction process, and analysis. Concentrations of
target analytes above the reporting limit in the method blank are
qualified with the "B" qualifier.

Laboratory Control Sample - is a sample of known concentration
that is carried through the digestion/extraction and analysis
process. The percent recovery, expressed as a percentage of the
theoretical concentration, has statistical control limits
indicating that the analytic process is "in control". If a
target analyte is outside the control limits for the laboratory
control sample or any other control sample, the parameter is
flagged with a "J4" qualifier for all effected samples.

Matrix Spike and Matrix Spike Duplicate - is two aliquots of an
environmental sample that is spiked with known concentrations of
target analytes. The percent recovery of the target analytes
also has statistical control limits. If any recoveries that are
outside the method control limits, the sample that was selected
for matrix spike/matrix spike duplicate analysis is flagged with
either a "JS" or a "J6". The relative percent difference (%RPD)
between the matrix spike and the matrix spike duplicate
recoveries is all calculated. If the RPD is above the method
limit, the effected samples are flagged with a "J3" qualifier.
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STATE OF UTAH ENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES ht changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML -49170

6. II-INDIAN,ALLUTTEE OR IRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
ia. TYPE OF WELL: OIL GAS DRY OTHER 7. UNIT or CA AGREEMENT NAME

WELL WELL X
N/A

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

E I. X 1°1R Z. LEEP-
N RY

EFSFVR.
OTHER Greentown State 36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:
Delta Petroleum Corporation 4301931519

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT
370 17th St, Ste.4300 ciTY Denver STATE CO zie80202 303-293-9133 Wildcat

4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,
AT SURFACE: 1108' FSL&2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW
AT TOTAL DEPTH 12. COUNTY 13. STATE1108' FSL&2158' FWL Grand UTAH

14. DATE SPUDDED. 15 DATE TD REACHED. 16. DATE COMPLETED. 17. ELEVATIONS(DF, RKB, RT, GL}:
10/27/07 12/31/07 4/2/08 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'

18. TOTAL DEPTH. MD 10,316 19 PLUG BACKTD MD 9,785 20. IF MULTIPLECOMPLETIONS, HOW MANY?* M. DEPTH BRIDGE MD 9,785PLUG SET:
TVD 10,316 TVD 9,785 TVD 9,785

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

Dual Spaced Neutron, CBL,CHITriple Combo, Sector Bond Log, Array WAS WELL CORED? NO X YES (Submitanalysis)
. WAS DST RUN? NO X YES (Submit report)Compensated Resistivity

DIRECTIONALSURVEY? NO y YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMENFSACKES
VO

UMRE
BL) CEMENT TOP ** AMOUNT PULLED

30" 174# 0 40 Redi loo 18 Surface None
20" 84# 0 1,815 cisG 1,120 514 Surface None
14-3/4" HS6 65.7# O 5,748 2,498 Lite/CIsG 1,385 665 Surface None

Vari/CIsG 710 1,270 Surface None
9-1/2" 39#, 29.7# 0 10,316 Elast 1,815 458 775 None

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) 10,086 10,092 .42 18 OPen × Squeezed

(B) 10,114 10,118 .42 8 OPen x Squeezed

(C) 10,142 10,150 .42 24 open x Squeezed

(D) 10,218 10,262 .42 84 open x Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL
10086-10150 Pumped 110,401 gals of slickwaterand 106,541 gals of DynaGel-H2 and 114,797 #'s of Versaprop.

10218-10262 Pumped 86,688gals of slickwaterand 32,260 #'s of Versaprop.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

X ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSis X OTHER: Wellbore diagrm

RECEIVED
(5/2000) (CONTINUED ON BACK)

AUS1O2009
DIV.0FOlLGAS&
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(5/2000) (CONTINUED ON BACK)

AUS1O2009
DIV.0FOlLGAS&



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: 11

CHOKE SIZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTEPVALSTATUS:
RATES: II

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetoolopen, flowing and shut-inpressures and recoveries.

- Formation o o m Descriptions, Contents, etc Name (Measu
edp

Depth)

Entrada 603

Carmel 1,155

Navajo 1,320

Kayenta 1,756
Wingate 1,793
Chinle 2,256
Shina rumP 2,438
Moenkopi 2,984
Sinbad Limestone 3,079

White Rim 3,296

Cutler 3,661

Honaker Trail 3,886

Paradox Salt 5,944

36. ADDITIONALREMARK: (Include plugg ng procedure)

Plugs Left in Hole: Baker 10KCIBP@ 10,070' (10sks, Dump bail 20'cement 10,070-10,050, TOC 10,050')
Baker TV-10 CIBP@ 10,170' (10sks, Dump bail 20' cement 10,170'-10,150', TOC 10,150')

CIBP@ 9785'

36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
I completing or plugging a new well ! reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existing well bore ! significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation ! drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey
(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Depth)
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Baker TV-10 CIBP@ 10,170' (10sks, Dump bail 20' cement 10,170'-10,150', TOC 10,150')
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36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
I completing or plugging a new well ! reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existing well bore ! significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation ! drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey
(TS)).
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Print Form

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (higgight changes)

DIVISIONOF OIL, GAS AND MINING 5 LFASE.DESIGNATIONANDSERIALNUMBER:
ML-49170

6 IF INDIAN, ALLOËTEE OR THIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

18. TYPE OF WELL: O LLL
WELL X DRY OTHER NNIT orCA AGREEMENT NAME

b. TYPE OF WORK: t. WELL NAME.end NUMBEN:
NWEWL MO Z. EP-

TRY
EFSFÙR.

OTHER T&Avertical hole Greentown State 36-24H
2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

370 17th St, Ste.4300 ciTY Denver STATE CO zip80202 303-293-9133 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION. TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL&2158' FWL MERIDIAN

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW:
AT TOTAL DEPTH: 12. COUNTY 13. STATE

1108' FSL& 2158' FWL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):
10/27/2007 12/31/2007 12/7/2008 ABANDONED READYTOPRODUCE GL 4350' KB 4372'

18. TOTAL DEPTH: MD 10,316 19. PLUG BACKT.D.: MD 1,400 20. IF MULTIPLECOMPLETFONS. HOW MANY? U 1. DEPTH BRIDGE MD
PLUG SET

TVD 10,316 TVD 1,400 Tvo 3,336
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO y YES (Submil analysis)

WAS DST RUN? NO x YES (Submil report}

DIRECTIONALSURVEY? NO y YES (Submilcopy)

24. CASING AND LINER RECORD (Report alf strings set in wulil

HOLE SIZE S1ZEJGRADE WEIGHT (#ttt.) TOP (MD) BOTTOM (MD) STAGE MENTER CEMENFSTYPE&
VO E BL} CEMENT TOP•• AMOUNTPULLED

30" 24" J-55 174# 0 40 Redi 100 18 Surface None
20" 16" J-55 84# 0 1,815 cisG 1,120 514 Surface None
14-3/4" 10-3/4" H563 65.7# O 5,748 2,498 Lite/CisG 1,385 665 Surface None

Vari/CisG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# O 10,316 Elast 1,815 458 775 None

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SizE DEPTH SET (MD) PACKER SET (MD)

25. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(ToptBot- MD) SIZE NO. HOLES PERFORATION STATUS

t^) 10,086 10,092 .42 18 Coen x Squeezed

10,114 10,118 .42 8 Open x Squeezed

(c) 10,142 10,150 .42 24 one x 39e••zed

(D) 10,218 10,262 .42 84 open x Squee2ed

28. AC1D,FRACTURE.TREATWIENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086-10150 Pumped 110,401 galsof slickwater and 106.541 galsof DynaGel-H2 and 114,797 #'s of Versaprop.

10218-10262 Pumped 36,688 gals of slickwater and 32,260 is of Versaprop.

29. ENCLOSED ATTACHMENTS: 30. WEU- STATUS:

ELECTRiCAUMECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLLJGGINGAND CËMENT VERlFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

(sr¿ooo) (CONTINUEDON

Print Form

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (higgight changes)

DIVISIONOF OIL, GAS AND MINING 5 LFASE.DESIGNATIONANDSERIALNUMBER:
ML-49170

6 IF INDIAN, ALLOËTEE OR THIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

18. TYPE OF WELL: O LLL
WELL X DRY OTHER NNIT orCA AGREEMENT NAME

b. TYPE OF WORK: t. WELL NAME.end NUMBEN:
NWEWL MO Z. EP-

TRY
EFSFÙR.

OTHER T&Avertical hole Greentown State 36-24H
2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

370 17th St, Ste.4300 ciTY Denver STATE CO zip80202 303-293-9133 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION. TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL&2158' FWL MERIDIAN

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW:
AT TOTAL DEPTH: 12. COUNTY 13. STATE

1108' FSL& 2158' FWL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):
10/27/2007 12/31/2007 12/7/2008 ABANDONED READYTOPRODUCE GL 4350' KB 4372'

18. TOTAL DEPTH: MD 10,316 19. PLUG BACKT.D.: MD 1,400 20. IF MULTIPLECOMPLETFONS. HOW MANY? U 1. DEPTH BRIDGE MD
PLUG SET

TVD 10,316 TVD 1,400 Tvo 3,336
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO y YES (Submil analysis)

WAS DST RUN? NO x YES (Submil report}

DIRECTIONALSURVEY? NO y YES (Submilcopy)

24. CASING AND LINER RECORD (Report alf strings set in wulil

HOLE SIZE S1ZEJGRADE WEIGHT (#ttt.) TOP (MD) BOTTOM (MD) STAGE MENTER CEMENFSTYPE&
VO E BL} CEMENT TOP•• AMOUNTPULLED

30" 24" J-55 174# 0 40 Redi 100 18 Surface None
20" 16" J-55 84# 0 1,815 cisG 1,120 514 Surface None
14-3/4" 10-3/4" H563 65.7# O 5,748 2,498 Lite/CisG 1,385 665 Surface None

Vari/CisG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# O 10,316 Elast 1,815 458 775 None

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SizE DEPTH SET (MD) PACKER SET (MD)

25. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(ToptBot- MD) SIZE NO. HOLES PERFORATION STATUS

t^) 10,086 10,092 .42 18 Coen x Squeezed

10,114 10,118 .42 8 Open x Squeezed

(c) 10,142 10,150 .42 24 one x 39e••zed

(D) 10,218 10,262 .42 84 open x Squee2ed

28. AC1D,FRACTURE.TREATWIENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086-10150 Pumped 110,401 galsof slickwater and 106.541 galsof DynaGel-H2 and 114,797 #'s of Versaprop.

10218-10262 Pumped 36,688 gals of slickwater and 32,260 is of Versaprop.

29. ENCLOSED ATTACHMENTS: 30. WEU- STATUS:

ELECTRiCAUMECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLLJGGINGAND CËMENT VERlFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

(sr¿ooo) (CONTINUEDON



3L INITIAL PRODUCT10N INTERVAL A |As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL-BBL: GAS -MCF WATER -BBL: PROD. METHOD:
RATES: 11

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION 011.- BBL: GAS- MCF: WATER -BBL: INTERVAL $TATUS:
RATES:11

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL -BBL: GAS -MCF: WATER -BBL PROD. METHOD:
RATES; ll

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 4 HR PRODUCTION OlL -BBL: GAS -MCF: WATER - BBL 1NTERVALSTATUS:
RATES: H

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTFON OIL - BBL: GAS - MGF: WATER - BBL PROD. METHOD:
RATES: El

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION OIL - BBL: GAS- MCF WATER - BBL JNTERVALSTATUS:
RATES: If

INTERVALD (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE, HouRS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF WATER - BBL PROD. METHOD:

RATES: El

CHOKE SIZE: TBG. PRESS. CSG PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION 01L- BBL: GAS- MCF WATER - BBL IPITERVALSTATUS:
RATES:11

32. DISPOSITlON OF GAS (Sold, Used for Fuet, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (include Aquifers): 34. FORMAT10N (Log) MARKERS:
Show all important zones or parasily and contents thereof: Cored intervais and all drill-stem tests, including dep(h interval
tested, cushion used, time tool open, flowing and shui-irt pressures and recoveries.

Formation o o m Descriptions, Centents.etc. Name (MessuredpDepth)

Entrada 603
Carmel 1.155
Navajo 1,320
Kayenta 1,756
Wingate 1,793
Chinie 2,2ss
ShinatumP 2Asa
Moenkopi 2,984
5inbad Limestone 3.079

White Rim 3>

Cutler 3,661
Honaker Trail 3886
Paradox SaÏt 5,944

35. ADDITIONALREMARK: (Include plugg ng procedure}

Plugs Left in Hole: Baker TOKCISP @ 10,070' (10sks, Dump bail 20' cement 10,070-10,050, TOC 10,050')
Baker [V-10 CIBP@ 10,200' (10sks, Dump bail20' cement 10,170'-10,150', TOC 10,150')

*(new plug added on 12/6/2008)- CICR@3,336' (415 sks of Class G "neat", 1.15 yld, 85 bbl slurry vol, cement from 3,336'-1,400', TOC @ 1,400')

NAME(PLEASE PRINT) Richard Bonham TITLE ÍÍOns Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
I completing or plugging a new well I reentering a previously plugged and abandoned well
! drillinghorizontaf laterals from an existing well bore 1 significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation i drilling hydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.** ITEM 24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperaturesurvey(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

3L INITIAL PRODUCT10N INTERVAL A |As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL-BBL: GAS -MCF WATER -BBL: PROD. METHOD:
RATES: 11

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION 011.- BBL: GAS- MCF: WATER -BBL: INTERVAL $TATUS:
RATES:11

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL -BBL: GAS -MCF: WATER -BBL PROD. METHOD:
RATES; ll

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 4 HR PRODUCTION OlL -BBL: GAS -MCF: WATER - BBL 1NTERVALSTATUS:
RATES: H

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTFON OIL - BBL: GAS - MGF: WATER - BBL PROD. METHOD:
RATES: El

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION OIL - BBL: GAS- MCF WATER - BBL JNTERVALSTATUS:
RATES: If

INTERVALD (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE, HouRS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF WATER - BBL PROD. METHOD:

RATES: El

CHOKE SIZE: TBG. PRESS. CSG PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION 01L- BBL: GAS- MCF WATER - BBL IPITERVALSTATUS:
RATES:11

32. DISPOSITlON OF GAS (Sold, Used for Fuet, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (include Aquifers): 34. FORMAT10N (Log) MARKERS:
Show all important zones or parasily and contents thereof: Cored intervais and all drill-stem tests, including dep(h interval
tested, cushion used, time tool open, flowing and shui-irt pressures and recoveries.

Formation o o m Descriptions, Centents.etc. Name (MessuredpDepth)

Entrada 603
Carmel 1.155
Navajo 1,320
Kayenta 1,756
Wingate 1,793
Chinie 2,2ss
ShinatumP 2Asa
Moenkopi 2,984
5inbad Limestone 3.079

White Rim 3>

Cutler 3,661
Honaker Trail 3886
Paradox SaÏt 5,944

35. ADDITIONALREMARK: (Include plugg ng procedure}

Plugs Left in Hole: Baker TOKCISP @ 10,070' (10sks, Dump bail 20' cement 10,070-10,050, TOC 10,050')
Baker [V-10 CIBP@ 10,200' (10sks, Dump bail20' cement 10,170'-10,150', TOC 10,150')

*(new plug added on 12/6/2008)- CICR@3,336' (415 sks of Class G "neat", 1.15 yld, 85 bbl slurry vol, cement from 3,336'-1,400', TOC @ 1,400')

NAME(PLEASE PRINT) Richard Bonham TITLE ÍÍOns Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
I completing or plugging a new well I reentering a previously plugged and abandoned well
! drillinghorizontaf laterals from an existing well bore 1 significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation i drilling hydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.** ITEM 24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperaturesurvey(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Greentown State 36 24H COMPLETION
Straight hole to 10; 16' NOTES:

Grand County, Ut sh

(RKB 0. 4428' GL + 20' Sub (DHS # 11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/14/09 CJN Perf 10,218'-10,230'3 SPF
Hole Size: 30" a:' Casing: 4_ , 24" 174 ppf JS5 22.6" ID, butt weld (bbl/ft: 0.4814 csg / 0.2985 OH ann)

auger drill / spud mud LU HJ Cement: (est. 50% OH excess) 17.9 bbi / 3.72 yd3 of 3500 psi Redi-Mix, furnished w/ conductor pipe CIBP @10,170'
o o i TOC: 1" or grout to surface Dump ball 20' cement

: - < < Casing: 1,802', 16.00" 84.0 ppf JSS STC (bbl/tt- 0.2188 csg vol /0.1399 OH ann vol / 0.3585 CH ann vol) 10,170'-10,150'
Hole Size: 20" o. rL Cmt Lead: (1,315') (100% OH excess) 700 sx Vericem Class G, 2.93 yld, 11.5 ppg slurry

24 / 72 hr compressive strength (est. 80°F); 1000 / 2000 psi Perf 10,142'-10,150'3 SPF
9.0 -9.6 ppg WBM Cmt Tail: (500') (100% OH excess) 420 s× Vericem Class G, 1.99 y1d, 13.0 ppg slurry Perf 10,114'-10,118'2 SPF

_Typrod y 775' TVD MD 24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi Perf 10,086'-10,092'3 SPF

Csg. Test: CIBP @10,070'
FIT / LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement
Notes: 1. bowspring centralizers: one 15' from shoe then 7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1,434'Tvo/MD est. TOCsurf,,,,, 1,315' TVD MD 2. 1 shoe joint
3. Lost returns during displacement. Did top job with 50 sx Class G, 1.16 yld, 15.6 ppg slurry Frac w/115,000# of

16/30 sand
1.815' TVD / MD

Casing: 5,747', 10-3/4" 65.7 ppf P110 Hydril 563 (bbl/ft- 0.0887 csg vol / 0.0991 OH ann vol i 0.1066 CH ann vol) CIBP @9,785'
Hole Size: 14-3/4" 1st stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement wl1% barile, 0.125 lbm Poly-E-Flake,

TOCint seg og 2,398' TVD MD 18% salt, 2.76 yld, 12.0 ppg slurry. 24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi
8.7 -9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G wl0.3% Halad ®-344, 0.3% super cbl, 0.3% D-air 3000,

Stage tool @2,498 X X 0.1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi No tubing in the well.
TOCint. ,yi,,, _2,498' TVD / MD Criculated out 40 bble cement after opening tool and circulating bottoms up.

2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement w/D.125|bm Poly-E-Flake, 2.93 yld, 11.5 ppg slurry Dry hole tree on well.
24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi

(Top White Rim) 3,296'TVD/MD 2nd stage Tail: (100') (100% OH excess) 100 sks class G w/ 0.125 Ibm Poly-E-Flake, 1.15 yld, 15.8 ppg slurry
24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi

T.S.C_ip_ty, ,,,,,, 4,748' TVD MD Csg. Test: 2,800 psi
T__OC_p_rody, 5.,116' TVD MD FIT / LOT: 15.0 EMW chart record 15 mim

(Top Paradox Salt) 5,944' TVD/ &D Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collarwith2 centralizers placed below
Triple Combo 5,748' TVD l MD DV collar and 4 es centralizer to 16" shoe 4 joint spacing with 2 centralizers above 16" shoe, 3 joint spaceing

Casing: 5423', 7-5/8" 29.7 ppf P110 LTC (bbl/ft- 0.0459 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)
Hole Size: 9-1/2" 4893', 7-5/8" 39 ppf P110 LTC (bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)

Cmt Lead: (1,315') (30% OH excess)965 sx Elasticem Class G, 1.05 yld, 11.5 ppg slurry
24 |72 hr compressive strength (est. 80°F): 1000 / 2000 psi

Cmt Tail: (5,200') (est. 30% OHE) 850 sx Elasticern Prem. 18.0 ppg slurry, 1.39 cfs yield
11.0-15.) ppg OBM (11%salt,6%Welllite,0.2%Halad-3341,0.25%Halad413,0.3%HR-5)

24 hr compressive strength (est. 190'F): 3000 psi

TOC: ±775'. 15.5 ppg Spacer to surface.
Csg. Test:
Notes: 1. 1 shoe joint

2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or surface shoe

CIBP (à 9.785'

CIBP @ 10,070' with 20' cement

Cano Cmek Clasucs - 10,086 - 10 262' 7VD I MD
CIBP & 10..170' with 20' cement

I(Base Paradox Soft) -10,291' TVI / MD
PEX 10,316' TVD / MD Logging tool could not get past

Greentown State 36 24H COMPLETION
Straight hole to 10; 16' NOTES:

Grand County, Ut sh

(RKB 0. 4428' GL + 20' Sub (DHS # 11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/14/09 CJN Perf 10,218'-10,230'3 SPF
Hole Size: 30" a:' Casing: 4_ , 24" 174 ppf JS5 22.6" ID, butt weld (bbl/ft: 0.4814 csg / 0.2985 OH ann)

auger drill / spud mud LU HJ Cement: (est. 50% OH excess) 17.9 bbi / 3.72 yd3 of 3500 psi Redi-Mix, furnished w/ conductor pipe CIBP @10,170'
o o i TOC: 1" or grout to surface Dump ball 20' cement

: - < < Casing: 1,802', 16.00" 84.0 ppf JSS STC (bbl/tt- 0.2188 csg vol /0.1399 OH ann vol / 0.3585 CH ann vol) 10,170'-10,150'
Hole Size: 20" o. rL Cmt Lead: (1,315') (100% OH excess) 700 sx Vericem Class G, 2.93 yld, 11.5 ppg slurry

24 / 72 hr compressive strength (est. 80°F); 1000 / 2000 psi Perf 10,142'-10,150'3 SPF
9.0 -9.6 ppg WBM Cmt Tail: (500') (100% OH excess) 420 s× Vericem Class G, 1.99 y1d, 13.0 ppg slurry Perf 10,114'-10,118'2 SPF

_Typrod y 775' TVD MD 24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi Perf 10,086'-10,092'3 SPF

Csg. Test: CIBP @10,070'
FIT / LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement
Notes: 1. bowspring centralizers: one 15' from shoe then 7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1,434'Tvo/MD est. TOCsurf,,,,, 1,315' TVD MD 2. 1 shoe joint
3. Lost returns during displacement. Did top job with 50 sx Class G, 1.16 yld, 15.6 ppg slurry Frac w/115,000# of

16/30 sand
1.815' TVD / MD

Casing: 5,747', 10-3/4" 65.7 ppf P110 Hydril 563 (bbl/ft- 0.0887 csg vol / 0.0991 OH ann vol i 0.1066 CH ann vol) CIBP @9,785'
Hole Size: 14-3/4" 1st stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement wl1% barile, 0.125 lbm Poly-E-Flake,

TOCint seg og 2,398' TVD MD 18% salt, 2.76 yld, 12.0 ppg slurry. 24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi
8.7 -9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G wl0.3% Halad ®-344, 0.3% super cbl, 0.3% D-air 3000,

Stage tool @2,498 X X 0.1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi No tubing in the well.
TOCint. ,yi,,, _2,498' TVD / MD Criculated out 40 bble cement after opening tool and circulating bottoms up.

2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement w/D.125|bm Poly-E-Flake, 2.93 yld, 11.5 ppg slurry Dry hole tree on well.
24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi

(Top White Rim) 3,296'TVD/MD 2nd stage Tail: (100') (100% OH excess) 100 sks class G w/ 0.125 Ibm Poly-E-Flake, 1.15 yld, 15.8 ppg slurry
24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi

T.S.C_ip_ty, ,,,,,, 4,748' TVD MD Csg. Test: 2,800 psi
T__OC_p_rody, 5.,116' TVD MD FIT / LOT: 15.0 EMW chart record 15 mim

(Top Paradox Salt) 5,944' TVD/ &D Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collarwith2 centralizers placed below
Triple Combo 5,748' TVD l MD DV collar and 4 es centralizer to 16" shoe 4 joint spacing with 2 centralizers above 16" shoe, 3 joint spaceing

Casing: 5423', 7-5/8" 29.7 ppf P110 LTC (bbl/ft- 0.0459 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)
Hole Size: 9-1/2" 4893', 7-5/8" 39 ppf P110 LTC (bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)

Cmt Lead: (1,315') (30% OH excess)965 sx Elasticem Class G, 1.05 yld, 11.5 ppg slurry
24 |72 hr compressive strength (est. 80°F): 1000 / 2000 psi

Cmt Tail: (5,200') (est. 30% OHE) 850 sx Elasticern Prem. 18.0 ppg slurry, 1.39 cfs yield
11.0-15.) ppg OBM (11%salt,6%Welllite,0.2%Halad-3341,0.25%Halad413,0.3%HR-5)

24 hr compressive strength (est. 190'F): 3000 psi

TOC: ±775'. 15.5 ppg Spacer to surface.
Csg. Test:
Notes: 1. 1 shoe joint

2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or surface shoe

CIBP (à 9.785'

CIBP @ 10,070' with 20' cement

Cano Cmek Clasucs - 10,086 - 10 262' 7VD I MD
CIBP & 10..170' with 20' cement

I(Base Paradox Soft) -10,291' TVI / MD
PEX 10,316' TVD / MD Logging tool could not get past



STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES fijghlight changes)

DIVISIONOF OIL, GAS AND MINING IALNUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LÒÊ .

I-ÑAlvlE

1a. TYPE OF WELL: OELLL GWAESLL
X DRY OTHER 7. UNITor CA AGREEMENT NAME

N/A
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

di HORSZ. EEP-
TRY X EFSFŸR.

OTHER Horizontal leg #1 Greentown State 36-24H
2. NAMEOFOPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

370 17th St, Ste.4300 CITY Denver STATE CO zie80202 303-293-9133 Wildcat
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL&2158' FWL MERIDIAN:

SESW 36 21S 16E
N/A

AT TOP PRODUCING INT RVALREPORTED BELOW:
AT TOTALDEPTH: 12. COUNTY 13. STATE

228 'FNL& 1573' FWL Grand UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED: 16 DATÊCOMPLETED. 17. ELEVATIONS(DF, RKB, RT, GL):

4/26/2008 5/30/2008 6/10/2008 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'
18. TOTAL DEPTH: MD 12,100 19. PLUG BACKTD MD 8,777 20. IF MULTIPLECOMPLETIONS, HOW MANY?*1L DEPTH BRIDGE MD g

TVD 10,Wyp g TVD
PLUG SET:

TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO X YES (Submit analysis)
None run for horizontal leg WAS DST RUN? NO X YES (Submit report)

DIRECTIONALSURVEY? NO YES X (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMENFSAYCKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNTPULLED

6 1/2" 4 1/2" 3 1/2" 15.1#, 9.3# 9,531 12,100 Elast 140 9465' None
P11o EUE8

25. TUBING RECORD

SlZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

N/A
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) N/A Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT )( DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYsis X OTHER: Wellbore Diagrm
' VED

(5/2000) (CONTINUEDON BACK)
AUSi 0 2009

DIV.0FOlL,GAS&

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES fijghlight changes)

DIVISIONOF OIL, GAS AND MINING IALNUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LÒÊ .

I-ÑAlvlE

1a. TYPE OF WELL: OELLL GWAESLL
X DRY OTHER 7. UNITor CA AGREEMENT NAME

N/A
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

di HORSZ. EEP-
TRY X EFSFŸR.

OTHER Horizontal leg #1 Greentown State 36-24H
2. NAMEOFOPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

370 17th St, Ste.4300 CITY Denver STATE CO zie80202 303-293-9133 Wildcat
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL&2158' FWL MERIDIAN:

SESW 36 21S 16E
N/A

AT TOP PRODUCING INT RVALREPORTED BELOW:
AT TOTALDEPTH: 12. COUNTY 13. STATE

228 'FNL& 1573' FWL Grand UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED: 16 DATÊCOMPLETED. 17. ELEVATIONS(DF, RKB, RT, GL):

4/26/2008 5/30/2008 6/10/2008 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'
18. TOTAL DEPTH: MD 12,100 19. PLUG BACKTD MD 8,777 20. IF MULTIPLECOMPLETIONS, HOW MANY?*1L DEPTH BRIDGE MD g

TVD 10,Wyp g TVD
PLUG SET:

TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO X YES (Submit analysis)
None run for horizontal leg WAS DST RUN? NO X YES (Submit report)

DIRECTIONALSURVEY? NO YES X (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMENFSAYCKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNTPULLED

6 1/2" 4 1/2" 3 1/2" 15.1#, 9.3# 9,531 12,100 Elast 140 9465' None
P11o EUE8

25. TUBING RECORD

SlZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

N/A
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) N/A Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT )( DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYsis X OTHER: Wellbore Diagrm
' VED

(5/2000) (CONTINUEDON BACK)
AUSi 0 2009

DIV.0FOlL,GAS&



3L INITIALPRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: 11

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: II

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GASIO1LRATIO: 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVALC (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: II

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OlL RATIO: 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Entrada 603

Carmel 1,155

Navajo 1,320

Kayenta 1,756
Wingate 1,793
Chinle 2,256
ShinarumP 2,438
Moenkopi 2,984

Sinbad Limestone 3,079

White Rim 3,296

Cutler 3,661

Honaker Trail 3,886

Paradox Salt 5,944

35. ADDITIONALREMARK: (Include plugg ng procedure)

Plugs Left in Hole: CIBP#1 set @9437 w/8 sks of cement, TOC @9397
CIBP#2 tagged @ 8777

36. I hereby certify that the fomgoing and attached information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
! completing or plugging a new well I reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existing well bore I significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation I drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM 24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperature survey
(TS)).
Send to Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

3L INITIALPRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: 11

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: II

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GASIO1LRATIO: 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVALC (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: II

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OlL RATIO: 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Entrada 603

Carmel 1,155

Navajo 1,320

Kayenta 1,756
Wingate 1,793
Chinle 2,256
ShinarumP 2,438
Moenkopi 2,984

Sinbad Limestone 3,079

White Rim 3,296

Cutler 3,661

Honaker Trail 3,886

Paradox Salt 5,944

35. ADDITIONALREMARK: (Include plugg ng procedure)

Plugs Left in Hole: CIBP#1 set @9437 w/8 sks of cement, TOC @9397

CIBP#2 tagged @ 8777

36. I hereby certify that the fomgoing and attached information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE DATE

This report must be submitted within 30 days of
! completing or plugging a new well I reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existing well bore I significantly deepening an existing well bore below the previous bottom-hole depth
! recompleting to a different producing formation I drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM 24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperature survey
(TS)).
Send to Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Greentown State 36-24H Reentry COMPLETION
Straight hole to 10,316' NOTES:

Grand County, Utah Perf 10,246'-10,262'3 SPF

(RKB 0. 4428' GL + 20' Sub (DHS # 11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/15/09 CJN Perf 10,218'-10,230' 3 SPF

Hole Size: 30" e a: Casing: 4_0',24" 174 ppf J55 22.6" 1D,butt weld (bbl/ft: 0.4814 csg / 0.2985 OH ann) C1BP @ 10,170'

auger drill spud mud LM Lu Gement: (est. 50% OH excess) 17.9 bbl / 3.72 yd3of 3500 psi Redi-Mix, furnished w/ conductor pipe Dump bail 20' cement

Cs ng:

' or2gr
0 "

4.aD
pf J55 STC (bbl/tt- 0.2188 csg vol / 0.1399 OH ann vol / 0.3585 CH ann vol) er 1

114
-51

,150' 3 SPF

Hole Size: 20" m. a.. Cmt Lead: (1,315') (100% OH excess) 700 sx Vericem Class G, 2.93 yld, 11.5 ppg slurry Perf 10,114'-10,118'2 SPF
co en 24 / 72 hr compressive strength (est. 80°F). 1000 / 2000 psi Perf 10,086'-10,092' 3 SPF

9.0 -9.6 ppg WBM Cmt Tail: (500') (100% OH excess) 420 sx Vericem Class G, 1.99 yld, 13.0 ppg slurry Frac w/115.000# of

TOCprod 775' TVD MD 24 / 72 hr com pressive strength (est. 80°F): 400 / 800 psi 16/30 sand

Csg. Test: CIBP @10,070'
FIT I LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement
Notes: 1. bowspring centralizers: one 15' from shoe then 7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1434'7VD/MD est TOCsurf 1,315' TVD MD 2, 1 shoe joint Inside 4 1/2"

3. Lost returns during displacement. Did top job with 50 sx Class G, 1.18 yld, 15.6 ppg slurry CIBP @8,990'
Dump bail 20' cement

1,815'TVD I MD Perf 8,796'-B,804'3 SPF
Casing: 5,74T, 10-3/4" 65.7 ppt P110 Hydril 563 (bbilft- 0.0887 csg vol l 0.0991 OH ann vol / 0.1066 CH aan vol) Perf 8,781'-8,785' 3 SPF

Hole Size: 14-3/4" ist stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement wl 1% barite. 0.125 lbm Poly-E-Flake,

TOCint._2.,im,, i 2,398' TVD MD 18% salt, 2.76 yld, 12.0 ppg slurry. 24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi Wire parted after
8.7 -9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G w/0.3% Halad ®-344. 0.3% super cbl. 0.3% D-air 3000, perforating. Left in hole:

Stage tool @2,498 x x 0.1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi 120'of wire and 29.5 'of

TOCinto.comis, 2,498' TVD / MD Criculated out 40 bbls cement after opening tool and circulating bottoms up. tools (perf gun, CCI,

CICR @3,336' 2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement wl0.125|bm Poly-E-Flake, 2.93 yld, 11.5 ppg slurry & rope socket.
24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi

(Top whireRim) 3,296'TVD/MD 2nd stage Tail: (100') (100% OH excess) 100 sks class G wl0.125 lbm Poly-E-Flake, 1.15 yld, 15.8 ppg slurry Fish with coiled tubing.
24 |72 hr compressive strength (est. 80 F): 1000 / 2000 psi Coiledtubing parted

TOCint 1=tacetell 4,748' TVD MD Csg. Test: 2,800 psi leaving in hole:

TOCprod ,,, 5,116' TVD MD FIT / LOT: 15,0 EMW chart record 15 mim Rope spear, mud motor,

{Top Paradox satt)5,944'7VD / M > Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collar with 2 centralizers placed below disconnect, and unknown

Triple Combo " 5,748' TVD / MD DV collarand 4 ea centralizer to 16" shoe 4 joint spacing with 2 centralizers above 16" shoe, 3 joint spaceing amount of coil.
Casing: 5423', 7-5/8" 29.7 ppt P110 LTC (bbl/ft- 0.0459 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)

Hole Size: 9-1/2" 4_ L3',7-5/8" 39 ppf P110 LTC (bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol) Fished with tubingand

i Cmt Lead: (1,315') (30% OH excess) 965 sx Elasticem Class G, 1.05 yld, 11.5 ppg slurry left in hole:
24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi 6.25" bit, XO sub, 1 jt tbg,

Cmt Tail: (5,200') (est. 30% OHE) 850 sx Elasticem Prem, 18.0 ppg slurry, 1.39 cfs yield "X"nipple, 7 jts tbg,
11.0-17.3 ppg OBM (11%salt,6%Wellllfe,0.2%Halad-3341,0.25%Halad413,0.3%HR-5) 5 3/4" overshot, bumper

Hole SIze: 5 7/8" Weatherford Liner Hanger @8,558' 24 hr compressive strength (est. 190 F): 3000 psi sub, Hydraulic jars,

TD = 12,651' MD / 9,606. Ti D Milled window8,757' to 8,770° TOC: ±775' wl15.5 ppg Spacer to surface. 6 - 3 1/2" drillcollars,

¡¡ Csg. Test: XO sub, and l' piece of tbg.

Ii Notes: 1. 1 shoe joint
CIBP (&8777' 2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or urfacé'shoe Set CICR @ 3,336'

w sz cm laid cement plug from

Ran 4 1/2" X 3 1/2 " liner to 2,500'. Did not cernent. 3,336' to 1,400' w/ 415 sx
CIBP in 4.5" @ 8,990' MD Class G "neat",

Ran 7 5/8" Weatherford "CHS" Jner hanger and "TSP" liner top packer Mi!Iedwindow9,734' to 9,757'. Drilled horizontal lateral to 12,100' MD / 10 351' TVD._ 1.15 yld, 15.8 ppg slurry

2,042'4 1/2" 15.1 ppf P-110 LTC x 1,86T 31/2" 9.3 ppf PH6, perf 1 hpf. Ran 7 5/8" Baker "HMC"Liner hanger and "ZXP" liner top packer (Top @ 9,531')
CISP (&9,785' Baker Hydraulic open cement valve (Top @ 10,945') and shoe @ 12,100'. Topped plug with

CIBP @10070' 928'4 1/2"15.1 ppf P-110 LTC x 1,580'3 1/2" 9.3 ppf EUE 8rd, perf 1 hpf. 16.4 ppg WBM
== == Cernented liner with 140 SX ELASTICEM, 15.3 PPG w/0.04% HALAD-413, 10% SALT,

1% D-AIR 3000, 0.3% HR-5, 0.2% SUPER CBL, 6% CHEM-WELLLIFE 665.

Cane creekClassos parfaranons -10.056-10,282·7VD/MD CISP @ 10 170' While tryingto millout ball in cement valve, milleda hole in valve and could not reenter the gg 1ÿ 20ÿÿ
=== == 3 1/2" below it. Decision was made to abandon operations and sidetrack to another zone,

I i DIVOFOIL,Gld i MININt
{Base Paradox Sak) -10,291' TVL /MD Dry hole tree on well.

PEX 10,316' TVD / MD Logging tool could not get past

Greentown State 36-24H Reentry COMPLETION

Straight hole to 10,316' NOTES:

Grand County, Utah Perf 10,246'-10,262'3 SPF

(RKB 0. 4428' GL + 20' Sub (DHS # 11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/15/09 CJN Perf 10,218'-10,230' 3 SPF

Hole Size: 30" e a: Casing: 4_0',24" 174 ppf J55 22.6" 1D,butt weld (bbl/ft: 0.4814 csg / 0.2985 OH ann) C1BP @ 10,170'

auger drill spud mud LM Lu Gement: (est. 50% OH excess) 17.9 bbl / 3.72 yd3of 3500 psi Redi-Mix, furnished w/ conductor pipe Dump bail 20' cement

Cs ng:

' or2gr
0 "

4.aD
pf J55 STC (bbl/tt- 0.2188 csg vol / 0.1399 OH ann vol / 0.3585 CH ann vol) er 1

114
-51

,150' 3 SPF

Hole Size: 20" m. a.. Cmt Lead: (1,315') (100% OH excess) 700 sx Vericem Class G, 2.93 yld, 11.5 ppg slurry Perf 10,114'-10,118'2 SPF
co en 24 / 72 hr compressive strength (est. 80°F). 1000 / 2000 psi Perf 10,086'-10,092' 3 SPF

9.0 -9.6 ppg WBM Cmt Tail: (500') (100% OH excess) 420 sx Vericem Class G, 1.99 yld, 13.0 ppg slurry Frac w/115.000# of

TOCprod 775' TVD MD 24 / 72 hr com pressive strength (est. 80°F): 400 / 800 psi 16/30 sand

Csg. Test: CIBP @10,070'
FIT I LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement
Notes: 1. bowspring centralizers: one 15' from shoe then 7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1434'7VD/MD est TOCsurf 1,315' TVD MD 2, 1 shoe joint Inside 4 1/2"

3. Lost returns during displacement. Did top job with 50 sx Class G, 1.18 yld, 15.6 ppg slurry CIBP @8,990'
Dump bail 20' cement

1,815'TVD I MD Perf 8,796'-B,804'3 SPF

Casing: 5,74T, 10-3/4" 65.7 ppt P110 Hydril 563 (bbilft- 0.0887 csg vol l 0.0991 OH ann vol / 0.1066 CH aan vol) Perf 8,781'-8,785' 3 SPF

Hole Size: 14-3/4" ist stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement wl 1% barite. 0.125 lbm Poly-E-Flake,

TOCint._2.,im,, i 2,398' TVD MD 18% salt, 2.76 yld, 12.0 ppg slurry. 24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi Wire parted after
8.7 -9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G w/0.3% Halad ®-344. 0.3% super cbl. 0.3% D-air 3000, perforating. Left in hole:

Stage tool @2,498 x x 0.1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi 120'of wire and 29.5 'of

TOCinto.comis, 2,498' TVD / MD Criculated out 40 bbls cement after opening tool and circulating bottoms up. tools (perf gun, CCI,

CICR @3,336' 2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement wl0.125|bm Poly-E-Flake, 2.93 yld, 11.5 ppg slurry & rope socket.

24 / 72 hr compressive strength (est. 80 F): 400 / 800 psi

(Top whireRim) 3,296'TVD/MD 2nd stage Tail: (100') (100% OH excess) 100 sks class G wl0.125 lbm Poly-E-Flake, 1.15 yld, 15.8 ppg slurry Fish with coiled tubing.
24 |72 hr compressive strength (est. 80 F): 1000 / 2000 psi Coiledtubing parted

TOCint 1=tacetell 4,748' TVD MD Csg. Test: 2,800 psi leaving in hole:

TOCprod ,,, 5,116' TVD MD FIT / LOT: 15,0 EMW chart record 15 mim Rope spear, mud motor,

{Top Paradox satt)5,944'7VD / M > Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collar with 2 centralizers placed below disconnect, and unknown

Triple Combo " 5,748' TVD / MD DV collarand 4 ea centralizer to 16" shoe 4 joint spacing with 2 centralizers above 16" shoe, 3 joint spaceing amount of coil.
Casing: 5423', 7-5/8" 29.7 ppt P110 LTC (bbl/ft- 0.0459 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol)

Hole Size: 9-1/2" 4_ L3',7-5/8" 39 ppf P110 LTC (bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol) Fished with tubingand

i Cmt Lead: (1,315') (30% OH excess) 965 sx Elasticem Class G, 1.05 yld, 11.5 ppg slurry left in hole:
24 / 72 hr compressive strength (est. 80 F): 1000 / 2000 psi 6.25" bit, XO sub, 1 jt tbg,

Cmt Tail: (5,200') (est. 30% OHE) 850 sx Elasticem Prem, 18.0 ppg slurry, 1.39 cfs yield "X"nipple, 7 jts tbg,
11.0-17.3 ppg OBM (11%salt,6%Wellllfe,0.2%Halad-3341,0.25%Halad413,0.3%HR-5) 5 3/4" overshot, bumper

Hole SIze: 5 7/8" Weatherford Liner Hanger @8,558' 24 hr compressive strength (est. 190 F): 3000 psi sub, Hydraulic jars,

TD = 12,651' MD / 9,606. Ti D Milled window8,757' to 8,770° TOC: ±775' wl15.5 ppg Spacer to surface. 6 - 3 1/2" drillcollars,

¡¡ Csg. Test: XO sub, and l' piece of tbg.

Ii Notes: 1. 1 shoe joint
CIBP (&8777' 2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or urfacé'shoe Set CICR @ 3,336'

w sz cm laid cement plug from

Ran 4 1/2" X 3 1/2 " liner to 2,500'. Did not cernent. 3,336' to 1,400' w/ 415 sx
CIBP in 4.5" @ 8,990' MD Class G "neat",

Ran 7 5/8" Weatherford "CHS" Jner hanger and "TSP" liner top packer Mi!Iedwindow9,734' to 9,757'. Drilled horizontal lateral to 12,100' MD / 10 351' TVD._ 1.15 yld, 15.8 ppg slurry

2,042'4 1/2" 15.1 ppf P-110 LTC x 1,86T 31/2" 9.3 ppf PH6, perf 1 hpf. Ran 7 5/8" Baker "HMC"Liner hanger and "ZXP" liner top packer (Top @ 9,531')
CISP (&9,785' Baker Hydraulic open cement valve (Top @ 10,945') and shoe @ 12,100'. Topped plug with

CIBP @10070' 928'4 1/2"15.1 ppf P-110 LTC x 1,580'3 1/2" 9.3 ppf EUE 8rd, perf 1 hpf. 16.4 ppg WBM
== == Cernented liner with 140 SX ELASTICEM, 15.3 PPG w/0.04% HALAD-413, 10% SALT,

1% D-AIR 3000, 0.3% HR-5, 0.2% SUPER CBL, 6% CHEM-WELLLIFE 665.
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PrÍnfËoÌÑÏ

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING = DESIGNATIONANDSERIALNUMBER:
49170

WELL COMPLETION OR RECOMPLETION REPUkŸÀÀÍÜ AN,ALLOlTEEOR FRIBENAME

1a. TYPE OF WELL: OELLL GWAESLL
X DRY OTHER NNITAorCA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
EEW HORZ. EP- -TRY

X EFSFŸR.
OTHER Horizontal leg #2 Greentown State 36-24H

2.NAMEOFOPERATOR: 9.APINUMBER:
Delta Petroleum Corporation 4301931519

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

370 17th St, Ste.4300 ciTY Denver STATE CO zie80202 303-293-9133 Wildcat
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL&2158' FWL MERIDIAN:

SESW 36 21S 16E
N/A

AT TOP PRODUCIN INTERVALREPORTED BELOW
AT TOTAL DEPTH: 6 6 12. ÒOUNTY 13. STATE

'FNL& 10WFWL @ 12,600' MD G d UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED 16 DATE COMPLETED 17. ELEVATIONS(DF, RKB, RT, GL):
6/12/2008 7/26/2008 12/5/2008 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'

18. TOTAL DEPTH: MD 19 PLUG BACKTD MD 8,970 20. IF MULTIPLECOMPLETIONS, HOW MANY?*11. DEPTLHBGR GE MD 8,990
TVD TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELLCORED? NO y YES (Submit analysis)

WAS DST RUN? NO x YES (Submit report)

DIRECTIONALSURVEY? NO YES X (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEONFSACKES
VO

UMRE
BL) CEMENT TOP ** AMOUNT PULLED

5-7/8" 15.1#, 9.3# 8,558 12,500

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 8,796 8,804 .38 24 OPen × Squeezed

(B) 8,781 8,785 .38 12 OPen x Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGlC REPORT DST REPORT X DIRECTIONALSURVEY P&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER:

(5/2000) (CONTINUED ON BACK)

DIV,OFOIL,GAS&
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31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:11

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU-GAS GAS/OIL RATIO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: Il

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ll

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ll

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:!!

INTERVALD (As shown In Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:!!

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS /OIL RATIO 4 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: II

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetool open, flowing and shut-in pressures and recoveries.

Formation Mm Descriptions, Contents, etc. Name (Measu
edp

Depth)

Entrada 603
Carmel 1,155
Navajo 1,320
Kayenta 1,756
Wingate 1,793
Chinle 2,256
Shinarump 2,438
MoenkoPÌ 2,984
Sinbad Limestone 3,079

White Rim 3296

Cutler 3,661

HonakerTrail 3,886

Paradox Salt 5,944

35. ADDITIONALREMARK: (Include plugg ng procedure)

Plugs Left in Hole: CIBP@8990' MD (dump bail 2 sks of cement on top of CIBP,TOC @8970')
Fish Left in Hole: (Top of fish @ ~3,350') 6.25" bit, XO sub, 1 jt tbg, "X"nipple, 7 jts tbg, 5-3/4" overshot, bumper sub, Hydraulic jars,

6 -3 1/2" drillcollars, XO sub, and 1' piece of tbg.
36. I hereby certify that the foregoing and attached information is complein and correct as determined from all available records.

NAME(PLEASEPRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE / DATE

This report must be submitted within 30 days of
I completing or plugging a new well ! reentering a previously plugged and abandoned well
I drillinghorizontal laterals from an existing well bore I significantly deepening an existing well bore below the previous bottom-hole depth
I recompleting toa different producing formation ! drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey
(TS)).
Send to Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Delta Petroleum Corporation I")ELE
Greentown State 36-24H Grand County , Utah (NAD83) DHS #11 I 2008-06-68
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Greenstown State 36-24 ST_1 Survey Report
ReportDate: August4,2008 SurveyIDI.scoinpulasonMathod: MinimumCurvatureI LabinskiCIIent: DeltaPekoleumCorporallon verticaisecnonAzimuth: 342.990*

Field: GrandCounty, Utah(NAD83) Verticaisecion Odgin: N0.000it,E0.000ftstruolureIalot: GreentownState#36-24H/ GreentownStale#3 24H TVDRiferenceDatum: RKBweli:GreenlownState3&24H TVDReferenoeElemason:4372.0ftrelativetoMSLBorehole: GreentownState#36-24 seaBedIGroundLouelElevason: 0.000ftrelativetoMSLUWIIAPli:
MagneEeDessnaton: 11.515'BurveyNamelDate: Greenst0WnState36-24ST-1/July10,2008 TotalFieldsaangth:51976.727nTTortlAHDIDDIIERDrano: 190.392'I3692.34ft/5.963/0.381

Magnancolp: 64.947'eddCoordinate8ystem: NADB3UteliStatePlanes,CentralZone,USFest DacilnattanDate: July10,2008LocaBon LaWLong:N385618.369,W110625,285 MagneEsDecinasonModet: lGRF2005LocaBonGridNIEYiX: N6785157.270flUS,E2036644.860ftUS MarthReference: GridNorthGridConvergenceAngle: +0.89231086" TotalCorrMagNorth•>GddNorth: +10.623'GddScaleFactor: 1.00002023 LocalCoordinatesReferencedTo: WellHead

Comments Wu
InolinaBon Azimuth TVD Na EW Closure DLS Northing Easting(ft) (dag) (deg) (ft) (it) (11) (ft) (ft) (deg) (dogif00ft) | (deg) (flUS) (flUS)

Tie-In 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 248.44M 6785157.27 2036644.86100.00 0.09 248.44 100.00 -0.01
-0.03 -0.07 0.08 248.44 0.09 226.11M 6785157.24 2036644.79200.00 0.26 226.11 200.00 -0.12
-0.22

-0.31 0.38 235.22 D.18 226.77M 6785157.05 2036644.55300.00 0.94 226.77 299.99 -0.58
-0.93

-1.07 1.42 228.90 0.68 224.12M 6785156.34 2036643.79400.00 1.37 224.12 399,97 -1.52
-2.35

-2.50 3.43 226.73 0,43 224.43M 6785154.92 2036642.36
500.00 1.63 224.43 499.94 -2.78 -4.23

-4.33 6.05 225.67 0.26 226.14M 6785153.04 2036640.53600.00 1.69 226.14 599.90 -4.12 -6.27
-6.39 8.95 225.55 0.08 218.54M 6785151.00 2036638.47700.00 1.68 218.54 699.85 -5.62

-8.43
-8.36 11.88 224.76 0.22 198.58M 6785148.84 2036636.50800.00 1.65 198.58 799.81 -7.62 -10.94
-9.74 14.65 221.65 0.58 156,64M 6785146.32 2036635.12900.00 1.74 156.64 899.77 -10.30 -13.70
-9.59 16.73 214.99 1.22 140.70M 6785143.57 2036635.27

1000.00 1,45 140.70 999.73 -12.98 -16.08 -8.19 18.04 206.99 0.53 144.63M 6785141.19 2036636.671100.00 1.46 144.63 1099.70 -15,36 -18.09
-6.65 19.28 200.18 0.10 211.39M 6785139.18 2036638.211200.00 0.84 211.39 1199.68 -17.06

-19.76 -6.29 20,74 197.67 1.37 232,31M 6785137.51 2036638.561300.00 1.00 232.31 1299.67 -17.85 -20.92
-7.37 22.18 199.40 0.37 258.94M 6786136.35 2036637.491400.00 2.08 258.94 1399.64 -17.97 -21.80
-9.84 23.92 204.29 1.27 256.72M 6785135.47 2036635.02

1500.00 2.09 256.72 1499.57 -17.66 -22.57
-13.39 26,24 210.69 0.08 253.89M 6785134.70 2036631.471600.00 2.04 253.89 1599.50 -17.51 -23.48
-16.88 28.92 215.71 0.11 252.86M 6785133.79 2036627.981700.00 1.96 252.86 1699.44 -17.49 -24.48 -20.22 31.75 219.56 0.09 254.58M 6785132.79 2036624,641800.00 2.05 254.58 1799.38 -17.44

-25.46 -23.58 34.70 222.81 0,11 259.99M 6785131.81 2036621.281900.00 2.08 259.99 1899.32 -17.17 -26.25 -27.09 37.72 225.91 0.20 263.05M 6785131.02 2036617.77
2000.00 2.04 263.05 1999.25 -16.64

-26.78
-30.65 40.70 228.85 0.12 271.64M 6785130.49 2036614.212021.00 2.20 271.64 2020.24 -16.45

-26.81
-31.42 41.31 229.52 1.69 222.84M 6785130.46 2036613.442184.00 2.00 222.84 2183.14 -16.88 -28.81

-36.4ß 46.49 231.70 1.07 209.24M 6785128.46 2036608.382280.00 2.30 209.24 2279.07 -19.05
-31.72

-38.56 49.93 230.56 0.61 209.04M 6785125.55 2036606.302438.00 1.90 209.04 2436.97 -23.06
-36.77

-41.38 55.36 228.37 0.25 208.44M 6785120.50 2036603.48
2565.00 2.50 208.44 2563.87 -26.46

-41.05 ·43.72 59.97 226.81 0.47 205.94M 6785116.22 2036601.142660.00 2.40 205.94 2658.79 -29.37
-44-66

-45.58 63.81 225.58 0.15 211.04M 6785112.61 2036599.282754.00 2.50 211.04 2752.70 -32.18
-48.19

-47.50 67.66 224.59 0.26 208.64M 6785109.08 2036597.362849.00 2.80 208,64 2847.60 -35.19
-52.00

-49.68 71.92 223.69 0.34 211.94M 6785105.27 2036595.182945.00 2.70 211.94 2943.49 -38.32 -55.98
-52.00 76.40 222.89 0.20 209.74M 6785101.29 2036592.86

3040.00 2.50 209.74 3038.39 -41.20
-59.67

-54.21 80.62 222.25 0.24 208.64M 6785097.60 2036590.653136.00 2.20 208.64 3134.31 -43.93
-63.11

-56.13 84.46 221.65 0.32 231.34M 6785094.16 2036588.733231.00 1.60 231.34 3229.26 -45.69
-65.54

-58.04 87.54 221.53 1.00 233.94M 6785091.73 2036586.823327.00 1.40 233.94 3325.23 -46.57
-67.07

-60.04 90.01 221.83 0.22 230.94M 6785090.20 2036684.823422.00 1.20 230.94 3420.20 -47.32
-68.38

-61.75 92.13 222.08 0.22 223,54M 6785088.89 2036683.11
3517.00 1.40 223.54 3516.18 -48.26

-69.84 -63.32 94.27 222.20 0.27 217.14M 6785087.43 2036581.543609.00 1.80 217.14 3607.14 -49.66
-71.81

-64.97 96.84 222.14 0.48 219.44M 6785085.46 2036579.893705.00 2.10 219.44 3703.09 -51.52
-74.37

-66.99 100.10 222.01 0.32 219.04M 6785082.90 2036577.873800.00 2.20 219.04 3798.02 -53.50
-77.13

-69.25 103.66 221.92 0.11 215.54M 6785080.14 2036575.613891.00 2.30 215.54 3888.95 -55.58
-79.97

-71.41 107.21 221.76 0.19 219.64M 6785077.30 2036573.45
4021.00 2.00 219.64 4018.86 -58.42

-83.84
-74.37 112.08 221.57 0.26 219.44M 6785073.43 2036570.494113.00 2.00 219.44 4110.80 -60.19

-86.32
-76.42 115.28 221.52 0.01 220.04M 6785070.95 2036568.444210.00 2.10 220.04 4207.74 -62.00

-88.99
-78.64 118.75 221.47 0.11 221.44M 6785068.28 2036666.224305.00 2.10 221.44 4302.67 -63.95

-91.62
-80.91 122.23 221.45 0.05 215.44M 6785065.64 2036563.954431.00 2.30 215.44 4428.58 -66.70

-95.41
-83.90 127.06 221.33 0.24 218.74M 6785061.85 2036560.96
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Comments insinadon Azimutti TVD NS EW Closure 01.8 Northing Easling(a) (deg) (dag) (R) (R) (ft) (R) (R) (deg) (dag/100ft) (dag) {llUS) (filla)4654.00 2.30 218.74 4651.40 -71.94
-102.55

-89.30 135.98 221.05 0.06 216.84M 6785054.72 2036555.565135.00 2.00 216.84 6132.06 -82.32
-116.80 -100.37 154.00 220.67 0.06 214.74M 6785040.47 2036544.495177.00 1.60 214.74 5174.04 -83.12 -117.86 -101.14 155.31 220.63 0.97 209.64M 6785039.40 2036543.725277.00 f.50 209.64 5274.01 -84,88

-120.15 -102.58 157.99 220.49 0.17 209.64M 6785037.12 2036542.275464.00 1.25 209.64 5450.95 -87.80
-123.84 -104.69 162.16 220.21 0.14 218.67M 6785033.43 2036540.17

5500.00 1.15 218.67 5496.94 -88.40
-124.64 -10512 163.11 220.17 0.46 221.64M 6785032,63 2036539.645600.00 1.28 221.64 5590.92 -ß9.55
-126.26

-106.59 165.23 220.17 0.14 218.50M 6785031.01 2036538.275700.00 1.28 218.60 5696.90 -90.76
-127.96 -108.03 167.47 220.17 0.07 219.78M 6785029.30 2036536.835800.00 1.15 219.78 5796.87 -91.95 -129.61 -109.37 169.59 220.16 0.14 225.29M 6786027.66 2036536.495900.00 125 225.29 5896.85 -93.00
-131.15 -110.78 171.68 220.19 0.16 230.45M 6785026.12 2036534.07

6000.00 1.07 230.45 5996.83 -93.87
-132.51

-112.28 173.69 220.2B 0.21 235.76M 6785024.75 2036532.586100.00 0.79 235,76 0096.82 -94.43
-133.50 -113.58 175.27 220.39 0.29 243.92M 6785023.77 2036531.286200.00 0.52 243.92 6196.81 -94.71

-134.09 -114.56 176.36 220.51 0.28 256.96M 6785023.18 2036530.306300.00 0.39 256.96 6296.81 -94.76
-134.36

-115.30 177.05 220.63 0.16 274.84M 6785022.90 2036529.566400.00 0.32 274.84 6396.81 -94.63
-134.42 -115.91 177.49 220.77 0.13 316.66M 6785022.85 2036528.95

6500.00 0.40 315.66 6496.81 -94.22
-134.15 -116.43 177.63 220.95 0.26 317,25M 6785023.12 2036528.436600.00 0.52 317.25 6696.80 -93.50 -133.67

-116.98 177.55 221.21 0.12 300.33M 6785023.70 2036527.886700.00 0.71 300-33 6696.80 -92.64
-132.92 -117.82 177.62 221.55 0.26 253.11M 6785024.35 2036527.046800.00 0.64 253.11 6796.79 -92.18
-132.77

-118.89 178.22 221.84 0.55 161.60M 6785024.50 2036525.966900.00 0.56 161.60 6806.79 -92.67
-133.40

-119.28 178.95 221.80 0.87 190.82M 6785023.87 2036525.58
7000,00 1.06 190.82 6996.78 -93.98 -134.78

-119.29 179.99 221.51 0.63 207.23M 6785022.49 2036525.567050.00 1.29 207.23 7046.77 -94.79 -135.73
-119.64 180.93 221.39 0.81 242.95M 6785021.54 2036525.227100.00 2.21 242.95 7096.74 -95.37 -136.67
-120.75 182.37 221.46 2.77 245.79M 6785020.60 2036524.107150.00 3.05 245.79 7146.69 -95.70 -137.66
-122.82 184.48 221.74 1.70 248.05M 6785019.62 2036522.047200.00 2.31 248.05 7196.64 -95.95 -138.57
-124.97 186.60 222.04 1.49 262.63M 6785018.69 2036519.89

7250,00 0.47 262.63 7246.62 -96.01
-138.98

-126.10 187.66 222.22 3.72 169.60M 6785018.29 2036518.757300.00 0.13 169.60 7296.62 -96.03
-139.06

-126.29 187.85 222.25 0.98 184.15M 6785018.21 2036518.567350.00 0.04 184.15 7346.62 -96.10 -139.13
-126.28 187.90 222.23 0.18 40.23M 6785018,13 2036518.577400.00 0.09 40.23 7396.62 -96.10 -139.12

-126.26 187.88 222.23 0.24 167.79M 6785018.15 2036518.607500.00 0.09 167.79 7496.62 -96.14 -139.14
-126.20 187.85 222.21 0.16 343.96M 6785018.12 2036518,66

7600.00 0.10 343.96 7596.62 -96.14 -139.14
-126.20 187.85 222.21 0.19 295.23M 6785018.12 2036518.667700.00 0.11 295.23 7696.62 -95.99 -139.02 -126.31 187.83 222.26 0.08 323.18M 6785018.24 2036518.557800.00 0.13 323.18 7796.62 -95.83

-138.90 -126.46 187.84 222.32 0.06 7.58M 6785018.37 2036518.407900.00 0.19 7.58 7896.62 -95.57 -138.64
-126.50 187.68 222.38 0.13 60.46M 6785018.62 2036518.358000.00 0.27 60.46 7996.62 -95.37

-138.37 -126.28 187.33 222.38 0.22 B.62M 6785018.90 2030518.58
8100.00 0,13 8.62 8096.62 -95.22

-138.13 -126.05 187.00 222.38 0.21 57.11M 6785019.13 2036518.808200.00 0.05 57.11 8196.62 -95.10
-138.00 -128.00 186.87 222.40 0.11 22.86M 6785019.27 2036518.868300.00 0.07 22.86 8296.62 -95.04 -137.92

-125.94 186.77 222.40 0.04 250.59M 6785019.35 2036518.928400.00 0.03 250.59 8396,62 -94,99
-137.ß7 -125.94 186.73 222.41 0.09 119.11M 6785019.40 2036518.928500.00 0.23 119.11 8496.62 -95.14 -137.97 -125.79 186.71 222.36 0.25 125.42M 6785019.29 2036519.07

8600.00 0.52 125.42 8596.61 -95.64
-138.33

-125.24 186.61 222.16 0.29 126.00M 6785018.93 2036519.61Tie-in 8700.00 1.27 126.00 8696.60 -96.89
-139.25

-123.98 186.44 221.68 0.75 122.50M 6785018.02 2036520.888764.00 1.41 122.50 8760.59 -97.87

-139.96 -122.93 186.28 221.29 0.30 32.00M 6785017.31 2036521.928800.00 1.40 32.00 8796.58 -97.93
-139.78

-122.10 185.64 221.15 4.34 347.80M 6785017.48 2030522.70Survey 08-27 8832.00 3.50 347.80 8828,55 -96.70
-138.50 -122.18 184.67 221.41 8.38 340.70M 6785018.77 2036522.70

8870.00 5.30 340.70 8866.43 -93,79
-135.71

-122.98 183.14 222.18 4.94 14.23L 6785021.56 2036521.878902.00 7.70 336.20 8898.23 -90.19
-132.35

-124.34 181.59 223.21 7.66 6.54R 6785024.92 2036520.52 3Survey 06-30 8934.00 12.10 338.60 8929.74 -84.71
-127.26 -126.43 179.39 224.81 13.81 5.53R 6785030.00 2036518.438965.00 17.80 340.40 8959.08 -76.73 -119.77

-129.20 176.18 227.17 18.45 11.19R 6785037,50 2036515.658997.00 22.70 342.90 8989.69 -65-67
-109.25 -132.66 171.86 230.53 15.55 8.96R 6785048.01 2036512.20

9029.00 26,70 344.30 9018.76 -52.30
-96.43

-136.42 167.06 234.75 12.63 2.24R 6785060.84 2036508.439060.00 30.60 344.60 9045.96 -37.44
-82.11

-140.41 162.65 239.68 12.59 3.73L 6785075.16 2036504.459124.00 37.10 343.90 9099.08 -1.82
-47.82 -150.10 157.53 252.33 10.17 HS 6785109.45 2036494.76Survey 07-01 9156.00 40.60 343.90 9124.00 18.25 -28.54

-155.66 158.26 259.61 10.94 18.08R 6785128.73 2036489.209185.00 42.90 345.00 9145.64 37.55 -9.94

-160.83 161.14 266.46 8.32 13.28R 6785147.33 2036484.02
Survey 07-02 9215.00 45.00 345.70 9167.23 68.35 10.21 -166.10 166.41 273.52 7.18 5.48R 6785167.48 2036478.769248.00 47.30 346.00 9190.09 82.12 33.28 -171.91 175.10 280.96 7.00 6.48R 6785190.55 2036472.949282.00 50.00 346.40 9212.55 107.60 68.07 -178.00 187.23 288.07 7.99 4.17R 6785215.34 2036466.869313.00 53.30 346.70 9231.79 131.86 81.71 -183.65 201.01 293.98 10.67 4.93R 6785238.98 2036461.219344.00 57.20 347.10 9249.45 157.27 106.51 -189.42 217.31 299.35 12.63 HS 6785263.78 2036455.44

9376.00 60.40 347.10 9266.03 184.56 133,19 -195.63 236.58 304.26 10.00 HS 6785290.46 2036449.339408.00 62.50 347.10 9281.32 212.60 160.59 -201.81 257.90 308.51 6.56 8.11R 6785317.86 2036443.059440.00 64.40 347.40 9295.62 241.14 188.51 -208.12 280.80 312.17 6.00 9.72L 6785345.78 2036436.73

3urveyEditorVer SP 2.1 Bid(doc40x 100 ) Greentown State #36-24H\GreentownState 36-24H\GreentownState #36-24\Greenstown State 36-24 ST_1 Generated 8/4/2008 5:23 PM Page 2 of

Comments insinadon Azimutti TVD NS EW Closure 01.8 Northing Easling(a) (deg) (dag) (R) (R) (ft) (R) (R) (deg) (dag/100ft) (dag) {llUS) (filla)4654.00 2.30 218.74 4651.40 -71.94
-102.55

-89.30 135.98 221.05 0.06 216.84M 6785054.72 2036555.565135.00 2.00 216.84 6132.06 -82.32
-116.80 -100.37 154.00 220.67 0.06 214.74M 6785040.47 2036544.495177.00 1.60 214.74 5174.04 -83.12 -117.86 -101.14 155.31 220.63 0.97 209.64M 6785039.40 2036543.725277.00 f.50 209.64 5274.01 -84,88

-120.15 -102.58 157.99 220.49 0.17 209.64M 6785037.12 2036542.275464.00 1.25 209.64 5450.95 -87.80
-123.84 -104.69 162.16 220.21 0.14 218.67M 6785033.43 2036540.17

5500.00 1.15 218.67 5496.94 -88.40
-124.64 -10512 163.11 220.17 0.46 221.64M 6785032,63 2036539.645600.00 1.28 221.64 5590.92 -ß9.55
-126.26

-106.59 165.23 220.17 0.14 218.50M 6785031.01 2036538.275700.00 1.28 218.60 5696.90 -90.76
-127.96 -108.03 167.47 220.17 0.07 219.78M 6785029.30 2036536.835800.00 1.15 219.78 5796.87 -91.95 -129.61 -109.37 169.59 220.16 0.14 225.29M 6786027.66 2036536.495900.00 125 225.29 5896.85 -93.00
-131.15 -110.78 171.68 220.19 0.16 230.45M 6785026.12 2036534.07

6000.00 1.07 230.45 5996.83 -93.87
-132.51

-112.28 173.69 220.2B 0.21 235.76M 6785024.75 2036532.586100.00 0.79 235,76 0096.82 -94.43
-133.50 -113.58 175.27 220.39 0.29 243.92M 6785023.77 2036531.286200.00 0.52 243.92 6196.81 -94.71

-134.09 -114.56 176.36 220.51 0.28 256.96M 6785023.18 2036530.306300.00 0.39 256.96 6296.81 -94.76
-134.36

-115.30 177.05 220.63 0.16 274.84M 6785022.90 2036529.566400.00 0.32 274.84 6396.81 -94.63
-134.42 -115.91 177.49 220.77 0.13 316.66M 6785022.85 2036528.95

6500.00 0.40 315.66 6496.81 -94.22
-134.15 -116.43 177.63 220.95 0.26 317,25M 6785023.12 2036528.436600.00 0.52 317.25 6696.80 -93.50 -133.67

-116.98 177.55 221.21 0.12 300.33M 6785023.70 2036527.886700.00 0.71 300-33 6696.80 -92.64
-132.92 -117.82 177.62 221.55 0.26 253.11M 6785024.35 2036527.046800.00 0.64 253.11 6796.79 -92.18
-132.77

-118.89 178.22 221.84 0.55 161.60M 6785024.50 2036525.966900.00 0.56 161.60 6806.79 -92.67
-133.40

-119.28 178.95 221.80 0.87 190.82M 6785023.87 2036525.58
7000,00 1.06 190.82 6996.78 -93.98 -134.78

-119.29 179.99 221.51 0.63 207.23M 6785022.49 2036525.567050.00 1.29 207.23 7046.77 -94.79 -135.73
-119.64 180.93 221.39 0.81 242.95M 6785021.54 2036525.227100.00 2.21 242.95 7096.74 -95.37 -136.67
-120.75 182.37 221.46 2.77 245.79M 6785020.60 2036524.107150.00 3.05 245.79 7146.69 -95.70 -137.66
-122.82 184.48 221.74 1.70 248.05M 6785019.62 2036522.047200.00 2.31 248.05 7196.64 -95.95 -138.57
-124.97 186.60 222.04 1.49 262.63M 6785018.69 2036519.89

7250,00 0.47 262.63 7246.62 -96.01
-138.98

-126.10 187.66 222.22 3.72 169.60M 6785018.29 2036518.757300.00 0.13 169.60 7296.62 -96.03
-139.06

-126.29 187.85 222.25 0.98 184.15M 6785018.21 2036518.567350.00 0.04 184.15 7346.62 -96.10 -139.13
-126.28 187.90 222.23 0.18 40.23M 6785018,13 2036518.577400.00 0.09 40.23 7396.62 -96.10 -139.12

-126.26 187.88 222.23 0.24 167.79M 6785018.15 2036518.607500.00 0.09 167.79 7496.62 -96.14 -139.14
-126.20 187.85 222.21 0.16 343.96M 6785018.12 2036518,66

7600.00 0.10 343.96 7596.62 -96.14 -139.14
-126.20 187.85 222.21 0.19 295.23M 6785018.12 2036518.667700.00 0.11 295.23 7696.62 -95.99 -139.02 -126.31 187.83 222.26 0.08 323.18M 6785018.24 2036518.557800.00 0.13 323.18 7796.62 -95.83

-138.90 -126.46 187.84 222.32 0.06 7.58M 6785018.37 2036518.407900.00 0.19 7.58 7896.62 -95.57 -138.64
-126.50 187.68 222.38 0.13 60.46M 6785018.62 2036518.358000.00 0.27 60.46 7996.62 -95.37

-138.37 -126.28 187.33 222.38 0.22 B.62M 6785018.90 2030518.58
8100.00 0,13 8.62 8096.62 -95.22

-138.13 -126.05 187.00 222.38 0.21 57.11M 6785019.13 2036518.808200.00 0.05 57.11 8196.62 -95.10
-138.00 -128.00 186.87 222.40 0.11 22.86M 6785019.27 2036518.868300.00 0.07 22.86 8296.62 -95.04 -137.92

-125.94 186.77 222.40 0.04 250.59M 6785019.35 2036518.928400.00 0.03 250.59 8396,62 -94,99
-137.ß7 -125.94 186.73 222.41 0.09 119.11M 6785019.40 2036518.928500.00 0.23 119.11 8496.62 -95.14 -137.97 -125.79 186.71 222.36 0.25 125.42M 6785019.29 2036519.07

8600.00 0.52 125.42 8596.61 -95.64
-138.33

-125.24 186.61 222.16 0.29 126.00M 6785018.93 2036519.61Tie-in 8700.00 1.27 126.00 8696.60 -96.89
-139.25

-123.98 186.44 221.68 0.75 122.50M 6785018.02 2036520.888764.00 1.41 122.50 8760.59 -97.87

-139.96 -122.93 186.28 221.29 0.30 32.00M 6785017.31 2036521.928800.00 1.40 32.00 8796.58 -97.93
-139.78

-122.10 185.64 221.15 4.34 347.80M 6785017.48 2030522.70Survey 08-27 8832.00 3.50 347.80 8828,55 -96.70
-138.50 -122.18 184.67 221.41 8.38 340.70M 6785018.77 2036522.70

8870.00 5.30 340.70 8866.43 -93,79
-135.71

-122.98 183.14 222.18 4.94 14.23L 6785021.56 2036521.878902.00 7.70 336.20 8898.23 -90.19
-132.35

-124.34 181.59 223.21 7.66 6.54R 6785024.92 2036520.52 3Survey 06-30 8934.00 12.10 338.60 8929.74 -84.71
-127.26 -126.43 179.39 224.81 13.81 5.53R 6785030.00 2036518.438965.00 17.80 340.40 8959.08 -76.73 -119.77

-129.20 176.18 227.17 18.45 11.19R 6785037,50 2036515.658997.00 22.70 342.90 8989.69 -65-67
-109.25 -132.66 171.86 230.53 15.55 8.96R 6785048.01 2036512.20

9029.00 26,70 344.30 9018.76 -52.30
-96.43

-136.42 167.06 234.75 12.63 2.24R 6785060.84 2036508.439060.00 30.60 344.60 9045.96 -37.44
-82.11

-140.41 162.65 239.68 12.59 3.73L 6785075.16 2036504.459124.00 37.10 343.90 9099.08 -1.82
-47.82 -150.10 157.53 252.33 10.17 HS 6785109.45 2036494.76Survey 07-01 9156.00 40.60 343.90 9124.00 18.25 -28.54

-155.66 158.26 259.61 10.94 18.08R 6785128.73 2036489.209185.00 42.90 345.00 9145.64 37.55 -9.94

-160.83 161.14 266.46 8.32 13.28R 6785147.33 2036484.02
Survey 07-02 9215.00 45.00 345.70 9167.23 68.35 10.21 -166.10 166.41 273.52 7.18 5.48R 6785167.48 2036478.769248.00 47.30 346.00 9190.09 82.12 33.28 -171.91 175.10 280.96 7.00 6.48R 6785190.55 2036472.949282.00 50.00 346.40 9212.55 107.60 68.07 -178.00 187.23 288.07 7.99 4.17R 6785215.34 2036466.869313.00 53.30 346.70 9231.79 131.86 81.71 -183.65 201.01 293.98 10.67 4.93R 6785238.98 2036461.219344.00 57.20 347.10 9249.45 157.27 106.51 -189.42 217.31 299.35 12.63 HS 6785263.78 2036455.44

9376.00 60.40 347.10 9266.03 184.56 133,19 -195.63 236.58 304.26 10.00 HS 6785290.46 2036449.339408.00 62.50 347.10 9281.32 212.60 160.59 -201.81 257.90 308.51 6.56 8.11R 6785317.86 2036443.059440.00 64.40 347.40 9295.62 241.14 188.51 -208.12 280.80 312.17 6.00 9.72L 6785345.78 2036436.73
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Comments M
Inclinaion Azimuth TVD NS EW Closum DL8 Northing EasGng

it) (dag) (deg) | (it) (ft) (R) (ft) (ft) (deg} (dag/100ft) (deg) (ftus) (ftUS)Suniey 07-03 9472.00 66.00 347.10 9300.04 270.11 216.84 -214.53 305.03 315.31 5.07 9.84R 6785374.11 2036430.32Tie-In 9504.00 67.60 347.40 9321.65 299.44 245.52 -221.02 330.35 318.01 5.07 43.04L 6785402.80 2036423.83
9536.00 68.60 346.40 9333.59 329.06 274.44 -227.75 356.64 320.31 4.26 125.12L 6785431.72 2036417.109568.00 67.00 343.90 9345.68 358.66 303.08 -235.34 383.72 322.17 8.79 90.00L 6785460.35 2036409.519600.00 67.00 342.50 9358.18 388.12 331.27 -243.86 411.35 323.64 4.03 24.82L 6785488.55 2036401.009632.00 67.60 342.20 9370.53 417.64 359.41 -252.81 439.41 324.88 2.06 21.72R 6785516.68 2036392.059664.00 68.30 342.50 9382.54 447.30 387.67 -261.80 467.79 325.97 2.35 42.98L 6785544.95 2036383.06
9696.00 68.60 342.20 9394.30 4T/.06 416.03 -270.82 496.41 326.94 1.28 21,86R 6785573.31 2036374.039728.00 69.30 342.50 9405.79 506.92 444.49 -279.88 526.26 327.80 2.36 HS 6785601.T7 2036364.989760.00 69.50 342.50 9417.05 536.87 473.06 -288.89 554.29 328.59 0.62 43.23R 6785630.34 2036355.979792.00 69.90 342.90 9428.15 566.88 501.71 -297.81 583.44 329.31 1.71 HS 6786658.99 2036347.049824.00 70.40 342.90 9439.02 596.98 530.48 -306.66 612.74 329.97 1.56 107.00L 6785687.76 2036338.19
9856.00 70.20 342.20 9449.81 627.11 559.22 -315.70 642.18 330.55 2.15 -- 6785716.50 2036329.169888.00 70.20 342.20 9460.65 657.21 587.89 -324.90 671.69 331.07 0.00 HS 6785745.17 2036319.959920.00 70.70 342.20 9471.35 687.37 616.00 -334.12 701.30 331.55 1.56 43.45L 6785773.88 2038310.749952.00 71.10 341.80 9481.82 717.60 645.36 -343.46 731.06 331.98 1.72 28.51R 6785802.64 2036301.399984.00 71.80 342.20 9492.00 747.93 674.21 -352.84 760.95 332.3ß 2.49 HS 6785831.49 2036292.02

Survey 07-10 10016.00 72.10 342.20 9501.92 778.35 703.18 -362.14 790.95 332.75 0.94 43.74L 6785860.46 2036282.7210048.00 72.80 341.50 9511.57 808.86 732.17 -371.64 821.09 333.09 3.02 HS 6785889.45 2036273.2110079.00 73.20 341.50 9520.63 838.49 760.28 -381.05 850.43 333.38 1.29 29.95R 6785917.57 2036263.8010111.00 73.70 341.80 9629.75 869.16 789.40 -390.71 880.79 333.67 1.80 62.55R 6785946.68 2036254.1510143.00 73.90 342.20 9638.68 899.88 818.62 -400.20 911.21 333.95 1.35 62.58L 6785976.91 2036244.65
10176.00 74.10 341.80 9547.77 931.60 848.79 -410.00 942.63 334.22 1.31 HS 6786006.08 2036234.8510208.00 74.30 341.80 9556.48 962.39 878.04 -419.62 973.16 334.46 0.63 90.00R 6786035.33 2036225,2310240.00 74.30 342.20 9565.14 993.19 907.34 -429.14 1003.71 334.69 1.20 75.50L 6786064.63 2036215.7110272.00 74,40 341.80 9573.78 1024.00 936.65 -438.66 1034,28 334.90 1.24 90.00R 6786093.93 2036206,1910304.00 74.40 342.20 9582.38 1054.81 965.96 -448.19 1064.87 335.11 1.20 62.63L 6786123.25 2036196.67
10336.00 74.60 341.80 9500.93 1085.64 995.29 -457.72 1095.49 335.30 1.36 62.65R 6786152.57 2036187.14Survey 07-12 10367.00 74.80 342.20 9599.11 1115.54 1023.72 -466.96 1125.19 335.48 1.40 44.04R 6786181.01 2036177.9010399.00 75.10 342.50 9607.42 1146.44 1053.17 -476.32 1155.88 335.68 1.30 LS 6786210.46 2036108.5310431.00 74.80 342.50 9615.73 1177.34 1082.64 -485.02 1186.57 335.84 0,94 - LS 6786239.93 2036159.2310463.00 74.10 342.50 9624.31 1208.17 1112.04 -494.89 1217.19 336.01 2.19 90.00R 6786269.33 2036149.96
10495.00 74.10 343.20 9633.08 1238.95 1141.45 -503.96 1247.75 336.18 2.10 - 6786298.74 2036140.8910527.00 74.10 343.20 9641.84 1269.72 1170.91 -512.86 1278.30 336.35 0.00 90.00L 6786328.20 2036131.9910559.00 74.10 342.90 9660.61 1300.50 1200.35 -521.83 1308.87 336.50 0.00 90.00R 6786357.64 2036123.02Survey 07-13 10591.00 74.10 343.20 9659.38 1331.27 1229.79 -530.80 1339.45 336.65 0.90 90.00L 6786387.08 2036114.05Top CB 22 10605.00 74.10 343.07 9663.21 1344.74 1242.68 -534,71 1352.83 336.72 0.89 90.00L 6786399.97 2036110.14
10623.00 74,10 342.90 9668.14 1362.05 1259.23 -539.77 1370.04 336.80 0.91 90.00R 6786416.52 2036105.0810655.00 74.10 343,60 9676.91 1392.82 1288.70 -548.64 1400.63 330.94 2.10 7.83L 6786445.99 2036096.21BottomCB22 10680.00 76.29 343.29 9683.30 1416.99 1311.87 -555.53 1424.64 337.05 8.84 8.iBL 6786469.16 2036089.3210687.00 76.90 34320 9684.92 1423.80 1318.39 -557.49 1431.41 337.08 8.80 8.57L 6786475.68 2036087.3610719.00 81.50 342.50 9690.92 1455.22 1348.41 -566.76 1462.68 337.20 14.53 3.65L 6786505.71 2036078.09
10751.00 66.20 342.20 9694.34 1487.03 1378.72 -576.41 1494.36 337.31 14.72 19.46L 6786536,02 2036068.4410783.00 91.30 340.40 9695.04 1519.00 1409.01 -586.66 1526,27 337.40 16.90 6.83R 6786566.31 2036058.1910814.00 93.80 340.70 9693.66 1549.93 1438.21 -596.97 1557.19 337.46 B.12 HS 6786595.51 2036047.8810847.00 94.10 340.70 9691.39 1582.83 1469.29 -607.85 1590.06 337.52 0.91 36.78L 6786626.68 2036037.0010878.00 94.50 340.40 9689.06 1613.71 1498.43 -618.14 1620.93 337.58 1.61 HS 6786655.73 2036026.70
10910,00 94.70 340.40 9686.50 1645,58 1528.48 -628.84 1652.79 337.64 0.62 LS 6786685.78 2036016.0010942.00 94.50 340.40 9683.93 1677.44 1558.53 -639.54 1884.65 337.69 0.62 34.86R 6786716.83 2036005.3010974.00 95.50 341.10 9681,14 1709.30 1588.63 -650.05 1716.48 337.75 3.81 143.88R 6786746.93 2035994.79BotlomCB 22 10986.00 94.94 341.51 9680.05 1721.24 1599.95 -653.88 1728.41 337.77 5.78 143.78R 6786757.25 2035990.9611006.00 94.00 342.20 9678.49 1741.18 1618.89 -660.09 1748.30 337.82 5.82 167.02R 6786776.19 2035984.75

Survey 11038.00 92.70 342.50 9676.62 1773.12 1649.34 -669.78 1780.14 337.90 4.17 90.00R 6786806.64 2035975.0711070.00 92.70 342,90 9675.12 1805.08 1679.85 -679.29 1812.00 337.98 1.25 HS 6786837.15 2035965.5611102.00 93.30 342.90 9673.44 1837.04 1710.40 -688.68 1843.84 338.07 1.88 147.33R 6786867.70 2035956.17Top CB 22 11110.00 92.63 343.33 9673.03 1845.03 1718.04 -691.00 1851.80 338.09 9.96 147.96R 6786875.34 2035953.8511134.00 90.60 344.60 9672.35 1869.D1 1741.10 -697.63 1875.66 338.16 9.98 161.56R 6786898.40 2035947.22
11166.00 89.40 345.00 9672.35 1901.00 1771.98 -706.02 1907.45 336.28 3.95 56.31R 6786929.28 2035938.8311198.00 89.60 345.30 9672.63 1932.97 1802.91 -714.22 1939.22 338.39 1.13 71.57L 6786960.21 2035930.6311230.00 89.70 345.00 9672.82 1964.95 1833.84 -722.42 1971.00 338.50 0.99 36.87R 6786991.14 2035922.4311262.00 90.10 345.30 9672.88 1996.93 1864.77 -730.62 2002.79 33ß.60 1.56 105.94R 6787022.07 2035914.2311293.00 89.90 346.00 9672.88 2027.89 1894.80 -738.30 2033.56 338.71 2.35 90.00L 6787052.11 2035906.54

SurveyEditorVer SP 2.1 Bid(doc40x_100 ) GreentownState #36-24H\GreentownState 36-24H\GreentownState #36-24\GreenstownState 36-24 ST_1 Generated 8/4/2008 5:23 PM Page 3 of

Comments M
Inclinaion Azimuth TVD NS EW Closum DL8 Northing EasGng

it) (dag) (deg) | (it) (ft) (R) (ft) (ft) (deg} (dag/100ft) (deg) (ftus) (ftUS)Suniey 07-03 9472.00 66.00 347.10 9300.04 270.11 216.84 -214.53 305.03 315.31 5.07 9.84R 6785374.11 2036430.32Tie-In 9504.00 67.60 347.40 9321.65 299.44 245.52 -221.02 330.35 318.01 5.07 43.04L 6785402.80 2036423.83
9536.00 68.60 346.40 9333.59 329.06 274.44 -227.75 356.64 320.31 4.26 125.12L 6785431.72 2036417.109568.00 67.00 343.90 9345.68 358.66 303.08 -235.34 383.72 322.17 8.79 90.00L 6785460.35 2036409.519600.00 67.00 342.50 9358.18 388.12 331.27 -243.86 411.35 323.64 4.03 24.82L 6785488.55 2036401.009632.00 67.60 342.20 9370.53 417.64 359.41 -252.81 439.41 324.88 2.06 21.72R 6785516.68 2036392.059664.00 68.30 342.50 9382.54 447.30 387.67 -261.80 467.79 325.97 2.35 42.98L 6785544.95 2036383.06
9696.00 68.60 342.20 9394.30 4T/.06 416.03 -270.82 496.41 326.94 1.28 21,86R 6785573.31 2036374.039728.00 69.30 342.50 9405.79 506.92 444.49 -279.88 526.26 327.80 2.36 HS 6785601.T7 2036364.989760.00 69.50 342.50 9417.05 536.87 473.06 -288.89 554.29 328.59 0.62 43.23R 6785630.34 2036355.979792.00 69.90 342.90 9428.15 566.88 501.71 -297.81 583.44 329.31 1.71 HS 6786658.99 2036347.049824.00 70.40 342.90 9439.02 596.98 530.48 -306.66 612.74 329.97 1.56 107.00L 6785687.76 2036338.19
9856.00 70.20 342.20 9449.81 627.11 559.22 -315.70 642.18 330.55 2.15 -- 6785716.50 2036329.169888.00 70.20 342.20 9460.65 657.21 587.89 -324.90 671.69 331.07 0.00 HS 6785745.17 2036319.959920.00 70.70 342.20 9471.35 687.37 616.00 -334.12 701.30 331.55 1.56 43.45L 6785773.88 2038310.749952.00 71.10 341.80 9481.82 717.60 645.36 -343.46 731.06 331.98 1.72 28.51R 6785802.64 2036301.399984.00 71.80 342.20 9492.00 747.93 674.21 -352.84 760.95 332.3ß 2.49 HS 6785831.49 2036292.02

Survey 07-10 10016.00 72.10 342.20 9501.92 778.35 703.18 -362.14 790.95 332.75 0.94 43.74L 6785860.46 2036282.7210048.00 72.80 341.50 9511.57 808.86 732.17 -371.64 821.09 333.09 3.02 HS 6785889.45 2036273.2110079.00 73.20 341.50 9520.63 838.49 760.28 -381.05 850.43 333.38 1.29 29.95R 6785917.57 2036263.8010111.00 73.70 341.80 9629.75 869.16 789.40 -390.71 880.79 333.67 1.80 62.55R 6785946.68 2036254.1510143.00 73.90 342.20 9638.68 899.88 818.62 -400.20 911.21 333.95 1.35 62.58L 6785976.91 2036244.65
10176.00 74.10 341.80 9547.77 931.60 848.79 -410.00 942.63 334.22 1.31 HS 6786006.08 2036234.8510208.00 74.30 341.80 9556.48 962.39 878.04 -419.62 973.16 334.46 0.63 90.00R 6786035.33 2036225,2310240.00 74.30 342.20 9565.14 993.19 907.34 -429.14 1003.71 334.69 1.20 75.50L 6786064.63 2036215.7110272.00 74,40 341.80 9573.78 1024.00 936.65 -438.66 1034,28 334.90 1.24 90.00R 6786093.93 2036206,1910304.00 74.40 342.20 9582.38 1054.81 965.96 -448.19 1064.87 335.11 1.20 62.63L 6786123.25 2036196.67
10336.00 74.60 341.80 9500.93 1085.64 995.29 -457.72 1095.49 335.30 1.36 62.65R 6786152.57 2036187.14Survey 07-12 10367.00 74.80 342.20 9599.11 1115.54 1023.72 -466.96 1125.19 335.48 1.40 44.04R 6786181.01 2036177.9010399.00 75.10 342.50 9607.42 1146.44 1053.17 -476.32 1155.88 335.68 1.30 LS 6786210.46 2036108.5310431.00 74.80 342.50 9615.73 1177.34 1082.64 -485.02 1186.57 335.84 0,94 - LS 6786239.93 2036159.2310463.00 74.10 342.50 9624.31 1208.17 1112.04 -494.89 1217.19 336.01 2.19 90.00R 6786269.33 2036149.96
10495.00 74.10 343.20 9633.08 1238.95 1141.45 -503.96 1247.75 336.18 2.10 - 6786298.74 2036140.8910527.00 74.10 343.20 9641.84 1269.72 1170.91 -512.86 1278.30 336.35 0.00 90.00L 6786328.20 2036131.9910559.00 74.10 342.90 9660.61 1300.50 1200.35 -521.83 1308.87 336.50 0.00 90.00R 6786357.64 2036123.02Survey 07-13 10591.00 74.10 343.20 9659.38 1331.27 1229.79 -530.80 1339.45 336.65 0.90 90.00L 6786387.08 2036114.05Top CB 22 10605.00 74.10 343.07 9663.21 1344.74 1242.68 -534,71 1352.83 336.72 0.89 90.00L 6786399.97 2036110.14
10623.00 74,10 342.90 9668.14 1362.05 1259.23 -539.77 1370.04 336.80 0.91 90.00R 6786416.52 2036105.0810655.00 74.10 343,60 9676.91 1392.82 1288.70 -548.64 1400.63 330.94 2.10 7.83L 6786445.99 2036096.21BottomCB22 10680.00 76.29 343.29 9683.30 1416.99 1311.87 -555.53 1424.64 337.05 8.84 8.iBL 6786469.16 2036089.3210687.00 76.90 34320 9684.92 1423.80 1318.39 -557.49 1431.41 337.08 8.80 8.57L 6786475.68 2036087.3610719.00 81.50 342.50 9690.92 1455.22 1348.41 -566.76 1462.68 337.20 14.53 3.65L 6786505.71 2036078.09
10751.00 66.20 342.20 9694.34 1487.03 1378.72 -576.41 1494.36 337.31 14.72 19.46L 6786536,02 2036068.4410783.00 91.30 340.40 9695.04 1519.00 1409.01 -586.66 1526,27 337.40 16.90 6.83R 6786566.31 2036058.1910814.00 93.80 340.70 9693.66 1549.93 1438.21 -596.97 1557.19 337.46 B.12 HS 6786595.51 2036047.8810847.00 94.10 340.70 9691.39 1582.83 1469.29 -607.85 1590.06 337.52 0.91 36.78L 6786626.68 2036037.0010878.00 94.50 340.40 9689.06 1613.71 1498.43 -618.14 1620.93 337.58 1.61 HS 6786655.73 2036026.70
10910,00 94.70 340.40 9686.50 1645,58 1528.48 -628.84 1652.79 337.64 0.62 LS 6786685.78 2036016.0010942.00 94.50 340.40 9683.93 1677.44 1558.53 -639.54 1884.65 337.69 0.62 34.86R 6786716.83 2036005.3010974.00 95.50 341.10 9681,14 1709.30 1588.63 -650.05 1716.48 337.75 3.81 143.88R 6786746.93 2035994.79BotlomCB 22 10986.00 94.94 341.51 9680.05 1721.24 1599.95 -653.88 1728.41 337.77 5.78 143.78R 6786757.25 2035990.9611006.00 94.00 342.20 9678.49 1741.18 1618.89 -660.09 1748.30 337.82 5.82 167.02R 6786776.19 2035984.75

Survey 11038.00 92.70 342.50 9676.62 1773.12 1649.34 -669.78 1780.14 337.90 4.17 90.00R 6786806.64 2035975.0711070.00 92.70 342,90 9675.12 1805.08 1679.85 -679.29 1812.00 337.98 1.25 HS 6786837.15 2035965.5611102.00 93.30 342.90 9673.44 1837.04 1710.40 -688.68 1843.84 338.07 1.88 147.33R 6786867.70 2035956.17Top CB 22 11110.00 92.63 343.33 9673.03 1845.03 1718.04 -691.00 1851.80 338.09 9.96 147.96R 6786875.34 2035953.8511134.00 90.60 344.60 9672.35 1869.D1 1741.10 -697.63 1875.66 338.16 9.98 161.56R 6786898.40 2035947.22
11166.00 89.40 345.00 9672.35 1901.00 1771.98 -706.02 1907.45 336.28 3.95 56.31R 6786929.28 2035938.8311198.00 89.60 345.30 9672.63 1932.97 1802.91 -714.22 1939.22 338.39 1.13 71.57L 6786960.21 2035930.6311230.00 89.70 345.00 9672.82 1964.95 1833.84 -722.42 1971.00 338.50 0.99 36.87R 6786991.14 2035922.4311262.00 90.10 345.30 9672.88 1996.93 1864.77 -730.62 2002.79 33ß.60 1.56 105.94R 6787022.07 2035914.2311293.00 89.90 346.00 9672.88 2027.89 1894.80 -738.30 2033.56 338.71 2.35 90.00L 6787052.11 2035906.54
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Comments M u
lucEnagon Azimuih TVD NS EW Closme DLS Northing Easting(ft) (deg} (deg) (It) (it) (it) (ft} (ft) (deg) (dog/100ft) (dag) (RUS) (fals)

Survey 11325.00 89.90 345.30 9672.94 2059.86 1925.80 -746.24 2065.33 338.82 2.19 - 6787083.11 2035898.61
11357.00 89.90 345.30 9672.99 2091.83 1956.75 -754.36 2097.13 338.92 0.00 LS 0787114.06 2035890.49
11389.00 89.40 345.30 9673.19 2123.81 1987.71 -762.48 2128.93 339,01 1.56 150.26R 6787146.01 2035882.37
11421.00 88.70 345.70 9673.72 2155.77 2018,68 -770,49 2160.72 339.11 2.52 90.00L 6787175.99 2035874.36
11453.00 88.70 345.30 9674.44 2187.73 2049.66 -778.50 2192.52 339.20 1.25 - 6787206.96 2035866.3511485.00 88.70 345.30 9675.17 2219.70 2080.60 -786.62 2224.33 339.29 0.00 90.00R 6787237.91 2035858.2311517.00 88.70 345.70 9675.90 2251 60 2111.57 -794.63 2256.14 339.38 1.25 Ls 6787268.88 2035860.22
11549.00 88.50 345.70 9676.68 2283.61 2142.57 -802.53 2287.94 339.47 0.62 - 6787299.88 2036842.32
11580.00 88.50 345.70 9677.49 2314.57 2172.60 -810.18 2318.75 339.55 0.00 63.43L 6787329.91 2035834.66
11612.00 88.70 345.30 9678.27 2346.63 2203.57 -818.19 2350.57 339.63 1.40 90.00R 6787360.88 2036826.6611644.00 88.70 345.70 9679.00 2378.49 2234.55 -826.20 2382.39 339.71 1,25 HS 6787391.86 2035818.64
11675.00 89.20 345.70 9679.57 2409.45 2264.58 -833.86 2413.22 339.79 1.61 12.16L 6787421.89 2035810.99

Top of "O" 11686.00 89.85 345.56 9679.66 2420.44 2275.24 -836.59 2424.16 339.81 0.04 11.75L 6787432.55 2035808.26
11707.00 91.10 345.30 9679.48 2441.42 2295.66 -841.87 2445.06 339.80 6.08 44.99R 6787452.87 2035802.98
11739.00 91.50 345.70 9678.76 2473.38 2326.53 ·849.88 2476.90 339.93 1.77 119.74L 6787483.84 2035794.9711771.00 91.10 345.00 9678.03 2505.34 2357.48 -857.97 2508.75 340.00 2.52 LS 6787514.80 2036786.87
11803.00 90.60 345.00 9677.56 2537.32 2388.39 -866.25 2540.63 340.06 1.56 HS 6787545.70 2035778.5911835.00 92.00 345.00 9676.83 2569.29 2419.29 -874.53 2572.50 340.13 4.38 10.60R 6787576.60 2035770.31
11867.00 93.60 345.30 9675.27 2601.23 2450.18 -882.72 2604.34 340.19 5.09 123.73L 6787607.60 2035762.12
11899.00 93.40 345.00 9673.31 2633.14 2481.06 -890.91 2636.16 340.25 1.13 104.05L 6787638.37 2035753.94Survey 07-20 11931.00 93.30 344.60 9671.44 2665.07 2511.88 -899.28 2668.01 340.30 1.29 HS 6787669.20 2035745.56
11963.00 94.30 344.60 9669.32 2696.99 2542.67 -907.76 2699.85 340.35 3.12 123.75L 6787699.98 2035737.08
11995.00 94.10 344.30 9666.98 2728.89 2573.41 -916.32 2731.68 340.40 1.12 LS 6787730.73 2035728.52
12027.00 93.60 344.30 9664.83 2760.81 2604.15 -924.96 2763.54 340.45 1.56 LS 6787761.47 2035719.88
12059.00 92.20 344.30 9663.21 2792.76 2634.92 -933.61 2795.42 340.49 4.38 164.75R 6787792.23 2035711.2412091.00 91.10 344.60 9862.29 2824.74 2665.73 -942.18 2827.34 340.53 3.56 116.56L 6787ß23.05 2035702.66
12123.00 90.60 343.60 9661.82 2856.73 2696.50 -950.95 2859.27 340.57 3.49 HS 6787853.82 2035693.9012156.00 94.10 343.60 9660.50 2888.70 2727.17 -959.97 2891.19 340.61 10.94 10.72L $787884.49 2035684.87
12187.00 96.20 343.20 9657.63 2920.56 2757.71 -969.08 2923.03 340.64 6.68 39.97R 6787915.03 2035675.77

Survey 12219.00 97.50 344.30 9653.81 2952.33 2788.21 -977.97 2954.75 340.67 5.31 135.21L 6787945.53 2035666.8712251.00 97.10 343.90 9649.75 2984.07 2818.74 -9ß6.66 2986.43 340.71 1.76 167.96L 6787976.06 2035658.18
12283.00 95.70 343.60 9646.18 3015.86 2849.27 -995.56 3018.19 340.74 4.47 135.09R 6788006.59 2035649.28
12315.00 95.00 344.30 9643,20 3047.72 2879.89 -1004.37 3050.00 340.77 3.09 11ß.63L 6788037.21 2035640.47
12347.00 94.80 343.90 9640.46 3079.60 2910.55 -1013.11 3081.63 340.81 1.39 98.13L 6788067.87 2035631.7412379.00 94.70 343.20 9637.81 3111.48 2941.13 -1022.14 3113.68 340.84 2.20 28.16L 6788098.46 2035622.7112410.00 96.00 342.50 9634.92 3142.35 2970.63 -103124 3144.53 340.86 4.76 34.78R 6788127.95 2035613.60
12442.00 97.00 343.20 9631.30 3174.14 3001.01 -1040.61 3176.30 340.88 3.81 HS 6788158.33 2036604.23
12474.00 97.10 343.20 9627.37 3205.90 3031.41 -1049.79 3208.04 340.90 0.31 90.00L 6788188.73 2036695.05
12506.00 97.10 342.20 9623.42 3237.65 3061-73 -1059.23 3239.T7 340.92 3.10 95.69R 6786219.05 2035585.61
12538.00 97.00 343.20 9619.49 3269.41 3092.06 -1068.68 3271.52 340.93 3.12 HS 6788249.37 2035576.16Survey 12570.00 97.30 34320 9615.51 3301.16 3122.44 -1077,85 3303.24 340.96 0.94 122.98L 6788279.77 2036566.99
12600.00 96.20 341.50 9611.98 3330.95 3150.83 -1086.89 3333.03 340.97 6.72 - 6788308.16 2035557.95

EOH 12651.00 96.20 341.50 9606.47 3381.63 3198.91 -1102.98 3383.72 340.98 0.00 - 6788356.24 2035541.86

Survev Tvue: Non-Def Survey

Survev Error Modet: SLB ISCWSAversion 24 *" 3-D95.00% Confidence 2.7955 sigmaSurvevina Proa:
MDFrorni ft) MD To (ft) EOUFrea Survev Tool Tyne Borehole -> Survey0.00 4372.0D Act-Stns SLB UNKNOWN-DepthOnly(defau Greentown State #36-24 -> GreentownState 36-24H Gyro4372.00 8700.00 Act-Sins SLB UNKNOWN(default toolused) Greentown State #36-24 -> GreentownState 36-24H Gyro8700,00 9504.00 Act-Stns SLB UNKNOWN(defaulttoolused) Greentown State #36-24 -> Greentown State 36-24 Rensco ST9504.00 12651.00 Act-Stns SLB UNKNOWN(defaulttoolused) Greentown State #36-24 -> Greenstown State 36-24 ST 1

*Italicizedslations are NOTused Inpos&on calculationa
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Comments M u
lucEnagon Azimuih TVD NS EW Closme DLS Northing Easting(ft) (deg} (deg) (It) (it) (it) (ft} (ft) (deg) (dog/100ft) (dag) (RUS) (fals)

Survey 11325.00 89.90 345.30 9672.94 2059.86 1925.80 -746.24 2065.33 338.82 2.19 - 6787083.11 2035898.61
11357.00 89.90 345.30 9672.99 2091.83 1956.75 -754.36 2097.13 338.92 0.00 LS 0787114.06 2035890.49
11389.00 89.40 345.30 9673.19 2123.81 1987.71 -762.48 2128.93 339,01 1.56 150.26R 6787146.01 2035882.37
11421.00 88.70 345.70 9673.72 2155.77 2018,68 -770,49 2160.72 339.11 2.52 90.00L 6787175.99 2035874.36
11453.00 88.70 345.30 9674.44 2187.73 2049.66 -778.50 2192.52 339.20 1.25 - 6787206.96 2035866.3511485.00 88.70 345.30 9675.17 2219.70 2080.60 -786.62 2224.33 339.29 0.00 90.00R 6787237.91 2035858.2311517.00 88.70 345.70 9675.90 2251 60 2111.57 -794.63 2256.14 339.38 1.25 Ls 6787268.88 2035860.22
11549.00 88.50 345.70 9676.68 2283.61 2142.57 -802.53 2287.94 339.47 0.62 - 6787299.88 2036842.32
11580.00 88.50 345.70 9677.49 2314.57 2172.60 -810.18 2318.75 339.55 0.00 63.43L 6787329.91 2035834.66
11612.00 88.70 345.30 9678.27 2346.63 2203.57 -818.19 2350.57 339.63 1.40 90.00R 6787360.88 2036826.6611644.00 88.70 345.70 9679.00 2378.49 2234.55 -826.20 2382.39 339.71 1,25 HS 6787391.86 2035818.64
11675.00 89.20 345.70 9679.57 2409.45 2264.58 -833.86 2413.22 339.79 1.61 12.16L 6787421.89 2035810.99

Top of "O" 11686.00 89.85 345.56 9679.66 2420.44 2275.24 -836.59 2424.16 339.81 0.04 11.75L 6787432.55 2035808.26
11707.00 91.10 345.30 9679.48 2441.42 2295.66 -841.87 2445.06 339.80 6.08 44.99R 6787452.87 2035802.98
11739.00 91.50 345.70 9678.76 2473.38 2326.53 ·849.88 2476.90 339.93 1.77 119.74L 6787483.84 2035794.9711771.00 91.10 345.00 9678.03 2505.34 2357.48 -857.97 2508.75 340.00 2.52 LS 6787514.80 2036786.87
11803.00 90.60 345.00 9677.56 2537.32 2388.39 -866.25 2540.63 340.06 1.56 HS 6787545.70 2035778.5911835.00 92.00 345.00 9676.83 2569.29 2419.29 -874.53 2572.50 340.13 4.38 10.60R 6787576.60 2035770.31
11867.00 93.60 345.30 9675.27 2601.23 2450.18 -882.72 2604.34 340.19 5.09 123.73L 6787607.60 2035762.12
11899.00 93.40 345.00 9673.31 2633.14 2481.06 -890.91 2636.16 340.25 1.13 104.05L 6787638.37 2035753.94Survey 07-20 11931.00 93.30 344.60 9671.44 2665.07 2511.88 -899.28 2668.01 340.30 1.29 HS 6787669.20 2035745.56
11963.00 94.30 344.60 9669.32 2696.99 2542.67 -907.76 2699.85 340.35 3.12 123.75L 6787699.98 2035737.08
11995.00 94.10 344.30 9666.98 2728.89 2573.41 -916.32 2731.68 340.40 1.12 LS 6787730.73 2035728.52
12027.00 93.60 344.30 9664.83 2760.81 2604.15 -924.96 2763.54 340.45 1.56 LS 6787761.47 2035719.88
12059.00 92.20 344.30 9663.21 2792.76 2634.92 -933.61 2795.42 340.49 4.38 164.75R 6787792.23 2035711.2412091.00 91.10 344.60 9862.29 2824.74 2665.73 -942.18 2827.34 340.53 3.56 116.56L 6787ß23.05 2035702.66
12123.00 90.60 343.60 9661.82 2856.73 2696.50 -950.95 2859.27 340.57 3.49 HS 6787853.82 2035693.9012156.00 94.10 343.60 9660.50 2888.70 2727.17 -959.97 2891.19 340.61 10.94 10.72L $787884.49 2035684.87
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:
ML-49170

6. IF INDIAN, ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adril1horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER Greentown State 36-24H

2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th St. Suite 4300 an Denver STATE CO ZIP 80202 (303) 293-9133 Wildcat

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 1,108' FSL &2,158' FWL COUNTY: Ûf3

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWSE 36 218 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL S1TE OTHER: Pit closure
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Tight Hole Status

Delta Petroleum Corp. closed the pit for the Greentown State 36-24H on 6/10/2009.

Pit was closed by Earthworks, Inc. of Riverton, Wyoming using solidification technologymethods. (See attached DailyActivity
Report)

Start Date: 6/1/09
End Date: 6/10/09

Please see attached "Pit Closure Report and Composite Sample Test Results" from Earthworks.

NAME(PLEASEPRINT) Richard Bonham TITLE Completions Engineer

SIGNATURE DATE

(This space for State use only)

RECEIVED
AUG19 2009

(5/2000) (See instructions on Reverse Side)

DIV.0F0lL,GAS&
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Daily Activity Report

Delta

Location: Greentown State 36-24H

June 01-09 Monday

6:00 AM: Travel from Green River to field location.

7:00 AM: Arrive at location, meet trucks & track hoe, warm up
equipment, have safety meeting.

7:30 AM: Start pulling cuttings down off of back location on wall and
mixing reagent into cuttings.

1:40 PM: Add water to dry mix.

5:30 PM: Off location, travel from location to Green River.

June 02-09 Tuesday

6:00 AM: Travel from Green River to field location.

7:30 AM: Arrive at location, meet trucks & track hoe, warm up
equipment, have safety meeting.

8:00 AM: Start unloading reagent and water into reserve pit.

5:15 PM: Grease & fuel equipment.

5:30 PM: Off location, travel from location Green River.

June 03-09 Wednesday

6:30 AM: Travel from Green River to field location.

7:00 AM: Arrive at location, warm up equipment, have safety
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7:30 AM: Continue adding water to dry mix.

5:30 PM: Grease & fuel equipment.

5:45 PM: Off location, travel from location to Green River.

June 04-09 Thursday

6:00 AM: Travel from Green River to field location.

7:00 AM: Arrive at location, warm up equipment, have safety meeting.

7:30 AM: Continue adding water to dry mix.

4:30 PM: Off location, travel from location to Green River.

June 05-09 Friday

6:20 AM: Travel from Green River to field location.

7:00 AM: Arrive at location, meet trucks & track hoe, warm up
equipment, have safety meeting.

7:15 AM: Start moving mixing cell, water being added to dry mix.

11:50 AM: Grease & fuel equipment.

11:15 PM: Off location, travel from location to Riverton, WY.

June 08-09 Monday

6:30 AM: Travel from Green River to field location.

7:00 AM: Arrive at location, meet trucks & track hoe, warm up
equipment, have safety meeting.

11:00 AM: Mixing contents of pit, take composite samples of treated
material.

5:00 PM: Solidification finished, grease & fuel equipment.

5:30 PM: Off location, travel from location Green
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June 09-09 Tuesday

6:30 AM: Travel from Green River to field location.

9:00 AM: Arrive at location, meet trucks& track hoe, warm up
equipment, have safety meeting.

9:30 AM: Start placing cover soil on pit.

4:00 PM: Done placing cover soil, grease & fuel equipment.

4:30 PM: Off location, travel from location Green River.

June 10-09 Wednesday

6:30 AM: . Travel from Green River to field location.

7:00 AM: Arrive at location, meet trucks & track hoe, warm up
equipment, have safety meeting.

7:15 AM: Continue covering treated material.

10:00 AM: Done placing cover soil, grease & fuel equipment.

10:30 AM: Off location, travel from location Riverton, WY.

Job
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6:30 AM: Travel from Green River to field location.

9:00 AM: Arrive at location, meet trucks& track hoe, warm up
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6:30 AM: . Travel from Green River to field location.

7:00 AM: Arrive at location, meet trucks & track hoe, warm up
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10:00 AM: Done placing cover soil, grease & fuel equipment.

10:30 AM: Off location, travel from location Riverton, WY.

Job



Earthworks, Inc.
Regulatory Agency Pit Closure Report

1. Report submitted to: Delta Petroleum Corp.

2. Content of pit: Diluted Oil based drill cuttings & mud.

3. Size ofpit: 12,506 BBLS

4. Operator: Delta Petroleum Corp.

5. Closure Contractor: Earthworks Inc.

6. Lease Name & Number: Greentown State 36-24H

7. Location: Sec 36, T21S, R16E , Grand Countv Utah

8. . Start Date: 06/1/09 End Date: 06/10/09

9. Treating Materials added: LKD, CKD, Portland Cement

10. Was pit lined? No pit

11. Pre-Treatment Analysis (see attached)

TPH: 9% TDS: NA

12. Post-Treatment Analysis (see attached)

TPH< 1.0 > 10mg/L TDS < 2,150 >5000 mg/1

13. Stiffness/Compressive strength test results: Ran Dozer over it.

14. Type of pit: Reserve Pit

Signed: m Ñoo ,Q , Title: President Date:
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Earthworks, Inc.
Pre-Testing Results

Operator Delta Petroleum Corp.

Well Greentown State 36-24H

TPH 9% Water 10% Solids 81%

Allabove values are arrived at using a baroid retort distillationunit and represent percentage of
volume ofsample tested.

Tested by m /ÁnÚ/
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OC coNTI TESTING LABORATORIES, INC.
P.O. BOX 174- BETHEL PARK, PA 15102

(412) 833-7766, Fax (412) 854-0373
contilab@verizon.net

Earthworks 8/10/2009
1 Hutchinson Rd
Riverton , WY 82501
Attn: Ken Hostetter
Office: 307-856-4699/307-857-4260
Fax: 307-857-6683

Email: earthworks@wyoming.com

Received: 08/03/09
Sampled By: client
CTL ID: 130002

RESULTS

Sample ID: Greentown 36-24H (Utah)

& Method DL (mqll)

Total Dissolved Solids 2,150 EPA 160.1 10

Total Petroleum Hydrocarbon <1.0 EPA 1664 1.0

Ref: Wy Leachate

Approved By: Ñ .
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ACTUAL WELLPATH REPORT (CSVversion)
Prepared by Baker Hughes INTEQ
Software System: WellArchitect®2.0

REFERENCE WELLPATH IDENTIFICATION
Operator DELTA PETROLEUM CORPORATION
Area UTAH
Field GRAND COUNTY
Facility SEC.36-T21S-R16E
Slot Greentown State #36-24H (1108'FSL & 2158'FWL)
Well Greentown State #36-24H
Wellbore Greentown State #36-24H
Wellpath ' Greentown State #36-24H_awp_01
Sidetrack (none)

REPORT SETUP INFORMATION
Projection . NAD83 / Lambert Utah State Planes, Central Zone (4302), US feet
North Refe TRUE
Scale 1.00002
Convergen 0.89° East
Software S WellArchitect®
User Roberonw
Report Ger 30/May/2008 at 05:14
DataBaselt WellArchitectDBlev01.xml

WELLPATILocal Nortf Local East Grid East Grid North Latitude Longitude
[ft) [ft] [ft] (ft]

Slot Locatit 0 0 2036645 6785157 38°56'18.3t 110°06'25.285"W
FacilityRef 2036645 6785157 38°56'18.31110°06'25.285"W

Field Refer 2036645 6785157 38°56'18.31110°06'25.285"W

WELLPATHDATUM
Calculation Minimumcurvature
Horizontal Slot
Vertical Re Rig on Greentown State #36-24H (RT)
MDRefere Rig on Greentown State #36-24H (RT)
Field VerticMean Sea Level
Rig on Gre 4372.00ft RECEIVERig on Gre 4372.00ft
FacilityVer 0.00ft
Section OriO.00ft ÛË$
Section Ori0.00ft DMOFOIL,GAS&Section Azi347.00°

MINING

WELLP A TH D A T A Wellbore: Greentown State #36-24H Wellpath: Greentown State #36-241-
MD Inclination Azimuth TVD Vert Sect North East DLS
[ft) [°] [°] [ft] (ft] [ft] (ft] [°/100ft]

0 0 248.44 0 0 0 0 0
100 0.09 248.44 100 -0.01 -0.03 -0.07 0.09
200 0.26 226.11 200 -0.14 -0.22 -0.31 0.18
300 0.94 226.77 299.99 -0.67 -0.93 -1.07
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400 1,37 224.12 399.97 -1.73 -2.35 -2.5 0.43
500 1.63 224.43 499.94 -3-15 -4.23 -4.33 0.26
600 1.69 226.14 599.9 -4.67 -6.27 -6.39 0.08
700 1.68 218.54 699.85 -6.34 -8.43 -8.36 0.22
800 1.65 198.58 799.81 -8.47 -10.94 -9.74 0.58
900 1.74 156.64 899.77 -11.19 -13.7 -9.59 1.22

1000 1.45 140.7 999.73 -13.82 -16.08 -8.19 0.53
1100 1.46 144.63 1099.7 -16.13 -18.09 -6.65 0.1
1200 0,84 211.39 1199.68 -17.84 -19.76 -6.29 1.37
1300 1 232.31 1299.67 -18.72 -20.92 -7.37 0.37
1400 2.08 258.94 1399.64 -19.03 -21.8 -9.84 1.27
1500 2.09 256.72 1499.57 -18.98 -22.57 -13.39 0.08
1600 2.04 253.89 1599.5 -19.08 -23.48 -16.88 0.11
1700 1.96 252,86 1699.44 -19.3 -24.48 -20.22 0.09
1800 2.05 254.58 1799.38 -19.5 -25.46 -23.58 0.11
1900 2.08 259.99 1899.32 -19.48 -26.25 -27.09 0.2
2000 2.04 263.05 1999,25 -19.2 -26.78 -30.65 0.12
2021 2.2 271.64 2020.24 -19.06 -26.81 -31.42 1.69
2184 2 222.84 2183.14 -19.86 -28.81 -36.48 1.07
2280 2.3 209.24 2279.07 -22.23 -31.72 -38.56 0.61
2438 1.9 209.04 2436.97 -2

.52
-36.77 -41.38 0.25

2565 2.5 208.44 2563.87 -30.16 -41.05 -43.72 0.47
2660 2.4 205.94 2658.79 -33.26 -44.66 -45.58 0.15
2754 2.5 211,04 2752.7 -36.27 -48.19 -47.5 0.26
2849 2.8 208.64 2847.6 -39.49 -52 -49.68 0.34
2945 2.7 211.94 2943.49 -42.84 -55.98 -52 0.2
3040 2.5 209.74 3038.39 -45.95 -59.67 -54.21 0.24
3136 2.2 208.64 3134.31 -48.86 -63.11 -56.13 0.32
3231 1.6 231.34 3229.26 -50.8 -65.54 -58.04 1
3327 1.4 233.94 3325.23 -51.84 -67.07 -60.04 0.22
3422 1.2 230.94 3420.2 -52,73 -68.38 -61.75 0.22
3517 1.4 223.54 3515.18 -53.81 -69.84 -63.32 0.27
3609 1.8 217.14 3607.14 -55.36 -71.81 -64.97 0.48
3705 2.1 219.44 3703.09 -57,39 -74.37 -66.99 0.32
3800 2.2 219.04 3798.02 -59.58 -77.13 -69.25 0.11
3891 2.3 215.54 3888.95 -61.86 -79.97 -71.41 0.19
4021 2 219.64 4018.86 -64.96 -83.84 -74.37 0.26
4113 2 219.44 4110.8 -66.92 -86.32 -76.42 0.01
4210 2.1 220.04 4207.74 -69.02 -88.99 -78.64 0.11
4305 2.1 221.44 4302.67 -71.08 -91.62 80.91 0.05
4431 2.3 215.44 4428.58 -74.1 -95.41 -83.9 0.24
4654 2.3 218.74 4651.4 -79.83 -102.55 -89.3 0.06
5135 2 216.84 5132.06 -91.22 -116.8 -100.37 0.06
5177 1.6 214.74 5174.04 -92.09 -117.86 -101.14 0.97
5277 1.5 209,64 5274.01 -93-99 -120.15 -102.58 0.17
5500 1.15 218.673 5496.95 -97.53 -124.43 -105.43 0.18
5600 1.276 221.642 5596.92 -98.8 -126.05 -106.79 0.14
5700 1.281 218.503 5696.9 -100.14 -127.76 -108.23 0.07
5800 1.148 219.777 5796.88 -101.44 -129.4 -109.57 0.14
5900 1.253 225.288 5896.85 -102.62 -130.94 -110.98 0.16
6000 1.073 230.449 5996.83 -103.61 -132.31 -112.48 0.21
6100 0.791 235.764 6096.82 -104.28 -133.29 -113.78

400 1,37 224.12 399.97 -1.73 -2.35 -2.5 0.43
500 1.63 224.43 499.94 -3-15 -4.23 -4.33 0.26
600 1.69 226.14 599.9 -4.67 -6.27 -6.39 0.08
700 1.68 218.54 699.85 -6.34 -8.43 -8.36 0.22
800 1.65 198.58 799.81 -8.47 -10.94 -9.74 0.58
900 1.74 156.64 899.77 -11.19 -13.7 -9.59 1.22

1000 1.45 140.7 999.73 -13.82 -16.08 -8.19 0.53
1100 1.46 144.63 1099.7 -16.13 -18.09 -6.65 0.1
1200 0,84 211.39 1199.68 -17.84 -19.76 -6.29 1.37
1300 1 232.31 1299.67 -18.72 -20.92 -7.37 0.37
1400 2.08 258.94 1399.64 -19.03 -21.8 -9.84 1.27
1500 2.09 256.72 1499.57 -18.98 -22.57 -13.39 0.08
1600 2.04 253.89 1599.5 -19.08 -23.48 -16.88 0.11
1700 1.96 252,86 1699.44 -19.3 -24.48 -20.22 0.09
1800 2.05 254.58 1799.38 -19.5 -25.46 -23.58 0.11
1900 2.08 259.99 1899.32 -19.48 -26.25 -27.09 0.2
2000 2.04 263.05 1999,25 -19.2 -26.78 -30.65 0.12
2021 2.2 271.64 2020.24 -19.06 -26.81 -31.42 1.69
2184 2 222.84 2183.14 -19.86 -28.81 -36.48 1.07
2280 2.3 209.24 2279.07 -22.23 -31.72 -38.56 0.61
2438 1.9 209.04 2436.97 -2

.52
-36.77 -41.38 0.25

2565 2.5 208.44 2563.87 -30.16 -41.05 -43.72 0.47
2660 2.4 205.94 2658.79 -33.26 -44.66 -45.58 0.15
2754 2.5 211,04 2752.7 -36.27 -48.19 -47.5 0.26
2849 2.8 208.64 2847.6 -39.49 -52 -49.68 0.34
2945 2.7 211.94 2943.49 -42.84 -55.98 -52 0.2
3040 2.5 209.74 3038.39 -45.95 -59.67 -54.21 0.24
3136 2.2 208.64 3134.31 -48.86 -63.11 -56.13 0.32
3231 1.6 231.34 3229.26 -50.8 -65.54 -58.04 1
3327 1.4 233.94 3325.23 -51.84 -67.07 -60.04 0.22
3422 1.2 230.94 3420.2 -52,73 -68.38 -61.75 0.22
3517 1.4 223.54 3515.18 -53.81 -69.84 -63.32 0.27
3609 1.8 217.14 3607.14 -55.36 -71.81 -64.97 0.48
3705 2.1 219.44 3703.09 -57,39 -74.37 -66.99 0.32
3800 2.2 219.04 3798.02 -59.58 -77.13 -69.25 0.11
3891 2.3 215.54 3888.95 -61.86 -79.97 -71.41 0.19
4021 2 219.64 4018.86 -64.96 -83.84 -74.37 0.26
4113 2 219.44 4110.8 -66.92 -86.32 -76.42 0.01
4210 2.1 220.04 4207.74 -69.02 -88.99 -78.64 0.11
4305 2.1 221.44 4302.67 -71.08 -91.62 80.91 0.05
4431 2.3 215.44 4428.58 -74.1 -95.41 -83.9 0.24
4654 2.3 218.74 4651.4 -79.83 -102.55 -89.3 0.06
5135 2 216.84 5132.06 -91.22 -116.8 -100.37 0.06
5177 1.6 214.74 5174.04 -92.09 -117.86 -101.14 0.97
5277 1.5 209,64 5274.01 -93-99 -120.15 -102.58 0.17
5500 1.15 218.673 5496.95 -97.53 -124.43 -105.43 0.18
5600 1.276 221.642 5596.92 -98.8 -126.05 -106.79 0.14
5700 1.281 218.503 5696.9 -100.14 -127.76 -108.23 0.07
5800 1.148 219.777 5796.88 -101.44 -129.4 -109.57 0.14
5900 1.253 225.288 5896.85 -102.62 -130.94 -110.98 0.16
6000 1.073 230.449 5996.83 -103.61 -132.31 -112.48 0.21
6100 0.791 235.764 6096.82 -104.28 -133.29 -113.78



6200 0.522 243.923 6196.81 -104.63 -133.88 -114.76 0.28
6300 0.394 256.959 6296.81 -104.74 -134.16 -115.5 0.16
6400 0.317 274.838 6396.81 -104.65 -134.21 -116.11 0.13
6500 0.397 315.66 6496.81 -104.27 -133.94 -116.63 0.26
6600 0.521 317.246 6596.8 -103.58 -133.36 -117.18 0.12
6700 0.71 300.329 6696.8 -102.76 -132.71 -118.02 0.26
6800 0.643 253.106 6796.79 -102.37 -132.56 -119.09 0.55
6900 0.563 161.599 6896.79 -102.9 -133.19 -119.48 0.87
7000 1.062 190.82 6996.78 -104.24 -134.57 -119.49 0.63
7050 1.285 207.233 7046.77 -105.09 -135.52 -119.84 0.8
7100 2.207 242.95 7096.75 -105.75 -136.46 -120.95 2.77
7150 3.045 245.794 7146.69 -106.24 -137.44 -123.02 1.7
7200 2.308 248.049 7196.64 -106.66 -138.36 -125.17 1.49
7250 0.465 262.634 7246.62 -106.79 -138.76 -126.3 3.72
7300 0.132 169.596 7296.62 -106.83 -138.85 -126.49 0.98
7350 0.042 184.151 7346.62 -106.91 -138.92 -126.48 0.18
7400 0.086 40.227 7396.62 -106.9 -138.91 -126.46 0.24
7500 0.093 167.794 7496.62 -106.94 -138.93 -126.39 0.16
7600 0.096 343.957 7596.62 -106.94 -138.93 -126.4 0.19
7700 0.107 295.232 7696.62 -106.8 -138.81

-126.51 0.08
7800 0.125 323.178 7796.62 -106.64 -138.68 -126.66 0.06
7900 0.189 7.582 7896.62 -106.38 -138.43 -126.7 0.13
8000 0.27 60.455 7996.62 -106.16 -138.15 -126.48 0.22
8100 0.134 8.616 8096,62 -105.99 -137.92 -126.25 0.21
8200 0.048 57.107 8196.62 -105.86 -137.78 -126.2 0.11
8300 0.07 22.856 8296.62 -105.8 -137.7 -126.14 0.04
8400 0.028 250.587 8396.62 -105.75 -137.66 -126.14 0.09
8500 0.23 119.113 8496.62 -105.89 -137.76 -125.99 0.25
8600 0.519 125.422 8596.62 -106.36 -138.12 -125.44 0.29
8700 1.271 125.998 8696.6 -107.54 -139.04 -124.18 0.75
8800 1.531 120.001 8796.57 -109.29 -140.36 -122.12 0.3
8900 1.135 84.533 8896.55 -110.33 -140.93 -119.98 0.9
9000 0.517 60.361 8996.54 -110.33 -140.61 -118.6 0.7
9100 1.462 254.287 9096.53 -110.26 -140.73 -119.44 1.97
9200 2.825 235.19 9196.46 -111.23 -142.49 -122.69 1.52
9300 2.427 195.462 9296.36 -114.01 -145.93 -125.28 1.82
9400 1.512 135.531 9396.31 -117 -148.92 -124.92 2.12
9500 2.8 87.165 9496.24 -118.55 -149.74 -121.55 2.12
9550 2.369 74.045 9546.19 -118.72 -149.39 -119.34 1.46
9600 1.58 48.985 9596.16 -118.34 -148.66 -117.83 2.3
9650 1.1 21.439 9646.15 -117.62 -147.76 -117.13 1.58
9700 0.958 351.083 9696.14 -116.81 -146.9 -117.02 1.11
9732 1.88 344.8 9728.13 -116.02 -146.13 -117.2 2.92
9740 2.331 345.19 9736.13 -115.72 -145.84 -117,28 5.64
9743 2.5 345.3 9739.12 -115.6 -145.72 -117.31 5.84
9753 3.3 345.4 9749.11 -115.09 -145.23 -117.44 8
9755 3.42 345.22 9751.11 -114.97 -145.12 -117.47 6.02
9768 4.2 344.3 9764.08 -114.11 -144.28 -117.69 6.02
9783 5.1 340.5 9779.03 -112.9 -143.13 -118.07 6.34
9799 6.5 341.2 9794.95 -111.29 -141.6 -118.59 8.76
9835 9.8 337.1 9830.58 -106.24 -136.85 -120.44 9.3
9867 13.5 335.7 9861.91 -99.9 -130.93 -123,04

6200 0.522 243.923 6196.81 -104.63 -133.88 -114.76 0.28
6300 0.394 256.959 6296.81 -104.74 -134.16 -115.5 0.16
6400 0.317 274.838 6396.81 -104.65 -134.21 -116.11 0.13
6500 0.397 315.66 6496.81 -104.27 -133.94 -116.63 0.26
6600 0.521 317.246 6596.8 -103.58 -133.36 -117.18 0.12
6700 0.71 300.329 6696.8 -102.76 -132.71 -118.02 0.26
6800 0.643 253.106 6796.79 -102.37 -132.56 -119.09 0.55
6900 0.563 161.599 6896.79 -102.9 -133.19 -119.48 0.87
7000 1.062 190.82 6996.78 -104.24 -134.57 -119.49 0.63
7050 1.285 207.233 7046.77 -105.09 -135.52 -119.84 0.8
7100 2.207 242.95 7096.75 -105.75 -136.46 -120.95 2.77
7150 3.045 245.794 7146.69 -106.24 -137.44 -123.02 1.7
7200 2.308 248.049 7196.64 -106.66 -138.36 -125.17 1.49
7250 0.465 262.634 7246.62 -106.79 -138.76 -126.3 3.72
7300 0.132 169.596 7296.62 -106.83 -138.85 -126.49 0.98
7350 0.042 184.151 7346.62 -106.91 -138.92 -126.48 0.18
7400 0.086 40.227 7396.62 -106.9 -138.91 -126.46 0.24
7500 0.093 167.794 7496.62 -106.94 -138.93 -126.39 0.16
7600 0.096 343.957 7596.62 -106.94 -138.93 -126.4 0.19
7700 0.107 295.232 7696.62 -106.8 -138.81

-126.51 0.08
7800 0.125 323.178 7796.62 -106.64 -138.68 -126.66 0.06
7900 0.189 7.582 7896.62 -106.38 -138.43 -126.7 0.13
8000 0.27 60.455 7996.62 -106.16 -138.15 -126.48 0.22
8100 0.134 8.616 8096,62 -105.99 -137.92 -126.25 0.21
8200 0.048 57.107 8196.62 -105.86 -137.78 -126.2 0.11
8300 0.07 22.856 8296.62 -105.8 -137.7 -126.14 0.04
8400 0.028 250.587 8396.62 -105.75 -137.66 -126.14 0.09
8500 0.23 119.113 8496.62 -105.89 -137.76 -125.99 0.25
8600 0.519 125.422 8596.62 -106.36 -138.12 -125.44 0.29
8700 1.271 125.998 8696.6 -107.54 -139.04 -124.18 0.75
8800 1.531 120.001 8796.57 -109.29 -140.36 -122.12 0.3
8900 1.135 84.533 8896.55 -110.33 -140.93 -119.98 0.9
9000 0.517 60.361 8996.54 -110.33 -140.61 -118.6 0.7
9100 1.462 254.287 9096.53 -110.26 -140.73 -119.44 1.97
9200 2.825 235.19 9196.46 -111.23 -142.49 -122.69 1.52
9300 2.427 195.462 9296.36 -114.01 -145.93 -125.28 1.82
9400 1.512 135.531 9396.31 -117 -148.92 -124.92 2.12
9500 2.8 87.165 9496.24 -118.55 -149.74 -121.55 2.12
9550 2.369 74.045 9546.19 -118.72 -149.39 -119.34 1.46
9600 1.58 48.985 9596.16 -118.34 -148.66 -117.83 2.3
9650 1.1 21.439 9646.15 -117.62 -147.76 -117.13 1.58
9700 0.958 351.083 9696.14 -116.81 -146.9 -117.02 1.11
9732 1.88 344.8 9728.13 -116.02 -146.13 -117.2 2.92
9740 2.331 345.19 9736.13 -115.72 -145.84 -117,28 5.64
9743 2.5 345.3 9739.12 -115.6 -145.72 -117.31 5.84
9753 3.3 345.4 9749.11 -115.09 -145.23 -117.44 8
9755 3.42 345.22 9751.11 -114.97 -145.12 -117.47 6.02
9768 4.2 344.3 9764.08 -114.11 -144.28 -117.69 6.02
9783 5.1 340.5 9779.03 -112.9 -143.13 -118.07 6.34
9799 6.5 341.2 9794.95 -111.29 -141.6 -118.59 8.76
9835 9.8 337.1 9830.58 -106.24 -136.85 -120.44 9.3
9867 13.5 335.7 9861.91 -99.9 -130.93 -123,04



9899 16.6 335 9892.81 -91.76 -123.38 -126.51 9.7
9934 20.6 336.8 9925.98 -80.81 -113.19 -131.05 11.54
9954 23.9 340 9944.49 -73.32 -106.14 -133.82 17.57
9994 31.1 345.6 9979.95 -54.92 -88.5 -139.17 19.11

10026 34.6 345.2 10006.83 -37.57 -71.7 -143.55 10.96
10055 39.4 344.9 10029.98 -20.14 -54.85 -148.05 16.56

10061.58 40.366 345.179 10035.03 -15.92
-50.77 -149.14 14.93

10089 43.5 344.9 10055.43 2.39 -33.07 -153.87 11.45
10113 47.6 342,4 10072.23 19.49 -16.64 -158.71 18.63
10127 50.7 340 10081.39 30.02 -6.62 -162.12 25,66
10151 54.8 337.1 10095.92 48.91 11.15 -169.12 19.6
10161 57.4 337.1 10101.49 57.08 18.79 -172.35 26
10177 60.6 337,5 10109.73 70.6 31.44 -177.64 20.11
10194 62.9 340 10117.78 85.42 45.4 -183.06 18.73
10210 66.4 340.3 10124.63 99.77 59 -187.97 21.94

10224.5 69.8 340.7 10130.04 113.14 71.68 -192.46 23.59
10257 77.5 340.7 10139.18 144.11 101.09 -202.76 23.69
10289 83.9 341 10144.35 175,49 130.91 -213.11 20.02
10320 90.4 340 10145.89 206.24 160.08 -223.45 21.21
10352 97.3 340.3 10143.74 237.92 190.09 -234.28 21.58
10384 99.8 340 10138.98 269.33 219.85 -245.02 7.87
10416 100.7 339.6 10133.29 300,57 249.4 -255.9 3.07
10431 101.2 338.9 10130.44 315.17 263.17 -261.11 5.67
10453 101.6 339.2 10126.09 336.53 283.31 -268.83 2.26
10463 101.8 338.2 10124.06 346.22 292.44 -272.38 9.99
10495 101 339.6 10117.74 377.27 321.7 -283.67 4.96
10527 100.6 340.6 10111.74 408.47 351.26 -294.37 3,31
10559 99.9 341.3 10106.05 439.79 381.02 -304.65 3.07
10592 98.9 342.8 10100.66 472.22 411.99 -314.68 5.41
10625 97.3 343.5 10096.01 504.82 443.26 -324.15 5.28
10657 96.2 344.5 10092.25 536.55 473.81 -332.91 4.63
10689 94.7 344.2 10089.21 568.37 504.48 -341.5 4.78
10721 93.6 344.5 10086.89 600.25 535.21 -350.11 3.56
10753 91.7 344.5 10085.41 632.19 566.01 -358.66 5.94
10793 91.3 343.8 10084.36 672.12 604.48 -369.58 2.02
10825 92.1 343.8 10083.42 704.06 635,2 -378.5 2.5
10857 92.8 345.2 10082.05 736 666 -387.04 4.89
10889 92.3 346.3 10080.62 767.96 696.99 -394.91 3.77
10921 89.8 347 10080.04 799.95 728.11 -402.3 8.11
10953 88.4 348 10080.54 831.94 759.35 -409.23 5.38
10985 88.9 348.7 10081.29 863.93 790.68 -415.69 2,69
11017 88.4 350.4 10082.05 895.88 822.14 -421.49 5.54
11048 89.2 352.2 10082.7 926.79 852.78 -426.18 6.35
11080 88.7 351.9 10083.28 958.66 884.46 -430.6 1.82
11112 89.5 350.1 10083.79 990.58 916.06 -435.61 6.15
11144 91.6 352.6 10083.48 1022.48 947.69 -440.42 10.2
11176 91.3 352.3 10082.67 1054.32 979.41 -444.62 1,33
11209 90.6 352.3 10082.12 1087.18 1012.1 -449.04 2.12
11241 89.6 350.8 10082.07 1119.07 1043.76 -453.74 5.63
11272 89.1 350,8 10082.42 1150 1074.36 -458.7 1.61
11304 89.5 351.2 10082.81 1181.92 1105.96 -463.71 1.77
11336 89.5 350.8 10083.09 1213.84 1137.56 -468.71

9899 16.6 335 9892.81 -91.76 -123.38 -126.51 9.7
9934 20.6 336.8 9925.98 -80.81 -113.19 -131.05 11.54
9954 23.9 340 9944.49 -73.32 -106.14 -133.82 17.57
9994 31.1 345.6 9979.95 -54.92 -88.5 -139.17 19.11

10026 34.6 345.2 10006.83 -37.57 -71.7 -143.55 10.96
10055 39.4 344.9 10029.98 -20.14 -54.85 -148.05 16.56

10061.58 40.366 345.179 10035.03 -15.92
-50.77 -149.14 14.93

10089 43.5 344.9 10055.43 2.39 -33.07 -153.87 11.45
10113 47.6 342,4 10072.23 19.49 -16.64 -158.71 18.63
10127 50.7 340 10081.39 30.02 -6.62 -162.12 25,66
10151 54.8 337.1 10095.92 48.91 11.15 -169.12 19.6
10161 57.4 337.1 10101.49 57.08 18.79 -172.35 26
10177 60.6 337,5 10109.73 70.6 31.44 -177.64 20.11
10194 62.9 340 10117.78 85.42 45.4 -183.06 18.73
10210 66.4 340.3 10124.63 99.77 59 -187.97 21.94

10224.5 69.8 340.7 10130.04 113.14 71.68 -192.46 23.59
10257 77.5 340.7 10139.18 144.11 101.09 -202.76 23.69
10289 83.9 341 10144.35 175,49 130.91 -213.11 20.02
10320 90.4 340 10145.89 206.24 160.08 -223.45 21.21
10352 97.3 340.3 10143.74 237.92 190.09 -234.28 21.58
10384 99.8 340 10138.98 269.33 219.85 -245.02 7.87
10416 100.7 339.6 10133.29 300,57 249.4 -255.9 3.07
10431 101.2 338.9 10130.44 315.17 263.17 -261.11 5.67
10453 101.6 339.2 10126.09 336.53 283.31 -268.83 2.26
10463 101.8 338.2 10124.06 346.22 292.44 -272.38 9.99
10495 101 339.6 10117.74 377.27 321.7 -283.67 4.96
10527 100.6 340.6 10111.74 408.47 351.26 -294.37 3,31
10559 99.9 341.3 10106.05 439.79 381.02 -304.65 3.07
10592 98.9 342.8 10100.66 472.22 411.99 -314.68 5.41
10625 97.3 343.5 10096.01 504.82 443.26 -324.15 5.28
10657 96.2 344.5 10092.25 536.55 473.81 -332.91 4.63
10689 94.7 344.2 10089.21 568.37 504.48 -341.5 4.78
10721 93.6 344.5 10086.89 600.25 535.21 -350.11 3.56
10753 91.7 344.5 10085.41 632.19 566.01 -358.66 5.94
10793 91.3 343.8 10084.36 672.12 604.48 -369.58 2.02
10825 92.1 343.8 10083.42 704.06 635,2 -378.5 2.5
10857 92.8 345.2 10082.05 736 666 -387.04 4.89
10889 92.3 346.3 10080.62 767.96 696.99 -394.91 3.77
10921 89.8 347 10080.04 799.95 728.11 -402.3 8.11
10953 88.4 348 10080.54 831.94 759.35 -409.23 5.38
10985 88.9 348.7 10081.29 863.93 790.68 -415.69 2,69
11017 88.4 350.4 10082.05 895.88 822.14 -421.49 5.54
11048 89.2 352.2 10082.7 926.79 852.78 -426.18 6.35
11080 88.7 351.9 10083.28 958.66 884.46 -430.6 1.82
11112 89.5 350.1 10083.79 990.58 916.06 -435.61 6.15
11144 91.6 352.6 10083.48 1022.48 947.69 -440.42 10.2
11176 91.3 352.3 10082.67 1054.32 979.41 -444.62 1,33
11209 90.6 352.3 10082.12 1087.18 1012.1 -449.04 2.12
11241 89.6 350.8 10082.07 1119.07 1043.76 -453.74 5.63
11272 89.1 350,8 10082.42 1150 1074.36 -458.7 1.61
11304 89.5 351.2 10082.81 1181.92 1105.96 -463.71 1.77
11336 89.5 350.8 10083.09 1213.84 1137.56 -468.71



11368 90.4 351.6 10083.12 1245.76 1169.19 -473.61 3.76
11400 87.9 350.8 10083,59 1277.67 1200.8 -478.5 8.2
11431 88.1 350.1 10084.67 1308.59 1231.35 -483,64 2.35
11456 90 351.2 10085.09 1333.54 1256.02 -487.7 8.78
11487 89.6 350.1 10085.19 1364.47 1286.61 -492.74 3.78
11519 89.6 350,8 10085.42 1396.41 1318.16 -498.05 2.19
11551 88.8 351.2 10085.87 1428.33 1349.76 -503.05 2,8
11583 88.6 351.2 10086.59 1460.24 1381.38 -507.95 0.62
11615 89.2 351.6 10087.21 1492.14 1413.01 -512.73 2.25
11643 89.8 351,6 10087.45 1520.05 1440.71 -516.82 2.14
11678 89.1 351.6 10087.79 1554.93 1475.33 -521.93 2
11709 89,8 351.5 10088.08 1585.83 1506 -526.49 2.28
11741 89.5 351.2 10088.28 1617.74 1537.63 -531.3 1.33
11773 88.8 351.2 10088.75 1649.65 1569.25 -536,2 2.19
11805 89.6 350.5 10089.2 1681.57 1600.84 -541.28 3.32
11837 89.7 350.8 10089.4 1713.51 1632.41 -546.48 0.99
11869 89.2 350.8 10089.7 1745.44 1664 -551.6 1,56
11900 88.9 350.8 10090.22 1776.36 1694,6 -556.55 0.97
11931 89 351.2 10090.78 1807.28 1725.21 -561.4 1.33
11965 89.4 351,6 10091.26 1841.18 1758.83 -566.49 1.66
11997 89.5 352.2 10091.57 1873.06 1790.5 -571 1.9
12029 89.2 352.2 10091.93 1904.93 1822.21 -575.34 0.94
12051 88.8 351.9 10092.31 1926.84 1843.99 -578.38 2.27
12100 88.8 351.9 10093.34 1975.65 1892.49 -585.28 0

WELLPATH COMPOSITION Ref Wellbore: Greentown State #36-24H Ref Wellpath: Greentown Sta
Log Namel Start MD End MD Pos Uno Model

[ft] [ft]
EXCEL MV 0 5277 ISCWSA MWD,Rev. 0 (Standard)
GYRO 5277 9700 Generic gyro - northseeking (Standard)
9768Gyro I 9700 9835 Generic gyro - northseeking (Standard)
Navitrack il 9835 12100 NaviTrak

11368 90.4 351.6 10083.12 1245.76 1169.19 -473.61 3.76
11400 87.9 350.8 10083,59 1277.67 1200.8 -478.5 8.2
11431 88.1 350.1 10084.67 1308.59 1231.35 -483,64 2.35
11456 90 351.2 10085.09 1333.54 1256.02 -487.7 8.78
11487 89.6 350.1 10085.19 1364.47 1286.61 -492.74 3.78
11519 89.6 350,8 10085.42 1396.41 1318.16 -498.05 2.19
11551 88.8 351.2 10085.87 1428.33 1349.76 -503.05 2,8
11583 88.6 351.2 10086.59 1460.24 1381.38 -507.95 0.62
11615 89.2 351.6 10087.21 1492.14 1413.01 -512.73 2.25
11643 89.8 351,6 10087.45 1520.05 1440.71 -516.82 2.14
11678 89.1 351.6 10087.79 1554.93 1475.33 -521.93 2
11709 89,8 351.5 10088.08 1585.83 1506 -526.49 2.28
11741 89.5 351.2 10088.28 1617.74 1537.63 -531.3 1.33
11773 88.8 351.2 10088.75 1649.65 1569.25 -536,2 2.19
11805 89.6 350.5 10089.2 1681.57 1600.84 -541.28 3.32
11837 89.7 350.8 10089.4 1713.51 1632.41 -546.48 0.99
11869 89.2 350.8 10089.7 1745.44 1664 -551.6 1,56
11900 88.9 350.8 10090.22 1776.36 1694,6 -556.55 0.97
11931 89 351.2 10090.78 1807.28 1725.21 -561.4 1.33
11965 89.4 351,6 10091.26 1841.18 1758.83 -566.49 1.66
11997 89.5 352.2 10091.57 1873.06 1790.5 -571 1.9
12029 89.2 352.2 10091.93 1904.93 1822.21 -575.34 0.94
12051 88.8 351.9 10092.31 1926.84 1843.99 -578.38 2.27
12100 88.8 351.9 10093.34 1975.65 1892.49 -585.28 0

WELLPATH COMPOSITION Ref Wellbore: Greentown State #36-24H Ref Wellpath: Greentown Sta
Log Namel Start MD End MD Pos Uno Model

[ft] [ft]
EXCEL MV 0 5277 ISCWSA MWD,Rev. 0 (Standard)
GYRO 5277 9700 Generic gyro - northseeking (Standard)
9768Gyro I 9700 9835 Generic gyro - northseeking (Standard)
Navitrack il 9835 12100 NaviTrak



Print Form

STATE OF UTAH AMENDED REPORT X FORM 8
DEPARTMENT OF NATURALRESOURCES (tiighlight changes)

DIVISIONOF OIL, GAS AND MINING * . a 5. LEASEDESIGNATIONANDSERIALNUMBER
ML -49170

6. IHNDIAN, ALLUd I EE UN LRIMENAlulbWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a IWEDI-WeLL: OIL GAS DRY OTHER / uWiioreAAuWEEMENIÑAME

WELL WELL X N/A
b TYPE OF WORK: 8. WELL NAMEand NUMBER

Z'L X HLATRSZ. EP-
RY

EFSFVR
OTHER Greentown State 36-24H

2. ÑAME01- ONERA iDR: 9. API NlJiabi-R:

Delta Petroleum Corporation 4301931519
3. ADORESS OF OPERATOR; PHONE NLIMBER. 10 F1ELDAND POOL, OR WILDCAT
370 17th St, Ste.4300 ciTY Denver sTATE CO zie80202 303-293-9133 Wildcat

4. LOCATlONOFWELL(FOOTAGES) 11. QiR/QTR. SECTION, TOWNSHlP, RANGE,
AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW:
AT TOTALDEPTH: 12. COUNTY 13. STATE

1108' FSL&2158' FWL Grand UTAH
14. DATE SPUDDED 15 DATE T D. REACHEO. 16. DATE COMPLETED 17 ELEVATIONS(DF, RKB, RT, GL}:

10/27/07 12/31/07 4/2/08 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'
18. TOTAL DEPTH. MO 10,316 19. PLUG BACK T.D.: MD 9,785 20. IF MULTIPLECOMPLETIONS, HOW MANY?* ; i. DEPTH BRIDGE MD 9,785PLUG SET.

TVD 10,316 Tvo 9,785 TVD 9,785
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submu copyofeach) 23.

Dual Spaced Neutron, CBL,CHITriple Combo, Sector Bond Log, Array WASWELLCORED? NO X YES (Submitanalysis)

. WAS DST RUNT NO x YES (Submit report)Compensated Resistivity
DIRECTIONALSURVEY7 NO X YES (Submitcopy)

24. CASINGAND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#Rt) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMEWMTYCKES
WL BL) CEMENT TOP ** AMOUNTPULLED

30" 24" J-55 174# 0 40 Redi loo 18 Surface None
20" 16" J-55 84# 0 1,815 CIsG 1,120 514 Surface None
14-3/4" 10-3/4" H563 65.7# 0 5,748 2,498 Lite/CIsG 1,385 665 Surface None

Vari/CisG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# 0 10,316 Elast 1,815 458 775 None

26. TUBING RECORD

SIZE DEFHi SET (MD} PACKER SET (MD) Sl2E DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORA110N RECORD

FORMAT10NNAME TOP {MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) lNTERVAL(TopiBot- MD) SlZE NO. HOLES PERFORATION STATUS

(^) 10,086 10,092 .42 18 OPen × sneeezed
(B) 10,114 10,118 .42 8 open x seuse=•¤
(c) 10,142 10,150 .42 24 open x squeezeci
(¤) 10,218 10,262 .42 84 open × squeateci
28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEEE. ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086·10150 Pumped 110,401 gals of slickwaterand 106,541 gals of DynaGebH2 and 114,797 #'s of Verseprop.

10218-10262 Pumped 86,688 gals of slickwaterand 32,260 #'s of Versaprop.

29. ENCLOSED ATTACMMENTS: 30. WELL STATUS:

X ELECTRICALIMECHANICALLOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

RECElvEL)
(Scoool (CONTINUED ON BACK)

DECO3 2009
DIV.0FOIL,GAS&

Print Form

STATE OF UTAH AMENDED REPORT X FORM 8
DEPARTMENT OF NATURALRESOURCES (tiighlight changes)

DIVISIONOF OIL, GAS AND MINING * . a 5. LEASEDESIGNATIONANDSERIALNUMBER
ML -49170

6. IHNDIAN, ALLUd I EE UN LRIMENAlulbWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a IWEDI-WeLL: OIL GAS DRY OTHER / uWiioreAAuWEEMENIÑAME

WELL WELL X N/A
b TYPE OF WORK: 8. WELL NAMEand NUMBER

Z'L X HLATRSZ. EP-
RY

EFSFVR
OTHER Greentown State 36-24H

2. ÑAME01- ONERA iDR: 9. API NlJiabi-R:

Delta Petroleum Corporation 4301931519
3. ADORESS OF OPERATOR; PHONE NLIMBER. 10 F1ELDAND POOL, OR WILDCAT
370 17th St, Ste.4300 ciTY Denver sTATE CO zie80202 303-293-9133 Wildcat

4. LOCATlONOFWELL(FOOTAGES) 11. QiR/QTR. SECTION, TOWNSHlP, RANGE,
AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW:
AT TOTALDEPTH: 12. COUNTY 13. STATE

1108' FSL&2158' FWL Grand UTAH
14. DATE SPUDDED 15 DATE T D. REACHEO. 16. DATE COMPLETED 17 ELEVATIONS(DF, RKB, RT, GL}:

10/27/07 12/31/07 4/2/08 ABANDONED X READYTO PRODUCE GL 4350' KB 4372'
18. TOTAL DEPTH. MO 10,316 19. PLUG BACK T.D.: MD 9,785 20. IF MULTIPLECOMPLETIONS, HOW MANY?* ; i. DEPTH BRIDGE MD 9,785PLUG SET.

TVD 10,316 Tvo 9,785 TVD 9,785
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submu copyofeach) 23.

Dual Spaced Neutron, CBL,CHITriple Combo, Sector Bond Log, Array WASWELLCORED? NO X YES (Submitanalysis)

. WAS DST RUNT NO x YES (Submit report)Compensated Resistivity
DIRECTIONALSURVEY7 NO X YES (Submitcopy)

24. CASINGAND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#Rt) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMEWMTYCKES
WL BL) CEMENT TOP ** AMOUNTPULLED

30" 24" J-55 174# 0 40 Redi loo 18 Surface None
20" 16" J-55 84# 0 1,815 CIsG 1,120 514 Surface None
14-3/4" 10-3/4" H563 65.7# 0 5,748 2,498 Lite/CIsG 1,385 665 Surface None

Vari/CisG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# 0 10,316 Elast 1,815 458 775 None

26. TUBING RECORD

SIZE DEFHi SET (MD} PACKER SET (MD) Sl2E DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORA110N RECORD

FORMAT10NNAME TOP {MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) lNTERVAL(TopiBot- MD) SlZE NO. HOLES PERFORATION STATUS

(^) 10,086 10,092 .42 18 OPen × sneeezed
(B) 10,114 10,118 .42 8 open x seuse=•¤
(c) 10,142 10,150 .42 24 open x squeezeci
(¤) 10,218 10,262 .42 84 open × squeateci
28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEEE. ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086·10150 Pumped 110,401 gals of slickwaterand 106,541 gals of DynaGebH2 and 114,797 #'s of Verseprop.

10218-10262 Pumped 86,688 gals of slickwaterand 32,260 #'s of Versaprop.

29. ENCLOSED ATTACMMENTS: 30. WELL STATUS:

X ELECTRICALIMECHANICALLOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

RECElvEL)
(Scoool (CONTINUED ON BACK)

DECO3 2009
DIV.0FOIL,GAS&



31. INUAL PRODUC110N INTERVALA (As shown in item #26)

DATE FIRST PRODUCED TEST DATE HOURS TESTED: TEST PRODUCTION DIL - BBL: GAS - MCF WATER - BBL PROD. METHOD:

RATES R

CHOKE SIZE TEG. PRESS. CSG. PRESS API GRAVITY STU- GAS GAS/OIL RATlO 4 HR PRODUCTION OIL· BBL: GAS - MCF; WATER - BBL INTERVAL STATUS:
RATES: H

INTERVALB (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF WATER -BBL PROD. METHOD:
RATES ll

CHOKE St2E: TBG. PRESS. CSG. PRESS API GRAVITY BTU- GAS GAS/OIL RATIO A HR PRODUCTION OIL -BBL: GAS- MCF WATER - BBL INTERVAL STATUS:
RATES 11

INTERVALC (As shown In Itam 826)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTiCN OIL -BBL: GAS - MCF WATER - BBL PROD. METHOD:
RATES: O

CHOKE SI2E TBG, PRESS. CSG. PRESS. API GRAvlTY BTU - GAS GASIOIL RATIO4 HR PRODUCT1ON OIL -BBL: GAS- MCF WATER-BBL INTERVALSTATUS:
RATES: 11

INTERVALD (As shown in Item 826)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCT10N OIL-BBL: GAS- MCF WATER, BBL PROD METHOD:
RATES: M

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATFO 4 HR PRODUGT10N OIL - BBL: GAS -MCF WATER -BEL INTERVALSTATUS:
RATES U

32. DISPOSmON OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS zONES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all imporlant zones of porosity and contentsthereot Cored intervals and alldrill-stem tests, including depth interval
tesled,cushion used, time 1aol open, flowing and shut in pressures and recoveries

Formation o m Descriptions, Contents, etc Name (Measu Depth)

34) cont. Emrada 395
PinkertonTral] LO,199' Carmel 944

Navajo 1,091

Kayenta 1,551
MIItops measured depth is from KB Wingate 1,625

Chinie 2,071
ShinarumP 2,401
Moenkopi 2A23
Sinbad 2.870

White Rim 3,080

Cutler 3,448
Elephant Canyon 3,663
HonakerTrail 4,527
Paradox Salt s,7so

35. ADDIT10NALREMARK= (include plugg ng procedure)

Plugs Left in Hole:Baker 10K CIBP@10,070' (10sks, Dump bail 20' cement 10,070-10,050, TOC10,050')
Baker TV-10 CIBP@10,170' (10sks, Dump bail 20' cement 10,170'-10,150', TOC10,150')

CIBP@9785'

30. I hereby certify that the foregoing and attached Information is complete and correct as delarmined from all available records.

NAME(PLEASE PRINT) Richard Bonham TITLE COmpletions Engineer

SlGNATURE -- DATE / /

This report must be submittedwithin 30 days of
! completingor plugging a new well ! reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existingwell bore ! significantlydeepening an existingwell bore below theprevious bottom-hole depth
! recompleting to a different producing formation ! drillinghydrocarbon exploratory holes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations." ITEM24: Cement Top - Show how reported top(s)of œment were determined (circulated(CIR), calculated (CAL), œment bond log (CBL), temperaturesurvey
(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City,Utah84114-5801

31. INUAL PRODUC110N INTERVALA (As shown in item #26)

DATE FIRST PRODUCED TEST DATE HOURS TESTED: TEST PRODUCTION DIL - BBL: GAS - MCF WATER - BBL PROD. METHOD:

RATES R

CHOKE SIZE TEG. PRESS. CSG. PRESS API GRAVITY STU- GAS GAS/OIL RATlO 4 HR PRODUCTION OIL· BBL: GAS - MCF; WATER - BBL INTERVAL STATUS:
RATES: H

INTERVALB (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF WATER -BBL PROD. METHOD:
RATES ll

CHOKE St2E: TBG. PRESS. CSG. PRESS API GRAVITY BTU- GAS GAS/OIL RATIO A HR PRODUCTION OIL -BBL: GAS- MCF WATER - BBL INTERVAL STATUS:
RATES 11

INTERVALC (As shown In Itam 826)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTiCN OIL -BBL: GAS - MCF WATER - BBL PROD. METHOD:
RATES: O

CHOKE SI2E TBG, PRESS. CSG. PRESS. API GRAvlTY BTU - GAS GASIOIL RATIO4 HR PRODUCT1ON OIL -BBL: GAS- MCF WATER-BBL INTERVALSTATUS:
RATES: 11

INTERVALD (As shown in Item 826)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCT10N OIL-BBL: GAS- MCF WATER, BBL PROD METHOD:
RATES: M

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATFO 4 HR PRODUGT10N OIL - BBL: GAS -MCF WATER -BEL INTERVALSTATUS:
RATES U

32. DISPOSmON OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS zONES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all imporlant zones of porosity and contentsthereot Cored intervals and alldrill-stem tests, including depth interval
tesled,cushion used, time 1aol open, flowing and shut in pressures and recoveries

Formation o m Descriptions, Contents, etc Name (Measu Depth)

34) cont. Emrada 395
PinkertonTral] LO,199' Carmel 944

Navajo 1,091

Kayenta 1,551
MIItops measured depth is from KB Wingate 1,625

Chinie 2,071
ShinarumP 2,401
Moenkopi 2A23
Sinbad 2.870

White Rim 3,080

Cutler 3,448
Elephant Canyon 3,663
HonakerTrail 4,527
Paradox Salt s,7so

35. ADDIT10NALREMARK= (include plugg ng procedure)

Plugs Left in Hole:Baker 10K CIBP@10,070' (10sks, Dump bail 20' cement 10,070-10,050, TOC10,050')
Baker TV-10 CIBP@10,170' (10sks, Dump bail 20' cement 10,170'-10,150', TOC10,150')

CIBP@9785'

30. I hereby certify that the foregoing and attached Information is complete and correct as delarmined from all available records.

NAME(PLEASE PRINT) Richard Bonham TITLE COmpletions Engineer

SlGNATURE -- DATE / /

This report must be submittedwithin 30 days of
! completingor plugging a new well ! reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existingwell bore ! significantlydeepening an existingwell bore below theprevious bottom-hole depth
! recompleting to a different producing formation ! drillinghydrocarbon exploratory holes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations." ITEM24: Cement Top - Show how reported top(s)of œment were determined (circulated(CIR), calculated (CAL), œment bond log (CBL), temperaturesurvey
(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City,Utah84114-5801



Print Form

STATE OF UTAH -- AMENDED REPORT x FORM 8
DEPARTMENT OF NATURALRESOURCES -

- (highlight changes)
DIVIS10NOF OIL, GAS AND MINING - L -5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-49170
6. li· INDJAN,AU..Ol Il-EOR IklBI-NAMI-

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a IYPE UI l.L: OIL GAS DRY OTHER t. UNil or CA AGRJ-EMENI ÑAME

WEU. WELL X N/A
b TYPE OF WDRK 8 WELLNAMEand NUMBER:

L
HORZ EP- R

RY X ESFŸR.
OTHER Horizontalleg #1 Greentown State 36-24H

z NAMaul- vel-HAlug: 9. AH NUMBER.

Delta Petroleum Corporation 4301931519
3 ADDRESSOFOPERATOR: PHONENUMBER: 10FIELDANDPOOL.ORWLDCAT

370 17th St, Ste.4300 CITYDenver STATE CO ziP80202 303-293-9133 Wildcat
A LOCAT10N OF WELL(FOOTAGES} 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW
AT TOTALDEPTH: 12 COUNTY 13. STATE

2280'FNL & 1573' FWL Grand UTAH

14. DATE SPUDDED 15. DATET.D REACHED. 18. DATE COMPLETED 17. ELEVATIONS(DF, RKB, RT, GL)

4/26/2008 5/30/2008 6/10/2008 ABANDONED X READYTO PRODUCE GL 4350' KB4372'
18. TOTAL DEPTH- MD 12,100 19. PLUG BACKT.D.: MD 8,777 0. IF MULTIPLECOMPLETIONS, HOW MANY?*, i DEPTH BRIDGE MD gPLUG SET:

TVD 10,351 TVD TVD

22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23

WAS WELL CORED? NO X YES (Submitanalysis)
None run for horizontal leg WAS DST RUN? NO x YES (Submit report)

DIRECTIONALSURVEYT NO YES X (Submitcopy)

24 CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#tfl.) TOP (MD} BOTTOM (MD} STAGED TMENTER CNEMEPRTYPKES&
VOL BL} CEMENT TOP •• AMOUNTPULLED

6 1/2" 4 1/2" 3 1/2" 15.1#, 9.3# 9,531 12,100 E[ast 140 9465' None
P110 EUE8

2!i. TUBING RECORD

SIZE DEPTH SËT (MD) PACKER SET (MD} SLZE DEPTH SET {MD) PACKER SET (MD) SizE DEPTH SET (MD) PACKER SET (MD)

N/A
2L PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD} TOP (TVD) BOTTOM (TVD) INTERVAL(ToplBot- MD) SlZE NO HOLES PERFORATION STATUS

(A) N/A Open Squeezed

(8) Open Squeezed

(C) Open Squeezed

{D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEzE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

Et.ECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT X DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore Diagrm

(s2ooo) (CONT1NUEDON BACK) RECEIVED
DECO3 2009

f3HI f%C fill AAO o

Print Form

STATE OF UTAH -- AMENDED REPORT x FORM 8
DEPARTMENT OF NATURALRESOURCES -

- (highlight changes)
DIVIS10NOF OIL, GAS AND MINING - L -5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-49170
6. li· INDJAN,AU..Ol Il-EOR IklBI-NAMI-

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a IYPE UI l.L: OIL GAS DRY OTHER t. UNil or CA AGRJ-EMENI ÑAME

WEU. WELL X N/A
b TYPE OF WDRK 8 WELLNAMEand NUMBER:

L
HORZ EP- R

RY X ESFŸR.
OTHER Horizontalleg #1 Greentown State 36-24H

z NAMaul- vel-HAlug: 9. AH NUMBER.

Delta Petroleum Corporation 4301931519
3 ADDRESSOFOPERATOR: PHONENUMBER: 10FIELDANDPOOL.ORWLDCAT

370 17th St, Ste.4300 CITYDenver STATE CO ziP80202 303-293-9133 Wildcat
A LOCAT10N OF WELL(FOOTAGES} 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW
AT TOTALDEPTH: 12 COUNTY 13. STATE

2280'FNL & 1573' FWL Grand UTAH

14. DATE SPUDDED 15. DATET.D REACHED. 18. DATE COMPLETED 17. ELEVATIONS(DF, RKB, RT, GL)

4/26/2008 5/30/2008 6/10/2008 ABANDONED X READYTO PRODUCE GL 4350' KB4372'
18. TOTAL DEPTH- MD 12,100 19. PLUG BACKT.D.: MD 8,777 0. IF MULTIPLECOMPLETIONS, HOW MANY?*, i DEPTH BRIDGE MD gPLUG SET:

TVD 10,351 TVD TVD

22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23

WAS WELL CORED? NO X YES (Submitanalysis)
None run for horizontal leg WAS DST RUN? NO x YES (Submit report)

DIRECTIONALSURVEYT NO YES X (Submitcopy)

24 CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#tfl.) TOP (MD} BOTTOM (MD} STAGED TMENTER CNEMEPRTYPKES&
VOL BL} CEMENT TOP •• AMOUNTPULLED

6 1/2" 4 1/2" 3 1/2" 15.1#, 9.3# 9,531 12,100 E[ast 140 9465' None
P110 EUE8

2!i. TUBING RECORD

SIZE DEPTH SËT (MD) PACKER SET (MD} SLZE DEPTH SET {MD) PACKER SET (MD) SizE DEPTH SET (MD) PACKER SET (MD)

N/A
2L PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD} TOP (TVD) BOTTOM (TVD) INTERVAL(ToplBot- MD) SlZE NO HOLES PERFORATION STATUS

(A) N/A Open Squeezed

(8) Open Squeezed

(C) Open Squeezed

{D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEzE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

Et.ECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT X DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore Diagrm

(s2ooo) (CONT1NUEDON BACK) RECEIVED
DECO3 2009

f3HI f%C fill AAO o



31. INITIAL PRODUCT10N INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED TEST DATE HOUR6 TESTED TEST PRODUCTION OIL-BBL: GAS- MCF WATER - BBL: PROD. METHOD
RATES Il

CHOKE StZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GA$lOIL RATIO 4 HR PRODUCTION OIL -881 GAS- MCF WATER-BBL: INTERVALSTATUS:
RATES 11

INTERVALB (As shown In Itam #28)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED TEST PRODUCTION OIL-BBL GAS -MCF WATER - BBL. PROD. METHOD;
RATES: Il

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOIL RATIO 4 HR PRODUCTION OIL - BBL: GAS- MCF WATER-est: INTERVALSTATUS:
BATES ll

INTERVALC (As shown in lium #26)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTFON OIL - BBL: GAS - MCF WATER - BBL PROD METHOD:
RATES: [!

CHOKE SjZE: TBG. PRESS. CSG, PRESS, API GRAVLTY BTU - GAS GASIOIL RATIO.4 HR PRODUCTION OIL-BBL. GAS -MCF WATER - BBL INTERVAL STATUS:
RATES: II

INTERVALD (As shown in llam #26)

DATE FIRST PRODl]CED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF WATER -BBL PROD METHOD:
RATES: [I

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO. 4 HR PRODUCTION OIL- BBL GAS - MCF WATER - BBL INTERVALSTATUS;
RATES: [I

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS z0NES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof Cored intervals and alldrill-stem tests, including depth interval
tested,cushionused, timetoolopen,flowing and shut-inpressures and recoveries

Formation Top Botlom Descriptions, Contents, etc. Name(MD) (MD) (Measured Depth)

30 cent. Entrada 395
Pinkerton Trail 10.199' Carmel 944

Navajo 1,091
Kayenta 1,551*AIItops measured depth from KB Wingate 1,625
Chinle 2,071
Shinarump 2,401
Moenkopi 2,423
Sinbad Limestone 2,870
White Rim 3,080

Cutler 3,448
Elephant Canyon 3,663
HonakerTrail 4,527
Paradox Salt 5,750

35. ADDmONAL REMARKf (Include plugg ng procedure)

Plugs Left in Hole: CIBP#1 set @9431' w/8 sks of cement, TOC@9397
CIBP#2 tagged @8777'

38. I hereby certify that the foregoing and atiached Information is complainand conect as determined from all available records.

NAME(PLEASE PRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE i y ,
V LL- DATE

I

This report must be submitted within 30 days of
! completingor plugging a new well I reenteringa previously plugged and abandoned well
! drillinghorizontal laterals from an existingwell bore I significantlydeepening an existingwellbore below thepreviousbottom-hole depth
! lecompleting toa different producing formation I drillinghydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations." ITEM24: Cement Top - Show how reportedtop(s)of cement were determined (circulated(CIR), calculated (CAL), œment bond log (CBL), temperaturesurvey
(TS)).
Send to·

Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCT10N INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED TEST DATE HOUR6 TESTED TEST PRODUCTION OIL-BBL: GAS- MCF WATER - BBL: PROD. METHOD
RATES Il

CHOKE StZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GA$lOIL RATIO 4 HR PRODUCTION OIL -881 GAS- MCF WATER-BBL: INTERVALSTATUS:
RATES 11

INTERVALB (As shown In Itam #28)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED TEST PRODUCTION OIL-BBL GAS -MCF WATER - BBL. PROD. METHOD;
RATES: Il

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOIL RATIO 4 HR PRODUCTION OIL - BBL: GAS- MCF WATER-est: INTERVALSTATUS:
BATES ll

INTERVALC (As shown in lium #26)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTFON OIL - BBL: GAS - MCF WATER - BBL PROD METHOD:
RATES: [!

CHOKE SjZE: TBG. PRESS. CSG, PRESS, API GRAVLTY BTU - GAS GASIOIL RATIO.4 HR PRODUCTION OIL-BBL. GAS -MCF WATER - BBL INTERVAL STATUS:
RATES: II

INTERVALD (As shown in llam #26)

DATE FIRST PRODl]CED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF WATER -BBL PROD METHOD:
RATES: [I

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO. 4 HR PRODUCTION OIL- BBL GAS - MCF WATER - BBL INTERVALSTATUS;
RATES: [I

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS z0NES (include Aquifers): 34. FORMATION (Log) MARKERS:
Show all important zones of porosity and contents thereof Cored intervals and alldrill-stem tests, including depth interval
tested,cushionused, timetoolopen,flowing and shut-inpressures and recoveries

Formation Top Botlom Descriptions, Contents, etc. Name(MD) (MD) (Measured Depth)

30 cent. Entrada 395
Pinkerton Trail 10.199' Carmel 944

Navajo 1,091
Kayenta 1,551*AIItops measured depth from KB Wingate 1,625
Chinle 2,071
Shinarump 2,401
Moenkopi 2,423
Sinbad Limestone 2,870
White Rim 3,080

Cutler 3,448
Elephant Canyon 3,663
HonakerTrail 4,527
Paradox Salt 5,750

35. ADDmONAL REMARKf (Include plugg ng procedure)

Plugs Left in Hole: CIBP#1 set @9431' w/8 sks of cement, TOC@9397
CIBP#2 tagged @8777'

38. I hereby certify that the foregoing and atiached Information is complainand conect as determined from all available records.

NAME(PLEASE PRINT) Richard Bonham TITLE COmpletions Engineer

SIGNATURE i y ,
V LL- DATE

I

This report must be submitted within 30 days of
! completingor plugging a new well I reenteringa previously plugged and abandoned well
! drillinghorizontal laterals from an existingwell bore I significantlydeepening an existingwellbore below thepreviousbottom-hole depth
! lecompleting toa different producing formation I drillinghydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations." ITEM24: Cement Top - Show how reportedtop(s)of cement were determined (circulated(CIR), calculated (CAL), œment bond log (CBL), temperaturesurvey
(TS)).
Send to·

Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



c \ L Print Form

STATE OF UTAH AMENDEDREPORT x FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

b it- INDIAN, ALLU] I EE Uk I Rldh NAÑbWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. IYPE UI· WELL

LL y DRY OTHER .) I orCAAGHEEMENINAMk

b. TYPE OF WORK 0 WELLNAMEand NUMBER:

ZL
HLATRSZ EP-

RY X ÑEFFYR.
OTHER Horizontal leg #2 Greentown State 36-24H

2. ÑAÑkOEUÑkkALUk: 9 AWINUMBI-k:
Delta Petroleum Corporation 4301931519

3 ADDRESS OF DPERATOR: PHONE NUMBER 10 FIELD AND POOL. OR WLOCAT
370 17th St, Ste.4300 ciTY Denver STATE CÛ ZIP80202 303-293-9133 Wildcat

4 LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION. TOWNSHIP. RANGE,
AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW
AT TOTAL DEPTH: 12. COUNTY 13 STATE1021' FNL&1071' FWL@12,600' MD Grand UTAH

14 DATE SPUDDED 15. DATE T.D. REACHED: 18. DATE COMPLETED 17 ELEVATIONS(DF, RKB RT, GL)
6/12/2008 7/26/2008 12/5/2008 ABANDONED X READY TO PRODUCE GL 4350' KB 4372'

18 TOTAL DEPTH: MD 12,651 19 PLUG BACKT.D.: MD 8,970 20. IF MULTIPLECOMPLETIONS, HOW MANY?*: i. DE H R E MD 8,990
TVD 9,606 TVD TVD

22 TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED? NO X YES (Submit analysis)
WAS DST RUN7 NO x YES (Submitreport)
DIRECTIONALSURVEY? NO YES X (Submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE Sl2E SIZEJGRADE WEIGHT (#lft) TOP (MD) BOTTOM(MD} STAGED TMENTER CEMENTSACKE&
VO BL) CEMENT TOP " AMOUNTPULLED

5-7/8" 4-1/7 3-1/2" 15.1#, 9.3# 8,558 12,500 None
P-110 PH6

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SIZE DEPTH SET (MD) PACKER SET (MD}

26. PRODUCING INTERVALS 27. PERFORA110N RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD} INTERVAL(Top/Bot -MD) Sl2E NO HOŒS PERFORATIONSTATUS

(A) 8,796 8,804 38 24 Open y Squeezed

(B) 8,781 8,785 .38 12 Open x Squeezed

(C) Open Squeezed

(D) Open Squeezed
28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEzE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

20. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT X DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore Diagrm

(st2ooo) (CONTINUED ON BACK) RECEIVED
DECO3 2009

DIV.OF011 nonR.

c \ L Print Form

STATE OF UTAH AMENDEDREPORT x FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

b it- INDIAN, ALLU] I EE Uk I Rldh NAÑbWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. IYPE UI· WELL

LL y DRY OTHER .) I orCAAGHEEMENINAMk

b. TYPE OF WORK 0 WELLNAMEand NUMBER:

ZL
HLATRSZ EP-

RY X ÑEFFYR.
OTHER Horizontal leg #2 Greentown State 36-24H

2. ÑAÑkOEUÑkkALUk: 9 AWINUMBI-k:
Delta Petroleum Corporation 4301931519

3 ADDRESS OF DPERATOR: PHONE NUMBER 10 FIELD AND POOL. OR WLOCAT
370 17th St, Ste.4300 ciTY Denver STATE CÛ ZIP80202 303-293-9133 Wildcat

4 LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION. TOWNSHIP. RANGE,
AT SURFACE: 1108' FSL& 2158' FWL MERIDIAN:

SESW 36 215 16E
N/A

AT TOP PRODUCING INTERVALREPORTED BELOW
AT TOTAL DEPTH: 12. COUNTY 13 STATE1021' FNL&1071' FWL@12,600' MD Grand UTAH

14 DATE SPUDDED 15. DATE T.D. REACHED: 18. DATE COMPLETED 17 ELEVATIONS(DF, RKB RT, GL)
6/12/2008 7/26/2008 12/5/2008 ABANDONED X READY TO PRODUCE GL 4350' KB 4372'

18 TOTAL DEPTH: MD 12,651 19 PLUG BACKT.D.: MD 8,970 20. IF MULTIPLECOMPLETIONS, HOW MANY?*: i. DE H R E MD 8,990
TVD 9,606 TVD TVD

22 TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED? NO X YES (Submit analysis)
WAS DST RUN7 NO x YES (Submitreport)
DIRECTIONALSURVEY? NO YES X (Submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE Sl2E SIZEJGRADE WEIGHT (#lft) TOP (MD) BOTTOM(MD} STAGED TMENTER CEMENTSACKE&
VO BL) CEMENT TOP " AMOUNTPULLED

5-7/8" 4-1/7 3-1/2" 15.1#, 9.3# 8,558 12,500 None
P-110 PH6

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SIZE DEPTH SET (MD) PACKER SET (MD}

26. PRODUCING INTERVALS 27. PERFORA110N RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD} INTERVAL(Top/Bot -MD) Sl2E NO HOŒS PERFORATIONSTATUS

(A) 8,796 8,804 38 24 Open y Squeezed

(B) 8,781 8,785 .38 12 Open x Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEzE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

20. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT X DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore Diagrm

(st2ooo) (CONTINUED ON BACK) RECEIVED
DECO3 2009

DIV.OF011 nonR.



21, INITIAL PRODUCTlON INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL-BBL: GAS- MCF: WATER-BBL: PROD. METHOD

RATES [I

CHOKE SIZE: TBG. PRESS. CSG PRESS. APi GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION OlL-BBL GAS- MCF WATER - BBL INTERVALSTATUS:
RATES: If

INTERVALB (As shown In Item 826)

DATE FIRST PRODUCED. TEST DATE: HOURS TESTED: TEST PRODUCTION O1L-BBL: GAS- MCF WATER-BBL PROD. METHOD
RATES E

GHOKE SIZE TBG. PRESS CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 4 HR PRODLtCTION OIL - BBL GAS - MCF WATER - BBL INTERVAL STATUS;
RATES ll

INTERVALC (As shown In Itam #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OlL - BBL GAS - MCF WATER - BBL PROD METHOD
RATES: El

CHOKE SIZE: TEG, PRESS. CSG PRESS APi GRAviTY BTU- GAS GASIGIL RATIO 4 HR PRODUCTION OIL-BBL GAS -MCF: WATER-BBL IffTERVALSTATUS
RATES LI

INTERVALD (As shown in Item #26)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: Il

CHOKE SIZE: TBG. PRESS CSG. PRESS API GRAVITY BTU - GAS GASIOILRATlO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ll

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (Include Aquilers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contentsthereof Cored intervals and all diill-stem tests, including depth interval
tested, cushionused, time tool open, flowing and shut-in pressures and recoveries.

Formation o m Descriptions. Contents, etc. Name (Measur Depth)

34) cont Entrada aos
Pinkerton Trail 10,199' Carmel 944

Navajo 1,091
Kayenta 1,551

•AIItops measured depth from KB Wingate 1,625
Chinie 2,071
ShinarumP 2A01
Moenkopi 2,423

Sinbad Limestone 2,870

White Rim 3,080

Cutler 3,448

Elephant Canyon 3.663
HonakerTrail 4,s27
Paradox Salt 5,750

35. ADDITIONALREMARKi (include plugg og procedure)

Plugs Left in Hole: CIBP@8990' MD (dump bail 2 sks of cement on top of CIBP,TOC @8970')
Fish Left in Hole: (Topof fish @ ~3,350') 6.25" bit, XO sub, 1 jt tbg, "X"nipple, 7 jts tbg, 5-3/4" overshot, bumper sub, Hydraulic jars,

6 - 3 1/2" drillcollars, XOsub, and 1' piece of tbg.
30. I hereby certifythat the foregoing and attached Information la complete and correct as delermined from all available records.

NAME(PLEASE PRINT) RichardBonham TITLE COmpletions Engineer

SIGNATURE (, DATE

This report must be submitiedwithin 30 days of
I completingor plugging a new well ! reentering a previously plugged and abandoned well
I drillinghorizontal laterals from an existingwell bore ! significantly deepening an existingwellbore below theprevious bottom-hole depth
! recompletingtoa different producing formation I drillinghydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperature survey
(TS)).
Send to: Utah Division ofOil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

21, INITIAL PRODUCTlON INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL-BBL: GAS- MCF: WATER-BBL: PROD. METHOD

RATES [I

CHOKE SIZE: TBG. PRESS. CSG PRESS. APi GRAVITY BTU- GAS GAS/OIL RATIO 4 HR PRODUCTION OlL-BBL GAS- MCF WATER - BBL INTERVALSTATUS:
RATES: If

INTERVALB (As shown In Item 826)

DATE FIRST PRODUCED. TEST DATE: HOURS TESTED: TEST PRODUCTION O1L-BBL: GAS- MCF WATER-BBL PROD. METHOD
RATES E

GHOKE SIZE TBG. PRESS CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 4 HR PRODLtCTION OIL - BBL GAS - MCF WATER - BBL INTERVAL STATUS;
RATES ll

INTERVALC (As shown In Itam #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OlL - BBL GAS - MCF WATER - BBL PROD METHOD
RATES: El

CHOKE SIZE: TEG, PRESS. CSG PRESS APi GRAviTY BTU- GAS GASIGIL RATIO 4 HR PRODUCTION OIL-BBL GAS -MCF: WATER-BBL IffTERVALSTATUS
RATES LI

INTERVALD (As shown in Item #26)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: Il

CHOKE SIZE: TBG. PRESS CSG. PRESS API GRAVITY BTU - GAS GASIOILRATlO 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ll

32. DISPOSIT10N OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARY OF POROUS ZONES (Include Aquilers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contentsthereof Cored intervals and all diill-stem tests, including depth interval
tested, cushionused, time tool open, flowing and shut-in pressures and recoveries.

Formation o m Descriptions. Contents, etc. Name (Measur Depth)

34) cont Entrada aos
Pinkerton Trail 10,199' Carmel 944

Navajo 1,091
Kayenta 1,551

•AIItops measured depth from KB Wingate 1,625
Chinie 2,071
ShinarumP 2A01
Moenkopi 2,423

Sinbad Limestone 2,870

White Rim 3,080

Cutler 3,448

Elephant Canyon 3.663
HonakerTrail 4,s27
Paradox Salt 5,750

35. ADDITIONALREMARKi (include plugg og procedure)

Plugs Left in Hole: CIBP@8990' MD (dump bail 2 sks of cement on top of CIBP,TOC @8970')
Fish Left in Hole: (Topof fish @ ~3,350') 6.25" bit, XO sub, 1 jt tbg, "X"nipple, 7 jts tbg, 5-3/4" overshot, bumper sub, Hydraulic jars,

6 - 3 1/2" drillcollars, XOsub, and 1' piece of tbg.
30. I hereby certifythat the foregoing and attached Information la complete and correct as delermined from all available records.

NAME(PLEASE PRINT) RichardBonham TITLE COmpletions Engineer

SIGNATURE (, DATE

This report must be submitiedwithin 30 days of
I completingor plugging a new well ! reentering a previously plugged and abandoned well
I drillinghorizontal laterals from an existingwell bore ! significantly deepening an existingwellbore below theprevious bottom-hole depth
! recompletingtoa different producing formation I drillinghydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.
** ITEM24: Cement Top - Show how reported top(s) of cement were determined (circulated (CIR), calculated(CAL), cement bond log (CBL), temperature survey
(TS)).
Send to: Utah Division ofOil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Print Form

STATE OF UTAH AMENDED REPORT X FORM 8
DEPARTMENT OF NATURALRESOURCES (¯

(highlight changes)
DIVISIONOF OIL, GAS AND MININ 5 LEASEDESIGNATIONANDSERIALNUMBER:

ML -49170

b IHNDIAN, ALLUIIEE OR IRIlil- NAMI-

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a lyPEUE MLL o

LL ML X DRY OTHER NNil orCAAukbbMENI NAIE

b TYPE OF WORK: 8 WELLNAMEand NUMBER:

L
HORZ EP-

TRY
EFSFVR.

OTHER T&Avertical hole Greentown State 36-24H
2. NAMEUPUPERAION: R AHNiJúeku:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 F1ELDAND POOL, OR WILDCAT

370 17th St, Ste.4300 CITY DODVO¶ Sr ¾ CÛ ZIP80202 303-293-9133 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR. SECT10N, TOWNSHIP. RANGE.

AT SURFACE: 1108' FSL& 2158' FWL WRIDIAN.

SESW 36 215 16E

AT TOP PRODUCING INTERVALREPORTED BELOW:
N/A

ATTOTALDEPTH: 72. COUNiY 1& SIAlb
1108' FSL&2158' FWL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D REACHED. 16. DATE COMPLETED 17 ELEVATIONS(DF, RKB. RT, GL)
10/27/2007 12/31/2007 12/7/2008 ABANDONED READYTOPRODUCE GL 4350' KB 4372'

18. TOTALDEPTH MD 10,316 19 PLUG BACKT.D.: MD 1,400 0 IF MULTIPLECOMPLETIONS, HOW MANY?*:
i. DEPTH BRIDGE MD 3,336PLUG SET:

TVD 10,316 TVD 1,400 TVD 3,336
22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED, NO y YES (Submit analysis)
WAS DST RUN? NO x YES (Submitteport)

DIRECTIONALSURVEYT NO X YES (Submitcopy)

24 CASING AND I.INER RECORD (Report all strings set in well)

HOLE SIZE SIZEJORADE WEIGHT (#nt) TOP (MD) BOTTOM (MD) STAGE CEMHEMTER CNEROSACKES
VOL BL) CEMENT TOp ** AMOUNT PULLED

30" 24" J-55 174# 0 40 Redi loo 18 Surface None
20" 16" J-55 84# 0 1,815 CIsG 1,120 514 Surface None
14-3/4" 10-3/4" HS63 65.7# 0 5,748 2,498 Lite/CIsG 1,385 665 Surface None

vari/CIsG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# 0 10,316 Elast 1,815 458 775 None

25. TUBINGRECORD

$1ZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SIZE DEPTH SET (MD) PACKER SET (MD}

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONMAME TOP (MD) BOTTOM(MD) TOP (Tvo) BOTTOM (TVD) INTERVAL(ToplBot- MD) Sl2E NO. HOLES PERFORATIONSTATUS

t^) 10,086 10,092 .42 18 open X Squeezed

(53 10,114 10,118 .42 8 Open y Squeezed

(c) 10,142 10,150 .42 24 Open y Squeezed

(D) 10,218 10,262 .42 84 open x Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEzE, ETC.

DEFTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086-10150 Pumped 110A01galsof slickwater and 106,541 gais of DynaGel-H2 and 114,797 #'sofVersaprop.

10218-10262 Pumped 86.688 gais of slickwaterand 32,260 t's of versaprop.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGICREPORT DSTREPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

(succo) (CONT1NUEDON BACK) RECEIVED
DEC03 2009

DIV.0FOIL,GAS&

Print Form

STATE OF UTAH AMENDED REPORT X FORM 8
DEPARTMENT OF NATURALRESOURCES (¯

(highlight changes)
DIVISIONOF OIL, GAS AND MININ 5 LEASEDESIGNATIONANDSERIALNUMBER:

ML -49170

b IHNDIAN, ALLUIIEE OR IRIlil- NAMI-

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a lyPEUE MLL o

LL ML X DRY OTHER NNil orCAAukbbMENI NAIE

b TYPE OF WORK: 8 WELLNAMEand NUMBER:

L
HORZ EP-

TRY
EFSFVR.

OTHER T&Avertical hole Greentown State 36-24H
2. NAMEUPUPERAION: R AHNiJúeku:

Delta Petroleum Corporation 4301931519
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 F1ELDAND POOL, OR WILDCAT

370 17th St, Ste.4300 CITY DODVO¶ Sr ¾ CÛ ZIP80202 303-293-9133 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR. SECT10N, TOWNSHIP. RANGE.

AT SURFACE: 1108' FSL& 2158' FWL WRIDIAN.

SESW 36 215 16E

AT TOP PRODUCING INTERVALREPORTED BELOW:
N/A

ATTOTALDEPTH: 72. COUNiY 1& SIAlb
1108' FSL&2158' FWL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D REACHED. 16. DATE COMPLETED 17 ELEVATIONS(DF, RKB. RT, GL)
10/27/2007 12/31/2007 12/7/2008 ABANDONED READYTOPRODUCE GL 4350' KB 4372'

18. TOTALDEPTH MD 10,316 19 PLUG BACKT.D.: MD 1,400 0 IF MULTIPLECOMPLETIONS, HOW MANY?*:
i. DEPTH BRIDGE MD 3,336PLUG SET:

TVD 10,316 TVD 1,400 TVD 3,336
22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED, NO y YES (Submit analysis)
WAS DST RUN? NO x YES (Submitteport)

DIRECTIONALSURVEYT NO X YES (Submitcopy)

24 CASING AND I.INER RECORD (Report all strings set in well)

HOLE SIZE SIZEJORADE WEIGHT (#nt) TOP (MD) BOTTOM (MD) STAGE CEMHEMTER CNEROSACKES
VOL BL) CEMENT TOp ** AMOUNT PULLED

30" 24" J-55 174# 0 40 Redi loo 18 Surface None
20" 16" J-55 84# 0 1,815 CIsG 1,120 514 Surface None
14-3/4" 10-3/4" HS63 65.7# 0 5,748 2,498 Lite/CIsG 1,385 665 Surface None

vari/CIsG 710 1,270 Surface None
9-1/2" 7-5/8" P-110 39#, 29.7# 0 10,316 Elast 1,815 458 775 None

25. TUBINGRECORD

$1ZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SIZE DEPTH SET (MD) PACKER SET (MD}

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONMAME TOP (MD) BOTTOM(MD) TOP (Tvo) BOTTOM (TVD) INTERVAL(ToplBot- MD) Sl2E NO. HOLES PERFORATIONSTATUS

t^) 10,086 10,092 .42 18 open X Squeezed

(53 10,114 10,118 .42 8 Open y Squeezed

(c) 10,142 10,150 .42 24 Open y Squeezed

(D) 10,218 10,262 .42 84 open x Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEzE, ETC.

DEFTH INTERVAL AMOUNTAND TYPE OF MATERIAL
10086-10150 Pumped 110A01galsof slickwater and 106,541 gais of DynaGel-H2 and 114,797 #'sofVersaprop.

10218-10262 Pumped 86.688 gais of slickwaterand 32,260 t's of versaprop.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGICREPORT DSTREPORT DIRECTIONALSURVEY T&A
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS X OTHER: Wellbore diagrm

(succo) (CONT1NUEDON BACK) RECEIVED
DEC03 2009

DIV.0FOIL,GAS&



31. INIT1AL PRODUCT10N INTERVAL A (As shown In item #26)

DATE FIRST PRODUCED TEST DATE HOURS TESTED TEST PRODUCTION OIL- BBL GAS- MCF WATER · BBL PROD. METHOD
RATES 11

CHOKE SIZE: TBG. PRESS. CSG. PRESS API GRAvlTY BTU - GAS GAS/OIL RATIO 4 HR PRODUCTION DIL-BBL; GAS- MCF WATER -BBL INTERVALSTATUS:
RATES 11

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED. TEST DATE HOURS TESTED TEST PRODUCTION DIL- BBL: GAS- MCF: WATER -BBL: PROD. METROD:
RATES: [I

CHOKE SiZE TBG. PRESS. CSG PRESS. Pt GRAVITY BTU - GAS GAS/OfL RATIO 4 HR PRODUCTION OIL-BBL GAS -MCF WATER -BBL: INTERVALSTATUS
RATES: il

INTERVALC (As shown In Item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF WATER - BBL: PROD. METHOD.
RATES:!!

CHOKE StZE TBG PRESS. CSG. PRESS API GRAVITY STU - GAS GASIOILRATIO 4 HR PRODUCTION OIL - BBL: GAS - MCF WATER - BBL: INTERVALSTATUS
RATES:!!

INTERVALD (As shown in ilem #28)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: Il

CHOKE SIZE: TBG. PRESS. CSG. PRESS API GRAVITY BTU - GAS GASIOILRATIO: 4 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: Il

32. DISPOSITION OF GAS (Sold, Used for Fuel, Venied, Etc.)

33. SUMMARY OF POROUS zONES (Include Aqulfers): 34. FORMATION |Log) MARKERS.

Show all important zones of porosity and contents therent Cored intervals and alldrill-stem tests, including depth interval
tested,cushion used, timetool open, flowing and shut4n pressures and recoveries

Formation o m Descriptions, Contents, etc Name (Measur Depth)

34)cont. Entrada 395
Pinkerton Trail 10,199' Carmel 944

Navajo 1,091
*AIItops measured depth from KB Kayenta 1,551

Wingate 1.625

Chinie 2,071
ShinarumP 2,401
Moenkopi 2,423
Sinbad Limestone 2,870

White Rim 3.080

Cutler 3,448
Elephant Canyon 3,663
HonakerTrail 4,527
Paradox Salt s,ygg

35. ADDITIONALREMARKT (include plugg ng procedure)

Plugs Left in Hole: Baker 10K CIBP@ 10,070' (10sks, Dump bail 20' cement 10,070-10,050, TOC10,050')
Baker TV-10 CIBP@10,200' (10sks, Dump bail 20' cement 10,170'-10,150', TOC10,150')

*(new plug added on 12/6/2008)- CICR@3,336' (415 sks of ClassG"neat", 1.15 yld,85 bbi slurryvol.cement from 3,336'-1,400', TOC@1,400')

30. I hereby certify that the foregoing and atlached Information is complela and correct as determined kom all avallable records.

NAME(PLEASE PRINp Richard Bonham TITLE COmpletions Engineer

This report must be submittedwithin 30 days of
! completingor plugging a new well I reentering a previously plugged and abandoned well
! drillinghorizontal laterals from an existingwell bore I significantlydeepening an existing wellbore below the previous bottom-hole depth
! mcompleting to a different producing formation I drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations." ITEM24: Cement Top - Show how reported top(s)of cement were determined (circulated(CIR), calculated (CAL), œment bond log (CBL), temperaturesurvey
(TS)).
Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

ML-49170
6. IF INDIAN,ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENTNAME:Do notuse thisform for proposals todrillnewwells,significantlydeepen existingwells below current bottom-hole depth, reenterplugged wells, or t° N/Adrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL O OTHER Greentown State 36-24H
2. NAME OF OPERATOR: 9. API NUMBER:
Delta Petroleum Corporation 4301931519

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th St. Suite 4300 ClTY Denver STATE CO ZIP 80202 (303) 575-0383 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1,108' FSL &2,158' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWSE 36 21S 16E STATE:
UTAH

11. CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDiZE DEEPEN REPERFORATE CURRENT FORMATlON

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL
Approximate date workwillstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)
CHANGE WELL STATUS PRODUCflON (START/RESUME) WATER SHUT-OFFDate of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Request to extend
CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION T&A status

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Delta Petroleum Corporation requests an extension of Temporarily Abandoned status for the Greentown State 36-24H well until
December 7, 2010, which is an additional year from the current TA expiration date. Delta is requesting the extension to allow
additional timeto evaluate the potential future utilityof the wellbore.

A mechanical integrity test (MIT) was done on December 15, 2009. Please see the attached results of the MIT.

TIGHT HOLE STATUS

COPYSENTTOOPERATOR

NAME (PLEASE PRINT) Richard Bonham
TITLE Completions Engineer

SIGNATURE DATE 12/18/2009

(This space for State use only) UtahDIVISIOD Of

o, c' RECEIVED
(5/2000) (See Instructions on Reverse Side)

DEC2 1 2009
UTL lel DIROFOIL,GAS&
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(This space for State use only) UtahDIVISIOD Of

o, c' RECEIVED
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DEC2 1 2009
UTL lel DIROFOIL,GAS&



Greentown State 36-24H
Sundry Subsequent Report
December 17, 2009

A casing pressure test to demonstrate well mechanical integrity was performed
12/15/09 by Superior Energy Services. Unfortunately the test pump struggled and the
equipment did not have the means to isolate the pump from the well during the shut-in
part of the pressure test. From the attached chart, there was a pressure loss on each
15 minute test as follows:

Pressure test low - 210 psi to 190 psi (9.5% Ioss)
Pressure test intermediate - 485 psi to 435 psi (10.4% loss)
Pressure test high - 970 psi to 930 psi (4.1 % loss)

Additionally, there were some complications due to apparent ice plug(s) in the tree and
casing valves, but it appeared the casing fluid level was at or very near the surface.
The tree and casing valves were 0 psi SIP. The intermediate and surface casing valves
were checked 12/17/09 and also were 0 psi SIP.

Given this information, Delta suggests that well mechanical integrity is demonstrated by
this test despite the pressure losses. This is supported by the well configuration, the
fluid level and surface pressures, and the likely hood that the pressure losses were due
to the pump bleeding back during the shut-ins.

Delta requests well mechanical integrity approval and an extension of well TA status.

RECEIVED
DEC21 2009

DIV.0FOIL,GAS&

Greentown State 36-24H
Sundry Subsequent Report
December 17, 2009

A casing pressure test to demonstrate well mechanical integrity was performed
12/15/09 by Superior Energy Services. Unfortunately the test pump struggled and the
equipment did not have the means to isolate the pump from the well during the shut-in
part of the pressure test. From the attached chart, there was a pressure loss on each
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The tree and casing valves were 0 psi SIP. The intermediate and surface casing valves
were checked 12/17/09 and also were 0 psi SIP.

Given this information, Delta suggests that well mechanical integrity is demonstrated by
this test despite the pressure losses. This is supported by the well configuration, the
fluid level and surface pressures, and the likely hood that the pressure losses were due
to the pump bleeding back during the shut-ins.

Delta requests well mechanical integrity approval and an extension of well TA status.

RECEIVED

DEC21 2009

DIV.0FOIL,GAS&



Greentown State 36-24H
MIT Pressure Test Chart
12/15/09 970 psi 930 psi

10 psi

0 psi

435 psi

RECEIVED
DEC21 2003

DIV.0F0lL,GAS&

Greentown State 36-24H
MIT Pressure Test Chart
12/15/09 970 psi 930 psi

10 psi

0 psi

435 psi

RECEIVED
DEC21 2003

DIV.0F0lL,GAS&
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Greentown State 36-24H Reentry COMPLETION
Straight hole to 10,316' NOTES:

Grand County, Utah Pert 10,246'-10,262' 3 SPF

(RKB Os 4428' GL + 20' Sub (DHS #11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/15/09 CJN Perf 10,218'-10,230' 3 SPF

Hole Size: 30" E E Casing: 40', 24" 174 ppf J55 22.6" ID, butt weld (bbilft 0.4814 csg / 0.2985 OH ann) ClBP @10,170'

auger drill I spud mud m M.I Cement: (est. 50% OH excess) 17.9 bbi / 3.72 yd of 3500 psi Redi-Mix, furnished w/ conductor pipe Dump bail 20' cement

Cs g:
,80r2

00"
.a0

pf J55 STC (bbilit- 0.2188 csg vol / 0.1399 OÑann vol / 0.3585 CH ann vol)
ern100114

- 0,150' 3 SPF

Hole Size: 20" n. n. Cmt Lead: (1,315') (100% OH oxcoss) 700 sx Voricom Class G, 2.93 yld, 11.5 ppg slurry Perf 10,114'-10,118' 2 SPF

m o 24 / 72 hr compressivo strength (ost. 80°F): 1000 / 2000 psi Perf 10,086'-10,092' 3 SPF

9.0 - 9.6 ppg WBM Cmt Tail: (500') (100% OH excoss) 420 sx Voricom Class G, 1.99 yld, 13 0 ppg slurry Frac w/115,000#of

rPJLisa TVD MD 24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi 16/30 sand

Csg. Test: CIBP @ 10.070'

FIT I LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement
Notes: 1. bowspring centralizers: one 15' from shoe then7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1,434' TVD/ MD est. ur (VDwn 2. 1 shoe joint Inside 4 1/2"
3. Lost returns during displacement. Did top job with 50 sx Class G, 1.18 yld, 15.6 ppg slurry ClBP @ 8,990'

Dump bail 20' cement
1 815' TVD / MD Perf 8,796'-8,804' 3 SPF

. Casing: 5,747, 10-3/4" 65.7 ppf P110 Hydril563 (bbl/It- 0.0887 csg vol / 0.0991 OH ann vol / 0.1066 CH ann vol) Perf 8,781'-8,785' 3 SPF

Hole Size: 14-3/4" 1st stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement w/ 1% barite, 0 125 lbm Poly-E Flake,

LOgnt 2nd.stage a 219§' Typ Mg 18% salt, 2 76 yld, 12 0 ppg sluiry 24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi Wire parted after

8.7-9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G w/O3% Halad ® 344, O3% super cbl, 0 3% D-air 3000, perforating. Left in hole:

Stage tool@2,498 .
x 0 1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est 80°F): 400 / 800 psi 120' of wire and 29.5 ' of

IOCint, o 42,,,y, .498' 1VD I Ml) Criculated out 40 bbis cement after opening tool and circulating bottoms up tools(perf gun, CCI,

CICR @3,336' 2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement w/0.125lbm Poly-E-Flake, 2 93 yld, 1 I 5 ppg slurry & rope socket.
24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi

(Top White Rim) 3,296'TVD/MD 2nd stage Tail: (\00')(100% OH excess) 100 sks class G w/ 0.125 lbm Poly-E-Flake, 1.15 yld, 15 8 ppg slurry Fish with coiled tubing.
24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi Coiled tubing parted

TQQingt,açosa 4¾8' TVD MD Csg. Test: 2,800 psi leaving in hole:

I TOCpyse 5,116' TVD MD FIT I LOT: 15.0 EMW chart record 15 mim Rope spear, mud motor,

(Top Parador Salt) 5,944'TVD/M Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collarwith 2 centralizers placed below disconnect, and unknown

Triple CombO 5,748' TVD / MD DVcollarand 4 ea centralizerto 16" shoe 4 joint spacing with2 centralizers above 16" shoe, 3 joint spaceing amount of coii.
Casing 542, 7-5/8" 29.7 ppf P110 LTC (bbl/ft-0.0459 csg vol / 0.0312 OH ann vol / 0,0342 CH ann vol)

Hole Size: 9-1/2" 4_8% ,
7-5/8" 39 ppf P110 LTC(bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol) Fished withtubingand

nu I e w· (1,315') (30% OH excess) 965 sx Elasticem Class G, 1.05 yld, 11 5 ppg slurry left in hole;
24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi RECEIVED 6.25" bit, XO sub, 1 jt tbg,

Cmt Tail: (5,200') (est 30% OHE) 850 sx Elasticem Prem, 18.0 ppg slurry, 1.39 cfs yield "X"nipple,7 jts tbg,
I I.r> 1 .a i>pg <>BM (11%salt,6%Welllife,0 2%Halad-3341,0 25%Halad413,0 3%HR-5) DEC2 1 2009 5 3/4" overshot, bumper

Hote Size: 5 7/8" Weatherford Liner Hanger @8,558' 24 hr compressive strength (est. 190°F): 3000 psi sub, Hydraulic jars,

TD = 12,851' MD I 9,606. TD Milledwindow8,757' to 8,770' TOC: ±775' w/15.5 ppg Spacer to surface DIV.0FOlL,GAS&MINING 6 - 3 1/2" drill collars,
Csg. Test XO sub, and 1' piece of tbg.
Notes: 1. 1 shoe joint

CIBP 877T 2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or surface shoe Set CICR @3,336'

w s cm laid cement plug from

Ran 4 1/2" X 3 1/2 " liner to 12,500'. Did not cement. 3,336' to 1,400' w/ 415 sx

CIBP In 4.5" @ 8,990' MD Class G "neat",

Ran 7 5/8" Weatherford "CHS" Liner hanger and "TSP" liner top packer Milledwindow 9,734' to 9,757'. Drilled horizontal lateral to 12,100' MD / 10,351' TVD. 1.15 yld, 15.8 ppg slurry

2,042' 4 1/2" 15.1 ppf P-110 LTC)x 1,867' 3 1/2" 9.3 ppf PH6, perf 1 hpf Ran 7 5/8" Baker "HMC" Liner hanger and "ZXP" liner top packer (Top @9,531'), TOC - 1400'

CIBP ( 9.785 Baker Hydraulic open cement valve (Top @10,945') and shoe @12,100'.
CIBP 10,070' 928' 4 1/2" 15.1 ppf P-110 LTCx 1,580' 3 1/2" 9.3 ppf EUE 8rd, perf 1 hpf. Topped plug with

== Cemented liner with 140 SX ELASTICEM, 15.3 PPG w/0.04% HALAD-413, 10% SALT, 16.4 ppg WBM
1% D-AIR 3000, 0.3% HR-5, 0.2% SUPER CBL,6% CHEM-WELLLIFE665.

canecreekclasuesperforauons -10,086 - 10,267 Tvo /MD CIBP © 10,170' While tryingto millout ball in cement valve,milleda hole in valve and couldnot reenter

Greentown State 36-24H Reentry COMPLETION

Straight hole to 10,316' NOTES:

Grand County, Utah Pert 10,246'-10,262' 3 SPF

(RKB Os 4428' GL + 20' Sub (DHS #11) (16" SOW head x 16-3/4" 5 Mx 13 5/8" 10 Mx 7-1/16" 10 M ) 04/15/09 CJN Perf 10,218'-10,230' 3 SPF

Hole Size: 30" E E Casing: 40', 24" 174 ppf J55 22.6" ID, butt weld (bbilft 0.4814 csg / 0.2985 OH ann) ClBP @10,170'

auger drill I spud mud m M.I Cement: (est. 50% OH excess) 17.9 bbi / 3.72 yd of 3500 psi Redi-Mix, furnished w/ conductor pipe Dump bail 20' cement

Cs g:
,80r2

00"
.a0

pf J55 STC (bbilit- 0.2188 csg vol / 0.1399 OÑann vol / 0.3585 CH ann vol)
ern100114

- 0,150' 3 SPF

Hole Size: 20" n. n. Cmt Lead: (1,315') (100% OH oxcoss) 700 sx Voricom Class G, 2.93 yld, 11.5 ppg slurry Perf 10,114'-10,118' 2 SPF

m o 24 / 72 hr compressivo strength (ost. 80°F): 1000 / 2000 psi Perf 10,086'-10,092' 3 SPF

9.0 - 9.6 ppg WBM Cmt Tail: (500') (100% OH excoss) 420 sx Voricom Class G, 1.99 yld, 13 0 ppg slurry Frac w/115,000#of

rPJLisa TVD MD 24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi 16/30 sand

Csg. Test: CIBP @ 10.070'

FIT I LOT: 9.6 EMW chart record 10 mim Dump bail 20' cement

Notes: 1. bowspring centralizers: one 15' from shoe then7 spaced spaced every 160' to 547' 10,070'-10,050'

(Top Navajo) 1,434' TVD/ MD est. ur (VDwn 2. 1 shoe joint Inside 4 1/2"
3. Lost returns during displacement. Did top job with 50 sx Class G, 1.18 yld, 15.6 ppg slurry ClBP @ 8,990'

Dump bail 20' cement
1 815' TVD / MD Perf 8,796'-8,804' 3 SPF

. Casing: 5,747, 10-3/4" 65.7 ppf P110 Hydril563 (bbl/It- 0.0887 csg vol / 0.0991 OH ann vol / 0.1066 CH ann vol) Perf 8,781'-8,785' 3 SPF

Hole Size: 14-3/4" 1st stage Lead: (2,366') (100% OH excess) 989 sks type V light lead cement w/ 1% barite, 0 125 lbm Poly-E Flake,

LOgnt 2nd.stage a 219§' Typ Mg 18% salt, 2 76 yld, 12 0 ppg sluiry 24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi Wire parted after

8.7-9.1 ppg WBM 1st stage Tail: (900) (100% OH excess) 396 sks class G w/O3% Halad ® 344, O3% super cbl, 0 3% D-air 3000, perforating. Left in hole:

Stage tool@2,498 .
x 0 1% versaset, 2.54 yld, 12 ppg slurry. 24 / 72 hr compressive strength (est 80°F): 400 / 800 psi 120' of wire and 29.5 ' of

IOCint, o 42,,,y, .498' 1VD I Ml) Criculated out 40 bbis cement after opening tool and circulating bottoms up tools(perf gun, CCI,

CICR @3,336' 2nd stage Lead: (2,400') (100% OH excess) 610 sks of varicem lead cement w/0.125lbm Poly-E-Flake, 2 93 yld, 1 I 5 ppg slurry & rope socket.

24 / 72 hr compressive strength (est. 80°F): 400 / 800 psi

(Top White Rim) 3,296'TVD/MD 2nd stage Tail: (\00')(100% OH excess) 100 sks class G w/ 0.125 lbm Poly-E-Flake, 1.15 yld, 15 8 ppg slurry Fish with coiled tubing.
24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi Coiled tubing parted

TQQingt,açosa 4¾8' TVD MD Csg. Test: 2,800 psi leaving in hole:

I TOCpyse 5,116' TVD MD FIT I LOT: 15.0 EMW chart record 15 mim Rope spear, mud motor,

(Top Parador Salt) 5,944'TVD/M Notes: 1st centralizer 10' above float shoe, 22 centralizers on every 4th collarwith 2 centralizers placed below disconnect, and unknown

Triple CombO 5,748' TVD / MD DVcollarand 4 ea centralizerto 16" shoe 4 joint spacing with2 centralizers above 16" shoe, 3 joint spaceing amount of coii.
Casing 542, 7-5/8" 29.7 ppf P110 LTC (bbl/ft-0.0459 csg vol / 0.0312 OH ann vol / 0,0342 CH ann vol)

Hole Size: 9-1/2" 4_8% ,
7-5/8" 39 ppf P110 LTC(bbl/ft- 0.0426 csg vol / 0.0312 OH ann vol / 0.0342 CH ann vol) Fished withtubingand

nu I e w· (1,315') (30% OH excess) 965 sx Elasticem Class G, 1.05 yld, 11 5 ppg slurry left in hole;
24 / 72 hr compressive strength (est. 80°F): 1000 / 2000 psi RECEIVED 6.25" bit, XO sub, 1 jt tbg,

Cmt Tail: (5,200') (est 30% OHE) 850 sx Elasticem Prem, 18.0 ppg slurry, 1.39 cfs yield "X"nipple,7 jts tbg,
I I.r> 1 .a i>pg <>BM (11%salt,6%Welllife,0 2%Halad-3341,0 25%Halad413,0 3%HR-5) DEC2 1 2009 5 3/4" overshot, bumper

Hote Size: 5 7/8" Weatherford Liner Hanger @8,558' 24 hr compressive strength (est. 190°F): 3000 psi sub, Hydraulic jars,

TD = 12,851' MD I 9,606. TD Milledwindow8,757' to 8,770' TOC: ±775' w/15.5 ppg Spacer to surface DIV.0FOlL,GAS&MINING 6 - 3 1/2" drill collars,
Csg. Test XO sub, and 1' piece of tbg.
Notes: 1. 1 shoe joint

CIBP 877T 2. bowspring centralizers spaced every 120' / 3rd jt (120') from shoe to 1600' or surface shoe Set CICR @3,336'

w s cm laid cement plug from

Ran 4 1/2" X 3 1/2 " liner to 12,500'. Did not cement. 3,336' to 1,400' w/ 415 sx

CIBP In 4.5" @ 8,990' MD Class G "neat",

Ran 7 5/8" Weatherford "CHS" Liner hanger and "TSP" liner top packer Milledwindow 9,734' to 9,757'. Drilled horizontal lateral to 12,100' MD / 10,351' TVD. 1.15 yld, 15.8 ppg slurry

2,042' 4 1/2" 15.1 ppf P-110 LTC)x 1,867' 3 1/2" 9.3 ppf PH6, perf 1 hpf Ran 7 5/8" Baker "HMC" Liner hanger and "ZXP" liner top packer (Top @9,531'), TOC - 1400'

CIBP ( 9.785 Baker Hydraulic open cement valve (Top @10,945') and shoe @12,100'.
CIBP 10,070' 928' 4 1/2" 15.1 ppf P-110 LTCx 1,580' 3 1/2" 9.3 ppf EUE 8rd, perf 1 hpf. Topped plug with

== Cemented liner with 140 SX ELASTICEM, 15.3 PPG w/0.04% HALAD-413, 10% SALT, 16.4 ppg WBM
1% D-AIR 3000, 0.3% HR-5, 0.2% SUPER CBL,6% CHEM-WELLLIFE665.

canecreekclasuesperforauons -10,086 - 10,267 Tvo /MD CIBP © 10,170' While tryingto millout ball in cement valve,milleda hole in valve and couldnot reenter



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS ;FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL / OTHER Greentown State 36-24H
2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS ÓF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th St. Suite 4300

aTY Denver
sTATE CO ZIP 80202 (303) 575-0383 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1,iÛÔFSG&2dS8' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: $W$E 30 218 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/26/2010 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Tight Hole Status

Delta Petroleum Corporation plans to P&Athe Greentown State 36-24H as follows:

1. MIRUworkover rig and equipment.
2. Killwell. ND tree and NU BOPE under fullwell control. Note: 1) On 3/10/10 the casing was standing full and the casing,

intermediate, and surface pressures were all 0 psi. 2) There is no tubing in the well.
3. MU bit and PU work string. Roll and condition mud (16.4 ppg WBM in hole) to or near the plug at 1400'. Pressure test

7-5/8" to 500 psi. TOH and lay down bit.
4. RIH and pump 100' minimum surface plug. POH. Note: AII plugging cements willbe Class G, 15.8 ppg.
5. RIH in 7-5/8" x 10-3/4" annulus with 1" tubingto 50' minimum. Pump annulus full to surface.
6. Cut off wellhead and ensure casing and all annuli are topped off. Weld on plate 5' below surface grade. Install dry hole

marker. COPYSENTTOOPERATOR
7. Clean location and RDMO all equipment.

NAME(PLEASE PRINT) Richard Bonham TITLE Completions Engineer

SIGNATURE OL) DATE 3/31/2010

(This space for State use only)
O Ï $ Ÿ1

OF UTAH DIVISION OF
OIL GA D MINING

DATE / 3 m APRO5

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-49170

SUNDRY NOTICES AND REPORTS ON WELLS ;FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL / OTHER Greentown State 36-24H
2. NAMEOF OPERATOR: 9. API NUMBER:

Delta Petroleum Corporation 4301931519
3. ADDRESS ÓF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th St. Suite 4300

aTY Denver
sTATE CO ZIP 80202 (303) 575-0383 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1,iÛÔFSG&2dS8' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: $W$E 30 218 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/26/2010 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Tight Hole Status

Delta Petroleum Corporation plans to P&Athe Greentown State 36-24H as follows:

1. MIRUworkover rig and equipment.
2. Killwell. ND tree and NU BOPE under fullwell control. Note: 1) On 3/10/10 the casing was standing full and the casing,

intermediate, and surface pressures were all 0 psi. 2) There is no tubing in the well.
3. MU bit and PU work string. Roll and condition mud (16.4 ppg WBM in hole) to or near the plug at 1400'. Pressure test

7-5/8" to 500 psi. TOH and lay down bit.
4. RIH and pump 100' minimum surface plug. POH. Note: AII plugging cements willbe Class G, 15.8 ppg.
5. RIH in 7-5/8" x 10-3/4" annulus with 1" tubingto 50' minimum. Pump annulus full to surface.
6. Cut off wellhead and ensure casing and all annuli are topped off. Weld on plate 5' below surface grade. Install dry hole

marker. COPYSENTTOOPERATOR
7. Clean location and RDMO all equipment.

NAME(PLEASE PRINT) Richard Bonham TITLE Completions Engineer

SIGNATURE OL) DATE 3/31/2010

(This space for State use only)
O Ï $ Ÿ1

OF UTAH DIVISION OF
OIL GA D MINING

DATE / 3 m APRO5
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. State of Utah

y
"" N DEPARTMENT OF NATURAL RESOURCES

Au s *6 / MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

CONDITIONS OF APPROVAL
TO PLUG AND ABANDON WELL

Well Name and Number: Greentown St 36-24H

API Number: 43-019-31519

Operator: Delta Petroleum Corp.
Reference Document: Original Sundry Notice dated March 31, 2010,

received by DOGM on April 5, 2010.

Approval Conditions:

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please
call Dan Jarvis at 801-538-5338.

2. If casing does not test in step #3, a 100' plug (±22 sx) may be necessary on top of the
existing cement plug @1400'. Please consult with Division before proceeding.

3. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

4. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

5. If there are any changes to the procedure or the wellbore configuration, notify Dustin
Doucet at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the
procedure.

6. All other requirements for notice and reporting in the Oil and Gas Conservation General
Rules sh 11apply

April 8, 2010
Dustin K. Doucet Date
Petroleum Engineer

UTAH

DNR
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 . www.ogm utah.gov

GIL, GAS &
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existing cement plug @1400'. Please consult with Division before proceeding.
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API Well No: 43019315190000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-49170 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 GREENTOWN ST 36-24H 

2. NAME OF OPERATOR:
 DELTA PETROLEUM CORP 

9. API NUMBER:
 43019315190000

3. ADDRESS OF OPERATOR:  
 370 17th Street, Suite 4300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1108 FSL 2158 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 36 Township: 21.0S Range: 16.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

4/23/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The following work was accomplished April 21-23, 2010: MIRU, NDWH,
NUBOP PU 6 3/4" bit and TIH, could not get past 227'; TIH to 1160', could

not get deeper due to heavy mud (circulated in stages). Pressure test casing
to 500 psi, held TOH, NDBOP, TIH to 105'; Mix and pump 25 sx class G

cement to surface TOH, dig out wellhead and cut 7 5/8" and 10 3/4" casing
successfully Could not get down 7 5/8 and 10 3/4 annulus past 10'; top off
with 5 sx class G cement Weld on info plate, backfill & RDMO (Total of 30 sx
cement) All changes in procedure approved by Bart Kettle, UDOGM person at

location for work.

NAME (PLEASE PRINT)  
 Linda Cool

TITLE
 Senior Regulatory Technician

SIGNATURE
 N/A

DATE
 6/3/2010

PHONE NUMBER:
303 293-9133  Ext 

 

PHONE NUMBER
303 575-0376

June 07, 2010

iPI Well No: 43019315190000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5yLEAS9E1DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/23/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLR OD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The following work was accomplished April 21-23, 2010: MIRU, NDWH,
NUBOP PU 6 3/4" bit and TIH, could not get past 227'; TIH to 1160', couldAccepted by the

not get deeper due to heavy mud (circulated in stages). Pressure test casingUtah Division of
to 500 psi, held TOH, NDBOP, TIH to 105'; Mix and pump 25 sx class GOil, Gas and Mining

cement to surface TOH, dig out wellhead and cut 7 5/8" and 10 3/4" RE RD ON LYsuccessfully Could not get down 7 5/8 and 10 3/4 annulus past 10'; tp e or, 20TU
with 5 sx class G cement Weld on info plate, backfill & RDMO (Total of 30 sx

cement) All changes in procedure approved by Bart Kettle, UDOGM person at
location for work.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A

iPI Well No: 43019315190000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5yLEAS9E1DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/23/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLR OD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The following work was accomplished April 21-23, 2010: MIRU, NDWH,
NUBOP PU 6 3/4" bit and TIH, could not get past 227'; TIH to 1160', couldAccepted by the

not get deeper due to heavy mud (circulated in stages). Pressure test casingUtah Division of
to 500 psi, held TOH, NDBOP, TIH to 105'; Mix and pump 25 sx class GOil, Gas and Mining

cement to surface TOH, dig out wellhead and cut 7 5/8" and 10 3/4" RE RD ON LYsuccessfully Could not get down 7 5/8 and 10 3/4 annulus past 10'; tp e or, 20TU
with 5 sx class G cement Weld on info plate, backfill & RDMO (Total of 30 sx

cement) All changes in procedure approved by Bart Kettle, UDOGM person at
location for work.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A



API Well No: 43019315190000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-49170 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  

8. WELL NAME and NUMBER:
 GREENTOWN ST 36-24H 

2. NAME OF OPERATOR:
 DELTA PETROLEUM CORP 

9. API NUMBER:
 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1108 FSL 2158 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 36 Township: 21.0S Range: 16.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/28/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Per State approvals the site was reclaimed as follows: Work completed Oct.
15-21, 2010 and Oct 28, 2010. 1. Dig up and haul off rig anchors and oilfield
trash. 2. Backfill and grade location to near natural contours and to minimize

possible erosion. 3. Evenly distribute top soil on reclaimed area. 4. Fully
reclaim first 0.2 mi of access road and partially reclaim remaining 0.4 mi of

access road to Crystal Geyser Road. The partial reclaimed area was reduced to
an 8' running surface by grading and ripping. 5. Reseed location and access
road with State seed mix and back drag to cover see. State Mix: 3 lbs/ac:

Crested wheatgrass; 4 lbs/ac Siberian wheatgrass; 2 lbs/ac blue gramma; 2
lbs/ac forage kochia; 1 lb/ac scarlet globemallow; 4 lbs/ac fourwing saltbrush **Use 1 bl/ac

gooseberry-globemallow if scarlet globemallow is not available. Questions call Richard Bonham 303.575.0383

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Linda Cool 303 575-0376

TITLE
 Senior Regulatory Technician

SIGNATURE
 N/A

DATE
 12/28/2010

December 28, 2010

12/29/2010

iPI Well No: 43019315190000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING "MLLEA4S9EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/28/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Per State approvals the site was reclaimed as follows: Work completed Oct.
15-21, 2010 and Oct 28, 2010. 1. Dig up and haul off rig anchors and oilfielAccepted by the
trash. 2. Backfill and grade location to near natural contours and to minimizØtah Division of

possible erosion. 3. Evenly distribute top soil on reclaimed area. 4. FullOil, Gas and Mining
reclaim first 0.2 mi of access road and partially reclaim remaining 0.¾ RE CORWON LYaccess road to Crystal Geyser Road. The partial reclaimed area was re u
an 8' running surface by grading and ripping. 5. Reseed location and access

road with State seed mix and back drag to cover see. State Mix: 3 lbs/ac:
Crested wheatgrass; 4 lbs/ac Siberian wheatgrass; 2 lbs/ac blue gramma; 2

lbs/ac forage kochia; 1 lb/ac scarlet globemallow; 4 lbs/ac fourwing saltbrush **Use 1 bl/ac
gooseberry-globemallow if scarlet globemallow is not available. Questionscall Richard Bonham 303.575.0383

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A 12/28/2010

RECEIVED December 28,

iPI Well No: 43019315190000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING "MLLEA4S9EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/28/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Per State approvals the site was reclaimed as follows: Work completed Oct.
15-21, 2010 and Oct 28, 2010. 1. Dig up and haul off rig anchors and oilfielAccepted by the
trash. 2. Backfill and grade location to near natural contours and to minimizØtah Division of

possible erosion. 3. Evenly distribute top soil on reclaimed area. 4. FullOil, Gas and Mining
reclaim first 0.2 mi of access road and partially reclaim remaining 0.¾ RE CORWON LYaccess road to Crystal Geyser Road. The partial reclaimed area was re u
an 8' running surface by grading and ripping. 5. Reseed location and access

road with State seed mix and back drag to cover see. State Mix: 3 lbs/ac:
Crested wheatgrass; 4 lbs/ac Siberian wheatgrass; 2 lbs/ac blue gramma; 2

lbs/ac forage kochia; 1 lb/ac scarlet globemallow; 4 lbs/ac fourwing saltbrush **Use 1 bl/ac
gooseberry-globemallow if scarlet globemallow is not available. Questionscall Richard Bonham 303.575.0383

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A 12/28/2010

RECEIVED December 28,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-49170 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  

8. WELL NAME and NUMBER:
 GREENTOWN ST 36-24H 

2. NAME OF OPERATOR:
 DELTA PETROLEUM CORP 

9. API NUMBER:
 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1108 FSL 2158 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 36 Township: 21.0S Range: 16.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/28/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Request final inspection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Surface reclamation and seeding was completed October 28, 2010. We
request final inspection for release of this site. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Linda Cool 303 575-0376

TITLE
 Senior Regulatory Technician

SIGNATURE
 N/A

DATE
 11/16/2011

11/22/2011

Nov. 16, 2011

Sundry Number: 20445 API Well Number: 43019315190000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "QLLEA49EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 E×t WILDCAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/28/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Request final inspectio

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Surface reclamation and seeding was completed October 28, 2010. We
request final inspection for release of this site.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "QLLEA49EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
GREENTOWN ST 36-24H

2. NAME OF OPERATOR: 9. API NUMBER:
DELTA PETROLEUM CORP 43019315190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
370 17th Street, Suite 4300 , Denver, CO, 80202 303 293-9133 E×t WILDCAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

1108 FSL 2158 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 36 Township: 21.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/28/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Request final inspectio

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Surface reclamation and seeding was completed October 28, 2010. We
request final inspection for release of this site.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Linda Cool 303 575-0376 Senior Regulatory Technician

SIGNATURE DATE
N/A
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